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Foreword 

This Technical Specification (TS) has been produced by the 3 rd Generation Partnership Project (3GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

x the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 
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1 Scope 

The present document specifies the radio network layer signalling protocol called Radio Access Network Application 
Part (RANAP) for the Iu interface. RANAP supports the functions of Iu interface by signalling procedures defined in 
this document. RANAP is developed in accordance to the general principles stated in TR 23.930 [1], TS 25.410 [2] and 
TS 25.401 [3]. 



2 References 

The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

- References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

- For a specific reference, subsequent revisions do not apply. 

- For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including 
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same 
Release as the present document. 



[I] 3 GPP TR 23.930 (version.4.0.0, 2001-04): "Iu Principles". 

[2] 3GPP TS 25.410: "UTRAN Iu Interface: General Aspects and Principles". 

[3] 3GPP TS 25.401: "UTRAN Overall Description". 

[4] 3GPP TR 25.931: "UTRAN Functions, Examples on Signalling Procedures". 

[5] 3GPP TS 25.412: "UTRAN Iu interface signalling transport". 

[6] 3GPP TS 25.415: "UTRAN Iu interface user plane protocols". 

[7] 3GPP TS 23.107: "Quality of Service (QoS) concept and architecture". 

[8] 3GPP TS 24.008: "Mobile radio interface layer 3 specification; Core network protocols; Stage 3". 

[9] 3GPP TS 25.414: "UTRAN Iu interface data transport and transport signalling". 

[10] 3GPP TS 25.331: "Radio Resource Control (RRC) protocol specification". 

[II] 3GPP TS 48.008: "Mobile Switching Centre - Base Station System (MSC - BSS) interface; Layer 
3 specification". 

[12] GSM TS 12.08: "Subscriber and equipment trace". 

[13] ITU-T Recommendation X.691 (07/2002): "Information technology - ASN.l encoding rules: 
Specification of Packed Encoding Rules (PER)". 

[14] ITU-T Recommendation X.680 (07/2002): "Information technology - Abstract Syntax Notation 

One (ASN.l): Specification of basic notation". 

[15] ITU-T Recommendation X.681 (07/2002): "Information technology - Abstract Syntax Notation 

One (ASN.l): Information object specification". 

[16] 3GPP TS 23.1 10: "UMTS Access Stratum, Services and Functions". 

[17] 3GPP TS 25.323: "Packet Data Convergence Protocol (PDCP) specification". 

[18] 3GPP TR 25.921: "Guidelines and principles for protocol description and error handling". 

[19] 3GPP TS 23.003: "Numbering, addressing and identification". 
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[20] 3GPP TS 23.032: "Universal Geographical Area Description (GAD)". 

[21] 3GPP TS 23.060: "General Packet Radio Service (GPRS); Service description; Stage 2". 

[22] 3GPP TS 24.080: "Mobile radio Layer 3 supplementary services specification; Formats and 

coding". 

[23] 3GPP TS 29.108: "Application of the Radio Access Network Application Part (RANAP) on the 

E-interface". 

[24] 3GPP TS 29.002: "Mobile Application Part (MAP) specification". 

[25] GSM TS 12.20: "Base Station System (BSS) management information". 

[26] 3GPP TS 23.236: "Intra-domain connection of Radio Access Network (RAN) nodes to multiple 

Core Network (CN) nodes". 

[27] 3GPP TS 43.051: "3rd Generation Partnership Project; Technical Specification Group 

GSM/EDGE Radio Access Network; Overall description - Stage 2". 

[28] Void. 

[29] 3GPP TS 43.059: "Functional stage 2 description of Location Services (LCS) in GERAN". 

[30] 3GPP TS 22.071: "Location Services (LCS); Service description - Stage 1". 

[31] 3GPP TR 25.994 (version.5.0.0): "Measures employed by the UMTS Radio Access Network 

(UTRAN) to overcome early User Equipment (UE) implementation faults". 

[32] 3GPP TR 25.995 (version.5.0.0): "Measures employed by the UMTS Radio Access Network 

(UTRAN) to cater for legacy User Equipment (UE) which conforms to superseded versions of the 
RAN interface specification". 

[33] 3GPP TS 23. 195: "Provision of UE Specific Behaviour Information to Network Entities". 

[34] 3GPP TS 49.03 1 : "Location Services (LCS) - Base Station System Application Part LCS 

Extension - (BSSAP-LE)". 

[35] 3GPP TR 21.905: "Vocabulary for 3GPP Specifications". 

[36] 3GPP TS 48.018: "General Packet Radio Service (GPRS); BSS GPRS Protocol (BSSGP)". 

[37] 3GPP TS 32.421: "Subscriber and equipment trace: Trace concepts and requirements". 

[38] 3GPP TS 32.422: "Subscriber and equipment trace: Trace control and Configuration 

Management". 

[39] 3GPP TS 23.251: "Network sharing - Architecture and functional description". 

[40] 3GPP TS 22.146: "Multimedia Broadcast/Multicast Service; Stage 1". 

[41] 3GPP TS 23.246: "Multimedia Broadcast Multicast Service; Architecture and Functional 

Description". 

[42] 3GPP TS 25.346: "Introduction of the Multimedia Broadcast Multicast Service (MBMS) in the 

Radio Access Network (RAN); Stage 2". 

[43] 3GPP TS 23. 172: "Technical realization of Circuit Switched (CS) multimedia service UDI/RDI 

fallback and service modification; Stage 2". 

[44] 3GPP TS 29.061 "Interworking between the Public Land Mobile Network (PLMN) supporting 

packet based services and Packet Data Networks (PDN)". 

[45] 3GPP TS 44.018: "Mobile radio interface layer 3 specification; Radio Resource Control Protocol". 

[46] 3GPP TS 44.060: "General Packet Radio Service (GPRS); Mobile Station (MS) - Base Station 

System (BSS) interface; Radio Link Control/Medium Access Control (RLC/MAC) protocol". 
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[47] 3GPP TS 43.055: "3rd Generation Partnership Project; Technical Specification Group 

GSM/EDGE Radio Access Network; Dual Transfer Mode (DTM) - Stage 2". 

[48] 3GPP TS 23.401 : "General Packet Radio Service (GPRS) enhancements for Evolved Universal 

Terrestrial Radio Access Network (E-UTRAN) access". 

[49] 3GPP TS 36.413: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); SI 

Application Protocol (S1AP)". 

[50] 3GPP TS 25.104: "Base Station (BS) radio transmission and reception(FDD)". 

[51] 3GPP TS 25.446: "MBMS Synchronisation Protocol(SYNC)". 

[52] 3GPP TS 36.300: "Evolved Universal Terrestrial Radio Access (E-UTRA), Evolved Universal 

Terrestrial Radio Access Network (E-UTRAN); Overall description; stage 2". 

[53] 3GPP TS 23.007: "Restoration procedures" 

[54] 3GPP TS 23.216: "Single Radio Voice Call Continuity (SRVCC); Stage 2" 

[55] 3GPP TS 25.467: "UTRAN architecture for 3G Home Node B (HNB) - Stage 2" 

[56] 3GPP TS 22.220: "Service requirements for Home NodeBs and Home eNodeBs". 

[57] 3GPP TS 29.060: "General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) 

across the Gn and Gp Interface". 

[58] 3GPP TS 36. 101 : "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) 

radio transmission and reception". 

[59] 3GPP TS 29.28 1 : "General Packet Radio Service (GPRS); Tunnelling Protocol User Plane 

(GTPvl-U)". 

[60] 3 GPP TS 33.102: "3G Security; Security architecture". 

[61] 3GPP TS 32.240: "Charging management; Charging architecture and principles". 

3 Definitions, symbols and abbreviations 
3.1 Definitions 



For the purposes of the present document, the following terms and definitions below apply. Terms and definitions not 
defined below can be found in TR 21.905 [35]. 

Cell Load-Based Inter-System Handover: This mechanism, which is contained within a UTRAN RNC, consists of 
three primary functions: 

1 . The RNC has the capability to generate and send Cell Load Information towards the target/source system. 

2. The RNC has the capability to receive Cell Load Information from the target/source system, and is able to 
interpret this information. 

3. The ability of the RNC to make a handover decision by comparing the Cell Load Information that it has received 
from the target system with the Cell Load Information it has about its own cells. 

Ciphering Alternative: defines both the Ciphering Status (started/not started) together with the Ciphering Algorithm 
considered altogether. 

Core Network operator: as defined in TS 23.251 [39]. 

Corresponding RNC-ID: RNC-ID corresponding to an eNB ID, which enables a source RNC to address a target eNB 
for handover purposes via CN elements that cannot interprete an eNB ID (see TS 23.401 [48]). 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 



17 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



CSG Cell: a UTRAN cell broadcasting a CSG Indicator and a CSG identity. This cell operates in Closed Access Mode 
as defined in TS 22.220 [56]. 

Default CN node: An RNC with an inactive or not implemented NAS Node Selection Function TS 23.236 [26] has one 
single permanent default CN node per CN domain. It always initiates the Initial UE Message procedure towards its 
default CN node. If the NAS Node Selection Function is active, then no Default CN node exists. 

Directed retry: Directed retry is the process of assigning a User Equipment to a radio resource that does not belong to 
the serving RNC e.g. in situations of congestion. It is triggered by the RAB Assignment procedure and employs 
relocation procedures. 

Elementary Procedure: RANAP protocol consists of Elementary Procedures (EPs). An Elementary Procedure is a unit 
of interaction between the RNS and the CN. These Elementary Procedures are defined separately and are intended to be 
used to build up complete sequences in a flexible manner. If the independence between some EPs is restricted, it is 
described under the relevant EP description. Unless otherwise stated by the restrictions, the EPs may be invoked 
independently of each other as stand alone procedures, which can be active in parallel. Examples on using several 
RANAP EPs together with each other and EPs from other interfaces can be found in reference TR 25.931 [4]. 

An EP consists of an initiating message and possibly a response message. Three kinds of EPs are used: 

- Class 1: Elementary Procedures with response (success and/or failure). 

- Class 2: Elementary Procedures without response. 

- Class 3: Elementary Procedures with possibility of multiple responses. 
For Class 1 EPs, the types of responses can be as follows: 

Successful: 

- A signalling message explicitly indicates that the elementary procedure successfully completed with the 
receipt of the response. 

Unsuccessful: 

A signalling message explicitly indicates that the EP failed. 

- On time supervision expiry (i.e. absence of expected response). 

Successful and Unsuccessful: 

One signalling message reports both successful and unsuccessful outcome for the different included requests. 
The response message used is the one defined for successful outcome. 

Class 2 EPs are considered always successful. 

Class 3 EPs have one or several response messages reporting both successful, unsuccessful outcome of the requests and 
temporary status information about the requests. This type of EP only terminates through response(s) or EP timer 
expiry. 

Enhanced relocation: denotes a method where the relocation of the SRNS functionality is prepared via RNSAP means. 
The CN is not informed until the preparation and execution of the relocation has taken place. 

Gateway Core Network: as defined in TS 23.251 [39]. 

GERAN BSC in Iu mode: In the context of this specification no distinction between an UTRAN RNC and a GERAN 
BSC in Iu mode is made. The GERAN BSC in Iu mode will behave as a RNC unless explicitely stated (see TS 43.051 
[27]). 

Hybrid Cell: a UTRAN cell broadcasting a CSG Identity and operating in Hybrid Access Mode as defined in TS 
22.220 [56]. 

Integrity Protection Alternative: defines both the Integrity Protection Status (started/not started) together with the 
Integrity Protection Algorithm considered altogether. 

Management Based Activation: as defined in TS 32.421 [37]. 
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MBMS Bearer Service: as defined in TS 23.246 [41]. 
MBMS Iu signalling connection: as defined in TS 25.346 [42]. 
MBMS RAB: as defined in TS 25.346 [42]. 
MBMS Service Area: as defined in TS 23.246 [41]. 
MBMS Service Context: as defined in TS 25.346 [42]. 
MBMS Session: as defined in TS 25.346 [42]. 
MBMS session start: as defined in TS 25.346 [42]. 
MBMS session stop: as defined in TS 25.346 [42]. 
Multicast Service: as defined in TS 22.146 [40]. 
Multi-Operator Core Network: as defined in TS 23.251 [39]. 
Network sharing non-supporting UE: as defined in TS 23.251 [39]. 
Network sharing supporting UE: as defined in TS 23.251 [39]. 
Packet System Information: as defined in TS 44.060 [46]. 
PUESBINE feature: as defined in TS 23.195 [33]. 

Relocation of SRNS: relocation of SRNS is a UMTS functionality used to relocate the serving RNS role from one RNS 
to another RNS. This UMTS functionality is realised by several elementary procedures executed in several interfaces 
and by several protocols and it may involve a change in the radio resources used between UTRAN and UE 

It is also possible to relocate the serving RNS role from: 

- one RNS within UMTS to another relocation target external to UMTS; 

- functionality equivalent to the serving RNS role from another relocation source external to UMTS to another 
RNS. 

RAN Information Management: as defined in TS 48.018 [36]. 

RNSAP Relocation: see definition in TS 25.467 [55]. 

Trace Recording Session: as defined in TS 32.421 [37]. 

Trace Recording Session Reference: as defined in TS 32.421 [37]. 

Trace Reference: as defined in TS 32.421 [37]. 

Trace Session: as defined in TS 32.421 [37]. 

Serving RNC: SRNC is the RNC belonging to SRNS 

Serving RNS: role an RNS can take with respect to a specific connection between an UE and UTRAN. There is one 
serving RNS for each UE that has a connection to UTRAN. The serving RNS is in charge of the radio connection 
between a UE and the UTRAN. The serving RNS terminates the Iu for this UE 

Signalling Based Activation: as defined in TS 32.421 [37]. 

Source RNC: source RNC is the RNC belonging to source RNS 

Source RNS: role, with respect to a specific connection between UTRAN and CN, that RNS takes when it decides to 
initiate a relocation of SRNS 

System Information in GERAN: as defined in TS 44.018 [45]. 
Target RNC: target RNC is the RNC belonging to target RNS 
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Target RNS: role an RNS gets with respect to a specific connection between UTRAN and CN when it is being a 
subject of a relocation of SRNS which is being made towards that RNS 

UE Specific Behaviour Information - Iu: as defined in TS 23.195 [33]. 

3.2 Symbols 

Void. 

3.3 Abbreviations 

Applicable abbreviations can be found in TR 21.905 [35]. For the purposes of the present document, the following 
abbreviations apply: 



AAL2 


ATM Adaptation Layer type 2 


ALCAP 


Access Link Control Application Part 


APN 


Access Point Name 


AS 


Access Stratum 


ASN.l 


Abstract Syntax Notation One 


ATM 


A 1 rn i' ~K If 1 

Asynchronous Transfer Mode 


BSC 


Base Station Controller 


CC 


Call Control 


CN 


Core Network 


CRNC 


Controlling RNC 


CS 


Circuit Switched 


CSG 


Closed Subscriber Group 


DCH 


Dedicated Channel 


DL 


Downlink 


DRNC 


Drift RNC 


DRNS 


Drift RNS 


DSCH 


Downlink Shared Channel 


eNB 


T~ ' T TrrTi A X T 1 I 

E-UTRA NodeB 


EP 


Elementary Procedure 


E-UTRA 


Evolved UTRA 


E-UTRAN 


Evolved UTRAN 


GANSS 


s—\ 1*1 1 A "1 "1 • a * 1 \T ■ . ■ ft . 11 • , - 

Galileo and Additional Navigation Satellite Systems 


GERAN 


GSM/EDGE Radio Access Network 


GPRS 


General Packet Radio System 


GSM 


Global System for Mobile communications 


GTP 


GPRS Tunnelling Protocol 


GWCN 


GateWay Core Network 


HNB 


Home Node B 


IE 


Information Element 


IMEI 


International Mobile Equipment Identity 


IMSI 


International Mobile Subscriber Identity 


IPv4 


Internet Protocol (version 4) 


IPv6 


Internet Protocol (version 6) 


IRAT 


Inter-RAT 


L-GW 


Local GateWay 


LIPA 


Local IP Access 


MBMS 


Multimedia Broadcast Multicast Service 


MDT 


Minimization of Drive Tests 


MM 


Mobility Management 


MOCN 


Multi Operator Core Network 


MSC 


Mobile services Switching Center 


MSISDN 


MS International PSTN/ISDN Number 


NACC 


Network Assisted Cell Change 


NAS 


Non Access Stratum 


NNSF 


NAS Node Selection Function 


NRT 


Non-Real Time 
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N-PDU 


Network - Protocol Data Unit 


OSP:IHOSS 


Octet Stream Protocol: Internet-Hosted Octet Stream Service 


P-TMSI 


Packet TMSI 


PDCP 


Packet Data Convergence Protocol 


PDP 


Packet Data Protocol 


PDU 


Protocol Data Unit 


PLMN 


Public Land Mobile Network 


PPP 


Point-to-Point Protocol 


PS 


Packet Switched 


PSI 


Packet System Information 


PTP 


Point To Point 


PUESBINE 


Provision of UE Specific Behaviour Information to Network Entities 


QoS 


Quality of Service 


RAB 


Radio Access Bearer 


RANAP 


Radio Access Network Application Part 


RAT 


Radio Access Technology 


RIM 


RAN Information Management 


RNC 


Radio Network Controller 


RNS 


Radio Network Subsystem 


RRC 


Radio Resource Control 


RT 


Real Time 


SAI 


Service Area Identifier 


SAP 


Service Access Point 


SDU 


Service Data Unit 


SGSN 


Serving GPRS Support Node 


SI 


System Information in GERAN 


SIPTO 


Selected IP Traffic Offload 


SNA 


Shared Network Area 


SNAC 


Shared Network Area Code 


SRNC 


Serving RNC 


SRNS 


Serving RNS 


TEID 


Tunnel Endpoint Identifier 


TMGI 


Temporary Mobile Group Identity 


TMSI 


Temporary Mobile Subscriber Identity 


UE 


User Equipment 


UEA 


UMTS Encryption Algorithm 


UESBI-Iu 


UE Specific Behaviour Information - Iu 


UIA 


UMTS Integrity Algorithm 


UL 


Uplink 


UMTS 


Universal Mobile Telecommunications System 


USCH 


Uplink Shared Channel 


UTRA 


UMTS Terrestrial Radio Access 


UTRAN 


UMTS Terrestrial Radio Access Network 



4 General 

4.1 Procedure Specification Principles 

The principle for specifying the procedure logic is to specify the functional behaviour of the RNC exactly and 
completely. The CN functional behaviour is left unspecified. The EPs Relocation Preparation, Reset, Reset Resource 
and Overload Control are exceptions from this principle. 

The following specification principles have been applied for the procedure text in clause 8: 

- The procedure text discriminates between: 

1) Functionality which "shall" be executed 

The procedure text indicates that the receiving node "shall" perform a certain function Y under a certain 
condition. If the receiving node supports procedure X but cannot perform functionality Y requested in the 
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REQUEST message of a Class 1 of Class 3 EP, the receiving node shall respond with the message used to 
report unsuccessful outcome for this procedure, containing an appropriate cause value. 

2) Functionality which "shall, if supported" be executed 

The procedure text indicates that the receiving node "shall, if supported," perform a certain function Y under 
a certain condition. If the receiving node supports procedure X, but does not support functionality Y, the 
receiving node shall proceed with the execution of the EP, possibly informing the requesting node about the 
not supported functionality. 

Any required inclusion of an optional IE in a response message is explicitly indicated in the procedure text. If the 
procedure text does not explicitly indicate that an optional IE shall be included in a response message, the 
optional IE shall not be included. For requirements on including Criticality Diagnostics IE, see section 10. For 
examples on how to use the Criticality Diagnostics IE, see Annex A. 2. 

4.2 Forwards and Backwards Compatibility 

The forwards and backwards compatibility of the protocol is assured by mechanism where all current and future 
messages, and IEs or groups of related IEs, include ID and criticality fields that are coded in a standard format that will 
not be changed in the future. These parts can always be decoded regardless of the standard version. 

4.3 Specification Notations 

For the purposes of the present document, the following notations apply: 

Procedure When referring to an elementary procedure in the specification the Procedure Name is written with 

the first letters in each word in upper case characters followed by the word "procedure", e.g. RAB 
Assignment procedure. 

Message When referring to a message in the specification the MESSAGE NAME is written with all letters 

in upper case characters followed by the word "message", e.g. RAB ASSIGNMENT REQUEST 
message. 

IE When referring to an information element (IE) in the specification the Information Element Name 

is written with the first letters in each word in upper case characters and all letters in Italic font 
followed by the abbreviation "IE", e.g. User Plane Mode IE. 

Value of an IE When referring to the value of an information element (IE) in the specification the "Value" is 

written as it is specified in subclause 9.2 enclosed by quotation marks, e.g. "Abstract Syntax Error 
(Reject)" or "Geographical Coordinates". 



5 RANAP Services 

RANAP provides the signalling service between UTRAN or GERAN (in Iu mode) and CN that is required to fulfil the 
RANAP functions described in clause 7. RANAP services are divided into four groups. The first three are based on 
Service Access Points (SAP) defined in TS 23.1 10 [16]: 

1. General control services: They are related to the whole Iu interface instance between RNC and logical CN 
domain, and are accessed in CN through the General Control SAP. They utilise connectionless signalling 
transport provided by the Iu signalling bearer. 

2. Notification services: They are related to specified UEs or all UEs in specified area, and are accessed in CN 
through the Notification SAP. They utilise connectionless signalling transport provided by the Iu signalling 
bearer. 

3. Dedicated control services: They are related to one UE, and are accessed in CN through the Dedicated Control 
SAP. RANAP functions that provide these services are associated with Iu signalling connection that is 
maintained for the UE in question. The Iu signalling connection is realised with connection oriented signalling 
transport provided by the Iu signalling bearer. 
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4. MBMS control services: They are related to one MBMS Bearer Service. RANAP functions that provide these 
services are associated with one or several Iu signalling connection that is maintained for the MBMS Bearer 
Service in question during the MBMS Session. The Iu signalling connection is realised with connection oriented 
signalling transport provided by the Iu signalling bearer. 



6 Services Expected from Signalling Transport 

Signalling transport (See TS 25.412 [5]) shall provide two different service modes for the RANAP. 

1. Connection oriented data transfer service. This service is supported by a signalling connection between RNC and 
CN domain. It shall be possible to dynamically establish and release signalling connections based on the need. 
Each active UE shall have its own signalling connection. Each MBMS Bearer Service during a given MBMS 
Session shall have one or several signalling connections. The signalling connection shall provide in sequence 
delivery of RANAP messages. RANAP shall be notified if the signalling connection breaks. 

2. Connectionless data transfer service. RANAP shall be notified in case a RANAP message did not reach the 
intended peer RANAP entity. 



7 Functions of RANAP 

RANAP protocol has the following functions: 

Relocating serving RNC. This function enables to change the serving RNC functionality as well as the related Iu 
resources (RAB(s) and Signalling connection) from one RNC to another. 

Overall RAB management. This function is responsible for setting up, modifying and releasing RABs. 

- Queuing the setup of RAB. The purpose of this function is to allow placing some requested RABs into a queue, 
and indicate the peer entity about the queuing. 

Requesting RAB release. While the overall RAB management is a function of the CN, the RNC has the 
capability to request the release of RAB. 

- Release of all Iu connection resources. This function is used to explicitly release all resources related to one Iu 
connection. 

Requesting the release of all Iu connection resources. While the Iu release is managed from the CN, the RNC has 
the capability to request the release of all Iu connection resources from the corresponding Iu connection. 

SRNS context forwarding function. This function is responsible for transferring SRNS context from the RNC to 
the CN for intersystem change in case of packet forwarding. 

- Controlling overload in the Iu interface. This function allows adjusting the load in the control plane of the Iu 
interface. 

- Resetting the Iu. This function is used for resetting an Iu interface. 

Sending the UE Common ID (permanent NAS UE identity) to the RNC. This function makes the RNC aware of 
the UE's Common ID. 

- Paging the user. This function provides the CN for capability to page the UE. 

- Controlling the tracing of the subscriber or user equipment activity. This function allows setting the trace mode 
for a given subscriber or user equipment. This function also allows the deactivation of a previously established 
trace. 

- MDT function. This function is to enable the transfer of MDT measurements collected by the UE. 

- Transport of NAS information between UE and CN (see TS 24.008 [8]). This function has two sub-classes: 

1 . Transport of the initial NAS signalling message from the UE to CN. This function transfers transparently the 
NAS information. As a consequence also the Iu signalling connection is set up. 
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2. Transport of NAS signalling messages between UE and CN, This function transfers transparently the NAS 
signalling messages on the existing Iu signalling connection. It also includes a specific service to handle 
signalling messages differently. 

- Controlling the security mode in the UTRAN. This function is used to send the security keys (ciphering and 
integrity protection) to the UTRAN, and setting the operation mode for security functions. 

- Controlling location reporting. This function allows the CN to operate the mode in which the UTRAN reports 
the location of the UE. 

- Location reporting. This function is used for transferring the actual location information from RNC to the CN. 

Data volume reporting function. This function is responsible for reporting unsuccessfully transmitted DL data 
volume over UTRAN for specific RABs. 

- Reporting general error situations. This function allows reporting of general error situations, for which function 
specific error messages have not been defined. 

- Location related data. This function allows the CN to either retrieve from the RNC deciphering keys (to be 
forwarded to the UE) for the broadcast assistance data, or request the RNC to deliver dedicated assistance data to 
the UE. 

- Information Transfer. This function allows the CN to transfer information to the RNC. 

Uplink Information Exchange. This function allows the RNC to transfer or request information to the CN. For 
instance the RNC has the capability to request MBMS specific information to the CN e.g. the Multicast Service 
lists for a given UE or the IP Multicast Address and APN for one or several MBMS Bearer Services. 

MBMS RANAP overall function. This function allows the following different sub-functions: 

- MBMS RAB management. This function is responsible for setting up, updating and releasing the MBMS 
RAB as well as the MBMS Iu signalling connection corresponding to one MBMS Session. The MBMS RAB 
is defined for the CN PS domain only. 

- MBMS CN (PS domain) de-registration. This function makes the RNC aware that a given Multicast Service 
is no longer available. 

MBMS UE linking/de-linking. This function makes the RNC aware that a given UE, with existing Iu-ps 
signalling connection, has joined/left some Multicast Service(s). 

- Requesting MBMS Service registration/de-registration. While the overall MBMS CN de-registration is a 
function of the CN (PS domain), the RNC has the capability to register/de-register to a specific Multicast 
Service. 

These functions are implemented by one or several RANAP elementary procedures described in the following clause. 



8 RANAP Procedures 
8.1 Elementary Procedures 

In the following tables, all EPs are divided into Class 1, Class 2 and Class 3 EPs (see subclause 3.1 for explanation of 
the different classes): 
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Table 1 : Class 1 
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Table 2: Class 2 
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Table 3: Class 3 
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REQUEST 
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The following applies concerning interference between Elementary Procedures: 

- The Reset procedure takes precedence over all other EPs. 

The Reset Resource procedure takes precedence over all other EPs except the Reset procedure. 

- The Iu Release procedure takes precedence over all other EPs except the Reset procedure and the Reset Resource 
procedure. 

8.2 RAB Assignment 
8.2.1 General 

The purpose of the RAB Assignment procedure is to establish new RABs and/or to enable modifications and/or releases 
of already established RABs for a given UE. The procedure uses connection oriented signalling. 
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Figure 1: RAB Assignment procedure. Successful operation. 

The CN initiates the procedure by sending a RAB ASSIGNMENT REQUEST message. When sending the RAB 
ASSIGNMENT REQUEST message, the CN shall start the T RA BA SS gt timer. 

The CN may request the UTRAN to: 

- establish, 
modify, 

- release 

one or several RABs with one RAB ASSIGNMENT REQUEST message. 

The CN shall include in the RAB ASSIGNMENT REQUEST message at least one request to either establish/modify or 
release a RAB. 

The message shall contain the information required by the UTRAN to build the new RAB configuration, such as: 

- list of RABs to establish or modify with their bearer characteristics; 

- list of RABs to release; 

- UE Aggregate Maximum Bit Rate (if available). 

For each RAB requested to be established, the message shall contain: 

- RAB ID; 

NAS Synchronisation Indicator (only when available); 

RAB parameters (including e.g. Allocation/Retention Priority); 

- User Plane Information (i.e. required User Plane Mode and required UP Mode Versions); 

- Transport Layer Information; 

PDP Type Information (only for PS) or PDP Type Information extension (only for PS); 

- Data Volume Reporting Indication (only for PS); 

- DL GTP-PDU sequence number (only when GTP-PDU sequence number is available in cases of intersystem 
change from GPRS to UMTS or when establishing a RAB for an existing PDP context or in some further cases 
described in TS 23.060 [21]); 
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UL GTP-PDU sequence number (only when GTP-PDU sequence number is available in cases of intersystem 
change from GPRS to UMTS or when establishing a RAB for an existing PDP context or in some further cases 
described in TS 23.060 [21]); 

- DL N-PDU sequence number (only when N-PDU sequence number is available in case of intersystem change 
from GPRS to UMTS or in some further cases described in TS 23.060 [21]); 

UL N-PDU sequence number (only when N-PDU sequence number is available in case of intersystem change 
from GPRS to UMTS or in some further cases described in TS 23.060 [21]). 

The RAB ASSIGNMENT REQUEST message shall, if supported, include the Correlation ID IE for each RAB 
established towards a L-GW collocated with the RNC. 

For each RAB requested to be modified, the message may contain: 

- RAB ID (mandatory); 

- NAS Synchronisation Indicator; 

- RAB parameters; 

- Transport Layer Information; 
User Plane Information. 

If the UE Aggregate Maximum Bit Rate IE is present in the RAB ASSIGNMENT REQUEST message, the UTRAN 
shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of 
non-GBR traffic for this UE. 

The Transport Layer Information IE may be present at a RAB modification except in the case when the only other 
present IE, besides the RAB ID IE, is the NAS Synchronisation Indicator IE. 

At a RAB modification that does not include transfer of the NAS Synchronisation Indicator IE, the RAB Parameters IE 
shall be present in the RAB ASSIGNMENT REQUEST message only when any previously set value for this IE is 
requested to be modified. 

At a RAB modification, the User Plane Information IE shall be present in the RAB ASSIGNMENT REQUEST 
message only when any previously set value for this IE is requested to be modified. 

For a RAB setup, the SDU Format Information Parameter IE in the RAB Parameters IE shall be present only if the 
User Plane Mode IE is set to "support mode for pre-defined SDU sizes" and the Traffic Class IE is set to either 
"Conversational" or "Streaming". 

For a RAB setup or modification, when the maximum bit rate (respectively the guaranteed bit rate when applicable) to 
be signalled for the RAB exceeds the maximum value of the Maximum Bit Rate IE (respectively Guaranteed Bit Rate 
IE), either the Extended Maximum Bit Rate IE (respectively Extended Guaranteed Bit Rate IE) shall be included 
together with the Maximum Bit Rate IE (respectively Guaranteed Bit Rate IE) set to its maximum value or the 
Supported Maximum Bit Rate IE (respectively Supported Guaranteed Bit Rate IE) shall be used. 

For a RAB setup or modification, if the Extended Maximum Bit Rate IE (respectively Extended Guaranteed Bit Rate IE) 
is present, the RNC shall consider it and ignore the Maximum Bit Rate IE (respectively Guaranteed Bit Rate IE). 

For a RAB if Extended Maximum Bit Rate IE (respectively Extended Guaranteed Bit Rate IE when applicable) is 
signalled in one direction RNC shall use the Extended Maximum Bit Rate IE (respectively Extended Guaranteed Bit 
Rate IE) also for the other direction for this RAB. If the Supported Maximum Bit Rate IE (respectively Supported 
Guaranteed Bit Rate IE) is present, it shall be used in both directions. 

For a RAB setup or modification, if the Supported Maximum Bit Rate IE (respectively Supported Guaranteed Bit Rate 
IE) is present, the RNC shall consider it and ignore the Maximum Bit Rate IE (respectively Guaranteed Bit Rate IE). 

For a RAB setup, the RAB Parameters IE may contain the Signalling Indication IE. The Signalling Indication IE shall 
not be present if the Traffic Class IE is not set to "Interactive" or if the CN Domain Indicator IE is not set to "PS 
domain". 

If the RAB Parameters IE is present for a RAB modification, the SDU Format Information Parameter IE in the RAB 
Parameters IE shall be present only if the Traffic Class IE is set to either "Conversational" or "Streaming" and if 
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either the User Plane mode is currently "support mode for pre-defined SDU sizes" and the User Plane Mode IE 
is not contained in the RAB ASSIGNMENT REQUEST message 

- or if the User Plane Mode IE optionally contained within the RAB ASSIGNMENT REQUEST message is set to 
"support mode for pre-defined SDU sizes". 

If, for a RAB requested to be modified, one (or more) of these IEs except RAB ID IE are not present in the RAB 
ASSIGNMENT REQUEST message the RNC shall continue to use the value(s) currently in use for the not present IEs. 

If, for a RAB requested to be modified, the Signalling Indication IE is not present and the Traffic Class IE is set to 
"interactive", this indicates that the signalling nature of the RAB is not changed by the modification. 

For each RAB requested to be released, the message shall contain: 

- RAB ID; 

- Cause. 

Upon reception of the RAB ASSIGNMENT REQUEST message, the UTRAN shall execute the requested RAB 
configuration. The CN may indicate that RAB QoS negotiation is allowed for certain RAB parameters and in some 
cases also which alternative values to be used in the negotiation in the Alternative RAB parameters values IE. 

If some of the alternative maximum bit rates (respectively alternative guaranteed bit rates when applicable) to be 
signalled for the RAB exceed the maximum value of the Alternative Maximum Bit Rate IE (respectively Alternative 
Guaranteed Bit Rate IE), they shall be included either in the Extended Alternative Maximum Bit Rate IE (respectively 
Extended Alternative Guaranteed Bit Rate IE, or in the Supported Alternative Maximum Bit Rate IE (respectively 
Supported Alternative Guaranteed Bit Rate IE). If the Supported Alternative Maximum Bit Rate IE (respectively 
Supported Alternative Guaranteed Bit Rate IE) is used it shall be used for all alternative bitrate definitions for the RAB. 

For a RAB setup or modification, if the Extended Alternative Maximum Bit Rate IE (respectively Extended Alternative 
Guaranteed Bit Rate IE) is present, the RNC shall consider these rates together with the bit rates signalled within the 
Alternative Maximum Bit Rate IE (respectively Alternative Guaranteed Bit Rate IE) if present. 

For an entry in the list or for a discrete value if the Extended Alternative Maximum Bit Rate IE (respectively Extended 
Alternative Guaranteed Bit Rate IE when applicabale) is signalled in one direction RNC shall use the Extended 
Alternative Maximum Bit Rate IE (respectively Extended Alternative Guaranteed Bit Rate IE) also for the other 
direction of this entry or discrete value. If the Supported Alternative Maximum Bit Rate IE (respectively Supported 
Alternative Guaranteed Bit Rate IE) is present it shall be used in both directions for all entries in the list or discrete 
values. 

For a RAB setup or RAB requested to be modified, the RAB ASSIGNMENT REQUEST message may also include an 
alternative RAB configuration specified in the Alternative RAB configuration IE in the Alternative RAB Parameter 
Values IE. If Alternative RAB configuration IE for a RAB is included in the RAB ASSIGNMENT REQUEST message, 
the RNC is allowed after the successful RAB setup or RAB modification to request the CN to trigger the execution of 
this alternative RAB configuration. No negotiation is allowed during the RAB Assignment procedure between the 
requested RAB configuration and this alternative RAB configuration. 

If the RAB ASSIGNMENT REQUEST message contains a request of a RAB configuration with Extended Maximum 
Bit Rate IE and/or Extended Guaranteed Bit Rate IE respectively if Supported Maximum Bit Rate IE and/or Supported 
Guaranteed Bit Rate IE are greater than 16 Mbps in RAB parameters IE, the CN should indicate that RAB QoS 
negotiation is allowed. If this RAB Configuration is for a UE that is not able to support the requested bit rates according 
to the Access Stratum Release Indicator IE in TS 25.331 [10]: 

- The UTRAN shall, if supported, perform RAB QoS negotiation. 

- If RAB QoS negotiation is performed, the RNC shall signal the assigned bit rate indications within the Assigned 
RAB Parameter Values IE in the following way: 

Extended Assigned Maximum Bit Rate IE and Extended Assigned Guaranteed Bit Rate IE shall not be set in 
Assigned RAB Parameter Values IE; 

if the Supported Assigned Maximum Bit Rate IE and Supported Assigned Guaranteed Bit Rate IE are used, 
they shall be set to a value less than or equal to 16 Mbps. 

The same RAB ID shall only be present once in the whole RAB ASSIGNMENT REQUEST message. 
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The RAB ID shall uniquely identify the RAB for the specific CN domain and for the particular UE, which makes the 
RAB ID unique over the Iu connection on which the RAB ASSIGNMENT REQUEST message is received. When a 
RAB ID already in use over that particular Iu instance is used, the procedure is considered as modification of that RAB. 

The RNC shall pass the contents of the RAB ID IE to the radio interface protocol for each RAB requested to be 
established or modified. 

The RNC shall establish or modify the resources according to the values of the Allocation/Retention Priority IE 
(priority level, pre-emption indicators, queuing) and the resource situation as follows: 

- The RNC shall consider the priority level of the requested RAB, when deciding on the resource allocation. 

- If the requested RAB is allowed for queuing and the resource situation requires so, the RNC may place the RAB 
in the establishment queue. 

- The priority levels and the pre-emption indicators may (singularly or in combination) be used to determine 
whether the RAB assignment has to be performed unconditionally and immediately. If the requested RAB is 
marked as "may trigger pre-emption" and the resource situation requires so, the RNC may trigger the pre- 
emption procedure which may then cause the forced release of a lower priority RAB which is marked as "pre- 
emptable". Whilst the process and the extent of the pre-emption procedure is operator-dependent, the pre- 
emption indicators, if given in the RAB ASSIGNMENT REQUEST message, shall be treated as follows: 

1. The values of the last received Pre-emption Vulnerability IE and Priority Level IE shall prevail. 

2. If the Pre-emption Capability IE is set to "may trigger pre-emption", then this allocation request may trigger 
the pre-emption procedure. 

3. If the Pre-emption Capability IE is set to "shall not trigger pre-emption", then this allocation request shall not 
trigger the pre-emption procedure. 

4. If the Pre-emption Vulnerability IE is set to "pre-emptable", then this connection shall be included in the pre- 
emption process. 

5. If the Pre-emption Vulnerability IE is set to "not pre-emptable", then this connection shall not be included in 
the pre-emption process. 

6. If the Priority Level IE is set to "no priority" the given values for the Pre-emption Capability IE and Pre- 
emption Vulnerability IE shall not be considered. Instead the values "shall not trigger pre-emption" and "not 
pre-emptable" shall prevail. 

- If the Allocation/Retention Priority IE is not given in the RAB ASSIGNMENT REQUEST message, the 
allocation request shall not trigger the pre-emption process and the connection may be pre-empted and 
considered to have the value "lowest" as priority level. Moreover, queuing shall not be allowed. 

- The UTRAN pre-emption process shall keep the following rules: 

1. UTRAN shall only pre-empt RABs with lower priority, in ascending order of priority. 

2. The pre-emption may be done for RABs belonging to the same UE or to other UEs. 

If the NAS Synchronisation Indicator IE is contained in the RAB ASSIGNMENT REQUEST message, the RNC shall 
pass it to the radio interface protocol for transfer to the UE. 

If the RAB ASSIGNMENT REQUEST message includes the PDP Type Information IE or PDP Type Information 
extension IE, the UTRAN may use it to configure any compression algorithms. 

If included, the Service Handover IE tells if the requested RAB 

- should be handed over to GSM, i.e. from a NAS point of view, the requested RAB should be handed over to 
GSM as soon as possible although the final decision whether to perform a handover to GSM is still made in the 
UTRAN. 

- should not be handed over to GSM, i.e. from a NAS point of view, the requested RAB should remain in UMTS 
as long as possible although the final decision whether to perform a handover to GSM is still made in the 
UTRAN. 
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shall not be handed over to GSM, i.e. the requested RAB shall never be handed over to GSM. This means that 
the UTRAN shall not initiate handover to GSM for the UE unless the RABs with this indication have first been 
released with the normal release procedures. 

The value of the Service Handover IE is valid throughout the lifetime of the RAB or until changed by a RAB 
modification. 

The Service Handover IE shall only influence decisions made regarding UTRAN-initiated inter-system handovers. 

If the Service Handover IE is not included during RAB Setup and all subsequent RAB Modifications, the decision 
whether to perform an inter-system handover to GSM is only an internal UTRAN matter. 

If included, the E-UTRAN Service Handover IE tells if the requested RAB is allowed to be handed over to E-UTRAN 

The value of the E-UTRAN Service Handover IE is valid throughout the lifetime of the RAB or until changed by a RAB 
modification. 

If the E-UTRAN Service Handover IE is not included during RAB Setup and all subsequent RAB Modifications, the 
decision whether to perform an inter-system handover to E-UTRAN is only an internal UTRAN matter. 

The UTRAN shall report to the CN, in the first RAB ASSIGNMENT RESPONSE message, the result for all the 
requested RABs, such as: 

List of RABs successfully established or modified. 

List of RABs released. 

- List of RABs queued. 

- List of RABs failed to establish or modify. 

- List of RABs failed to release. 

The same RAB ID shall only be present once in the whole RAB ASSIGNMENT RESPONSE message. 

For each RAB successfully established towards the PS domain or towards the CS domain when an ALCAP is not used, 
the RNC shall include the Transport Layer Address IE and the Iu Transport Association IE in the RAB ASSIGNMENT 
RESPONSE message. 

For each RAB successfully released towards the PS domain, for which data volume reporting had been requested when 
the RAB was established, the RNC shall include the DL Data Volumes IE in the RAB ASSIGNMENT RESPONSE 
message. The DL Data Volumes IE shall contain in the Unsuccessfully Transmitted DL Data Volume IE the total 
amount of unsuccessfully transmitted DL data for the RAB since its establishment and may contain the Data Volume 
Reference IE. 

For each RAB successfully released towards the PS domain, the RNC shall include in the RAB ASSIGNMENT 
RESPONSE message the DL GTP-PDU Sequence Number IE and the UL GTP-PDU Sequence Number IE, if available 
and if the release was initiated by the UTRAN. 

The RNC shall report in the RAB ASSIGNMENT RESPONSE message at least one RAB: 

- setup/modified or 

- released or 

- queued or 

- failed to setup/modify or 
failed to release. 

If any alternative RAB parameter values have been used when establishing or modifying a RAB, these RAB parameter 
values shall be included in the RAB ASSIGNMENT RESPONSE message within the Assigned RAB Parameter Values 
IE. 

If any alternative RAB parameter values have been used from the Extended Alternative Maximum Bit Rate IE 
(respectively Extended Alternative Guaranteed Bit Rate IE), these RAB parameter values shall be included in the RAB 
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ASSIGNMENT RESPONSE message within the Extended Assigned Maximum Bit Rate IE (respectively Extended 
Assigned Guaranteed Bit Rate IE). 

For a RAB if the Extended Assigned Maximum Bit Rate IE (respectively Extended Assigned Guaranteed Bit Rate IE 
when applicable) is signalled in one direction RNC shall signal the Extended Assigned Maximum Bit Rate IE 
(respectively Extended Assigned Guaranteed Bit Rate IE) also in the other direction for this RAB. If the Supported 
Assigned Maximum Bit Rate IE (respectively Supported Assigned Guaranteed Bit Rate IE) is used it shall be used in 
both directions. 

If any alternative RAB parameter values have been used from the Supported Alternative Maximum Bit Rate Information 
IE (respectively Supported Alternative Guaranteed Bit Rate Information IE), these RAB parameter values shall be 
included in the RAB ASSIGNMENT RESPONSE message within the Supported Assigned Maximum Bit Rate IE 
(respectively Supported Assigned Guaranteed Bit Rate IE). 

For the CS domain, when an ALCAP is used, UTRAN shall report the successful outcome of a specific RAB to 
establish or modify only after the Iu user plane at RNL level is ready to be used in UL and DL. At a RAB 
establishment, the transport network control plane signalling required to set up the transport bearer shall use the 
Transport Layer Address IE and Iu Transport Association IE. At a RAB modification when Transport Layer Address 
(IE) and Iu Transport Association IEs are included, the RNC shall establish a new transport bearer. The transport 
network control plane signalling shall then use the included Transport Layer Address IE and Iu Transport Association 
IE. Then the switch over to this new transport bearer shall be done immediately after transport bearer establishment and 
initialisation of the user plane mode. If Transport Layer Address (IE) and Iu Transport Association IEs are not included, 
then the RNC may modify the already existing transport bearer. 

For the PS domain or for the CS domain when an ALCAP is not used, when they are present at a RAB modification, the 
RNC shall use the embedded Transport Layer Address IE and Iu Transport Association IEs as the termination point of 
the new transport bearer. 

For the PS domain or for the CS domain when an ALCAP is not used, for each RAB successfully modified, if the RNC 
has changed the Transport Layer Address IE and/or the Iu Transport Association IE, it shall include the new value(s) in 
the RAB ASSIGNMENT RESPONSE message. 

Before reporting the successful outcome of a specific RAB to establish or modify, the RNC shall have executed the 
initialisation of the user plane, if necessary. 

Re-initialisation of the user plane shall not be performed if: 

- the RAB Parameters IE is not included, for example during transfer of NAS Synchronisation Indicator IE; 

- the RAB Parameters IE is included but the SDU Format Information Parameter IE is not changed for the 
existing RAB and the NAS Synchronisation Indicator IE is not included. 

Re-initialisation of the user plane shall be performed if the RAB Parameters IE and NAS Synchronisation Indicator IE 
are included. 

If the RNC can not initialise the requested user plane mode for any of the user plane mode versions in the UP Mode 
Versions IE according to the rules for initialisation of the respective user plane mode versions, as described in TS 
25.415 [6], the RAB Assignment shall fail with the cause value "RNC unable to establish all RFCs". 

In case of establishment of a RAB for the PS domain, the CN must be prepared to receive user data before the RAB 
ASSIGNMENT RESPONSE message has been received. 

If none of the RABs have been queued, the CN shall stop timer T RABAssgt and the RAB Assignment procedure 
terminates. In that case, the procedure shall also be terminated in the UTRAN. 

When the request to establish or modify one or several RABs is put in a queue, the UTRAN shall start the timer 
Tqueuing- This timer specifies the maximum time for queuing of the request for establishment or modification. The 
same timer Tqueuing supervises all RABs of the request being queued. 

For each RAB that is queued the following outcomes are possible: 

successfully established or modified; 

- failed to establish or modify; 

- failed due to expiry of the timer T QUEUING . 
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For RABs indicated as queued in the first RAB ASSIGNMENT RESPONSE message, the UTRAN shall report the 
outcome of the queuing for every RAB individually or for several RABs in subsequent RAB ASSIGNMENT 
RESPONSE message(s). This is left to implementation. The UTRAN shall stop Tq UEUING when all RABs have been 
either successfully established or modified or failed to establish or modify. The RAB Assignment procedure is then 
terminated both in the CN and the UTRAN when all RABs have been responded to. 

When the CN receives the response that one or several RABs are queued, it shall expect the UTRAN to provide the 
outcome of the queuing function for each RAB before expiry of the T RABAssgt timer. In case the timer T RABAssgt expires, 
the CN shall consider the RAB Assignment procedure terminated and the RABs not reported shall be considered as 
failed. 

In case the timer Tq UEUING expires, the RAB Assignment procedure terminates in the UTRAN for all queued RABs, and 
the UTRAN shall respond for all of them in one RAB ASSIGNMENT RESPONSE message. The RAB Assignment 
procedure shall also be terminated in the CN. 

In case a request to modify or release a RAB contains the RAB ID of a RAB being queued, the RAB shall be taken out 
of the queue and treated according to the second request. The first request shall be responded to as a RAB failed to 
setup or modify with the cause value "Request superseded". 

If the UTRAN failed to modify a RAB, it shall keep the RAB as it was configured prior to the modification request. 

When UTRAN reports unsuccessful establishment/modification of a RAB, the cause value should be precise enough to 
enable the core network to know the reason for unsuccessful establishment/modification. Typical cause values are: 
"Requested Traffic Class not Available", "Invalid RAB Parameters Value", "Requested Maximum Bit Rate not 
Available", "Requested Maximum Bit Rate for DL not Available", "Requested Maximum Bit Rate for UL not 
Available", "Requested Guaranteed Bit Rate not Available", "Requested Guaranteed Bit Rate for DL not Available", 
"Requested Guaranteed Bit Rate for UL not Available", "Requested Transfer Delay not Achievable", "Invalid RAB 
Parameters Combination", "Condition Violation for SDU Parameters", "Condition Violation for Traffic Handling 
Priority", "Condition Violation for Guaranteed Bit Rate", "User Plane Versions not Supported", "Iu UP Failure", "Iu 
Transport Connection Failed to Establish", "T QUEUING Expiry". 

If the RAB ID of a RAB requested to be released is unknown in the RNC, this shall be reported as a RAB failed to 
release with the cause value "Invalid RAB ID". 

The RNC may indicate an impending directed retry attempt to GSM by sending a RAB ASSIGNMENT RESPONSE 
message with a RAB ID included in the list of RABs failed to setup and a cause value of "Directed Retry". 

The RNC shall be prepared to receive a RAB ASSIGNMENT REQUEST message containing a RABs To Be Released 
IE at any time and shall always reply to it. If there is an ongoing RAB Assignment procedure for a RAB indicated 
within the RABs To Be Released IE, the RNC shall discard the preceding RAB Assignment procedure for that specific 
RAB, release any related resources and report the released RAB within the RAB ASSIGNMENT RESPONSE message. 

After sending a RAB ASSIGNMENT RESPONSE message containing RAB ID within the RABs Released IE, the RNC 
shall be prepared to receive a new establishment request for a RAB identified by the same RAB ID. 

In case SIPTO at Iu-PS functionality is supported by the UTRAN, the following applies in addition for the successful 
operation of the RAB Assignment procedure: 

- If the MSISDN IE is present in the RAB ASSIGNMENT REQUEST message, then the UTRAN may offload the 
RAB(s) where the Offload RAB Parameters IE is present in the RABs To Be Setup Or Modified Item IEs IE. The 
Access Point Name IE and the Charging Characteristics IE within the Offload RAB Parameters IE and the 
MSISDN IE may only be used for the SIPTO at Iu-PS function and according to the description in TS 23.060 
[21]. 

8.2.2.1 Successful Operation for GERAN lu-mode 

For GERAN Iu-mode the following shall apply in addition for the successful operation of the RAB Assignment 
procedure: 

In case of GERAN Iu-mode, for a RAB requested to be setup or modified from the CS domain, the RAB 
ASSIGNMENT REQUEST message may contain the GERAN BSC Container IE in order to provide GERAN - 
specific information to GERAN (see TS 43.051 [27]). 
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In case of GERAN Iu-mode (only for CS), if the BSC cannot provide an appropriate RAB corresponding to the 
content of the GERAN BSC Container IE (if received), the BSC shall report unsuccessful RAB 
establishment/modification indicating the cause value "GERAN Iu-mode Failure" and the GERAN Classmark IE 
in the GERAN Iu mode specific RABs Failed To Setup Or Modify List IE within the RAB ASSIGNMENT 
RESPONSE message. 

8.2.3 Unsuccessful Operation 

The unsuccessful operation for this Class 3 Elementary procedure is described under the Successful Operation chapter. 

8.2.4 Abnormal Conditions 

For a RAB requested to be modified, if only the RAB ID IE, the NAS Synchronisation Indicator IE and the Transport 
Layer Information IE are included in the First Setup or Modify Item IE, the RAB shall not be modified, and the 
corresponding RAB ID IE and Cause IE shall be included in the "RABs Failed To Setup Or Modify List" in the RAB 
ASSIGNMENT RESPONSE message. 

If, for a RAB requested to be setup towards the PS domain, any of the following IEs: 

PDF Type Information. 

PDF Type Information extension. 

Data Volume Reporting Indication. 
is not present, the RNC shall continue with the procedure. 
Interactions with Relocation Preparation/Enhanced Relocation procedure: 

If the relocation or enhanced relocation becomes necessary during the RAB Assignment procedure, the RNC may 
interrupt the ongoing RAB Assignment procedure and initiate the Relocation Preparation or Enhanced Relocation 
procedure as follows: 

1 . The RNC shall terminate the RAB Assignment procedure indicating unsuccessful RAB configuration 
modification: 

- for all queued RABs; 

- for RABs not already established or modified, and 
for RABs not already released; 

with the cause "Relocation triggered". 

2. The RNC shall terminate the RAB Assignment procedure indicating successful RAB configuration modification: 

- for RABs already established or modified but not yet reported to the CN, and 

- for RABs already released but not yet reported to the CN. 

3. The RNC shall report the outcome of the procedure in one RAB ASSIGNMENT RESPONSE message. 

4. The RNC shall either invoke relocation by sending a RELOCATION REQUIRED message to the active CN 
node(s) or enhanced relocation by sending the Iur ENHANCED RELOCATION REQUEST message to the 
target RAN node. 

5. The CN shall terminate the RAB Assignment procedure at reception of the RAB ASSIGNMENT RESPONSE 

message. 

Directed retry from UMTS to GSM (CS domain only): 

In the case where the RNC has no RAB configuration for a particular UE in the CS domain, and the RNC receives a 
RAB ASSIGNMENT REQUEST message for that UE requesting the establishment of one RAB only, a directed retry 
to perform inter-system handover to GSM may be initiated. In this case the RNC may interrupt the ongoing RAB 
Assignment procedure and initiate the Relocation Preparation procedure as follows: 
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1 . The RNC shall terminate the RAB Assignment procedure indicating unsuccessful RAB configuration 
modification of that RAB with the cause "Directed retry". 

2. The RNC shall report the outcome of the procedure in one RAB ASSIGNMENT RESPONSE message. 

3. The RNC shall invoke relocation by sending a RELOCATION REQUIRED message to the active CN node, with 
the cause "Directed Retry". 

4. The CN shall terminate the RAB Assignment procedure at reception of the RAB ASSIGNMENT RESPONSE 

message. 

For a RAB setup or modification, if the Supported Maximum Bit Rate IE (respectively Supported Guaranteed Bit Rate 
IE) is present in the RAB Parameters IE, the RNC shall ignore the corresponding bitrate and/or extended bitrate 
definition in this IE. 

For a RAB setup or modification, if the Supported Alternative Maximum Bit Rate IE (respectively Supported 
Alternative Guaranteed Bit Rate IE) is present in the Alternative RAB Parameter Values IE, the RNC shall ignore the 
corresponding alternative bitrate and/or extended alternative bitrate definitions in this IE. 

8.3 RAB Release Request 

8.3.1 General 

The purpose of the RAB Release Request procedure is to enable the UTRAN to request the release of one or several 
radio access bearers. The procedure uses connection oriented signalling. 

8.3.2 Successful Operation 



RNC CN 




RAB 

RELEASE REQUEST 




► 



Figure 2: RAB Release Request procedure. Successful operation. 

The RNC initiates the procedure by generating a RAB RELEASE REQUEST message towards the CN. The RABs To 
Be Released IE shall indicate the list of RABs requested to release and the Cause IE associated to each RAB shall 
indicate the reason for the release, e.g. "RAB pre-empted", "Release due to UTRAN Generated Reason", "Radio 
Connection With UE Lost". 

The RNC shall indicate the Cause IE set to "GTP Resources Unavailable" for the reasons specified in TS 23.007 [53]. 

Upon reception of the RAB RELEASE REQUEST message, the CN should normally initiate the appropriate release 
procedure for the RABs identified in the RAB RELEASE REQUEST message as defined below. It is up to the CN to 
decide how to react to the request. 

Interaction with Iu Release Command: 

If no RABs will remain according to the RAB RELEASE REQUEST message, the CN should initiate the Iu Release 
procedure if it does not want to keep the Iu signalling connection. The cause value to use is "No Remaining RAB". 

Interaction with RAB Assignment (release RAB): 

If the CN decides to release some or all indicated RABs, the CN should invoke the RAB Assignment procedure (release 
RAB) to this effect. 
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8.3.3 Abnormal Conditions 

Not applicable. 

8.4 lu Release Request 
8.4.1 General 

The purpose of the Iu Release Request procedure is to enable the UTRAN to request the CN to release the Iu connection 
for a particular UE due to some UTRAN generated reason (e.g. "O&M Intervention", "Unspecified Failure", "User 
Inactivity", "Repeated Integrity Checking Failure" , "Release due to UE generated signalling connection release", 
"Radio Connection With UE Lost", "Access Restricted Due to Shared Networks"). The procedure uses connection 
oriented signalling. 



8.4.2 Successful Operation 



RNC 



CN 



IU RELEASE REQUEST 
► 



Figure 3: lu Release Request procedure. Successful operation. 

The RNS controlling the Iu connection(s) of that particular UE initiates the procedure by generating an IU RELEASE 
REQUEST message towards the affected CN domain(s). The procedure may be initiated for instance when the contact 
with a particular UE is lost or due to user inactivity. 

The IU RELEASE REQUEST message shall indicate the appropriate cause value for the requested Iu connection 
release. It is up to the CN to decide how to react to the request. 

Interactions with Iu Release procedure: 

The Iu Release procedure should be initiated upon reception of an IU RELEASE REQUEST message when the cause is 
different than "User Inactivity". When the cause is set to "User Inactivity", it is optional to initiate the Iu Release 
procedure. 

8.4.3 Abnormal Conditions 

Not applicable. 

8.5 lu Release 
8.5.1 General 

The purpose of the Iu Release procedure is to enable the CN to release an Iu connection for a particular UE and all 
UTRAN resources related only to that Iu connection. The procedure uses connection oriented signalling. 

The Iu Release procedure can be initiated for at least the following reasons: 

Completion of transaction between the UE and the CN. 

UTRAN-generated reasons, e.g. reception of an IU RELEASE REQUEST message. 

- Completion of successful relocation of SRNS. 

- Cancellation of relocation after successful completion of a Relocation Resource Allocation procedure. 
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- Detection of two Iu connections in the same domain toward one UE. 
The Iu release procedure should also be initiated when there is a period of Iu signalling inactivity with no existing RAB. 

8.5.2 Successful Operation 



RNC CN 




IU RELEASE COMMAND 
< 




IU RELEASE COMPLETE 


► 



Figure 4: Iu Release procedure. Successful operation. 

The CN initiates the procedure by sending an IU RELEASE COMMAND message to the UTRAN. 

After the IU RELEASE COMMAND message has been sent, the CN shall not send further RANAP connection- 
oriented messages on this particular connection. 

The IU RELEASE COMMAND message shall include a Cause IE indicating the reason for the release (e.g. "Successful 
Relocation", "Normal Release", "Release due to UTRAN Generated Reason", "Relocation Cancelled", "No Remaining 
RAB"). 

When the RNC receives the IU RELEASE COMMAND message: 

1 . Clearing of the related UTRAN resources is initiated. However, the UTRAN shall not clear resources related to 
other Iu signalling connections the UE might have. The Iu transport bearers for RABs subject to data forwarding 
and other UTRAN resources used for the GTP-PDU forwarding process, are released by the RNC only when the 
timer T DAT Afwd expires. 

2. The RNC returns any assigned Iu user plane resources to idle i.e. neither uplink user data nor downlink user data 
can be transferred over the Iu interface anymore. Then the RNC sends an IU RELEASE COMPLETE message 
to the CN. (The RNC does not need to wait for the release of UTRAN radio resources or for the transport 
network layer signalling to be completed before returning the IU RELEASE COMPLETE message.) When an 
IU RELEASE COMPLETE message is sent, the procedure is terminated in the UTRAN. 

In case the UE has been linked to Multicast Service(s) in UTRAN and the RNC receives the IU RELEASE 
COMMAND message from PS domain or from CS domain when no Iu signalling connection exists towards the other 
domain the RNC shall perform UE de-linking as described in TS 25.346 [42]. 

The IU RELEASE COMPLETE message shall include within the RABs Data Volume Report List IE for each RAB 
towards the PS domain successfully addressed and for which data volume reporting was requested during RAB 
establishment, the total amount of unsuccessfully transmitted DL data for the RAB since its establishment. 

If the release was initiated by the UTRAN, for each RAB towards the PS domain for which the DL GTP-PDU Sequence 
Number IE and/or the UL GTP-PDU Sequence Number IE are (is) available, the RNC shall include the available 
sequence number(s) in the RABs Released Item IE (within the RAB Released List IE) in the IU RELEASE COMPLETE 
message. 

The RAB Release Item IE shall not be present if there is no sequence number to be reported for that RAB. 
Reception of an IU RELEASE COMPLETE message terminates the procedure in the CN. 
Interaction with Trace: 

In case of simultaneous Iu signalling connections for both CS and PS domains, if a trace session was activated by both 
domains, the successful release of one of the connections should not close this trace session. If the trace session was 
activated by only one domain and the Iu connection for this domain is successfully released, this trace session shall be 
stopped in UTRAN. 
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8.5.3 Abnormal Conditions 

If the Iu Release procedure is not initiated towards the source RNC from the CN before the expiry of timer T RELO c vei-aib 
the source RNC should initiate the Iu Release Request procedure towards the CN with a cause value "T RELO coveraii 
expiry". 

8.6 Relocation Preparation 
8.6.1 General 



The purpose of the Relocation Preparation procedure is to prepare relocation of SRNS either with involving the UE or 
without involving the UE. The relocation procedure shall be co-ordinated over all Iu signalling connections existing for 
the UE in order to allow Relocation co-ordination in the target RNC. The procedure uses connection oriented signalling. 

The source RNC shall not initiate the Relocation Preparation procedure for an Iu signalling connection if a Prepared 
Relocation exists in the RNC for that Iu signalling connection or if a Relocation Preparation procedure is ongoing for 
that Iu signalling connection or in the case of a MOCN configuration if the Rerouting Function is ongoing. 



8.6.2 Successful Operation 

Source RNC 



CN 



RELOCATION REQUIRED 



RELOCATION COMMAND 



Figure 5: Relocation Preparation procedure. Successful operation. 



The source RNC initiates the procedure by sending a RELOCATION REQUIRED message. The source RNC shall 
decide whether to initiate an intra-system Relocation or an inter-system handover. 

The source RNC shall indicate the appropriate cause value for the Relocation in the Cause IE. Typical cause values are 
"Time critical Relocation", "Resource optimisation relocation", "Relocation desirable for radio reasons" , "Directed 
Retry", "Reduce Load in Serving Cell", "Access Restricted Due to Shared Networks", "No Iu CS UP relocation". 

The source RNC shall determine whether the relocation of SRNS shall be executed with or without involvement of the 
UE. The source RNC shall set accordingly the Relocation Type IE to "UE involved in relocation of SRNS" or "UE not 
involved in relocation of SRNS". 

In case of intra-system Relocation, the source RNC: 

- shall indicate in the Source ID IE the RNC-ID of the source RNC and in the Target ID IE the RNC-ID of the 
target RNC only including the RAC if the message is sent towards the PS domain; 

- shall in case SRVCC is performed include the SRVCC HO Indication IE in the RELOCATION REQUIRED 
message. The value of SRVCC HO Indication IE shall be set by the source RNC. In case the source RNC decides 
to involve at the target side only CS domain, the SRVCC HO Indication IE shall be set to "CS only", to "PS and 
CS" in case CS and PS domain at the target side shall be involved; 

NOTE: The Number oflu Instances IE within the Source RNC to Target RNC Transparent Container IE shall be 
set according to the SRVCC HO Indication IE. 

- shall include in the RELOCATION REQUIRED message the Source to Target Transparent Container IE. This 
container shall be encoded according to the Source RNC to Target RNC Transparent Container IE definition. 
The Source RNC to Target RNC Transparent Container IE shall include: 
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the Relocation Type IE and the Number oflu Instances IE containing the number of Iu signalling connections 
existing for the UE. 

- the Integrity Protection Key IE from the last received domain on which the Security Mode Control procedure 
has been successfully performed, and the associated Chosen Integrity Protection Algorithm IE that has been 
selected for this domain. 

the Ciphering Key IE for the signalling data from the last received domain on which the Security Mode 
Control procedure has been successfully performed if the ciphering has been started, together with the 
associated Chosen Encryption Algorithm IE that has been selected for this domain. If the ciphering has not 
been started, the RNC may include the Ciphering Key IE and the Chosen Encryption Algorithm IE if they are 
available. 

- for each domain where the Security Mode Control procedure has been successfully performed in the source 
RNC, the Chosen Encryption Algorithm IE of CS (PS respectively) user data corresponding to the ciphering 
alternative that has been selected for this domain. If the Security Mode Control procedure had not been 
successful or performed for one domain or had proposed no ciphering alternative, the Chosen Encryption 
Algorithm IE for the user data of this domain shall not be included. When both the CS and the PS user data 
Chosen Encryption Algorithm IEs are provided, they shall be the same. 

the RRC Container IE. If the Relocation Type IE is set to "UE not involved in relocation of SRNS" and the 
UE is using DCH(s), DSCH(s), USCH(s), HS-DSCH and/or E-DCH, the Source RNC to Target RNC 
Transparent Container IE shall: 

for each RAB include the RAB ID, the CN Domain Indicator IE and the mapping between each RAB 
subflow and transport channel identifier(s) over Iur, i.e. if the RAB is carried on a DCH(s), the DCH 
ID(s) shall be included, and when it is carried on DSCH(s), USCH(s), HS-DSCH and/or E-DCH, the 
DSCH ID(s), USCH ID(s), HS-DSCH MAC-d Flow ID and/or E-DCH MAC-d Flow ID respectively 
shall be included. 

- only in the case the active SRBs in SRNC are not all mapped onto the same DCH, include the SRB TrCH 
Mapping IE containing for each SRB the SRB ID and the associated transport channel identifier over Iur, 
i.e. if the SRB is carried on a DCH, the DCH ID shall be included, and when it is carried on DSCH, 
USCH, HS-DSCH and/or E-DCH, the DSCH ID, USCH ID,HS-DSCH MAC-d Flow ID and/or E-DCH 
MAC-d Flow ID respectively shall be included. 

- the d-RNTI IE, if the Relocation Type IE is set to "UE not involved in relocation of SRNS". 

- the Target Cell ID IE, if the Relocation Type IE is set to "UE involved in relocation of SRNS". 

- in the PS RAB To Be Replaced IE the RAB ID of the voice RAB which is relocated from the PS to the CS 
CN domain, in case SRVCC is performed. 

the d-RNTI for No IuCS UP IE, if the source RNC doesn't have an Iu-CS user plane connection, the 
Relocation Type IE is set to "UE involved in relocation of SRNS" and the reason for the relocation is the 
source RNC cannot support CS service. The Cause IE shall be set as "No Iu CS UP relocation" in the 
RELOCATION REQUIRED message. 

- the MBMS Linking Information IE, if available, in case the UE has been linked to at least one Multicast 
Service. 

- the UE History Information IE and the source RNC shall add the stored information to the Last Visited Cell 
List IE, in case the source RNC is configured to collect UE history information. 

the Subscriber Profile ID for RAT/Frequency priority IE if available in the source RNC. 

- the Management Based MDT Allowed IE if this has been provided to the RNC. 

may in case a Trace Recording Session is active in the Source RNC due to a Signalling Based Activation (see ref 
TS 32.421 [37]), include the Trace Recording Session Information IE containing information identifying the 
Trace Record being generated in the Source RNC to Target RNC Transparent Container IE. 

In case of inter-system handover to GSM CS domain, the RNC: 
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the source RNC shall indicate in the Source ID IE the Service Area Identifier and in the Target ID IE the cell 
global identity of the cell in the target system; 

- shall include the MS Classmark 2 and MS Classmark 3 IEs received from the UE in the RELOCATION 
REQUIRED message to the CN; 

- shall include the Old BSS to New BSS Information IE within the RELOCATION REQUIRED message only if 
the information is available. This information shall include, if available, the current traffic load in the source cell, 
i.e. prior to the inter-system handover attempt. This information shall also include the source cell identifier the 
included traffic load values correspond to. In the case the UE is using, prior to the inter-system handover 
attempt, radio resources of more than one cell, it is implementation specific for which cell the source RNC 
should report the current traffic load and the cell identifier. 

- shall in case SRVCC is performed include the SRVCC HO Indication IE in the RELOCATION REQUIRED 
message. The value of SRVCC HO Indication IE shall be set to "CS only" by the source RNC; 

In case of inter-system handover to GSM PS domain, the RNC: 

- shall indicate in the Source ID IE the Service Area Identifier, in the Target ID IE the cell global identity of the 
cell in the target system and shall also indicate routing area code for the relevant cell in the target system; 

shall include the Source BSS to Target BSS Transparent Container IE within the RELOCATION REQUIRED 
message to the CN. It may indicate in this container whether it requests to receive the SI/PSI container from the 
external inter-system handover target in the RELOCATION COMMAND message. 

In case of inter-system handover towards the GSM CS domain and GSM PS domain in parallel, the source RNC: 

shall include in the Target ID IE the same cell global identity of the cell in the target system for CS domain and 
PS domain and set the appropriate information about the nature of the CS/PS inter-system handover (see ref TS 
43.055 [47]) in the Old BSS to New BSS Information IE and Source BSS to Target BSS Transparent Container IE 
accordingly. 

- shall in case SRVCC is performed include the SRVCC HO Indication IE in the RELOCATION REQUIRED 
message. The value of SRVCC HO Indication IE shall be set to "PS and CS" by the source RNC; 

In case of inter-system handover to E-UTRAN (as specified in TS 23.401 [48]), the RNC: 

- shall indicate in the Source ID IE the RNC-ID of the source RNC and in the Target ID IE either the eNB-ID or 
the Corresponding RNC-ID of the target eNodeB in the target system (see subclause 9.2.1.25); 

- shall include the Source to Target Transparent Container IE within the RELOCATION REQUIRED message. 
The information in the container shall be encoded according to the Source eNB to Target eNB Transparent 
Container IE definition as specified in TS 36.413 [49]. 

When the source RNC sends the RELOCATION REQUIRED message, it shall start the timer T RELOCprep 

When the preparation including resource allocation in the target system is ready and the CN has decided to continue the 
relocation of SRNS, the CN shall send a RELOCATION COMMAND message to the source RNC and the CN shall 
start the timer T RELO ccom P iete- 

If the CSG Id IE and no Cell Access Mode IE are received in the RELOCATION REQUIRED message, the CN shall 
perform the access control according to the CSG Subscription Data of that UE and if the access control is successful it 
shall continue the relocation and propagate the target CSG Id IE to the target side. 

If the CSG Id IE and the Cell Access Mode IE set to "hybrid" are received in the RELOCATION REQUIRED message, 
the CN shall provide the CSG Membership Status IE of the UE and the target CSG Id to the target side. 

If the Target To Source Transparent Container IE or the L3 information IE or the Target BSS to Source BSS 
Transparent Container IE is received by the CN from the relocation target, it shall be included in the RELOCATION 
COMMAND message. 

The RELOCATION COMMAND message may also contain the Inter-System Information Transparent Container IE. 

In case of SRVCC operation, when the target system is GERAN the RELOCATION COMMAND message shall 
contain the SRVCC Information IE. 
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If the Target BSS to Source BSS Transparent Container IE is received in the RELOCATION COMMAND message, 
only the value part of the UE related containers received shall be sent to the UE. 

For each RAB successfully established in the target system and originating from the PS domain, the RELOCATION 
COMMAND message shall contain at least one pair of Iu transport address and Iu transport association to be used for 
the forwarding of the DL N-PDU duplicates towards the relocation target. If more than one pair of Iu transport address 
and Iu transport association is included, the source RNC shall select one of the pairs to be used for the forwarding of the 
DL N-PDU duplicates towards the relocation target. Upon reception of the RELOCATION COMMAND message from 
the PS domain, the source RNC shall start the timer T DATAfwd 

The Relocation Preparation procedure is terminated in the CN by transmission of the RELOCATION COMMAND 
message. 

If the target system (including target CN) does not support all existing RABs, the RELOCATION COMMAND 
message shall contain a list of RABs indicating all the RABs that are not supported by the target system. This list may 
include information on RABs from the PS domain not existing in the source RNC which shall be ignored by the source 
RNC. This list is contained in the RABs to Be Released IE. The source RNC shall use this list to avoid transferring 
associated contexts where applicable and may use this list e.g. to decide if to cancel the relocation or not. The resources 
associated with not supported RABs shall not be released until the relocation is completed. This is in order to make a 
return to the old configuration possible in case of a failed or cancelled relocation. 

Upon reception of the RELOCATION COMMAND message the source RNC shall stop the timer T REL oc pre p, start the 
timer T RE Locoveraii and terminate the Relocation Preparation procedure. The source RNC is then defined to have a 
Prepared Relocation for that Iu signalling connection. 

When the Relocation Preparation procedure is successfully terminated and when the source RNC is ready, the source 
RNC should trigger the execution of relocation of SRNS. 

Interactions with the SRVCC Preparation procedure: 

In case of SRVCC operation, the Source RNC to Target RNC Transparent Container IE shall include the Integrity 
Protection Key IE, the Ciphering Key IE for the signalling data and the SRVCC Information as received during the 
SRVCC Preparation procedure. 

Interactions with other procedures: 

If, after a RELOCATION REQUIRED message is sent and before the Relocation Preparation procedure is terminated, 
the source RNC receives a RANAP message initiating another connection oriented RANAP class 1 or class 3 procedure 
(except IU RELEASE COMMAND message, which shall be handled normally) via the same Iu signalling connection, 
the source RNC shall either: 

1 . cancel the Relocation Preparation procedure i.e. execute the Relocation Cancel procedure with an appropriate 
value for the Cause IE, e.g. "Interaction with other procedure", and after successful completion of the Relocation 
Cancel procedure, the source RNC shall continue the initiated RANAP procedure; 

or 

2. terminate the initiated RANAP procedure without any changes in UTRAN by sending the appropriate response 
message with the cause value "Relocation Triggered" to the CN. The source RNC shall then continue the 
relocation of SRNS. 

If during the Relocation Preparation procedure the source RNC receives a DIRECT TRANSFER message it shall be 
handled normally up to the anticipated limit according to section 14.12.4.2 TS 25.331 [10]. 

If during the Relocation Preparation procedure the source RNC receives connection oriented RANAP class 2 messages 
(with the exception of DIRECT TRANSFER message) it shall decide to either execute the procedure immediately or 
suspend it. In case the relocation is cancelled, the RNC shall resume any suspended procedures (if any). 

After the Relocation Preparation procedure is successfully terminated, all RANAP messages (except IU RELEASE 
COMMAND message, which shall be handled normally) received via the same Iu signalling bearer shall be ignored by 
the source RNC. 
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8.6.2.1 



Successful Operation for GERAN lu-mode 



The relocation between UTRAN and GERAN Iu-mode shall be considered in the Relocation Preparation procedure as 
intra-system relocation from RANAP point of view. 

For GERAN Iu-mode and to support Relocation towards a GERAN BSC in Iu mode the following shall apply in 
addition for the successful operation of the Relocation Preparation procedure: 

- In case of a Relocation to GERAN Iu-mode (only for CS), the RNC shall include, if available, the GERAN 
Classmark IE within the RELOCATION REQUIRED message in those cases where the transmission of the 
GERAN Classmark IE is required, as defined in TS 43.051 [27]. 



8.6.3 Unsuccessful Operation 



Source RNC 



CN 



RELOCATION REQUIRED 



RELOCATION PREPARATION 
FAILURE 



Figure 6: Relocation Preparation procedure. Unsuccessful operation. 



If the CN or target system is not able to even partially accept the relocation of SRNS, or a failure occurs during the 
Relocation Preparation procedure in the CN, or the CN decides not to continue the relocation of SRNS, the CN shall 
send a RELOCATION PREPARATION FAILURE message to the source RNC. 

The RELOCATION PREPARATION FAILURE message shall contain the appropriate value for the Cause IE, e.g. 
"TRELocaiioc expiry", "Relocation Failure in Target CN/RNC or Target System", "Relocation not supported in Target 
RNC or Target System", "Relocation Target not allowed", "No Radio Resources Available in Target Cell" or "Traffic 
Load In The Target Cell Higher Than In The Source Cell". 

Transmission of the RELOCATION PREPARATION FAILURE message terminates the procedure in the CN. 
Reception of the RELOCATION PREPARATION FAILURE message terminates the procedure in UTRAN. 

When the Relocation Preparation procedure is unsuccessfully terminated, the existing Iu signalling connection can be 
used normally. 

If the Relocation Preparation procedure is unsuccessfully terminated, the CN shall release the possibly existing Iu 
signalling connection for the same UE and related to the same relocation of SRNS towards the target RNC by initiating 
the Iu Release procedure towards the target RNC with an appropriate value for the Cause IE, e.g. "Relocation 
Cancelled". 

The RELOCATION PREPARATION FAILURE message may contain the Inter-System Information Transparent 
Container IE. 

If the CSG Id IE and no Cell Access Mode IE are received in the RELOCATION REQUIRED message and the access 
control is unsuccessful, the CN shall send the RELOCATION PREPARATION FAILURE message with an appropriate 
cause value to the source RNC. Upon reception, the source RNC may decide to prevent relocation for that UE towards 
closed access mode cells with corresponding CSG Id. 

Interactions with Relocation Cancel procedure: 

If there is no response from the CN to the RELOCATION REQUIRED message before timer T REL oc pre p expires in the 
source RNC, the source RNC shall cancel the Relocation Preparation procedure by initiating the Relocation Cancel 
procedure with the appropriate value for the Cause IE, e.g. "T RELO cprep expiry". 
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8.6.4 Abnormal Conditions 

If the target RNC indicated in the RELOCATION REQUIRED message is not known to the CN: 

1 . The CN shall reject the relocation of SRNS by sending a RELOCATION PREPARATION FAILURE message 
to the source RNC with Cause IE set to "Unknown target RNC". 

2. The CN shall continue to use the existing Iu connection towards the source RNC. 

NOTE: In case two CN domains are involved in the SRNS Relocation Preparation procedure and the Source RNC 
receives the Target RNC to Source RNC Transparent Container IE via two CN domains, it may check 
whether the content of the two Target RNC to Source RNC Transparent Container IE is the same. In case 
the Source RNC receives two different Target RNC to Source RNC Transparent Container IEs, the RNC 
behaviour is left implementation-specific. 

NOTE: In case two CN domains are involved in the SRNS Relocation Preparation procedure due to the inter- 
system handover towards the GSM CS domain and GSM PS domain in parallel and the Source RNC 
receives the L3 Information IE from CS domain and the Target BSS to Source BSS Transparent 
Container IE from PS domain, it may check whether the content of the L3 Information IE and the content 
of the Target BSS to Source BSS Transparent Container IE is the same. In case the Source RNC receives 
two IEs with different contents, the RNC behaviour is left implementation-specific. 

8.6.5 Co-ordination of Two lu Signalling Connections 

If the RNC decides to initiate the Relocation Preparation procedure for a UTRAN to UTRAN relocation, the RNC shall 
initiate simultaneously a Relocation Preparation procedure on all Iu signalling connections existing for the UE. The 
source RNC shall also include the same Source RNC to Target RNC Transparent Container IE, Relocation Type IE, 
Source ID IE and Cause IE in the RELOCATION REQUIRED message towards the two domains. 

For intersystem handover to GSM, the Relocation Preparation procedure shall be initiated either only towards the 
circuit-switched CN or only towards the packet-switched CN, if the inter-system handover towards the GSM CS 
domain and GSM PS domain in parallel is not supported. Otherwise the Relocation Preparation procedure shall be 
simultaneously initiated towards both the circuit-switched CN and the packet-swithched CN. 

The source RNC shall not trigger the execution of relocation of SRNS unless it has received a RELOCATION 
COMMAND message from all Iu signalling connections for which the Relocation Preparation procedure has been 
initiated. 

If the source RNC receives a RELOCATION PREPARATION FAILURE message from the CN, the RNC shall initiate 
the Relocation Cancel procedure on the other Iu signalling connection for the UE if the other Iu signalling connection 
exists and if the Relocation Preparation procedure is still ongoing or the procedure has terminated successfully in that Iu 
signalling connection. 

8.7 Relocation Resource Allocation 
8.7.1 General 

The purpose of the Relocation Resource Allocation procedure is to allocate resources from a target RNS for a relocation 
of SRNS. The procedure shall be co-ordinated over all Iu signalling connections existing for the UE. The procedure 
uses connection oriented signalling. 

NOTE: In case of SRVCC operation, the procedure shall be co-ordinated in the domains which the source RNC 
decides to involve in the SRVCC operation. 
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8.7.2 Successful Operation 



Target RNC CN 




RELOCATION REQUEST 




RELOCATION REQUEST 
ACKNOWLEDGE 





Figure 7: Relocation Resource Allocation procedure. Successful operation. 

The CN initiates the procedure by generating a RELOCATION REQUEST message. In a UTRAN to UTRAN 
relocation, the message shall contain the information (if any) required by the UTRAN to build at least the same set of 
RABs as existing for the UE before the relocation, except the relocation due to SRVCC operation. The CN may indicate 
that RAB QoS negotiation is allowed for certain RAB parameters and in some cases also which alternative values to be 
used in the negotiation. 

The RELOCATION REQUEST message may also include an alternative RAB configuration for a RAB specified in the 
Alternative RAB configuration IE in the Alternative RAB Parameter Values IE. If Alternative RAB configuration IE for 
a RAB is included in the RELOCATION REQUEST message, the target RNC is allowed after the successful relocation 
to request the CN to trigger the execution of this alternative RAB configuration. No negotiation is allowed during the 
Relocation Resource Allocation procedure between the requested RAB configuration and this alternative RAB 
configuration. 

When the CN transmits the RELOCATION REQUEST message, it shall start the timer T RELOC aiioc. 

When a RELOCATION REQUEST message is sent from a CN node towards an RNC for which the sending CN node 
is not the default CN node, the Global CN-ID IE shall be included. 

Upon reception of the RELOCATION REQUEST message, the target RNC shall initiate allocation of requested 
resources. 

The RELOCATION REQUEST message shall contain the following IEs: 

- Permanent NAS UE Identity IE (if available); 
Cause IE; 

CN Domain Indicator IE; 

Source RNC To Target RNC Transparent Container IE; 

- Iu Signalling Connection Identifier IE; 

- Integrity Protection Information IE (if available); 

- SNA Access Information IE (if available); 

- UESBI-Iu IE (if available); 

- Selected PLMN identity IE if in MOCN or GWCN configuration; 
CN MBMS Linking Information IE (if available); 

UE Aggregate Maximum Bit Rate IE (if available). 
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For each RAB requested to relocate (or to be created e.g. in the case of inter-system handover), the message shall 
contain the following IEs: 

- RAB-ID IE; 

- NAS Synchronisation Indicator IE (if the relevant NAS information is provided by the CN); 
RAB parameters IE; 

User Plane Information IE; 
Transport Layer Address IE; 

- Iu Transport Association IE; 

Data Volume Reporting Indication IE (only for PS); 
PDP Type Information IE (only for PS). 
The RELOCATION REQUEST message may include the following IE: 

- Encryption Information IE (shall not be included if the Integrity Protection Information IE is not included); 
CSG Membership Status IE (shall be included in cases of relocation of CSG capable UEs to hybrid cells); 
PDP Type Information extension IE (may be included if PDP Type Information IE is included). 

For each RAB requested to relocate the message may include the following IEs: 
Service Handover IE; 
Alternative RAB Parameter Values IE; 

- E- UTRAN Service Handover IE. 

The following information elements received in RELOCATION REQUEST message require the same special actions in 
the RNC as specified for the same IEs in the RAB Assignment procedure: 

- RAB-ID IE; 

User plane Information IE (i.e. required User Plane Mode and required User Plane Versions); 

- Priority level IE, Pre-emption Capability IE and Pre-emption Vulnerability IE; 

- Service Handover IE; 

- E- UTRAN Service Handover IE. 

The SDU Format Information Parameter IE in the RAB Parameters IE shall be present only if the User Plane Mode IE 
is set to "support mode for pre-defined SDU sizes" and the Traffic Class IE is set to either "Conversational" or 
"Streaming". 

For a RAB setup, the RAB Parameters IE may contain the Signalling Indication IE. The Signalling Indication IE shall 
not be present if the Traffic Class IE is not set to "Interactive" or if the CN Domain Indicator IE is not set to "PS 
domain". 

If the RELOCATION REQUEST message includes the Permanent NAS UE identity (i.e. IMSI), the RNC shall 
associate the permanent identity to the RRC Connection of that user and shall save it for the duration of the RRC 
connection. 

If the RELOCATION REQUEST message includes the PDP Type Information IE or PDP Type Information extension 
IE, the UTRAN may use this IE to configure any compression algorithms. 

If the CSG Id IE is received in the RELOCATION REQUEST message, the UTRAN shall validate it by comparing it 
with the CSG ID broadcast by the target cell. If it is valid and if the CSG Membership Status IE is received set to 
"member", the target RNC may apply appropriate handling to the UE. 
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If the CSG Membership Status IE and the CSG Id IE are received in the RELOCATION REQUEST message and the 
CSG Id does not correspond to the CSG Id broadcast by the target cell, the RNC may provide the QoS to the UE as for 
a non member and shall send back in the RELOCATION REQUEST ACKNOWLEDGE message the actual CSG Id 
broadcast by the target cell. 

The Cause IE shall contain the same value as the one received in the related RELOCATION REQUIRED message. 

The Iu Signalling Connection Identifier IE contains an Iu signalling connection identifier which is allocated by the CN. 
The value for the Iu Signalling Connection Identifier IE shall be allocated so as to uniquely identify an Iu signalling 
connection for the involved CN node. The RNC shall store and remember this identifier for the duration of the Iu 
connection. 

The RNC shall, if supported, use the UESBI-Iu IE when included in the RELOCATION REQUEST message. 

If the CNMBMS Linking Information IE is included in the RELOCATION REQUEST message, the RNC shall, if 
supported, use the CNMBMS Linking Information IE to perform suitable UE linking as described in TS 25.346 [42]. 

The algorithms within the Integrity Protection Information IE and the Encryption Information IE shall be ordered in 
preferred order with the most preferred first in the list. 

The Permitted Encryption Algorithms IE within the Encryption Information IE may contain "no encryption" within an 
element of its list in order to allow the RNC not to cipher the respective connection. This can be done either by not 
starting ciphering or by using the UEA0 algorithm. In the absence of the Encryption Information IE, the RNC shall not 
start ciphering. 

In case of intra-system relocation, if no Integrity Protection Key IE (Ciphering Key IE respectively) is provided within 
the Source RNC to Target RNC Transparent Container IE, the target RNC shall not start integrity protection (ciphering 
respectively). 

In case of intra-system relocation, when an Ciphering Key IE is provided within the Source RNC to Target RNC 
Transparent Container IE, the target RNC may select to use a ciphering alternative where an algorithm is used. It shall 
in this case make use of this key to cipher its signalling data whatever the selected algorithm. The Encryption Key IE 
that is contained within the Encryption Information IE of the RELOCATION REQUEST message shall never be 
considered for ciphering of signalling data. 

In case of intra-system relocation, when an Integrity Protection Key IE is provided within the Source RNC to Target 
RNC Transparent Container IE, the target RNC shall select one integrity algorithm to start integrity and shall in this 
case make use of this key whatever the selected algorithm. The integrity protection key that is contained within the 
Integrity Protection Information IE of the RELOCATION REQUEST message shall never be considered. 

In case of intra-system relocation, when a Trace Recording Session Information IE is provided within the Source RNC 
to Target RNC Transparent Container IE, the Target RNC should store that information to include it in a potential 
future Trace Record for that UE. 

In case of inter-system relocation, the integrity protection and ciphering information to be considered shall be the ones 
received in the Integrity Protection Information IE and Encryption Information IE of the RELOCATION REQUEST 
message. 

If the Subscriber Profile ID for RAT/Frequency priority IE is contained in the Source RNC to Target RNC Transparent 
Container IE, the target RNC shall store the received Subscriber Profile ID for RAT/Frequency priority and use it as 
defined in TS 36.300 [52]. 

If the CSFB Information IE is contained in the Source RNC to Target RNC Transparent Container IE, the target RNC 
may apply special treatment. 

The Global CN-ID IE contains the identity of the CN node that sent the RELOCATION REQUEST message, and it 
shall, if included, be stored together with the Iu signalling connection identifier. If the Global CN-ID IE is not included, 
the RELOCATION REQUEST message shall be considered as coming from the default CN node for the indicated CN 
domain. 

The RELOCATION REQUEST message may contain the Cell Load Group Information IE in the Source RNC to Target 
RNC Transparent Container IE. 

The following additional actions shall be executed in the target RNC during the Relocation Resource Allocation 
procedure: 
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If the Relocation Type IE is set to "UE involved in relocation of SRNS": 

except the relocation due to SRVCC operation, the target RNC should not accept a requested RAB if the RAB 
did not exist in the source RNC before the relocation. In case of SRVCC operation, the target RNC may accept 
CS RAB even if it did not exist in the source RNC before the relocation. 

The target RNC may accept a requested RAB only if the RAB can be supported by the target RNC. 

- Other RABs shall be rejected by the target RNC in the RELOCATION REQUEST ACKNOWLEDGE message 
with an appropriate value in the Cause IE, e.g. "Unable to Establish During Relocation". 

- The target RNC shall include information adapted to the resulting RAB configuration in the target to source 
RNC transparent container to be included in the RELOCATION REQUEST ACKNOWLEDGE message sent to 
the CN. If the target RNC supports triggering of the Relocation Detect procedure via the Iur interface, the RNC 
shall assign a d-RNTI for the context of the relocation and include it in the container. If two CNs are involved in 
the relocation of SRNS, the target RNC may, however, decide to send the container to only one CN. 

If any alternative RAB parameter values have been used when allocating the resources, these RAB parameter 
values shall be included in the RELOCATION REQUEST ACKNOWLEDGE message within the Assigned RAB 
Parameter Values IE. 

- If d-RNTI for No IuCS UP IE is contained in the RELOCATION REQUEST message, the target RNC shall use 
this information to configure the resource for the UE over Iur during the relocation. 

If the Relocation Type IE is set to "UE not involved in relocation of SRNS": 

- The target RNC shall not accept a requested RAB if the RAB did not exist in the source RNC before the 
relocation. 

The target RNC may accept a RAB only if the radio bearer(s) for the RAB either exist(s) already and can be used 
for the RAB by the target RNC, or do(es) not exist before the relocation but can be established in order to 
support the RAB in the target RNC. 

- If existing radio bearers are not related to any RAB that is accepted by the target RNC, the radio bearers shall be 
ignored during the relocation of SRNS and the radio bearers shall be released by the radio interface protocols 
after completion of relocation of SRNS. 

If any alternative RAB parameter values have been used when allocating the resources, these RAB parameter 
values shall be included in the RELOCATION REQUEST ACKNOWLEDGE message within the Assigned RAB 
Parameter Values IE. It should be noted that the usage of alternative RAB parameter values is not applicable to 
the UTRAN initiated relocation of type "UE not involved in relocation of SRNS". 

If the UE History Information IE is included in the RELOCATION REQUEST message and the target RNC is 
configured to collect the information, the target RNC shall collect the same type of information as that included in the 
UE History Information IE. 

After all necessary resources for accepted RABs including the initialised Iu user plane, are successfully allocated, the 
target RNC shall send a RELOCATION REQUEST ACKNOWLEDGE message to the CN. 

For each RAB successfully setup the RNC shall include the following IEs: 

- RABID 

Transport Layer Address (when no ALCAP has been used) 

Iu Transport Association (when no ALCAP has been used) 

Two pairs of Transport Layer Address IE and Iu Transport Association IE may be included for RABs established 
towards the PS domain. 

For each RAB the RNC is not able to setup during the Relocation Resource Allocation procedure, the RNC shall 
include the RAB ID IE and the Cause IE within the RABs Failed To Setup IE. The resources associated with the RABs 
indicated as failed to set up shall not be released in the CN until the relocation is completed. This is in order to make a 
return to the old configuration possible in case of a failed or cancelled relocation. 
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The RELOCATION REQUEST ACKNOWLEDGE message sent to the CN shall, if applicable and if not sent via the 
other CN domain, include the Target RNC To Source RNC Transparent Container IE. This container shall be 
transferred by the CN to the source RNC or the external relocation source while completing the Relocation Preparation 
procedure. 

If the target RNC supports cell load-based inter-system handover, then in the case of inter-system handover, the New 
BSS to Old BSS Information IE may be included in the RELOCATION REQUEST ACKNOWLEDGE message. This 
information shall include, if available, the current traffic load in the target cell assuming a successful completion of the 
handover in progress. 

In case of inter-system relocation, the RNC shall include the Chosen Integrity Protection Algorithm IE {Chosen 
Encryption Algorithm IE respectively) within the RELOCATION REQUEST ACKNOWLEDGE message, if, and only 
if the Integrity Protection Information IE {Encryption Information IE respectively) was included in the RELOCATION 
REQUEST message. 

In case of intra-system relocation, the RNC shall include the Chosen Integrity Protection Algorithm IE (Chosen 
Encryption Algorithm IE respectively) within the RELOCATION REQUEST ACKNOWLEDGE message, if, and only 
if the Integrity Protection Key IE (Ciphering Key IE respectively) was included within the Source RNC-to-Target RNC 
transparent container IE. 

If one or more of the RABs that the target RNC has decided to support can not be supported by the CN, then these 
failed RABs shall not be released towards the target RNC until the relocation is completed. 

If the NAS Synchronisation Indicator IE is contained in the RELOCATION REQUEST message, the target RNC shall 
pass it to the UE. 

If the SNA Access Information IE is contained in the RELOCATION REQUEST message, the target RNC shall store 
this information and use it to determine whether the UE has access to radio resources in the UTRAN. The target RNC 
shall consider that the UE is authorised to access only the PLMNs identified by the PLMN identity IE in the SNA Access 
Information IE. If the Authorised SNAs IE is included for a given PLMN (identified by the PLMN identity IE), then the 
target RNC shall consider that the access to radio resources for the concerned UE is restricted to the LAs contained in 
the SNAs identified by the SNAC IEs. 

If the SNA Access Information IE is not contained in the RELOCATION REQUEST message, the target RNC shall 
consider that no access restriction applies to the UE in the UTRAN. 

Transmission and reception of a RELOCATION REQUEST ACKNOWLEDGE message terminate the procedure in the 
UTRAN and in the CN respectively. 

Before reporting the successful outcome of the Relocation Resource allocation procedure, the RNC shall have executed 
the initialisation of the user plane mode as requested by the CN in the User Plane Mode IE. If the RNC can not initialise 
the requested user plane mode for any of the user plane mode versions in the UP Mode Versions IE according to the 
rules for initialisation of the respective user plane mode versions, as described in TS 25.415 [6], the RAB Relocation 
shall fail with the cause value "RNC unable to establish all RFCs". 

If the Selected PLMN identity IE is contained in the RELOCATION REQUEST message, the target RNC shall use this 
information to send it to the UE. 

If the UE Aggregate Maximum Bit Rate IE is included in the RELOCATION REQUEST message, the UTRAN shall, if 
supported, store the received UE Aggregate Maximum Bit Rate parameters to control the aggregate data rate of non- 
GBR traffic for this UE. 

In case SIPTO at Iu-PS functionality is supported by the UTRAN, the following applies in addition for the successful 
operation of the Relocation Resource Allocation procedure: 

- If the MSISDN IE is present in the RELOCATION REQUEST message, then the UTRAN may offload the 

RAB(s) where the Offload RAB Parameters IE is present in the RABs To Be Setup Item IEs IE. The Access Point 
Name IE and the Charging Characteristics IE within the Offload RAB Parameters IE and the MSISDN IE may 
only be used for the SIPTO at Iu-PS function and according to the description in TS 23.060 [21]. 

Interactions with Uplink Information Exchange procedure: 

In case of UTRAN to UTRAN CS only relocation, if the RELOCATION REQUEST message includes the MBMS 
Linking Information IE in the Source RNC To Target RNC Transparent Container IE, the RNC shall, if supported, 
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initiate the Uplink Information Exchange procedure to retrieve the Multicast Service list for the UE, create relevant 
MBMS Service Context, store this information and perform the relevant UE linking as defined in TS 25.346 [42]. 

8.7.2.1 Successful Operation for GERAN lu-mode 

The relocation between UTRAN and GERAN Iu-mode shall be considered in the Relocation Resource Allocation 
procedure as intra-system relocation from RANAP point of view. 

For GERAN Iu-mode and to support Relocation towards a GERAN BSC in Iu mode the following shall apply in 
addition for the successful operation of the Relocation Resource Allocation procedure: 

- In case of GERAN Iu-mode, for RAB requested to be relocated from the the CS domain, the RELOCATION 
REQUEST message may contain the GERAN BSC Container IE in order to provide GERAN specific 
information to the target BSC (see TS 43.051 [27]). 

8.7.3 Unsuccessful Operation 



Tarqet RNC CN 




4 RELOCATION REQUEST 




RELOCATION FAILURE 





Figure 8: Relocation Resource Allocation procedure: Unsuccessful operation. 

If the target RNC can not even partially accept the relocation of SRNS or a failure occurs during the Relocation 
Resource Allocation procedure in the target RNC, the target RNC shall send a RELOCATION FAILURE message to 
the CN. The RELOCATION FAILURE message shall contain the Cause IE with an appropriate value. 

If the target RNC cannot support any of the integrity protection (ciphering respectively) alternatives provided in the 
Integrity Protection Information IE or Encryption Information IE, it shall return a RELOCATION FAILURE message 
with the cause "Requested Ciphering and/or Integrity Protection algorithms not supported". 

If the target RNC cannot support the relocation due to PUESBINE feature, it shall return a RELOCATION FAILURE 
message with the cause "Incoming Relocation Not Supported Due To PUESBINE Feature". 

If the target RNC does not receive the CSG Membership Status IE but does receive the CSG Id IE in the 
RELOCATION REQUEST message and the CSG Id IE is not valid, it shall send the RELOCATION FAILURE 
message to the CN with an appropriate cause value. 

If the CSG ID IE is not received in the RELOCATION REQUEST message and the access control for the relocation to 
a CSG cell is unsuccessful, the target RNC shall return a RELOCATION FAILURE message with an appropriate cause 
value, e.g. "Relocation Target not allowed". 

Transmission and reception of a RELOCATION FAILURE message terminate the procedure in the UTRAN and in the 
CN respectively. 

When the CN receives a RELOCATION FAILURE message from the target RNC, it shall stop timer T RELO caiioc and 
shall assume possibly allocated resources within the target RNC completely released. 

In case of inter-system handover, and if the target RNC supports cell load-based inter-system handover, then 
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- the NewBSS to Old BSS Information IE may be included in the RELOCATION FAILURE message. This 
information shall include, if available, the current traffic load in the target cell. 

- the RELOCATION FAILURE message shall contain the Cause IE with an appropriate value, e.g. "No Radio 
Resources Available in Target Cell" or "Traffic Load In The Target Cell Higher Than In The Source Cell". 

- If the Cause IE received in the RELOCATION REQUEST message contains the value "Reduce Load in Serving 
Cell" and the load in the target cell is greater than in the source cell then, if the target cell is not in a congested or 
blocked state, the RNC shall return a RELOCATION FAILURE message which may include the cause "Traffic 
Load In The Target Cell Higher Than In The Source Cell". 

- When the RNC returns a RELOCATION FAILURE message with the cause "Traffic Load In The Target Cell 
Higher Than In The Source Cell", it shall also include the NewBSS to Old BSS Information IE. This information 
shall include the current traffic load in the target cell. 

8.7.3.1 Unsuccessful Operation for GERAN lu-mode 

For GERAN Iu-mode and to support Relocation towards a GERAN BSC in Iu mode the following shall apply in 
addition for the unsuccessful operation of the Relocation Resource Allocation procedure: 

- In case a Relocation to GERAN Iu-mode fails (only for CS), because the Target BSC cannot provide an 
appropriate RAB corresponding to the content of the GERAN BSC Container IE (if received), the Target BSC 
shall report the unsuccessful Relocation Resource Allocation by indicating the cause value "GERAN Iu-mode 
Failure" within the RELOCATION FAILURE message and shall include the GERAN Classmark IE. 

8.7.4 Abnormal Conditions 

If after reception of the RELOCATION REQUEST message, the target RNC receives another RELOCATION 
REQUEST message on the same Iu connection, then the target RNC shall discard the latter message and the original 
Relocation Resource Allocation procedure shall continue normally. 

If the target RNC receives a Source RNC to Target RNC Transparent Container IE containing Chosen Integrity 
Protection (Encryption respectively) Algorithm IE without Integrity Protection (Ciphering respectively) Key IE, it shall 
return a RELOCATION FAILURE message with the cause "Conflict with already existing Integrity protection and/or 
Ciphering information". 

Interactions with Iu Release procedure: 

If the CN decides to not continue the Relocation Resource Allocation procedure (e.g. due to T RELO c a iioc expiry) before 
the Relocation Resource Allocation procedure is completed, the CN shall stop timer T RELOCa i loc (if timer T RELOCal i oc has 
not already expired) and the CN shall, if the Iu signalling connection has been established or later becomes established, 
initiate the Iu Release procedure towards the target RNC with an appropriate value for the Cause IE, e.g. "Relocation 
Cancelled". 

NOTE: In case two CN domains are involved in the Relocation Resource Allocation procedure, the target RNC 
may check whether the content of the two Source RNC to Target RNC Transparent Container IEs or the 
two SNA Access Information IEs is the same. In case the target RNC receives two different Source RNC 
to Target RNC Transparent Container IEs or two different SNA Access Information IEs, the RNC 
behaviour is left implementation specific. 

8.7.5 Co-ordination of Two Iu Signalling Connections 

Co-ordination of two Iu signalling connections during Relocation Resource Allocation procedure shall be executed by 
the target RNC when the Number oflu Instances IE received in the Source RNC to Target RNC Transparent Container 
IE in the RELOCATION REQUEST message indicates that two CN domains are involved in relocation of SRNS. 

When both the CS and PS user data Chosen Encryption Algorithm IE are received within the Source RNC to Target 
RNC Transparent Container IE and if these two received Chosen Encryption Algorithm IE are not the same, the target 
RNC shall fail the Relocation Resource Allocation procedure by sending back a RELOCATION FAILURE message. 

The integrity protection (ciphering respectively) alternatives provided in the Integrity Protection Information IE 
(Encryption Information IE respectively) of the RELOCATION REQUEST messages received from both CN domains 
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shall have at least one common alternative, otherwise the Relocation Resource Allocation shall be failed by sending 
back a RELOCATION FAILURE message. 

If two CN domains are involved, the following actions shall be taken by the target RNC: 

- The target RNC shall utilise the Permanent NAS UE Identity IE, received explicitly from each CN domain within 
the RELOCATION REQUEST messages, to co-ordinate both Iu signalling connections. 

- The target RNC shall generate and send RELOCATION REQUEST ACKNOWLEDGE messages only after all 
expected RELOCATION REQUEST messages are received and analysed. 

- If the target RNC decides to send the Target RNC to Source RNC Transparent Container IE via the two CN 
domains, the target RNC shall ensure that the same Target RNC to Source RNC Transparent Container IE is 
included in RELOCATION REQUEST ACKNOWLEDGE messages transmitted via the two CN domains and 
related to the same relocation of SRNS. 

If the target RNC receives the UESBI-Iu IE on the Iu-CS but not on the Iu-PS interface (or vice versa), the RNC shall, if 
supported, use the UESBI-Iu IE for both domains. 

8.8 Relocation Detect 

8.8.1 General 

The purpose of the Relocation Detect procedure is to indicate to the CN the detection by the RNC of an SRNS 
relocation execution. The procedure shall be co-ordinated over all Iu signalling connections existing for the UE. The 
procedure uses connection-oriented signalling. 

8.8.2 Successful Operation 



Target RNC CN 




RELOCATION DETECT 

► 







Figure 9: Relocation Detect procedure: Successful operation. 

The target RNC shall send a RELOCATION DETECT message to the CN when a relocation execution trigger is 
received. 

If the type of relocation of SRNS is "UE involved in relocation of SRNS", the relocation execution trigger may be 
received either from the Uu interface or as an implementation option from the Iur interface. If the type of relocation of 
SRNS is "UE not involved in relocation of SRNS", the relocation execution trigger is received from the Iur interface. 

When the RELOCATION DETECT message is sent, the target RNC shall start SRNC operation. 

Upon reception of the RELOCATION DETECT message, the CN may switch the user plane from the source RNC to 
the target RNC. 

8.8.3 Abnormal Conditions 

Interactions with Relocation Complete procedure: 
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If the RELOCATION COMPLETE message is received by the CN before the reception of the RELOCATION 
DETECT message, the CN shall handle the RELOCATION COMPLETE message normally. 

8.8.4 Co-ordination of Two lu Signalling Connections 

When the Relocation Detect procedure is to be initiated by the target RNC, the target RNC shall initiate the Relocation 
Detect procedure on all Iu signalling connections existing for the UE between the target RNC and the CN. 



8.9 Relocation Complete 



8.9.1 General 

The purpose of the Relocation Complete procedure is to indicate to the CN the completion by the target RNC of the 
relocation of SRNS . The procedure shall be co-ordinated over all Iu signalling connections existing for the UE. The 
procedure uses connection-oriented signalling. 



8.9.2 Successful Operation 



Target RNC 



CN 



RELOCATION COMPLETE 




Figure 10: Relocation Complete procedure. Successful operation. 



When the new SRNC-ID and serving RNC Radio Network Temporary Identity are successfully exchanged with the UE 
by the radio protocols, the target RNC shall initiate the Relocation Complete procedure by sending a RELOCATION 
COMPLETE message to the CN. Upon reception of the RELOCATION COMPLETE message, the CN should stop the 
TRELoccompiete timer. 



8.9.3 Abnormal Conditions 

If the timer T RELOC compiete expires: 

- The CN should initiate release of Iu connections towards the source and the target RNC by initiating the Iu 
Release procedure with an appropriate value for the Cause IE, e.g. "T RELO ccom P iete expiry". 

Interactions with the Relocation Detect procedure: 

If the RELOCATION DETECT message is not received by the CN before reception of the RELOCATION 
COMPLETE message, the CN shall handle the RELOCATION COMPLETE message normally. 



8.9.4 Co-ordination of Two lu Signalling Connections 

When the Relocation Complete procedure is to be initiated by the target RNC, the target RNC shall initiate the 
Relocation Complete procedure on all Iu signalling connections existing for the UE between the target RNC and the 
CN. 
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8.10 Relocation Cancel 

8.10.1 General 

The purpose of the Relocation Cancel procedure is to enable a source RNC to cancel an ongoing relocation of SRNS. 
The Relocation Cancel procedure may be initiated by the source RNC during and after the Relocation Preparation 
procedure if either of the following conditions is fulfilled: 

1. The source RNC has not yet initiated the execution of relocation of SRNS, neither via the Iur interface nor via 
the Uu interface. 

2. After having initiated the execution of relocation of SRNS, the UE has returned to the source RNC by 
transmitting an RRC message which indicates that the UE considers the source RNC as its serving RNC. 

The procedure shall be co-ordinated in all Iu signalling connections for which the Relocation Preparation procedure has 
been initiated. The procedure uses connection oriented signalling. 

8.10.2 Successful Operation 



Source RNC 




CN 




RELOCATION CANCEL 






RELOCATION CANCEL 
ACKNOWLEDGE 


< 



Figure 11: Relocation Cancel procedure. Successful operation. 

The RNC initiates the procedure by sending a RELOCATION CANCEL message to the CN. This message shall 
indicate the reason for cancelling the relocation of SRNS by the appropriate value of the Cause IE. Upon reception of a 
RELOCATION CANCEL message, the CN shall send a RELOCATION CANCEL ACKNOWLEDGE message to the 
source RNC. 

Transmission and reception of a RELOCATION CANCEL ACKNOWLEDGE message terminate the procedure in the 
CN and in the source RNC respectively. After this, the source RNC does not have a prepared relocation for that Iu 
signalling connection. 

Interactions with Relocation Preparation procedure: 

Upon reception of a RELOCATION CANCEL message from the source RNC, the CN shall locally terminate the 
possibly ongoing Relocation Preparation procedure towards that RNC and abandon the relocation of SRNS. 

If the source RNC receives a RELOCATION COMMAND message from the CN after the Relocation Cancel procedure 
is initiated, the source RNC shall ignore the received RELOCATION COMMAND message. 

If the source RNC receives a RELOCATION PREPARATION FAILURE message from the CN after the Relocation 
Cancel procedure is initiated, then the source RNC shall terminate the ongoing Relocation Cancel procedure. 

8.10.3 Unsuccessful Operation 

Not applicable. 

8.10.4 Abnormal Conditions 

Not applicable. 
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8.1 0.5 Co-ordination of Two lii Signalling Connections 

If the Relocation Cancel procedure is to be initiated due to other reasons than reception of a RELOCATION 
PREPARATION FAILURE message, the Relocation Cancel procedure shall be initiated on all Iu signalling 
connections existing for the UE in which the Relocation Preparation procedure has not terminated unsuccessfully. 

8.1 1 SRNS Context Transfer 
8.11.1 General 

The purpose of the SRNS Context Transfer procedure is to trigger the transfer of SRNS contexts from the source RNC 
to the CN (PS domain) in case of intersystem change or in some further cases described in TS 23.060 [21]. The 
procedure uses connection oriented signalling. 



8.1 1 .2 Successful Operation 

RNC 



CN 



SRNS CONTEXT REQUEST 



SRNS CONTEXT RESPONSE 



Figure 12: SRNS Context Transfer procedure. Successful operation. 

The CN initiates the procedure by sending an SRNS CONTEXT REQUEST message to the source RNC. The SRNS 
CONTEXT REQUEST message shall include the list of RABs whose contexts should be transferred, and may include 
the RAT Type IE, when available to indicate the RAT from which the context request originates. 

The source RNC shall respond to the CN with an SRNS CONTEXT RESPONSE message containing all the referenced 
RABs, including both successful and unsuccessful RABs transfers. For each RAB whose transfer is successful, the 
following context information elements shall be included: 

- RAB ID IE; 

always when available, the sequence number for the next downlink GTP-PDU to be sent to the UE, i.e. the DL 
GTP-PDU Sequence Number IE; 

always when available, the sequence number for the next uplink GTP-PDU to be tunnelled to the GGSN, i.e. the 
UL GTP-PDU Sequence Number IE; 

- always when available, the radio interface sequence number (PDCP) TS 25.323 [17] of the next downlink N- 
PDU (PDCP SDU) that would have been sent to the UE by a source system, i.e. the DL N-PDU Sequence 
Number IE; 



always when available, the radio interface sequence number (PDCP) TS 25.323 [17] of the next uplink N-PDU 
(PDCP SDU) that would have been expected from the UE by a source system, i.e. the UL N-PDU Sequence 
Number IE. 

Transmission and reception of the SRNS CONTEXT RESPONSE message terminate the procedure in the UTRAN and 
in the CN respectively. 



8.1 1 .3 Unsuccessful Operation 

For each RAB for which the UTRAN is not able to transfer the RAB context, e.g. if the RAB ID is unknown to the 
RNC, the RAB ID is included in the SRNS CONTEXT RESPONSE message together with a Cause IE, e.g. "Invalid 
RAB ID". 
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8.1 1 .4 Abnormal Conditions 

Not applicable. 

8.12 SRNS Data Forwarding Initiation 
8.12.1 General 

The purpose of the SRNS Data Forwarding procedure is to trigger the transfer of N-PDUs from the RNC to the CN (PS 
domain) in case of intersystem change or in some further cases described in TS 23.060 [21]. The procedure uses 
connection oriented signalling. 



8.12.2 Successful Operation 



RNC 



CN 



^SRNS DATA FORWARD COMMAND 



Figure 13: SRNS Data Forwarding Initiation procedure. Successful operation. 

The CN initiates the procedure by sending an SRNS DATA FORWARD COMMAND message to the UTRAN. The 
SRNS DATA FORWARD COMMAND message includes the list of RABs towards the PS domain whose data should 
be forwarded, and the necessary information for establishing a GTP tunnel to be used for data forwarding. For each 
indicated RAB, the list shall include the RAB ID IE, the Transport Layer Address IE and the Iu Transport Association 
IE. 

Upon reception of the SRNS DATA FORWARD COMMAND message the RNC starts the timer T DATAfwd . 

8.12.3 Abnormal Conditions 

Not applicable. 

8.13 SRNS Context Forwarding from Source RNC to CN 
8.13.1 General 

The purpose of this procedure is to transfer SRNS contexts from the source RNC to the CN (PS domain) in case of 
handover via the CN. The procedure uses connection oriented signalling. SRNS contexts are sent for each concerned 
RAB among those that are supported by the target system, and for which at least either GTP-PDU or PDCP sequence 
numbering is available. The SRNS contexts contain the sequence numbers of the next GTP-PDUs to be transmitted in 
the uplink and downlink directions, if available, and the next PDCP sequence numbers that would have been used to 
send and receive data from the UE, if available. The Source RNC PDCP context info shall be sent if available. 
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Source RNC 




CN 




FORWARD SRNS CONTEXT 









Figure 14: SRNS Context forwarding from source RNC to CN. Successful operation. 

The source RNC initialises the procedure by sending a FORWARD SRNS CONTEXT message to the CN. The 
FORWARD SRNS CONTEXT message contains the RAB Context information for each referenced RAB. For each 
RAB the following information shall be included: 

- RAB ID IE; 

always when available, the sequence number for the next downlink GTP-PDU to be sent to the UE, i.e. the DL 
GTP-PDU Sequence Number IE; 

- always when available, the sequence number for the next uplink GTP-PDU to be tunnelled to the GGSN, i.e. the 
UL GTP-PDU Sequence Number IE; 

- always when available, the radio interface sequence number (PDCP) TS 25.323 [17] of the next uplink N-PDU 
(PDCP SDU) that would have been expected from the UE by a source system i.e. the UL N-PDU Sequence 
Number IE; 

always when available, the radio interface sequence number (PDCP) TS 25.323 [17] of the next downlink N- 
PDU (PDCP SDU) that would have been sent to the UE by a source system i.e. the DL N-PDU Sequence 
Number IE. 

8.13.3 Abnormal Conditions 

Not applicable. 



8.14 SRNS Context Forwarding to Target RNC from CN 
8.14.1 General 

The purpose of this procedure is to transfer SRNS contexts from the CN (PS domain) to the target RNC in case of 
handover via the CN. The procedure uses connection oriented signalling. SRNS contexts are sent for each referenced 
RAB, for which at least either GTP-PDU or PDCP sequence numbering is available. The SRNS contexts contain the 
sequence numbers of the next GTP-PDUs to be transmitted in the uplink and downlink directions, if available, and the 
next PDCP sequence numbers that would have been used to send and receive data from the UE, if available. The source 
RNC PDCP context info shall be sent if available. 
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8.14.2 Successful Operation 
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Figure 15: SRNS Context forwarding to target RNC from CN. Successful operation. 

The CN initialises the procedure by sending FORWARD SRNS CONTEXT message to the target RNC. The 
FORWARD SRNS CONTEXT message contains the RAB Context information for each referenced RAB. For each 
RAB the following information shall be included: 

- RAB ID IE; 

always when available, the sequence number for the next downlink GTP-PDU to be sent to the UE, i.e. the DL 
GTP-PDU Sequence Number IE; 

- always when available, the sequence number for the next uplink GTP-PDU to be tunnelled to the GGSN, i.e. the 
UL GTP-PDU Sequence Number IE; 

- always when available, the radio interface sequence number (PDCP) TS 25.323 [17] of the next uplink N-PDU 
(PDCP SDU) that would have been expected from the UE by a source system i.e. the UL N-PDU Sequence 
Number IE; 

always when available, the radio interface sequence number (PDCP) TS 25.323 [17] of the next downlink N- 
PDU (PDCP SDU) that would have been sent to the UE by a source system i.e. the DL N-PDU Sequence 
Number IE. 

8.14.3 Abnormal Conditions 

Not applicable. 

8.15 Paging 

8.15.1 General 

The purpose of the Paging procedure is to enable the CN to request the UTRAN to contact that UE. The procedure uses 
connectionless signalling. 

8.15.2 Successful Operation 



RNC 




CN 






PAGING 



















Figure 16: Paging procedure. Successful operation. 

The CN initiates the procedure by sending a PAGING message. The PAGING message shall contain the following IEs: 
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CN Domain Indicator 

- Permanent NAS UE Identity 

- DRX Cycle Length Coefficient (if available) 
The PAGING message may contain following IEs: 

Temporary UE Identity 
Paging Area 

- Paging Cause 

- Non Searching Indication 

- Global CN-ID 

- CSGIdList 

The CN Domain Indicator IE shall be used by the RNC to identify from which CN domain the paging request 
originates. 

The Permanent NAS UE Identity IE (i.e. IMSI) shall be used by the UTRAN paging co-ordination function to check if a 
signalling connection towards the other CN domain already exists for this UE. In that case, the radio interface paging 
message shall be sent via that connection instead of using the paging broadcast channel. 

The Temporary UE Identity IE (e.g. TMSI) is the temporary identity of the user (allocated by that CN Domain) which 
can be used in a radio interface paging message. If the Temporary UE Identity IE is not included in the PAGING 
message, the RNC shall use the Permanent NAS UE Identity instead - if no signalling connection exists. 

If NNSF is active, and the Temporary UE Identity IE is not included in the PAGING message, the PAGING message 
shall include the Global CN-ID IE and, in case this PAGING message is originated from the CS domain, the RNC may 
start the T NNSF timer and store the Permanent NAS UE Identity IE along with the related Global CN-ID IE until the T 
nnsf timer has expired. 

The Paging Area IE shall be used by the RNC to identify the area in which the radio interface paging message shall be 
broadcast in case no signalling connection, as described above, already exists for the UE. If the Paging Area IE is not 
included in the PAGING message, the whole RNC area shall be used as Paging Area - if no signalling connection exists 
for that UE. 

The Paging Cause IE shall indicate to the RNC the reason for sending the PAGING message. The paging cause is 
transferred transparently to the UE. 

The Non Searching Indication IE shall, if present, be used by the RNC to decide whether the UTRAN paging co- 
ordination function needs to be activated or not. In the absence of this IE, UTRAN paging co-ordination shall be 
performed. 

The DRX Cycle Length Coefficient IE may be included in the PAGING message, and if present, the UTRAN shall, 
when applicable, use it for calculating the paging occasions for the UE. 

A list of CSG IDs may be included in the PAGING message. If included, the UTRAN may use the list of CSG IDs to 
avoid paging the UE at CSG cells whose CSG ID does not appear in the list. 

It should be noted that each PAGING message on the Iu interface relates to only one UE and therefore the RNC has to 
pack the pages into the relevant radio interface paging message. 

The core network is responsible for the paging repetition over the Iu interface. 

8.15.3 Abnormal Conditions 

Not applicable. 
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8.16 Common ID 

8.16.1 General 

The purpose of the Common ID procedure is to inform the RNC about the permanent NAS UE Identity (i.e. IMSI) of a 
user. This is used by the RNC e.g. to create a reference between the permanent NAS UE identity of the user and the 
RRC connection of that user for UTRAN paging co-ordination. The procedure may also be used to provide the SNA 
Access Information IE to the RNC or to provide the Management Based MDT Allowed IE to the RNC. 

The procedure uses connection oriented signalling. 

8.16.2 Successful Operation 



RNC 




CN 






COMMON ID 



















Figure 17: Common ID procedure. Successful operation. 

After having established an Iu signalling connection, and if the Permanent NAS UE identity (i.e. IMSI) is available, the 
CN shall send to the RNC a COMMON ID message containing the Permanent NAS UE Identity IE and optionally the 
SNA Access Information IE. The COMMON ID message may also include the UESBI-Iu IE. The RNC shall associate 
the permanent identity to the RRC Connection of that user and shall save it for the duration of the RRC connection. 

The RNC shall, if supported, use the UESBI-Iu IE when received in the COMMON ID message. 

If the CSG Membership Status IE is included in the COMMON ID message the RAN shall, if supported, take the 
following actions: 

If the cell that serves the UE is a Hybrid cell, the RNC shall store the value contained in the CSG Membership 
Status IE and replace any previously stored memberhip status value by this new one. The RNC may use such 
information to perform differentiated treatment for member and non-member UEs. 

If the cell that serves the UE is a CSG cell, and the CSG Membership Status IE is set to 'non-member', the RNC 
should initiate actions to ensure that the UE is no longer served by the CSG cell as defined in TS 25.467 [55]. 

If the SNA Access Information IE is contained in the COMMON ID message, the RNC shall store this information and 
use it to determine whether the UE has access to radio resources in the UTRAN. The RNC shall consider that the UE is 
authorised to access only the PLMNs identified by the PLMN identity IEs in the SNA Access Information IE. If the 
Authorised SNAs IE is included for a given PLMN (identified by the PLMN identity IE), then the RNC shall consider 
that the access to radio resources for the concerned UE is restricted to the LAs contained in the SNAs identified by the 
SNAC IEs. 

In case of GWCN configuration for a network sharing non-supporting UE, the COMMON ID message shall include, if 
available, the Selected PLMN identity IE. If received, the RNC shall store this information. 

In case SRVCC functionality is supported by the UE and CN, the CN shall include SRVCC Operation Possible IE in 
COMMON ID message. 

If the Management Based MDT Allowed IE is included in the the COMMON ID message, the RNC shall use it, if 
supported, to allow subsequent selection of the UE for management based MDT as defined in TS 32.422 [38]. 

Upon receipt of the COMMON ID message the RNC shall 

- store the Subscriber Profile ID for RAT/Frequency priority IE and use it as defined in TS 36.300 [52]. 
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8.16.3 Abnormal Conditions 

Not applicable. 

8.17 CN Invoke Trace 
8.17.1 General 

When used for signalling based activation, the purpose of the CN Invoke Trace procedure is to inform the RNC that it 
should begin a trace session with the parameters indicated by the CN and related to the UE, the Iu connection is used 
for. 

When used for management based activation, the purpose of the CN Invoke Trace procedure is to provide the RNC with 
the equipment identity of the UE for which the RNC should begin a trace recording session. 

The procedure uses connection oriented signalling. 



8.17.2 Successful Operation 
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Figure 18: CN Invoke Trace procedure. Successful operation. 

The CN Invoke Trace procedure is invoked by the CN by sending a CN INVOKE TRACE message to the RNC as 
defined in TS 32.422 [38]. 

The CN INVOKE TRACE message shall include the following IEs: 

- The Trace Reference IE, which uniquely identifies the trace session it refers to. 

- The UE Identity IE, which indicates the UE to which this trace session pertains. 

- The Trace Propagation Parameters IE, only in case of a signalling based activation. 
If present, the Trace Propagation Parameters IE shall include the following IEs: 

- The Trace Recording Session Reference IE, which is allocated by the CN. 

- The Trace Depth IE, which defines how detailed information should be recorded for this trace session in the 
RNC. 

The Trace Propagation Parameters IE may also include the List Of Interfaces To Trace IE, which defines which 
interfaces should be traced in the RNC. If the List Of Interfaces To Trace IE is not included, the RNC should trace all 
the following interfaces, if available: Iu-CS, Iu-PS, Uu, Iur and Iub. 

Upon receiving the CN INVOKE TRACE message, which includes the Trace Propagation Parameters IE, the RNC 
should begin a trace recording session according to the parameters indicated in the CN INVOKE TRACE message. If 
the RNC does not support the requested value "Minimum" or "Medium" of the Trace Depth IE, the RNC should begin a 
trace recording session with maximum trace depth. 

Upon receiving the CN INVOKE TRACE message, which does not include the Trace Propagation Parameters IE, the 
RNC should begin a trace recording session according to the parameters configured in the RNC for the indicated 
equipment identity in the CN INVOKE TRACE message. 

The RNC may not start a trace recording session if there are insufficient resources available within the RNC. 
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The Trace Reference IE, UE identity IE and, if the Trace Propagation Parameters IE is present, the Trace Recording 
Session Reference IE are used to tag the trace record to allow simpler construction of the total record by the entity 
which combines trace records. 

If the MDT Configuration IE is included in the CN INVOKE TRACE message and includes the MDT Activation IE set 
to Immediate MDT and Trace' then the RNC shall, if supported, initiate the requested trace function and MDT function 
as described in TS 32.422 [38]. 

If the MDT Configuration IE is included in the CN INVOKE TRACE message and includes the MDT Activation IE set 
to to Immediate MDT Only' or 'Logged MDT only', then the RNC shall, if supported, initiate the requested MDT 
function as described in TS 32.422 [38] and shall ignore the List of Interfaces to Trace IE and the Trace Depth IE. 

Interaction with Relocation and Enhanced Relocation: 

In case of signalling based activation, the order to perform tracing is lost in UTRAN at successful Relocation of SRNS. 
If the tracing shall continue also after the relocation has been performed, the CN Invoke Trace procedure shall thus be 
re-initiated from the CN towards the future SRNC after the Relocation Resource Allocation or the Enhanced Relocation 
procedure has been executed successfully. 

8.1 7.2.1 Successful Operation for GERAN lu mode 

The CN INVOKE TRACE message shall include the Trace Type IE to indicate the events and parameters to be 
recorded. 

The message shall include a Trace Reference IE which is allocated by the entity which triggered the trace. 

The message may include the OMC ID IE, which if present, indicates the OMC to which the record is destined. 

The message may include the UE Identity IE, which if present, indicates the UE to which this record pertains to. 

The message may include the Trigger ID IE, which if present, indicates the entity which triggered the trace. 

The Trace Reference and Trigger ID IEs are used to tag the trace record to allow simpler construction of the total record 
by the entity which combines trace records. 

8.17.3 Abnormal Conditions 

Void 

8.1 7.3.1 Abnormal Conditions for GERAN lu mode 

Not applicable. 

8.18 Security Mode Control 
8.18.1 General 

The purpose of the Security Mode Control procedure is to pass ciphering and integrity mode information to the 
UTRAN. The UTRAN uses this information to select and load the encryption device for user and signalling data with 
the appropriate parameters, and also to store the appropriate parameters for the integrity algorithm. The procedure uses 
connection oriented signalling. 
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Figure 19: Security Mode Control procedure. Successful operation. 

The CN initiates the procedure by sending a SECURITY MODE COMMAND message. The message may contain the 
Encryption Information IE and shall contain the Integrity Protection Information IE, specifying, in preferred order with 
the most preferred first in the list, which ciphering, if any, and integrity protection algorithms may be used by the 
UTRAN. 

The Permitted Encryption Algorithms IE within the Encryption Information IE may contain "no encryption" within an 
element of its list in order to allow the RNC not to cipher the respective connection. This can be done either by not 
starting ciphering or by using the UEA0 algorithm. In the absence of the Encryption Information group IE in 
SECURITY MODE COMMAND message, the RNC shall not start ciphering. 

Upon reception of the SECURITY MODE COMMAND message, the UTRAN shall internally select appropriate 
algorithms, taking into account the UE/UTRAN capabilities. If a signalling connection already exists towards the other 
core network domain and integrity has been started, the same ciphering and integrity alternatives as being used for that 
core network domain shall be selected. If a signalling connection already exists towards the other core network domain 
and the Security Mode Control procedure is ongoing on that core network domain, the same ciphering and integrity 
alternative shall be selected for the two domains. This means in particular for encryption that if "no encryption" or no 
Encryption Information IE has been received from the first core network domain and integrity has been started but 
ciphering has not been started, ciphering shall also not be started for the second core network domain. The UTRAN 
shall then trigger the execution of the corresponding radio interface procedure and, if applicable, start/restart the 
encryption device and also start/modify the integrity protection. 

The CN may send a SECURITY MODE COMMAND message towards the RNC also when integrity protection and 
possibly ciphering has already been started for an existing signalling connection towards that core network domain. 
This may be used to activate new integrity protection and ciphering keys. The included integrity protection and 
ciphering information shall then support (at least) the integrity protection alternative and the ciphering alternative 
presently being used and the Key Status IE shall have the value "New". 

When the execution of the radio interface procedure is successfully finished, the UTRAN shall return a SECURITY 
MODE COMPLETE message to the CN. This message shall include the Chosen Integrity Protection Algorithm IE and 
may include the Chosen Encryption Algorithm IE. 

The Chosen Encryption Algorithm IE shall be included in the SECURITY MODE COMPLETE message if, and only if 
the Encryption Information IE was included in the SECURITY MODE COMMAND message. 

The set of permitted algorithms specified in the SECURITY MODE COMMAND message shall remain applicable for 
subsequent RAB Assignments and Intra-UTRAN Relocations. 

In case of a UE with Radio Access Bearers towards both core networks, the user data towards CS shall always be 
ciphered with the ciphering key received from CS and the user data towards PS with the ciphering key received from 
PS. The signalling data shall always be ciphered with the last received ciphering key and integrity protected with the 
last received integrity protection key from any of the two CNs. 
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Figure 20: Security Mode Control procedure. Unsuccessful operation. 

If the UTRAN or the UE is unable to support the ciphering and/or integrity protection algorithms specified in the 
SECURITY MODE COMMAND message, then the UTRAN shall return to the CN a SECURITY MODE REJECT 
message with cause value "Requested Ciphering and/or Integrity Protection Algorithms not Supported". If the radio 
interface Security Mode Control procedure fails, a SECURITY MODE REJECT message shall be sent to the CN with 
cause value "Failure in the Radio Interface Procedure". 

8.18.4 Abnormal Conditions 

If, when establishing a signalling connection towards a second core network domain, the integrity has already been 
started by the first domain and the integrity protection and ciphering information specified in the SECURITY MODE 
COMMAND message does not support the integrity protection alternative and the ciphering alternative presently being 
used, a SECURITY MODE REJECT message shall be sent to the second core network domain with cause value 
"Conflict with already existing Integrity protection and/or Ciphering information". 

If, upon reception of a SECURITY MODE COMMAND message from a core network domain with an already existing 
signalling connection from that core network domain and for which integrity protection and possibly ciphering have 
already been started, the Key Status IE has the value "Old", a SECURITY MODE REJECT message shall be returned 
with cause value "Conflict with already existing Integrity protection and/or Ciphering information". 

If, upon reception of a SECURITY MODE COMMAND message from a core network domain with an already existing 
signalling connection and for which integrity protection and possibly ciphering have already been started, the included 
integrity protection and ciphering information does not support the integrity protection alternative and the ciphering 
alternative presently being used, a SECURITY MODE REJECT message shall be returned with cause value "Conflict 
with already existing Integrity protection and/or Ciphering information". 

8.19 Location Reporting Control 
8.19.1 General 

The purpose of the Location Reporting Control procedure is to allow the CN to request information on the location and 
optionally velocity of a given UE. The procedure uses connection oriented signalling. 
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Figure 21 : Location Reporting Control procedure. Successful operation. 

The CN initiates the procedure by sending a LOCATION REPORTING CONTROL message. 
The Request Type IE shall indicate to the serving RNC whether: 

- to report directly; 

- to stop a direct report; 
to report periodically; 

- to stop periodic reporting; 

- to report upon change of Service area, or 

- to stop reporting at change of Service Area. 

If reporting upon change of Service Area is requested, the Serving RNC shall report whenever the UE moves between 
Service Areas. For this procedure, only Service Areas that are defined for the PS and CS domains shall be considered. 

The Request Type IE shall also indicate what type of location information the serving RNC shall report. The location 
information is either of the following types: 

Service Area Identifier, or 

- Geographical area, including geographical coordinates with or without requested accuracy. If the Vertical 
Accuracy Code IE is included, the Accuracy Code IE in the Request Type IE shall be present. The Accuracy 
Code IE shall be understood as the horizontal accuracy code. 

A request for a direct report or for periodic reporting can be done in parallel with having an active request to report 
upon change of Service Area for the same UE. The request to report upon change of Service Area shall not be affected 
by this. 

Any of the Vertical Accuracy Code IE, Response Time IE, Positioning Priority IE, Client Type IE or Periodic Location 
Info IE shall be included according to the following rules: 

- Vertical Accuracy Code shall be included, if available, in connection with Geographical Area, 

- Response time shall be included, if available, in connection with request for start of direct reporting of 
Geographical Area, 

- Client type shall be included in connection with request for start of direct reporting of Geographical Area and, if 
available, in request for direct reporting of SAI or periodic reporting, 

Positioning Priority shall be included, if available, in connection with request for start of direct reporting or in 
connection with request for start of reporting upon change of Service Area, 

- Periodic Location Info shall be included in connection with a request for start of periodic reporting of 
Geographical Area. 

When no Positioning Priority IE is included, the RNC shall consider the request as if "Normal Priority" value had been 
received. 
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When no Response Time IE is included, the RNC shall consider the request as if "Delay Tolerant" value had been 
received. 

Interaction with Relocation and Enhanced Relocation: 

The order to perform location reporting at change of Service Area is lost in UTRAN at successful Relocation of SRNS. 
If the location reporting at change of Service Area shall continue also after the relocation has been performed, the 
Location Reporting Control procedure shall thus be re-initiated from the CN towards the future SRNC after the 
Relocation Resource Allocation procedure or the Enhanced Relocation procedure has been executed successfully. 

8.19.3 Abnormal Conditions 

Not applicable. 

8.20 Location Report 

8.20.1 General 

The purpose of the Location Report procedure is to provide the UE's location and optionally velocity information to the 
CN. The procedure uses connection oriented signalling. 

8.20.2 Successful Operation 
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Figure 22: Location Report procedure. Successful operation. 

The serving RNC initiates the procedure by generating a LOCATION REPORT message. The LOCATION REPORT 
message may be used as a response to a LOCATION REPORTING CONTROL message. Also, when a user enters or 
leaves a classified zone set by O&M, e.g. a zone where a disaster has occurred, a LOCATION REPORT message 
including the Service Area of the UE in the Area Identity IE shall be sent to the CN. The Cause IE shall indicate the 
appropriate cause value to the CN, e.g. "User Restriction Start Indication" and "User Restriction End Indication". The 
CN shall react to the LOCATION REPORT message with CN vendor specific actions. 

For this procedure, only Service Areas that are defined for the PS and CS domains shall be considered. 

In case reporting at change of Service Area is requested by the CN, then the RNC shall issue a LOCATION REPORT 

message: 

- whenever the information given in the previous LOCATION REPORT message or INITIAL UE MESSAGE 
message is not anymore valid. 

- upon receipt of the first LOCATION REPORTING CONTROL message following a Relocation Resource 
Allocation procedure, with the Event IE included in the Request Type IE set to "Change of Service Area", as 
soon as SAI becomes available in the new SRNC and the relocation procedure has been successfully completed. 

In case a Service Area is reported, the RNC shall include in the Area Identity IE of the LOCATION REPORT message 
a Service Area that includes at least one of the cells from which the UE is consuming radio resources. 

In case the LOCATION REPORT message is sent as an answer to a request for a direct report, for periodic reporting or 
for reports at a change of Service Area, the Request Type IE from the LOCATION REPORTING CONTROL message 
shall be included. 
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If the LOCATION REPORT message is sent as an answer to a request for a direct report of Service Area and the 
current Service Area can not be determined by the RNC, then the Area Identity IE shall be omitted and a cause value 
shall be included to indicate that the request could not be fulfilled, e.g. "Requested Information Not Available" or 
"Location Reporting Congestion". The RNC may also include the Last Known Service Area IE. 

If the RNC can not deliver the location information as requested by the CN, due to either the non-support of the 
requested event or the non-support of the requested report area, or if the RNC is currently not able to reach the UE, the 
RNC shall indicate the UE location to be "Undetermined" by omitting the Area Identity IE. A cause value shall instead 
be added to indicate the reason for the undetermined location, e.g. "Requested Request Type not supported", "Location 
Reporting Congestion" or "No Resource Available". 

In case of periodic reporting is requested by the CN, the RNC shall issue the first LOCATION REPORT message one 
reporting interval as indicated in the Reporting Interval IE contained in the LOCATION REPORTING CONTROL 
message after reception of the LOCATION REPORTING CONTROL message and continue to send LOCATION 
REPORT messages one reporting interval after the previous LOCATION REPORT message until the desired amount of 
reports as given in the Reporting Amount IE has been attained, or until the periodic reporting is canceled by the CN or 
aborted by the RNC. When no location estimate is available at the RNC when the reporting criteria are fulfilled (e.g., 
due to failure of a position method itself), the RNC shall indicate the UE location to be "Undetermined" by omitting the 
Area Identity IE. A cause value shall instead be added to indicate the reason for the undetermined location, e.g. 
"Periodic Location Information not Available". 

If the Location Report procedure was triggered by a LOCATION REPORTING CONTROL message, which included a 
request to report a geographical area with a specific accuracy, the LOCATION REPORT message shall include: 

- the Geographical Area IE within the Area Identity IE containing either a point with indicated uncertainty or a 
polygon or an other type, which fulfils the requested accuracy, and 

- the Accuracy Fulfilment Indicator IE with the value "requested accuracy fulfilled". 

If the Location Report procedure was triggered by a LOCATION REPORTING CONTROL message, which included a 
request to report with a geographical area and whenever one of the geographic area shapes Ellipsoid point with 
uncertainty Ellipse IE, Ellipsoid point with altitude and uncertainty Ellipsoid IE or Ellipsoid Arc IE is reported, the 
Confidence IE shall indicate the probability that the UE is located within the uncertainty region of the shape. The value 
of the Confidence IE shall be in the interval of "1" to "100". 

If any of the requested accuracy cannot be fulfilled, the LOCATION REPORT message shall include: 

- the Geographical Area IE within the Area Identity IE containing either a point with indicated uncertainty or a 
polygon or an other type, with the best possible accuracy, and 

- the Accuracy Fulfilment Indicator IE with the value "requested accuracy not fulfilled". 

If the Confidence IE received from the UE has value "0", the RNC shall consider the requested accuracy as not fulfilled 
and if the received position is reported or forwarded then the confidence and uncertainty shape shall not be included 
(i.e. either the Point IE or the Ellipsoid point with altitude IE shall be used). 

If, on the other hand, no specific accuracy level was requested in the LOCATION REPORTING CONTROL message, 
the LOCATION REPORT message shall include the Geographical Area IE within the Area Identity IE, the reported 
Geographical Area IE may include an accuracy. 

The LOCATION REPORT message shall also include, if available, the Position Data IE containing the positioning 
method (or list of positioning methods) used successfully to obtain the location estimate, together with the usage 
information. 

If the Location Report procedure was triggered by a LOCATION REPORTING CONTROL message which included a 
request to report with a geographical area and in which the IncludeV elocity IE was set to "requested", the LOCATION 
REPORT message shall include a Velocity Estimate IE, if available and if the handling of velocity is supported by the 
RNC. 

If the Location Report procedure was triggered by a LOCATION REPORTING CONTROL message, which included a 
request to report with a geographical area and in which the Client Type IE was not included, the RNC shall answer with 
the Point IE, or the Point With Uncertainty IE or the Polygon IE within the Geographical Area IE of the LOCATION 
REPORT message. 
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8.20.3 Abnormal Conditions 

Not applicable. 

8.21 Data Volume Report 
8.21.1 General 

The Data Volume Report procedure is used by CN to request the unsuccessfully transmitted DL data volume for 
specific RABs. This procedure only applies to the PS domain. The procedure uses connection oriented signalling. 

NOTE: In line with TS32.240 [61], this procedure is not used and the RNC should ignore a DATA VOLUME 
REPORT REQUEST message if received. 



8.21.2 Successful Operation 
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Figure 23: Data Volume Report procedure. Successful operation. 

The procedure is initiated by CN by sending DATA VOLUME REPORT REQUEST message to UTRAN. This 
message shall contain the list of RAB ID IEs to identify the RABs for which the unsuccessfully transmitted DL data 
volume shall be reported. 

At reception of a DATA VOLUME REPORT REQUEST message, the UTRAN shall produce a DATA VOLUME 
REPORT message. For each RAB successfully addressed within the RAB Data Volume Report List IE of the DATA 
VOLUME REPORT REQUEST message, the DATA VOLUME REPORT message shall include in the Unsuccessfully 
Transmitted DL Data Volume IE the amount of unsuccessfully transmitted DL data since the last data volume reported 
to the CN for the RAB and with the same data volume reference, if present. The message may also contain the Data 
Volume Reference IE. 

The message may contain for each RAB successfully addressed a maximum of two RAB Data Volume Report Item IEs 
within the RAB Data Volume Report List IE for the case when there is a need to report two different data volumes since 
the last data volume indication to the CN. The UTRAN shall also reset the data volume counter for the reported RABs. 
The UTRAN shall send the DATA VOLUME REPORT message to the CN. Transmission and reception of the DATA 
VOLUME REPORT message terminate the procedure in the UTRAN and in the CN respectively. 

The Data Volume Reference IE, if included, indicates the time when the data volume is counted. 



8.21.3 Unsuccessful Operation 

The RAB ID IE for each RAB for which UTRAN is not able to transfer a data volume report is included in the DATA 
VOLUME REPORT message together with a Cause IE, e.g. "Invalid RAB ID". 

8.21.4 Abnormal Conditions 

Not applicable. 
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8.22 Initial UE Message 

8.22.1 General 

The purpose of the Initial UE Message procedure is to establish an Iu signalling connection between a CN domain and 
the RNC and to transfer the initial NAS-PDU to the CN node as determined by the NAS Node Selection Function - if 
this function is active, or otherwise to the default CN node- or by the Rerouting Function (see TS 25.410 [2]) in case of 
MOCN configuration. The procedure uses connection oriented signalling. 

8.22.2 Successful Operation 
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Figure 24: Initial UE Message procedure. Successful operation. 

When the RNC has received from radio interface a NAS message (see TS 24.008 [8]) to be forwarded to a CN domain 
to which no Iu signalling connection for the UE exists, the RNC shall initiate the Initial UE Message procedure and 
send the INITIAL UE MESSAGE message to the CN. If NNSF is active, the selection of the CN node is made 
according to TS 23.236 [26]. 

In addition to the received NAS-PDU, the RNC shall add the following information to the INITIAL UE MESSAGE 

message: 

- CN domain indicator, indicating the CN domain towards which this message is sent. 

- For CS domain, the LAI which is the last LAI indicated to the UE by the UTRAN via the current RRC 
connection, or if the UTRAN has not yet indicated any LAI to the UE via the current RRC connection, then the 
LAI of the cell via which the current RRC connection was established. 

- For PS domain, the LAI+RAC which are the last LAI+RAC indicated to the UE by UTRAN via the current RRC 
connection, or if the UTRAN has not yet indicated any LAI+RAC to the UE via the current RRC connection, 
then the LAI+RAC of the cell via which the current RRC connection was established. 

- Service Area corresponding to at least one of the cells from which the UE is consuming radio resources. 
Iu signalling connection identifier. 

- Global RNC identifier. 

- Selected PLMN Identity, if received from radio interface by a network sharing supporting UE in shared 
networks. 

- Redirect Attempt Flag, in MOCN configuration for a network sharing non supporting UE in order to indicate 
that the CN should respond with a Redirection Indication IE or a Redirection Completed IE. 

The Iu Signalling Connection Identifier IE contains an Iu signalling connection identifier which is allocated by the 
RNC. The value for the Iu Signalling Connection Identifier IE shall be allocated so as to uniquely identify an Iu 
signalling connection for the RNC. The CN should store and remember this identifier for the duration of the Iu 
connection. 

Whereas several processing entities within the CN (e.g. charging, interception, etc.) may make use of the location 
information given in the SAI IE and the LAI (and RAC for PS domain) IE, the mobility management within the CN shall 
rely on the information given within the LAI IE (respectively LAI and RAC IEs for PS domain) only. 
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If the establishment of the Iu signalling connection towards the CN is performed due to an RRC connection 
establishment originating from a CSG cell and if the UE is CSG capable, the CSG Id IE shall be included in the 
INITIAL UE MESSAGE message. 

If the establishment of the Iu signalling connection towards the CN is performed due to an RRC connection 
establishment originating from a Hybrid cell and if the UE is CSG capable, the CSG Id IE and Cell Access Mode IE 
shall be included in the INITIAL UE MESSAGE message. 

If the RNC has a co-located L-GW, it shall include the L-GW Transport Layer Address IE in the INITIAL UE 
MESSAGE message. 

Interaction with Direct Transfer procedure 

In MOCN configuration, if the RNC receives the Redirection Indication IE in the DIRECT TRANSFER message from 
a CN node which is not the last attempted, it shall initiate the Initial UE Message procedure towards another CN 
operator when possible (or possibly to the same CN in case when CS/PS coordination is required), with the following 
additional information in the INITIAL UE MESSAGE message: 

- NAS Sequence Number IE, if received from previously attempted CN operator; 

- Permanent NAS UE Identity IE, if received from one of previously attempted CN operators. 

8.22.2.1 Successful Operation for GERAN lu-mode 

For GERAN Iu-mode, the following shall apply in addition for the successful operation of the Initial UE Message 
procedure: 

In case of establishment of a signalling connection towards the CS domain in GERAN Iu-mode, the INITIAL 
UE MESSAGE message shall contain the GERAN Classmark IE in order to provide the CN with GERAN- 
specific information (see TS 43.051 [27]). 



8.23 Direct Transfer 
8.23.1 General 

The purpose of the Direct Transfer procedure is to carry UE - CN signalling messages over the Iu Interface. The 
UE - CN signalling messages are not interpreted by the UTRAN, and their content (e.g. MM or CC message) is outside 
the scope of this specification (see TS 24.008 [8]). The UE - CN signalling messages are transported as a parameter in 
the DIRECT TRANSFER messages. The procedure uses connection oriented signalling. 



8.23.2 Successful Operation 
8.23.2.1 CN Originated Direct Transfer 
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Figure 25: Direct Transfer, CN originated. Successful operation. 

If a UE - CN signalling message has to be sent from the CN to the UE, the CN shall send a DIRECT TRANSFER 
message to the RNC including the UE - CN signalling message as a NAS-PDU IE. 

If the DIRECT TRANSFER message is sent in the downlink direction, it shall include the SAP/ IE and shall not include 
the LAI + RAC IE and the SAI IE. The use of the SAPI IE included in the DIRECT TRANSFER message enables the 
UTRAN to provide specific service for the transport of the included NAS message. 
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Upon receipt of the DIRECT TRANSFER message the RNC shall 

- store the Subscriber Profile ID for RAT/Frequency priority IE and use it as defined in TS 36.300 [52]. 
In case of rerouting in MOCN configuration: 

If the CN can serve the network sharing non-supporting UE, the NAS-PDU IE - i.e. the accept NAS message - and the 
Redirection completed IE shall be included in the DIRECT TRANSFER message for the downlink direction. 

If the CN cannot serve the network sharing non-supporting UE, the NAS-PDU IE - i.e. the reject NAS message - and a 
Redirection Indication IE shall be included in the DIRECT TRANSFER message for the downlink direction. 

If the CN can serve the network sharing non-supporting UE, but CS/PS coordination is required, the NAS-PDU IE - i.e. 
the reject NAS message - and a Redirection Indication IE shall be included in the DIRECT TRANSFER message for 
the downlink direction. 

The Redirection Indication IE shall contain: 

- The initial NAS-PDU IE received from the UE; 
The Reject Cause Value IE; 

- The NAS Sequence Number IE, if available for CS; 

- The Permanent NAS UE Identity IE, if available. 

Upon reception of the downlink DIRECT TRANSFER message including the Redirection Indication IE, the RNC shall 
store as part of the Rerouting Function the associated Reject Cause Value IE and NAS-PDU TE related to this CN. In 
case the Reject Cause Value IE is set to "CS/PS coordination required", then the RNC shall perform CS/PS coordination 
based on the received Permanent NAS UE Identity IE. In this case the Reject Cause Value IE and the associated NAS- 
PDU IE shall not be stored. 

In case all attempted CN operators have replied with the Redirection Indication IE, the RNC shall select the most 
appropriate NAS-PDU among the NAS-PDU IEs received from the attempted CN nodes based on the stored 
information as part of the Rerouting function and send it back to the UE. 

Upon reception of the downlink DIRECT TRANSFER message including the Redirection Completed IE, the RNC shall 
send back the included NAS-PDU IE to the UE and terminate the Rerouting Function. 

8.23.2.2 UTRAN Originated Direct Transfer 
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Figure 26: Direct Transfer, RNC originated. Successful operation. 

If a UE - CN signalling message has to be sent from the RNC to the CN without interpretation, the RNC shall send a 
DIRECT TRANSFER message to the CN including the UE - CN signalling message as a NAS-PDU IE. 

If the DIRECT TRANSFER message shall be sent to the PS domain, the RNC shall also add the LAI and the RAC IEs, 
which were the last LAI + RAC indicated to the UE by the UTRAN via the current RRC connection, or if the UTRAN 
had not yet indicated any LAI + RAC to the UE via the current RRC connection, then the LAI + RAC of the cell via 
which the current RRC connection was established. If the DIRECT TRANSFER message is sent to the PS domain, the 
RNC shall also add a Service Area corresponding to at least one of the cells from which the UE is consuming radio 
resources. If the DIRECT TRANSFER message is sent in uplink direction, the RNC shall not include the SAPI IE. 

If the RNC has a co-located L-GW, it shall include the L-GW Transport Layer Address IE in the DIRECT TRANSFER 

message. 
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8.23.3 Abnormal Conditions 

If the DIRECT TRANSFER message is sent by the RNC to the PS domain, and any of the LAI IE, RAC IE or SAI IE is 
missing, the CN shall continue with the Direct Transfer procedure, ignoring the missing IE. 

If the DIRECT TRANSFER message is sent by the CN to the RNC without the SAPI IE, the RNC shall continue with 
the Direct Transfer procedure. 



8.24 Void 

8.25 Overload Control 
8.25.1 General 

This procedure is defined to give some degree of signalling flow control. At the UTRAN side, "Processor Overload" 
and "Overload in the Capability to Send Signalling Messages to the UE" are catered for, and at the CN side, "Processor 
Overload" is catered for. The procedure uses connectionless signalling. 

The philosophy used is to stem the traffic at source with known effect on the service. The algorithm used is: 
At the CN side: 

- If T ig oc is not running and an OVERLOAD message or "Signalling Point Congested" information is received, 
the traffic should be reduced by one step. It is also possible, optionally, to indicate the number of steps to reduce 
the traffic within the Number of Steps IE. At the same time, timers T ig0C and T inTC should be started. 

- During T ig0 c all received OVERLOAD messages or "Signalling Point Congested" information should be 
ignored. 

- This step by step reduction of traffic should be continued until maximum reduction is obtained by arriving at the 
last step. 

- If T inTC expires, the traffic should be increased by one step and T inTC should be re-started unless the number of 
steps by which the traffic is reduced is back to zero. 

At the UTRAN side: 

- If T ig0R is not running and an OVERLOAD message not including the Priority Class Indicator IE or "Signalling 
Point Congested" information is received, all the traffic should be reduced by one step. It is also possible, 
optionally, to indicate the number of steps to reduce the traffic within the Number of Steps IE. At the same time, 
timers T ig0 R and T inTR should be started. 

- If T ig0R is not running and an OVERLOAD message including the Priority Class Indicator IE is received and a 
procedure for reduction of all traffic is not being processed , then signalling traffic for the indicated priority class 
should be reduced by one step. It is also possible, optionally, to indicate the number of steps to reduce the traffic 
within the Number of Steps IE. At the same time, timers T ig0 R and T inTR should be started. 

- During T ig0 R all received OVERLOAD messages or "Signalling Point Congested" information should be 
ignored. 

- This step-by-step reduction of traffic should be continued until maximum reduction is obtained by arriving at the 
last step. 

- If T inTR expires, the traffic should be increased by one step and T inTR should be re-started unless the number of 
steps by which the traffic is reduced is back to zero. 

The number of steps and the method for reducing the load are implementation-specific. 

There may be other traffic control mechanisms from O&M activities occurring simultaneously. 
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8.25.2 Philosophy 

Void. 

8.25.3 Successful Operation 
8.25.3.1 Overload at the CN 
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Figure 27: Overload at the CN. Successful operation. 

The CN should indicate to the RNC that it is in a congested state by sending an OVERLOAD message. The CN Domain 
Indicator IE may be included, if the CN can determine the domain suffering from the signalling traffic overload. A 
specific CN node shall send this message only towards those RNCs from which it can receive the INITIAL UE 
MESSAGE message. 

Reception of the message by the UTRAN should cause reduction of signalling traffic towards the CN. If the CN 
Domain Indicator IE is included in the OVERLOAD message, and the Global CN-ID IE is not, the RNC should apply 
signalling traffic reduction mechanisms towards the indicated domain. If the Priority Class Indicator IE is included then 
the RNC should take the appropriate action to reduce the traffic for the priority class indicated in the IE. 

If the NNSF is active, the CN shall include the Global CN-ID IE within the OVERLOAD message, and the RNC should 
apply signalling traffic reduction mechanisms towards the indicated CN node only. 

8.25.3.2 Overload at the UTRAN 
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Figure 28: Overload at the UTRAN. Successful operation. 

If the UTRAN is not capable of sending signalling messages to UEs due to overloaded resources, the UTRAN should 
send an OVERLOAD message to the CN. The RNC shall include the Global RNC-ID IE in this message. The message 
shall be sent only towards those CN nodes towards which theRNC can send the INITIAL UE MESSAGE message. If 
the Priority Class Indicator IE is included it shall be ignored. 

8.25.4 Abnormal Conditions 

Not applicable. 

8.26 Reset 
8.26.1 General 

The purpose of the Reset procedure is to initialise the UTRAN in the event of a failure in the CN or vice versa. The 
procedure uses connectionless signalling. 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 72 

8.26.2 Successful Operation 

8.26.2.1 Reset Procedure Initiated from the CN 
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Figure 29: Reset procedure initiated from the CN. Successful operation. 

In the event of a failure at the CN, which has resulted in the loss of transaction reference information, a RESET 
message shall be sent to the RNC. When a CN node sends this message towards an RNC for which it is not the default 
CN node, the Global CN-ID IE shall be included. This message is used by the UTRAN to release affected Radio Access 
Bearers and to erase all affected references for the specific CN node that sent the RESET message, i.e. the CN node 
indicated by the Global CN-ID IE or, if this IE is not included, the default CN node for the indicated CN domain. 

After a guard period of T RatC seconds a RESET ACKNOWLEDGE message shall be returned to the CN, indicating that 
all references at the UTRAN have been cleared. The RNC does not need to wait for the release of UTRAN radio 
resources or for the transport network layer signalling to be completed before returning the RESET ACKNOWLEDGE 
message. 

The RNC shall include the Global RNC-ID IE in the RESET ACKNOWLEDGE message. The Global RNC-ID IE shall 
not be included in the RESET message. 

Interactions with other procedures: 

In case of interactions with other procedures, the Reset procedure shall always override all other procedures. 

8.26.2.2 Reset Procedure Initiated from the UTRAN 
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Figure 30: Reset procedure initiated from the UTRAN. Successful operation. 
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In the event of a failure at the UTRAN which has resulted in the loss of transaction reference information, a RESET 
message shall be sent to all CN nodes towards which the RNC has Iu signalling connections established. This message 
is used by the CN to release affected Radio Access Bearers and to erase all affected references for the sending RNC. 

The RNC shall include the Global RNC-ID IE in the RESET message. 

After a guard period of T RatR seconds a RESET ACKNOWLEDGE message shall be returned to the UTRAN indicating 
that all references have been cleared. 

When a RESET ACKNOWLEDGE message is sent from a CN node towards an RNC for which the sending CN node is 
not the default CN node, the Global CN-ID IE shall be included. 

Interactions with other procedures: 

In case of interactions with other procedures, the Reset procedure shall always override all other procedures. 



8.26.3 Abnormal Conditions 



8.26.3.1 Abnormal Condition at the CN 

If the CN sends a RESET message to the RNC and receives no RESET ACKNOWLEDGE message within a period 
TRatR then it shall repeat the entire Reset procedure. The sending of the RESET message shall be repeated a maximum 
of "n" times where n is an operator matter. After the n-th unsuccessful repetition the procedure shall be stopped and e.g. 
the maintenance system be informed. 



8.26.3.2 Abnormal Condition at the UTRAN 

If the RNC sends a RESET message to the CN and receives no RESET ACKNOWLEDGE message within a period 
T Rafc then it shall repeat the entire Reset procedure. The sending of the RESET message shall be repeated a maximum 
of "n" times where n is an operator matter. After the n-th unsuccessful repetition the procedure shall be stopped and e.g. 
the maintenance system be informed. 



8.26.3.3 Crossing of Reset Messages 

When an entity that has sent a RESET message and is waiting for a RESET ACKNOWLEDGE message, instead 
receives a RESET message from the peer entity, it shall stop timer T Rafc or T RafR and send a RESET ACKNOWLEDGE 
message to the peer entity. 



8.27 Error Indication 



8.27.1 General 

The Error Indication procedure is initiated by a node to report detected errors in one incoming message, provided they 
cannot be reported by an appropriate failure message. 

If the error situation arises due to reception of a message utilising dedicated signalling, then the Error Indication 
procedure uses connection oriented signalling. Otherwise the procedure uses connectionless signalling. 



8.27.2 Successful Operation 
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Figure 31 : Error Indication procedure, CN originated. Successful operation. 
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Figure 32: Error Indication procedure, RNC originated. Successful operation. 

When the conditions defined in clause 10 are fulfilled, the Error Indication procedure is initiated by an ERROR 
INDICATION message sent from the receiving node. 

The ERROR INDICATION message shall contain at least either the Cause IE or the Criticality Diagnostics IE. 
Examples for possible cause values for protocol error indications are: 

"Transfer Syntax Error" 

"Semantic Error" 

"Message not compatible with receiver state". 

If the ERROR INDICATION message is sent connectionless, the CN Domain Indicator IE shall be present. 

If the ERROR INDICATION message is sent connectionless towards the CN, the Global RNC-ID IE shall be present. 

When an ERROR INDICATION message is sent connectionless from a CN node towards an RNC for which the 
sending CN node is not the default CN node, the Global CN-ID IE shall be included. 

8.27.3 Abnormal Conditions 

Not applicable. 

8.28 CN Deactivate Trace 

8.28.1 General 

The purpose of the CN Deactivate Trace procedure is to inform the RNC to stop the trace session, initiated by a 
signalling based activation, for the indicated trace reference and related to the UE the Iu connection is used for. The 
procedure uses connection oriented signalling. 

8.28.2 Successful Operation 
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Figure 33: CN Deactivate Trace procedure. Successful operation. 

The CN invokes the CN Deactivate Trace procedure by sending a CN DEACTIVATE TRACE message to the UTRAN 
as defined in TS 32.422 [38]. 

The CN DEACTIVATE TRACE message shall contain the Trace Reference IE. The RNC shall stop the trace session 
for the indicated trace reference in the Trace Reference IE. In case of simultaneous CS/PS connections, the trace session 
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for the indicated trace reference shall be closed upon reception of the CN DEACTIVATE TRACE message from any of 
the CN domain, whether it was the one which initiated trace session activation or not. 

8.28.2.1 Successful Operation for GERAN lu mode 

The CN DEACTIVATE TRACE message shall contain the Trace Reference IE and may contain the Trigger ID IE. The 
Trace Reference IE and, if present, the Trigger ID IE are used to indicate which trace shall be stopped. 

8.28.3 Abnormal Conditions 

Void 

8.29 Reset Resource 

8.29.1 General 

The purpose of the Reset Resource procedure is to initialise part of the UTRAN in the event of an abnormal failure in 
the CN or vice versa (e.g. Signalling Transport processor reset). The procedure uses connectionless signalling. 

8.29.1 .1 Reset Resource procedure initiated from the RNC 

Void 

8.29.1 .2 Reset Resource procedure initiated from the CN 

Void. 

8.29.2 Successful Operation 

8.29.2.1 Reset Resource procedure initiated from the RNC 



RNC CN 




RESET RESOURCE 




- - ► 

RESET RESOURCE 
ACKNOWLEDGE 
< 





Figure 34: RNC initiated Reset Resource procedure. Successful operation. 

The RNC initiates the procedure by sending a RESET RESOURCE message to the CN. 

The RESET RESOURCE message shall include the CN Domain Indicator IE, the Global RNC-ID IE, the Cause IE 
with the appropriate cause value (e.g. "Signalling Transport Resource Failure") and a list containing Iu Signalling 
Connection Identifier IEs. 

On reception of this message the CN shall release locally the resources and references (i.e. resources and Iu signalling 
connection identifiers) associated to the Iu signalling connection identifiers indicated in the received message. The CN 
shall always return the RESET RESOURCE ACKNOWLEDGE message to the RNC when all Iu-related resources and 
references have been released and shall include the CN Domain Indicator IE and a list of Iu Signalling Connection 
Identifier IEs. The list of Iu Signalling Connection Identifier IEs within the RESET RESOURCE ACKNOWLEDGE 
message shall be in the same order as received in the RESET RESOURCE message. Unknown signalling connection 
identifiers shall be reported as released. 

When a RESET RESOURCE ACKNOWLEDGE message is sent from a CN node towards an RNC for which the 
sending CN node is not the default CN node, the Global CN-ID IE shall be included. 
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Both the CN and the RNC shall provide means to prevent the immediate re-assignment of released Iu signalling 
connection identifiers to minimise the risk that the Reset Resource procedure releases the same Iu signalling connection 
identifiers re-assigned to new Iu connections. 

8.29.2.2 Reset Resource procedure initiated from the CN 
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Figure 35: CN initiated Reset Resource procedure. Successful operation. 

The CN initiates the procedure by sending a RESET RESOURCE message to the RNC. 

The RESET RESOURCE message shall include the CN Domain Indicator IE, the Cause IE with the appropriate cause 
value (e.g. "Signalling Transport Resource Failure") and a list containing Iu Signalling Connection Identifier IEs. 

When a RESET RESOURCE message is sent from a CN node towards an RNC for which the sending CN node is not 
the default CN node, the Global CN-ID IE shall be included. 

On reception of this message the RNC shall release locally the resources and references (i.e. radio resources and Iu 
signalling connection identifiers) associated to the specific CN node and Iu signalling connection identifiers indicated in 
the received message. The Global RNC-ID IE shall not be included in the RESET RESOURCE message. If no Global 
CN-ID IE is included in the RESET RESOURCE message to indicate the sending CN node, the default CN node for the 
indicated CN domain shall be considered as sender. The RNC shall always return the RESET RESOURCE 
ACKNOWLEDGE message to the CN when all Iu-related resources and references have been released and shall 
include the CN Domain Indicator IE, a list of Iu Signalling Connection Identifier IEs and the Global RNC-ID IE. The 
list of Iu Signalling Connection Identifier IEs within the RESET RESOURCE ACKNOWLEDGE message shall be in 
the same order as received in the RESET RESOURCE message. Unknown signalling connection identifiers shall be 
reported as released. 

Both the RNC and the CN shall provide means to prevent the immediate re-assignment of released Iu signalling 
connection identifiers to minimise the risk that the Reset Resource procedure releases the same Iu signalling connection 
identifiers re-assigned to new Iu connections. 

8.30 RAB Modification Request 

8.30.1 General 

The purpose of the RAB Modification Request procedure is to allow the RNC to initiate renegotiation of RABs for a 
given UE after RAB establishment. The procedure uses connection oriented signalling. 

8.30.2 Successful Operation 
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Figure 36: RAB Modification procedure. 



The RNC initiates the procedure by generating a RAB MODIFY REQUEST message towards the CN and shall include 
a list of RABs To Be Modified IEs. For each RAB requested to be modified the RABs To Be Modified Item IE of the 
RAB MODIFY REQUEST message shall include the RAB ID IE, and the corresponding Requested RAB Parameter 
Values IE. The Requested RAB Parameter Values IE shall either list those RAB parameters the RNC would like 
modified and the associated new RAB parameter values it is requesting or shall indicate that the execution of the 
alternative RAB configuration is requested. For any given RAB, the RNC shall be able to propose modifications to any 
negotiable RAB parameters. 

If the requested maximum bit rate (respectively the requested guaranteed bit rate when applicable) exceeds the 
maximum value of the Requested Maximum Bit Rate IE (respectively Requested Guaranteed Bit Rate IE), either the 
Extended Requested Maximum Bit Rate IE (respectively Extended Requested Guaranteed Bit Rate IE) shall be used or 
the Supported Requested Maximum Bit Rate IE (respectively Supported Requested Guaranteed Bit Rate IE) shall be 
used. 

For a RAB if Extended Requested Maximum Bit Rate IE (respectively Extended Requested Guaranteed Bit Rate IE 
when applicable) is signalled in one direction RNC shall signal the Extended Requested Maximum Bit Rate IE 
(respectively Extended Requested Guaranteed Bit Rate IE) also in the other direction for this RAB. If Supported 
Requested Maximum Bit Rate IE (respectively Supported Requested Guaranteed Bit Rate IE) is used it shall be used in 
both directions. 

If supported the RNC may include the Supported Requested Maximum Bit Rate IE (respectively Supported Requested 
Guaranteed Bit Rate IE) in Requested RAB Parameter Values IE to define the RAB parameters the RNC would like 
modified and the associated new RAB parameter values. 

If the RNC is allowed to request an alternative RAB Configuration, the RNC may request the CN to trigger the 
execution of this alternative RAB configuration by including the. Alternative RAB Configuration Request IE in the RAB 
MODIFY REQUEST message. 

Upon reception of the RAB MODIFY REQUEST message, it is up to the CN to decide how to react to the request. 

8.30.3 Abnormal Conditions 

Not applicable. 

8.31 Location Related Data 
8.31.1 General 

The purpose of the Location Related Data procedure is to provide the means to handle additional location-related 
requests over the Iu interface: it allows the CN to either retrieve from the RNC deciphering keys (to be forwarded to the 
UE) for the broadcast assistance data, or request the RNC to deliver dedicated assistance data to the UE. The procedure 
uses connection oriented signalling. 
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8.31.2 Successful Operation 
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Figure 37: Location Related Data procedure. Successful operation. 

The CN initiates the procedure by generating a LOCATION RELATED DATA REQUEST message to the RNC. 

Upon reception of the LOCATION RELATED DATA REQUEST message, the RNC shall initiate the requested 
function indicated in the Location Related Data Request Type IE. 

The Location Related Data Request Type IE indicates to the RNC whether: 

- to start dedicated assistance data delivery to the UE, or 

to send deciphering keys for broadcast assistance data to the CN. 

If the LOCATION RELATED DATA REQUEST message included a request for dedicated assistance data delivery to 
the UE, and if the dedicated assistance data was successfully delivered to the UE, the RNC shall respond to the CN with 
a LOCATION RELATED DATA RESPONSE message containing no data. 

If the LOCATION RELATED DATA REQUEST message included a request for deciphering keys of broadcast 
assistance data, the RNC shall respond to the CN with a LOCATION RELATED DATA RESPONSE message 
containing the Broadcast Assistance Data Deciphering Keys IE. 

8.31 .2.1 Successful Operation for GERAN lu mode 

Upon reception of the LOCATION RELATED DATA REQUEST message, the BSS shall initiate the requested 
function indicated in the Location Related Data Request Type IE or the Location Related Data Request Type Specific To 
GERAN Iu Mode IE. 

In the sole case of a request for GERAN Iu mode specific positioning method, E-OTD, defined in TS 43.059 [29], the 
LOCATION RELATED DATA REQUEST message shall include the Location Related Data Request Type Specific To 
GERAN Iu Mode IE and not the Location Related Data Request Type IE. 

The Location Related Data Request Type IE or the Location Related Data Request Type Specific To GERAN Iu Mode 
IE shall indicate to the BSS whether: 

- to start dedicated assistance data delivery to the UE, or 

- to send deciphering keys for broadcast assistance data to the CN. 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 

8.31.3 Unsuccessful Operation 



79 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



RNC CN 




LOCATION RELATED DATA 
REQUEST 




< 

LOCATION RELATED DATA 
FAILURE 


► 



Figure 38: Location Related Data procedure. Unsuccessful operation. 

If the RNC was not able to successfully deliver the requested dedicated assistance data to the UE, or if the RNC is not 
able to provide the requested deciphering keys, the RNC shall send a LOCATION RELATED DATA FAILURE 
message including the Cause IE to the CN. The Cause IE shall indicate the appropriate cause value to the CN, e.g. 
"Dedicated Assistance data Not Available" or "Deciphering Keys Not Available". 

8.31.4 Abnormal Conditions 

8.31 .4.1 Abnormal Conditions for GERAN lu mode 

If the Location Related Data Request Type IE and Location Related Data Request Type Specific To GERAN Iu Mode IE 
are both included in the LOCATION RELATED DATA REQUEST message, the BSS shall reject the procedure by 
sending a LOCATION RELATED DATA FAILURE message. 

If the Location Related Data Request Type IE is set to the value "Deciphering Keys for UE Based OTDOA" or 
"Dedicated Assistance Data for UE Based OTDOA", the BSS shall reject the procedure by sending a LOCATION 
RELATED DATA FAILURE message. 

8.32 Information Transfer 
8.32.1 General 

The purpose of the Information Transfer procedure is to transfer information from the CN to the RNC. 
This procedure uses connectionless signalling. 
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8.32.2 Successful Operation 



RNC 




CN 






INFORMATION TRANSFER 










INDICATION 










INFORMATION TRANSFER 
CONFIRMATION 



















Figure 39: Information Transfer procedure. Successful operation. 

The CN initiates the procedure by sending an INFORMATION TRANSFER INDICATION message to the RNC. 

NOTE: The CN should initiate the Information Transfer procedure, if information is available, at least after the 
CN or the RNC has performed the Reset procedure or whenever the respective information has changed 
in the CN. 

Upon reception of the INFORMATION TRANSFER INDICATION message, the RNC shall store the received 
information and use it according to its purpose. 

The INFORMATION TRANSFER INDICATION message shall contain the following IEs: 

- Information Transfer ID 

- Provided Data 

CN Domain Indicator. 

When a CN node sends this message towards an RNC for which it is not the default CN node, the Global CN-ID IE 
shall be included. 

If the RNC is able to process the information contained in the Provided Data IE, it shall respond with the 
INFORMATION TRANSFER CONFIRMATION message provided with the same Information Transfer ID IE as the 
one received in the INFORMATION TRANSFER INDICATION message. 

The RNC shall include the Global RNC-ID IE and the CN Domain Indicator IE in the INFORMATION TRANSFER 
CONFIRMATION message. 

If the Provided Data IE contains the Shared Network Information IE, the RNC shall replace existing Shared Network 
Information provided in a previous Information Transfer procedure by the newly provided Shared Network Information. 
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8.32.3 Unsuccessful Operation 
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Figure 40: Information Transfer procedure. Unsuccessful operation. 

If the RNC is not able to process the information contained in the Provided Data IE the RNC shall regard the 
Information Transfer procedure as failed and send the INFORMATION TRANSFER FAILURE message to the CN. 
The message shall include the same value of the Information Transfer ID IE as received in the INFORMATION 
TRANSFER INDICATION message and set the Cause IE to an appropriate value. 

The RNC shall include the Global RNC-ID IE and the CN Domain Indicator IE in the INFORMATION TRANSFER 
FAILURE message. 

8.32.4 Abnormal Conditions 

None. 



8.33 UE Specific Information 
8.33.1 General 

The purpose of the UE Specific Information procedure is to transfer from the CN to the RNC data related to a particular 
UE and a particular communication. 

The procedure uses connection oriented signalling. 



8.33.2 Successful Operation 
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Figure 41 : UE Specific Information procedure. Successful operation. 

The UE SPECIFIC INFORMATION INDICATION message may include the UESBI-Iu IE. 

The RNC shall, if supported, use the UESBI-Iu IE when received in the UE SPECIFIC INFORMATION INDICATION 

message. 
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8.34 Direct Information Transfer 

8.34.1 General 

The purpose of the Direct Information Transfer procedure is to transfer some information from the RNC to the CN or 
vice versa in unacknowledged mode. 

This procedure uses connectionless signalling. 

8.34.2 Successful Operation 

8.34.2.1 Direct Information Transfer initiated from the RNC 
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Figure 42: Information Request procedure. Successful operation. 

The procedure is initiated with a DIRECT INFORMATION TRANSFER message sent from the RNC to the CN. 
The DIRECT INFORMATION TRANSFER message shall include the following IEs: 

- Inter-system Information Transfer Type, 

- Global RNC-ID, 

CN Domain Indicator, 

The Inter-system Information Transfer Type IE indicates the nature of the transferred information. 

When the transferred information is of RIM nature, the RIM Information IE within the RIM Transfer IE shall contain a 
BSSGP RIM PDU. The final RAN destination node where the RIM information needs to be routed by the CN shall be 
indicated in the RIM Routing Address IE within the RIM Transfer IE and shall include either the identity of a GSM cell 
to identify a target BSS, or the identity of a Tracking Area and an eNB to identify the target eNB. 

8.34.2.1 .1 Successful Operation for GERAN lu mode 

In the case of a Direct Information Transfer procedure initiated from GERAN Iu mode BSC, the final RAN destination 
node where the RIM information needs to be routed by the CN shall be indicated in the RIM Routing Address IE within 
the RIM Transfer IE and may include the identity of either a GSM cell to identify a target BSS or the Target RNC-ID IE 
including the RAC IE to identify a target RNC. 
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8.34.2.2 Direct Information Transfer initiated from the CN 
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Figure 43: Information Request procedure. Successful operation. 

The procedure is initiated with a DIRECT INFORMATION TRANSFER message sent from the CN to the RNC. 
The DIRECT INFORMATION TRANSFER message shall include the following IEs: 

- Inter-system Information Transfer Type, 

- CN Domain Indicator, 

The DIRECT INFORMATION TRANSFER message may include the following IEs: 

- Global CN-ID. 

The Global CN-ID IE shall be included only when the CN node sending the message is not the default CN node of the 
RNC. 

The Inter-system Information Transfer Type IE indicates the nature of the transferred information. 

When the transferred information is of RIM nature, the RIM Information IE within the RIM Transfer IE shall contain a 
BSSGP RIM PDU. The RIM Routing Address IE shall not be present since the RNC is the final destination node. 

8.34.3 Abnormal Conditions 

Not applicable. 

8.35 Uplink Information Exchange 
8.35.1 General 

The purpose of the Uplink Information Exchange procedure is to transfer or request some information to the CN. 
This procedure uses connectionless signalling. 
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Figure 44: Uplink Information Exchange procedure. Successful operation. 

The procedure is initiated with an UPLINK INFORMATION EXCHANGE REQUEST message sent from the RNC to 
the CN. 

The UPLINK INFORMATION EXCHANGE REQUEST message shall contain the following IEs: 
Information Exchange ID 
Information Exchange Type 
CN Domain Indicator 
- Global RNC-ID 

The Information Exchange Type IE indicates whether the RNC asks the CN to either transfer or request specific 
information. If the Information Exchange Type IE is set to the value "transfer", the RNC shall also include in the 
UPLINK INFORMATION EXCHANGE REQUEST message the Information Transfer Type IE which indicates the 
nature of the information transferred. 

If the Information Exchange Type IE is set to the value "request", the RNC shall also include in the UPLINK 
INFORMATION EXCHANGE REQUEST message the Information Request Type IE which indicates the nature of the 
information requested. 

When the transferred information in the Information Transfer Type IE relates to a Trace Session in the RNC, the Trace 
Activation Indicator IE indicates whether the Trace Session identified by the Trace Reference IE is activated or 
deactivated in the RNC. In case the Trace Session is activated, the Equipments To Be Traced IE gives the Equipment 
Identity of the UEs that the RNC has to trace. 

When the requested information in the Information Request Type IE relates to the Multicast Service list for a given UE 
identified by its Permanent NAS UE Identity in the Information Request Type IE, this requested information, i.e. the list 
of Multicast Services the UE has joined, shall be included in the Information Requested IE in the UPLINK 
INFORMATION EXCHANGE RESPONSE message. 

When the requested information in the Information Request Type IE relates to the IP Multicast Address and APN for 
one or several MBMS bearer service identified by their respective TMGIs in the Information Request Type IE, this 
requested information, i.e. IP Multicast Address and APN, shall be included in the Information Requested IE in the 
UPLINK INFORMATION EXCHANGE RESPONSE message. 

If the CN node is capable of processing the request or the transfer, the RNC shall be informed by the UPLINK 
INFORMATION EXCHANGE RESPONSE message. The UPLINK INFORMATION EXCHANGE RESPONSE 
message shall contain the Information Exchange ID IE and the CN Domain Indicator IE. If the RNC has not sent the 
UPLINK INFORMATION EXCHANGE REQUEST message to the default CN node, the UPLINK INFORMATION 
EXCHANGE RESPONSE message shall also include the Global CN-ID IE. 
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Upon reception of the UPLINK INFORMATION EXCHANGE RESPONSE message including the IP Multicast 
Address and APN list in the Information Requested IE, the RNC shall store this information in the relevant MBMS 
Service Contexts. 

Upon reception of the UPLINK INFORMATION EXCHANGE RESPONSE message including the Multicast Service 
list in the Information Requested IE, the RNC shall perform, for each TMGI received, the corresponding UE linking as 
described in TS 25.346 [42]. 

8.35.3 Unsuccessful Operation 



RNC CN 




UPLINK INFORMATION 
EXCHANGE REQUEST 




UPLINK INFORMATION 
EXCHANGE FAILURE 


< 



Figure 45: Uplink Information Exchange procedure. Unsuccessful operation. 

If the CN node is not capable of correctly processing the request or the transfer, the RNC shall be informed by the 
UPLINK INFORMATION EXCHANGE FAILURE message. The UPLINK INFORMATION EXCHANGE 
FAILURE message shall contain the Information Exchange ID IE and the CN Domain Indicator IE. If the RNC has not 
sent the UPLINK INFORMATION EXCHANGE REQUEST message to the default CN node, the UPLINK 
INFORMATION EXCHANGE FAILURE message shall include the Global CN-ID IE. 

The UPLINK INFORMATION EXCHANGE FAILURE message shall inform the RNC about the reason for 
unsuccessful operation with an appropriate cause value e.g. "MBMS - No Multicast Service For This UE", "MBMS - 
Unknown UE ID". 

8.35.4 Abnormal Conditions 

Not Applicable. 

8.36 MBMS Session Start 
8.36.1 General 

The purpose of the MBMS Session Start procedure is to request the UTRAN to notify UEs about an upcoming MBMS 
Session of a given MBMS Bearer Service and to establish a MBMS RAB and MBMS Iu signalling connection for this 
MBMS Session. The MBMS Session Start procedure is triggered by the CN (PS domain). 

The procedure uses connection oriented signalling. 
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Figure 46: MBMS Session Start procedure. Successful operation. 

The CN initiates the procedure by sending a MBMS SESSION START message. 
The MBMS SESSION START message shall contain: 

- TMGI; 

- MBMS Bearer Service Type; 

- MBMS Session Identity, if available; 
Iu Signalling Connection Identifier IE; 

- RAB parameters (including e.g. Allocation/Retention Priority); 
PDP Type Information, if available; 

PDP Type Information extension, if available; 

- MBMS Session Duration; 

- MBMS Service Area; 

- Frequency Layer Convergence Flag, if available; 

- RA List of Idle Mode UEs, if available; 

- Global CN-ID IE, only when the MBMS SESSION START message is sent from a CN node towards an RNC 
for which the sending CN node is not the default CN node; 

- MBMS Session Repetition Number, if available; 

- Time to MBMS Data Transfer; 

MBMS Counting Information, if available. 

Upon reception of the MBMS SESSION START message, the RNC shall store the Iu Signalling Connection Identifier 
IE for the duration of the MBMS Iu signalling connection. The Iu Signalling Connection Identifier IE contains an Iu 
signalling connection identifier which is allocated by the CN. The value for the Iu Signalling Connection Identifier IE 
shall be allocated so as to uniquely identify an Iu signalling connection for the involved CN node. 

The Global CN-ID IE contains the identity of the CN node that sent the MBMS SESSION START message, and it 
shall, if included, be stored together with the Iu signalling connection identifier. If the Global CN-ID IE is not included, 
the MBMS SESSION START message shall be considered as coming from the default CN node. 
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Upon reception of the MBMS SESSION START message, the RNC shall store, if not already, and remember the TMGI 
IE, the RAB parameters IE and the other attributes of the session as part of the MBMS Service Context. The TMGI IE 
contains the TMGI identifier which uniquely identifies the MBMS Bearer Service. 

If the MBMS Bearer Service Type IE is set to "Multicast", upon reception of the MBMS SESSION START message, 
the RNC shall initiate allocation of requested resources for the MBMS RAB at a proper point in time if at least one of 
the following two conditions is fulfilled: 

- the RNC controls at least one cell contained in the indicated MBMS Service Area and, if the RA List of Idle 
Mode UEs IE is included in MBMS SESSION START message, at least one RNC's RA is contained in this list, 
or if Empty/Full RA List of Idle Mode UEs IE included in MBMS SESSION START message is set to "fulllist", 

- the RNC serves UEs consuming radio resources from cells contained in the indicated MBMS Service Area. 

If no mapping is configured for a certain MBMS Service Area Identity in the MBMS Service Area IE in the RNC it shall 
simply ignore it 

The RNC may optimise the point in time when the resource allocation is initiated based on the Time to MBMS Data 
Transfer IE. 

In case the RA List of Idle Mode UEs IE is included in MBMS SESSION START message but none of above conditions 
is fulfilled, the RNC may decide to wait for either an update of the RA List of Idle Mode UEs or a UE linking to finally 
establish the MBMS RAB. If the RNC decides so, it shall report it immediately to the CN in the MBMS SESSION 
START RESPONSE message with the cause value "Successful MBMS Session Start - No Data Bearer Necessary" and 
maintain an Iu signalling connection. 

If the Empty/Full RA List of Idle Mode UEs IE included in MBMS SESSION START message is set to "fulllist", the 
RNC shall initiate the MBMS Notification over the Uu interface in all the cells under its control which belong to the 
indicated MBMS service area. 

If the MBMS Bearer Service Type IE is set to "Broadcast", the MBMS Counting Information IE shall be included in the 
MBMS SESSION START message. If the MBMS Counting Information IE is set to "counting", the RNC may apply 
MBMS counting. 

If the MBMS Bearer Service Type IE is set to "Broadcast" upon reception of the MBMS SESSION START message, 
the RNC shall initiate allocation of requested resources for the MBMS RAB at a proper point in time if it controls at 
least one cell contained in the indicated MBMS Service Area. 

If the MBMS Bearer Service Type IE is set to "Multicast" the MBMS Counting Information IE shall be ignored. 

The allocation of requested resources shall be made according to the values of the Allocation/Retention Priority IE 
(priority level, pre-emption indicators) and the resource situation as follows: 

- The RNC shall consider the priority level of the requested MBMS RAB, when deciding on the resource 
allocation. 

- The Queuing Allowed IE shall be ignored for MBMS RAB. 

- The priority levels and the pre-emption indicators may (singularly or in combination) be used to determine 
whether the MBMS RAB establishment has to be performed unconditionally and immediately. If the requested 
MBMS RAB is marked as "may trigger pre-emption" and the resource situation requires so, the RNC may 
trigger the pre-emption procedure which may then cause the forced release of a lower priority RAB which is 
marked as "pre-emptable". Whilst the process and the extent of the pre-emption procedure is operator-dependent, 
the pre-emption indicators, if given in the MBMS SESSION START message, shall be treated as follows: 

1. If the Pre-emption Capability IE is set to "may trigger pre-emption", then this allocation request may trigger 
the pre-emption procedure. UTRAN shall only pre-empt RABs (other MBMS RABs or UE specific RABs) 
with lower priority, in ascending order of priority. 

2. If the Pre-emption Capability IE is set to "shall not trigger pre-emption", then this allocation request shall not 
trigger the pre-emption procedure. 

3. If the Pre-emption Vulnerability IE is set to "pre-emptable", then this connection shall be included in the pre- 
emption process. 
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4. If the Pre-emption Vulnerability IE is set to "not pre-emptable", then this connection shall not be included in 
the pre-emption process. 

5. If the Priority Level IE is set to "no priority" the given values for the Pre-emption Capability IE and Pre- 
emption Vulnerability IE shall not be considered. Instead the values "shall not trigger pre-emption" and "not 
pre-emptable" shall prevail. 

- If the Allocation/Retention Priority IE is not given in the MBMS SESSION START message, the allocation 
request shall not trigger the pre-emption process and the connection may be pre-empted and considered to have 
the value "lowest" as priority level. Moreover, queuing shall not be allowed. 

The UTRAN shall use the PDP Type Information IE or PDP Type Information extension IE to configure any 
compression algorithms. 

The MBMS SESSION START message may contain the MBMS Synchronisation Information IE, consisting of the 

- MBMS HC Indicator IE; 
IP Multicast Address IE; 

- GTP DL TEID IE; 

- IP Source Address IE, if available. 

In case of successful MBMS RAB establishment, if the MBMS Synchronisation Information IE was not received within 
the MBMS SESSION START message, the RNC shall include the Transport Layer Address IE and the Iu Transport 
Association IE in the MBMS SESSION START RESPONSE message. The RNC may answer successfully even though 
the MBMS resources have not been established in all relevant cells. 

If NNSF is active, the RNC may receive from several CN nodes for a certain MBMS Bearer Service the MBMS 
SESSION START message. In this case, if the RNC decides to establish the requested MBMS RAB, it shall only 
establish one MBMS Iu bearer and shall inform the selected CN node accordingly i.e. with MBMS SESSION START 
RESPONSE message including the Transport Layer Address IE and the Iu Transport Association IE. 

If the MBMS Synchronisation Information IE was received within the MBMS SESSION START message, even if the 
RNC received related information more than once due to NNSF, if supported, it shall not include the Transport Layer 
Address IE and the Iu Transport Association IE in the MBMS SESSION START RESPONSE message and shall join 
the indicated IP Multicast group only once for the indicated MBMS Service Id. In case of successful joining the 
indicated IP Multicast group, the RNC shall inform all the CN nodes from which it has received a MBMS SESSION 
START message for that MBMS service with the Cause IE set to "Successful MBMS Session Start - IP Multicast 
Bearer established". If the IP Source Address IE is contained in the MBMS Synchronisation Information IE, the RNC 
shall use this information for joining the IP Multicast group. 

If the RNC receives from several CN nodes for a certain MBMS Bearer Service the MBMS SESSION START message 
and all the MBMS SESSION START messages include the RA List of Idle Mode UEs IE, the RNC shall, if supported, 
maintain an MBMS Iu signalling connection towards all the CN nodes and inform them accordingly i.e. with MBMS 
SESSION START RESPONSE message and cause value "Successful MBMS Session Start - No Data Bearer 
Necessary" to all the CN nodes except the one, if any, towards which the RNC confirmed the successful MBMS RAB 
establishment. 

The MBMS Session Repetition Number IE may be included in the MBMS SESSION START message in case the 
MBMS Session Identity IE is included in the same message. The MBMS Session Repetition Number IE may be used by 
RNC to recognise retransmissions of a particular session of a MBMS Bearer Service with identical contents. This IE 
may be used for counting purpose. 

When the Frequency Layer Convergence Flag IE is set to "no-FLC-flag", the RNC is being requested to not apply any 
frequency layer convergence mechanism. The service shall then be delivered to all cells of all the MBMS Service Area 
Identities indicated in the MBMS Service Area IE. 

Transmission and reception of a MBMS SESSION START RESPONSE message terminate the procedure in the 
UTRAN and in the CN respectively. 
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Figure 47: MBMS Session Start procedure. Unsuccessful operation. 

If the RNC is not capable of correctly processing the request (e.g. the MBMS resources could not be established at all in 
any cell), the CN shall be informed by the MBMS SESSION START FAILURE message. 

If the MBMS Bearer Service Type IE is set to "Broadcast" upon reception of the MBMS SESSION START message 
and the RNC doesn"t have any cell contained in the indicated MBMS Service Area, it shall report it immediately to the 
CN in the MBMS SESSION START FAILURE message with the cause value "MBMS - No cell in MBMS Service 
Area". 

If NNSF is active and the RNC received from several CN nodes for a certain MBMS Bearer Service the MBMS 
SESSION START message, but not all of the MBMS SESSION START messages include the RA List of Idle Mode 
UEs IE, the RNC shall inform the respective CN nodes accordingly i.e. with MBMS SESSION START FAILURE 
message and cause value "MBMS - Superseded Due To NNSF" to all the CN nodes except the one towards which the 
RNC confirmed the successful MBMS RAB establishment with MBMS SESSION START RESPONSE message. 

When UTRAN reports failure of the MBMS Session Start procedure, the cause value should be precise enough to 
enable the core network to know the reason for the failure. Typical cause values are: "MBMS - Superseded Due To 
NNSF", "Requested Traffic Class not Available", "Invalid RAB Parameters Value", "Requested Maximum Bit Rate not 
Available", "Requested Guaranteed Bit Rate not Available", "Requested Transfer Delay not Achievable", "Invalid RAB 
Parameters Combination", "Condition Violation for Guaranteed Bit Rate", "Iu Transport Connection Failed to 
Establish", "No Resource Available". 

Transmission and reception of a MBMS SESSION START FAILURE message terminate the procedure in the UTRAN 
and in the CN respectively. 

8.36.4 Abnormal Conditions 

If, for a MBMS RAB requested to be set up, the PDP Type Information IE and/or PDP Type Information extension IE is 
not present, the RNC shall continue with the procedure. 

If an MBMS SESSION START message from a given CN Node provides a TMGI IE that is used for an already 
established and running MBMS Session provided by the same CN Node, and the indicated MBMS Service Area IE 
refers to an MBMS Service Area that is partially or completely overlapping with the MBMS Service Area of the already 
established and running MBMS Session, then the RNC shall return an MBMS SESSION START FAILURE message 
with the cause value "TMGI in Use and overlapping MBMS Service Area ". 

If an MBMS SESSION START message from a given CN Node provides a TMGI IE that is used for an already 
established and running MBMS Session provided by another CN Node, and the indicated MBMS Service Area IE refers 
to a different MBMS Service Area that is partially overlapping with the MBMS Service Area of the already established 
and running MBMS Session, then the RNC shall return an MBMS SESSION START FAILURE message with the 
cause value "TMGI in Use and overlapping MBMS Service Area ". 
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8.37 MBMS Session Update 

8.37.1 General 

The purpose of the MBMS Session Update procedure is to inform the RNC during a MBMS Session whenever the RA 
List of Idle Mode UEs changes compared to one previously sent. The MBMS Session Update procedure is triggered by 
the CN (PS domain). 

The procedure uses connection oriented signalling. 

8.37.2 Successful Operation 
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Figure 48: MBMS Session Update procedure. Successful operation. 

The CN initiates the procedure by sending a MBMS SESSION UPDATE message. 

The MBMS SESSION UPDATE message shall contain the Delta RA List of Idle Mode UEs IE and the Session Update 
ID IE. 

Upon reception of the MBMS SESSION UPDATE message, if a MBMS RAB has already been established, the RNC 
shall initiate allocation of additional MBMS radio resources for this MBMS RAB if the RNC controls at least one cell 
that is part of both the MBMS Service Area and one of the RNC's RAs indicated in the New RA List of Idle Mode UEs 
IE, if this IE is included in the Delta RA List of Idle Mode UEs IE group. The RNC may release the existing MBMS 
radio resources for the cells part of the RNC's RAs indicated in the RA List with No Idle Mode UEs Any More IE, if this 
IE is included in the Delta RA List of Idle Mode UEs IE group. 

Upon reception of the MBMS SESSION UPDATE message, if no MBMS RAB has yet been established, the RNC shall 
establish the MBMS RAB if the RNC controls at least one cell that is part of both the MBMS Service Area and one of 
the RNC's RAs indicated in the New RA List of Idle Mode UEs IE, if this IE is included in the Delta RA List of Idle 
Mode UEs IE group. If the previous condition is not fulfilled, the RNC may decide to wait for either another update of 
the RA List of Idle Mode UEs or a UE linking to finally establish the MBMS RAB. 

In case of successful MBMS RAB establishment, the RNC shall include the Transport Layer Address IE and the Iu 
Transport Association IE in the MBMS SESSION UPDATE RESPONSE message. 

When the update of the RA List of Idle Mode UEs is successfully executed, the UTRAN shall report it to the CN in the 
MBMS SESSION UPDATE RESPONSE message, which shall include the same Session Update ID IE as received in 
the MBMS SESSION UPDATE message. The RNC may answer successfully even though MBMS resources have not 
been established in all relevant cells. 

Transmission and reception of a MBMS SESSION UPDATE RESPONSE message terminate the procedure in the 
UTRAN and in the CN respectively. 
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Figure 49: MBMS Session Update procedure. Unsuccessful operation. 

If the RNC is not capable of correctly processing the request (e.g. additional MBMS resources could not be established 
at all in any cell), the CN shall be informed by the MBMS SESSION UDATE FAILURE message, which shall include 
the same Session Update ID IE as received in the MBMS SESSION UPDATE message. 

Transmission and reception of a MBMS SESSION UPDATE FAILURE message terminate the procedure in the 
UTRAN and in the CN respectively. 

8.37.4 Abnormal Conditions 

Not applicable. 

8.38 MBMS Session Stop 
8.38.1 General 

The purpose of the MBMS Session Stop procedure is to request the UTRAN to notify UEs about the end of a given 
MBMS Session and to release the corresponding MBMS RAB and MBMS Iu signalling connection for this MBMS 
Session. The MBMS RAB Session Stop procedure may also be used as the last MBMS session stop to make the RNC 
aware that a certain Multicast Service is no longer available. The MBMS Session Stop procedure is triggered by the CN 
(PS domain). 

The procedure uses connection oriented signalling. 
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8.38.2 Successful Operation 
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Figure 50: MBMS Session Stop procedure. Successful operation. 

The CN initiates the procedure by sending a MBMS SESSION STOP message. 

Upon reception of the MBMS SESSION STOP message, the RNC shall release all allocated resources for the MBMS 
RAB, including the MBMS Iu signalling connection used for this MBMS RAB. 

The MBMS SESSION STOP message shall include the MBMS CN De-Registration IE. If the MBMS CN De- 
Registration IE is set to the value "deregister", the RNC shall also remove all associated MBMS Service Context(s) and 
release all allocated MBMS resources for the MBMS Bearer Service. 

The RNC does not need to wait for the release of all UTRAN radio resources before returning the MBMS SESSION 
STOP RESPONSE message. 

In case of successful release of the MBMS Iu signalling connection, after the MBMS SESSION STOP RESPONSE 
message has been sent, the CN shall not send further RANAP connection-oriented messages on this particular 
connection. 

Transmission and reception of a MBMS SESSION STOP RESPONSE message terminate the procedure in the UTRAN 
and in the CN respectively. 

8.38.3 Abnormal Conditions 

Not applicable. 

8.39 MBMS UE Linking 
8.39.1 General 

The purpose of the MBMS UE Linking procedure is to make the RNC aware that a given UE, with existing Iu-ps 
signalling connection, joined and/or left one or several Multicast Services. 

The procedure uses connection oriented signalling. 
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8.39.2 Successful Operation 
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Figure 51 : MBMS UE Linking procedure. Successful operation. 

The CN initiates the procedure by sending a MBMS UE LINKING REQUEST message. 
The MBMS UE LINKING REQUEST message shall contain the following IEs: 

- a list of one or several TMGIs, each identifying the MBMS Bearer Service that the UE joined or left and which 
has not yet been linked or unlinked respectively in the UTRAN; 

- for each of the MBMS Bearer Services that the UE joined; 

- the PTP RAB ID. 

Upon reception of the MBMS UE LINKING REQUEST message, for each TMGI received identifying the MBMS 
Bearer Service that the UE joined and which has not yet been linked in the UTRAN, the RNC shall perform the 
corresponding UE linking as described in TS 25.346 [42]. 

Upon reception of the MBMS UE LINKING REQUEST message, for each TMGI received identifying the MBMS 
Bearer Service that the UE left and which has not yet been de-linked in the UTRAN, the RNC shall perform the 
corresponding UE de-linking as described in TS 25.346 [42]. 

After handling all received TMGI(s), the RNC shall only report to the CN in the MBMS UE LINKING RESPONSE 
message the unsuccessful linking(s)/de-linking(s) with an appropriate cause value e.g. "MBMS - UE Linking Already 
Done", "MBMS - UE De-Linking Failure - No Existing UE Linking". 

Transmission and reception of a MBMS UE LINKING RESPONSE message terminate the procedure in the UTRAN 
and in the CN respectively. 

8.39.3 Unsuccessful Operation 

The unsuccessful operation for this Class 1 Elementary procedure is described under the Successful Operation chapter. 

8.39.4 Abnormal Conditions 

Upon reception of the MBMS UE LINKING REQUEST message, if for a given TMGI received identifying the MBMS 
Bearer Service that the UE joined, the linking has already been done in the UTRAN, the RNC shall consider this linking 
as unsuccessful but shall proceed with the other ones. 

Upon reception of the MBMS UE LINKING REQUEST message, if a given TMGI received identifying the MBMS 
Bearer Service that the UE left, cannot be found in the UE context, the RNC shall consider this de-linking as 
unsuccessful but shall proceed with the other ones. 
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8.40 MBMS Registration 

8.40.1 General 

The purpose of the MBMS Registration procedure is to request the CN (PS domain) to register or de-register the RNC 
for a certain Multicast Service. 

The procedure uses connectionless signalling, unless the procedure is used to request CN to de-register the RNC for a 
Multicast Service which has an existing Iu signalling connection towards the RNC i.e. during a MBMS Session. In this 
last case, the procedure uses connection oriented signalling. 

8.40.2 Successful Operation 
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Figure 52: MBMS Registration procedure. Successful operation. 

The RNC initiates the procedure by sending a MBMS REGISTRATION REQUEST message. 
The MBMS REGISTRATION REQUEST message shall contain the following IEs: 

- MBMS Registration Request type; 

- TMGI; 

- The associated IP Multicast Address and the APN corresponding to the MBMS Bearer Service identified by the 
TMGI, only in the case the MBMS Registration Request type IE is set to "register"; 

Global RNC-ID, if connectionless signalling. 

If the CN node is capable of processing the request, the RNC shall be informed by the MBMS REGISTRATION 
RESPONSE message. 

In case of connectionless signalling the MBMS REGISTRATION RESPONSE message shall contain the same TMGI 
as received in the MBMS REGISTRATION REQUEST message. 

If the RNC has not sent the MBMS REGISTRATION REQUEST message with the MBMS Registration Request Type 
IE set to "register", to the default CN node, the MBMS REGISTRATION RESPONSE message shall also include the 
Global CN-ID IE. 

Upon reception of the MBMS REGISTRATION RESPONSE message as a response to a connectionless MBMS 
REGISTRATION REQUEST message with the MBMS Registration Request Type IE set to "deregister", the RNC shall 
remove all associated MBMS resources and context(s) corresponding to the MBMS Bearer Service identified by the 
TMGI included in the MBMS REGISTRATION REQUEST message. 

Upon reception of the MBMS REGISTRATION RESPONSE message as a response to a connection oriented MBMS 
REGISTRATION REQUEST message with the MBMS Registration Request Type IE set to "deregister", the RNC shall 
release the MBMS Iu signalling connection and the RAB, if any, identified by the TMGI included in the MBMS 
REGISTRATION REQUEST message. 
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Transmission and reception of a MBMS REGISTRATION RESPONSE message terminate the procedure in the CN and 
in the UTRAN respectively. 

8.40.3 Unsuccessful Operation 
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Figure 53: MBMS Registration procedure. Unsuccessful operation. 

If the CN node is not capable of correctly processing the request, the RNC shall be informed by the MBMS 
REGISTRATION FAILURE message. 

In case of connectionless signalling, the MBMS REGISTRATION FAILURE message shall contain the same TMGI as 
received in the MBMS REGISTRATION REQUEST message. 

The MBMS REGISTRATION FAILURE message shall inform the RNC about the reason for unsuccessful operation 
thank to appropriate cause value e.g. "TMGI Unknown", "IP Multicast Address And APN Not Valid", "MBMS De- 
Registration Rejected Due To Implicit Registration", "MBMS - Request Superseded", "MBMS De-Registration During 
Session Not Allowed". 

In case of connectionless signalling, if the RNC has not sent the MBMS REGISTRATION REQUEST message with 
the MBMS Registration Request Type IE set to "register", to the default CN node, the MBMS REGISTRATION 
FAILURE message shall also include the Global CN-ID IE. 

Transmission and reception of a MBMS REGISTRATION FAILURE message terminate the procedure in the CN and 
in the UTRAN respectively. 

8.40.4 Abnormal Conditions 

Not applicable. 

8.41 MBMS CN De-Registration 
8.41.1 General 

The purpose of the MBMS CN De-Registration procedure is to make the RNC aware that a certain Multicast Service is 
no longer available. The MBMS CN De-Registration procedure is triggered by the CN (PS domain). 

The procedure uses connectionless signalling. 
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8.41.2 Successful Operation 
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Figure 54: MBMS CN De-Registration procedure. Successful operation. 

The CN initiates the procedure by sending a MBMS CN DE-REGISTRATION REQUEST message. 
The MBMS CN DE-REGISTRATION REQUEST message shall contain the following IEs: 

- TMGI; 

- Global CN-ID IE, only when the MBMS CN DE-REGISTRATION REQUEST message is sent from a CN node 
towards an RNC for which the sending CN node is not the default CN node. 

If the Global CN-ID IE is not included, the MBMS CN DE-REGISTRATION REQUEST message shall be considered 
as coming from the default CN node. 

Upon reception of the MBMS CN DE-REGISTRATION REQUEST message, the RNC shall remove all associated 
MBMS context(s) and resources corresponding to the MBMS Bearer Service identified by the indicated TMGI and 
shall report it to the CN by sending the MBMS CN DE-REGISTRATION RESPONSE message. 

Upon reception of the MBMS CN DE-REGISTRATION REQUEST message, if no existing MBMS Bearer Service can 
be identified by the indicated TMGI in the RNC, it shall consider this MBMS CN De-Registration procedure 
unsuccessful and shall report it to the CN by sending the MBMS CN DE-REGISTRATION RESPONSE message with 
the appropriate cause value e.g. "TMGI unknown". 

The MBMS CN DE-REGISTRATION RESPONSE message shall contain the Global RNC-ID IE and the same TMGI 
as received in the MBMS CN DE-REGISTRATION REQUEST message. 

Transmission and reception of a MBMS CN DE-REGISTRATION RESPONSE message terminate the procedure in the 
UTRAN and in the CN respectively. 

8.41.3 Unsuccessful Operation 

The unsuccessful operation for this Class 1 Elementary procedure is described under the Successful Operation chapter. 

8.41.4 Abnormal Conditions 

If NNSF is active, the RNC may receive from several CN nodes for a certain MBMS Bearer Service the MBMS CN 
DE-REGISTRATION REQUEST message. In this case the RNC will only proceed with the first MBMS CN DE- 
REGISTRATION REQUEST message received and will inform the respective CN nodes accordingly i.e. with MBMS 
CN DE-REGISTRATION RESPONSE message and cause value "TMGI unknown" to all the CN nodes except the one 
towards which the RNC confirmed the successful the MBMS CN De-Registration procedure with MBMS CN DE- 
REGISTRATION RESPONSE message including no cause value. 
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8.42 MBMS RAB Establishment Indication 

8.42.1 General 

The purpose of the MBMS RAB Establishment Indication procedure is to inform the CN (PS domain) of the 
establishment of the MBMS RAB corresponding to the MBMS Iu signalling connection used for this procedure. 

The procedure uses connection oriented signalling. 

8.42.2 Successful Operation 



RNC 




CN 






MBMS RAB 


► 








ESTABLISHMENT 
INDICATION 







Figure 55: MBMS RAB Establishment Indication procedure. Successful operation. 

When the RNC has not yet established the MBMS RAB for a particular Multicast Service and is informed that a given 
UE joined this particular Multicast Service, the RNC shall initiate the MBMS RAB Establishment Indication procedure 
and send the MBMS RAB ESTABLISHMENT INDICATION message to the CN. If NNSF is active, the selection of 
the CN node is implementation dependant. 

The MBMS RAB ESTABLISHMENT INDICATION message shall include the Transport Layer Address IE and the Iu 
Transport Association IE. 

8.42.3 Abnormal Conditions 

Not applicable. 



8.43 MBMS RAB Release 
8.43.1 General 

The purpose of the MBMS RAB Release procedure is to enable the UTRAN to request the release of an MBMS RAB. 
The MBMS RAB is defined for the PS domain only. 

The procedure uses connection oriented signalling. 
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8.43.2 Successful Operation 



RNC 



CN 



MBMS RAB RELEASE REQUEST 



MBMS RAB RELEASE 
< 



Figure 56: MBMS RAB Release procedure. Successful operation. 

The RNC initiates the procedure by generating a MBMS RAB RELEASE REQUEST message towards the CN. The 
MBMS RAB RELEASE REQUEST message is sent on the Iu connection related to the MBMS RAB to be released. 
The included cause value indicates the reason for the release, e.g. "RAB pre-empted", "Release due to UTRAN 
Generated Reason", "MBMS - No Data Bearer Necessary". 

The CN should according to the MBMS RAB RELEASE REQUEST message initiate the release of all MBMS 
resources related to the Iu connection. 

For MBMS Multicast service the Iu signalling connection should not be released. 

The RNC may at reception of MBMS RAB RELEASE initiate release of the related MBMS bearer resources. 
MBMS Broadcast service, interaction with MBMS Session Stop: 

For MBMS Broadcast service the CN may initiate the appropriate release procedure for the MBMS Session related to 
the Iu signalling connection and invoke the MBMS Session Stop procedure. 



8.43.3 Unsuccessful Operation 

RNC 



CN 



MBMS RAB RELEASE REQUEST 



MBMS RAB RELEASE FAILURE 
< 



Figure 57: MBMS RAB RELEASE procedure. Unsuccessful operation. 

If the CN node is not capable of correctly processing the request, the RNC shall be informed by the MBMS RAB 
RELEASE FAILURE message. 

The MBMS RAB RELEASE FAILURE message shall inform the RNC about the reason for the unsuccessful operation 
with an appropriate cause value. 



8.43.4 Abnormal Conditions 

Not applicable. 
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8.44 Enhanced Relocation Complete 

8.44.1 General 

The purpose of the Enhanced Relocation Complete procedure is to inform the CN that the resources have been allocated 
by the target RNC. The target RNC provides necessary information to the CN to switch the user plane to the target 
RNC. 

The procedure uses connection oriented signalling. 

8.44.2 Successful Operation 



RNC CN 




ENHANCED RELOCATION 
COMPLETE REQUEST 




ENHANCED RELOCATION 
COMPLETE RESPONSE 


< 



Figure 58: Enhanced Relocation Complete procedure. Successful operation. 

The RNC initiates the procedure by sending the ENHANCED RELOCATION COMPLETE REQUEST message to the 
CN. 

If the RABs Setup List IE in the ENHANCED RELOCATION COMPLETE REQUEST message does not include all 
RABs previously established for the UE, the CN shall consider the non included RABs as implicitly released by the 
RNC. 

For each RAB the resource allocation was successful towards the PS domain or towards the CS domain when an 
ALCAP is not used, the RNC shall include the Transport Layer Address IE and the Iu Transport Association IE in the 
RABs Setup List IE in the ENHANCED RELOCATION COMPLETE REQUEST message. If any alternative RAB 
parameter values have been used when allocating the resources, these RAB parameter values shall be included in the 
ENHANCED RELOCATION COMPLETE REQUEST message within the Assigned RAB Parameter Values IE. 

NOTE: If ALCAP is not used, the RNC shall include the same kind of TNL information (i.e. IPv4 or IPv6) as 
received from the source RNC in the RANAP ENHANCED RELOCATION INFORMATION 
REQUEST message. 

The target RNC shall include the Chosen Integrity Protection Algorithm IE (Chosen Encryption Algorithm IE 
respectively) within the ENHANCED RELOCATION COMPLETE REQUEST message, if, and only if the Integrity 
Protection Key IE (Ciphering Key IE respectively) was included within the Source RNC To Target RNC Transparent 
Container IE of the RANAP ENHANCED RELOCATION INFORMATION message. 

After all necessary updates including the DL transport layer information have been successfully completed in the CN, 
the CN shall send the ENHANCED RELOCATION COMPLETE RESPONSE message to the RNC. 

In case the CN failed to setup for at least one of the RABs included the RABs Setup List IE in the ENHANCED 
RELOCATION COMPLETE REQUEST message, the CN shall include the RABs it failed to setup in the RABs To Be 
Released List IE in the ENHANCED RELOCATION COMPLETE RESPONSE message. In this case, the RNC shall 
release the resource for the RABs and the RNC shall regard the RABs indicated in the RABs To Be Released List IE as 
being fully released. 

The ENHANCED RELOCATION COMPLETE RESPONSE message shall contain the User Plane Information IE. 
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The ENHANCED RELOCATION COMPLETE RESPONSE message shall contain the Transport Layer Address IE 
and the Binding ID IE for each RAB towards the CS domain when an ALCAP is used. 

In case the CN decides to change the uplink transport layer information when an ALCAP is not used it may include the 
Transport Layer Address IE and the Binding ID IE within the RABs Setup List IE in the ENHANCED RELOCATION 
COMPLETE RESPONSE message. 

The ENHANCED RELOCATION COMPLETE RESPONSE message may contain the RAB Parameters IE for each 
RAB towards the CS domain in RAB Setup List. 

If the RAB Parameters IE is included in the ENHANCED RELOCATION COMPLETE RESPONSE the RNC shall 

- replace the previously provided RAB Parameter for the RAB. The RNC shall use the received RAB Parameter 
for the RAB. 

If the RAB Parameters IE is not contained in the ENHANCED RELOCATION COMPLETE RESPONSE message, the 
RNC shall use the previously provided RAB parameters. 

The ENHANCED RELOCATION COMPLETE RESPONSE message may contain the UE Aggregate Maximum Bit 
Rate IE to control the aggregate data rate of non-GBR traffic for this UE. 

If the UE Aggregate Maximum Bit Rate IE is contained in the ENHANCED RELOCATION COMPLETE RESPONSE 
message, the RNC shall, if supported, 

replace the previously provided UE Aggregate Maximum Bit Rate Parameter for this UE. The RNC shall use the 
received UE Aggregate Maximum Bit Rate Parameter for this UE. 

If the UE Aggregate Maximum Bit Rate IE is not contained in the ENHANCED RELOCATION COMPLETE 
RESPONSE message, the RNC shall, if supported, use the previously provided UE Aggregate Maximum Bit Rate 
Parameter. 

In case SIPTO at Iu-PS functionality is supported by the UTRAN, the following applies in addition for the successful 
operation of Enhanced Relocation Complete procedure: 

- If the MSISDN IE is present in the ENHANCED RELOCATION COMPLETE RESPONSE message, then the 
UTRAN may offload the RAB(s) where the Offload RAB Parameters IE is present in the RABs Setup Item IEs 
IE. The Access Point Name IE and the Charging Characteristics IE within the Offload RAB Parameters IE and 
the MSIDSN IE may only be used for the SIPTO at Iu-PS function and according to the description in TS 23.060 
[21]. 

8.44.3 Unsuccessful Operation 



RNC 




CN 






ENHANCED RELOCATION 
COMPLETE REQUEST 






ENHANCED RELOCATION 
COMPLETE FAILURE 

< 





Figure 69: Enhanced Relocation Complete procedure. Unsuccessful operation. 

If a failure occurs in the CN during the execution of the relocation procedure, the CN shall send the ENHANCED 
RELOCATION COMPLETE FAILURE message to the RNC with an appropriate cause value. The RNC shall assume 
the Iu resources between the old source RNC and the CN node being released by the respective CN node. 
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8.45 Enhanced Relocation Complete Confirm 

8.45.1 General 

The purpose of the Enhanced Relocation Complete Confirm procedure is to indicate the CN (applicable towards the CS 
domain only) to switch the bearers towards the target RNC. The procedure uses connection-oriented signalling. 

8.45.2 Successful Operation 



RNC 




CN 






ENHANCED RELOCATION 
COMPLETE CONFIRM 









Figure 70: Enhanced Relocation Complete Confirm procedure. Successful operation. 

The RNC shall initialise the Enhanced Relocation Complete Confirm procedure by sending the ENHANCED 
RELOCATION COMPLETE CONFIRM message. If the RNC is not able to successfully initialise RABs for which an 
Iu user plane initialisation is necessary, it shall provide respective information within the RABs Failed To Initialise List 
IE with an appropriate cause value. 

8.46 SRVCC Preparation 

8.46.1 General 

The purpose of the SRVCC Preparation procedure is the reception of the security parameters from the PS CN domain 
needed for successful SRVCC operation as described in TS 23.216 [54]. 

The procedure uses connection oriented signalling. 

8.46.2 Successful Operation 



RNC 




CN 




SRVCC CS KEYS REQUEST 




► 

SRVCC CS KEYS RESPONSE 





Figure 46.1 : SRVCC Preparation procedure. Successful operation. 

The RNC shall determine if the SRVCC operation as described in TS 23.216 [54] is required. In such case the RNC 
shall initiate the SRVCC Preparation procedure by sending an SRVCC CS KEYS REQUEST message to the source 
SGSN. 

The SGSN shall respond to the RNC with SRVCC CS KEYS RESPONSE message containing the Integrity Protection 
Key IE, the Encryption Key IE and the SRVCC Information IE. 
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8.46.2 Abnormal Conditions 



Not applicable. 



9 



Elements for RANAP Communication 



9.1 



Message Functional Definition and Content 



9.1.1 



General 



Subclause 9. 1 presents the contents of RANAP messages in tabular format. The corresponding ASN. 1 definition is 
presented in subclause 9.3. In case there is contradiction between the tabular format in subclause 9.1 and the ASN.l 
definition, the ASN.l shall take precedence, except for the definition of conditions for the presence of conditional IEs, 
where the tabular format shall take precedence. 

NOTE: The messages have been defined in accordance to the guidelines specified in TR 25.921 [18]. 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 103 ETSI TS 125 413 V10.2.0 (2011-07) 

9.1 .2 Message Contents 
9.1.2.1 Presence 

All information elements in the message descriptions below are marked mandatory, optional or conditional according to 
table 4. 



Table 4: Meaning of abbreviations used in RANAP messages 



Abbreviation 


Meaning 


M 


lEs marked as Mandatory (M) shall always be included in the message. 


O 


IEs marked as Optional (O) may or may not be included in the message. 


C 


lEs marked as Conditional (C) shall be included in a message only if the condition is 
satisfied. Otherwise the IE shall not be included. 



9.1.2.2 Criticality 

Each Information Element or Group of Information Elements may have criticality information applied to it. 
Following cases are possible: 

Table 5: Meaning of content within "Criticality" column 



Abbreviation 


Meaning 




No criticality information is applied explicitly. 


YES 


Criticality information is applied. This is usable only for non-repeatable IEs 


GLOBAL 


The IE and all its repetitions together have one common criticality information. This is 
usable only for repeatable IEs. 


EACH 


Each repetition of the IE has its own criticality information. It is not allowed to assign 
different criticality values to the repetitions. This is usable only for repeatable IEs. 



9.1.2.3 Range 

The Range column indicates the allowed number of copies of repetitive IEs/IE groups. 

9.1.2.4 Assigned Criticality 

This column provides the actual criticality information as defined in subclause 10.3.2, if applicable. 

9.1 .3 RAB ASSIGNMENT REQUEST 

This message is sent by the CN to request the establishment, modification or release of one or more RABs for the same 
UE. 

Direction: CN->RNC. 

Signalling bearer mode: Connection oriented. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


RABs To Be Setup Or 
Modified List 


O 








YES 


ignore 


>RABs To Be Setup Or 
Modified Item lEs 




1 to 

<maxnoofRABs> 










»First Setup Or 
Modify Item 


M 






Grouping 
reason: 
same 
criticality 


EACH 


reject 


»>RAB ID 


M 




9.2.1.2 


The same 
RAB ID must 
only be 
present in 
one group. 


- 




»>NAS 


O 




9.2.3.18 




- 




Synchronisation 
Indicator 














»>RAB Parameters 


O 




9.2.1.3 


Includes all 
necessary 
parameters 
for RABs 
(both for 
MSC and 
SGSN) 
including 
QoS. 






»>User Plane 











- 




Information 














»»User Plane 


M 




9.2.1.18 




- 




Mode 














»»UP Mode 


M 




9.2.1.19 




- 




Versions 














»>Transport Layer 
Information 


O 












»»Transport 
Layer Address 


M 




9.2.2.1 








»»lu Transport 
Association 


M 




9.2.2.2 








»>Service 


O 




9.2.1.41 




- 




Handover 














>»E-UTRAN 


O 




9.2.1 .90 




YES 


ignore 


Service Handover 














»>Correlation ID 







9.2.2.5 




- 




»Second Setup Or 
Modify Item 


M 






Grouping 
reason: 
same 
criticality 


EACH 


ignore 


»>PDP Type 


O 




9.2.1.40 








Information 














»>Data Volume 


O 




9.2.1.17 




- 




Reporting 
Indication 














»>DL GTP-PDU 


O 




9.2.2.3 








Sequence Number 














»>UL GTP-PDU 


O 




9.2.2.4 








Sequence Number 














»>DL N-PDU 


O 




9.2.1 .33 








Sequence Number 














»>UL N-PDU 


O 




9.2.1.34 








Sequence Number 














»>Alternative RAB 


O 




9.2.1.43 




YES 


ignore 


Parameter Values 














»>GERAN BSC 


O 




9.2.1.58 




YES 


ignore 


Container 
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»>PDP Type 

Information 

extension 


O 




9.2.1.40a 


The PDP 
Type 

Information 
extension IE 
can only be 
included if 
PDP Type 
Information 
IE is not 
present. 


YES 


ignore 


»>Offload RAB 
parameters 


O 




9.2.1.94 


Applicable 
only for 
SIPTO at lu- 
PS 


YES 


ignore 


RABs To Be Released 
List 


O 








YES 


ignore 


>RABs To Be 
Released Item lEs 




1 to 

<maxnoofRABs> 






EACH 


ignore 


»RAB ID 


M 




9.2.1.2 


The same 
RAB ID must 
only be 
present in 
one group. 


- 




»Cause 


M 




9.2.1 .4 








UE Aggregate Maximum 
Bit Rate 







9.2.1.91 




YES 


ignore 


MSISDN 







9.2.1.95 


Applicable 
only for 
SIPTO at lu- 
PS 


YES 


ignore 



Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 



9.1 .4 RAB ASSIGNMENT RESPONSE 

This message is sent by the RNC to report the outcome of the request from the RAB ASSIGNMENT REQUEST 
message. 

Direction: RNC -> CN. 

Signalling bearer mode: Connection oriented. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


RABs Setup Or Modified 
List 


O 








YES 


ignore 


>RABs Setup Or 
Modified Item lEs 




1 to 

<maxnoofRABs> 






EACH 


ignore 


»RAB ID 


M 




9.2.1.2 


The same 
RAB ID must 
only be 
present in 
one group. 






»Transport Layer 
Address 


O 




9.2.2.1 








»lu Transport 
Association 


O 




9.2.2.2 








»DL Data Volumes 


O 












»>Data Volume 




1 to 










List 




<maxnoofVol> 










»»Unsuccessfull 


M 




9.2.3.12 








y Transmitted DL 














Data Volume 














»»Data Volume 


O 




9.2.3.13 








Reference 














»Assigned RAB 
Parameter Values 


O 




9.2.1.44 




YES 


ignore 


RABs Released List 


O 








YES 


ignore 


>RABs Released Item 




1 to 






EACH 


ignore 


lEs 




<maxnoofRABs> 








»RAB ID 


M 




9.2.1.2 


The same 
RAB ID must 
only be 
present in 
one group. 


- 




»DL Data Volumes 


O 












»>Data Volume 




1 to 






- 




List 




<maxnoofVol> 










»»Unsuccessfull 


M 




9.2.3.12 




- 




y Transmitted DL 














Data Volume 














»»Data Volume 


O 




9.2.3.13 








Reference 














»DL GTP-PDU 


O 




9.2.2.3 








Sequence Number 














»UL GTP-PDU 


O 




9.2.2.4 








Sequence Number 














RABs Queued List 


O 








YES 


ignore 


>RABs Queued Item 
lEs 




1 to 

<maxnoofRABs> 






EACH 


ignore 


»RAB ID 


M 




9.2.1.2 


The same 
RAB ID must 
only be 
present in 
one group. 






RABs Failed To Setup Or 
Modify List 


O 








YES 


ignore 


>RABs Failed To Setup 
Or Modify Item lEs 




1 to 

<maxnoofRABs> 






EACH 


ignore 


»RAB ID 


M 




9.2.1.2 


The same 
RAB ID must 
only be 
present in 
one group. 


" 




»Cause 


M 




9.2.1.4 








RABs Failed To Release 


O 








YES 


ignore 


List 














>RABs Failed To 




1 to 






EACH 


ignore 
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Release Item lEs 




<maxnoofRA Bs> 










»RAB ID 


M 




9.2.1 .2 


The same 
RAB ID must 
only be 
present in 
one group. 






»Cause 


M 




9.2.1.4. 








Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 


GERAN lu mode specific 
RABs Failed To Setup Or 
Modify List 


O 






This applies 
only in 
GERAN lu 
mode case. 


YES 


ignore 


>GERAN lu mode 
specific RABs Failed 
To Setup Or Modify 
Item lEs 




1 to 

<maxnoofRABs> 






EACH 


ignore 


»r(AD IU 


M 






The same 
RAB ID must 
only be 
present in 
one group. 






»Cause 


M 




9.2.1.4 








»GERAN Classmark 


O 




9.2.1.57 









Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 


maxnoofVol 


Maximum no. of reported data volume for one RAB. Value is 2. 



9.1 .5 RAB RELEASE REQUEST 

This message is sent by the RNC to request the CN to release one or more RABs for the same UE. 

Direction: RNC -> CN. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


RABs To Be Released 
List 


M 








YES 


ignore 


>RABs To Be Released 
Item lEs 




1 to 

<maxnoofRABs> 






EACH 


ignore 


»RAB ID 


M 




9.2.1.2 








»Cause 


M 




9.2.1.4 









Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 



9.1 .6 IU RELEASE REQUEST 

This message is sent by the RNC to request the CN to release the lu connection. 

Direction: RNC -4 CN. 

Signalling bearer mode: Connection oriented. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


Cause 


M 




9.2.1.4 




YES 


ignore 



9.1 .7 IU RELEASE COMMAND 

This message is sent by the CN to order the RNC to release all resources related to the Iu connection. 

Direction: CN -> RNC. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Cause 


M 




9.2.1.4 




YES 


ignore 



9.1 .8 IU RELEASE COMPLETE 

This message is sent by the RNC as a response to the IU RELEASE COMMAND message. 

Direction: RNC -> CN. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


RABs Data Volume 
Report List 


O 








YES 


ignore 


>RABs Data Volume 




1 to 






EACH 


ignore 


Report Item lEs 




<maxnoofRABs> 








»RAB ID 


M 




9.2.1.2 








»RAB Data Volume 


O 












Report List 














»>RAB Data 




1 to 










Volume Report Item 
lEs 




<maxnoofVol> 










»»Unsuccessfully 
Transmitted DL 


M 




9.2.3.12 








Data Volume 














»»Data Volume 


O 




9.2.3.13 








Reference 














RABs Released List 


O 








YES 


ignore 


>RABs Released Item 




1 to 






EACH 


ignore 


lEs 




<maxnoofRABs> 








»RAB ID 


M 




9.2.1.2 








»DL GTP-PDU 


O 




9.2.2.3 








Sequence Number 














»UL GTP-PDU 


O 




9.2.2.4 








Sequence Number 














Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 



Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 


maxnoofVol 


Maximum no. of reported data volume for one RAB. Value is 2. 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 109 ETSI TS 125 413 V10.2.0 (2011-07) 

9.1 .9 RELOCATION REQUIRED 

This message is sent by the source RNC to inform the CN that a relocation is to be performed. 
Direction: RNC -> CN. 



Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Relocation Type 


M 




9.2.1.23 




YES 


reject 


Cause 


M 




9.2.1.4 




YES 


ignore 


Source ID 


M 




9.2.1.24 




YES 


ignore 


Target ID 


M 




9.2.1.25 




YES 


reject 


MS Classmark 2 


C- 

ifGSMCStar 
get 




9.2.1.26 




YES 


reject 


MS Classmark 3 


C- 

ifGSMCStar 
get 




9.2.1.27 




YES 


ignore 


Source To Target 
Transparent Container 


C- 

ifUMTStarge 
tor 

ifEUTRAtarg 
et 




9.2.1. 30A 




YES 


reject 














Old BSS To New BSS 
Information 


O 




9.2.1.29 


Can 

optionally be 
used if GSM 
target but 
not used for 
UMTS 
target. 


YES 


ignore 


GERAN Classmark 


O 




9.2.1.57 




YES 


ignore 


Source BSS To Target 
BSS Transparent 
Container 


O 




9.2.1.79 


Shall be 
included if, 
and only if, 
GSM PS 
domain is 
target. 


YES 


ignore 


SRVCC HO Indication 


O 




9.2.1.88 




YES 


reject 


CSG id 


O 




9.2.1.85 




YES 


reject 


Cell Access Mode 


O 




9.2.1.93 




YES 


reject 



Condition 


Explanation 


ifGSMCStarget 


This IE shall be present if the Target ID IE contains a CGI IE and Source BSS To Target 
BSS Transparent Container is not included. 


ifUMTStarget 


This IE shall be presentif the Target ID IE contains a Target RNC-ID IE. 


ifEUTRAtarget 


This IE shall be present if the Target ID IE contains a Target eNB-ID IE or if the Target 
ID IE contains a Target RNC-ID IE containing a Corresponding RNC-ID. 



9.1.10 RELOCATION REQUEST 

This message is sent by the CN to request the target RNC to allocate necessary resources for a relocation. 

Direction: CN -> RNC. 

Signalling bearer mode: Connection oriented. 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 



110 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Permanent NAS UE 


O 




9.2.3.1 




YES 


ignore 


Identity 














Cause 


M 




9.2.1.4 




YES 


ignore 


CN Domain Indicator 


M 




9.2.1 .5 




YES 


reject 


Source RNC To Target 
RNC Transparent 
Container 


M 




9.2.1 .28 




YES 


reject 


RABs To Be Setup List 


O 








YES 


reject 


>RABs To Be Setup 
Item lEs 




1 to 

<maxnoofRA Bs> 






EACH 


reject 


»RAB ID 


M 




9.2.1 .2 








»NAS 


O 




9.2.3.18 








Synchronisation 














Indicator 














»RAB Parameters 


M 




9.2.1 .3 








»Data Volume 


C - ifPS 




9.2.1.17 








Reportinglndication 














»PDP Type 


C - ifPS 




9.2.1 .40 








Information 














»User Plane 


M 












Information 














»>User Plane Mode 


M 




9.2.1 .18 








»>UP Mode 


M 




9.2.1 .19 








Versions 














»Transport Layer 
Address 


M 




9.2.2.1 








»lu Transport 
Association 


M 




9.2.2.2 








»Service Handover 


O 




9.2.1 .41 








»Alternative RAB 







9.2.1 .43 




YES 


ignore 


Parameter Values 












»GERAN BSC 







9.2.1.58 




YES 


ignore 


Container 














»E-UTRAN Service 







9.2.1.90 




YES 


ignore 


Handover 












»PDP Type 







9.2.1.40a 


The PDP 


YES 


ignore 


Information extension 








Type 

Information 
extension IE 
can only be 
included if 
PDP Type 
Information 
IE is present. 






»Offload RAB 







9.2.1.94 


Applicable 


YES 


ignore 


parameters 








only for 
SIPTO at lu- 
PS 






Integrity Protection 
Information 







9.2.1.11 


Integrity 
Protection 
Information 
includes key 
and 

permitted 
algorithms. 


YES 


ignore 


Encryption Information 







9.2.1.12 


Encryption 
Information 
includes key 
and 

permitted 
algorithms. 


YES 


ignore 


lu Signalling Connection 
Identifier 


M 




9.2.1.38 




YES 


ignore 


Global CN-ID 







9.2.1.46 




YES 


reject 
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SNA Access Information 


O 




9.2.3.24 




YES 


ignore 


i II — o n i i . . 

UESBI-Iu 


O 




9.2.1 .59 




\/|— o 

YES 


ignore 


Selected PLMN Identity 







9.2.3.33 




YES 


ignore 


CN MBMS Linking 
Information 











YES 


ignore 


>Joined MBMS Bearer 
Service lEs 




1 to 

<maxnoofMulticas 
tServicesPerUE> 






EACH 


ignore 


»TMGI 


M 




9.2.3.37 


The same 
TMGI must 
only be 
present in 
one group. 


- 


- 


»PTP RAB ID 


M 




9.2.1.75 








UE Aggregate Maximum 

KIT nalG 


O 




9.2.1.91 




YES 


ignore 


CSG id 


O 




9.2.1.85 




YES 


reject 


CSG Membership Status 







9.2.1.92 




YES 


ignore 


MSISDN 







9.2.1.95 


Applicable 
only for 
SIPTO at lu- 
PS 


YES 


ignore 



Condition 


Explanation 


IfPS 


This IE shall be present if the CN domain indicator IE is set to "PS 
domain". 




Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 


maxnoofMulticastServicesPerUE 


Maximum no. of Multicast Services that a UE can join and leave 
respectively. Value is 128. 



9.1 .1 1 RELOCATION REQUEST ACKNOWLEDGE 

This message is sent by the target RNC to inform the CN about the result of the resource allocation for the requested 
relocation. 

Direction: RNC -> CN. 

Signalling bearer mode: Connection oriented. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1 .1 




YES 


reject 


Target RNC To Source 
RNC Transparent 
Container 


O 




9.2.1.30 




YES 


ignore 


RABs Setup List 


O 








YES 


ignore 


>RABs Setup Item lEs 




1 to 

<maxnoofRA Bs> 






EACH 


reject 


»RAB ID 


M 




9.2.1.2 








»Transport Layer 
Address 


O 




9.2.2.1 


IPv6 or IPv4 
address if no 
other TLA 
included. 
IPv4 

address if 
other TLA 
included. 






»lu Transport 
Association 







9.2.2.2 


Related to 
TLA above. 






»Assigned RAB 
Parameter Values 







9.2.1.44 




YES 


ignore 


»Transport Layer 
Address 







9.2.2.1 


IPv6 

address if 
included. 


YES 


ignore 


»lu Transport 
Association 







9.2.2.2 


Related to 

~ri a _, i_ _ , , ^ 

TLA above. 


YES 


ignore 


RABs Failed To Setup 
List 











YES 


ignore 


>RABs Failed To Setup 
Item lEs 




1 to 

<maxnoofRA Bs> 






EACH 


ignore 


»RAB ID 


M 




9.2.1.2 








»Cause 


M 




9.2.1.4 








Chosen Integrity Protection 
Algorithm 







9.2.1.13 


Indicates the 
Integrity 
Protection 
algorithm 
that will be 
used by the 
target RNC. 


YES 


ignore 


Chosen Encryption 
Algorithm 







9.2.1.14 


Indicates the 
Encryption 
algorithm 
that will be 
used by the 
target RNC. 


YES 


ignore 


Criticality Diagnostics 







9.2.1.35 




YES 


ignore 


New BSS To Old BSS 
Information 







9.2.1.47 


Defined in 
TS 48.008 
[11]- 


YES 


ignore 


CSG Id 







9.2.1.85 




YES 


ignore 



Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 



9.1.12 RELOCATION COMMAND 

This message is sent by the CN to the source RNC to inform that resources for the relocation are allocated in the target 
RNC (in case of intra-system relocation) or in the target system (in case of inter-system relocation). 

Direction: CN -> RNC. 

Signalling bearer mode: Connection oriented. 
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it/uroup Name 


presence 


Range 


it lype ana 
reference 


oemanucs 
description 


uriiicaiiiy 


A nni #v *^ /~J 

Assigned 
Criticality 


Message Type 


M 




9.2.1 .1 




Ybb 


reject 


Target To Source 
Transparent Container 


U 




9.2.1 .30B 




Ytb 


reject 


L3 Information 


U 




L y.2.1.01 




Ybb 


ignore 


RABs To Be Released List 


O 








YES 


ignore 


>RABs To Be Released 
Item lEs 




1 to 

<maxnoofRABs> 






EACH 


ignore 


»RAB ID 


M 




9.2.1.2 








RABs Subject To Data 
Forwarding List 


O 








YES 


ignore 


>RABs Subject To Data 
Forwarding Item lEs 




1 to 

<maxnoofRA Bs> 






EACH 


ignore 


»RAB ID 


M 




9.2.1.2 








»Transport Layer 
Address 


M 




9.2.2.1 


IPv6 or IPv4 
address if no 
other TLA 
included. 
IPv4 address 
if other TLA 
included. 






»lu Transport 
Association 


M 




9.2.2.2 


Related to 
TLA above. 






»Transport Layer 
Address 


O 




9.2.2.1 


IPv6 address 
if included. 


\/|— o 

YES 


ignore 


»lu Transport 
Association 


o 




9.2.2.2 


Related to 
\ la auove. 


\/|— O 

YES 


ignore 


Criticality Diagnostics 







9.2.1.35 




YES 


ignore 


Inter-System Information 
Transparent Container 







9.2.1.48 




YES 


ignore 


Target BSS to Source BSS 
Transparent Container 







9.2.1.80 




YES 


ignore 


SRVCC Information 







9.2.1.89 




YES 


reject 



Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 



9.1.13 RELOCATION DETECT 

This message is sent by the target RNC to inform the CN that the relocation execution trigger has been received. 

Direction: RNC -4 CN. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 



9.1.14 RELOCATION COMPLETE 

This message is sent by the target RNC to inform the CN that the relocation is completed. 

Direction: RNC -> CN. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 
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9.1.15 RELOCATION PREPARATION FAILURE 

This message is sent by the CN to the source RNC if the relocation preparation failed. 
Direction: CN -> RNC. 



Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Cause 


M 




9.2.1.4 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 


Inter-System Information 
Transparent Container 


O 




9.2.1.48 




YES 


ignore 



9.1.16 RELOCATION FAILURE 

This message is sent by the target RNC to inform the CN that the requested resource allocation failed. 

Direction: RNC -> CN. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Cause 


M 




9.2.1.4 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 


New BSS to Old BSS 


O 




9.2.1.47 


Defined in 


YES 


ignore 


Information 








TS 48.008 
[11] 






GERAN Classmark 


O 




9.2.1.57 




YES 


ignore 



9.1.17 RELOCATION CANCEL 

This message is sent by the source RNC to the CN to cancel an ongoing relocation. 

Direction: RNC -> CN. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Cause 


M 




9.2.1.4 




YES 


ignore 



9.1.18 RELOCATION CANCEL ACKNOWLEDGE 

This message is sent by the CN to the source RNC when the relocation has been cancelled. 

Direction: CN -> RNC. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 
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9.1 .19 SRNS CONTEXT REQUEST 

This message is sent by the CN to the source RNC to indicate the PS RABs for which context transfer shall be 
performed. 

Direction: CN -> RNC. 



Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


RABs Subject To Data 
Forwarding List 


M 








YES 


ignore 


>RABs Subject To Data 
Forwarding Item lEs 




1 to 

<maxnoofRABs> 






EACH 


reject 


»RAB ID 


M 




9.2.1.2 








RAT Type 


O 




9.2.3.52 




YES 


ignore 



Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 



9.1 .20 SRNS CONTEXT RESPONSE 

This message is sent by the source RNC as a response to SRNS CONTEXT REQUEST message. 

Direction: RNC -4 CN. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


RABs Contexts List 


O 








YES 


ignore 


>RABs Contexts Item 
lEs 




1 to 

<maxnoofRABs> 






EACH 


ignore 


»RAB ID 


M 




9.2.1.2 








»DL GTP-PDU 


O 




9.2.2.3 








Sequence Number 














»UL GTP-PDU 


O 




9.2.2.4 








Sequence Number 














»DL N-PDU Sequence 
Number 







9.2.1.33 








»UL N-PDU Sequence 
Number 







9.2.1.34 








RABs Contexts Failed To 











YES 


ignore 


Transfer List 














>RABs Contexts Failed 




1 to 






EACH 


ignore 


To Transfer Item lEs 




<maxnoofRABs> 










»RAB ID 


M 




9.2.1.2 








»Cause 


M 




9.2.1.4 








Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 



Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 



9.1 .21 SRNS DATA FORWARD COMMAND 

This message is sent by the CN to the RNC to trigger the transfer of N-PDUs from the RNC to the CN in intersystem 
change or in some further cases described in TS 23.060 [21]. 
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Direction: CN -> RNC. 



Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 

1 CICI CI 1 \j C 


Semantics 

HpQr rintinn 


Criticality 


Assigned 
Pritiralitv 


Message Type 


M 




9.2.1.1 




YES 


ignore 


RABs Subject To Data 
Forwarding List 


O 








YES 


ignore 


>RABs Subject To Data 
Forwarding Item lEs 




1 to 

<maxnoofRABs> 






EACH 


ignore 


»RAB ID 


M 




9.2.1.2 








»Transport Layer 
Address 


M 




9.2.2.1 








»lu Transport 
Association 


M 




9.2.2.2 









Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 



9.1 .22 FORWARD SRNS CONTEXT 

This message is sent either by the source RNC to the CN or by the CN to the target RNC to transfer the SRNS Context. 
Direction: CN -> RNC and RNC -> CN. 
Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


RAB Contexts List 


M 








YES 


ignore 


>RAB Contexts Item lEs 




1 to 

<maxnoofRABs> 






EACH 


ignore 


»RAB ID 


M 




9.2.1.2 








»DL GTP-PDU 

Sequence 

Number 


O 




9.2.2.3 








»UL GTP-PDU 

Sequence 

Number 


O 




9.2.2.4 








»DL N-PDU Sequence 
Number 


O 




9.2.1.33 








»UL N-PDU Sequence 
Number 


O 




9.2.1.34 








Source RNC PDCP context 
info 


O 




9.2.1.54 




YES 


ignore 



Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 



9.1.23 PAGING 

This message is sent by the CN to request the UTRAN to page a specific UE. 

Direction: CN -> RNC. 

Signalling bearer mode: Connectionless. 
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it/uroup Name 


rresence 


Range 


it type ana 

1 c 1 c 1 c 1 ll>c 


oernaniics 
ucourifjuuii 


uniicaiiiy 


Assignea 

V^l IllUdllly 


Message i ype 


IVI 




y.^. i . i 




Y to 


ignore 


CN Domain Indicator 


M 




9.2.1.5 




YES 


ignore 


rermaneni nao ut loeniity 


IVI 




Q O Q 1 




Y to 


ignore 


i emporary ut luenTiiy 






Q ^ 




Y to 


ignore 


Paging Area ID 







9.2.1.21 




YES 


ignore 


Paging Cause 


r\ 
U 




n o o o 




Ybb 


ignore 


Nun oearcniny inuication 






Q -1 00 

y.*i. i .d-d. 




VCQ 
Y to 


ignore 


DRX Cycle Length 
Coefficient 







9.2.1.37 




YES 


ignore 


Global CN-ID 







9.2.1.46 




YES 


ignore 


CSG Id List 




0to< 

maxnoofCSGId > 






YES 


ignore 


>CSG Id 


M 




9.2.1.85 









Range bound 


Explanation 


maxnoofCSGIds 


Maximum no. of CSG Ids within the CSG Id List. Value is 256. 



9.1.24 COMMON ID 

This message is sent by the CN to inform the RNC about the permanent NAS UE identity for a user. It may include 
additional information. 

Direction: CN -> RNC. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


Permanent NAS UE Identity 


M 




9.2.3.1 




YES 


ignore 


SNA Access Information 







9.2.3.24 




YES 


ignore 


UESBI-lu 







9.2.1.59 




YES 


ignore 


Selected PLMN Identity 







9.2.3.33 




YES 


ignore 


Subscriber Profile ID for 
RAT/Frequency priority 







9.2.1.86 




YES 


ignore 


SRVCC operation possible 







9.2.1.87 




YES 


ignore 


CSG Membership Status 







9.2.1.92 




YES 


ignore 


Management Based MDT 
Allowed 







9.2.1.110 




YES 


ignore 



9.1.25 CN INVOKE TRACE 

This message is sent by the CN to request the RNC to start a trace recording session. 

Direction: CN -> RNC. 

Signalling bearer mode: Connection oriented. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


Trace Type 


O 




9.2.1.6 


Mandatory 
for GERAN 
lu Mode. 
Not 

applicable 
to UTRAN. 


YES 


ignore 


Trace Reference 


M 




9.2.1.8 




YES 


ignore 


Trigger ID 


O 




9.2.1.7 


Mandatory 
for GERAN 
lu Mode. 
Not 

applicable 
to UTRAN. 


YES 


ignore 


UE Identity 


O 




9.2.1.9 


Mandatory 
for UTRAN. 
Optional for 
GERAN lu 
Mode. 


YES 


ignore 


OMC ID 


O 




9.2.1.10 


Mandatory 
for GERAN 
lu Mode. 
Not 

applicable 
to UTRAN. 


YES 


ignore 


Trace Propagation 
Parameters 


O 




9.2.1.68 


Optional for 
UTRAN. Not 
applicable 
to GERAN 
lu Mode. 


YES 


ignore 


MDT Configuration 


O 




9.2.1.97 




YES 


ignore 



9.1 .26 SECURITY MODE COMMAND 

This message is sent by the CN to trigger the integrity and ciphering functions over the radio interface. 

Direction: CN -> RNC. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Integrity Protection 
Information 


M 




9.2.1.11 


Integrity 
information 
includes 
key and 
permitted 
algorithms. 


YES 


reject 


Encryption Information 


O 




9.2.1.12 


Encryption 
information 
includes 
key and 
permitted 
algorithms. 


YES 


ignore 


Key Status 


M 




9.2.1.36 




YES 


reject 



9.1 .27 SECURITY MODE COMPLETE 

This message is sent by the RNC as a successful response to a SECURITY MODE COMMAND message. 
Direction: RNC -> CN. 
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Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Chosen Integrity Protection 
Algorithm 


M 




9.2.1.13 




YES 


reject 


Chosen Encryption 
Algorithm 


O 




9.2.1.14 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 



9.1 .28 SECURITY MODE REJECT 

This message is sent by the RNC as an unsuccessful response to a SECURITY MODE COMMAND message. 

Direction: RNC -> CN. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Cause 


M 




9.2.1.4 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 



9.1 .29 LOCATION REPORTING CONTROL 

This message is sent by the CN to initiate, modify or stop location reporting from the RNC to the CN. 

Direction: CN -> RNC. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


Request Type 


M 




9.2.1.16 




YES 


ignore 


Vertical Accuracy Code 


O 




9.2.1.46a 




YES 


ignore 


Response Time 


O 




9.2.1.46b 




YES 


ignore 


Positioning Priority 







9.2.1.46c 




YES 


ignore 


Client Type 







9.2.1. 46d 




YES 


ignore 


Include Velocity 







9.2.1.81 




YES 


ignore 


Periodic Location Info 







9.2.1.82 




YES 


ignore 



9.1 .30 LOCATION REPORT 

This message is sent by the RNC to the CN with information about the UE location. 

Direction: RNC -> CN. 

Signalling bearer mode: Connection oriented. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


Area Identity 


O 




9.2.3.10 




YES 


ignore 


Cause 


O 




9.2.1.4 




YES 


ignore 


Request Type 







9.2.1.16 




YES 


ignore 


Last Known Service Area 







9.2.3.22 




YES 


ignore 


Position Data 







9.2.3.27 


Optional for 

UTRAN 

only. 


YES 


ignore 


Position Data Specific To 
GERAN lu Mode 







9.2.3.28 


Coded as 
the value 
part of the 
Positioning 
Data IE 
defined in 
TS 49.031 
[34]. 

Optional for 
GERAN lu 
mode only. 
Not 

applicable 
for UTRAN. 


YES 


ignore 


Accuracy Fulfilment 
Indicator 







9.2.3.29 




YES 


ignore 


Velocity Estimate 







9.2.3.51 




YES 


ignore 



9.1 .31 DATA VOLUME REPORT REQUEST 

This message is sent by the CN to request unsuccessfully transmitted data volumes for specific RABs. 

Direction: CN -> RNC. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


RABs Data Volume Report 
List 


M 








YES 


ignore 


>RABs Data Volume 
Report Item lEs 




1 to 

<maxnoofRABs> 






EACH 


reject 


»RAB ID 


M 




9.2.1.2 









Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 



9.1 .32 DATA VOLUME REPORT 

This message is sent by the RNC and informs the CN about unsuccessfully transmitted data volumes for requested 
RABs. 

Direction: RNC -> CN. 

Signalling bearer mode: Connection oriented. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


RABs Data Volume Report 
List 


O 








YES 


ignore 


>RABs Data Volume 
Report Item lEs 




1 to 

<maxnoofRABs> 






EACH 


ignore 


»RAB ID 


M 




9.2.1.2 








»RAB Data Volume 
Report List 


O 












»>RAB Data Volume 
Report Item lEs 




1 to 

<maxnoofVol> 










»»Unsuccessfully 
Transmitted DL Data 
Volume 


M 




9.2.3.12 








»»Data Volume 
Reference 


O 




9.2.3.13 




■ 




hads raiiea io rteport 
List 


U 








w [— O 

Ytb 


ignore 


>RABs Failed To Report 
Item lEs 




1 to 

<maxnoofRA Bs> 






EACH 


ignore 


»RAB ID 


M 




9.2.1.2 








»Cause 


M 




9.2.1.4 








Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 



Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 


maxnoofVol 


Maximum no. of reported data volume for one RAB. Value is 2. 



9.1 .33 INITIAL UE MESSAGE 

This message is sent by the RNC to transfer the radio interface initial layer 3 message to the CN. 

Direction: RNC -> CN. 

Signalling bearer mode: Connection oriented. 
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IE/Group Name 


Presence 


Range 


IE type and 
reTerence 


Semantics 
description 


Criticaiity 


Assigned 
i^rmcaiiiy 


Message Type 


M 




9.2.1.1 




YES 


ignore 


CN Domain Indicator 


IV A 
M 




rv o ^ c 

9.^.1 .5 




\/ [— O 


ignore 


1 A 1 

LAI 


IV A 

M 




9.2.3.6 




YES 


ignore 


RAC 


C - ifPS 




9.2.3.7 




YES 


ignore 


SAI 


M 




9.2.3.9 




YES 


ignore 


NAS-PDU 


M 




9.2.3.5 




YES 


ignore 


lu Signalling Connection 
Identifier 


M 




9.2.1.38 




YES 


ignore 


Global RNC-ID 


M 




9.2.1.39 


If the Extended RNC-ID 


YES 


ignore 










IE is included in the 












message, the RNC-ID 
ic in tne uiooai hnu- 














ID IE shall be ignored. 






GERAN Olassmark 


O 




9.2.1 .57 




YES 


ignore 


Selected PLMN Identity 


O 




9.2.3.33 




YES 


ignore 


NAS Sequence Number 







9.2.3.34 




YES 


ignore 


Permanent NAS UE Identity 







9.2.3.1 




YES 


ignore 


Redirect Attempt Flag 







9.2.3.50 




YES 


ignore 


Extended RNC-ID 







9.2.1.39a 


The Extended RNC-ID 


YES 


reject 










IE shall be used if the 












RNC identity has a 
value larger than 4095. 






CSG Id 







9.2.1.85 




YES 


reject 


Cell Access Mode 







9.2.1.93 




YES 


reject 


L-GW Transport Layer 
Address 







Transport 

Layer 
Address 
9.2.2.1 


Indicating the Transport 
Layer address of the L- 
GW if the L-GW is co- 
located with the RNC 


YES 


reject 



Condition 


Explanation 


ifPS 


This IE shall be present if the CN Domain Indicator IE is set to "PS domain". 



9.1.34 DIRECT TRANSFER 

This message is sent by both the CN and the RNC and is used for carrying NAS information over the Iu interface. 
Direction: RNC -4 CN and CN RNC. 
Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticaiity 


Assigned 
Criticaiity 


Message Type 


M 




9.2.1.1 




YES 


ignore 


NAS-PDU 


M 




9.2.3.5 




YES 


ignore 


LAI 


O 




9.2.3.6 




YES 


ignore 


RAC 


O 




9.2.3.7 




YES 


ignore 


SAI 


O 




9.2.3.9 




YES 


ignore 


SAPI 


O 




9.2.3.8 




YES 


ignore 


Redirection Indication 







9.2.3.36 




YES 


ignore 


Redirection Completed 







9.2.3.35 




YES 


ignore 


Subscriber Profile ID for 
RAT/Frequency priority 







9.2.1.86 




YES 


ignore 


L-GW Transport Layer 
Address 







Transport 

Layer 
Address 
9.2.2.1 


Indicating the Transport 
Layer address of the L- 
GW if the L-GW is co- 
located with RNC. It 
can only be transmitted 
from the RNC to the 
CN. 


YES 


reject 
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9.1 .35 CN INFORMATION BROADCAST REQUEST 

Void. 

9.1 .36 CN INFORMATION BROADCAST CONFIRM 

Void. 

9.1 .37 CN INFORMATION BROADCAST REJECT 

Void. 

9.1.38 OVERLOAD 

This message is sent by either the CN or the RNC to indicate that the control plane of the node is overloaded. 
Direction: RNC -> CN and CN -4 RNC. 



Signalling bearer mode: Connectionless. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


Number Of Steps 


O 




9.2.1.32 




YES 


ignore 


Global RNC-ID 


O 




9.2.1.39 


If the 

Extended 
RNC-ID IE 
is included 
in the 
message, 
the RNC-ID 
IE in the 
Global 
RNC-ID IE 
shall be 
ignored. 


YES 


ignore 


CN Domain Indicator 







9.2.1.5 




YES 


ignore 


Global CN-ID 







9.2.1.46 




YES 


ignore 


Extended RNC-ID 







9.2.1.39a 


The 

Extended 
RNC-ID IE 
shall be 
used if the 
RNC identity 
has a value 
larger than 
4095. 


YES 


reject 


Priority Class Indicator 







9.2.1.109 




YES 


ignore 



9.1.39 RESET 

This message is sent by both the CN and the RNC and is used to request that the other node be reset. 
Direction: RNC -> CN and CN -> RNC. 
Signalling bearer mode: Connectionless. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Cause 


M 




9.2.1 .4 




YES 


ignore 


CN Domain Indicator 


M 




9.2.1.5 




YES 


reject 


Global RNC-ID 


O 




9.2.1.39 


If the 


YES 


ignore 










Extended 












RNC-ID IE 














is included 














in the 














message, 
the RNC-ID 














IE in the 














Global 














RNC-ID IE 














shall be 














ignored. 






Global CN-ID 


O 




9.2.1.46 




YES 


ignore 


Extended RNC-ID 


O 




9.2.1.39a 


The 

Extended 
RNC-ID IE 
shall be 
used if the 
RNC identity 
has a value 
larger than 
4095. 


YES 


reject 



9.1 .40 RESET ACKNOWLEDGE 

This message is sent by both the CN and the RNC as a response to a RESET message. 
Direction: RNC -> CN and CN -4 RNC. 
Signalling bearer mode: Connectionless. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


CN Domain Indicator 


M 




9.2.1.5 




YES 


reject 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 


Global RNC-ID 


O 




9.2.1.39 


If the 


YES 


ignore 










Extended 












RNC-ID IE 














is included 














in the 














message, 
the RNC-ID 














IE in the 














Global 














RNC-ID IE 














shall be 














ignored. 






Global CN-ID 


O 




9.2.1.46 




YES 


ignore 


Extended RNC-ID 


O 




9.2.1.39a 


The 

Extended 
RNC-ID IE 
shall be 
used if the 
RNC identity 
has a value 
larger than 
4095. 


YES 


reject 
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9.1.41 ERROR INDICATION 

This message is sent by both the CN and the RNC and is used to indicate that some error has been detected in the node. 
Direction: RNC -> CN and CN -> RNC. 



Signalling bearer mode: Connection oriented or connectionless. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


Cause 


O 




9.2.1.4 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 


CN Domain Indicator 


O 




9.2.1.5 




YES 


ignore 


Global RNC-ID 


O 




9.2.1.39 


If the 


YES 


ignore 










Extended 












RNC-ID IE 














is included 














in the 














message, 
the RNC-ID 














IE in the 














Global 














RNC-ID IE 














shall be 














ignored. 






Global CN-ID 


O 




9.2.1.46 




YES 


ignore 


Extended RNC-ID 







9.2.1.39a 


The 


YES 


reject 










Extended 












RNC-ID IE 














shall be 














used if the 














RNC identity 
has a value 














larger than 
4095. 







9.1 .42 CN DEACTIVATE TRACE 

This message is sent by the CN to request the RNC to stop a trace session for the indicated trace reference. 

Direction: CN -> RNC. 

Signalling bearer mode: Connection Oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


Trace Reference 


M 




9.2.1.8 




YES 


ignore 


Trigger ID 


O 




9.2.1.7 


Optional for 
GERAN lu 
Mode. 
Not 

applicable to 
UTRAN. 


YES 


ignore 



9.1 .43 RANAP RELOCATION INFORMATION 

This message is part of a special RANAP Relocation Information procedure, and is sent between RNCs during 
Relocation. 

Direction: RNC - RNC. 
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Signalling bearer mode: Not applicable. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


Direct Transfer 
Information List 


O 








YES 


ignore 


>Direct Transfer 
Information Item lEs 




1 to 

<maxnoofDT> 




Information 
received in one 
or more DIRECT 
TRANSFER 
messages and 
that needs to be 
transferred to 
target RNC for 
further 

transmission to 
tne ut. 


EACH 


ignore 


»NAS-PDU 


M 




9.2.3.5 




- 




»bArl 


IV ft 

M 




n o o o 








»CN Domain Indicator 


M 




9.2.1.5 




- 




RAB Contexts List 


O 








YES 


ignore 


>RAB Contexts Item lEs 




1 to 

<maxnoofRABs 

> 






EACH 


ignore 


»RAB ID 


M 




9.2.1 .2 








»DL GTP-PDU 
Sequence Number 







9.2.2.3 




- 




»UL GTP-PDU 
Sequence Number 







9.2.2.4 




- 




»ul N-rUU bequence 
Number 


U 




9.^.1 .OO 








»UL N-PDU Sequence 
Number 







9.2.1.34 








Source RNC PDCP context 
info 







9.2.1.54 




YES 


ignore 


RNSAP Relocation 
parameters 







9.2.1.101 


Applicable only 
to RNSAP 
relocation 


YES 


reject 



Range bound 


Explanation 


maxnoofDT 


Maximum no. of DT information. Value is 15. 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 



9.1.44 RESET RESOURCE 

This message is sent by either the CN or the RNC. The sending entity informs the receiving entity that it requests the 
receiving entity to release resources and references associated to the Iu signalling connection identifiers of the message. 

Direction: RNC CN and CN RNC. 

Signalling bearer mode: Connectionless. 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 



127 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



IE/Group Name 


Presence 


Range 


IE type ana 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1 .1 




YES 


reject 


CN Domain Indicator 


M 




9.2.1.5 




YES 


reject 


Cause 


M 




9.2.1 .4 




YES 


ignore 


Reset Resource List 


M 








YES 


ignore 


>Reset Resource Item 




1 to 






EACH 


reject 


lEs 




<maxnoofluSigCo 
nlds> 










»lu Signalling 
Connection Identifier 


M 




9.2.1.38 








Global RNC-ID 


O 




9.2.1.39 


If the 

Extended 
RNC-ID IE 
is included 
in the 
message, 
the RNC-ID 
IE in the 
Global 
RNC-ID IE 
shall be 
ignored. 


YES 


ignore 


Global CN-ID 


O 




9.2.1.46 




YES 


ignore 


Extended RNC-ID 







9.2.1.39a 


The 


YES 


reject 










Extended 












RNC-ID IE 














shall be 














used if the 














RNC identity 
has a value 














larger than 
4095. 







Range bound 


Explanation 


maxnoofluSigConlds 


Maximum no. of lu signalling connection identifiers. Value is 250. 



The maximum number of Iu signalling connection identifiers contained in the RESET RESOURCE message shall not 
exceed the range bound specified for the maxnoofluSigConlds (max. no. of Iu signalling connection identifiers) as 
indicated in the table above. 
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9.1 .45 RESET RESOURCE ACKNOWLEDGE 

This message is sent by either the CN or the RNC to inform the RNC or the CN that the RESET RESOURCE message 
has been received. 

Direction: RNC -> CN and CN -4 RNC. 



Signalling bearer mode: Connectionless. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


CN Domain Indicator 


M 




9.2.1.5 




YES 


reject 


Reset Resource List 


M 








YES 


ignore 


>Reset Resource Item 




1 to 




This list 


EACH 


reject 


lEs 




<maxnoofluSigCo 
nlds> 




shall be in 
the same 
order as the 
list received 
in the 
RESET 
RESOURC 
E message. 




»lu Signalling 
Connection Identifier 


M 




9.2.1.38 




- 




Global RNC-ID 


O 




9.2.1.39 


If the 

Extended 
RNC-ID IE 
is included 
in the 
message, 
the RNC-ID 
IE in the 
Global 
RNC-ID IE 
shall be 
ignored. 


YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 


Global CN-ID 







9.2.1.46 




YES 


ignore 


Extended RNC-ID 







9.2.1.39a 


The 


YES 


reject 










Extended 












RNC-ID IE 














shall be 














used if the 














RNC identity 
has a value 














larger than 
4095. 







Range bound 


Explanation 


maxnoofluSigConlds 


Maximum no. of lu signalling connection identifiers. Value is 250. 



9.1 .46 RAB MODIFY REQUEST 

This message is sent by the RNC to the CN to request modification of one or more RABs for the same UE. 

Direction: RNC -> CN. 

Signalling bearer mode: Connection oriented. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


RABs To Be Modified List 


M 








YES 


ignore 


>RABs To Be Modified 
Item lEs 




1 to 

<maxnoofRABs> 






EACH 


ignore 


»RAB ID 


M 




9.2.1.2 


Uniquely 
identifies the 
RAB for a 
specific CN 
domain, for a 
particular UE. 






»Requested RAB 
Parameter Values 


M 




9.2.1.45 


Includes RAB 
parameters for 
which different 
values than 
what was 
originally 
negotiated are 
being 
requested. 







Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 



9.1 .47 LOCATION RELATED DATA REQUEST 

This message is sent by the CN either to initiate delivery of dedicated assistance data from the RNC to the UE, or to 
retrieve deciphering keys for the broadcast assistance data. 

Direction: CN -> RNC. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Location Related Data 
Request Type 


O 




9.2.3.19 


Mandatory 
for UTRAN. 
Optional for 
GERAN lu 
Mode. 


YES 


reject 


Location Related Data 
Request Type Specific To 
GERAN lu Mode 


O 




9.2.3.26 


Optional for 
GERAN lu 
Mode only. 
Not 

applicable 
for UTRAN. 


YES 


reject 


Requested GANSS 
Assistance Data 


C- 

ifDedAssG 
ANSS 




9.2.3.53 




YES 


reject 



Condition 


Explanation 


ifDedAssGANSS 


This IE shall be present if the Requested Location Related Data 
Type IE is set to "Dedicated Assistance Data for Assisted GANSS" 
or "Dedicated Assistance Data for Assisted GPS and GANSS". 



9.1 .48 LOCATION RELATED DATA RESPONSE 

This message is sent by the RNC as a successful response to a LOCATION RELATED DATA REQUEST message. 
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Direction: RNC -> CN. 



Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Broadcast Assistance Data 
Deciphering Keys 


O 




9.2.3.20 


Deciphering 
keys for UE 
based 
OTDOA or 
Assisted 
GPS 


\/|— O 

YES 


ignore 


Criticality Diagnostics 







9.2.1.35 




YES 


ignore 


Broadcast GANSS 
Assistance Data 
Deciphering Keys 







9.2.3.20 


Deciphering 
keys for 
Assisted 
GANSS 


YES 


ignore 



9.1 .49 LOCATION RELATED DATA FAILURE 

This message is sent by the RNC to report an unsuccessful response to a LOCATION RELATED DATA REQUEST 

message. 

Direction: RNC -4 CN. 



Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Cause 


M 




9.2.1.4 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 



9.1 .50 INFORMATION TRANSFER INDICATION 

This message is sent by the CN to transfer information to an RNC. 

Direction: CN -> RNC. 

Signalling bearer mode: Connectionless. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Information Transfer ID 


M 




9.2.1.55 




YES 


reject 


Provided Data 


M 




9.2.1.56 




YES 


reject 


CN Domain Indicator 


M 




9.2.1.5 




YES 


reject 


Global CN-ID 


O 




9.2.1.46 




YES 


ignore 



9.1 .51 INFORMATION TRANSFER CONFIRMATION 

This message is sent by the RNC as a successful response to an INFORMATION TRANSFER INDICATION message. 

Direction: RNC -> CN. 

Signalling bearer mode: Connectionless. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Information Transfer ID 


M 




9.2.1.55 




YES 


ignore 


CN Domain Indicator 


M 




9.2.1.5 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 


Global RNC-ID 


M 




9.2.1.39 


If the 
Extended 
RNC-ID IE 
is included 
in the 
message, 
the RNC-ID 
IE in the 
Global 
RNC-ID IE 
shall be 
ignored. 


YES 


ignore 


Extended RNC-ID 


O 




9.2.1.39a 


The 

Extended 
RNC-ID IE 
shall be 
used if the 
RNC 

identity has 
a value 
larger than 
4095. 


YES 


reject 



9.1 .52 INFORMATION TRANSFER FAILURE 

This message is sent by the RNC as an unsuccessful response to an INFORMATION TRANSFER INDICATION 
message. 

Direction: RNC -> CN. 

Signalling bearer mode: Connectionless. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Information Transfer ID 


M 




9.2.1.55 




YES 


ignore 


CN Domain Indicator 


M 




9.2.1.5 




YES 


ignore 


Cause 


M 




9.2.1.4 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 


Global RNC-ID 


M 




9.2.1.39 


If the Extended 


YES 


ignore 










RNC-ID IE is 












included in the 














message, the 
RNC-ID IE in the 














Global RNC-ID IE 














shall be ignored. 






Extended RNC-ID 


O 




9.2.1.39a 


The Extended 
RNC-ID IE shall 
be used if the 
RNC identity has 
a value larger 
than 4095. 


YES 


reject 



9.1 .53 UE SPECIFIC INFORMATION INDICATION 

This message is sent by the CN to inform the RNC about information related to this connection. 
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Direction: CN -> RNC. 



Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


UESBI-lu 


O 




9.2.1.59 




YES 


ignore 



9.1 .54 DIRECT INFORMATION TRANSFER 

This message is sent by both the RNC and the CN in order to transfer specific information. 
Direction: RNC -> CN and CN -» RNC. 
Signalling bearer mode: Connectionless. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


Inter-system Information 
Transfer Type 


O 




9.2.1.62 




YES 


ignore 


CN Domain Indicator 


M 




9.2.1.5 




YES 


ignore 


Global RNC-ID 


O 




9.2.1.39 


If the 

Extended 
RNC-ID IE 
is included 
in the 
message, 
the RNC-ID 
IE in the 
Global 
RNC-ID IE 
shall be 
ignored. 


YES 


ignore 


Global CN-ID 


O 




9.2.1.46 




YES 


ignore 


Extended RNC-ID 


O 




9.2.1.39a 


The 

Extended 
RNC-ID IE 
shall be 
used if the 
RNC 

identity has 
a value 
larger than 
4095. 


YES 


reject 



9.1 .55 UPLINK INFORMATION EXCHANGE REQUEST 

This message is sent by the RNC to the CN in order to transfer or request specific information. The nature of the 
exchange i.e. transfer or request of specific information is indicated within the Information Exchange Type IE. The 
nature of the information to be transferred is indicated within the Information Transfer Type IE. The nature of the 
information requested is indicated within the Information Request Type IE. 

Direction: RNC -4 CN. 

Signalling bearer mode: Connectionless. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1 .1 




YES 


reject 


Information Exchange ID 


M 




9.2.1 .71 




YES 


reject 


Information Exchange Type 


M 




9.2.1.72 




YES 


reject 


Information Transfer Type 


C- 

iftransfer 




9.2.1.63 




YES 


reject 


Information Request Type 


C- 

ifrequest 




9.2.1.73 




YES 


reject 


CN Domain Indicator 


M 




9.2.1.5 




YES 


reject 


Global RNC-ID 


M 




9.2.1.39 


If the 

Extended 
RNC-ID IE 
is included 
in the 
message, 
the RNC-ID 
IE in the 
Global 
RNC-ID IE 
shall be 
ignored. 


YES 


reject 


Extended RNC-ID 







9.2.1.39a 


The 

Extended 
RNC-ID IE 
shall be 
used if the 
RNC 

identity has 
a value 
larger than 
4095. 


YES 


reject 



Condition 


Explanation 


Iftransfer 


This IE shall be present if the Information Exchange Type IE is set 
to "transfer". 


Ifrequest 


This IE shall be present if the Information Exchange Type IE is set 
to "request". 



9.1 .56 UPLINK INFORMATION EXCHANGE RESPONSE 

This message is sent by the CN to the RNC as a successful response to the UPLINK INFORMATION EXCHANGE 
REQUEST message. 

Direction: CN -> RNC. 

Signalling bearer mode: Connectionless. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Information Exchange ID 


M 




9.2.1.71 




YES 


ignore 


Information Requested 


O 




9.2.1.74 




YES 


ignore 


CN Domain Indicator 


M 




9.2.1.5 




YES 


ignore 


Global CN-ID 


O 




9.2.1.46 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 



9.1 .57 UPLINK INFORMATION EXCHANGE FAILURE 

This message is sent by the CN to the RNC as an unsuccessful response to the UPLINK INFORMATION EXCHANGE 
REQUEST message. 
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Direction: CN -> RNC. 



Signalling bearer mode: Connectionless. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Information Exchange ID 


M 




9.2.1.71 




YES 


ignore 


CN Domain Indicator 


M 




9.2.1.5 




YES 


ignore 


Global CN-ID 


O 




9.2.1.46 




YES 


ignore 


Cause 


M 




9.2.1.4 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 



9.1 .58 MBMS SESSION START 

This message is sent by the CN to establish a MBMS Iu signalling connection and if needed a MBMS RAB. 

Direction: CN -> RNC. 

Signalling bearer mode: Connection oriented. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1 .1 




YES 


reject 


TMGI 


M 




9.2.3.37 




YES 


reject 


MBMS Session Identity 


O 




9.2.3.38 




YES 


ignore 


MBMS Bearer Service 
Type 


M 




9.2.3.39 




YES 


reject 


lu Signalling Connection 
Identifier 


M 




9.2.1.38 




YES 


reject 


RAB parameters 


M 




9.2.1 .3 




YES 


reject 


PDP Type Information 


(J 




\d.ii. \ .4U 




Ybb 


ignore 


MBMS Session Duration 


M 




9.2.3.40 




YES 


reject 


MBMS Service Area 


M 




9.2.3.41 




YES 


reject 


Frequency Layer 
Convergence Flag 







9.2.1.76 




YES 


ignore 


RA List of Idle Mode UEs 







9.2.3.42 




YES 


ignore 


f~\ 1 _ l_ _ 1 All \T~\ II - 

Global CN-ID IE 







9.2.1 .46 




YES 


reject 


MBMS Session Repetition 
Number 







9.2.3.48 




YES 


ignore 


Time to MBMS Data 
Transfer 


M 




9.2.3.49 




YES 


reject 


MBMS Counting 
Information 


O 




9.2.3.39a 




YES 


ignore 


MBMS Synchronisation 
Information 


O 








YES 


ignore 


>MBMS HC Indicator 


M 




9.2.1.84 








>IP Multicast Address 


M 




OCTET 
STRING 
(4.. 16) 








>GTP DL TEID 


M 




OCTET 
STRING (4) 


For details 
and range, 
see TS 
29.281 [59] 






>IP Source Address 


O 




OCTET 
STRING 
(4..16) 




YES 


reject 


PDP Type Information 
extension 


O 




9.2.1.40 a 


The PDP 

Type 

Information 
extension IE 
can only be 
included if 
PDP Type 
Information 
IE is not 
present. 


YES 


Ignore 



9.1 .59 MBMS SESSION START RESPONSE 

This message is sent by the RNC to report the successful outcome of the request from the MBMS SESSION START 
message. 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 



136 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



Direction: RNC -> CN. 



Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Transport Layer 
Information 


O 








YES 


ignore 


>Transport Layer 
Address 


M 




9.2.2.1 




YES 


ignore 


>lu Transport Association 


M 




9.2.2.2 




YES 


ignore 


Cause 


O 




9.2.1.4 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore n 



9.1 .60 MBMS SESSION START FAILURE 

This message is sent by the RNC to report the unsuccessful outcome of the request from the MBMS SESSION START 
message. 

Direction: RNC -> CN. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Cause 


M 




9.2.1.4 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 



9.1 .61 MBMS SESSION UPDATE 

This message is sent by the CN to inform the RNC whenever the RA List of Idle Mode UEs changes compared to one 
previously sent. 

Direction: CN -> RNC. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Session Update ID 


M 




9.2.1.77 




YES 


reject 


Delta RA List of Idle Mode 
UEs 


M 




9.2.3.43 




YES 


reject 



9.1 .62 MBMS SESSION UPDATE RESPONSE 

This message is sent by the RNC to report the successful outcome of the request from the MBMS SESSION UPDATE 
message. 
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Direction: RNC -> CN. 



Signalling bearer mode: Connection oriented. 



lE/Groun Namp 


Pfpcpnpp 


Rannp 


IE tvnp and 

reference 


Spmantir^ 

wd iiuii u v«J 

description 


Critiralitv 

v^i iLikraiiiy 


A^innpd 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Session Update ID 


M 




9.2.1.77 




YES 


ignore 


Transport Layer 
Information 


O 








YES 


ignore 


>Transport Layer 
Address 


M 




9.2.2.1 




YES 


ignore 


>lu Transport Association 


M 




9.2.2.2 




YES 


ignore 


Cause 


O 




9.2.1.4 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 



9.1 .63 MBMS SESSION UPDATE FAILURE 

This message is sent by the RNC to report the unsuccessful outcome of the request from the MBMS SESSION 
UPDATE message. 

Direction: RNC -> CN. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Session Update ID 


M 




9.2.1.77 




YES 


ignore 


Cause 


M 




9.2.1.4 




YES 


ignore 


Criticality Diagnostics 







9.2.1.35 




YES 


ignore 



9.1 .64 MBMS SESSION STOP 

This message is sent by the CN to release a MBMS Iu signalling connection and its associated MBMS RAB. 

Direction: CN -> RNC. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


MBMS CN De-Registration 


M 




9.2.3.44 




YES 


reject 



9.1 .65 MBMS SESSION STOP RESPONSE 

This message is sent by the RNC to report the outcome of the request from the MBMS SESSION STOP message. 

Direction: RNC -> CN. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Cause 


O 




9.2.1.4 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 138 ETSI TS 125 413 V10.2.0 (2011-07) 

9.1 .66 MBMS UE LINKING REQUEST 

This message is sent by the CN to make the RNC aware that a given UE, with existing Iu-ps signalling connection, 
joined/left one or several Multicast Services. 

Direction: CN -> RNC. 



Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Joined MBMS Bearer 
Services List 


O 








YES 


reject 


>Joined MBMS Bearer 
Service lEs 




1 to 

<maxnoofMulticas 
tServicesPerUE> 






EACH 


reject 


»TMGI 


M 




9.2.3.37 


The same 
TMGI must 
only be 
present in 
one group. 






»PTP RAB ID 


M 




9.2.1.75 








Left MBMS Bearer 
Services List 


O 








YES 


reject 


>Left MBMS Bearer 
Service lEs 




1 to 

<maxnoofMulticas 
tServicesPerUE> 






EACH 


reject 


»TMGI 


M 




9.2.3.37 


The same 
TMGI must 
only be 
present in 
one group. 







Range bound 


Explanation 


maxnoofMulticastServicesPerUE 


Maximum no. of Multicast Services that a UE can join and leave 
respectively. Value is 128. 



9.1 .67 MBMS UE LINKING RESPONSE 

This message is sent by the RNC to report the outcome of the request from the MBMS UE LINKING REQUEST 

message. 

Direction: RNC -> CN. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Unsuccessful Linking 
List 


O 








YES 


ignore 


Unsuccessful 
Linking lEs 




1 to 

<maxnoofMulticas 
tServicesPerUE> 






EACH 


ignore 


»TMGI 


M 




9.2.3.37 


The same 
TMGI must 
only be 
present in 
one group. 






»Cause 


M 




9.2.1.4 








Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 
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Range bound 


Explanation 


maxnoofMulticastServicesPerUE 


Maximum no. of Multicast Services that a UE can join and leave 
respectively. Value is 128. 



9.1 .68 MBMS REGISTRATION REQUEST 

This message is sent by the RNC to request the CN to register or de-register the RNC for a certain Multicast Service. 
Direction: RNC -> CN. 

Signalling bearer mode: Connectionless or connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


MBMS Registration Request 
Type 


M 




9.2.3.45 




YES 


reject 


TMGI 


M 




9.2.3.37 




YES 


reject 


IP Multicast Address 


C- 

ifRegister 




OCTET 
STRING 




YES 


reject 


APN 


C- 

ifRegister 




OCTET 
STRING 




YES 


reject 


Global RNC-ID 


O 




9.2.1.39 


If the 

Extended 
RNC-ID IE 
is included 
in the 
message, 
the RNC-ID 
IE in the 
Global 
RNC-ID IE 
shall be 
ignored. 


YES 


reject 


Extended RNC-ID 


O 




9.2.1.39a 


The 

Extended 
RNC-ID IE 
shall be 
used if the 
RNC 

identity has 
a value 
larger than 
4095. 


YES 


reject 



Condition 


Explanation 


IfRegister 


This IE shall be present if the MBMS Registration Request Type IE 
is set to "register". 



9.1 .69 MBMS REGISTRATION RESPONSE 

This message is sent by the CN to the RNC as a successful response to the MBMS REGISTRATION REQUEST 

message. 

Direction: CN -> RNC. 

Signalling bearer mode: Connectionless or connection oriented. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


TMGI 







9.2.3.37 




YES 


ignore 


Global CN-ID 







9.2.1.46 




YES 


ignore 


Criticality Diagnostics 







9.2.1.35 




YES 


ignore 



9.1 .70 MBMS REGISTRATION FAILURE 

This message is sent by the CN to the RNC as an unsuccessful response to the MBMS REGISTRATION REQUEST 

message. 

Direction: CN -> RNC. 



Signalling bearer mode: Connectionless or connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


TMGI 


O 




9.2.3.37 




YES 


ignore 


Global CN-ID 


O 




9.2.1.46 




YES 


ignore 


Cause 


M 




9.2.1.4 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 



9.1 .71 MBMS CN DE-REGISTRATION REQUEST 

This message is sent by the CN to make the RNC aware that a certain Multicast Service is no longer available. 

Direction: CN -> RNC. 

Signalling bearer mode: Connectionless. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


TMGI 


M 




9.2.3.37 




YES 


reject 


Global CN-ID 


O 




9.2.1.46 




YES 


reject 



9.1 .72 MBMS CN DE-REGISTRATION RESPONSE 

This message is sent by the RNC to the CN as a response to the MBMS CN DE-REGISTRATION REQUEST message. 

Direction: RNC -> CN. 

Signalling bearer mode: Connectionless. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


TMGI 


M 




9.2.3.37 




YES 


ignore 


Global RNC-ID 


M 




9.2.1.39 


If the 
Extended 
RNC-ID IE 
is included 
in the 
message, 
the RNC-ID 
IE in the 
Global 
RNC-ID IE 
shall be 
ignored. 


YES 


ignore 


Cause 







9.2.1.4 




YES 


ignore 


Criticality Diagnostics 







9.2.1.35 




YES 


ignore 


Extended RNC-ID 







9.2.1.39a 


The 

Extended 
RNC-ID IE 
shall be 
used if the 
RNC 

identity has 
a value 
larger than 
4095. 


YES 


reject 



9.1 .73 MBMS RAB ESTABLISHMENT INDICATION 

This message is sent by the RNC to the CN to inform the CN of the establishment of the MBMS RAB corresponding to 
the MBMS Iu signalling connection used by this message. 

Direction: RNC -> CN. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


Transport Layer 
Information 


M 








YES 


ignore 


>Transport Layer Address 


M 




9.2.2.1 




YES 


ignore 


>lu Transport Association 


M 




9.2.2.2 




YES 


ignore 



9.1 .74 MBMS RAB RELEASE REQUEST 

This message is sent by the RNC to request the CN to release the MBMS RAB. 

Direction: RNC -4 CN. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Cause 


M 




9.2.1.4 




YES 


ignore 
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9.1 .75 MBMS RAB RELEASE 

This message is sent by the CN to order the RNC to release all MBMS resources related to the Iu connection. 
Direction: CN -> RNC. 



Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Cause 


M 




9.2.1.4 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 



9.1 .76 MBMS RAB RELEASE FAILURE 

This message is sent by the CN to the RNC as an unsuccessful response to the MBMS RAB RELEASE REQUEST 
message. 

Direction: CN -» RNC. 



Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Cause 


M 




9.2.1.4 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 



9.1 .77 ENHANCED RELOCATION COMPLETE REQUEST 

This message is sent by the RNC to inform the CN that an enhanced relocation is completed. 

Direction: RNC -> CN 

Signalling bearer mode: Connection oriented. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Old lu Signalling Connection 
Identifer 


M 




lu Signalling 
Connection 
Identifier 
9.2.1.38 




YES 


reject 


lu Signalling Connection 
Identifier 


M 




9.2.1.38 




YES 


reject 


Relocation Source RNC-ID 


M 




Global RNC- 
ID 

9.2.1.39 


If the 

Relocation 
Source 
Extended 
RNC-ID IE is 
included in 
the message, 
the Gobal 
RNC-ID IE in 
the 

Relocation 
Source RNC- 
ID IE shall be 
ignored. 


YES 


reject 


Relocation Source Extended 
RNC-ID 


O 




Extended 
RNC Id 
9.2.1.39a 


The 

Relocation 
Source 
Extended 
RNC-ID IE 
shall be used 
if the RNC 
identity has a 
value larger 
than 4095. 


YES 


reject 


Relocation Target RNC-ID 


M 




Global RNC- 
ID 

9.2.1.39 


If the 

Relocation 
Target 
Extended 
RNC-ID IE is 
included in 
the message, 
the RNC-ID 
IE in the 
Target RNC- 
ID IE shall be 
ignored. 


YES 


reject 


Relocation Target Extended 
RNC-ID 


O 




9.2.1.39a 


The 

Relocation 
Target 
Extended 
RNC-ID IE 
shall be used 
if the RNC 
identity has a 
value larger 
than 4095. 


YES 


reject 


RABs Setup List 


O 








YES 


reject 


>RABs Setup Item lEs 




1 to 

<maxnoofRABs 

> 






EACH 


reject 


»RAB ID 


M 




9.2.1 .2 








»Transport Layer 
Address 


O 




9.2.2.1 


IPv6 or IPv4 
address. 


- 




»lu Transport 
Association 


O 




9.2.2.2 


Related to 
TLA above. 






»Assigned RAB 
Parameter Values 







9.2.1.44 








Chosen Integrity Protection 
Algorithm 







9.2.1.13 


Indicates the 
Integrity 


YES 


ignore 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 










Protection 
algorithm 
that will be 
used by the 
target RNC. 






Chosen Encryption Algorithm 


O 




9.2.1.14 


Indicates the 
Encryption 
algorithm 
that will be 
used by the 
target RNC. 


YES 


ignore 



Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 



9.1 .78 ENHANCED RELOCATION COMPLETE RESPONSE 

This message is sent by the CN to inform the RNC that an enhanced relocation is completed in CN. 

Direction: CN -> RNC. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


RABs Setup List 


O 








YES 


ignore 


>RABs Setup Item lEs 




1 to 

<maxnoofRABs 

> 






EACH 


reject 


[ »RAB ID 


M 




9.2.1.2 








»RAB Parameters 


O 




9.2.1.3 








»User Plane 
Information 


M 












»>User Plane Mode 


M 




9.2.1.18 








»>UP Mode Versions 


M 




9.2.1.19 








»Transport Layer 
Address 


O 




9.2.2.1 








»lu Transport 
Association 


O 




9.2.2.2 


Related to 
TLA above. 






»Offload RAB 
parameters 







9.2.1.94 


Applicable 
only for 
SIPTO at lu- 
PS 


YES 


ignore 


RABs To Be Released List 











YES 


ignore 


>RABs To Be Released 
Item 




1 to 

<maxnoofRABs 

> 






EACH 


ignore 


»RAB ID 


M 




9.2.1.2 








»Cause 


M 




9.2.1.4 








Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 


UE Aggregate Maximum Bit 
Rate 







9.2.1.91 




YES 


ignore 


MSISDN 







9.2.1.95 


Applicable 
only for 
SIPTO at lu- 
PS 


YES 


ignore 
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Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 



9.1 .79 ENHANCED RELOCATION COMPLETE FAILURE 

This message is sent by the CN to inform the RNC that a failure has occurred in the CN during the enhanced relocation 
procedure. 

Direction: CN -> RNC. 



Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


Cause 


M 




9.2.1.4 




YES 


ignore 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 



9.1 .80 ENHANCED RELOCATION COMPLETE CONFIRM 

This message is sent by the RNC to inform the CN that an enhanced relocation is completed. 
Direction: RNC -4 CN 



Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


RABs Failed To Initialise 
List 


O 








YES 


ignore 


>RABs Failed To 
Initialise Item lEs 




1 to 

<maxnoofRABs 

> 






EACH 


ignore 


»RAB ID 


M 




9.2.1.2 








»Cause 


M 




9.2.1.4 









Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 



9.1 .81 RANAP ENHANCED RELOCATION INFORMATION REQUEST 

This message is part of a special RANAP Enhanced Relocation Information procedure, and is sent between RNCs 
during enhanced relocation. 

Direction: RNC -> RNC. 

Signalling bearer mode: Not applicable. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


ignore 


Source RNC To Target RNC 
Transparent Container 


M 




9.2.1 .28 




YES 


reject 


Old lu Signalling Connection 
Identifier CS domain 


O 




9.2.1 .38 




YES 


ignore 


Global CN-ID CS domain 


o 




9.2.1 .46 




YES 


reject 


Old lu Signalling Connection 
Identifier PS domain 


o 




9.2.1 .38 




YES 


ignore 


/~» 1 — l— — 1 M \T~\ DO rlnm r*. ! t-\ 

(jiooai on-iu ro oomain 


U 




.4b 




Ybb 


reject 


KAbs io be setup List 


O 








Ytb 


reject 


>RABs To Be Setup Item 

IbS 




/ to 

<maxnoofRABs> 






EACH 


reject 


»CN Domain Indicator 


M 




9.2.1 .5 








»RAB ID 


M 




9.2.1 .2 








*~ »RAB Parameters 


M 




9.2.1.3 








»Data Volume 


C - ifPS 




9.2.1 .17 








Reporting 
Indication 














»PDP Type Information 


C - ifPS 




9.2.1 .40 








»User Plane 


M 












Information 














»>User Plane Mode 


M 




9.2.1.18 




- 




»>UP Mode Versions 


M 




9.2.1.19 








»Data Forwarding TNL 
Information 


O 












»>Transport Layer 
Address 


M 




9.2.2.1 








>»Transport 
Association 


M 




lu Transport 
Association 
9.2.2.2 


Related to 
TLA above. 






»Source Side lu UL 


O 












TNL Information 














»>Transport Layer 
Address 


M 




9.2.2.1 








»>lu Transport 
Association 


M 




9.2.2.2 








»Service Handover 


O 




9.2.1.41 








»Alternative RAB 


O 




9.2.1.43 








Parameter Values 














»E-UTRAN Service 







9.2.1.90 




YES 


ignore 


Handover 












»PDP Type Information 







9.2.1.40a 


The POP 


YES 


Ignore 


extension 








Type 

Information 
extension IE 
can only be 
included if 
POP Type 
Information 

IE IS 

present. 






SNA Access Information 







9.2.3.24 




YES 


ignore 


UESBI-lu 







9.2.1 .59 




YES 


ignore 


Selected PLMN Identity 







9.2.3.33 




YES 


ignore 


CN MB MS Linking 
Information 











YES 


ignore 


>Joined MBMS Bearer 
Service lEs 




1 to 

<maxnoofMulticas 
tServicesPerUE> 






EACH 


ignore 


»TMGI 


M 




9.2.3.37 








»PTP RAB ID 


M 




9.2.1.75 








Integrity Protection 
Information 


O 




9.2.1.11 


Integrity 
Protection 
Information 
includes key 


YES 


ignore 
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and 

permitted 
algorithms. 






Encryption Information 







9.2.1.12 


Integrity 
Protection 
Information 
includes key 
and 

permitted 
algorithms. 


YES 


ignore 


UE Aggregate Maximum Bit 
Rate 







9.2.1.91 




YES 


ignore 


RAB Parameters List 







9.2.1.102 


Applicable 
only to 
RNSAP 
relocation 


YES 


reject 


CSG ID 







9.2.1.85 


Applicable 
only to 
RNSAP 
relocation 


YES 


reject 


CSG Membership Status 







9.2.1.92 


Applicable 
only to 
RNSAP 
relocation 


YES 


reject 



Condition 


Explanation 


IfPS 


This IE shall be present if the CN domain indicator IE is set to "PS 
domain". 




Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 


maxnoofMulticastServicesPerUE 


Maximum no. of Multicast Services that a UE can join and leave 
respectively. Value is 128. 



9.1 .82 RANAP ENHANCED RELOCATION INFORMATION RESPONSE 

This message is the response message of a special RANAP Enhanced Relocation Information procedure, and is sent 
between RNCs during enhanced relocation. 

Direction: RNC -4 RNC. 

Signalling bearer mode: Not applicable. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1 .1 




YES 


reject 


Target RNC To Source RNC 
Transparent Container 







9.2.1 .30 




YES 


ignore 


RABs Setup List 


o 








\/|— O 

YES 


ignore 


>RABs Setup Item lEs 




1 to 

<maxnoofRABs> 






EACH 


reject 


»CN Domain Indicator 


M 




9.2.1.5 








»RAB ID 


M 




9.2.1.2 








»Data Forwarding 
Information 


O 








- 




»>DL Forwarding 
Transport Layer 
Address 


M 




Transport 

Layer 
Address 
9.2.2.1 








»>DL Forwarding 
Transport Association 


M 




lu Transport 
Association 
9.2.2.2 


Related to 
TLA above. 


- 




»Assigned RAB 
Parameter Values 


O 




9.2.1 .44 








kads ranea io betup List 


u 








Ybb 


ignore 


>RABs Failed To Setup 
Item lEs 




1 to 

<maxnoofRABs> 






EACH 


ignore 


»CN Domain Indicator 


M 




9.2.1.5 








»RAB ID 


M 




9.2.1.2 








»Cause 


M 




9.2.1.4 








Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 



Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 



9.1 .83 SRVCC CS KEYS REQUEST 

This message is sent by the source RNC to the source SGSN to request security information for SRVCC operation. 

Direction: RNC -> SGSN. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 



9.1 .84 SRVCC CS KEYS RESPONSE 

This message is sent by the source SGSN to the source RNC. It contains information necessary for SRVCC operation. 
Direction: SGSN -> RNC. 

Signalling bearer mode: Connection oriented. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 




9.2.1.1 




YES 


reject 


Integrity Protection Key 


M 




BIT STRING 
(128) 




YES 


reject 


Encryption Key 


M 




BIT STRING 
(128) 




YES 


reject 


SRVCC Information 


M 




9.2.1.89 




YES 


reject 


Criticality Diagnostics 


O 




9.2.1.35 




YES 


ignore 
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9.2 



Information Element Definitions 



9.2.0 



General 



Subclause 9.2 presents the RANAP IE definitions in tabular format. The corresponding ASN.l definition is presented in 
subclause 9.3. In case there is contradiction between the tabular format in subclause 9.2 and the ASN.l definition, the 
ASN.l shall take precedence, except for the definition of conditions for the presence of conditional elements, where the 
tabular format shall take precedence. 

When specifying information elements which are to be represented by bitstrings, if not otherwise specifically stated in 
the semantics description of the concerned IE or elsewhere, the following principle applies with regards to the ordering 
of bits: 

The first bit (leftmost bit) contains the most significant bit (MSB); 

- The last bit (rightmost bit) contains the least significant bit (LSB); 

When importing bitstrings from other specifications, the first bit of the bitstring contains the first bit of the 
concerned information; 



9.2.1 



Radio Network Layer Related lEs 



9.2.1.1 



Message Type 



The Message Type IE uniquely identifies the message being sent. It is mandatory for all messages. 
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IE/Group Name 


Presence 


Range 


IE type and reference 


Semantics description 


Message Type 








Assumed max no of messages 
is 256. 


>Procedure Code 


M 




(RAB Assignment, 
RAB Release Request, 
lu Release Request, 
lu Release, 

Relocation Preparation, 
Relocation Resource 
Allocation, 
Relocation Detect, 
Relocation Complete 
Relocation Cancel, 
SRNS Context 
Transfer, 

SRNS Data Forwarding 
Initiation, 
SRNS Context 
Forwarding from 
Source RNC to CN, 
SRNS Context 
Forwarding to Target 
RNC from CN, 
Paging, 
Common ID, 
CN Invoke Trace, 
Security Mode Control, 
Location Reporting 
Control 

Location Report, 
Data Volume Report, 
Initial UE Message 
Direct Transfer, 
Overload Control, 
Reset, 

Error Indication, 
CN Deactivate Trace, 
RANAP Relocation 
Information, 
RANAP Enhanced 
Relocation Information 
Reset Resource, 

RAB Modify Request, 
Location Related Data, 
Information Transfer, 
UE Specific 
Information, 
Direct Information 
Transfer, 

Uplink Information 
Exchange, 

MBMS Session Start, 
MBMS Session Update, 
MBMS Session Stop, 
MBMS UE Linking, 
MBMS Registration, 
MBMS CN De- 
Registration, 
MBMS RAB 
Establishment 
Indication, 

MBMS RAB Release, 
Enhanced Relocation 
Complete, Enhanced 
Relocation Complete 
Confirm 
) 
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>Type of Message 


M 




CHOICE (Initiating 
Message, Successful 
Outcome, Unsuccessful 
Outcome, Outcome, ...) 





9.2.1.2 RABID 

This element uniquely identifies a radio access bearer for a specific CN domain for a particular UE, which makes the 
RAB ID unique over one Iu connection. The RAB ID shall remain the same for the duration of the RAB even when the 
RAB is relocated to another Iu connection. 

The purpose of the element is to bind data stream from the Non Access Stratum point of view (e.g. bearer of call or PDP 
context) and radio access bearer in Access Stratum. The value is also used in the RNC to relate Radio Bearers to a 
RAB. The content of this information element is transferred unchanged from the CN node (i.e. MSC or SGSN) via the 
RNC to the UE by RANAP messages and RRC messages. For RRC messages refer to TS 25.331 [10]. 



The element contains binary representation of either the Stream Identifier (SI) for CS domain or the Network Service 
Access Point Identifier (NSAPI) for PS domain. These identifiers are coded in the RAB ID element in accordance with 
the coding of the Stream Identifier IE and with the coding of the NSAPI IE in TS 24.008 [8]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


RAB ID 


M 




BIT STRING 

(8) 





9.2.1.3 RAB Parameters 

The purpose of the RAB parameters IE group and other parameters within the RAB parameters IE group is to indicate 
all RAB attributes as defined in TS 23.107 [7] for both directions. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


RAB parameters 














>Traffic Class 


M 




ENUMERAT 
ED 

(conversatio 
nal, 

streaming, 
interactive, 
background, 
...) 


Desc: This IE 
indicates the type of 
application for which 
the Radio Access 
Bearer service is 
optimised 






>RAB Asymmetry 
Indicator 


M 




ENUMERAT 
ED 

(Symmetric 
bidirectional, 
Asymmetric 
Uni 

directional 
downlink, 
Asymmetric 
Uni 

directional 

Uplink, 

Asymmetric 

Bidirectional, 

...) 


Desc: This IE 
indicates asymmetry 
or symmetry of the 
RAB and traffic 
direction 


- 




>Maximum Bit 
Rate 


M 


1 to <nbr- 
Separate 
TrafficDir 
ections> 


INTEGER 
(1.. 16,000,0 
00) 


Desc: This IE 
indicates the 
maximum number of 
bits delivered by 
UTRAN and to 
UTRAN at a SAP 
within a period of 
time, divided by the 
duration of the 
period. 

The unit is: bit/s 
This IE shall be 
ignored if Supported 
Maximum Bite Rate 
IE is present. 
Usage: 
When nbr- 

SeparateTrafficDirect 
ions is equal to 2, 
then Maximum Bit 
Rate attribute for 
downlink is signalled 
first, then Maximum 
Bit Rate attribute for 
uplink 


- 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


RAB parameters 














>Guaranteed Bit 
Rate 


C-iftrafficConv- 
Stream 


1 to <nbr- 
Separate 
TrafficDir 
ections> 


INTEGER 
(0.. 16,000,0 
00) 


Desc: This IE 
indicates the 
guaranteed number 
of bits delivered at a 
SAP within a period 
of time (provided that 
there is data to 
deliver), divided by 
the duration of the 
period. The unit is: 
bit/s 

This IE shall be 
ignored if Supported 
Guaranteed Bite 
Rate IE is present. 
Usage: 

1 . When nbr- 
SeparateTrafficDirect 
ions is equal to 2, 
then Guaranteed Bit 
Rate for downlink is 
signalled first, then 
Guaranteed Bit Rate 
for uplink 

2. Delay and 
reliability attributes 
only apply up to the 
guaranteed bit rate 

3. Conditional 
valuefor the case of 
Support Mode for 
pre-defined SDU 
sizes: 

Set to highest not 
rate controllable 
bitrate, where bitrate 
is either 

- one of the RAB 
subflow combination 
bitrate lEs (when 
present) 

or 

- one of the 
calculated values 
given when dividing 
the compound 
Subflow combination 
SDU sizes by the 
value of the IE 
Maximum SDU Size 
and then multiplying 
this result by the 
value of the IE 
Maximum Bit Rate. 






>Delivery Order 


M 




ENUMERAT 

ED (delivery 

order 

requested, 

delivery 

order not 

requested) 


Desc: This IE 
indicates whether the 
RAB shall provide in- 
sequence SDU 
delivery or not 
Usage: 
Delivery order 
requested: in 
sequence delivery 
shall be guaranteed 
by UTRAN on all 
RAB SDUs 
Delivery order not 
requested: in 
sequence delivery is 
not required from 
UTRAN 


- 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


RAB parameters 














>Maximum SDU 
Size 


M 




INTEGER 

(0..32768) 


Desc: This IE 
indicates the 
maximum allowed 
SDU size 
The unit is: bit. 
Usage: 

Conditional value: 
Set to largest RAB 
Subflow Combination 
compound SDU size 
(when present) 
among the different 
RAB Subflow 
Combinations 






>SDU 

parameters 




1 to 

<maxRA 

BSubflow 

s> 


See below 


Desc: This IE 
contains the 
parameters 
characterizing the 
RAB SDUs 
Usage: 

Given per subflow 
with first occurence 
corresponding to 
subflow#1 etc... 






>Transfer Delay 


C-iftrafficConv- 
Stream 




INTEGER 
(0.. 65535) 


Desc: This IE 
indicates the 
maximum delay for 
95th percentile of the 
distribution of delay 
for all delivered 
SDUs during the 
lifetime of a RAB, 
where delay for an 
SDU is defined as 
the time from a 
request to transfer 
an SDU at one SAP 
to its delivery at the 
other SAP 
The unit is: 
millisecond. 
Usage: 


- 




>Traffic Handling 
Priority 


C- 

iftrafficlnteracti 

V 




INTEGER 

{spare (0), 
highest (1), 
.., lowest 
(14), no 
priority (15)} 
(0..15) 


Desc: This IE 
specifies the relative 
importance for 
handling of all SDUs 
belonging to the 
radio access bearer 
compared to the 
SDUs of other 
bearers 
Usage: 

Values between 1 
and 14 are ordered 
in decreasing order 
of priority, '1' being 
the highest and '14' 
the lowest. 
Value shall be 
treated as a logical 
error if received. 


- 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


RAB parameters 














>Allocation/Rete 
ntion priority 


O 




See below 


Desc: This IE 
specifies the relative 
importance 
compared to other 
Radio access 
bearers for allocation 
and retention of the 
Radio access bearer. 
Usage: 
If this IE is not 
received, the request 
is regarded as it 
cannot trigger the 
pre-emption process 
and it is vulnerable to 
the pre-emption 
process. 






>Source 
Statistics 
Descriptor 


C-iftrafficConv- 
Stream 




ENUMERAT 
ED (speech, 
unknown, 
...) 


Desc: This IE 
specifies 

characteristics of the 
source of submitted 
SDUs 
Usage: 






>Relocation 
Requirement 


O 




ENUMERAT 
ED 

(lossless, 

none, 

realtime) 


This IE shall be 
present for RABs 
towards the PS 
domain, otherwise it 
shall not be present. 
Desc: This IE is no 
longer used. 
Usage: 

It shall always be set 
to "none" when sent 
and it shall always 
be ignored when 
received. 

Note: If the IE is not 
received, the 
procedure should 
continue based on 
the other lEs/IE 
Groups. 


- 




>Signalling 
Indication 


O 




ENUMERAT 
ED 

(signalling, 
...) 


Desc: Indicates the 
signalling nature of 
the submitted SDUs. 
Usage: 


YES 


ignore 


>Extended 
Maximum Bit 
Rate 


O 


1 to <nbr- 
Separate 
TrafficDir 
ections> 


INTEGER 
(16,000,001. 
.256,000,00 
0) 


Desc: This IE 
indicates the 
maximum number of 
bits delivered by 
UTRAN and to 
UTRAN at a SAP 
within a period of 
time, divided by the 
duration of the 
period. 

The unit is: bit/s 
Usage: 

When nbr- 

SeparateTrafficDirect 
ions is equal to 2, 
then Maximum Bit 
Rate attribute for 
downlink is signalled 
first, then Maximum 
Bit Rate attribute for 
uplink 


YES 


reject 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


RAB parameters 














>Extended 
Guaranteed Bit 
Rate 





1 to <nbr- 
Separate 
TrafficDir 
ections> 


INTEGER 
(16,000,001. 
.256,000,00 
0) 


Desc: This IE 
indicates the 
guaranteed number 
of bits delivered at a 
SAP within a period 
of time (provided that 
there is data to 
deliver), divided by 
the duration of the 
period. The unit is: 
bit/s 
Usage: 

1 . When nbr- 
SeparateTrafficDirect 
ions is equal to 2, 
then Guaranteed Bit 
Rate for downlink is 
signalled first, then 
Guaranteed Bit Rate 
for uplink 

2. Delay and 
reliability attributes 
only apply up to the 
guaranteed bit rate 


YES 


reject 


>Supported 
Maximum Bit 
Rate 




to <nbr- 
Separate 
TrafficDir 
ections> 


INTEGER 
(1.. 1,000,00 
0,000, ...) 


Desc: This IE 
indicates the 
maximum number of 
bits delivered by 
UTRAN and to 
UTRAN at a SAP 
within a period of 
time, divided by the 
duration of the 
period. 

The unit is: bit/s 
Usage: 

When nbr- 

SeparateTrafficDirect 
ions is equal to 2, 
then Maximum Bit 
Rate attribute for 
downlink is signalled 
first, then Maximum 
Bit Rate attribute for 
uplink 


YES 


reject 


>Supported 
Guaranteed Bit 
Rate 




to <nbr- 
Separate 
TrafficDir 
ections> 


INTEGER 
(1.. 1,000,00 
0,000, ...) 


Desc: This IE 
indicates the 
guaranteed number 
of bits delivered at a 
SAP within a period 
of time (provided that 
there is data to 
deliver), divided by 
the duration of the 
period. The unit is: 
bit/s 
Usage: 
When nbr- 

SeparateTrafficDirect 
ions is equal to 2, 
then Guaranteed Bit 
Rate for downlink is 
signalled first, then 
Guaranteed Bit Rate 
for uplink 

Delay and reliability 
attributes only apply 
up to the guaranteed 
bit rate 


YES 


reject 
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Range Bound 


Explanation 


nbr-SeparateTrafficDirections 


Number of Traffic Directions being signalled separately. 

Set to 2 if RAB asymmetry indicator is asymmetric bidirectional. 

Set to 1 in all other cases. 




Range Bound 


Explanation 


maxRABSubflows 


Maximum number of Subflows per RAB. Value is 7 




Condition 


Explanation 


IftrafficConv-Stream 


This IE shall be present if the Traffic Class IE is set to 
"Conversational" or "Streaming" 


Iftrafficlnteractiv 


This IE shall be present if the Traffic Class IE is set to "Interactive" 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


SDU parameters 














>SDU Error 
Ratio 


C- 

ifErroneousSD 
U 






Desc: This IE 

indicates the fraction 

of SDUs lost or 

detected as 

erroneous. 

This is a Reliability 

attribute 

Usage: 

The attribute is 
coded as follows: 
Mantissa * 1 " 

exponent 






»Mantissa 


M 




INTEGER 

(1-9) 








»Exponent 


M 




INTEGER 

(1-6) 








>Residual Bit 
Error Ratio 


M 






Desc: This IE 
indicates the 
undetected bit error 
ratio for each 
subflow in the 
delivered SDU. 
This is a Reliability 
attribute 
Usage: 

The attribute is 
coded as follows: 
Mantissa * 1 " 

exponent 


- 




»Mantissa 


M 




INTEGER 
(1..9) 








»Exponent 


M 




INTEGER 

(1-8) 








>Delivery Of 
Erroneous SDU 


M 




ENUMERAT 
ED (yes, no, 
no-error- 
detection- 


Desc: This IE 
indicates whether 
SDUs with detected 
errors shall be 
delivered or not. In 
case of unequal 
error protection, the 
attribute is set per 
subflow 

This is a Reliability 

attribute 

Usage: 

Yes: error detection 
applied, erroneous 
SDU delivered 
No. Error detection 
is applied , 
erroneous SDU 
discarded 
no-error-detection- 
consideration: SDUs 
delivered without 
considering error 
detection. 

If the RNC receives 
this IE set to "Yes" 
and the User Plane 
Mode IE is set to 
"transparent mode", 
it should consider it 
as "no-error- 
aeiecnon- 
consideration". 












consideratio 
n) 






>SDU format 

information 

Parameter 


O 


1 to 

<maxRA 
BSubflow 
Combinat 
ions> 


See below 


Desc: This IE 
contains the list of 
possible exact sizes 
of SDUs and/or RAB 
Subflow 
Combination bit 
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rates. 

Given per RAB 
Subflow 

Combination with 
first occurence 
corresponding to 
RAB Subflow 
Combination 
number 1. 
It shall always be 
present for rate 
controllable RABs. 







Range Bound 


Explanation 


maxRABSubflowCombinations 


Maximum number of RAB Subflow Combinations. Value is 64. 



Condition 


Explanation 


IfErroneousSDU 


This IE shall be present if the Delivery Of Erroneous SDU IE is set 
to "Yes" or "No". 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


SDU Format 

Information 

Parameter 








At least one of the 
Subflow SDU size IE 
and the RAB 
Subflow 

Combination bit rate 
IE shall be present 
when SDU format 
information 
Parameter IE is 
present. 

For the case subflow 
SDUs are 
transmitted at 
constant time 
interval, only one of 
the two lEs shall be 
present. 

Whenever only one 
IE is included, it 
shall be the same 
for all RAB Subflow 
Combinations. 






>Subflow SDU 
Size 


O 




INTEGER 
(0..4095) 


Desc: This IE 
indicates the exact 
size of the SDU. 
The unit is: bit. 
Usage: 

This IE is only used 
for RABs that have 
predefined SDU 
size(s). It shall be 
present for RABs 
having more than 
one subflow. 
For RABs having 
only one subflow, 
this IE shall be 
present only when 
the RAB is rate 
controllable and the 
SDU size of some 
RAB Subflow 
Combination(s) is 
different than the IE 
Maximum SDU Size. 
When this IE is not 
present and SDU 
format information 
Parameter is 
present, then the 
Subflow SDU size 
for the only existing 
subflow takes the 
value of the IE 
Maximum SDU size. 






>RAB Subflow 
Combination Bit 
Rate 


O 




INTEGER 
(0.. 16,000,0 
00) 


Desc: This IE 
indicates the RAB 
Subflow 

Combination bit rate. 
The unit is: bit/s. 
Usage: 

When this IE is not 
present and SDU 
format information 
parameter is present 
then all Subflow 
SDUs are 
transmitted (when 
there is data to be 
transmitted) at a 
constant time 
interval. 

The value of this IE 
shall not exceed the 


- 
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maximum value of 
the lEs "Maximum 
Bit Rate". 

The value of RAB 
Subflow 

Combination bitrate 
indicates that the 
RAB uses 
discontinuous 
transfer of the 
SDUs. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Allocation/Retenti 
on Priority 














>Priority Level 


M 




INTEGER 
{spare (0), 
highest (1), .., 
lowest (14), no 
priority (15)} 
(0..15) 


Desc: This IE 
indicates the priority 
of the request. 
Usage: 

Values between 1 
and 1 4 are ordered 
in decreasing order 
of priority, '1' being 
the highest and '14' 
the lowest. 
Value shall be 
treated as a logical 
error if received. 
The priority level 
and the preemption 
indicators may be 
used to determine 
whether the request 
has to be performed 
unconditionally and 
immediately 






>Pre-emption 
Capability 


M 




ENUMERATE 
D(shall not 
trigger pre- 
emption, may 
trigger pre- 
emption) 


Desc: This IE 
indicates the pre- 
emption capability of 
the request on other 
RABs 
Usage: 

The RAB shall not 
pre-empt other 
RABs or, the RAB 
may pre-empt other 
RABs 

The Pre-emption 
Capability indicator 
applies to the 
allocation of 
resources for a RAB 
and as such it 
provides the trigger 
to the pre-emption 
procedures/process 
es of the RNS. 






>Pre-emption 
Vulnerability 


M 




ENUMERATE 
D(not pre- 
emptable, pre- 
emptable) 


Desc: This IE 
indicates the 
vulnerability of the 
RAB to preemption 
of other RABs. 
Usage: 

The RAB shall not 
be pre-empted by 
other RABs or the 
RAB may be pre- 
empted by other 
RABs. 
Pre-emption 
Vulnerability 
indicator applies for 
the entire duration of 
the RAB, unless 
modified and as 
such indicates 
whether the RAB is 
a target of the pre- 
emption 

procedures/process 
es of the RNS 






>Queuing 
Allowed 


M 




ENUMERATE 
D(queuing not 
allowed, 
queuing 
allowed) 


Desc: This IE 
indicates whether 
the request can be 
placed into a 
resource allocation 
queue or not. 
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Usage: 

Queuing of the RAB 
is allowed 

Queuing of the RAB 
is not allowed 
Queuing allowed 
indicator applies for 
the entire duration of 
the RAB, unless 
modified. 







9.2.1.4 Cause 

The purpose of the Cause IE is to indicate the reason for a particular event for the RANAP protocol. 
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IE/Group Name 


Presence 


Range 


IE type and reference 


Semantics description 


Choice Cause 










>Radio Network Layer 










»Radio Network Layer 
Cause 


M 




INTEGER 

(RAB pre-empted(l), 
Trelocoverall Expiry(2), 
Trelocprep Expiry(3), 
Treloccomplete Expiry(4), 
Tqueuing Expiry(5), 
Relocation Triggered(6), 
Unable to Establish During 
Relocation(8), 
Unknown Target RNC(9), 
Relocation Cancelled(10), 
Successful Relocation(11), 
Requested Ciphering and/or 
Integrity Protection 
Algorithms not 
Supported(12), 
Conflict with already existing 
Integrity protection and/or 
Ciphering information (13), 
Failure in the Radio Interface 
Procedure(14), 
Release due to UTRAN 
Generated Reason(15), 
User lnactivity(16), 
Time Critical Relocation(17), 
Requested Traffic Class not 
Available(18), 
Invalid RAB Parameters 
Value(19), 

Requested Maximum Bit 
Rate not Available(20), 
Requested Maximum Bit 
Rate for DL not 
Available(33), 
Requested Maximum Bit 
Rate for UL not 
Available(34), 
Requested Guaranteed Bit 
Rate not Available(21), 
Requested Guaranteed Bit 
Rate for DL not 
Available(35), 
Requested Guaranteed Bit 
Rate for UL not 
Available(36), 
Requested Transfer Delay 
not Achievable(22), 
Invalid RAB Parameters 
Combination(23), 
Condition Violation for SDU 
Parameters(24), 
Condition Violation for Traffic 
Handling Priority(25), 
Condition Violation for 
Guaranteed Bit Rate(26), 
User Plane Versions not 
Supported(27), 
lu UP Failure(28), 
TRELOCalloc Expiry (7), 
Relocation Failure in Target 
CN/RNC or Target System 
(29), 

Invalid RAB ID(30), 
No remaining RAB(31), 
Interaction with other 


Value range is 1 - 64. 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 



165 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



IE/Group Name 


Presence 


Range 


IE type and reference 


Semantics description 


Choice Cause 










>Radio Network Layer 
















procedure(32), 

Repeated Integrity Checking 

Failure(37), 

Requested Request Type 
not supported(38), 
Request superseded(39), 
Release due to UE 
generated signalling 
connection release(40), 
Resource Optimisation 
Relocation(41), 
Requested Information Not 
Available(42), 
Relocation desirable for 
radio reasons (43), 
Relocation not supported in 
Target RNC or Target 
system (44), 
Directed Retry (45), 
Radio Connection With UE 
Lost(46), 

RNC unable to establish all 
RFCs (47), 

Deciphering Keys Not 

Available(48), 

Dedicated Assistance data 

Not Available(49), 

Relocation Target not 

allowed(50), 

Location Reporting 

Congestion(51), 

Reduce Load in Serving Cell 

(52), 

No Radio Resources 
Available in Target cell (53), 
GERAN lu-mode failure (54), 
Access Restricted Due to 
Shared Networks(55), 
Incoming Relocation Not 
Supported Due To 
PUESBINE Feature(56), 
Traffic Load In The Target 
Cell Higher Than In The 
Source Cell(57), 
MBMS - No Multicast 
Service For This UE(58), 
MBMS - Unknown UE 
ID(59), 

Successful MBMS Session 

Start - No Data Bearer 

Necessary (60), 

MBMS - Superseded Due To 

NNSF(61), 

MBMS - UE Linking Already 
Done(62), 

MBMS - UE De-Linking 

Failure - No Existing UE 

Linking(63), 

TMGI Unknown(64)) 




>Radio Network Layer 










»Transport Layer Cause 


M 




INTEGER 

( 

Signalling Transport 
Resource Failure(65), 


Value range is 65 - 80. 
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IE/Group Name 


Presence 


Range 


IE type and reference 


Semantics description 


Choice Cause 










>Radio Network Layer 
















lu Transport Connection 
Failed to Establish(66)) 




>NAS 










»NAS Cause 


M 




INTEGER 

(User Restriction Start 
lndication(81), 
User Restriction End 
lndication(82), 
Normal Release(83) , 

CSG Subscription 
Expiry(84)) 


Value range is 81 - 96. 


>Protocol 










»Protocol Cause 


M 




INTEGER 

(Transfer Syntax Error(97), 
Semantic Error (98), 
Message not compatible with 
receiver state (99), 
Abstract Syntax Error 
(Reject) (100), 

Abstract Syntax Error (Ignore 
and Notify) (101), 
Abstract Syntax Error 
(Falsely Constructed 
Message) (102)) 


Value range is 97- 112. 


>Miscellaneaous 










»Miscellaneous Cause 


M 




INTEGER 

(O&M Interventional 3), 
No Resource Available(1 14), 
Unspecified Failure(115), 
Network Optimisation^ 16)) 


Value range is 113- 128. 


>Non-standard 










»Non-standard Cause 


M 




INTEGER 




Value range is 129-256. 
Cause value 256 shall 
not be used. 


>Radio Network Layer 
Extension 










»Radio Network Layer 
Cause Extension 


M 




INTEGER 

(IP Multicast Address And 

APN Not Valid(257), 

MBMS De-Registration 

Rejected Due To Implicit 

Registration(258), 

MBMS - Request 

Superseded(259), 

MBMS De-Registration 

During Session Not 

Allowed(260), 

MBMS - No Data Bearer 

Necessary(261 ) , 

Periodic Location Information 

not Available(262), 

GTP Resources 

Unavailable(263), 

TMGI in Use and 

Overlapping MBMS Service 

Area (264), 

MBMS -No cell in MBMS 

Service Area (265), 

No lu CS UP relocation (266) 

Successful MBMS Session 
Start - IP Multicast Bearer 
established (267), 
CS Fallback triggered (268), 


Value range is 257 - 51 2. 
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IE/Group Name 


Presence 


Range 


IE type and reference 


Semantics description 


Choice Cause 










>Radio Network Layer 
















invalid CSG Id (269)) 





The meaning of the different cause values is described in the following table. In general, "not supported" cause values 
indicate that the related capability is missing. On the other hand, "not available" cause values indicate that the related 
capability is present, but insufficient resources were available to perform the requested action. 
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Radio Network Layer cause 


Meaning 


Deciphering Keys Not Available 


The action failed because RNC is not able to provide 
requested deciphering keys. 


Conflict with already existing 
Integrity protection and/or Ciphering 
information 


The action was not performed due to that the requested 
security mode configuration was in conflict with the already 
existing security mode configuration. 


Condition Violation For Guaranteed 
Bit Rate 


The action was not performed due to condition violation for 
guaranteed bit rate. 


/"\ l B X B \ /' 1 X" I~ 1— \ 1 1 

Condition Violation For SDU 
Parameters 


The action was not performed due to condition violation for 
SDU parameters. 


Condition Violation For Traffic 
Handling Priority 


The action was not performed due to condition violation for 
traffic handling priority. 


Dedicated Assistance data Not 
Available 


- I - 1 i ■ r ■ ■ | |_ 1— \ i. ■ /~\ X 1 1 X _T 1 1 

The action failed because RNC is not able to successfully 
deliver the requested dedicated assistance data to the UE. 


Directed Retry 


- i - 1 r x" r~\ ■ x i r - ^ x 

The reason for action is Directed Retry 


Failure In The Radio Interface 
Procedure 


1— \ | ■ , r | ■ r ■ I I 

Radio interface procedure has failed. 


Incoming Relocation Not Supported 
Due To PUESBINE Feature 


The incoming relocation cannot be accepted by the target 
RNC because of the PUESBINE feature. 


Interaction With Other Procedure 


Relocation was cancelled due to interaction with other 
procedure. 


l*-.w n i;*-l DAD 1 PV 

Invalid KAB id 


The action failed because the RAB ID is unknown in the RNC. 


Invalid RAB Parameters 
Combination 


The action failed due to invalid RAB parameters combination. 


Invalid RAB Parameters Value 


The action failed due to invalid RAB parameters value. 


lu UP Failure 


The action failed due to lu UP failure. 


No remaining RAB 


The reason for the action is no remaining RAB. 


RAB Pre-empted 


The reason for the action is that RAB is pre-empted. 


Radio Connection With UE Lost 


The action is requested due to losing radio connection to the 
UE 


Release Due To UE Generated 
Signalling Connection Release 


|-\ 1 X 1 1 X 1 1 I~ X 1 II" X 1 

Release requested due to UE generated signalling connection 
release. 


Release Due To UTRAN Generated 
Reason 


1— \ | ■ ■ l|| ■ 1 1 — f— |— \ A h 1 i I 

Release is initiated due to UTRAN generated reason. 


Relocation Cancelled 


The reason for the action is relocation cancellation. 


Relocation Desirable for Radio 
Reasons 


The reason for requesting relocation is radio related. 


ft i j. - i — "i i ~i~ j. 

Relocation Failure In Target 
CN/RNC Or Target System 


1 — \ 1 x'lll x x"l 'x x /~\ K 1 / r~l h 1 /~\ X X 

Relocation failed due to a failure in target CN/RNC or target 
system. 


Relocation Not Supported In Target 
RNC Or Target System 


Relocation failed because relocation was not supported in 
target RNC or target system. 


Relocation Target not allowed 


Relocation to the indicated target cell is not allowed for the UE 
in question. 


Relocation Triggered 


The action failed due to relocation. 


Repeated Integrity Checking Failure 


The action is requested due to repeated failure in integrity 
checking. 


Request Superseded 


The action failed because there was a second request on the 
same RAB. 


Requested Ciphering And/Or 
Integrity Protection Algorithms Not 
Supported 


The UTRAN or the UE is unable to support the requested 
ciphering and/or integrity protection algorithms. 


Requested Guaranteed Bit Rate For 
DL Not Available 


The action failed because requested guaranteed bit rate for 
DL is not available. 


Requested Guaranteed Bit Rate For 

III K 1 i A 1 1 II 

UL Not Available 


The action failed because requested guaranteed bit rate for 

III' X 'III 

UL is not available. 


Requested Guaranteed Bit Rate Not 
Available 


The action failed because requested guaranteed bit rate is not 
available. 


Requested Information Not 
Available 


The action failed because requested information is not 
available. 


Requested Maximum Bit Rate For 
DL Not Available 


The action failed because requested maximum bit rate for DL 
is not available. 


Requested Maximum Bit Rate For 
UL Not Available 


The action failed because requested maximum bit rate for UL 
is not available. 


Requested Maximum Bit Rate Not 
Available 


The action failed because requested maximum bit rate is not 
available. 


Requested Request Type Not 
Supported 


The RNC is not supporting the requested location request 
type either because it doesn"t support the requested event or 
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it doesn"t support the requested report area. 


Location Reporting Congestion 


The action was not performed due to an inability to support 
location reporting caused by overload. 


Requested Traffic Class Not 
Available 


The action failed because requested traffic class is not 
available. 


Requested Transfer Delay Not 
Achievable 


The action failed because requested transfer delay is not 
achievable. 


Resource Optimisation Relocation 


The reason for requesting relocation is resource optimisation. 


Successful Relocation 


The reason for the action is completion of successful 
relocation. 


Time Critical Relocation 


Relocation is requested for time critical reason i.e. this cause 
value is reserved to represent all critical cases where the 
connection is likely to be dropped if relocation is not 
performed. 


Tqueuing Expiry 


The action failed due to expiry of the timer Tqueuing. 


TRELOcaiioc Expiry 


Relocation Resource Allocation procedure failed due to expiry 
of the timer TRELOcaiioc- 


TRELoccompiete Expiry 


The reason for the action is expiry of timer T R Ei_occompiete. 


TRELocoveraii Expiry 


The reason for the action is expiry of timer TRELocoveraii- 


TRELOCprep Expiry 


Relocation Preparation procedure is cancelled when timer 
TRELocprep expires. 


Unable To Establish During 
Relocation 


RAB failed to establish during relocation because it cannot be 
supported in the target RNC or the RAB did not exist in the 
source RNC. 


Unknown Target RNC 


Relocation rejected because the target RNC is not known to 
the CN. 


User Inactivity 


The action is requested due to user inactivity on one or 
several non real time RABs e.g. in order to optimise radio 
resource. 


User Plane Versions Not Supported 


The action failed because requested user plane versions were 
not supported. 


RNC unable to establish all RFCs 


RNC couldn"t establish all RAB subflow combinations 

1 ■ j. 1 'ii ■ xi n a f~~t n x 1 1~~ 

indicated within the RAB Parameters IE. 


Reduce Load in Serving Cell 


Load on serving cell needs to be reduced. 


No Radio Resources Available in 
Target Cell 


Load on target cell is too high. 


GERAN lu-mode failure 


The RAB establishment/modification/relocation failed because 
the GERAN BSC cannot provide an appropriate RAB due to 
limited capabilities within GERAN. 


Access Restricted Due to Shared 
Networks 


Access is not permitted in the cell due to Shared Networks. 


Traffic Load In The Target Cell 
Higher Than In The Source Cell 


Relocation to reduce load in the source cell is rejected, as the 
target cell"s traffic load is higher than that in the source cell. 


MBMS - No Multicast Service For 
This UE 


The request for the Multicase Service list of one UE was not 
fulfilled because the UE does not have any active multicast 
service. 


MBMS- Unknown UE ID 


The request for the Multicase Service list of one UE was not 
fulfilled because the CN does not know the UE. 


Successful MBMS Session Start - 
No Data Bearer Necessary 


The MBMS Session Start procedure was successfully 
performed, but the RNC does not have any interested UE. 


MBMS - Superseded Due To NNSF 


The MBMS Session Start procedure was rejected because of 

r i _ ■ ■ x i xi /~i k i i 

successful operation towards another CN node. 


MBMS - UE Linking Already Done 


The UE linking failed, because the UE has already been 
linked to the given Multicast service. 


MBMS - UE De-Linking Failure - No 
Existing UE Linking 


The UE de-linking failed, because the UE had not been linked 
to the given Multicast service. 


TMGI Unknown 


The requested MBMS action failed because the indicated 
TMGI is unknown. 


Successful MBMS Session Start - 
IP Multicast Bearer established 


The RNC was able to join the indicated IP Multicast Group. 
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Radio Network Layer cause 
extension 


Meaning 


IP Multicast Address And APN Not 
Valid 


The MBMS registration failed because the IP Multicast 

All 1 A |—\ hi x 1 1 1 

Address and APN are not valid. 


MBMS De-Registration Rejected 
Due To Implicit Registration 


The MBMS De-registration was rejected because of implicit 
registration. 


MBMS - Request Superseded 


The MBMS Registration or De-registration was superseded 
due to another ongoing procedure. 


MBMS De-Registration During 
Session Not Allowed 


The MBMS De-registration is not allowed during the MBMS 
session. 


MBMS - No Data Bearer Necessary 


The RNC no longer have any UEs interested in the MBMS 
data bearer. 


Periodic Location Information not 
Available 


No UE position estimate was available when the periodic 
report was triggered. 


GTP Resources Unavailable 


The RNC initiates RAB Release Request procedure with this 
error cause value if it received a GTP-U error indication. 


TMGI in Use and overlapping 
MBMS Service Area 


The RNC has an MBMS Session up and running with that 
TMGI, a parallel MBMS session with the same TMGI in 
another overlapping MBMS Service Area is not allowed. 


MBMS - No Cell in MBMS Service 
Area 


The RNC does not have any cell of the indicated MBMS 
Service Area. 


No lu CS UP relocation 


The relocation is triggered by CS call and the source RNC 
has no lu CS user plane. 


CS Fallback triggered 


The relocation was triggered for CS Fallback reason at the 
source side. 


Invalid CSG Id 


The CSG ID provided to the target UTRAN was found invalid. 




Transport Layer cause 


Meaning 


lu Transport Connection Failed to 
Establish 


The action failed because the lu Transport Network Layer 
connection could not be established. 


Signalling Transport Resource 
Failure 


Signalling transport resources have failed (e.g. processor 
reset). 




NAS cause 


Meaning 


Normal Release 


The release is normal. 


User Restriction Start Indication 


A location report is generated due to entering a classified area 
set by O&M. 


User Restriction End Indication 


A location report is generated due to leaving a classified area 
set by O&M. 


CSG Subscription Expiry 


The action is due to the UE becoming a non-member of the 
currently used CSG. 




Protocol cause 


Meaning 


Abstract Syntax Error (Reject) 


The received message included an abstract syntax error and 
the concerning criticality indicated "reject". 


Abstract Syntax Error (Ignore And 
Notify) 


The received message included an abstract syntax error and 
the concerning criticality indicated "ignore and notify". 


Abstract Syntax Error (Falsely 
Constructed Message) 


The received message contained lEs or IE groups in wrong 
order or with too many occurrences. 


Message Not Compatible With 
Receiver State 


The received message was not compatible with the receiver 
state. 


Semantic Error 


The received message included a semantic error. 


Transfer Syntax Error 


The received message included a transfer syntax error. 




Miscellaneous cause 


Meaning 


Network Optimisation 


The action is performed for network optimisation. 


No Resource Available 


No requested resource is available. 


O&M Intervention 


The action is due to O&M intervention. 


Unspecified Failure 


Sent when none of the specified cause values applies. 
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9.2.1.5 CN Domain Indicator 



Indicates the CN domain from which the message originates or to which the message is sent. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


CN Domain Indicator 


M 




ENUMERATED (CS 
domain, PS domain) 





9.2.1.6 Trace Type 

Indicates the type of trace information to be recorded. Applicable to GERAN lu Mode only, not applicable to UTRAN. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Trace Type 


M 




OCTET 
STRING (1) 


Coded as the Trace Type 
specified in 3GPP TS, as 
defined in TS 52.008 [12]. 



9.2.1.7 Trigger ID 

Indicates the identity of the entity which initiated the trace. Applicable to GERAN lu Mode only, not applicable to 
UTRAN. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Trigger ID 


M 




OCTET 

STRING 

(3..22) 


Typically an OMC identity. 



NOTE: Due to inconsistency in the definition of Trigger ID between TS 25.413 and TS 29.002 [24], it shall be 



ensured that the Trigger ID IE is coded with at least the minimum number of required octets. 

9.2.1.8 Trace Reference 



Identifies a trace session and is globally unique within one PLMN. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Trace Reference 


M 




OCTET 

STRING 

(2.-3) 
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9.2.1.9 UE Identity 



This element identifies the element to be traced i.e. a subscriber or a user equipment. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Choice UE Identity 










>IMSI 










»IMSI 


M 




OCTET STRING 
(SIZE (3..8)) 


- digits to 9, encoded 0000 to 1 001 , 
- 111 1 used as filler digit, 

two digits per octet, 

- bit 4 to 1 of octet n encoding digit 
2n-1 

- bit 8 to 5 of octet n encoding digit 2n 

-Number of decimal digits shall be 
from 6 to 15 starting with the digits 
from the PLMN identity. 
When the IMSI is made of an odd 
number of digits, the filler digit shall 
be added at the end to make an even 
number of digits of length 2N. The 
filler digit shall then be consequently 
encoded as bit 8 to 5 of octet N. 


>IMEI 










»IMEI 


M 




OCTET STRING 
(SIZE (8)) 


- hexadecimal digits to F, two 
hexadecimal digits per octet, 

- each hexadecimal digit encoded 
0000 to 1 1 1 1 , 

- 1 1 1 1 used as filler for bits 8 to 5 of 
last octet 

- bit 4 to 1 of octet n encoding digit 
2n-1 

- bit 8 to 5 of octet n encoding digit 2n 

Number of hexadecimal digits shall be 
15. 


>IMEISV 










»IMEISV 


M 




OCTET STRING 
(SIZE (8)) 


- hexadecimal digits to F, two 
hexadecimal digits per octet, 

- each hexadecimal digit encoded 
0000 to 1 1 1 1 , 

- bit 4 to 1 of octet n encoding digit 
2n-1 

- bit 8 to 5 of octet n encoding digit 2n 

Number of hexadecimal digits shall be 
16. 



9.2.1.10 OMCID 

A variable length element indicating the destination address of the Operation and Maintenance Center (OMC) to which 
trace information is to be sent. Applicable to GERAN Iu Mode only, not applicable to UTRAN. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


OMC ID 


M 




OCTET 

STRING 

(3..22) 


Coded as the OMCID 
specified in UMTS TS, as 
defined in GSM TS 12.20 [25]. 



NOTE: Due to inconsistency in the definition of OMC ID between TS 25.413 and TS 29.002 [24], it shall be 
ensured that the OMC ID IE is coded with at least the minimum number of required octets. 
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9.2.1 .1 1 Integrity Protection Information 



This element contains the integrity protection information (key and permitted algorithms). 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Integrity Protection 
Information 










>Permitted Integrity 
Protection Algorithms 




1 to 16 






»lntegrity Protection 
Algorithm 


M 




INTEGER ( 
standard UIA1 (0), 
standard UIA2 (1) 

) 


Value range is to 15. 
Only two values used. 


integrity Protection Key 


M 




BIT STRING (128) 





9.2.1.12 Encryption Information 

This element contains the user data encryption information (key and permitted algorithms) used to control any 
encryption equipment at the RNC. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Encryption Information 










>Permitted Encryption 
Algorithms 




/ to 16 






»Encryption Algorithm 


M 




INTEGER (no 
encryption (0), 
standard UEA1 
(1), standard UEA 

2(2)) 


Value range is to 15. 
Only three values used. 


>Encryption Key 


M 




Bit string (128) 





9.2.1.13 Chosen Integrity Protection Algorithm 

This element indicates the integrity protection algorithm being used by the RNC. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Chosen Integrity Protection 
Algorithm 


M 




INTEGER ( 
standard UIA1 (0), 
standard UIA2 (1), 
no value (15)) 


Value range is to 15. 
Only two values used 
over lu interface. 
The value "no value" 
shall only be used in 
case of RANAP signalling 
overMAP/E TS 29.108 
[23]. 



9.2.1 .14 Chosen Encryption Algorithm 

This element indicates the encryption algorithm being used by the RNC. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Chosen Encryption Algorithm 


M 




INTEGER (no 
encryption (0), 
standard UEA1 
(1), standard UEA 

2(2)) 


Value range is to 15. 
Only three values used. 
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9.2.1.15 Categorisation Parameters 

Void. 

9.2.1.16 Request Type 



This element indicates the type of location request to be handled by the RNC; the related reported area is either a 
Service Area or a Geographical Area. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Request Type 










> Event 


M 




ENUMERATED( 
Stop Change of 
service area, 
Direct, Change 
of service area, 
Stop Direct, 
Periodic, Stop 
Periodic) 




>Report Area 


M 




ENUMERATED( 

Service Area, 
Geographical 
Area, ...) 


When the Event IE is set to 
"Stop Change of service 
area" or to "Stop Direct", 
the value of the Report 
area IE shall be the same 
as in the LOCATION 
REPORTING CONTROL 
message that initiated the 
location reporting. 


>Accuracy Code 


O 




INTEGER 
(0..127) 


The requested accuracy "r" 
is derived from the 
"accuracy code" k by 
r= 10x(1.1 k -1). 
The Accuracy Code IE 
shall be understood as the 
horizontal accuracy code. 



9.2.1 .17 Data Volume Reporting Indication 

This information element indicates whether or not the RNC has to calculate the unsuccessfully transmitted NAS data 
amount for a given RAB and to report the amount of unsuccessfully transmitted NAS data when the RAB is released. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Data Volume Reporting 
Indication 


M 




ENUMERAT 
ED (do 
report, do 
not report) 





9.2.1 .18 User Plane Mode 

This element indicates the mode of operation of the Iu User plane requested for realising the RAB. The Iu User plane 
modes are defined in TS 25.415 [6]. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


User Plane Mode 


M 




ENUMERAT 
ED 

(transparent 

mode, 

support 

mode for 

predefined 

SDU sizes, 

...) 


This IE contains the mode of 
operation of the lu UP protocol 



9.2.1.19 UP Mode Versions 

UP mode versions IE is an information element that is sent by CN to RNC. It is a bit string that indicates the versions 
for the selected Iu UP mode that are required and supported by the CN. The Iu User plane mode versions shall be 
defined and coded as the "Iu UP Mode versions supported" field defined in TS 25.415 [6]. This reference is applicable 
for both the transparent mode and the support mode for predefined SDU sizes. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


UP Mode Versions 


M 




BIT STRING 

(16) 


Indicates the versions of the 
selected UP mode that are 
required and supported by the 
CN 



9.2.1 .20 Chosen UP Version 

Void. 

9.2.1.21 Paging Area ID 

This element identifies the area where a PAGING message shall be broadcasted. The Paging area ID is either a 
Location Area ID or a Routing Area ID. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Choice Paging Area ID 










>LAI 










»LAI 


M 




9.2.3.6 




>RAI 










»RAI 










»>LAI 


M 




9.2.3.6 




»>RAC 


M 




9.2.3.7 





9.2.1.22 Non Searching Indication 

This parameter allows the RNC not to search Common ID when receiving a PAGING message from the CN. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Non Searching Indication 


M 




ENUMERAT 
ED (non- 
searching, 
searching) 
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9.2.1.23 Relocation Type 



This information element indicates whether the relocation of SRNS is to be executed with or without involvement of the 
UE. If the UE is involved then a radio interface handover command shall be sent to the UE to trigger the execution of 
the relocation. If the UE is not involved then the relocation execution is triggered via Iur. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Relocation Type 


M 




ENUMERATED 
(UE not involved 
in relocation of 
SRNS,UE 
involved in 
relocation of 
SRNS, ...) 





9.2.1.24 Source ID 

The Source ID IE identifies the source for the relocation of SRNS. The Source ID may be e.g. the source RNC-ID (for 
UMTS-UMTS relocation and UMTS to LTE relocation) or the SAI of the relocation source (in case of UMTS to GSM 
relocation). 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Criticality 


Assigned 
Criticality 


Choice Source ID 














>Source RNC-ID 














»PLMN identity 


M 




OCTET 
STRING 
(SIZE (3)) 


- digits to 9, encoded 
0000 to 1001, 

- 1 1 1 1 used as filler digit, 
two digits per octet, 

- bits 4 to 1 of octet n 
encoding digit 2n-1 

- bits 8 to 5 of octet n 
encoding digit 2n 

-The PLMN identity 
consists of 3 digits from 
MCC followed by either 
-a filler digit plus 2 digits 
from MNC (in case of 2 
digit MNC) or 
-3 digits from MNC (in 
case of a 3 digit MNC). 






»RNC-ID 


M 




INTEGER 
(0..4095) 


If the Extended RNC-ID 
IE is included in the 
Source ID IE, the RNC-ID 
IE shall be ignored. 






»Extended 
RNC-ID 


O 




9.2.1.39a 


The Extended RNC-ID IE 
shall be used if the RNC 
identity has a value larger 
than 4095. 


YES 


reject 


>SAI 














»SAI 


M 




9.2.3.9 









9.2.1.25 Target ID 

The Target ID IE identifies the target for the relocation of SRNS. The target ID may be e.g. the target RNC-ID (for 
UMTS-UMTS relocation) or the Cell Global ID of the relocation target (in case of UMTS to GSM relocation). In case 
of UMTS to E-UTRAN relocation, the Target ID may be either the eNB-ID or the Corresponding RNC-ID of the 
relocation target. 
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NOTE: The mapping between the Corresponding RNC-ID and the actual eNB-ID of the relocation target is 

defined by the network operator and is outside the scope of this specification. Preferably the Target RNC 
ID used for an eNB contains the LAI and RAC mapped from the GUMMEI of the MME serving the 
target eNB as specified within TS 23.003 [19]. This avoids configuration of additional identity resolutions 
and also gurantees that LAIs used for E-UTRAN and UTRAN are mutually exclusive. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Choice Target ID 














>Target RNC-ID 














»Target RNC-ID 


M 












»>LAI 


M 




9.2.3.6 








»>RAC 







9.2.3.7 








»>RNC-ID 


M 




INTEGER 
(0..4095) 


If the Extended RNC- 
ID IE is included in 
the Target /DIE, the 
RNC-ID IE shall be 
ignored. 

In case of UMTS to 
E-UTRAN relocation, 
if included, this IE will 
contain the 
Corresponding RNC- 
ID of the target eNB. 






»>Extended 
RNC-ID 







9.2.1.39a 


The Extended RNC- 
ID IE shall be used if 
the RNC identity has 
a value larger than 
4095. 


YES 


reject 


>CGI 














»CGI 


M 












»>PLMN identity 


M 




OCTET 
STRING 
(SIZE (3)) 


- digits to 9, 
encoded 0000 to 
1001, 

- 1 1 1 1 used as filler 
digit, 

two digits per octet, 

- bits 4 to 1 of octet n 
encoding digit 2n-1 

- bits 8 to 5 of octet n 
encoding digit 2n 














-The PLMN identity 
consists of 3 digits 
from MCC followed 
by either 

-a filler digit plus 2 
digits from MNC (in 
case of 2 digit MNC) 
or 

-3 digits from MNC 
(in case of a 3 digit 
MNC). 


















»>LAC 


M 




OCTET 
STRING (2) 


r\r\r\f\ 1 1 — 1 — 1 — 1 — i 

0000 and FFFE not 
allowed. 






»>CI 


M 




OCTET 
STRING (2) 








»>RAC 







9.2.3.7 




YES 


ignore 


>Target eNB-ID 














»Target eNB-ID 














»>PLMN identity 


M 




OCTET 
STRING 
(SIZE (3)) 


- digits to 9, 
encoded 0000 to 
1001, 

- 1 1 1 1 used as filler 
digit, 

two digits per octet, 

- bits 4 to 1 of octet n 
encoding digit 2n-1 

- bits 8 to 5 of octet n 
encoding digit 2n 

-The PLMN identity 
consists of 3 digits 
from MCC followed 
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by either 

-a filler digit plus 2 
digits from MNC (in 
case of 2 digit MNC) 
or 

-3 digits from MNC 
(in case of a 3 digit 
MNC). 






»>Choice eNB ID 














»»Macro eNB 
ID 


M 




BIT STRING 

(20) 


Equal to the 20 
leftmost bits of the 
Cell Identity IE 
contained in the E- 
UTRAN CGI IE (see 
TS 36.41 3 [49]) of 
each cell served by 
the eNodeB. 






»»Home eNB 
ID 


M 




BIT STRING 

(28) 


Equal to the Cell 
Identity IE contained 
in the E-UTRAN CGI 
IE (see TS 36.413 
[49]) of the cell 
served by the 
eNodeB. 
NOTE: 
Inter-system 
handover to a Home 
eNB is not supported 
in Rel-8 


- 




»>Selected TAI 


M 




9.2.1. 30C 


Contains the TAC of 
the target cell and 
the PLMN selected 
for that target cell 







9.2.1.26 MS Classmark 2 

The coding of this element is described in TS 25.331 [10]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MS Classmark 2 


M 




OCTET 
STRING 


Coded as the Mobile Station 
Classmark 2 IE, as defined in 
TS 25.331 [10] 



9.2.1.27 MS Classmark 3 

The coding of this element is described in TS 25.331 [10]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MS Classmark 3 


M 




OCTET 
STRING 


Coded as the Mobile Station 
Classmark 3 IE, as defined in 
TS 25.331 [10] 



9.2.1 .28 Source RNC to Target RNC Transparent Container 

The Source RNC to Target RNC Transparent Container IE is an information element that is produced by the source 
RNC and is transmitted to the target RNC. In inter-system handovers to UTRAN, the IE is transmitted from the external 
relocation source to the target RNC. 

This IE is transparent to the CN. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


RRC Container 


M 




OCTET 
STRING 








Number of lu 
Instances 


M 




INTEGER 
(1..2) 




- 




Relocation Type 


M 




9.2.1.23 




- 




Chosen Integrity 
Protection Algorithm 


O 




9.2.1.13 


Indicates the 
integrity protection 
algorithm. 






Integrity Protection 
Key 


O 




Bit String 
(128) 




- 




Chosen Encryption 
Algorithm 







9.2.1.14 


Indicates the 
algorithm for 
ciphering of 
signalling data. 


- 




Ciphering Key 







Bit String 
(128) 




- 




Chosen Encryption 
Algorithm 







9.2.1.14 


Indicates the 
algorithm for 
ciphering of CS user 
data. 






Chosen Encryption 
Algorithm 







9.2.1.14 


Indicates the 
algorithm for 
ciphering of PS user 
data. 






d-RNTI 


c- 

ifUEnotinvol 
ved 




INTEGER 
(0.. 1048575 

) 




- 




Target Cell ID 


C- 

ifUEinvolved 




INTEGER 
(0.. 2684354 
55) 


This information 
element identifies a 
cell uniquely within 
UTRAN and 
consists of RNC-ID 
and C-ID as defined 
in TS 25.401 [3] or 
Cell Identity IE as 
defined in TS 
25.331 [10] if the 
target is a HNB TS 
25.467 [55]. 






Cell Load 
Information Group 


O 




9.2.1.60 


For "Cell Load- 
Based Inter-System 
Handover" 






RAB TrCH Mapping 


O 


1 to 

<maxnoof 
RABs> 










>RAB ID 


M 




9.2.1.2 




- 




>RAB Subflow 


M 


1 to 

<maxRAB- 
Subflows> 




The RAB Subflows 
shall be presented 
in an order that 
corresponds to the 
order in which the 
RBs are presented 
per RAB in the RRC 
container included 
in this IE. 






»Transport 
Channel IDs 










- 




»>DCH ID 


O 




INTEGER 
(0..255) 


The DCH ID is the 
identifier of an 
active dedicated 
transport channel. It 
is unique for each 
active DCH among 
the active DCHs 
simultaneously 
allocated for the 
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same UE. 






»>DSCH ID 







INTEGER 
(0..255) 


The DSCH ID is the 
identifier of an 
active downlink 
shared transport 
channel. It is unique 
for each DSCH 
among the active 
DSCHs 

simultaneously 
allocated for the 
same UE. 






»>USCH ID 







INTEGER 
(0..255) 


The USCH ID is the 
identifier of an 
active uplink shared 
transport channel. It 
is unique for each 
USCH among the 
active USCHs 
simultaneously 
allocated for the 
same UE. 


- 




»>HS-DSCH 
MAC-d Flow ID 







INTEGER 
(0..7) 


The HS-DSCH 
MAC-d Flow ID is 
the identifier of an 
HS-DSCH MAC-d 
flow over lur. 


YES 


ignore 


»>E-DCH 
MAC-d Flow ID 







INTEGER 
(0..7) 


The E-DCH MAC-d 
Flow ID is the 
identifier of an E- 
DCH MAC-d flow 
over lur. 


YES 


ignore 


>CN Domain 
Indicator 


M 




9.2.1.5 




YES 


ignore 


SRB TrCH Mapping 


O 


1 to 

<maxnoofS 
RBs> 






GLOBAL 


reject 


>SRB ID 


M 




INTEGER 
(1..32) 


The SRB ID is the 
absolute value of 
the SRB. 






>DCH ID 


O 




INTEGER 
(0..255) 


The DCH ID is the 
identifier of an 
active dedicated 
transport channel 
over lur. It is unique 
for each active DCH 
among the active 
DCHs 

simultaneously 
allocated for the 
same UE. 






>DSCH ID 


O 




INTEGER 
(0..255) 


The DSCH ID is the 
identifier of an 
active downlink 
shared transport 
channel over lur. It 
is unique for each 
DSCH among the 
active DSCHs 
simultaneously 
allocated for the 
same UE. 


- 




>USCH ID 







INTEGER 
(0..255) 


The USCH ID is the 
identifier of an 
active uplink shared 
transport channel 
over lur. It is unique 
for each USCH 
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among the active 
USCHs 

simultaneously 
allocated for the 
same UE. 






>HS-DSCH MAC-d 
Flow ID 


O 




INTEGER 
(0..7) 


The HS-DSCH 
MAC-d Flow ID is 
the identifier of an 
HS-DSCH MAC-d 
flow over lur. 


YES 


ignore 


>E-DCH MAC-d 
Flow ID 


O 




INTEGER 
(0..7) 


The E-DCH MAC-d 
Flow ID is the 
identifier of an E- 
DCH MAC-d flow 
over lur. 


YES 


ignore 


Trace Recording 
Session Information 


O 




9.2.1.66 




YES 


ignore 


MBMS Linking 
Information 







ENUMERA 
TED (UE- 
has-joined- 
Multicast- 
Services, ...) 




YES 


ignore 


d-RNTI for No luCS 
UP 







INTEGER 
(0.. 1048575 

) 




YES 


reject 


UE History 
Information 







OCTET 
STRING 


Defined in TS 
36.413 [49] 


YES 


ignore 


Subscriber Profile ID 
for RAT/Frequency 
priority 







9.2.1.86 




YES 


ignore 


SRVCC Information 







9.2.1.89 


Included only in 
case of intra-UMTS 
SRVCC. 


YES 


reject 


PS RAB To Be 
Replaced 







RAB ID 
9.2.1.2 


Included only in 
case of intra-UMTS 
SRVCC. 


YES 


reject 


CSFB Information 







ENUMERA 

Ten /r»ccD 
I bU (Oorti, 

CSFB High 

Priority, ...) 




YES 


ignore 


IRAT Measurement 
Configuration 







9.2.1.96 




YES 


ignore 


Management Based 
MDT Allowed 







9.2.1.110 




YES 


ignore 



Condition 


Explanation 


IfUEnotinvolved 


This IE shall be present if the Relocation type IE is set to "UE not 
involved in relocation of SRNS". 


IfUEinvolved 


This IE shall be present if the Relocation type IE is set to "UE 
involved in relocation of SRNS". 




Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 


maxRABSubflows 


Maximum no. of subflows per RAB. Value is 7. 


maxnoofSRBs 


Maximum no. of SRBs per RAB. Value is 8. 



9.2.1 .29 Old BSS to New BSS Information 

The coding of this element is described in TS 48.008 [11]. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Old BSS To New BSS 
Information 


M 




OCTET 
STRING 


Coded as the Old BSS to New 
BSS information elements field 
of the Old BSS to New BSS 
Information IE defined in TS 
48.008 [11]. 



9.2.1 .30 Target RNC to Source RNC Transparent Container 

The Target RNC to Source RNC Transparent Container IE is an information element that is produced by the target 
RNC and is transmitted to the source RNC. In inter-system handovers to UTRAN, the IE is transmitted from the target 
RNC to the external relocation source. 

This IE is transparent to CN. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


RRC Container 


M 




OCTET 
STRING 




d-RNTI 


O 




INTEGER 
(0.. 1048575) 


May be included to allow the 
triggering of the Relocation 
Detect procedure from the lur 
Interface 



9.2.1 .30a Source to Target Transparent Container 

The Source to Target Transparent Container IE is an information element that is provided by the source RAN node to 
the target RAN node. 

This IE is transparent to CN. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Source to Target 
Transparent Container 


M 




OCTET 
STRING 


This IE includes a transparent 
container from the source RAN 
node to the target RAN node. 
In inter-system handovers 
from UTRAN, the IE is 
encoded according to the 
specifications of the target 
system. 

Note: In the current version of 
this specification, this IE may 
either carry the Source RNC to 
Target RNC Transparent 
Container or the Source eNB 
to Target eNB Transparent 
Container IE as defined in TS 
36.413 [49], 



9.2.1 .30b Target to Source Transparent Container 

The Target to Source Transparent Container IE is an information element that is provided by the target RAN node to 
the source RAN node. 

This IE is transparent to CN. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Target to Source 
Transparent Container 


M 




OCTET 
STRING 


Note: In the current version of 
this specification, this IE may 
either carry the Target RNC to 
Source RNC Transparent 
Container or the Target eNB to 
Source eNB Transparent 
Container IE as defined in TS 
36.413 [49], 



9.2.1.30c TAI 

This element is used to uniquely identify a Tracking Area as defined in TS 36.413 [49]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


PLMN identity 


M 




OCTET 
STRING 
(SIZE (3)) 


- digits to 9, encoded 0000 to 
1001, 

- 1 1 1 1 used as filler digit, 
two digits per octet, 

- bits 4 to 1 of octet n encoding 
digit 2n-1 

- bits 8 to 5 of octet n encoding 
digit 2n 










-The Selected PLMN identity 

consists of 3 digits from MCC 

followed by either 

-a filler digit plus 2 digits from 

MNC (in case of 2 digit MNC) 

or 

-3 digits from MNC (in case of 
a 3 digit MNC). 










TAC 


M 




OCTET 
STRING 
(SIZE (2)) 





9.2.1.31 L3 Information 

The coding of this element is described in TS 48.008 [11]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


L3 Information 


M 




OCTET 
STRING 


Coded as the value part of the 
Layer 3 Information IE defined 
inTS 48.008 [11] (i.e. 
excluding the Element 
Identifier and the Length 
fields). 



9.2.1.32 Number of Steps 

Indicates the number of steps to reduce traffic in overload situation. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Number Of Steps 


M 




INTEGER 
(1-16) 
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9.2.1 .33 DL N-PDU Sequence Number 



This IE indicates the radio interface sequence number (PDCP) TS 25.323 [17] of the next downlink N-PDU (PDCP 
SDU) that would have been sent to the UE by a source system. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


DL N-PDU Sequence 
Number 


M 




INTEGER (0 
..65535) 


This IE indicates the sequence 
number of the next DL N-PDU 
that would have been sent to 
the UE by a source system. 
This is the 1 6 bit sequence 
number. 



9.2.1 .34 UL N-PDU Sequence Number 

This IE indicates the radio interface sequence number (PDCP) TS 25.323 [17] of the next uplink N-PDU (PDCP SDU) 
that would have been expected from the UE by a source system. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


UL N-PDU Sequence 
Number 


M 




INTEGER (0 
..65535) 


This IE indicates the sequence 

number of the next UL N-PDU 

that would have been 

expected from the UE by a 

source system. 

This is the 1 6 bit sequence 

number. 



9.2.1 .35 Criticality Diagnostics 

The Criticality Diagnostics IE is sent by the RNC or the CN when parts of a received message have not been 
comprehended or were missing, or if the message contained logical errors. When applicable, it contains information 
about which IEs were not comprehended or were missing. 

For further details on how to use the Criticality Diagnostics IE, see Annex A.2. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Criticality Diagnostics 










> Procedure Code 


O 




INTEGER 
(0..255) 


Procedure Code is to be used 
if Criticality Diagnostics is part 
of Error Indication procedure, 
and not within the response 
message of the same 
procedure that caused the 
error 


>Triggering Message 


O 




ENUMERAT 

ED(initiating 

message, 

successful 

outcome, 

unsuccessful 

outcome, 

outcome) 


The Triggering Message is 
used only if the Criticality 
Diagnostics is part of Error 
Indication procedure. 


>Procedure Criticality 







ENUMERAT 
ED(reject, 
ignore, 
notify) 


This Procedure Criticality is 
used for reporting the 
Criticality of the Triggering 
message (Procedure). 


Information Element 
Criticality Diagnostics 




to <maxnoof 
errors> 






>IE Criticality 


M 




ENUMERAT 
ED(reject, 
ignore, 
notify) 


The IE Criticality is used for 
reporting the criticality of the 
triggering IE. The value 
'ignore' shall not be used. 


>IE ID 


M 




INTEGER 

(0..65535) 


The IE ID of the not 
understood or missing IE 


>Repetition Number 


O 




INTEGER 
(0..255) 


The Repetition Number IE 
gives 

• in case of a not 
understood IE: 
The number of 
occurrences of the 
reported IE up to and 
including the not 
understood occurrence 

• in case of a missing IE: 
The number of 
occurrences up to but not 
including the missing 
occurrence. 

Note: All the counted 
occurrences of the reported IE 
must have the same topdown 
hierachical message structure 
of lEs with assigned criticality 
above them. 


>Message Structure 







9.2.1.42 


The Message Structure IE 
describes the structure where 
the not understood or missing 
IE was detected. 
This IE is included if the not 
understood IE is not the top 
level of the message. 


>Type of Error 


M 




ENUMERAT 
ED(not 
understood, 
missing, ...) 
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Range bound 


Explanation 


maxnooferrors 


Maximum no. of IE errors allowed to be reported with a single 
message. The value for maxnooferrors is 256. 



9.2.1.36 Key Status 

This IE tells if the keys included in a SECURITY MODE COMMAND message are new or if they have been used 
previously. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Key Status 


M 




ENUMERAT 
ED (old, 
new, ...) 





9.2.1 .37 DRX Cycle Length Coefficient 

This IE indicates the DRX cycle length coefficient (k) as defined in TS 25.331 [10]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


DRX Cycle Length Coefficient 


M 




INTEGER 
(6..9) 





9.2.1.38 lu Signalling Connection Identifier 

This IE uniquely identifies an Iu signalling connection between a given RNC and a given CN node. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


lu Signalling Connection 
Identifier 


M 




BIT STRING 
(SIZE(24)) 


The most significant bit of this 
IE shall indicate the node, that 
has assigned the value. 
MSB = "0": assigned by the 
RNC 

MSB = "1": assigned by the 
CN 



9.2.1.39 Global RNC-ID 

The Global RNC-ID is used to globally identify an RNC. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


PLMN identity 


M 




OCTET 
STRING 
(SIZE (3)) 


- digits to 9, encoded 0000 to 
1001, 

- 111 1 used as filler digit, 
two digits per octet, 

- bits 4 to 1 of octet n encoding 
digit 2n-1 

- bits 8 to 5 of octet n encoding 
digit 2n 










-The PLMN identity consists of 
3 digits from MCC followed by 
either 

-a filler digit plus 2 digits from 
MNC (in case of 2 digit MNC) 
or 

-3 digits from MNC (in case of 
a 3 digit MNC). 










RNC-ID 


M 




INTEGER 

(0..4095) 


If the Extended RNC-ID IE is 
included in the message, the 
RNC-ID IE shall be ignored. 



9.2.1.39a Extended RNC-ID 

The Extended RNC-ID is used to identify an RNC. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Extended RNC-ID 


M 




INTEGER 

(4096..6553 
5) 


The Extended RNC-ID IE shall 
be used if the RNC identity 
has a value larger than 4095. 

Note: Application of the 
Extended RNC-ID IE to very 
large networks is FFS. 



9.2.1 .40 PDP Type Information 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


PDP Type Information 


M 


/ to 

<maxnoofPDPDir 
ections> 


ENUMERAT 

ED(empty, 

PPP, 

OSP:IHOSS, 

IPv4, 

IPv6,...) 


PDP Type is defined in TS 
24.008 [8], and the restrictions 
on usage shall comply with TS 
24.008 [8]. 
Usage: 

When the IE is repeated then 
PDP Type for downlink is 
signalled first, followed by PDP 
Type for uplink; when the IE is 
not repeated, the PDP Type 
shall apply to both uplink and 
downlink. 

OSP:IHOSS: This value shall 
not be used. 



Range bound 


Explanation 


maxnoofPDPDirections 


Number of directions for which PDP Type is signalled separately 
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9.2.1 .40a PDP Type Information extension 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


PDP Type Information 
extension 


M 


/ to 

<maxnoofPDPDir 
ections> 


ENUMERAT 
ED(IPv4 and 
IPv6,...) 


PDP Type is defined in TS 
24.008 [8], and the restrictions 
on usage shall comply with TS 
24.008 [8]. 
Usage: 

When the IE is repeated then 
PDP Type for downlink is 
signalled first, followed by PDP 
Type for uplink; when the IE is 
not repeated, the PDP Type 
shall apply to both uplink and 
downlink. 



Range bound 


Explanation 


maxnoofPDPDirections 


Number of directions for which PDP Type is signalled separately 



9.2.1.41 Service Handover 

This IE tells if intersystem handover to GSM should, should not, or shall not be performed for a given RAB. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Service Handover 


M 




ENUMERAT 
ED 

(Handover to 
GSM should 
be 

performed, 
Handover to 
GSM should 
not be 
performed, 
Handover to 
GSM shall 
not be 
performed, 
...) 





9.2.1 .42 Message Structure 

The Message Structure IE gives information for each level with assigned criticality in a hierachical message structure 
from top level down to the lowest level above the reported level for the occured error (reported in the Information 
Element Criticality Diagnostics IE). 
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IE/Group Name 


Presence 


Range 


IE type 
and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message structure 




/ to 

<maxnoofle 
vels> 




The first repetition of 
the Message 
Structure IE 
corresponds to the 
top level of the 
message. The last 
repetition of the 
Message Structure 
IE corresponds to 
the level above the 
reported level for the 
occured error of the 
message. 


GLOBAL 


ignore 


>IE ID 


M 




INTEGER 
(0.. 65535) 


The IE ID of this 
level"s IE containing 
the not understood 
or missing IE. 






>Repetition Number 







INTEGER 
(1..256) 


The Repetition 
Number IE gives, if 
applicable, the 
number of 
occurrences of this 
level"s reported IE 
up to and including 
the occurrence 
containing the not 
understood or 
missing IE. 

Note: All the counted 
occurrences of the 
reported IE must 
have the same 
topdown hierachical 
message structure 
of lEs with assigned 
criticality above 
them. 


- 





Range bound 


Explanation 


maxnooflevels 


Maximum no. of message levels to report. The value for 
maxnooflevels is 256. 



9.2.1 .43 Alternative RAB Parameter Values 

The purpose of the Alternative RAB Parameter Values IE is to indicate that: 

- Either RAB QoS negotiation is allowed for certain RAB parameters and, in some cases, to indicate also which 
alternative values to be used in the negotiation; 

- Or an alternative RAB configuration can be requested by the RNC. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Alternative RAB 
parameter values 














>Alternative 
Maximum Bit Rate 
information 


O 






Included only if 
negotiation is allowed for 
this IE. 






»Type of 
Alternative 
Maximum Bit Rate 
Information 


M 




ENUMERATED 
(Unspecified, 
Value range, 
Discrete values) 


Unspecified means that 
negotiation is allowed, 
but no alternative values 
are provided from the 
CN, i.e., the RNC is 
allowed to assign any 
value equal or below the 
ones indicated in the 
RAB Parameters IE. 






»Alternative 
Maximum Bit 
Rates 


C - 

ifValueRan 
georDiscre 
teValuesM 
BR 


1 to <nrb- 
Alternativ 
e 

Values> 




For Value Range, one 
value limit is given here 
and the other given by 
Maximum Bit Rate in the 
RAB Parameters IE. 
For Discrete Values; 1 to 
16 discrete values can 
be given. 






»>Bit Rate 


M 


1 to <nbr- 
Separate 
TrafficDir 
ections> 


INTEGER 
(1.. 16,000,000) 


When nbr- 

SeparateTrafficDirection 
s is equal to 2, then the 
Bit Rate attribute for 
downlink is signalled 
first, then the Bit Rate 
attribute for uplink. 






Alternative 
Guaranteed Bit Rate 
Information 


O 






Included only if 
negotiation is allowed for 
this IE. 


- 




»Type of 
Alternative 
Guaranteed Bit 
Rate Information 


M 




ENUMERATED 
(Unspecified, 
Value range, 
Discrete values) 


Unspecified means that 
negotiation is allowed, 
but no alternative values 
are provided from the 
CN, i.e., the RNC is 
allowed to assign any 
value equal or below the 
ones indicated in the 
RAB Parameters IE. 






»Alternative 
Guaranteed Bit 
Rates 


C - 

ifValueRan 
georDiscre 
teValuesG 
BR 


1 to <nrb- 
Alternativ 
e 

Values> 




For Value Range, one 
value limit is given here 
and the other given by 
Guaranteed Bit Rate in 
the RAB Parameters IE. 
For Discrete Values, 1 to 
16 discrete values can 
be given. 






»>Bit Rate 


M 


1 to <nbr- 
Separate 
TrafficDir 
ections> 


INTEGER 
(1.. 16,000,000) 


When nbr- 

SeparateTrafficDirection 
s is equal to 2, then the 
Bit Rate attribute for 
downlink is signalled 
first, then the Bit Rate 
attribute for uplink. 






Alternative RAB 
Configuration 


O 




RAB Parameters 
9.2.1.3 


Indicates the possibility 
for RNC to request CN 
to execute the included 
alternative RAB 
configuration, e.g., for 
network-inititated 
SCUDIF purpose TS 
23.172 [43]. 






>Extended 
Alternative 
Maximum Bit Rate 
Information 


O 






Included only if 
negotiation is allowed for 
this IE. 


YES 


ignore 


»Type of 
Extended 
Alternative 
Maximum Bit Rate 


M 




ENUMERATED 
(Unspecified, 
Value range, 
Discrete values) 


Unspecified means that 
negotiation is allowed, 
but no alternative values 
are provided from the 
CN, i.e., the RNC is 
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Information 








allowed to assign any 
value equal or below the 
ones indicated in the 
RAB Parameters IE. 






»Extended 
Alternative 
Maximum Bit 
Rates 


C- 

ifValueRan 
georDiscre 
teValuesM 
BR 


1 to <nrb- 
Alternativ 
e 

Values> 




For Value Range, one 
value limit is given here 
and the other given by 
Extended Maximum Bit 
Rate in the RAB 
Parameters IE. 
For Discrete Values; 1 to 
16 discrete values can 
be given. 






»>Extended Bit 
Rate 


M 


1 to <nbr- 
Separate 
TrafficDir 
eciions> 


INTEGER 

(16,000,001.-25 

6,000,000) 


When nbr- 

SeparateTrafficDirection 
s is equal to 2, then the 
Bit Rate attribute for 
downlink is signalled 
first, then the Bit Rate 
attribute for uplink. 






>Extended 
Alternative 
Guaranteed Bit Rate 
Information 


O 






Included only if 
negotiation is allowed for 
this IE. 


YES 


ignore 


»Type of 
Extended 
Alternative 
Guaranteed Bit 
Rate Information 


M 




ENUMERATED 

(Unspecified, 
Value range, 
Discrete values) 


Unspecified means that 
negotiation is allowed, 
but no alternative values 
are provided from the 
CN, i.e., the RNC is 
allowed to assign any 
value equal or below the 
ones indicated in the 
RAB Parameters IE. 






»Extended 
Alternative 
Guaranteed Bit 
Rates 


C- 

ifValueRan 
georDiscre 
teValuesG 
BR 


1 to <nrb- 
Alternativ 
e Values 




For Value Range, one 
value limit is given here 
and the other given by 
Extended Guaranteed 
Bit Rate in the RAB 
Parameters IE. 
For Discrete Values; 1 to 
16 discrete values can 
be given. 






»>Extended Bit 
Rate 


M 


1 to <nbr- 
Separate 
TrafficDir 
&ctions> 


INTEGER 

(16,000,001.-25 

6,000,000) 


When nbr- 

SeparateTrafficDirection 
s is equal to 2, then the 
Bit Rate attribute for 
downlink is signalled 
first, then the Bit Rate 
attribute for uplink. 






>Supported 
Alternative 
Maximum Bit Rate 
Information 


O 






Included only if 
negotiation is allowed for 
this IE. 


EACH 


reject 


»Type of 
Supported 
Alternative 
Maximum Bit Rate 
Information 


M 




ENUMERATED 
(Unspecified, 
Value range, 
Discrete values) 


Unspecified means that 
negotiation is allowed, 
but no alternative values 
are provided from the 
CN, i.e., the RNC is 
allowed to assign any 
value equal or below the 
ones indicated in the 
RAB Parameters IE. 






»Supported 
Alternative 
Maximum Bit 
Rates 


C- 

ifValueRan 
georDiscre 
teValuesG 
BR 


1 to <nrb- 
Alternativ 
e 

Values> 




For Value Range, one 
value limit is given here 
and the other given by 
Supported Maximum Bit 
Rate in the RAB 
Parameters IE. 
ror uiscreie values, i 10 
16 discrete values can 
be given. 






»>Supported Bit 
Rate 




1 to <nbr- 
Separate 
TrafficDir 
ections> 


INTEGER 

(1..1,000,000,00 

0) 


When nbr- 

SeparateTrafficDirection 
s is equal to 2, then the 
Supported Bit Rate 
attribute for downlink is 
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signalled first, then the 
Supported Bit Rate 
attribute for uplink. 






>Supported 
Alternative 
Guaranteed Bit Rate 
Information 


O 






Included only if 
negotiation is allowed for 
this IE. 


EACH 


reject 


»Type of 
Supported 
Alternative 
Guaranteed Bit 
Rate Information 


M 




ENUMERATED 
(Unspecified, 
Value range, 
Discrete values) 


Unspecified means that 
negotiation is allowed, 
but no alternative values 
are provided from the 
CN, i.e., the RNC is 
allowed to assign any 
value equal or below the 
ones indicated in the 
RAB Parameters IE. 






»Supported 
Alternative 
Guaranteed Bit 
Rates 


C- 

ifValueRan 
georDiscre 
teValuesG 
BR 


1 to <nrb- 
Alternativ 
e 

Values> 




For Value Range, one 
value limit is given here 
and the other given by 
Supported Guaranteed 
Bit Rate in the RAB 
Parameters IE. 
For Discrete Values; 1 to 
16 discrete values can 
be given. 






»>Supported Bit 
Rate 




1 to <nbr- 
Separate 
TrafficDir 
ections> 


I IN I CuCn 

(1.. 1,000, 000,00 
0) 


VVMcM 1 lkj r - 

SeparateTrafficDirection 
s is equal to 2, then the 
Supported Bit Rate 
attribute for downlink is 
signalled first, then the 
Supported Bit Rate 
attribute for uplink. 







Range Bound 


Explanation 


nbr-AlternativeValues 


Maximum number of alternative values. 
Value is 1 in case of Value Range and 
16 in case of Discrete Values. 


nbr-SeparateTrafficDirections 


Number of Traffic Directions being signalled 
separately. 

Set to 2 if RAB asymmetry indicator is 
asymmetric bidirectional. 
Set to 1 in all other cases. 



Condition 


Explanation 


ifValueRangeorDiscreteValuesMBR 


This IE shall be present if the Type of Alternative Maximum Bit 
Rates Information IE is set to "Value range" or "Discrete values". 


ifValueRangeorDiscreteValuesGBR 


This IE shall be present if the Type of Guaranteed Bit Rates 
Information IE is set to "Value range" or "Discrete values". 



9.2.1 .44 Assigned RAB Parameter Values 

The purpose of the Assigned RAB Parameter Values IE is to indicate that RAB QoS negotiation has been performed for 
certain RAB parameters and which values have been chosen. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Assigned RAB 
parameter values 














>Assigned Maximum 
Bit Rate 





1 to <nbr- 

SeparateTraffi 

cDirections> 


INTEGER 
(1.-16,000,000 

) 


When nbr- 
SeparateTrafficDir 
ections is equal to 
2, then Assigned 
Maximum Bit Rate 
attribute for 
downlink is 
signalled first, then 
Assigned 
Maximum Bit Rate 
attribute for uplink. 






>Assigned 
Guaranteed Bit Rate 





1 to <nbr- 

SeparateTraffi 

cDirections> 


INTEGER 
(0.. 16,000,000 

) 


When nbr- 
SeparateTrafficDir 
ections is equal to 
2, then Assigned 
Guaranteed Bit 
Rate for downlink 
is signalled first, 
then Assigned 
Guaranteed Bit 
Rate for uplink. 






>Extended Assigned 
Maximum Bit Rate 





1 to <nbr- 

SeparateTraffi 

cDirections> 


INTEGER 

(16,000,001.-2 

56,000,000) 


When nbr- 
SeparateTrafficDir 
ections is equal to 
2, then Assigned 
Maximum Bit Rate 
attribute for 
downlink is 
signalled first, then 
Assigned 
Maximum Bit Rate 
attribute for uplink. 


YES 


reject 


>Extended Assigned 
Guaranteed Bit Rate 





1 to <nbr- 

SeparateTraffi 

cDirections> 


INTEGER 

(16,000,001.-2 

56,000,000) 


When nbr- 
SeparateTrafficDir 
ections is equal to 
2, then Assigned 
Guaranteed Bit 
Rate for downlink 
is signalled first, 
then Assigned 
Guaranteed Bit 
Rate for uplink. 


YES 


reject 


>Supported Assigned 
Maximum Bit Rate 




to <nbr- 

SeparateTraffi 

cDirections> 


INTEGER 
(1.. 1,000,000, 
000, ...) 


When nbr- 
SeparateTrafficDir 
ections is equal to 
2, then Supported 
Assigned 
Maximum Bit Rate 
attribute for 
downlink is 
signalled first, then 
Supported 
Assigned 
Maximum Bit Rate 
attribute for uplink. 


YES 


ignore 


>Supported Assigned 
Guaranteed Bit Rate 




to <nbr- 

SeparateTraffi 

cDirections> 


INTEGER 
(1.. 1,000,000, 
000, ...) 


When nbr- 
SeparateTrafficDir 
ections is equal to 
2, then Supported 
Assigned 
Guaranteed Bit 
Rate for downlink 
is signalled first, 
then Supported 
Assigned 
Guaranteed Bit 
Rate for uplink. 


YES 


ignore 
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Range Bound 


Explanation 


nbr-SeparateTrafficDirections 


Number of Traffic Directions being signalled 
separately. 

Set to 2 if RAB asymmetry indicator is 
asymmetric bidirectional. 
Set to 1 in all other cases. 



9.2.1 .45 Requested RAB Parameter Values 

The purpose of Requested RAB Parameter Values IE is to either indicate the RAB parameters for which the included 
different values are being requested, or indicate that the execution of the alternative RAB configuration is requested. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Requested RAB 
Parameter Values 














>Requested 
Maximum Bit Rate 





1 to <nbr- 

SeparateTraffi 

cDirections> 


INTEGER 
(1.-16,000,000 

) 


When nbr- 
SeparateTrafficDir 
ections is equal to 
2, Requested 
Maximum Bit Rate 
attribute for 
downlink is 
signalled first, then 
Requested 
Maximum Bit Rate 
attribute for uplink. 






>Requested 
Guaranteed Bit Rate 





1 to <nbr- 

SeparateTraffi 

cDirections> 


INTEGER 
(0.. 16,000,000 

) 


When nbr- 
SeparateTrafficDir 
ections is equal to 
2, Requested 
Guaranteed Bit 
Rate for downlink 
is signalled first, 
then Requested 
Guaranteed Bit 
Rate for uplink. 






Alternative RAB 

Configuration 

Request 







ENUMERATE 
D (Alternative 
RAB 

configuration 

Requested, 

•••) 


Indicates a 
request to trigger 
the execution of 
the alternative 
RAB Configuration 
e.g. for network- 
initiated SCUDIF 
purpose TS 
23.172 [43]. 






>Extended 
Requested Maximum 
Bit Rate 





1 to <nbr- 

SeparateTraffi 

cDirections> 


INTEGER 

(16,000,001.-2 

56,000,000) 


When nbr- 
SeparateTrafficDir 
ections is equal to 
2, Requested 
Maximum Bit Rate 
attribute for 
downlink is 
signalled first, then 
Requested 
Maximum Bit Rate 
attribute for uplink. 


YES 


reject 


>Extended 
Requested 
Guaranteed Bit Rate 





1 to <nbr- 

SeparateTraffi 

cDirections> 


INTEGER 

(16,000,001..2 

56,000,000) 


When nbr- 
SeparateTrafficDir 
ections is equal to 
2, Requested 
Guaranteed Bit 
Rate for downlink 
is signalled first, 
then Requested 
Guaranteed Bit 
Rate for uplink. 


YES 


reject 


>Supported 
Requested Maximum 
Bit Rate 




to <nbr- 
SeparateTraffi 
cDirections> 


INTEGER 
(1.. 1,000,000, 
000, ...) 


When nbr- 
SeparateTrafficDir 
ections is equal to 
2, Supported 
Requested 
Maximum Bit Rate 
attribute for 
downlink is 
signalled first, then 
Supported 
Requested 
Maximum Bit Rate 
attribute for uplink. 


YES 


reject 


>Supported 
Requested 
Guaranteed Bit Rate 




to <nbr- 

SeparateTraffi 

cDirections> 


IN I bOjbK 
(1.. 1,000,000, 
000, ...) 


When nbr- 
SeparateTrafficDir 
ections is equal to 
2, Supported 
Requested 
Guaranteed Bit 
Rate for downlink 
is signalled first, 


YES 


reject 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Requested RAB 
Parameter Values 






















then Supported 
Requested 
Guaranteed Bit 
Rate for uplink. 







Range bound 


Explanation 


nbr-SeparateTrafficDirections 


Number of Traffic Directions being signalled 
separately. 

Set to 2 if RAB Asymmetry Indicator is 
asymmetric bidirectional. 
Set to 1 in all other cases. 



9.2.1.46 Global CN-ID 

Global CN-ID is used to globally identify a CN node. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


PLMN identity 


M 




OCTET 
STRING 
(SIZE (3)) 


- digits to 9, encoded 0000 to 
1001, 

- 111 1 used as filler digit, 
two digits per octet, 

- bits 4 to 1 of octet n encoding 
digit 2n-1 

- bits 8 to 5 of octet n encoding 
digit 2n 










-The PLMN identity consists of 
3 digits from MCC followed by 
either 

-a filler digit plus 2 digits from 
MNC (in case of 2 digit MNC) 
or 

-3 digits from MNC (in case of 
a 3 digit MNC). 










CN-ID 


M 




INTEGER 

(0..4095) 





9.2.1 .46a Vertical Accuracy Code 

This element includes information about the requested vertical accuracy. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Vertical Accuracy Code 


M 




INTEGER 
(0..127) 


The requested accuracy 
"v" is derived from the 
"accuracy code" k by 
v = 45x(1.025 k -1). 



9.2.1.46b Response Time 

This element includes information about the requested response time. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Response Time 


M 




ENUMERATED 
(Low Delay, 
Delay Tolerant, 
...) 


The value refers to TS 
22.071 [30]. 



9.2.1.46c Positioning Priority 

This element includes information about the requested positioning priority. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Positioning Priority 


M 




ENUMERATED( 
High Priority, 
Normal Priority, 
...) 


The value refers to TS 
22.071 [30]. 



9.2.1. 46d Client Type 

This element includes information about the client type. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Client Type 


M 




ENUMERATED( 
Emergency 
Services, Value 
Added Services, 
PLMN Operator 
Services, Lawful 
Intercept 
Services, PLMN 
Operator - 
broadcast 
services, PLMN 
Operator - O&M, 
PLMN Operator 
- anonymous 
statistics, PLMN 
Operator - 
Target MS 
service support, 
...) 


Identifies the type of client. 



9.2.1 .47 New BSS to Old BSS Information 

The coding of this element is described in TS 48.008 [11]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


New BSS To Old BSS 
Information 


M 




OCTET 
STRING 


Contents defined in TS 48.008 
[111. 



9.2.1 .48 Inter-System Information Transparent Container 

The Inter-System Information Transparent Container IE is an information element that is produced by the external 
relocation target system and is transmitted to a source RNC. This IE is transparent to the CN. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Downlink Cell Load 
Information 


O 




Cell Load 

Information 

9.2.1.49 


For the Downlink 


Uplink Cell Load Information 


O 




Cell Load 

Information 

9.2.1.49 


For the Uplink 



9.2.1 .49 Cell Load Information 

The Cell Load Information IE contains the load information of a specific (serving or target) cell for either the Downlink 
or the Uplink. If the RNC supports cell load-based inter-system handover, this information shall be understood, when 
available, as the current traffic load in the target cell if included in a RELOCATION PREPARATION FAILURE 
message, or the traffic load in the target cell assuming a successful completion of the handover in progress if included in 
a RELOCATION COMMAND message. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Cell Capacity Class Value 


M 




9.2.1.50 




Load Value 


M 




9.2.1.51 




RT Load Value 


O 




9.2.1.52 




NRT Load Information Value 


O 




9.2.1.53 





9.2. 1 .50 Cell Capacity Class Value 

The Cell Capacity Class Value IE is the value that classifies the cell capacity with regards to the other cells. The Cell 
Capacity Class Value IE only indicates resources that are configured for traffic purposes. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Cell Capacity Class Value 


M 




INTEGER 
(1-100,...) 


Value 1 shall indicate the 
minimum cell capacity, and 
100 shall indicate the 
maximum cell capacity. There 
should be linear relation 
between cell capacity and Cell 
Capacity Class Value. 



9.2.1.51 Load Value 

The Load Value IE contains the total cell load relative to the maximum planned load. It is defined as the load 
percentage of the Cell Capacity Class. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Load Value 


M 




INTEGER 
(0..100) 


Value shall indicate the 
minimum load, and 100 shall 
indicate the maximum load. 
Load Value should be 
measured on a linear scale. 



9.2.1.52 RT Load Value 

The RT Load Value IE indicates in percents the ratio of the load generated by Real Time traffic relative to the measured 
Load Value. Real Time traffic corresponds to the Conversational and Streaming traffic classes. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


RT Load Value 


M 




INTEGER 
(0..100) 





9.2.1 .53 NRT Load Information Value 



The NRT Load Information Value IE indicates the load situation on the cell for the Non Real-Time traffic. Non Real 
Time traffic corresponds to the Interactive and Background traffic classes. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


NRT Load Information Value 


M 




INTEGER 
(0..3) 


Mapping of the status: 
0: low: The NRT load is low. 
1 : medium: The NRT load is 
medium. 

2: high: NRT load is high. 
Probability to admit a new user 
is low. 

3: overloaded: NRT overload. 
The probability to admit a new 
user is low, packets are 
discarded and the source is 
recommended to reduce the 
data flow. 



9.2.1 .54 Source RNC PDCP context info 

The purpose of the Source RNC PDCP context info IE is to transfer RNC PDCP context information from a source 
RNC to a target RNC during an SRNS relocation. 

This IE is transparent to CN. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


RRC Container 


M 




OCTET STRING 





9.2.1 .55 Information Transfer ID 

Indicates the identity of an information transfer. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Information Transfer ID 


M 




INTEGER 

(0..2 A 20-1) 





9.2.1.56 Provided Data 

Provides the data that is transferred in an information transfer. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Choice Provided Data 










>SNA 










»Shared Network 
Information 


M 




9.2.3.23 
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9.2.1.57 GERAN Classmark 



The purpose of the GERAN Classmark IE is to transfer GERAN-specific information to the CN. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


GERAN Classmark 


M 




OCTET 
STRING 


Contents defined in TS 48.008 
[11]. 



9.2.1 .58 GERAN BSC Container 

The purpose of the GERAN BSC Container IE is to transfer GERAN-specific information from the CN to the GERAN. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


GERAN BSC Container 


M 




OCTET 
STRING 


Contents defined in TS 48.008 
[11]. 



9.2.1.59 UESBI-lu 

The purpose of the UESBI-lu IE is to transfer the UE Specific Behaviour Information as defined in TR 25.994 [31] and 
TR 25.995 [32] from the CN to the RNC. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


UESBI-luA 


O 




BIT STRING 
(1 ..128) 


The UESBI-luA provides 
compliance status information 
about the UE with regards to 
specific behaviours described 
inTR 25.994 [31]. 

TR 25.994 [31] defines the 
mapping between the 
descriptions in TR 25.994 [31] 
and the UESBI-luA. 

Each bit on a certain position 
is associated with a certain 
behaviour described in TR 
25.994 [31]. 


UESBI-luB 


O 




BIT STRING 
(1 ..128) 


The UESBI-luB provides 
compliance status information 
about the UE with regards to 
specific behaviours described 
in TR 25.995 [32]. 

TR 25.995 [32] defines the 
mapping between the 
descriptions in TR 25.995 [32] 
and the UESBI-luB. 

Each bit on a certain position 
is associated with a certain 
behaviour described in TR 
25.995 [32]. 



9.2.1 .60 Cell Load Information Group 

The Cell Load Information Group IE is an information element that is produced by source system BSC and is 
transmitted to target system RNC via transparent containers. This IE contains the load information of the source cell for 
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either the Downlink or the Uplink or both as well as the source cell identifier the included cell load information 
corresponds to. If the RNC supports cell load-based inter-system handover, this information shall be understood, when 
available, as the current traffic load in the indicated source cell prior to the relocation. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Source Cell Identifier 


M 




9.2.1.61 


The source cell identifer the 
downlink and uplink cell load 
information correspond to. 


Downlink Cell Load 
Information 


O 




Cell Load 

Information 

9.2.1.49 


For the Downlink 


Uplink Cell Load Information 


O 




Cell Load 

Information 

9.2.1.49 


For the Uplink 



9.2.1 .61 Source Cell Identifier 

The Source Cell Identifier IE identifies the involved cell of the source system for the relocation of SRNS. The Source 
Cell Identifier IE may be e.g. source GERAN Source Cell ID (in case of GSM to UMTS relocation) or the UTRAN 
Source Cell ID (in case of UMTS to GSM relocation). 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Choice Source Cell Identifier 










>GERAN 










»GERAN Source Cell ID 


M 








»>PLMN identity 


M 




OCTET STRING 
(SIZE (3)) 


- digits to 9, encoded 0000 to 
1001, 

- 1 1 1 1 used as filler digit, 
two digits per octet, 

- bits 4 to 1 of octet n encoding 
digit 2n-1 

- bits 8 to 5 of octet n encoding 
digit 2n 

-The PLMN identity consists of 3 
digits from MCC followed by 
either 

.I'll 1" 'i 1 /"\ 1 ■ r 

-a filler digit plus 2 digits from 
MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 
3 digit MNC). 


»>LAC 


M 




OCTET STRING (2) 


0000 and FFFE not allowed. 


»>CI 


M 




OCTET STRING (2) 




>UTRAN 










»UTRAN Source Cell ID 


M 








»>PLMN identity 


M 




OCTET STRING 
(SIZE (3)) 


- digits to 9, encoded 0000 to 
1001, 

- 1 1 1 1 used as filler digit, two 
digits per octet, 

- bits 4 to 1 of octet n encoding 
digit 2n-1 - bits 8 to 5 of octet n 
encoding digit 2n 

-The PLMN identity consists of 3 
digits from MCC followed by 
either 

- a filler digit plus 2 digits from 
MNC (in case of 2 digit MNC) or 

- 3 digits from MNC (in case of a 
3 digit MNC). 


»>Source Cell ID 


M 




INTEGER 

(0.. 268435455) 


This information element 
identifies a cell uniquely within 
UTRAN and consists of RNC-ID 
and C-ID as defined in TS 
25.401 [3]. 



9.2.1 .62 Inter-system Information Transfer Type 

Indicates the type of information that the RNC requests to transfer. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Choice Inter-system 
Information Transfer Type 










>RIM 










»RIM Transfer 


M 




9.2.3.30 





9.2.1 .63 Information Transfer Type 

Indicates the type of information that the RNC requests to transfer. 
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it/oroup Name 


rresence 


Range 


it iype ana 
reference 


oemaniics aescripnon 


Choice Information 
Transfer Type 










>RNC Trace 










»RNC Trace Session 
Information 


M 




9.2.1.64 





9.2.1 .64 RNC Trace Session Information 

Indicates the information on a Trace Session activated by Management in the RNC. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Trace Reference 


M 




9.2.1.8 




Trace Activation Indicator 


M 




ENUMERAT 
ED( 

Activated, 
Deactivated) 




Equipments To Be Traced 


C- 

IfActivated 




9.2.1.65 





Condition 


Explanation 


ifActivated 


This IE shall be present if the Trace Activation Indicator IE is set to 
"Activated". 



9.2.1 .65 Equipments To Be Traced 

Indicates the UEs that the RNC has to trace using a list of Equipment Identities or a mask on an Equipment Identity. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Choice Equipments To Be 
Traced 










>IMEI List 










»IMEI List 




1 to 

<MaxUEs ToBeTr 
aced> 






»>IMEI 


M 




OCTET 
STRING 
(SIZE (8)) 


- hexadecimal digits to F, 
two hexadecimal digits per 
octet, 

- each hexadecimal digit 
encoded 0000 to 1 1 1 1 , 

- 1 1 1 1 used as filler for bits 8 
to 5 of last octet 

- bit 4 to 1 of octet n encoding 
digit 2n-1 

- bit 8 to 5 of octet n encoding 
digit 2n 

Number of hexadecimal digits 
shall be 15. 


>IMEISV List 










»IMEISV List 




1 to 

<MaxUEs ToBe Tr 
aced> 






»>IMEISV 


M 




OCTET 
STRING 
(SIZE (8)) 


- hexadecimal digits to F, 
two hexadecimal digits per 
octet, 

- each hexadecimal digit 
encoded 0000 to 1 1 1 1 , 

- bit 4 to 1 of octet n encoding 
digit 2n-1 

- bit 8 to 5 of octet n encoding 
digit 2n 

Number of hexadecimal digits 
shall be 16. 


>IMEI Group 










»IMEI 


M 




OCTET 
STRING 
(SIZE (8)) 


- hexadecimal digits to F, 
two hexadecimal digits per 
octet, 

- each hexadecimal digit 
encoded 0000 to 1 1 1 1 , 

- 1 1 1 1 used as filler for bits 8 
to 5 of last octet 

- bit 4 to 1 of octet n encoding 
digit 2n-1 

- bit 8 to 5 of octet n encoding 
digit 2n 

Number of hexadecimal digits 
shall be 15. 


»IMEI Mask 


M 




BIT STRING 
(SIZE (7)) 




>IMEISV Group 










»IMEISV 


M 




OCTET 
STRING 
(SIZE (8)) 


- hexadecimal digits to F, 
two hexadecimal digits per 
octet, 

- each hexadecimal digit 
encoded 0000 to 1 1 1 1 , 

- bit 4 to 1 of octet n encoding 
digit 2n-1 

- bit 8 to 5 of octet n encoding 
digit 2n 

Number of hexadecimal digits 
shall be 16. 
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»IMEISV Mask 






BIT STRING 
(SIZE (8)) 





Range Bound 


Explanation 


MaxUEsToBeTraced 


Maximum number of UEs To Be Traced by the 
RNC in a Trace Session. Value is 64. 



The IMEI Group is identified by all the IMEI values whose digits 1 to 8 are equal to the corresponding digits of the 
IMEI IE and whose digits n+9 are equal to the corresponding digits of the IMEI IE if the bit bn of the IMEI Mask IE is 
equal to 1 . 

The IMEISV Group is identified by all the IMEISV values whose digits 1 to 8 are equal to the corresponding digits of 
the IMEISV IE and whose digits n+9 are equal to the corresponding digits of the IMEI IE if the bit bn of the IMEISV 
Mask IE is equal to 1 . 

9.2.1.66 Trace Recording Session Information 



Provides the information on a Trace Record being generated in the Source RNC at the time of. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Trace Reference 


M 




9.2.1.8 




Trace Recording Session 
Reference 


M 




9.2.1.67 





9.2.1.67 Trace Recording Session Reference 

Identifier of a Trace Record. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Trace Recording Session 
Reference 


M 




INTEGER 
(0.. 65535) 





9.2.1.68 Trace Propagation Parameters 

Indicates the trace parameters to activate a trace session by a trace parameter propagation. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Trace Recording Session 
Reference 


M 




9.2.1.67 




Trace Depth 


M 




9.2.1.69 




List Of Interfaces To Trace 


O 




9.2.1.70 





9.2.1.69 Trace Depth 

Indicates how detailed information should be recorded for this trace session in the RNC. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Trace Depth 


M 




ENUMERAT 
ED( 

Minimum, 
Medium, 
Maximum, 
...) 


See TS 32.422 [38]. 
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9.2.1 .70 List Of Interfaces To Trace 



Indicates the interface(s) to be traced by RNC. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


List Of Interfaces To Trace 










interfaces To Trace 




1 to 

<maxlnterfaces> 






»lnterface 


M 




ENUMERAT 

ED(lu-CS, 

lu-PS, 

lur, 

lub, 

Uu, ...) 





Range bound 


Explanation 


max I interfaces 


Maximum no. of different UTRAN interfaces to trace. The value for 
maxlnterfaces is 16. 



9.2.1.71 Information Exchange ID 

Indicates the identity of an information exchange. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Information Exchange ID 


M 




INTEGER 

(0..2 A 20-1) 





9.2.1 .72 Information Exchange Type 

Indicates the nature of the information exchange i.e. transfer or request of specific information. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Information Exchange Type 


M 




ENUMERAT 

ED(transfer, 
request, ...) 





9.2.1.73 Information Request Type 

Indicates the type of information requested by the RNC. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Choice Information 










Request Type 










>MBMS IP MC Address 










and APN Request 










»MBMS IP Multicast 


M 




9.2.1.78 




Address and APN 










Request 










>Permanent NAS UE ID 










»Permanent NAS UE 


M 




9.2.3.1 




Identity 











9.2.1.74 Information Requested 

Provides the RNC with the requested information. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Choice Information 
Requested 










>Requested MBMS IP MC 
Address and APN 










»riequestea MbMo ir 
Multicast Address and 
APN 


M 




a o o a c 
9.^. 0.4b 




>Requested MC Service 
List 










»Requested Multicast 
Service List 


M 




9.2.3.47 





9.2.1.75 PTP RABID 

This element uniquely identifies a MBMS PTP radio bearer for a particular UE. 

The value is used in the RNC to relate MBMS PTP Radio Bearers to a MBMS RAB. The content of this information 
element is transferred unchanged from the SGSN via the RNC to the UE by RANAP messages and RRC messages. For 
RRC messages refer to TS 25.331 [10]. 



The element contains binary representation of the Network Service Access Point Identifier (NSAPI). This identifier is 
coded in the PTP RAB ID element in accordance with the coding of the NSAPI IE in TS 24.008 [8]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


PTP RAB ID 


M 




BIT STRING 

(8) 





9.2.1 .76 Frequency Layer Convergence Flag 

Indicates to the RNC the requirement to not apply Frequency Layer Convergence for a given MBMS Bearer Service. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Frequency Layer 
Convergence Flag 


M 




ENUMERAT 
ED( 

no-FLC-flag, 
...) 





9.2.1.77 Session Update ID 

Indicates the identity of a Session Update procedure. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Session Update ID 


M 




INTEGER 
(0..2 A 20-1) 





9.2.1 .78 MBMS IP Multicast Address and APN Request 

Indicates the list of MBMS Bearer Services identified by their respective TMGIs, for which the IP Multicast Address 
and APN are requested by the RNC. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MBMS IP Multicast 
Address and APN Request 










>TMGI 


M 


1 to 

<maxnoofMulticas 
tServicesPerRNC 

> 


9.2.3.37 





Range bound 


Explanation 


maxnoofMulticastServicesPerRNC 


Maximum no. of Multicast Services that a RNC can have context for. 
Value is 512. 



9.2.1 .79 Source BSS to Target BSS Transparent Container 

The coding of this element is described in TS 48.018 [36]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Source BSS to Target BSS 
Transparent Container 


M 




OCTET 
STRING 


Coded as the value (V) part of 
the Source BSS to Target BSS 
Transparent Container IE 
defined in TS 48.018 [36]. 



9.2.1 .80 Target BSS to Source BSS Transparent Container 

This IE contains information provided by the external inter-system handover target. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Target BSS to Source BSS 
Transparent Container 


M 




OCTET 
STRING 


Coded as the value (V) part of 
the Target BSS to Source BSS 
Transparent Container IE 
defined in TS 48.018 [36]. 



9.2.1.81 Include Velocity 

This element indicates that the Location Report may include the UE"s velocity. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Include Velocity 


M 




ENUMERATED( 
requested) 





9.2.1.82 Periodic Location Info 

The Periodic Location Info IE contains the periodic reporting interval and reporting amount for periodic location. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Reporting Amount 


M 




INTEGER(1.. 
8639999,...) 


This IE indicates the 
amount of periodic reports. 


Reporting Interval 


M 




INTEGER(1 .. 
8639999,...) 


This IE indicates the 
reporting interval in 
seconds. 
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9.2.1 .83 Last Visited UTRAN Cell Information 



The Last Visited UTRAN Cell Information contains information about a cell that is to be used for RRM purposes. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


UTRAN Cell ID 




1 






>PLMN identity 


M 




OCTET STRING 
(SIZE (3)) 


- digits to 9, encoded 
0000 to 1001, 

- 1 1 1 1 used as filler digit, 
two digits per octet, 

- bits 4 to 1 of octet n 
encoding digit 2n-1- bits 8 
to 5 of octet n encoding 
digit 2n 

-The PLMN identity 
consists of 3 digits from 
MCC followed by either 

- a filler digit plus 2 digits 
from MNC (in case of 2 
digit MNC) or 

- 3 digits from MNC (in 
case of a 3 digit MNC). 


>Cell ID 


M 




INTEGER 

(0.. 268435455) 


This information element 
identifies a cell uniquely 
within UTRAN and consists 
of RNC-ID and C-ID as 
defined in TS 25.401 [3]. 


Cell Type 


M 




ENUMERATED( 
macro, micro, 
pico, femto, ...) 


Defined in TS 25.104 [50]. 


Time UE Stayed In Cell 


M 




INTEGER 
(0..4095) 


The duration of the time 
the UE stayed in the cell in 
seconds. If the UE stays in 
a cell more than 4095s, 
this IE is set to 4095 



9.2.1.84 MBMS HC Indicator 

This element indicates whether the payload of user data packets of the MBMS RAB are provided with compressed IP 
header. Respective information within SYNC-protocol data frames are defined in TS 25.446 [51]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MBMS HC Indicator 


M 




ENUMERATED 

(uncompressed 
header, 
compressed 
header, ...) 





9.2.1.85 CSG Id 

This information element indicates the identifier of the closed subscriber group, as defined in TS 23.003 [19]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


CSG Id 


M 




BIT STRING 

(SIZE (27)) 
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9.2.1 .86 Subscriber Profile ID for RAT/Frequency priority 



The Subscriber Profile ID IE for RAT/Frequency Selection Priority is used to define camp priorities in Idle mode and to 
control inter-RAT/inter-frequency handover in Active mode TS 23.401 [48]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Subscriber Profile ID for 
RAT/Frequency Priority 


M 




INTEGER 
(1..256) 





9.2.1 .87 SRVCC operation possible 

This information element is set by the CN to provide an indication that both UE and CN are SRVCC-capable. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


SRVCC operation possible 


M 




ENUMERATED 

(SRVCC 

possible,...) 





9.2.1 .88 SRVCC HO Indication 

This information element is set by the source RNC to provide an indication that RAB bearers may be subjected to 
handover via SRVCC means. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


SRVCC HO Indication 


M 




ENUMERATED 

(PS and CS, CS 
only,...) 




9.2.1.89 SRVCC Information 








This IE contains information for SRVCC operation. 






IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


SRVCC Information 










>NONCE 


M 




BIT STRING (128) 


The usage of NONCE IE is 
described in TS 33.102 [60] 



9.2.1 .90 E-UTRAN Service Handover 

This IE tells if intersystem handover to E-UTRAN shall not be performed for a given RAB. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


E-UTRAN Service Handover 


M 




ENUMERAT 
ED 

(Handover to 
E-UTRAN 
shall not be 
performed, 
...) 
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9.2.1 .91 UE Aggregate Maximum Bit Rate 

The UE Aggregate Maximum Bitrate IE is applicable for all non-GBR bearers per UE which is defined for the 
Downlink and the Uplink direction and provided by the CN to the RNC. At least one of the UE Aggregate Maximum Bit 
Rate Downlink IE and UE Aggregate Maximum Bit Rate Uplink IE shall be included in the UE Aggregate Maximum Bit 
Rate IE. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


UE Aggregate Maximum 
Bit Rate 








Desc: 

Applicable for non-GBR 
bearers 


>UE Aggregate Maximum 
Bit Rate Downlink 


O 




INTEGER 
(1.. 1,000,00 
0,000) 


Desc: This IE indicates the 
aggregated maximum number 
of bits delivered by UTRAN 
and to UTRAN in DL within a 
period of time, divided by the 
duration of the period for all 
non-GBR bearers in one UE. 
The MBR of non-GBR bearers 
shall be ignored if this IE 
present. 


>UE Aggregate Maximum 
Bit Rate Uplink 


O 




INTEGER 
(1.. 1,000,00 
0,000) 


Desc: This IE indicates the 
aggregated maximum number 
of bits delivered by UTRAN 
and to UTRAN in UL within a 
period of time, divided by the 
duration of the period for all 
non-GBR bearers in one UE. 
The MBR of non-GBR bearers 
shall be ignored if this IE 
present. 



9.2.1 .92 CSG Membership Status 

This element indicates the Membership status of the UE to a particular CSG. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


CSG Membership Status 


M 




ENUMERATED 
(member, non- 
member,...) 





9.2.1 .93 Cell Access Mode 

This information element indicates that the cell operates in Hybrid Access mode as defined in TS 22.220 [56]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Cell Access Mode 


M 




ENUMERATED 
(hybrid,...) 





9.2.1.94 Offload RAB Parameters 

The purpose of the Offload RAB parameters IE is to provide information related to the handling of the SIPTO at Iu-PS 
function, as specified in TS 23.060 [21]. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Access Point Name 


M 




OCTET STRING 
(1..255) 


This IE indicates the Access 
Point Name of the RAB to be 
offloaded. Defined in TS 
23.003 [19]. 


Charging Characteristics 


M 




OCTET STRING (2) 


This IE indicates the charging 
characteristics of the RAB to 
be offloaded. Defined in TS 
29.060 [57]. 



9.2.1.95 MSISDN 

The purpose of the MSISDN IE (TS 29.060 [57]) is to indicate the primary MSISDN of the subscriber for the handling 
of the SIPTO at Iu-PS function, as specified in TS 23.060 [21]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MSISDN 


M 




OCTET STRING 
(SIZE (1.. 9)) 


Coded as the MSISDN IE, as 
defined in TS 29.002 [24]. 



9.2.1 .96 IRAT Measurement Configuration 

The IRAT Measurement Configuration IE contains information for instructing the incoming UE to continue measuring 
the cells of the source RAT after a successful inter-system handover. It is used by the source RAT to specify the 
minimum radio quality and the period of time measurements should last for triggering a HO report for unnecessary HO 
to another RAT. A subset of source RAT frequencies to measure may be specified. The measurement bandwidth of a 
carrier frequency may also be specified in order to improve the measurement accuracy and reduce measurement time. 
The IRAT Measurement Configuration IE shall contain at least one of the RSRP or RSRQ thresholds. If only one of the 
thresholds is present, the target RAT will use the present threshold to compare against the measurement results received 
from the UE. The target RAT will include in the HO report the cells that satisfied the indicated radio conditions, i.e. the 
cells for which all UE measurements received during the indicated period of time exceeded the threshold. If both 
thresholds are present, the received radio measurements must exceed both the RSRP and the RSRQ thresholds in order 
to satisfy the indicated radio conditions. No HO Report shall be sent in case no E-UTRAN cell could be included, or if 
the indicated period of time is interrupted by a new outgoing inter-RAT handover. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


RSRP 


O 




INTEGER 

(0..97) 


Threshold of RSRP 


RSRQ 


O 




INTEGER 

(0..34) 


Threshold of RSRQ 


IRAT Measurement 
Parameters 


M 








Measurement Duration 


M 




INTEGER 
(1 ..100) 


The period of time following the 
successful IRAT handover, 
during which the target RAT 
instructs the UE to measure cells 
of the source RAT. Unit: 
[second] 


>E-UTRA frequencies 




Oto 

<maxnoofEUTR 
AFreqs> 




If present, designates the 
specific E-UTRAN frequencies 
which the target RAT may 
instruct the UE to measure. 


»E-ARFCN 


M 




INTEGER 
(0.. 65535) 


EARFCN of the downlink carrier 
frequency TS 36.101 [58]. 


»Measurement 
Bandwidth 


O 




ENUMERATED( 

6,15,25,50,75,1 

00) 


Measurement bandwidth of the 
carrier frequency as defined in 
TS 25.331 [10]. 
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Range bound 


Explanation 


maxnoofEUTRAFreqs 


Maximum no of EUTRA centre frequencies to measure 



9.2.1.97 MDT Configuration 

The purpose of the MDT Configuration IE is to provide configuration information for the MDT function. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MDT Recording Session 
Reference 


M 




Trace Recording 
Session Reference 
9.2.1.67 




MDT Activation 


M 




ENUMERATED(lmm 
ediate MDT only, 
Logged MDT only, 
Immediate MDT and 
Trace, ...) 




CHOICE MDT Area Scope 


M 








>Cell Based 










»Cell ID List 




/ to 

<maxnoofCe 
IIID> 






»>Cell-ID 


M 


INTEGER 

(0..2684354 

55) 




This information element 
identifies a cell uniquely 
within UTRAN and consists 
of RNC-ID and C-ID as 
defined in TS 25.401 [3]. 


>LA Based 1 










»LAI List 




1 to 

<maxnoofLA 
ls> 






»>LAI 


M 




9.2.3.6 




>ka based 










[~> A ^ ■ ; K i 

»KAU List 




7 tO 

maxnoofRA 
Cs 






»>RAC 


M 




9.2.3.7 




>PLMN Area Based 










»PLMN identity 


M 




9.2.3.33 




CHOICE MDT mode 










immediate MDT 










»Measurements to 
Activate 


M 




BITSTRING 
(SIZE(8)) 


Each position in the bitmap 

indicates a MDT 

measurement, as defined 

inTS 37.320 [31]. 

First Bit = M1, 

Second Bit = M2, 

Third Bit = M3. 

Other bits are reserved for 

future use and are ignored 

if received. 


»M1 Report 


C-ifM1 




9.2.1.98 


M1 : FDD only: CPICH 
RSCP and CPICH Ec/No 
measurement by UE 


»M2 Report 


C-ifM2 




9.2.1.99 


M2: TDD only: P-CCPCH 
RSCP and Timeslot ISCP 
for UTRA 1 .28 TDD 


>logged MDT 










»logging interval 


M 




ENUMERATED 
(1.28, 2.56, 
5.12,10.24,20.48, 
30.72, 40.96 and 
61.44, ...) 


The unit of this IE is 
second. This IE is defined 
inTS 25.331 [10]. 


»logging duration 


M 




ENUMERATED (10, 
20, 40, 60, 90 and 
120, ...) 


The unit of this IE is 
minute. This IE is defined 
inTS 25.331 [10]. 



Range bound 


Explanation 


maxnoofCelllD 


Maximum no. of Cell ID subject for MDT scope. Value is 32. 


maxnoofLAI 


Maximum no. of LAI subject for MDT scope. Value is 8. 


maxnoofRAC 


Maximum no of RAC subject for MDT scope. Value is 8 1 
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Condition 


Explanation 


ifM1 


This IE shall be present if the Measurements to Activate IE has the 
first bit set to '1'. 


ifM2 


This IE shall be present if the Measurements to Activate IE has the 
first bit set to '1 '. 



9.2.1.98 M1 Report 

This IE defines the parameters for Ml report, FDD report of UE radio measurements as specified in TS 32.422 [38]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


CHOICE Report trigger 










>Periodic 










»MDT Report 
Parameters 


M 




9.2.1.100 




>event1 F 










»Measurement quantity 


M 




ENUMERATED( 
CPICH Ec/NO, 
CPICH RSCP, 
pathloss, ...) 




»threshold 


M 




INTEGER(-120...165) 


Range used depends on 
measurement quantity. 
CPICH RSCP -120..-25 
dBm 

CPICH Ec/No -24..0 dB 
Pathloss 30..165dB 



9.2.1.99 M2 Report 

This IE defines the parameters for a M2 report, TDD report of UE radio measurements as specified in TS 32.422 [38]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


CHOICE Report trigger 










>Periodic 










»MDT Report 
Parameters 


M 




9.2.1.100 




>Event1 1 j 










»threshold 


M 




INTEGER(-120..-25) 





9.2.1 .1 00 MDT Report parameters 

This IE defines the report parameters for MDT periodic reports as specified in TS 32.422 [38]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Report interval 


M 




ENUMERATED 

( ms250, ms500, 
mslOOO, ms2000, 
ms3000, ms4000, 
ms6000, ms12000, 
ms16000, ms20000, 
ms24000, ms32000, 
ms64000, ...) 


This IE is defined in TS 
25.331 [10]. 


Report amount 


M 




ENUMERATED (1,2, 
4, 8, 16, 32, 64, 
infinity, ...) 
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9.2.1.101 RNSAP Relocation Parameters 



This IE provides additional information for RNSAP Relocation. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


RAB Parameters List 


O 




9.2.1.102 




Location Reporting Transfer 
Information 


O 




9.2.1.105 




Trace Information 







9.2.1.106 




Source SAI 







SAI 
9.2.3.9 





Range bound 


Explanation 


maxnoofRABs 


Maximum no. of RABs for one UE. Value is 256. 



9.2.1.102 RAB Parameters List 

This IE provides RAB specific information for RNSAP Relocation. 



IE/Group Name 


Presence 


Range 


IE Type and 
Reference 


Semantics Description 


Relocation Parameters List 




1 to 

<maxnoof 
RABs> 






>RAB ID 


M 




9.2.1.2 




>CN Domain Indicator 


M 




9.2.1.5 




>RAB Data Volume Report 


O 




9.2.1.103 




>UP Information 


O 




9.2.1.104 





9.2.1 .1 03 RAB Data Volume Report 

This information element indicates the data volume (octets) and the time when it was counted that was unsuccessfully 
transmitted over the radio interface in the DL direction for a RAB. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


RAB Data Volume Report 










>RAB Data Volume Report 
Item lEs 




1 to 

<maxnoofV 
oh 






»Unsuccessfully Transmitted 
DL Data Volume 


M 




Unsuccessfully 
transmitted 
data volume 
9.2.3.12 




»Data Volume Reference 


O 




9.2.3.13 





Range bound 


Explanation 


maxnoofVol 


Maximum no. of reported data volume for one RAB. Value is 2. 



9.2.1.104 UP Information 

Provides information to enable the UP operation to be continued from the target RNC. 
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Information Element/Group 
name 


Presence 


Range 


Type and 
reference 


Semantics description 


Frame Sequence Number UL 


M 




Frame 
Sequence 
Number 
9.2.1.107 




Frame Sequence Number DL 


M 




Frame 
Sequence 
Number 
9.2.1.107 




PDU Type 14 Frame Sequence 
Number UL 


M 




PDU Type 
14 Frame 
Sequence 
Number 
9.2.1.108 




PDU Type 14 Frame Sequence 
Number DL 


M 




PDU Type 
14 Frame 
Sequence 
Number 
9.2.1.108 




Timing Difference UL-DL 


O 




OCTET 
STRING (1) 


Coded as the Time Alignment 
IE in TS 25.415 [6]. 
Specifies the difference in time 
at the Source RNC between 
reception of the DL user data 
frame with the frame number 
indicated in the Frame 
Sequence Number DL IE and 
the transmission of the UL 
user data frame with the frame 
number indicated in the Frame 
Sequence Number L/L IE. 


Data PDU Type 


M 




ENUMERAT 
ED (PDU 
type 0, PDU 
type 1,...) 




UP Initialisation Frame 


M 




OCTET 
STRING 


Coded asinTS 25.415 [6] 
subclause 6.6.23.4.1, Frame 
Payload Part only. 



Range bound 


Explanation 


maxnoofRFCIs 


Maximum no. of RFCIs for one RAB. Value is 63. 


maxnoofSubFlows 


Maximum no of Subflows for one RFCI. Value is 7 



9.2.1 .105 Location Reporting Transfer Information 

The Location Reporting Transfer Information IE contains information about location reporting function requested and 
started in the Source RNC. Only Request Types for periodic reporting and reporting upon change of Service Area are 
contained. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Report Change of 
Service Area Indicator 


O 




ENUMERATED 
(requested, ...) 




Periodic Reporting 
Indicator 


O 




ENUMERATED 
(periodic SAI, 
periodic Geo, ...) 




Direct Reporting 
Indicator 







ENUMERATED 

(direct SAI, 
direct Geo, ...) 




Vertical Accuracy Code 


c- 

ifGeoRequested 




9.2.1.46a 




Positioning Priority 
Change SAI 


C-ifChangeSAI 




Positioning 

Priority 
9.2.1.46c 




Positioning Priority Direct 


O 




Positioning 

Priority 
9.2.1.46c 


May be included if 
direct reporting or 
reporting upon 
change of Service 
Area is requested. 


Client Type Periodic 


O 




Client Type 
9.2.1. 46d 


May be included if 
periodic reporting is 
requested. 


Client Type Direct 


O 




Client Type 
9.2.1.46d 


Included if direct 
reporting of 
Geographical Area 
is requested. 
Maybe included if 
direct reporting of 
SAI is requested. 


Response Time 


L.-ituirectueo 




y.£.1 .4bU 




Include Velocity 


O 




9.2.1.81 


May be included if 
the Periodic 
Reporting Indicator 
IE is set to 'Geo 
Requested' 


Periodic Location Info 


C-ifPeriodicGeo 




9.2.1.82 





Condition 


Explanation 


IfGeoRequested 


This IE shall be present if the Periodic Reporting Indicator IE is set 
to "periodic Geo" or if the Direct Reporting Indicator IE is set to 
"direct Geo". 


IfChangeSAI 


This IE shall be present if the Periodic Reporting Indicator IE is set 
to "periodic SAI" or if the Direct Reporting Indicator IE is set to 
"direct SAI". 


IfPeriodicGeo 


This IE shall be included if the Periodic Reporting Indicator IE is set 
to 'Geo Requested' 


IfDirectGeo 


This IE shall be present if the Direct Reporting Indicator IE is set to 
'direct Geo'. 



9.2.1.106 Trace Information 

The Trace Information contains information needed by the target RNC to maintain trace continuity. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Trace Reference 


M 




9.2.1.8 




UE Identity 


O 




9.2.1.9 




Trace Propagation Parameters 


O 




9.2.1.68 
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9.2.1 .1 07 Frame Sequence Number 



The Frame Sequence Number IE is used for RNSAP Relocation and contains information needed by the target RNC to 
maintain continuity for numbering IuUP user data frames of PDU type and 1 (see TS 25.415 [16]). 



Information Element/Group 
name 


Presence 


Range 


Type and 
reference 


Semantics description 


Frame Sequence Number 






INTEGER(0. 
.15) 





9.2.1.108 PDU Type 14 Frame Sequence Number 

The PDU Type 14 Frame Sequence Number IE is used for RNSAP Relocation and contains information needed by the 
target RNC to maintain continuity for numbering IuUP user data frames of PDU type 14 (see TS 25.415 [16]). 



Information Element/Group 
name 


Presence 


Range 


Type and 
reference 


Semantics description 


PDU Type 14 Frame Sequence 
Number 






INTEGER(0. 
■3) 





9.2.1 .109 Priority Class Indicator 

This information element indicates that overload has occurred and traffic for the indicated priority class should be 
reduced. 



IE/Group Name 


Presence 


Range 


IE type and reference 


Semantics description 


Priority Class Indicator 


M 




BIT STRING(SIZE(8)) 


Each bit represents a priority class, 
as specified below. If a bit is set to 
'1', the signalling traffic of the 
respective priority class should be 
reduced. 

Bit (0) = Delay Tolerant traffic 
limited. 

Bits (1..7) reserved for future use. 



9.2.1 .110 Management Based MDT Allowed 

This element indicates that the UE may perform management based MDT. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Management Based MDT 
Allowed 






ENUMERATED 
(Allowed, ...) 





9.2.2 Transport Network Layer Related lEs 
9.2.2.1 Transport Layer Address 

For the PS domain, or for the CS domain in order to allow transport bearer establishment without ALCAP, this 
information element is an IP address to be used for the user plane transport. For the CS domain, in case of transport 
bearer establishment with ALCAP, this address is to be used for Transport Network Control Plane signalling to set up 
the transport bearer. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Transport Layer Address 


M 




BIT STRING 
(1 ..160, ...) 


The Radio Network Layer is 
not supposed to interpret the 
address information. It should 
pass it to the transport layer 
for interpretation. 
For details on the Transport 
Layer Address, see ref. TS 
25.414 [9]. 



9.2.2.2 lu Transport Association 

This element is used to associate the RAB and the corresponding transport bearer. For the CS domain this information 
element is either the Binding ID to be used in Transport Network Control Plane signalling during set up of the transport 
bearer or it contains the UDP port in order to allow transport bearer establishment without ALCAP. In PS domain this 
information element is the GTP Tunnel Endpoint Identifier. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Choice lu Transport 
Association 










>TEID 










»GTP TEID 


M 




OCTET 
STRING (4) 


For details and range, see TS 
29.281 [59] 


>Binding ID 










»Binding ID 


M 




OCTET 
STRING (4) 


If the Binding ID includes an 
UDP port, the UDP port is 
included in octet 1 and 2. The 
first octet of the UDP port field 
shall be included in the first 
octet of the Binding ID. 



9.2.2.3 DL GTP-PDU Sequence Number 

This IE indicates the sequence number of the GTP-PDU which is the next to be sent to the UE. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


DL GTP-PDU Sequence 
Number 


M 




INTEGER (0 
..65535) 


This IE indicates the sequence 
number of the GTP-PDU 
which is next to be sent to the 
UE. 



9.2.2.4 UL GTP-PDU Sequence Number 

This IE indicates the sequence number of the GTP-PDU which is the next to be sent to the SGSN. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


UL GTP-PDU Sequence 
Number 


M 




INTEGER (0 
..65535) 


This IE indicates the sequence 
number of the GTP-PDU 
which is next to be sent to the 
SGSN. 



9.2.2.5 Correlation ID 

This IE contains the GTP Tunnel Endpoint Identifier or GRE key to be used for the user plane transport between RNC 
and the L-GW as specified in TS 23.401 [48]. 
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IE/Group Name 


Presence 


Range 


IE type and reference 


Semantics description 


Correlation ID 


M 




OCTET STRING (4) 





9.2.3 NAS Related lEs 

9.2.3.1 Permanent NAS UE Identity 

This element is used to identify the UE commonly in the UTRAN and in the CN. The RNC uses it to find other existing 
signalling connections of the same UE (e.g. RRC or Iu signalling connections). It is an IMSI. 



NOTE: IMSI is specified in TS 23.003 [19]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Choice Permanent NAS UE 
Identity 










>IMSI 










»IMSI 






OCTET 
STRING 
(SIZE (3..8)) 


- digits to 9, encoded 0000 to 
1001, 

- 1 1 1 1 used as filler digit, 
two digits per octet, 

- bit 4 to 1 of octet n encoding 
digit 2n-1 

- bit 8 to 5 of octet n encoding 
digit 2n 

-Number of decimal digits shall 
be from 6 to 15 starting with 
the digits from the PLMN 
identity. 

When the IMSI is made of an 
odd number of digits, the filler 
digit shall be added at the end 
to make an even number of 
digits of length 2N. The filler 
digit shall then be 
consequently encoded as bit 8 
to 5 of octet N. 



9.2.3.2 Temporary UE ID 

Temporary Mobile Subscriber Identity, used for security reasons to hide the identity of a subscriber. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Choice Temporary UE ID ^ 










>TMSI 










»TMSI 


M 




OCTET 
STRING (4) 




>P-TMSI 










»P-TMSI 


M 




OCTET 
STRING (4) 





9.2.3.3 Paging Cause 

This element indicates the cause for paging a UE. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Paging Cause 


M 




ENUMERAT 
ED( 

Terminating 

Conversatio 

nal Call, 

Terminating 

Streaming 

Call, 

Terminating 

Interactive 

Call, 

Terminating 
Background 
Call, 

Terminating 
Low Priority 
Signalling, 

Terminating 
High Priority 
Signalling) 





9.2.3.4 NAS Broadcast Information 

Void 

9.2.3.5 NAS PDU 



This information element contains a CN - UE or UE - CN message that is transferred without interpretation in the 
RNC. Typically it contains call control, session management, supplementary services, short message service and 
mobility management messages. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


NAS PDU 


M 




OCTET 
STRING 





9.2.3.6 LAI 

This element is used to uniquely identify a Location Area. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


PLMN identity 


M 




OCTET 
STRING 
(SIZE (3)) 


- digits to 9, encoded 0000 to 
1001, 

- 111 1 used as filler digit, 
two digits per octet, 

- bits 4 to 1 of octet n encoding 
digit 2n-1 

- bits 8 to 5 of octet n encoding 
digit 2n 










-The PLMN identity consists of 
3 digits from MCC followed by 
either 

-a filler digit plus 2 digits from 
MNC (in case of 2 digit MNC) 
or 

-3 digits from MNC (in case of 
a 3 digit MNC). 










LAC 


M 




OCTET 
STRING (2) 


0000 and FFFE not allowed. 



9.2.3.7 RAC 

This element is used to identify a Routing Area within a Location Area. It is used for PS services. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


RAC 


M 




OCTET 
STRING (1) 





9.2.3.8 SAPI 

The SAPI IE is used to indicate the specific service to provide for the included NAS message. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


SAPI 


M 




ENUMERATED 
(SAPI 0, SAPI 3, 
...) 





9.2.3.9 SAI 

The SAI IE (Service Area Identifier) (see ref. TS 25.401 [3]) is used to identify an area consisting of one or more cells 
belonging to the same Location Area. Such an area is called a Service Area and can be used for indicating the location 
of a UE to the CN. For this protocol, only a Service Area that is defined to be applicable to both the PS and the CS 
domains shall be used. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


PLMN identity 


M 




OCTET 
STRING 
(SIZE (3)) 


- digits to 9, encoded 0000 to 
1001, 

- 111 1 used as filler digit, 
two digits per octet, 

- bits 4 to 1 of octet n encoding 
digit 2n-1 

- bits 8 to 5 of octet n encoding 
digit 2n 










-The PLMN identity consists of 
3 digits from MCC followed by 
either 

-a filler digit plus 2 digits from 
MNC (in case of 2 digit MNC) 
or 

-3 digits from MNC (in case of 
a 3 digit MNC). 










LAC 


M 




OCTET 
STRING (2) 


0000 and FFFE not allowed. 


SAC 


M 




OCTET 
STRING (2) 





9.2.3.10 Area Identity 

This information element is used for indicating the location of a UE and is either a Service Area or a Geographical 
Area. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Choice Area Identity 










>SAI 










»SAI 


M 




9.2.3.9 




>Geo 










»Geographical Area 


M 




9.2.3.11 





9.2.3.1 1 Geographical Area 

The Geographical Area IE is used to identify an area using geographical coordinates. The reference system is the same 
as the one used in TS 23.032 [20]. 
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IE/Group Name 


Presence 


Range 


IE type and 
rererence 


Semantics description 


— ■ — zr- — n» 

Choice Geographical Area 










>Point 










»Point 


M 




See below 


Ellipsoid point 


>Point With Uncertainty 










»PointWith Uncertainty 


M 




See below 


Ellipsoid point with 
uncertainty circle 


>Polygon 










»Polygon 


M 




See below 


List of Ellipsoid points 


>Ellipsoid point with 
uncertainty Ellipse 










»Ellipsoid point with 
uncertainty Ellipse 


M 




See below 


Ellipsoid point with 
uncertainty Ellipse 


>Ellipsoid point with 
altitude 










»Ellipsoid point with 
altitude 


M 




See below 


Ellipsoid point with 
altitude 


>Ellipsoid point with 
altitude and uncertainty 
Ellipsoid 










»Ellipsoid point with 
altitude and uncertainty 
Ellipsoid 


M 




See below 


Ellipsoid point with 
altitude and uncertainty 
Ellipsoid 


>Ellipsoid Arc 










»Ellipsoid Arc 


M 




See below 


Ellipsoid Arc 




IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Point 










>Geographical 
Coordinates 


M 




See below 





IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Point With Uncertainty 










>Geographical 
Coordinates 


M 




See below 




Uncertainty Code 


M 




INTEGER 

(0..127) 


The uncertainty "r" is 
derived from the 










"uncertainty code" k by 
r=10x(1.1-1) 











IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Polygon 










>Geographical 
Coordinates 


M 


1 to 

<maxnoofPoints> 


See below 





Range bound 


Explanation 


maxnoofPoints 


Maximum no. of points in polygon. Value is 15. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Ellipsoid point with 
uncertainty Ellipse 










>Geographical 
Coordinates 


M 




See below 




>Uncertainty Ellipse 


M 




See below 




>Confidence 


M 




INTEGER 
(0..127) 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Ellipsoid point with 
altitude 










>Geographical 
Coordinates 


M 




See below 




>Altitude and direction 


M 




See below 





IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Ellipsoid point with 
altitude and uncertainty 
Ellipsoid 










>Geographical 
Coordinates 


M 




See below 




>Altitude and direction 


M 




See below 




Uncertainty Ellipse 


M 




See below 




Uncertainty Altitude 


M 




INTEGER 

(0..127) 




>Confidence 


M 




INTEGER 
(0..127) 





IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Ellipsoid Arc 1 










>Geographical 
Coordinates 


M 




See below 




>lnner radius 


M 




INTEGER 

(0..2 16 -1) 


The relation between the 
value (N) and the radius 
(r) in meters it describes 
is 5N< r <5(N+1), except 
for N=2 16 -1 for which the 
range is extended to 
include all grater values 
of (r). 


Uncertainty radius 


M 




INTEGER 
(0..127) 


The uncertainty "r" is 
derived from the 










"uncertainty code" k by 
r = 1 0x(1 .1-1 ) 










>Offset angle 


M 




INTEGER 

(0..179) 


The relation between the 
value (N) and the angle 
(a) in degrees it 
describes is 
2N<a<2(N+1) 


>lncluded angle 


M 




INTEGER 


The relation between the 






(0..179) 


value (N) and the angle 
(a) in degrees it 
describes is 
2N<a<2(N+1) 


>Confidence 


M 




INTEGER 
(0..127) 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Geographical Coordinates 










>Latitude Sign 


M 




ENUMERATED 

(North, South) 




>Degrees Of Latitude 


M 




INTEGER ( 

0..2 23 -1) 


The IE value (N) is 
derived by this formula: 
N<2 23 X/90 <N+1 
X being the latitude in 
degree (0°.. 90°) 


>Degrees Of Longitude 


M 




INTEGER ( 

-2 23 ..2 23 -1) 


The IE value (N) is 
derived by this formula: 
N<2 24 X /360 < N+1 
X being the longitude in 
degree (-180°.. +180°) 




IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Uncertainty Ellipse 










Uncertainty semi-major 


M 




INTEGER 
(0..127) 


The uncertainty "r" is 
derived from the 
"uncertainty code" k by 
r = 10x(1 .1-1) 


>Uncertainty semi-minor 


M 




INTEGER 
(0..127) 


The uncertainty "r" is 
derived from the 
"uncertainty code" k by 
r = 10x(1 .1-1) 


>Orientation of major axis 


M 




INTEGER 
(0..179) 


The relation between the 
IE value (N) and the 
angle (a) in degrees it 
describes is 
2N<a<2(N+1).The 
values 90. .179 shall not 
be used. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Altitude and direction 










>Direction of Altitude 


M 




ENUMERATED 
(Height, Depth) 




>Altitude 


M 




INTEGER 

(0..2 15 -1) 


The relation between the 
value (N) and the altitude 
(a) in meters it describes 
is N< a <N+1 , except for 
N=2 15 -1 for which the 
range is extended to 
include all grater values 
of (a). 



9.2.3.1 2 Unsuccessfully Transmitted Data Volume 

This information element indicates the data volume (octets) that is unsuccessfully transmitted over the radio interface in 
the DL direction for a given RAB. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Unsuccessfully Transmitted 
Data Volume 


M 




INTEGER 

(0..2 32 -1) 


Unit is octet. 
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9.2.3.13 Data Volume Reference 



This information element indicates the time when the data volume is counted. It is an operator/vendor specific matter to 
assign meanings for the different integer values. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Data Volume Reference 


M 




INTEGER 
(0..255) 





9.2.3.14 Information Identity 

Void 

9.2.3.15 Information Priority 

Void 

9.2.3.16 Information Control 

Void 

9.2.3.17 CN Broadcast Area 

Void 

9.2.3.18 NAS Synchronisation Indicator 



This information element contains transparent NAS information that is transferred without interpretation in the RNC. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


NAS Synchronisation 
Indicator 


M 




BIT STRING 

(4) 


The coding of this IE, 
transparent for RNC, is 
described in the subclause 
"Speech Codec Selection" of 
TS 24.008 [8]. 



9.2.3.19 Location Related Data Request Type 

This element indicates the type of the requested location related data for the indicated positioning method, and provides 
the assistance data for the Assisted GPS positioning method. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Requested Location Related 


M 




ENUMERATED( 




Data Type 






Deciphering 










Keys for UE 










Based OTDOA, 










Deciphering 










Keys for 










Assisted GPS, 










Dedicated 










Assistance Data 










for UE Based 










OTDOA, 










Dedicated 










Assistance Data 










for Assisted 










GP _ S, 










■ ■ ■ , 

Deciphering 










keys for 










Assisted 










GANSS, 










Dedicated 










Assistance Data 










for Assisted 










GANSS, 










Deciphering 










keys for 










Assisted GPS 










and GANSS, 










Dedicated 










Assistance Data 










for Assisted 










GPS and 










GANSS 

) 




Requested GPS Assistance 
Data 


C- 

ifDedAssG 
PS 




9.2.3.21 





Condition 


Explanation 


ifDedAssGPS 


This IE shall be present if the Requested Location Related Data 
Type IE is set to "Dedicated Assistance Data for Assisted GPS" or 
"Dedicated Assistance Data for Assisted GPS and GANSS". 



9.2.3.20 Broadcast Assistance Data Deciphering keys 

This information element is used for indicating the deciphering keys that will be used by the UE for deciphering of 
broadcast assistance data. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Ciphering Key Flag 


M 




BIT STRING 
(SIZE(1)) 


Indicates the current Ciphering 
Key Flag that is used for the 
broadcast assistance data 
messages in the location area. 


Current Deciphering key 


M 




BIT STRING 
(SIZE(56)) 


Current deciphering key that is 
used for deciphering broadcast 
assistance data. 


Next Deciphering key 


M 




BIT STRING 
(SIZE(56)) 


Next deciphering key that will 
be used for deciphering 
broadcast assistance data. 



9.2.3.21 Requested GPS Assistance Data 

This information element is used for indicating the requested GPS assistance data. 
This IE is transparent to CN. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Requested GPS Assistance 
Data 






OCTET 

STRING 

(SIZE(1..38)) 


For the corresponding 
Information Element Definition 
see "gpsAssistanceData" TS 
24.080 [22]. 



9.2.3.22 Last Known Service Area 

This information element is used for indicating the last known Service Area and the elapsed time since the UE was 
known to be in this Service Area. The last known Service Area is reported when the current Service Area is unknown to 
the RNC. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


SAI 


M 




9.2.3.9 




Age of SAI 


M 




INTEGER 
(0..32767) 


The value represents the 
elapsed time in minutes since 
the reported last known SAI 
was stored by the RNC. 
Value "0" shall not be used. 
Value "32767" indicates that 
the age of SAI is at least 
32767 minutes old. 



9.2.3.23 Shared Network Information 

For each LA contained in this IE, it provides the SNA(s) the LA belongs to. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


PLMNs In Shared Network 




1 to 

<maxPLMNsSN> 






>PLMN identity 


M 




OCTET 
STRING 
(SIZE (3)) 


- digits to 9, two digits per 
octet, 

- each digit encoded 0000 to 
1001, 

- 1 1 1 1 used as filler 

- bit 4 to 1 of octet n encoding 
digit 2n-1 

- bit 8 to 5 of octet n encoding 
digit 2n 

-The PLMN identity consists of 
3 digits from MCC followed by 
either 

-a filler plus 2 digits from MNC 
(in case of 2 digit MNC) or 
-3 digits from MNC (in case of 
a 3 digit MNC). 


>LA List 




1 to <maxLAs> 






»LAC 


M 




OCTET 
STRING (2) 


0000 and FFFE not allowed. 


»List Of SNAs 
Containing LA 




1 to <maxSNAs> 






»>SNAC 


M 




9.2.3.25 





Range bound 


Explanation 


maxPLMNsSN 


Maximum no. of PLMNs involved in a Shared Network agreement. 
The value for maxPLMNsSN is 32. 


maxLAs 


Maximum no. of LAs in a PLMN. The value for maxLAs is 65536. 


maxSNAs 


Maximum no. of SNAs in a PLMN. The value for maxSNAs is 
65536. 



9.2.3.24 SNA Access Information 

Provides information on the area(s) in the PLMN(s) the UE is authorised to access. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Authorised PLMNs 




1 to 

<maxPLMNsSN> 






>PLMN Identity 


M 




OCTET 
STRING 
(SIZE (3)) 


- digits to 9, two digits per 
octet, 

- each digit encoded 0000 to 
1001, 

- 1 1 1 1 used as filler 

- bit 4 to 1 of octet n encoding 
digit 2n-1 

- bit 8 to 5 of octet n encoding 
digit 2n 

-The PLMN identity consists of 
3 digits from MCC followed by 
either 

-a filler plus 2 digits from MNC 
(in case of 2 digit MNC) or 
-3 digits from MNC (in case of 
a 3 digit MNC). 


>Authorised SNAs List 


O 








»Authorised SNAs 




1 to <maxSNAs> 






»>SNAC 


M 




9.2.3.25 
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Range bound 


Explanation 


maxPLMNsSN 


Maximum no. of PLMNs involved in a Shared Network agreement. 
The value for maxPLMNsSN is 32. 


maxSNAs 


Maximum no. of SNAs in a PLMN. The value for maxSNAs is 
65536. 



9.2.3.25 SNAC 

Indicates the Identity of an SNA according to TS 23.003 [19]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


SNAC 


M 




INTEGER 
(0.. 65535) 





9.2.3.26 Location Related Data Request Type Specific To GERAN lu Mode 

This element indicates the type of the requested location related data for the indicated specific positioning method 
supported only within GERAN Iu mode. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Location Related Data 
Request Type Specific To 
GERAN lu mode 






ENUMERATED( 
Deciphering 
Keys for E-OTD, 

Dedicated 

Mobile-Assisted 

E-OTD 

Assistance 

Data, 

Dedicated 
Mobile-Based 
E-OTD 
Assistance 
Data, ...) 





9.2.3.27 Position Data 

This IE provides data related to the positioning methods in relation with the Location Report procedure. 
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IE/Group Name 


Presence 


Range 


IE type 
and 
reference 


Semantics description 


Criticality 


Assigned 
Criticality 


Positioning Data 
Discriminator 


M 




BIT 

STRING 

(4) 


The positioning data 
discriminator defines the 
type of data provided for 
each positioning method: 

0000 indicates the 
presence of the 
Positioning Data Set IE 
(that reports the usage 
of each non-GANSS 
method that was 
successfully used to 
obtain the location 
estimate) 

0001 indicates the presence 
of the GANSS 
Positioning Data Set\E 
(that reports the usage 
of each GANSS 
method that was 
successfully used to 
obtain the location 
estimate) and the 
absence of the 
Positioning Data Set\E 

1 octet of data is provided for 
each positioning method 
included. 

All other values are 
reserved. 






Positioning Data 
Set 


C- 

ifDiscrimin 
ator=0 












Positioning 
Method and 
Usage 




1 to 

<maxSet 
> 


OCTET 

STRING 

(1) 


Coding of positioning method 
(bits 8-4): 

00000 Reserved (NOTE) 

00001 Reserved (NOTE) 

00010 Reserved (NOTE) 

00011 Reserved (NOTE) 

00100 Reserved (NOTE) 

00101 Mobile Assisted 
GPS 

00110 Mobile Based GPS 

001 1 1 Conventional GPS 

01000 U-TDOA 

01001 OTDOA 

01010 IPDL 

01011 RTT 

01100 Cell ID 

01101 to 01111 reserved 
for other location 
technologies 

10000 to 11111 reserved 
for network specific 
positioning methods 

Coding of usage (bits 3-1): 

000 Attempted 
unsuccessfully due to 
failure or interruption - 
not used. 

001 Attempted 
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successfully: results not 
used to generate 
location - not used. 

010 Attempted 
successfully: results 
used to verify but not 
generate location - not 
used. 

01 1 Attempted 
successfully: results 
used to generate 
location 

100 Attempted 

successfully: case 
where MS supports 
multiple mobile based 
positioning methods and 
the actual method or 
methods used by the MS 
cannot be determined. 

NOTE: Reserved because of 
GERAN use only. 






GANSS 

Positioning Data 
Set 


O 








YES 


ignore 


>GANSS 
Positioning 
Method and 
Usage 




1 to 

<maxGA 
NSSSet> 


OCTET 
STRING 

(1) 


Coding of positioning method 
(bits 8-7) : 

00 : MS-Based 

01 : MS-Assisted 

10 : Conventional 

1 1 : Reserved 

Coding of GANSS ID (bits 6- 
4): 

000 : Galileo 

001 : SBAS 

010 : Modernized GPS 

011 :QZSS 
100 : GLONASS 
other values reserved 

Coding of usage (bits 3-1): 

01 1 Attempted 
successfully: results used to 
generate location 
100 Attempted 
successfully: case where MS 
supports multiple mobile 
based positioning methods 
and the actual method or 
methods used by the MS 
cannot be determined. 







Condition 


Explanation 


C-ifDiscriminator=0 


This IE is present if the Positioning Data Discriminator IE is set to 
"0000" 




Range bound 


Explanation 


maxSet 


Maximum size of the data set. Value is 9. 


maxGANSSSet 


Maximum size of the data. Value is 9. 
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9.2.3.28 Position Data Specific To GERAN lu Mode 



This IE provides data related to the positioning methods which are supported only within GERAN Iu mode in relation 
with the Location Report procedure. The coding of this element is described in TS 49.031 [34]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Position Data Specific To 
GERAN lu Mode 


M 




OCTET STRING 


Coded as the value part of 
the Positioning Data IE or 
GANSS Positioning Data 
IE defined in TS 49.031 
[34]. 



9.2.3.29 Accuracy Fulfilment Indicator 

This IE indicates whether the returned position estimate satisfies the requested accuracy or not. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Accuracy Fulfilment Indicator 


M 




ENUMERATED 

(requested 

accuracy 

fulfilled, 

requested 

accuracy not 

fulfilled, 

...) 





9.2.3.30 RIM Transfer 

This IE contains the RIM Information (e.g. NACC information) and additionally in uplink transfer the RIM routing 
address of the destination of this RIM information. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


RIM Information 


M 




9.2.3.31 




RIM Routing Address 


O 




9.2.3.32 





9.2.3.31 RIM Information 

This IE contains the RIM Information (e.g. NACC information) i.e. the BSSGP RIM PDU from the RIM application 
part contained in the RNC, or the BSSGP RIM PDU to be forwarded to the RIM application part in the RNC. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


RIM Information 


M 




OCTET STRING 


Contains the BSSGP RIM 
PDU as defined in ref TS 
48.018 [36]. 



9.2.3.32 RIM Routing Address 

This IE identifies the destination node where the RIM Information needs to be routed by the CN. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Choice RIM Routing 
Address 










- 




>Target RNC-ID 














»Target RNC-ID 


M 






Applicable to 
GERAN lu mode, 
not applicable to 
UTRAN 






»>LAI 


M 




9.2.3.6 








»>RAC 







9.2.3.7 








»>RNC-ID 


M 




INTEGER 
(0..4095) 


If the Extended 
RNC-ID IE is 
included in the 
Target RNC-ID IE, 
the RNC-ID IE shall 
be ignored. 


- 




»>Extended RNC-ID 







9.2.1.39a 


The Extended RNC- 

1 1~\ i r" 1 ■ 1 1 i 

ID IE shall be used 
it the RNC identity 
has a value larger 
than 4uyo. 


YES 


reject 


>GERAN-Cell-ID 














»GERAN-Cell-ID 


M 












»>LAI 


M 




9.2.3.6 








»>RAC 


M 




9.2.3.7 








»>CI 


M 




OCTET 
STRING (2) 




- 




> Target eNB-ID 














»Target eNB-ID 


M 












»>PLMN identity 


M 




OCTET 
STRING 
(SIZE (3)) 


- digits to 9, 
encoded 0000 to 
1001, 

- 1 1 1 1 used as filler 
digit, 

two digits per octet, 

- bits 4 to 1 of octet 
n encoding digit 2n- 
1 

- bits 8 to 5 of octet 
n encoding digit 2n 


























-The PLMN identity 
consists of 3 digits 
from MCC followed 
by either 

-a filler digit plus 2 
digits from MNC (in 
case of 2 digit 
MNC) or 

-3 digits from MNC 
(in case of a 3 digit 
MNC). 






»>CHOICE eNB ID 














»»Macro eNB ID 






BIT STRING 

(20) 


Equal to the 20 
leftmost bits of the 
Cell Identity IE 
contained in the E- 
UTRAN CGI IE (see 
TS 36.413 [49]) of 
each cell served by 
the eNodeB. 






»»Home eNB ID 






BIT STRING 

(28) 


Equal to the Cell 
Identity IE 
contained in the E- 
UTRAN CGI IE (see 
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TS 36.41 3 [49]) of 
the cell served by 
the eNodeB. 
NOTE: 

Inter-system route 
to a Home eNB is 
not supported in 
Rel-9 






»>Selected TAI 


M 




9.2.1. 30C 


Contains the TAC of 
the target cell and 
the PLMN selected 
for that target cell 







9.2.3.33 Selected PLMN Identity 

This information element indicates the selected core network operator in shared networks. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Selected PLMN identity 


M 




OCTET STRING 
(SIZE (3)) 


- digits to 9, encoded 
0000 to 1001, 

- 1 1 1 1 used as filler digit, 
two digits per octet, 

- bits 4 to 1 of octet n 
encoding digit 2n-1 

- bits 8 to 5 of octet n 
encoding digit 2n 

-The Selected PLMN 
identity consists of 3 digits 
from MCC followed by 
either 

-a filler digit plus 2 digits 
from MNC (in case of 2 
digit MNC) or 

-3 digits from MNC (in case 
of a 3 digit MNC). 



9.2.3.34 NAS Sequence Number 

This IE is transparent for UTRAN. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


NAS Sequence Number 


M 




BIT STRING 
(SIZE(2)) 


Contains the value of the 
N(SD) as defined in TS 
24.008 [8]. 



9.2.3.35 Redirection Completed 

This IE indicates to RNC that the redirection is completed. 
Direction: CN RNC 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Redirection Completed 


M 




ENUMERATED 
(redirection 
completed, ...) 





ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 



239 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



9.2.3.36 Redirection Indication 



This IE is used by a CN to request rerouting by the RNC to another CN operator. It is only used in MOCN 
configuration for network sharing non-supporting UEs. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Initial NAS-PDU 


M 




9.2.3.5 


The initial NAS- 
PDU received from 
UE 


YES 


ignore 


Reject Cause Value 


M 




ENUMERATED 
(PLMN not allowed, 
location area not 
allowed, roaming not 
allowed in this 
location area, no 
suitable cell in 
location area, GPRS 
services not allowed 
in this PLMN, CS/PS 
coordination 
required, 
...) 


This IE lists cause 
values which 
meaning is defined 
in TS 24.008 [8] 
with the exception 
of "CS/PS 
coordination 
required" that will 
never be forwarded 
to the UE. 


YES 


ignore 


NAS Sequence 
Number 


O 




9.2.3.34 




YES 


ignore 


Permanent NAS UE 
Identity 


O 




9.2.3.1 




YES 


ignore 



9.2.3.37 TMGI 

The TMGI uniquely identifies the MBMS Bearer Service. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


PLMN identity 


M 




OCTET 
STRING 
(SIZE (3)) 


- digits to 9, encoded 0000 to 
1001, 

- 1 1 1 1 used as filler digit, 
two digits per octet, 

- bits 4 to 1 of octet n encoding 
digit 2n-1 

- bits 8 to 5 of octet n encoding 
digit 2n 










-The PLMN identity consists of 
3 digits from MCC followed by 
either 

-a filler digit plus 2 digits from 
MNC (in case of 2 digit MNC) 
or 

-3 digits from MNC (in case of 
a 3 digit MNC). 










Service ID 


M 




OCTET 
STRING 
(SIZE (3)) 





9.2.3.38 MBMS Session Identity 

The MBMS Session Identity identifies the session of a MBMS Bearer Service in UTRAN and is used by the UE to 
recognise repetitions of a session. 

This IE is transparent to RAN. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MBMS Session Identity 


M 




OCTET STRING 
(SIZE(1)) 


Coded as the MBMS 
Session Identity IE, as 
defined in TS 29.061 [44]. 



9.2.3.39 MBMS Bearer Service Type 

Indicates the type of the MBMS Bearer Service. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MBMS Bearer Service Type 


M 




ENUMERATED 
(multicast, broadcast, 
...) 





9.2.3.39a MBMS Counting Information 

Indicates to the RNC whether MBMS Counting procedures can be applied in MBMS Broadcast Mode. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MBMS Counting Information 


M 




ENUMERATED 
(counting, not 
counting, ...) 





9.2.3.40 MBMS Session Duration 

This IE defines the duration of the MBMS Session. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MBMS Session Duration 


M 




OCTET STRING 
(SIZE (3)) 


Coded as the value part of 
MBMS-Session-Duration 
AVP as defined in TS 
29.061 [44]. 



9.2.3.41 MBMS Service Area 

The MBMS Service Area IE consists of a list of one or several MBMS Service Area Identities where each MBMS 
Service Area Identity is frequency agnostic and can be mapped onto one or more cells. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MBMS Service Area 


M 




OCTET 
STRING 


Value part coded per MBMS 
Service Area AVP as defined 
in TS 29.061 [44]. 



9.2.3.42 RA List of Idle Mode UEs 

Indicates the list of RAs where idle-mode UEs interested in a given Multicast Service are. 
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IE/Group Name 


Presence 


Range 


1 r~ x. _i 

IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Choice RA List of Idle 














Mode UEs 














>Not Empty RA List 








The same RAC+LAI 






of Idle Mode UEs 








combination must 
only be present once. 






a fill ■ 

»RA of Idle Mode 




1 to 




Each RAC in this list 






UEs 




<maxMB 
MSRA> 




gives a valid RAI only 
if combined with an 
LAI of the same index 
contained in the LA of 
Idle Mode UEs IE. 






»RAC 


M 




9.2.3.7 








»LA List of Idle 


C- 








YES 


reject 


Mode UEs 


IfRAofldleMo 

-j « i i r~ „ 

deUEs 












»>LA of Idle 




1 to 










Mode UEs 




<maxMB 
MSRA> 










»»LAI 


M 




Ci o o c 








>Empty/Full RA List 
of Idle Mode UEs 














»Empty/Full RA 






ENUMERAT 








List of Idle Mode 






ED 








UEs 






(emptylist, 
fulllist,...) 









Range bound 


Explanation 


maxMBMSRA 


Maximum no. of Routing Areas where idle-mode UEs interested in a 
given Multicast Service are. The value for maxMBMSRA is 65536. 




Condition 


Explanation 


IfRAofldleModeUEs 


This IE shall be present if the RA of Idle Mode UEs IE is included. 



9.2.3.43 Delta RA List of Idle Mode UEs 

Indicates the list of new RAs where idle-mode UEs interested in a given Multicast Service became or moved to, as well 
as the list of RAs where there is no interested idle-mode UEs in a given Multicast Service any longer. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Delta RA List of Idle 
Mode UEs 








The same 
RAC+LAI 
combination must 
only be present 
once. 






>New RA List of Idle 
Mode UEs 


O 












»New RA of Idle 
Mode UEs 




1 to 

<maxMB 
MSRA> 




Each RAC in this 
list gives a valid 
RAI only if 
combined with an 
LAI of the same 
index contained in 
the LA of Idle 
Mode UEs IE. 






»>RAC 


M 




9.2.3.7 








>RA List with No Idle 
Mode UEs Any More 


O 












»RA with No Idle 
Mode UEs Any More 




1 to 

<maxMB 
MSRA> 




Each RAC in this 
list gives a valid 
RAI only if 
combined with an 
LAI of the same 
index contained in 
the LA of Idle 
Mode UEs IE. 






»>RAC 


M 




9.2.3.7 








>New LA List of Idle 
Mode Uts 


C- 

ItNewKALlSt 
ofldleModeU 
Es 








YES 


reject 


»New LA of Idle 
Mode UEs 




1 to 

<maxMB 
MbHA> 










»>LAI 


M 




9.2.3.6 








>LA List with No Idle 
Mode UEs Any More 


C- 

IfRAListWith 
iNoiciieiviocic 
UEsAnyMor 
e 








YES 


reject 


»LA with No Idle 
Mode UEs Any More 




1 to 

<maxMB 
MSRA> 










»>LAI 


M 




9.2.3.6 









Range bound 


Explanation 


maxMBMSRA 


Maximum no. of Routing Areas where idle-mode UEs interested in a 
given Multicast Service are. The value for maxMBMSRA is 65536. 




Condition 


Explanation 


IfNewRAListofldleModeUEs 


This IE shall be present if the New RA List of Idle Mode UEs IE is 
included. 


IfRAListWithNoldleModeUEsAnyMore 


This IE shall be present if the RA List with No Idle Mode UEs Any 
More IE is included. 



9.2.3.44 MBMS CN De-Registration 

Indicates whether the MBMS Session Stop procedure is a normal Session Stop or a total de-registration for a given 
MBMS Bearer Service. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MBMS CN De-Registration 


M 




ENUMERAT 

ED( 

normal 

session stop, 

deregister, 

...) 





9.2.3.45 MBMS Registration Request Type 

Indicates the type of the MBMS Registration Request. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MBMS Registration Request 
Type 


M 




ENUMERAT 
ED( 

register, 

deregister, 

...) 





9.2.3.46 Requested MBMS IP Multicast Address and APN 

Informs the RNC about the requested pairs of IP Multicast Address and APN. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MBMS IP Multicast Address 
and APN list 




1 to 

<maxnoofMulticas 
tServicesPerRNC 

> 






>TMGI 


M 




9.2.3.37 




>IP Multicast Address 


M 




OCTET 
STRING 
(4.. 16) 


Transparent information to 
RAN. 

Octet string size 4 represents 
lpv4 address. 

Octet string size 16 represents 
Ipv6 address. 


>APN 


M 




OCTET 

STRING 

(1..255) 


Transparent information to 
RAN. 



Range bound 


Explanation 


maxnoofMulticastServicesPerRNC 


Maximum no. of Multicast Services that a RNC can have context for. 
Value is 512. 



9.2.3.47 Requested Multicast Service List 

Informs the RNC about the requested Multicast Service list for a particular UE. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


TMGI 


M 


1 to 

<maxnoofMulticas 

tServicesJoinedP 

erUE> 


9.2.3.37 


The same TMGI must only be 
present once. 
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Range bound 


Explanation 


maxnoofMulticastServicesJoinedPerUE 


Maximum no. of Multicast Services that a UE can join respectively. 
Value is 128. 



9.2.3.48 MBMS Session Repetition Number 

Informs the RNC about the repetitions of a particular session of a MBMS Bearer Service. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


MBMS Session Repetition 
Number 


M 




OCTET STRING 
(SIZE(1)) 


Coded as the value part of 
MBMS-Session - 
Repetition-Number AVP as 
defined in TS 29.061 [44]. 



9.2.3.49 Time to MBMS Data Transfer 

This IE denotes the time occurring between the transmission of the MBMS SESSION START message to the RNS and 
the actual start of the data transfer. The coding of this element is described in TS 48.018 [36]. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Time to MBMS Data 
Transfer 


M 




OCTET STRING 
(SIZE(1)) 


Coded as the value part of 
Time to MBMS Data 
Transfer IE defined in TS 
48.018 [36]. 



9.2.3.50 Redirect Attempt Flag 

This IE indicates that the CN should respond with a Redirection Indication IE or a Redirection completed IE. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Redirect Attempt Flag 


M 




NULL 





9.2.3.51 Velocity Estimate 

The Velocity Estimate IE is used to describe the UE"s velocity. The reference system is the same as used in TS 23.032 
[20]. 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Choice Velocity Estimate 










>Horizontal Velocity 










»Horizontal Velocity 


M 




See below 


Horizontal speed and 
bearing (the direction of 
travel). 


>Horizontal with Vertical Velocity 










»Horizontal with Vertical Velocity 


M 




See below 


Horizontal speed, bearing 
(the direction of travel), and 
vertical speed 


>Horizontal Velocity with Uncertainty 










»Horizontal Velocity with 
Uncertainty 


M 




See below 


Horizontal speed, bearing 
(the direction of travel), and 
the uncertainty of the 
reported speed. 


>Horizontal with Vertical Velocity 
and Uncertainty 










»Horizontal with Vertical Velocity 
and Uncertainty 


M 




See below 


Horizontal speed, bearing 
(the direction of travel), 
vertical speed and the 
uncertainty of the reported 
speed. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Horizontal Velocity 










>Horizontal Speed and 
Bearing 


M 




See below 





IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Horizontal with Vertical 
Velocity 










>Horizontal Speed and 
Bearing 


M 




See below 




>Vertical Velocity 


M 




See below 





IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Horizontal Velocity with 
Uncertainty 










>Horizontal Speed and 
Bearing 


M 




See below 




»Uncertainty Speed 


M 




INTEGER 
(0..255) 


Uncertainty speed is 
encoded in increments of 1 
kilometer per hour using an 
8 bit binary coded number 
(N). The value of N gives 
the uncertainty speed 
except for N=255 which 
indicates that the 
uncertainty is not specified 
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IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Horizontal with Vertical 
Velocity and Uncertainty 










>Horizontal Speed and 
Bearing 


M 




See below 




»Vertical Velocity 


M 




See below 




»Horizontal Uncertainty 
Speed 


M 




INTEGER 
(0..255) 


Horizontal Uncertainty 
Speed is encoded in 
increments of 1 kilometer 
per hour using an 8 bit 
binary coded number (N). 
The value of N gives the 
uncertainty speed except 
for N=255 which indicates 
that the uncertainty is not 
specified 


»Vertical Uncertainty 
Speed 


M 




INTEGER 
(0..255) 


Vertical Uncertainty speed 
is encoded in increments of 
1 kilometer per hour using 
an 8 bit binary coded 
number (N). The value of N 
gives the uncertainty speed 
except for N=255 which 
indicates that the 
uncertainty is not specified 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Horizontal Speed and 
Bearing 










>Bearing 


M 




INTEGER 
(0..359) 


The direction of movement 
is given in degrees where 
"0" represents North, "90" 
represents East, etc. 


>Horizontal Speed 


M 




INTEGER 

(0..<2 11 -1) 


The relationship between 

(N) and the horizontal 

speed (h) in kilometers per 

hour it describes is: 

N < h < N + 0.5 (N=0) 

N-0.5<h<N + 0.5 

(0<N<2 11 -1) 

N-0.5<h (N = 2 11 -1) 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Vertical Velocity 










>Vertical Speed 


M 




INTEGER 
(0..2 8 -1) 


The relationship between 
(N) and the vertical speed 
(v) in kilometers per hour it 
describes is: 

N<v<N + 0.5 (N = 0) 

N-0.5<v<N + 0.5(0< 
N < 2 8 -1) 

N-0.5<v(N = 2 8 -1) 


>Vertical Speed Direction 


M 




ENUMERATED 

(upward, downward) 
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9.2.3.52 RAT Type 



Indicates the RAT from which the context request originates. 



IE/Group Name 


Presence 


Range 


IE type and reference 


Semantics description 


RAT Type 


O 




ENUMERATED(UTRAN, 
GERAN, ...) 


GERAN means GERAN 
Gb mode. UTRAN means 
UTRAN but may also 
include GERAN lu mode. 



9.2.3.53 Requested GANSS Assistance Data 

This information element is used for indicating the requested GANSS assistance data. 
This IE is transparent to CN. 



IE/Group Name 


Presence 


Range 


IE type and 
reference 


Semantics description 


Requested GANSS 
Assistance Data 






OCTET STRING 
(SIZE(1..201)) 


For the corresponding 
Information Element Definition 
see "ganssAssistanceData" 
TS 24.080 [22]. 
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9.3 Message and Information Element Abstract Syntax (with ASN.1) 

9.3.0 General 

RANAP ASN.l definition conforms with ITU-T Rec. X.680 [14] and ITU-T Rec. X.681 [15]. 

The ASN.l definition specifies the structure and content of RANAP messages. RANAP messages can contain any IEs specified in the object set definitions for that message 
without the order or number of occurrence being restricted by ASN. 1 . However, for this version of the standard, a sending entity shall construct a RANAP message according to 
the PDU definitions module and with the following additional rules: 

IEs shall be ordered (in an IE container) in the order they appear in object set definitions.. 

Object set definitions specify how many times IEs may appear. An IE shall appear exactly once if the presence field in an object has value "mandatory". An IE may 
appear at most once if the presence field in an object has value "optional" or "conditional". If in a tabular format there is multiplicity specified for an IE (i.e. an IE list) 
then in the corresponding ASN.l definition the list definition is separated into two parts. The first part defines an IE container list where the list elements reside. The 
second part defines list elements. The IE container list appears as an IE of its own. For this version of the standard an IE container list may contain only one kind of list 
elements. 

NOTE: IE' means an IE in the object set with an explicit id. If one IE needed to appear more than once in one object set, then the different occurrences have different IE 
IDs. 

If a RANAP message that is not constructed as defined above is received, this shall be considered as Abstract Syntax Error, and the message shall be handled as defined for 
Abstract Syntax Error in subclause 10.3.6. 

Subclause 9.3 presents the Abstract Syntax of RANAP protocol with ASN. 1 . In case there is contradiction between the ASN. 1 definition in this subclause and the tabular format 
in subclause 9.1 and 9.2, the ASN.l shall take precedence, except for the definition of conditions for the presence of conditional elements, where the tabular format shall take 
precedence. 

9.3.1 Usage of private message mechanism for non-standard use 

The private message mechanism for non-standard use may be used: 

- for special operator- (and/or vendor) specific features considered not to be part of the basic functionality, i.e. the functionality required for a complete and high-quality 
specification in order to guarantee multivendor interoperability; 

- by vendors for research purposes, e.g. to implement and evaluate new algorithms/features before such features are proposed for standardisation. 
The private message mechanism shall not be used for basic functionality. Such functionality shall be standardised. 

9.3.2 Elementary Procedure Definitions 

__ *************************************** 
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-- Elementary Procedure definitions 

__ ************************************************************** 
RANAP-PDU-Descriptions { 

itu-t (0) identif ied-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) ranap (0) versionl (1) ranap-PDU-Descriptions (0)} 

DEFINITIONS AUTOMATIC TAGS : : = 

BEGIN 

__ ************************************************************** 
-- IE parameter types from other modules. 

__ ************************************************************** 

IMPORTS 

Criticality , 

ProcedureCode 
FROM RANAP - CommonDataTypes 

Iu-ReleaseCommand, 
Iu-ReleaseComplete , 
RelocationCommand, 
RelocationPreparationFailure , 
RelocationRequired, 
RelocationRequest , 
RelocationRequestAcknowledge , 
RelocationFailure , 
RelocationCancel , 
RelocationCancelAcknowledge , 
EnhancedRelocationCompleteRequest , 
EnhancedRelocationCompleteResponse , 
EnhancedRelocationCompleteFailure , 
EnhancedRelocationCompleteConf irm, 
SRNS-ContextRequest , 
SRNS - ContextResponse , 
SecurityModeCommand, 
SecurityModeComplete , 
SecurityModeRe j ect , 
DataVolumeReportRequest , 
DataVolumeReport , 
Reset , 

ResetAcknowledge , 

RAB-ReleaseRequest , 

Iu-ReleaseRequest , 

RelocationDetect , 

RelocationComplete, 

Paging, 

CommonID, 

CN- InvokeTrace , 
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CN-DeactivateTrace, 
LocationReportingControl , 
LocationReport , 
InitialUE- Message, 
DirectTransf er , 
Overload, 
Error Indication, 
SRNS - Dat aForwardCommand , 
ForwardSRNS- Context , 
RAB-AssignmentRequest , 
RAB-AssignmentResponse , 
RAB-Modif yRequest , 
PrivateMessage , 
ResetResource , 
ResetResourceAcknowledge , 
RANAP-Relocationlnf ormation, 
RANAP-EnhancedRelocationlnf ormationRequest , 
RANAP-EnhancedRelocationlnf ormationResponse , 
LocationRelatedDataRequest , 
LocationRelatedDataResponse , 
LocationRelatedDataFailure , 
Inf ormationTransf er Indication, 
Inf ormationTransf erConf irmation, 
Inf ormationTransf erFailure , 
UESpecif iclnf ormationlndication. 
Direct Inf ormationTransf er, 
Uplinklnf ormationExchangeRequest , 
Uplinklnf ormationExchangeResponse , 
Uplinklnf ormationExchangeFai lure , 
MBMSSessionStart , 
MBMSSessionStartResponse, 
MBMSSessionStartFailure, 
MBMSSessi onUpdat e , 
MBMSSessionUpdateResponse, 
MBMSSessionUpdateFailure, 
MBMSSessionStop, 
MBMSSessionStopResponse, 
MBMSUELinkingRequest , 
MBMSUELinkingResponse , 
MBMSRegistrationRequest , 
MBMSRegistrationResponse , 
MBMSRegistrationFailure, 
MBMSCNDe-RegistrationRequest , 
MBMSCNDe-RegistrationResponse, 
MBMSRABEstablishment Indication, 
MBMSRABReleaseRequest , 
MBMSRABRelease, 
MBMSRABReleaseFailure, 
SRVCC-CSKeysRequest , 
SRVCC-CSKeysResponse 
FROM RANAP-PDU- Contents 

id-LocationRelatedData, 
id- CN-DeactivateTrace, 
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id-CN- InvokeTrace, 

id-CommonID, 

id-DataVolumeReport , 

id-DirectTransf er , 

id- Error Indication, 

id- ForwardSRNS- Context , 

id- Inf ormationTransf er , 

id- InitialUE- Message, 

id- Iu- Release , 

id-Iu-ReleaseRequest , 

id-LocationReport , 

id-LocationReportingControl , 

id-OverloadControl , 

id-Paging, 

id-privateMessage , 

id-RAB-Assignment , 

id-RAB-ReleaseRequest , 

id-RAB-Modif yRequest , 

id-RANAP-Relocation, 

id-RANAPenhancedRelocation, 

id-RelocationCancel , 

id-RelocationComplete , 

id-RelocationDetect , 

id-RelocationPreparation, 

id-Relocati onRe s our ceAl 1 ocat i on , 

id-enhancedRelocationComplete , 

id-enhancedRelocationCompleteConf irm, 

id-Reset , 

id-SRNS-ContextTransf er , 

id- SRNS - Dat aForward , 

id-SecurityModeControl , 

id-ResetResource , 

id-UESpecif iclnf ormation, 

id-Direct Inf ormationTransf er, 

id-Uplinklnf ormationExchange , 

id-MBMSSessionStart , 

id-MBMSSessionUpdate, 

id-MBMSSessionStop, 

id-MBMSUELinking, 

id-MBMSRegistration, 

id- MBMSCNDe- Registration- Procedure, 

id- MBMSRABEstablishment Indication, 

id-MBMSRABRelease, 

id-SRVCCPreparation 

FROM RANAP-Constants ; 

__ ************************************************************** 
-- Interface Elementary Procedure Class 

************************************************************** 

RANAP- ELEMENTARY -PROCEDURE ::= CLASS { 
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&InitiatingMessage 
&Successf ulOutcome 
SUnsuccessf ulOutcome 
SOutcome 
&procedureCode 
&criticality 

} 

WITH SYNTAX { 

INITIATING MESSAGE 
[SUCCESSFUL OUTCOME 
[UNSUCCESSFUL OUTCOME 
[OUTCOME 
PROCEDURE CODE 
[CRITICALITY 



OPTIONAL, 

OPTIONAL, 
OPTIONAL, 
ProcedureCode UNIQUE, 
Criticality DEFAULT ignore 



} 



klnitiatingMessage 
&Successf ulOutcome] 

SUnsuccessf ulOutcome] 
&Outcome] 

&procedureCode 
&criticality] 



************************************************************** 



Interface PDU Definition 



__ ************************************************************** 



RANAP-PDU ::= CHOICE { 

initiatingMessage InitiatingMessage , 
successf ulOutcome Successf ulOutcome , 
unsuccessf ulOutcome Unsuccessf ulOutcome , 
outcome Outcome, 

} 

InitiatingMessage ::= SEQUENCE { 

procedureCode RANAP - ELEMENTARY - PROCEDURE . kprocedureCode ( { RANAP - ELEMENTARY - PROCEDURES } ) , 
criticality RANAP -ELEMENTARY -PROCEDURE . kcriticality ( {RANAP-ELEMENTARY-PROCEDURES} {©procedureCode} ) , 

value RANAP -ELEMENTARY -PROCEDURE . ^InitiatingMessage ( {RANAP -ELEMENTARY -PROCEDURES} {©procedureCode} ) 

} 

Successf ulOutcome :: = SEQUENCE { 

procedureCode RANAP -ELEMENTARY- PROCEDURE . kprocedureCode ( {RANAP -ELEMENTARY -PROCEDURES } ) , 
criticality RANAP -ELEMENTARY -PROCEDURE . Scriticality ( {RANAP -ELEMENTARY -PROCEDURES} {©procedureCode} ) , 

value RANAP -ELEMENTARY -PROCEDURE . SSuccessf ulOutcome ( {RANAP -ELEMENTARY -PROCEDURES} {©procedureCode} ) 

} 

Unsuccessf ulOutcome ::= SEQUENCE { 

procedureCode RANAP -ELEMENTARY- PROCEDURE . kprocedureCode ( {RANAP -ELEMENTARY - PROCEDURES } ) , 
criticality RANAP -ELEMENTARY -PROCEDURE . &criticality ( {RANAP -ELEMENTARY -PROCEDURES} {©procedureCode} ) , 

value RANAP -ELEMENTARY -PROCEDURE . SUnsuccessf ulOutcome ( {RANAP -ELEMENTARY -PROCEDURES} {©procedureCode} ) 

} 

Outcome : : = SEQUENCE { 

procedureCode RANAP -ELEMENTARY- PROCEDURE . SprocedureCode ( {RANAP -ELEMENTARY - PROCEDURES } ) , 
criticality RANAP -ELEMENTARY -PROCEDURE . Scriticality ( {RANAP -ELEMENTARY -PROCEDURES} {©procedureCode} ) , 

value RANAP -ELEMENTARY -PROCEDURE . SOutcome ( {RANAP -ELEMENTARY -PROCEDURES} {©procedureCode} ) 



ETSI 



3GPP TS 25.41 3 version 1 0.2.0 Release 1 253 ETSI TS 1 25 41 3 V1 0.2.0 (201 1 -07) 

__ ************************************************************** 

-- Interface Elementary Procedure List 

__ ************************************************************** 

RANAP -ELEMENTARY -PROCEDURES RANAP - ELEMENTARY- PROCEDURE ::= { 
RANAP - ELEMENTARY - PROCEDURES - CLASS - 1 | 
RANAP - ELEMENTARY - PROCEDURES - CLASS - 2 j 
RANAP - ELEMENTARY - PROCEDURES - CLASS - 3 , 

} 



RANAP -ELEMENTARY -PROCEDURES- CLASS -1 RANAP - ELEMENTARY- PROCEDURE ::= { 
iu-Release 

relocationPreparation 

relocationResourceAl location 

relocationCancel 

sRNS-ContextTransf er 

securityModeControl 

dataVolumeReport 

reset 

resetResource , 

locationRelatedData 

inf ormationTransf er 

up 1 ink I nf ormat i onExchange 

mBMSSessionStart 

mBMSSessi onUpdat e 

mBMSSessionStop 

mBMSUELinking 

mBMSRegistration 

mBMSCNDe -Registration 

mBMSRABRe lease 

enhancedRelocationComplete 

rANAP-enhancedRelocation 

sRVCCPreparation} 

RANAP -ELEMENTARY -PROCEDURES -CLASS -2 RANAP - ELEMENTARY- PROCEDURE ::= { 
rAB-ReleaseRequest 
iu-ReleaseRequest 
relocationDetect 
relocationComplete 
paging 
commonID 
cN- InvokeTrace 
cN-DeactivateTrace 
locationReportingControl 
locationReport 
initialUE- Message 
directTransf er 
overloadControl 
error Indication 
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sRNS-DataForward 
forwardSRNS- Context 
privateMessage 
rANAP- Relocation 

rAB-Modif yRequest 
uESpecific Information 
direct Inf ormationTransf er 
mBMSRABEstablishment Indication 
enhancedRelocationCompleteConf irm 



RANAP -ELEMENTARY -PROCEDURES -CLASS -3 RANAP - ELEMENTARY- PROCEDURE : : 
rAB-Assignment , 

} 

__ *************************************** 

- - Interface Elementary Procedures 

************************************************************** 

iu-Release RANAP -ELEMENTARY -PROCEDURE ::= { 
INITIATING MESSAGE Iu-ReleaseCommand 
SUCCESSFUL OUTCOME Iu-ReleaseComplete 
PROCEDURE CODE id- Iu-Release 

CRITICALITY reject 



relocationPreparation RANAP -ELEMENTARY- PROCEDURE ::= { 
INITIATING MESSAGE RelocationRequired 
SUCCESSFUL OUTCOME RelocationCommand 
UNSUCCESSFUL OUTCOME RelocationPreparationFailure 
PROCEDURE CODE id-RelocationPreparation 
CRITICALITY reject 



relocationResourceAllocation RANAP -ELEMENTARY -PROCEDURE ::= { 
INITIATING MESSAGE RelocationRequest 
SUCCESSFUL OUTCOME RelocationRequestAcknowledge 
UNSUCCESSFUL OUTCOME RelocationFailure 
PROCEDURE CODE id-RelocationResourceAllocation 
CRITICALITY reject 



relocationCancel RANAP -ELEMENTARY -PROCEDURE ::= { 
INITIATING MESSAGE RelocationCancel 
SUCCESSFUL OUTCOME RelocationCancelAcknowledge 
PROCEDURE CODE id-RelocationCancel 
CRITICALITY reject 



sRNS-ContextTransf er RANAP -ELEMENTARY- PROCEDURE ::= { 
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INITIATING MESSAGE SRNS - ContextRequest 
SUCCESSFUL OUTCOME SRNS - ContextResponse 
PROCEDURE CODE id-SRNS-ContextTransf er 

CRITICALITY reject 

} 

securityModeControl RANAP- ELEMENTARY -PROCEDURE 
INITIATING MESSAGE SecurityModeCommand 
SUCCESSFUL OUTCOME SecurityModeComplete 
UNSUCCESSFUL OUTCOME SecurityModeRe j ect 
PROCEDURE CODE id- SecurityModeControl 

CRITICALITY reject 

} 

dataVolumeReport RANAP -ELEMENTARY -PROCEDURE ::= 
INITIATING MESSAGE DataVolumeReportRequest 
SUCCESSFUL OUTCOME DataVolumeReport 
PROCEDURE CODE id-DataVolumeReport 
CRITICALITY reject 



reset RANAP -ELEMENTARY -PROCEDURE ::= { 
INITIATING MESSAGE Reset 
SUCCESSFUL OUTCOME ResetAcknowledge 
PROCEDURE CODE id-Reset 
CRITICALITY reject 



rAB-ReleaseRequest RANAP -ELEMENTARY -PROCEDURE : 
INITIATING MESSAGE RAB-ReleaseRequest 
PROCEDURE CODE id-RAB-ReleaseRequest 
CRITICALITY ignore 



iu-ReleaseRequest RANAP -ELEMENTARY -PROCEDURE : : 
INITIATING MESSAGE Iu-ReleaseRequest 
PROCEDURE CODE id- Iu-ReleaseRequest 

CRITICALITY ignore 



relocationDetect RANAP -ELEMENTARY -PROCEDURE ::= 
INITIATING MESSAGE RelocationDetect 
PROCEDURE CODE id-RelocationDetect 
CRITICALITY ignore 



relocationComplete RANAP -ELEMENTARY -PROCEDURE : 
INITIATING MESSAGE RelocationComplete 
PROCEDURE CODE id-RelocationComplete 
CRITICALITY ignore 



paging RANAP -ELEMENTARY -PROCEDURE ::= { 
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INITIATING MESSAGE Paging 
PROCEDURE CODE id- Paging 

CRITICALITY ignore 



commonID RANAP- ELEMENTARY -PROCEDURE ::= { 
INITIATING MESSAGE CommonID 
PROCEDURE CODE id- CommonID 

CRITICALITY ignore 



CN-InvokeTrace RANAP -ELEMENTARY -PROCEDURE ::= { 
INITIATING MESSAGE CN-InvokeTrace 
PROCEDURE CODE id- CN- InvokeTrace 

CRITICALITY ignore 



cN-DeactivateTrace RANAP-ELEMENTARY- PROCEDURE ::= { 
INITIATING MESSAGE CN-DeactivateTrace 
PROCEDURE CODE id-CN-DeactivateTrace 
CRITICALITY ignore 



locat ionReport ingCont rol RANAP - ELEMENTARY - PROCEDURE 
INITIATING MESSAGE LocationReportingControl 
PROCEDURE CODE id-LocationReportingControl 
CRITICALITY ignore 



locationReport RANAP -ELEMENTARY -PROCEDURE ::= { 
INITIATING MESSAGE LocationReport 
PROCEDURE CODE id-LocationReport 
CRITICALITY ignore 



initialUE-Message RANAP-ELEMENTARY- PROCEDURE ::= { 
INITIATING MESSAGE InitialUE-Message 
PROCEDURE CODE id- InitialUE-Message 

CRITICALITY ignore 



directTransf er RANAP-ELEMENTARY- PROCEDURE ::= { 
INITIATING MESSAGE DirectTransf er 
PROCEDURE CODE id-DirectTransf er 

CRITICALITY ignore 



overloadControl RANAP -ELEMENTARY -PROCEDURE ::= { 
INITIATING MESSAGE Overload 
PROCEDURE CODE id-OverloadControl 
CRITICALITY ignore 



errorlndication RANAP -ELEMENTARY -PROCEDURE ::= { 
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INITIATING MESSAGE Errorlndication 
PROCEDURE CODE id-Errorlndication 
CRITICALITY ignore 

} 

sRNS-DataForward RANAP- ELEMENTARY -PROCEDURE ::= { 
INITIATING MESSAGE SRNS-DataForwardCommand 
PROCEDURE CODE id- SRNS -DataForward 

CRITICALITY ignore 

} 

forwardSRNS- Context RANAP -ELEMENTARY -PROCEDURE ::= { 
INITIATING MESSAGE ForwardSRNS - Context 
PROCEDURE CODE id- ForwardSRNS - Context 

CRITICALITY ignore 

} 

rAB -Assignment RANAP -ELEMENTARY- PROCEDURE ::= { 
INITIATING MESSAGE RAB-AssignmentRequest 
OUTCOME RAB-AssignmentResponse 
PROCEDURE CODE id-RAB-Assignment 
CRITICALITY reject 

} 

privateMessage RANAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE PrivateMessage 

PROCEDURE CODE id-privateMessage 
CRITICALITY ignore 

} 

resetResource RANAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE ResetResource 
SUCCESSFUL OUTCOME ResetResourceAcknowledge 
PROCEDURE CODE id-ResetResource 
CRITICALITY reject 

} 

rANAP-Relocation RANAP-ELEMENTARY-PROCEDURE ::= { 

INITIATING MESSAGE RANAP-Relocationlnf ormation 
PROCEDURE CODE id-RANAP-Relocation 
CRITICALITY ignore 

} 

rAB-ModifyRequest RANAP-ELEMENTARY-PROCEDURE ::= { 
INITIATING MESSAGE RAB-ModifyRequest 
PROCEDURE CODE id-RAB-Modif yRequest 

CRITICALITY ignore 

} 

locationRelatedData RANAP-ELEMENTARY-PROCEDURE ::= { 

INITIATING MESSAGE LocationRelatedDataRequest 
SUCCESSFUL OUTCOME LocationRelatedDataResponse 
UNSUCCESSFUL OUTCOME LocationRelatedDataFailure 
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PROCEDURE CODE 
CRITICALITY 



id-LocationRelatedData 
rej ect 



inf ormationTransf er RANAP - ELEMENTARY - PROCEDURE 



INITIATING MESSAGE 
SUCCESSFUL OUTCOME 
UNSUCCESSFUL OUTCOME 
PROCEDURE CODE 
CRITICALITY 



Inf ormationTransf er Indication 
Inf ormationTransf erConf irmat ion 
Inf ormationTransf er Failure 
id- Inf ormationTransf er 
rej ect 



uESpecif iclnf ormation RANAP -ELEMENTARY -PROCEDURE ::= { 
INITIATING MESSAGE UESpecif iclnf ormationlndication 
PROCEDURE CODE id-UESpecif iclnf ormation 

CRITICALITY ignore 



directlnf ormationTransf er RANAP -ELEMENTARY -PROCEDURE ::= { 
INITIATING MESSAGE Directlnf ormationTransf er 

PROCEDURE CODE id-Directlnf ormationTransf er 

CRITICALITY ignore 



up 1 ink I nf ormat i onExchange RANAP - ELEMENTARY - PROCEDURE 



INITIATING MESSAGE 
SUCCESSFUL OUTCOME 
UNSUCCESSFUL OUTCOME 
PROCEDURE CODE 
CRITICALITY 



} 



Uplinklnf ormat ionExchangeRequest 
Uplinklnf ormat ionExchangeResponse 
Uplinklnf ormat ionExchangeFai lure 
id- Uplinklnf ormat ionExchange 
rej ect 



mBMSSessionStart RANAP -ELEMENTARY -PROCEDURE ::= { 



INITIATING MESSAGE 
SUCCESSFUL OUTCOME 
UNSUCCESSFUL OUTCOME 
PROCEDURE CODE 
CRITICALITY 



MBMSSessionStart 
MBMSSessionStartResponse 
MBMSSessionStartFailure 
id-MBMSSessionStart 
rej ect 



mBMSSessionUpdate RANAP -ELEMENTARY -PROCEDURE 



{ 



INITIATING MESSAGE 
SUCCESSFUL OUTCOME 
UNSUCCESSFUL OUTCOME 
PROCEDURE CODE 
CRITICALITY 



} 



MBMSSessi onUpdat e 
MBMSSessionUpdateResponse 
MBMSSessionUpdateFailure 
id- MBMSSessionUpdate 
rej ect 



{ 



mBMSSessionStop RANAP -ELEMENTARY -PROCEDURE : 
INITIATING MESSAGE MBMSSessionStop 
SUCCESSFUL OUTCOME MBMSSessionStopResponse 
PROCEDURE CODE id-MBMSSessionStop 
CRITICALITY reject 

} 



258 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 



mBMSUELinking RANAP- ELEMENTARY- PROCEDURE ::= { 

INITIATING MESSAGE MBMSUELinkingRequest 
OUTCOME MBMSUELinkingResponse 
PROCEDURE CODE id-MBMSUELinking 
CRITICALITY reject 

} 

mBMSRegistration RANAP -ELEMENTARY -PROCEDURE ::= { 

INITIATING MESSAGE MBMSRegistrationRequest 
SUCCESSFUL OUTCOME MBMSRegistrationResponse 
UNSUCCESSFUL OUTCOME MBMSRegistrationFailure 
PROCEDURE CODE id-MBMSRegistration 
CRITICALITY reject 

} 

mBMSCNDe-Registration RANAP -ELEMENTARY -PROCEDURE ::= { 

INITIATING MESSAGE MBMSCNDe-RegistrationRequest 
SUCCESSFUL OUTCOME MBMSCNDe-RegistrationResponse 
PROCEDURE CODE id-MBMSCNDe-Registration- Procedure 

CRITICALITY reject 

} 

mBMSRABEstablishment Indication RANAP -ELEMENTARY- PROCEDURE ::= { 
INITIATING MESSAGE MBMSRABEstablishmentlndication 
PROCEDURE CODE id-MBMSRABEstablishmentlndication 
CRITICALITY ignore 

} 

mBMSRABRe lease RANAP -ELEMENTARY- PROCEDURE ::= { 
INITIATING MESSAGE MBMSRABReleaseRequest 
SUCCESSFUL OUTCOME MBMSRABRe lease 

UNSUCCESSFUL OUTCOME MBMSRABReleaseFailure 
PROCEDURE CODE id-MBMSRABRelease 
CRITICALITY reject 

} 

enhancedRelocationComplete RANAP -ELEMENTARY -PROCEDURE ::= { 
INITIATING MESSAGE EnhancedRelocationCompleteRequest 
SUCCESSFUL OUTCOME EnhancedRelocationCompleteResponse 
UNSUCCESSFUL OUTCOME EnhancedRelocationCompleteFailure 
PROCEDURE CODE id-enhancedRelocationComplete 
CRITICALITY reject 

} 

enhancedRelocationCompleteConf irm RANAP-ELEMENTARY- PROCEDURE ::= { 
INITIATING MESSAGE EnhancedRelocationCompleteConf irm 
PROCEDURE CODE id-enhancedRelocationCompleteConf irm 

CRITICALITY ignore 

} 

rANAP-enhancedRelocation RANAP -ELEMENTARY -PROCEDURE ::= { 

INITIATING MESSAGE RANAP-EnhancedRelocationlnf ormationRequest 
SUCCESSFUL OUTCOME RANAP-EnhancedRelocationlnf ormationResponse 
PROCEDURE CODE id-RANAPenhancedRelocation 
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CRITICALITY 



rej ect 



sRVCCPreparat ion RANAP - ELEMENTARY - PROCEDURE 
INITIATING MESSAGE SRVCC-CSKeysRequest 
OUTCOME SRVCC-CSKeysResponse 
PROCEDURE CODE id-SRVCCPreparation 
CRITICALITY reject 



END 



9.3.3 



PDU Definitions 



__ ************************************************************** 

-- PDU definitions for RANAP. 

__ ************************************************************** 
RANAP -PDU -Contents { 

itu-t (0) identif ied-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) ranap (0) versionl (1) ranap-PDU-Contents (1) } 

DEFINITIONS AUTOMATIC TAGS ::= 



__ ************************************************************** 



-- IE parameter types from other modules. 

__ ************************************************************** 
IMPORTS 

AccuracyFulf ilment Indicator , 
APN, 

BroadcastAssistanceDataDecipheringKeys , 
LocationRelatedDataRequestType, 

LocationRelatedDataRequestTypeSpecif icToGERANIuMode, 

DataVolumeRef erence , 

CellLoadlnf ormation, 

Arealdentity , 

CN-Domainlndicator , 

Cause, 

Cell -Access -Mode, 
ClientType, 

CriticalityDiagnostics , 

ChosenEncryptionAlgorithm, 

ChosenlntegrityProtectionAlgorithm, 

Classmarklnf ormation2 , 

Classmarklnf ormation3 , 

CSG-Id, 
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CSG-Id-List, 

CSG-Membership-Status, 

DL-GTP- PDU- SequenceNumber , 

DL-N- PDU- SequenceNumber , 

DataVolumeReportinglndication, 

De 1 1 aRALis t of I dl eModeUE s , 

DRX-CycleLengthCoef f icient , 

Encrypt ionlnf ormat ion. 

Encrypt ionKey, 

E-UTRAN- Service -Handover, 

ExtendedRNC-ID, 

FrequenceLayerConvergenceFlag, 

GERAN- BSC -Container, 

GERAN-Classmark, 

GlobalCN-ID, 

GlobalRNC-ID, 

GTP-TEI , 

Include Velocity, 

Inf ormat ionExchange ID, 

Inf ormationExchangeType , 

Inf ormat ionReques ted, 

Inf ormationRequestType , 

Inf ormat ionTransfer ID, 

Inf ormationTransf erType , 

InterSystemlnf ormat ionTransf erType , 

IntegrityProtect ionlnf ormat ion, 

Int egrityProtect ionKey , 

InterSystemlnf ormat ion -Transparent Container , 

IPMulticastAddress , 

IuSignallingConnectionldentif ier , 

IuTransportAssociation, 

KeyStatus , 

L3 - Information, 

LAI, 

LastKnownServiceArea , 
Correlation- ID, 
MBMS - PTP-RAB- ID, 
MBMSBearerServiceType , 
MBMSCountinglnf ormat ion, 
MBMS CNDe -Registration, 
MBMSHCIndicator , 
MBMSRegistrationRequestType, 
MBMSServiceArea, 
MBMSSessi onDur at i on , 
MBMSSessionldentity, 
MBMSSessionRepetitionNumber , 
MS I SDN, 
NAS-PDU, 

NAS - SequenceNumber , 

NAS -Synchronisationlndicator , 

NewBSS-To-OldBSS- Inf ormat ion, 

NonSearchinglndication, 

NumberOf Steps , 

Of f load- RAB- Parameters, 
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Of f load- RAB- Parameters -APN, 

Of fload-RAB- Parameters -ChargingCharacteristics , 
OMC-ID, 

OldBSS-ToNewBSS- Information, 

PagingArealD , 

PagingCause , 

PDP- Type Information, 

PDP-Type Information -extension, 

PermanentNAS - UE - ID , 

PLMNidentity, 

PositionData, 

Posit ionDataSpecif icToGERANIuMode , 
PositioningPriority , 
ProvidedData, 
RAB-ID, 

RAB-Parameters , 
RAC, 

RAListof IdleModeUEs , 
RAT -Type, 

Redirect At tempt Flag, 
Redirect ionCompleted, 
Re j ectCauseValue , 
RelocationType , 
RequestedGANSSAssistanceData, 
RequestType , 

Requested- RAB- Parameter -Values , 

ResponseTime , 

RRC- Container, 

SAI, 

SAP I, 

Service - Handover , 

SessionUpdatelD, 

SNA- Access - Information, 

SourceBSS-ToTargetBSS- Transparent Container, 
SourcelD, 

Source -ToTarget -Transparent Container , 
SourceRNC-ToTargetRNC- Transparent Container, 
SRVCC-HO- Indication, 
SRVCC - 1 nf ormat i on , 
SRVCC-Operation- Possible, 

TargetBSS-ToSourceBSS -Transparent Container, 
Target ID, 

Target - ToSource -Transparent Container , 

TargetRNC-ToSourceRNC-Transparent Container, 

TemporaryUE-ID, 

TimeToMBMSDataTransf er , 

TMGI, 

TracePropagationParameters , 
TraceRef erence , 
TraceType , 

Unsuccessf ullyTransmittedDataVolume , 
TransportLayerAddress , 
Trigger ID, 

UE-AggregateMaximumBitRate , 
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UE-ID, 
UESBI-Iu, 

UL-GTP-PDU-SequenceNumber , 
UL-N- PDU- SequenceNumber , 
UP-ModeVersions , 
UserPlaneMode , 
VelocityEstimate , 
VerticalAccuracyCode , 
Alt-RAB - Parameters , 
Ass -RAB- Parameters , 
PeriodicLocationlnf o, 
Subscriber Prof ilelDf orRFP, 
RNSAPRelocationParameters , 
RABParametersList , 
MDT - Conf igurat ion , 
Pr iority- Class- Indicator , 
Management -Based-MDT-Allowed 

FROM RANAP-IEs 



PrivatelE-Container { } , 
ProtocolExtensionContainer { } , 
ProtocolIE-ContainerList { } , 
ProtocolIE-ContainerPair { } , 
ProtocolIE-ContainerPairList { } , 
ProtocolIE-Container { } , 
RANAP- PRIVATE - I ES , 
RANAP - PROTOCOL - EXTENS ION , 
RANAP - PROTOCOL - I ES , 
RANAP - PROTOCOL -IES-PAIR 
FROM RANAP -Containers 

maxNrOf DTs , 
maxNrOf Errors , 
maxNrOf IuSigConlds , 
maxNrOf RABs , 
maxNrOf Vol , 

maxnoof MulticastServicesPerUE , 

id-AccuracyFulf ilment Indicator , 
id-APN, 

id-Arealdentity , 

id- Alt -RAB - Parameters , 

id- Ass -RAB- Parameters , 

id-BroadcastAssistanceDataDecipheringKeys , 
id-LocationRelatedDataRequestType, 
id-CN-Domainlndicator , 
id-Cause, 

id-Cell -Access -Mode, 
id-ChosenEncryptionAlgorithm, 
id-ChosenlntegrityProtectionAlgorithm, 
id-Classmarklnf ormation2 , 
id-Classmarklnf ormation3 , 
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id-ClientType, 

id-CNMBMSLinkinglnf ormation, 
id-CriticalityDiagnostics , 
id-CSG-Id, 
id-CSG-Id-List, 
id-CSG-Membership-Status , 
id-DeltaRAListof IdleModeUEs, 
id-DRX-CycleLengthCoef f icient , 

id-DirectTransf erlnf ormationltem-RANAP-RelocInf , 

id-DirectTransf erlnf ormationList -RANAP-Reloclnf , 

id-DL-GTP-PDU-SequenceNumber , 

id- Encrypt ionlnf ormation, 

id- Encrypt ionKey, 

i d - Ext endedRNC -ID, 

id-FrequenceLayerConvergenceFlag, 

id-GERAN-BSC- Container, 

id-GERAN-Classmark, 

id-GERAN-Iumode-RAB-Failed-RABAssgntResponse- Item, 

id-GERAN-Iumode-RAB-FailedList-RABAssgntResponse, 

id-GlobalCN-ID, 

id-GlobalCN-IDCS, 

id-GlobalCN-IDPS, 

id-GlobalRNC-ID, 

id- Include Velocity, 

id-Inf ormationExchangelD, 

id-Inf ormationExchangeType , 

id-Inf ormationReques ted, 

id-Inf ormationRequest Type , 

id-Inf ormationTransf er ID, 

id-Inf ormationTransf erType , 

id- IntegrityProtect ionlnf ormation, 

id- IntegrityProtect ionKey , 

id-InterSystemlnf ormationTransf erType , 

id- InterSystemlnf ormation -Transparent Container , 

id- IPMulticastAddress , 

id-IuSigConld, 

id-OldluSigConld, 

id-OldluSigConldCS, 

id-OldluSigConldPS, 

id-IuSigConldltem, 

id-IuSigConldList , 

id-IuTransportAssociation, 

id- JoinedMBMSBearerServicesList , 

id-KeyStatus , 

id- L3- Information, 

id-LAI , 

id-LastKnownServiceArea, 
id-Lef tMBMSBearerServicesList , 

id-LocationRelatedDataRequestTypeSpecif icToGERANIuMode , 

id-MBMSBearerServiceType, 

id- MBMSCountinglnf ormation, 

id- MBMSCNDe -Registration, 

id-MBMSRegistrationRequestType, 

id- MBMSSynchroni sat ionlnf ormation. 



264 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



ETSI 



3GPP TS 25.41 3 version 1 0.2.0 Release 1 265 ETSI TS 1 25 41 3 V1 0.2.0 (201 1 -07) 

id-MBMSServiceArea, 

id-MBMSSessi onDur at i on , 

id-MBMSSessionldentity, 

id-MBMSSessionRepetitionNumber , 

id-MSISDN, 

id-NAS-PDU, 

id-NAS-SequenceNumber , 

id-NewBSS-To-OldBSS- Information, 

id-NonSearchinglndication, 

id-NumberOf Steps , 

id-Of f load- RAB- Parameters , 

id-OMC-ID, 

id- OldBSS-ToNewBSS- Information, 

id-PagingArealD, 

id- PagingCause , 

id- PDP -Type Information, 

id- PDP-Type Information -extension, 

id-PermanentNAS-UE-ID, 

id- PositionData, 

id-PositionDataSpecif icToGERANIuMode, 
id-PositioningPriority , 
id-ProvidedData, 
id- RAB -Context It em, 
id-RAB-ContextList , 

id-RAB-ContextFailedtoTransf erltem, 

id-RAB-ContextFailedtoTransf erList , 

id-RAB-Contextltem-RANAP-RelocInf , 

id-RAB-ContextList-RANAP-RelocInf , 

id-RAB-DataForwardingltem, 

id-RAB-DataForwardingltem-SRNS-CtxReq, 

id-RAB-DataForwardingList , 

id- RAB - Dat aForwar dingLi s t - SRNS - Ct xReq , 

id-RAB-DataVolumeReportltem, 

id-RAB-DataVolumeReportList , 

id-RAB-DataVolumeReportRequest Item, 

id-RAB-DataVolumeReportRequestList , 

id-RAB-Failedltem, 

id-RAB-FailedList , 

id-RAB-FailedList-EnhRelocInf oRes , 

id-RAB-Failedltem-EnhRelocInf oRes , 

id-RAB-FailedtoReportltem, 

id-RAB-FailedtoReportList , 

id-RAB- ID, 

id-RAB-Modif yList , 

id-RAB -Modi fylt em, 

id-RAB- Parameters , 

id-RAB-Queuedltem, 

id-RAB-QueuedList , 

id-RAB-ReleaseFailedList , 

id-RAB-Releaseltem, 

id-RAB-Releasedltem- IuRelComp, 

id-RAB-ReleaseList , 

id-RAB-Releasedltem, 

id-RAB-ReleasedList , 
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id-RAB-ReleasedList- IuRelComp, 
id-RAB-RelocationReleaseltem, 
id-RAB-RelocationReleaseList , 
id-RAB-SetupItem-RelocReq, 
id-RAB-SetupItem-RelocReqAck, 
id-RAB-SetupList-RelocReq, 
id-RAB-SetupList-RelocReqAck, 
id-RAB-SetupList-EnhRelocInf oReq, 
id-RAB-SetupItem-EnhRelodnf oReq, 
id-RAB-SetupList-EnhRelocInf oRes , 
id-RAB-SetupItem-EnhRelocInf oRes , 
id-RAB-SetupList -EnhancedRelocCompleteReq, 
id- RAB- Setup It em- EnhancedRelocCompleteReq, 
id-RAB-SetupList -EnhancedRelocCompleteRes , 
id-RAB-SetupItem-EnhancedRelocCompleteRes , 
id-RAB-SetupOrModif iedltem, 
id-RAB-SetupOrModif iedList , 
id-RAB-SetupOrModif yltem, 
id-RAB-SetupOrModifyList , 

id-RAB-ToBeReleasedl tern- EnhancedRelocCompleteRes 
id-RAB-ToBeReleasedList -EnhancedRelocCompleteRes 
id-RAC, 

id-RAListof IdleModeUEs , 

id-RAT-Type, 

id- Redirect At tempt Flag, 

id- Redirect ionCompleted, 

id- Redirect ionlndicat ion, 

id-Re j ectCauseValue , 

id-RelocationType , 

id-Relocation-SourceRNC-ID, 

id-Relocation-SourceExtendedRNC- ID, 

id-Relocation-TargetRNC- ID, 

id-Relocat ion -Target Ext endedRNC- ID, 

id-RequestedGANSSAssistanceData, 

id-RequestType , 

id-ResponseTime , 

id-SAI , 

id-SAPI , 

id-SelectedPLMN-ID, 
id-SessionUpdatelD, 
id- SNA- Access -Information, 

id- SourceBSS-ToTargetBSS -Transparent Container, 

id-SourceRNC-ID, 

id-SourceExt endedRNC- ID, 

id-SourcelD, 

id- Source -ToTarget -Transparent Container , 
id- SourceRNC-PDCP- context -info, 
id-SRVCC-HO- Indication, 
id-SRVCC- Information, 
id-SRVCC-Operation- Possible, 

id- TargetBSS-ToSourceBSS-Transparent Container, 
id-TargetID, 

id-Target - ToSource -Transparent Container , 
id-TemporaryUE- ID, 
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id-TimeToMBMSDataTransf er , 
id-TMGI , 

id-TracePropagationParameters , 
id-TraceRef erence , 
id-TraceType , 
id-TransportLayerAddress , 
id-Transport Layer Information, 
id-Trigger ID, 

id-UE-AggregateMaximumBitRate , 

id-UE-ID, 

id-UESBI-Iu, 

id-UL-GTP-PDU-SequenceNumber , 
id-Unsuccessf ulLinkingList , 
id- VelocityEstimate , 
id-VerticalAccuracyCode , 
id- PeriodicLocationlnf o, 

id-BroadcastGANSSAssistanceDataDecipheringKeys , 

id- Subscriber Prof ilelDf orRFP, 

id- E-UTRAN- Service -Handover , 

id-IP-Source-Address , 

id-LGW-TransportLayerAddress , 

id-Correlation- ID, 

id- MDT- Configuration, 

id-RNSAPRelocationParameters , 

id-RABParametersList , 

id- Priority- Class- Indicator , 

id-Management -Based-MDT-Allowed 

FROM RANAP-Constants ; 

__ ************************************************************** 
-- Common Container Lists 

__ ************************************************************** 

RAB-IE-ContainerList { RANAP- PROTOCOL- I ES : IEsSetParam } 

{ IEsSetParam} } 

RAB-IE-ContainerPairList { RANAP- PROTOCOL- IES- PAIR : IEsSetParam } 

{IEsSetParam} } 

ProtocolError-IE-ContainerList { RANAP- PROTOCOL- IES : IEsSetParam } 

{IEsSetParam} } 

IuSigConld-IE-ContainerList { RANAP- PROTOCOL- IES : IEsSetParam } 

{IEsSetParam} } 

DirectTransf er- IE-ContainerList { RANAP- PROTOCOL- IES : IEsSetParam } 

{IEsSetParam} } 

************************************************************** 

-- Iu RELEASE ELEMENTARY PROCEDURE 

************************************************************** 



__ ************************************************************** 
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ProtocolIE-ContainerList { 

ProtocolIE-ContainerPairList { 

ProtocolIE-ContainerList { 

ProtocolIE-ContainerList { 

ProtocolIE-ContainerList { 



1, maxNrOfRABs, 

1, maxNrOfRABs, 

1, maxNrOfRABs, 

1, maxNrOf IuSigConlds , 

1 , maxNrOf DTs , 
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- - Iu Release Command 

__ ************************************************************** 



Iu-ReleaseCommand ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { Iu-ReleaseCommandlEs } }, 

protocolExtensions ProtocolExtensionContainer { { Iu-ReleaseCommandExtensions } 

} 



OPTIONAL, 



Iu-ReleaseCommandlEs RANAP - PROTOCOL - IES 



{ ID id-Cause 



CRITICALITY ignore TYPE Cause 



PRESENCE mandatory } , 



} 

Iu-ReleaseCommandExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

__ ************************************************************** 
-- Iu Release Complete 

__ ************************************************************** 



IU-ReleaseComplete ::= SEQUENCE { 

protocolIEs ProtocolIE-Container 



{ { Iu-ReleaseCompletelEs } }, 



protocolExtensions 



ProtocolExtensionContainer { { Iu-ReleaseCompleteExtensions } } 



OPTIONAL, 



} 



Iu-ReleaseCompletelEs RANAP- PROTOCOL- IES 
{ ID id-RAB-DataVolumeReportList 
{ ID id-RAB-ReleasedList-IuRelComp 
{ ID id-CriticalityDiagnostics 

} 

RAB-DataVolumeReportList : 



CRITICALITY ignore TYPE RAB-DataVolumeReportList 
CRITICALITY ignore TYPE RAB-ReleasedList-IuRelComp 
CRITICALITY ignore TYPE CriticalityDiagnostics 



RAB- IE-ContainerList { {RAB-DataVolumeReportltemlEs } 



PRESENCE optional } 
PRESENCE optional } 
PRESENCE optional 



RAB-DataVolumeReportltemlEs RANAP- PROTOCOL- IES ::= { 

{ ID id-RAB-DataVolumeReportltem CRITICALITY ignore TYPE RAB-DataVolumeReportltem 

} 



PRESENCE mandatory } , 



RAB-DataVolumeReportltem ::= SEQUENCE { 
rAB-ID RAB- ID, 

dl-UnsuccessfullyTransmittedDataVolume DataVolumeList OPTIONAL 

-- This IE shall always be present although its presence is optional --, 

iE-Extensions ProtocolExtensionContainer { {RAB-DataVolumeReportltem-ExtlEs } } OPTIONAL, 

} 
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RAB-DataVolumeReportltem-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

RAB-ReleasedList-IuRelComp ::= RAB-IE-ContainerList { {RAB-Releasedltem-IuRelComp-IEs } } 

RAB-Releasedltem-IuRelComp-IEs RANAP - PROTOCOL - IES ::= { 

{ ID id-RAB-Releasedltem- IuRelComp CRITICALITY ignore TYPE RAB-Releasedltem- IuRelComp PRESENCE mandatory 

} 

RAB-Releasedltem-IuRelComp ::= SEQUENCE { 
rAB-ID RAB-ID, 

dL-GTP-PDU-SequenceNumber DL-GTP-PDU-SequenceNumber OPTIONAL, 
uL-GTP-PDU-SequenceNumber UL-GTP-PDU-SequenceNumber OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { {RAB-Releasedltem- IuRelComp-ExtlEs } } OPTIONAL, 

} 

RAB-Releasedltem-IuRelComp-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 



Iu-ReleaseCompleteExtensions RANAP-PROTOCOL-EXTENSION ::= { 
} 

__ ************************************************************** 
-- RELOCATION PREPARATION ELEMENTARY PROCEDURE 

__ ************************************************************** 
__ ************************************************************** 



Relocation Required 



************************************************************** 



RelocationRequired ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {RelocationRequiredlEs } }, 

protocolExtensions ProtocolExtensionContainer { {RelocationRequiredExtensions } } OPTIONAL, 

}" 

RelocationRequiredlEs RANAP- PROTOCOL- IES ::= { 

ID id-RelocationType CRITICALITY reject TYPE RelocationType PRESENCE mandatory } 

ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE mandatory } | 

ID id-SourcelD CRITICALITY ignore TYPE SourcelD PRESENCE mandatory } | 

ID id-TargetID CRITICALITY reject TYPE TargetID PRESENCE mandatory } j 

ID id-Classmarklnf ormation2 CRITICALITY reject TYPE Classmarklnf ormation2 PRESENCE conditional 

-- This IE shall be present if the Target ID IE contains a CGI IE and Source BSS To Target BSS Transparent Container is not included -- } 
{ ID id-Classmarklnf ormation3 CRITICALITY ignore TYPE Classmarklnf ormation3 PRESENCE conditional 
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-- This IE shall be present if the Target ID IE contains a CGI IE and Source BSS To Target BSS Transparent Container is not included -- } | 
{ ID id-Source-ToTarget-TransparentContainer 

CRITICALITY reject TYPE Source-ToTarget-TransparentContainer PRESENCE conditional 
-- This IE shall be present if the Target ID IE contains a RNC-ID IE or eNB-ID -- } | 

{ ID id-OldBSS-ToNewBSS-Inf ormation CRITICALITY ignore TYPE OldBSS-ToNewBSS - Information PRESENCE optional } , 

} 

RelocationRequiredExtensions RANAP- PROTOCOL -EXTENSION ::= { 

-- Extension for Release 5 to enable GERAN support over Iu-cs -- 

{ ID id-GERAN-Classmark CRITICALITY ignore EXTENSION GERAN-Classmark PRESENCE optional } 

-- Extension for Release 6 to enable Inter-RAT PS Handover between UTRAN and GERAN A/Gb -- 

{ ID id-SourceBSS-ToTargetBSS-TransparentContainer CRITICALITY ignore EXTENSION SourceBSS-ToTargetBSS-TransparentContainer PRESENCE 

optional } | 

-- Extension for Release 8 for SRVCC operation -- 

{ ID id-SRVCC-HO- Indication CRITICALITY reject EXTENSION SRVCC-HO- Indication PRESENCE optional } | 

-- Extension for Release 9 to communicate to the CN the CSG id of the target cell -- 

{ ID id-CSG-Id CRITICALITY reject EXTENSION CSG-Id PRESENCE optional} 

-- Extension for Release 9 to communicate to the CN the hybrid access status of the target cell -- 

{ ID id-Cell-Access-Mode CRITICALITY reject EXTENSION Cell -Access -Mode PRESENCE optional}, 

} 



__ ************************************************************** 
-- Relocation Command 



__ ************************************************************** 



{RelocationCommandlEs } }, 
{RelocationCommandExtensions } } 



OPTIONAL, 



RelocationCommand ::= SEQUENCE { 

protocolIEs ProtocolIE-Container 
protocolExt ens ions ProtocolExtensionContainer 

} 

RelocationCommandlEs RANAP- PROTOCOL- IES ::= { 

{ ID id-Target-ToSource-TransparentContainer 

CRITICALITY reject TYPE Target -ToSource- Transparent Container PRESENCE optional } | 
{ ID id-L3- Information CRITICALITY ignore TYPE L3 - Information PRESENCE optional } j 

{ ID id-RAB-RelocationReleaseList CRITICALITY ignore TYPE RAB-RelocationReleaseList PRESENCE optional 

{ ID id-RAB-DataForwardingList CRITICALITY ignore TYPE RAB-DataForwardingList PRESENCE optional } 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional 



RAB-RelocationReleaseList 



RAB-IE-ContainerList { {RAB-RelocationReleaseltemlEs} } 



RAB-RelocationReleaseltemlEs RANAP -PROTOCOL- IES ::= { 

{ ID id-RAB-RelocationReleaseltem CRITICALITY ignore TYPE RAB-RelocationReleaseltem 



PRESENCE mandatory } , 



RAB-RelocationReleaseltem ::= SEQUENCE 
rAB-ID RAB-ID, 
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iE-Extensions ProtocolExtensionContainer { {RAB-RelocationReleaseltem-ExtlEs } } OPTIONAL, 

} 

RAB-RelocationReleaseltem-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

RAB-DataForwardingList ::= RAB- IE-ContainerList { {RAB-DataForwardingltemlEs } } 

RAB-DataForwardingltemlEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-RAB-DataForwardingltem CRITICALITY ignore TYPE RAB-DataForwardingltem PRESENCE mandatory }, 

} 

RAB-DataForwardingltem ::= SEQUENCE { 

rAB-ID RAB- ID, 

transportLayerAddress TransportLayerAddress , 

iuTransportAssociation IuTransportAssociation, 

iE-Extensions ProtocolExtensionContainer { {RAB-DataForwardingltem-ExtlEs } } OPTIONAL, 

} 

RAB-DataForwardingltem-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 

-- Extension for Release 5 to allow transfer of a second pair of TLA and association -- 

{ID id-TransportLayerAddress CRITICALITY ignore EXTENSION TransportLayerAddress PRESENCE optional} | 
{ID id- IuTransportAssociation CRITICALITY ignore EXTENSION IuTransportAssociation PRESENCE optional}, 

} 

RelocationCommandExtensions RANAP -PROTOCOL -EXTENSION ::= { 

-- Extension for Release 5 to enable Inter RAN Load Information Exchange over Iu -- 

{ ID id- InterSystemlnf ormation-TransparentContainer CRITICALITY ignore EXTENSION InterSystemlnf ormation-TransparentContainer 

PRESENCE optional } | 
-- Extension for Release 6 to enable Inter-RAT PS Handover between UTRAN and GERAN A/Gb -- 

{ ID id- TargetBSS-ToSourceBSS -Transparent Container CRITICALITY ignore EXTENSION TargetBSS-ToSourceBSS- Transparent Container PRESENCE 

optional } | 

-- Extension for Release 8 for SRVCC operation -- 

{ ID id-SRVCC- Information CRITICALITY reject EXTENSION SRVCC- Information PRESENCE optional }, 

} 

__ ************************************************************** 
-- Relocation Preparation Failure 

__ ************************************************************** 

RelocationPreparationFailure ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {RelocationPreparationFailurelEs } }, 

protocolExtensions ProtocolExtensionContainer { {RelocationPreparationFailureExtensions } } OPTIONAL, 

}" 
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RelocationPreparationFailurelEs RANAP- PROTOCOL- IES ::= { 

{ ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE mandatory } | 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

RelocationPreparationFailureExtensions RANAP -PROTOCOL -EXTENSION ::= { 

-- Extension for Release 5 to enable Inter RAN Load Information Exchange over Iu -- 

{ ID id- InterSystemlnf ormation-TransparentContainer CRITICALITY ignore EXTENSION InterSystemlnf ormation-TransparentContainer 

PRESENCE optional } , 

} 

__ *************************************** 

-- RELOCATION RESOURCE ALLOCATION ELEMENTARY PROCEDURE 

__ ************************************************************** 

__ ************************************************************** 

-- Relocation Request 

************************************************************** 



RelocationRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container 
protocolExt ens ions ProtocolExtensionContainer 

} 



{RelocationRequestlEs} }, 
{RelocationRequestExtensions } } 



OPTIONAL, 



RelocationRequestlEs RANAP- PROTOCOL- IES ::= { 

ID id-PermanentNAS-UE-ID CRITICALITY ignore TYPE PermanentNAS-UE- ID PRESENCE optional } 

ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE mandatory } | 

ID id-CN-Domainlndicator CRITICALITY reject TYPE CN-Domainlndicator PRESENCE mandatory } 

ID id- Source -ToTarget - Transparent Container 

CRITICALITY reject TYPE SourceRNC-ToTargetRNC-TransparentContainer PRESENCE mandatory } 
ID id-RAB-SetupList-RelocReq CRITICALITY reject TYPE RAB-SetupList-RelocReq PRESENCE optional } 

ID id- IntegrityProtectionlnf ormation CRITICALITY ignore TYPE IntegrityProtectionlnf ormation PRESENCE optional } 

ID id-Encryptionlnf ormation CRITICALITY ignore TYPE Encryptionlnf ormation PRESENCE optional } 

ID id- IuSigConld CRITICALITY ignore TYPE IuSignallingConnectionldentif ier PRESENCE mandatory }, 



} 



RAB-SetupList-RelocReq 



::= RAB- IE-ContainerList { {RAB-SetupItem-RelocReq-IEs } } 



RAB-SetupItem-RelocReq-IEs RANAP- PROTOCOL- IES 



{ ID id-RAB-SetupItem-RelocReq 



CRITICALITY reject TYPE RAB-SetupItem-RelocReq 



PRESENCE mandatory 



RAB-SetupItem-RelocReq ::= SEQUENCE { 

rAB-ID RAB- ID, 

nAS-Synchronisationlndicator NAS-Synchronisationlndicator 



OPTIONAL, 
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rAB -Parameters 

dataVolumeReportinglndication 
-- This IE shall be present if 
pDP- Type Information 
-- This IE shall be present if 
user Plane Information 
transport LayerAddress 
iuTransportAssociation 
service -Handover 
iE- Ext ens ions 



RAB- Parameters , 

DataVolumeReportinglndication OPTIONAL 
the CN domain indicator IE is set to "PS domain" --, 

PDP-Typelnf ormation OPTIONAL 
the CN domain indicator IE is set to "PS domain" --, 
User Plane Information, 
TransportLayerAddress , 
IuTransportAssociation, 
Service-Handover OPTIONAL, 

ProtocolExtensionContainer { {RAB-SetupItem-RelocReq-ExtlEs } 



} 



RAB -Setup 
-- Extens 

{ ID 
-- Extens 

{ ID 
-- Extens 

{ ID 
-- Extens 

{ ID 
-- Extens 
{ ID 

} 



Item-RelocReq-ExtlEs RANAP- PROTOCOL -EXTENS I ON ::= { 
ion for Release 4 to enable RAB Quality of Service negotiation over Iu -- 

id-Alt-RAB-Parameters CRITICALITY ignore EXTENSION Alt-RAB-Parameters 

ion for Release 5 to enable GERAN support over Iu-cs -- 

id-GERAN-BSC-Container CRITICALITY ignore EXTENSION GERAN-BSC-Container 

ion for Release 8 to enable handover restriction to E-UTRAN -- 
id-E-UTRAN-Service-Handover CRITICALITY ignore 

ion for Release 9 to enable a new value -- 

id-PDP-Typelnf ormation-extension CRITICALITY ignore 

ion for Release 10 to enable offload at Iu-PS for UTRAN - 
id-Of f load-RAB-Parameters CRITICALITY ignore 



EXTENSION E-UTRAN-Service-Handover 
EXTENSION PDP-Typelnf ormation-extension 
EXTENSION Of f load-RAB-Parameters 



OPTIONAL, 



PRESENCE optional} | 
PRESENCE optional} | 
PRESENCE optional} | 
PRESENCE optional} | 
PRESENCE optional}, 



User Plane Information 
userPlaneMode 
uP- Mode Vers ions 
iE- Ext ens ions 



SEQUENCE 



UserPlaneMode , 
UP-ModeVersions , 

ProtocolExtensionContainer { {UserPlanelnf ormation -Ext I Es } } 



OPTIONAL, 



} 



UserPlanelnf ormation-ExtlEs RANAP -PROTOCOL -EXTENS I ON ::= { 
} 

RelocationRequestExtensions RANAP -PROTOCOL -EXTENS I ON ::= { 
-- Extension for Release 4 -- 

{ ID id-GlobalCN-ID CRITICALITY reject EXTENSION GlobalCN-ID PRESENCE optional} 

-- Extension for Release 5 to enable shared networks in connected mode -- 

{ ID id-SNA-Access-Information CRITICALITY ignore EXTENSION SNA-Access-Information PRESENCE optional} 

-- Extension for Release 5 to enable specific behaviour by the RNC in relation with early UE handling -- 

{ ID id-UESBI-Iu CRITICALITY ignore EXTENSION UESBI-Iu PRESENCE optional} 

-- Extension for Release 6 to convey the selected PLMN id in network sharing mobility scenarios -- 

{ ID id-SelectedPLMN-ID CRITICALITY ignore EXTENSION PLMNidentity PRESENCE optional} 

-- Extension for Release 6 to enable MBMS UE linking at relocation -- 

{ ID id-CNMBMSLinkinglnf ormation CRITICALITY ignore EXTENSION CNMBMSLinkinglnf ormation PRESENCE optional} 

{ ID id-UE-AggregateMaximumBitRate CRITICALITY ignore EXTENSION UE-AggregateMaximumBitRate PRESENCE optional} 

-- Extension for Release 9 to communicate to the target cell the CSG id reported by the source -- 

{ ID id-CSG-Id CRITICALITY reject EXTENSION CSG-Id PRESENCE optional} 

-- Extension for Release 9 for enabling UE prioritisation during access to hybrid cells -- 

{ ID id-CSG-Membership-Status CRITICALITY ignore EXTENSION CSG-Membership-Status PRESENCE optional} 
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Extension for Release 10 to enable offload at Iu-PS for UTRAN -- 
{ ID id-MSISDN CRITICALITY ignore EXTENSION MSISDN PRESENCE optional] 



} 



CNMBMSLinkinglnf ormation ::= SEQUENCE { 

j oinedMBMSBearerService- IEs JoinedMBMSBearerService-IEs , 

iE-Extensions ProtocolExtensionContainer { { CNMBMSLinkinglnf ormation- Ext IEs } } OPTIONAL, 

} 

CNMBMSLinkinglnf ormation- Ext IEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

JoinedMBMSBearerService-IEs ::= SEQUENCE (SIZE (1.. maxnoof MulticastServicesPerUE) ) OF 
SEQUENCE { 

tMGI TMGI , 

mBMS - PTP-RAB- ID MBMS - PTP-RAB- ID, 

iE-Extensions ProtocolExtensionContainer { { JoinedMBMSBearerService-Ext IEs j j OPTIONAL, 



JoinedMBMSBearerService-ExtlEs RANAP -PROTOCOL -EXTENSION ::= 



******************************************* 



Relocation Request Acknowledge 



************************************************************** 



RelocationRequestAcknowledge ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {RelocationRequestAcknowledgelEs } }, 

protocolExtensions ProtocolExtensionContainer { {RelocationRequestAcknowledgeExtensions } } OPTIONAL, 

} 

RelocationRequestAcknowledgelEs RANAP -PROTOCOL- IES ::= { 
{ ID id-Target-ToSource-TransparentContainer 

CRITICALITY ignore TYPE TargetRNC-ToSourceRNC-TransparentContainer PRESENCE optional } 
ID id-RAB-SetupList-RelocReqAck CRITICALITY ignore TYPE RAB-SetupList-RelocReqAck PRESENCE optional} 

ID id-RAB-FailedList CRITICALITY ignore TYPE RAB-FailedList PRESENCE optional } | 

ID id-ChosenlntegrityProtectionAlgorithm CRITICALITY ignore TYPE ChosenlntegrityProtectionAlgorithm PRESENCE optional } 

ID id-ChosenEncryptionAlgorithm CRITICALITY ignore TYPE ChosenEncryptionAlgorithm PRESENCE optional } 

ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

RAB-SetupList-RelocReqAck ::= RAB- IE-ContainerList { {RAB-SetupItem-RelocReqAck-IEs } } 

RAB-SetupItem-RelocReqAck-IEs RANAP- PROTOCOL- IES ::= { 

{ ID id-RAB-SetupItem-RelocReqAck CRITICALITY reject TYPE RAB-SetupItem-RelocReqAck PRESENCE mandatory }, 
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} 



RAB-SetupItem-RelocReqAck : 
rAB-ID 

transport LayerAddress 
iuTransportAssociation 
iE- Ext ens ions 



} 



SEQUENCE { 
RAB-ID, 

TransportLayerAddress OPTIONAL, 
IuTransportAssociation OPTIONAL, 
ProtocolExtensionContainer { {RAB-SetupItem-RelocReqAck-ExtlEs } 



OPTIONAL, 



RAB-SetupItem-RelocReqAck-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 

-- Extension for Release 4 to enable RAB Quality of Service negotiation over Iu -- 

{ID id-Ass-RAB-Parameters CRITICALITY ignore EXTENSION Ass-RAB-Parameters 

-- Extension for Release 5 to allow transfer of a second pair of TLA and association -- 

{ID id-TransportLayerAddress CRITICALITY ignore EXTENSION TransportLayerAddress PRESENCE optional} | 
{ID id- IuTransportAssociation CRITICALITY ignore EXTENSION IuTransportAssociation PRESENCE optional}. 



PRESENCE optional } | 



} 



RAB-FailedList 

RAB-FailedltemlEs RANAP- PROTOCOL- I ES 
{ ID id-RAB-Failedltem 



::= RAB-IE-ContainerList { {RAB-FailedltemlEs } } 
■ { 

CRITICALITY ignore TYPE RAB-Failedltem 



PRESENCE mandatory 



RAB-Failedltem = 
rAB-ID 
cause 

iE- Ext ens ions 



SEQUENCE 



RAB-ID, 
Cause, 

ProtocolExtensionContainer { {RAB- Failedltem-Ext IEs } } 



OPTIONAL, 



} 



RAB-Failedltem-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 



RelocationRequestAcknowledgeExtensions RANAP -PROTOCOL -EXTENSION ::= { 

-- Extension for Release 5 to enable Inter RAN Load Information Exchange over Iu -- 

{ID id-NewBSS-To-OldBSS-Information CRITICALITY ignore EXTENSION NewBSS -To-OldBSS- Information 
{ID id-CSG-Id CRITICALITY ignore EXTENSION CSG-Id 

} 

****************************************** 



PRESENCE optional } | 
PRESENCE optional } , 



Relocation Failure 



************************************************************** 



RelocationFailure ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {RelocationFailurelEs } }, 

protocolExtensions ProtocolExtensionContainer { {RelocationFailureExtensions } } 



OPTIONAL, 
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} 

RelocationFailurelEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE mandatory } | 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

RelocationFailureExtensions RANAP -PROTOCOL -EXTENSION ::= { 

-- Extension for Release 5 to enable Inter RAN Load Information Exchange over Iu -- 

{ ID id-NewBSS-To-OldBSS-Information CRITICALITY ignore EXTENSION NewBSS-To-OldBSS- Information PRESENCE optional } | 

-- Extension for Release 5 to enable GERAN support over Iu-cs -- 

{ ID id-GERAN-Classmark CRITICALITY ignore EXTENSION GERAN-Classmark PRESENCE optional }, 

} 

__ *************************************** 

-- RELOCATION CANCEL ELEMENTARY PROCEDURE 

************************************************************** 

************************************************************** 

- - Relocation Cancel 

************************************************************** 

RelocationCancel ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {RelocationCancellEs } }, 

protocolExtensions ProtocolExtensionContainer { {RelocationCancelExtensions } } OPTIONAL, 

} 

RelocationCancellEs RANAP- PROTOCOL- 1 ES ::= { 

{ ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE mandatory }, 

} 

RelocationCancelExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

__ ************************************************************** 
-- Relocation Cancel Acknowledge 

__ ************************************************************** 

RelocationCancelAcknowledge ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {RelocationCancelAcknowledgelEs } }, 

protocolExtensions ProtocolExtensionContainer { {RelocationCancelAcknowledgeExtensions } } OPTIONAL, 
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} 

RelocationCancelAcknowledgelEs RANAP- PROTOCOL- IES ::= { 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

RelocationCancelAcknowledgeExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

**************************************** 

-- SRNS CONTEXT TRANSFER OPEARATION 

__ ************************************************************** 

__ ************************************************************** 

-- SRNS Context Request 

************************************************************** 

SRNS-ContextRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { SRNS -ContextRequestlEs } }, 

protocolExtensions ProtocolExtensionContainer { { SRNS -ContextRequestExtensions } } OPTIONAL, 

} 

SRNS-ContextRequestlEs RANAP- PROTOCOL- IES ::= { 

{ ID id-RAB-DataForwardingList-SRNS-CtxReq CRITICALITY ignore TYPE RAB-DataForwardingList-SRNS-CtxReq PRESENCE mandatory }, 

} 

RAB-DataForwardingList-SRNS-CtxReq ::= RAB- IE-ContainerList { {RAB-DataForwardingltem-SRNS-CtxReq- IEs } } 

RAB-DataForwardingltem-SRNS-CtxReq-IEs RANAP- PROTOCOL- IES ::= { 

{ ID id-RAB-DataForwardingltem-SRNS-CtxReq CRITICALITY reject TYPE RAB-DataForwardingltem-SRNS-CtxReq PRESENCE mandatory }, 

} 

RAB-DataForwardingltem-SRNS-CtxReq ::= SEQUENCE { 
rAB-ID RAB- ID, 

iE-Extensions ProtocolExtensionContainer { {RAB-DataForwardingltem-SRNS-CtxReq-ExtlEs } } OPTIONAL, 

} 

RAB-DataForwardingltem-SRNS-CtxReq-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

SRNS-ContextRequestExtensions RANAP -PROTOCOL -EXTENSION ::= { 

-- The SGSN may include the IE, when available to indicate the RAT from which the context request originates, to correct measurement points in 
SRNC . - - 
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SRNS Context Response 



************************************************************** 



SRNS-ContextResponse ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { SRNS-ContextResponselEs } }, 

protocolExtensions ProtocolExtensionContainer { { SRNS-ContextResponseExtensions } } OPTIONAL, 

} 

SRNS-ContextResponselEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-RAB-ContextList CRITICALITY ignore TYPE RAB-ContextList PRESENCE optional } 

{ ID id-RAB-ContextFailedtoTransf erList CRITICALITY ignore TYPE RAB-ContextFailedtoTransf erList PRESENCE optional } | 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 



} 



RAB- Context List 



RAB- IE-ContainerList { {RAB-ContextltemlEs } 



RAB- Context ItemlEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-RAB-Contextltem CRITICALITY ignore TYPE RAB -Context It em 

} 



RAB -Context It em ::= SEQUENCE { 
rAB-ID 

dl-GTP-PDU-SequenceNumber 
ul - GTP - PDU- SequenceNumber 
dl -N- PDU- SequenceNumber 
ul -N- PDU- SequenceNumber 
iE- Ext ens ions 



} 



RAB-ID, 



DL-GTP- PDU- SequenceNumber OPTIONAL, 
UL - GTP - PDU- SequenceNumber OPTIONAL , 
DL-N- PDU- SequenceNumber OPTIONAL, 
UL-N- PDU- SequenceNumber OPTIONAL, 
ProtocolExtensionContainer { {RAB-Contextltem-ExtlEs } } 



RAB-Contextltem-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 



} 



PRESENCE mandatory } , 



OPTIONAL, 



RAB -ContextFailedtoTransf erList 



::= RAB-IE-ContainerList { {RABs-ContextFailedtoTransf erltemlEs } } 



RABs-ContextFailedtoTransf erltemlEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-RAB-ContextFailedtoTransf erltem CRITICALITY ignore TYPE RABs-ContextFailedtoTransf erltem 



PRESENCE mandatory 



RABs-ContextFailedtoTransf erltem: : = SEQUENCE { 
rAB-ID RAB-ID, 
cause Cause, 
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iE-Extensions ProtocolExtensionContainer { { RABs -Context FailedtoTransf er I tern- Ext IEs } } OPTIONAL, 

} 

RABs-ContextFailedtoTransf erltem-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

SRNS-ContextResponseExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

__ *************************************** 

-- SECURITY MODE CONTROL ELEMENTARY PROCEDURE 

__ ************************************************************** 

__ ************************************************************** 

-- Security Mode Command 

************************************************************** 

SecurityModeCommand : : = SEQUENCE { 

protocolIEs ProtocolIE-Container { { SecurityModeCommandlEs } }, 

protocolExtensions ProtocolExtensionContainer { { SecurityModeCommandExtensions } } OPTIONAL, 

} 

SecurityModeCommandlEs RANAP -PROTOCOL -IES ::= { 

{ ID id- IntegrityProtectionlnf ormation CRITICALITY reject TYPE IntegrityProtectionlnf ormation PRESENCE mandatory } | 

{ ID id-Encryptionlnf ormation CRITICALITY ignore TYPE Encryptionlnf ormation PRESENCE optional } 

{ ID id-KeyStatus CRITICALITY reject TYPE KeyStatus PRESENCE mandatory}, 

} 

SecurityModeCommandExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

__ ************************************************************** 



Security Mode Complete 



************************************************************** 



SecurityModeComplete : : = SEQUENCE { 

protocolIEs ProtocolIE-Container { { SecurityModeCompletelEs } }, 

protocolExtensions ProtocolExtensionContainer { { SecurityModeCompleteExtensions } } OPTIONAL, 

} 
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SecurityModeCompletelEs RANAP - PROTOCOL - IES ::= { 

{ ID id-ChosenlntegrityProtectionAlgorithm CRITICALITY reject TYPE ChosenlntegrityProtectionAlgorithm PRESENCE mandatory } 
{ ID id-ChosenEncryptionAlgorithm CRITICALITY ignore TYPE ChosenEncryptionAlgorithm PRESENCE optional } 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

SecurityModeCompleteExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

__ ************************************************************** 
-- Security Mode Reject 

__ ************************************************************** 

SecurityModeReject ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { SecurityModeRe j ect IEs } }, 

protocolExtensions ProtocolExtensionContainer { { SecurityModeRe j ectExtensions } } OPTIONAL, 

} 

SecurityModeRejectlEs RANAP- PROTOCOL- IES ::= { 

{ ID id- Cause CRITICALITY ignore TYPE Cause PRESENCE mandatory } | 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

SecurityModeRe j ectExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

****************************************** 

-- DATA VOLUME REPORT ELEMENTARY PROCEDURE 

************************************************************** 

************************************************************** 

-- Data Volume Report Request 

************************************************************** 

DataVolumeReportRequest : : = SEQUENCE { 

protocolIEs ProtocolIE-Container { { DataVolumeReportRequest IEs } }, 

protocolExtensions ProtocolExtensionContainer { {DataVolumeReportRequestExtensions } } OPTIONAL, 

} 

DataVolumeReportRequestlEs RANAP- PROTOCOL- IES ::= { 

{ ID id-RAB-DataVolumeReportRequestList CRITICALITY ignore TYPE RAB-DataVolumeReportRequestList PRESENCE mandatory }, 
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RAB-DataVolumeReportRequestList 



::= RAB- IE-ContainerList { {RAB-DataVolumeReportRequestltemlEs } } 



RAB-DataVolumeReportRequestltemlEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-RAB-DataVolumeReportRequestltem CRITICALITY reject TYPE RAB-DataVolumeReportRequestltem 



PRESENCE mandatory 



RAB-DataVolumeReportRequestltem ::= SEQUENCE { 
rAB-ID RAB-ID, 

iE-Extensions ProtocolExtensionContainer { {RAB-DataVolumeReportRequestltem-ExtlEs } 



OPTIONAL, 



RAB-DataVolumeReportRequestltem-ExtlEs RANAP -PROTOCOL -EXTENSION : := 



DataVolumeReportRequestExtensions RANAP -PROTOCOL -EXTENSION 



******************************************* 



Data Volume Report 



************************************************************** 



DataVolumeReport : : = SEQUENCE { 

protocolIEs ProtocolIE-Container 
protocolExt ens ions ProtocolExtensionContainer 

} 



{DataVolumeReportlEs } }, 
{DataVolumeReportExtensions } } 



OPTIONAL, 



DataVolumeReportlEs RANAP- PROTOCOL- IES 
{ ID id-RAB-DataVolumeReportList 
{ ID id-RAB-FailedtoReportList 
{ ID id-CriticalityDiagnostics 

} 



{ 



CRITICALITY ignore TYPE RAB-DataVolumeReportList 
CRITICALITY ignore TYPE RAB-FailedtoReportList 
CRITICALITY ignore TYPE CriticalityDiagnostics 



DataVolumeReportExtensions RANAP -PROTOCOL -EXTENSION ::= { 



} 



RAB-FailedtoReportList 



::= RAB- IE-ContainerList { {RABs-f ailed- to- report It emIEs} } 



PRESENCE optional 
PRESENCE optional } 
PRESENCE optional } , 



RABs - f ailed- to- report It emIEs RANAP- PROTOCOL- IES ::= { 

{ ID id-RAB-FailedtoReportltem CRITICALITY ignore TYPE RABs -failed- to- report I tern 



PRESENCE mandatory 



RABs - failed- to- report Item : := SEQUENCE 
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rAB- ID 
cause 

iE- Ext ens ions 



RAB - ID, 
Cause, 

ProtocolExtensionContainer { { RABs - f ailed-to-report Item-Ext IEs } } 



OPTIONAL, 



RABs-f ailed- to- report I tern- Ext IEs RANAP-PROTOCOL-EXTENSION ::= { 
} 



__ ************************************************************** 

-- RESET ELEMENTARY PROCEDURE 

__ ************************************************************** 

__ ************************************************************** 

-- Reset 

__ ************************************************************** 

Reset : : = SEQUENCE { 

protocolIEs ProtocolIE-Container { {ResetlEs} }, 

protocolExtensions ProtocolExtensionContainer { {ResetExtensions } } 



} 



OPTIONAL, 



ResetlEs RANAP- PROTOCOL- IES ::= { 

{ ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE mandatory } | 

{ ID id-CN-Domainlndicator CRITICALITY reject TYPE CN-Domainlndicator PRESENCE mandatory } 



{ ID id-GlobalRNC-ID 



CRITICALITY ignore TYPE GlobalRNC-ID 



} 



PRESENCE optional } , 



EXTENSION GlobalCN-ID 



ResetExtensions RANAP-PROTOCOL-EXTENSION ::= { 
-- Extension for Release 4 -- 

{ ID id-GlobalCN-ID CRITICALITY ignore 

-- Extension for Release 7 to indicate extended RNC-ID -- 

{ ID id-ExtendedRNC-ID CRITICALITY reject EXTENSION ExtendedRNC- ID 

} 

******************************************* 



PRESENCE optional} | 
PRESENCE optional } , 



Reset Acknowledge 



************************************************************** 



ResetAcknowledge : : = SEQUENCE { 

protocolIEs ProtocolIE-Container { {ResetAcknowledgelEs } }, 

protocolExtensions ProtocolExtensionContainer { {ResetAcknowledgeExtensions } } 



OPTIONAL, 
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} 

ResetAcknowledgelEs RANAP- PROTOCOL- IES ::= { 

{ ID id-CN-Domainlndicator CRITICALITY reject TYPE CN-Domainlndicator PRESENCE mandatory } 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional } 

{ ID id-GlobalRNC-ID CRITICALITY ignore TYPE GlobalRNC-ID PRESENCE optional}, 

} 

ResetAcknowledgeExtensions RANAP -PROTOCOL -EXTENSION ::= { 
-- Extension for Release 4 -- 

{ ID id-GlobalCN-ID CRITICALITY ignore 

-- Extension for Release 7 to indicate extended RNC-ID -- 

{ ID id-ExtendedRNC-ID CRITICALITY reject 

} 

__ ****************************************** 

-- RESET RESOURCE ELEMENTARY PROCEDURE 

************************************************************** 



EXTENSION GlobalCN-ID PRESENCE optional} | 

EXTENSION ExtendedRNC-ID PRESENCE optional}. 



************************************************************** 



Reset Resource 



************************************************************** 



ResetResource ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {ResetResourcelEs } }, 

protocolExtensions ProtocolExtensionContainer { {ResetResourceExtensions } } 



OPTIONAL, 



} 



ResetResourcelEs RANAP- PROTOCOL- IES 
{ ID id-CN-Domainlndicator 
{ ID id-Cause 
{ ID id-IuSigConldList 
{ ID id-GlobalRNC-ID 



{ 

CRITICALITY reject TYPE CN-Domainlndicator PRESENCE mandatory } 

CRITICALITY ignore TYPE Cause PRESENCE mandatory } | 

CRITICALITY ignore TYPE ResetResourceList PRESENCE mandatory } 

CRITICALITY ignore TYPE GlobalRNC-ID PRESENCE optional}. 



} 

ResetResourceList ::= IuSigConld-IE-ContainerList { {ResetResourceltemlEs } } 



ResetResource I temlEs RANAP- PROTOCOL- IES 



{ ID id- IuSigConldltem 



CRITICALITY reject TYPE 



ResetResource I tern 



PRESENCE mandatory 



ResetResource It em 
iuSigConld 
iE- Ext ens ions 



SEQUENCE 



IuSignallingConnectionldentif ier , 

ProtocolExtensionContainer { { ResetResourceltem-ExtlEs } } 



OPTIONAL, 
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ResetResourceltem-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

ResetResourceExtensions RANAP -PROTOCOL -EXTENSION ::= { 
-- Extension for Release 4 -- 

{ ID id-GlobalCN-ID CRITICALITY ignore 

-- Extension for Release 7 to indicate extended RNC-ID 

{ ID id-ExtendedRNC-ID CRITICALITY reject 

} 



************************************************************** 



EXTENSION GlobalCN-ID 
EXTENSION ExtendedRNC-ID 



PRESENCE optional} | 
PRESENCE optional 



Reset Resource Acknowledge 



************************************************************** 



ResetResourceAcknowledge : : = SEQUENCE { 

protocolIEs ProtocolIE-Container 
protocolExt ens ions ProtocolExtensionContainer 

} 



{ResetResourceAcknowledgelEs } }, 
{ResetResourceAcknowledgeExtensions } } 



OPTIONAL, 



ResetResourceAcknowledgelEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-CN-Domainlndicator CRITICALITY reject TYPE CN-Domainlndicator PRESENCE mandatory } 

{ ID id-IuSigConldList CRITICALITY ignore TYPE ResetResourceAckList PRESENCE mandatory } 

{ ID id-GlobalRNC-ID CRITICALITY ignore TYPE GlobalRNC-ID PRESENCE optional } | 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

ResetResourceAckList ::= IuSigConld-IE-ContainerList { {ResetResourceAckltemlEs } } 



ResetResourceAckltemlEs RANAP- PROTOCOL- I ES 



{ ID id- IuSigConldltem 



CRITICALITY reject TYPE 



ResetResourceAckltem 



} 



PRESENCE mandatory 



ResetResourceAckltem 
iuSigConld 
iE- Ext ens ions 



:= SEQUENCE { 

IuS ignal 1 ingConnect ionl dent i f ier , 

ProtocolExtensionContainer { { ResetResourceAckltem-ExtlEs } } 



OPTIONAL, 



ResetResourceAckltem-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

ResetResourceAcknowledgeExtensions RANAP -PROTOCOL -EXTENSION ::= { 
-- Extension for Release 4 -- 

{ ID id-GlobalCN-ID CRITICALITY ignore EXTENSION GlobalCN-ID PRESENCE optional} | 
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-- Extension for Release 7 to indicate extended RNC-ID -- 

{ ID id-ExtendedRNC-ID CRITICALITY reject EXTENSION ExtendedRNC- ID 

} 

__ ************************************************************** 
-- RAB RELEASE REQUEST ELEMENTARY PROCEDURE 

__ ************************************************************** 
__ ************************************************************** 
-- RAB Release Request 

__ ************************************************************** 

RAB-ReleaseRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {RAB-ReleaseRequestlEs } }, 

protocolExtensions ProtocolExtensionContainer { {RAB-ReleaseRequestExtensions } 

} 

RAB-ReleaseRequestlEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-RAB-ReleaseList CRITICALITY ignore TYPE RAB-ReleaseList 

} 

RAB-ReleaseList ::= RAB- IE-ContainerList { {RAB-ReleaseltemlEs } } 

RAB-ReleaseltemlEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-RAB-Releaseltem CRITICALITY ignore TYPE RAB-Releaseltem 

} 

RAB-Releaseltem ::= SEQUENCE { 

rAB-ID RAB- ID, 

cause Cause, 

iE-Extensions ProtocolExtensionContainer { {RAB-Releaseltem-ExtlEs 

} 

RAB-Releaseltem-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

RAB-ReleaseRequestExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

__ ************************************************************** 
-- Iu RELEASE REQUEST ELEMENTARY PROCEDURE 
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OPTIONAL, 



PRESENCE mandatory } , 



PRESENCE mandatory } , 



OPTIONAL, 
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__ ************************************************************** 
__ ************************************************************** 

-- Iu Release Request 

__ ************************************************************** 

Iu-ReleaseRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { Iu-ReleaseRequestlEs } }, 

protocolExtensions ProtocolExtensionContainer { { Iu-ReleaseRequestExtensions } } OPTIONAL, 

} 

Iu-ReleaseRequestlEs RANAP - PROTOCOL - IES ::= { 

{ ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE mandatory }, 

} 

Iu-ReleaseRequestExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

****************************************** 

-- RELOCATION DETECT ELEMENTARY PROCEDURE 

__ ************************************************************** 

__ ************************************************************** 

-- Relocation Detect 

************************************************************** 

RelocationDetect ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {RelocationDetectlEs } }, 

protocolExtensions ProtocolExtensionContainer { {RelocationDetectExtensions } } OPTIONAL, 

} 

RelocationDetectlEs RANAP -PROTOCOL- IES ::= { 
} 

RelocationDetectExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

************************************************************** 

-- RELOCATION COMPLETE ELEMENTARY PROCEDURE 

************************************************************** 
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************************************************************** 



Relocation Complete 



************************************************************** 



RelocationComplete ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {RelocationCompletelEs } }, 

protocolExtensions ProtocolExtensionContainer { {RelocationCompleteExtensions } } OPTIONAL, 

} 

RelocationCompletelEs RANAP -PROTOCOL- I ES ::= { 



RelocationCompleteExtensions RANAP -PROTOCOL -EXTENSION ::= 



****************************************** 

ENHANCED RELOCATION COMPLETE ELEMENTARY PROCEDURE 

************************************************************** 
************************************************************** 



Enhanced Relocation Complete Request 



************************************************************** 



EnhancedRelocationCompleteRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { EnhancedRelocationCompleteRequest IEs } }, 

protocolExtensions ProtocolExtensionContainer { { EnhancedRelocationCompleteRequestExtensions } } OPTIONAL, 

} 

EnhancedRelocationCompleteRequestlEs RANAP- PROTOCOL- IES ::= { 

{ ID id-OldluSigConld CRITICALITY reject TYPE IuSignallingConnectionldentif ier PRESENCE mandatory } | 
{ ID id-IuSigConld CRITICALITY reject TYPE IuSignallingConnectionldentif ier PRESENCE mandatory } | 

{ ID id-Relocation-SourceRNC-ID CRITICALITY ignore TYPE GlobalRNC-ID PRESENCE mandatory } 

{ ID id-Relocation-SourceExtendedRNC-ID CRITICALITY ignore TYPE ExtendedRNC- ID PRESENCE optional } 

{ ID id-Relocation-TargetRNC-ID CRITICALITY reject TYPE GlobalRNC-ID PRESENCE mandatory } | 

{ ID id-Relocation-TargetExtendedRNC-ID CRITICALITY reject TYPE ExtendedRNC- ID PRESENCE optional } 

{ ID id-RAB-SetupList-EnhancedRelocCompleteReq CRITICALITY reject TYPE RAB-SetupList-EnhancedRelocCompleteReq PRESENCE optional } 

} 

RAB-SetupList-EnhancedRelocCompleteReq ::= RAB-IE-ContainerList { { RAB-SetupItem-EnhancedRelocCompleteReq- IEs } } 

RAB-SetupItem-EnhancedRelocCompleteReq-IEs RANAP -PROTOCOL- IES ::= { 
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{ ID id-RAB-SetupItem-EnhancedRelocCompleteReq CRITICALITY reject TYPE RAB-SetupItem-EnhancedRelocCompleteReq PRESENCE mandatory 

}. 

} 

RAB-SetupItem-EnhancedRelocCompleteReq :: = SEQUENCE { 
rAB-ID RAB-ID, 

transportLayerAddressReql TransportLayerAddress OPTIONAL, 

iuTransportAssociationReql IuTransportAssociation OPTIONAL, 

ass -RAB- Parameters Ass-RAB-Parameters OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { RAB-SetupItem-EnhancedRelocCompleteReq-ExtlEs } } OPTIONAL, 

} 

RAB-SetupItem-EnhancedRelocCompleteReq-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

EnhancedRelocationCompleteRequestExtensions RANAP -PROTOCOL -EXTENSION ::= { 

{ ID id-ChosenlntegrityProtectionAlgorithm CRITICALITY ignore EXTENSION ChosenlntegrityProtectionAlgorithm PRESENCE optional } 
{ ID id-ChosenEncryptionAlgorithm CRITICALITY ignore EXTENSION ChosenEncryptionAlgorithm PRESENCE optional }, 

} 

__ ************************************************************** 
-- Enhanced Relocation Complete Response 

__ ************************************************************** 

EnhancedRelocationCompleteResponse ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { EnhancedRelocationCompleteResponselEs } }, 

protocolExtensions ProtocolExtensionContainer { { EnhancedRelocationCompleteResponseExtensions } } OPTIONAL, 

} 

EnhancedRelocationCompleteResponselEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-RAB-SetupList-EnhancedRelocCompleteRes CRITICALITY ignore TYPE RAB-SetupList-EnhancedRelocCompleteRes PRESENCE optional} | 

{ ID id-RAB-ToBeReleasedList-EnhancedRelocCompleteRes CRITICALITY ignore TYPE RAB-ToBeReleasedList-EnhancedRelocCompleteRes PRESENCE 

optional} | 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

RAB-SetupList-EnhancedRelocCompleteRes ::= RAB-IE-ContainerList { {RAB-SetupItem-EnhancedRelocCompleteRes - IEs } } 

RAB-SetupItem-EnhancedRelocCompleteRes-IEs RANAP -PROTOCOL- IES ::= { 

{ ID id-RAB-SetupItem-EnhancedRelocCompleteRes CRITICALITY reject TYPE RAB-SetupItem-EnhancedRelocCompleteRes PRESENCE mandatory }, 

} 

RAB-SetupItem-EnhancedRelocCompleteRes ::= SEQUENCE { 
rAB-ID RAB-ID, 

rAB- Parameters RAB -Parameters OPTIONAL, 
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user Plane Information 
transport LayerAddressResl 
iuTransportAssociationResl 
rab2beReleasedList 
iE- Ext ens ions 



User Plane Information, 
TransportLayerAddress OPTIONAL, 
IuTransportAssociation OPTIONAL, 

RAB-ToBeReleasedList-EnhancedRelocCompleteRes OPTIONAL, 

ProtocolExtensionContainer { { RAB-SetupItem-EnhancedRelocCompleteRes -Ext IEs } } 



OPTIONAL, 



} 



RAB-SetupItem-EnhancedRelocCompleteRes-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
-- Extension for Release 10 to enable Offload at Iu-ps for UTRAN -- 

{ ID id-Of f load-RAB-Parameters CRITICALITY ignore EXTENSION Of f load-RAB-Parameters 

} 



PRESENCE optional}, 



RAB-ToBeReleasedList-EnhancedRelocCompleteRes ::= RAB- IE-ContainerList { {RAB-ToBeReleasedltem-EnhancedRelocCompleteRes - IEs } } 

RAB-ToBeReleasedltem-EnhancedRelocCompleteRes-IEs RANAP- PROTOCOL- IES ::= { 

{ ID id-RAB-ToBeReleasedltem-EnhancedRelocCompleteRes CRITICALITY ignore TYPE RAB-ToBeReleasedltem-EnhancedRelocCompleteRes PRESENCE 

mandatory } , 

} 

RAB-ToBeReleasedltem-EnhancedRelocCompleteRes ::= SEQUENCE { 
rAB-ID RAB- ID, 

cause Cause, 

iE-Extensions ProtocolExtensionContainer { { RAB-ToBeReleasedltem-EnhancedRelocCompleteRes -ExtlEs } } OPTIONAL, 

} 

RAB-ToBeReleasedltem-EnhancedRelocCompleteRes-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

EnhancedRelocationCompleteResponseExtensions RANAP -PROTOCOL -EXTENSION ::= { 

{ ID id-UE-AggregateMaximumBitRate CRITICALITY ignore EXTENSION UE-AggregateMaximumBitRate PRESENCE optional} | 

-- Extension for Release 10 to enable Offload at Iu-ps for UTRAN -- 

{ ID id-MSISDN CRITICALITY ignore EXTENSION MSISDN PRESENCE optional}, 



} 



************************************************************** 



Enhanced Relocation Complete Failure 



************************************************************** 



EnhancedRelocationCompleteFailure ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { EnhancedRelocationCompleteFailurelEs } }, 

protocolExtensions ProtocolExtensionContainer { { EnhancedRelocationCompleteFailureExtensions } } OPTIONAL, 

} 

EnhancedRelocationCompleteFailurelEs RANAP- PROTOCOL- IES ::= { 

{ ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE mandatory } | 
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PRESENCE optional } , 



EnhancedRelocationCompleteFailureExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

__ ************************************************************** 
-- Enhanced Relocation Complete Confirm 

__ ************************************************************** 



EnhancedRelocationCompleteConf irm ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { EnhancedRelocationCompleteConf irmlEs } }, 

protocolExtensions ProtocolExtensionContainer { { EnhancedRelocationCompleteConf irmExtensions } } 



OPTIONAL, 



} 

EnhancedRelocationCompleteConf irmlEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-RAB-FailedList CRITICALITY ignore TYPE RAB-FailedList 



PRESENCE optional } , 



EnhancedRelocationCompleteConf irmExtensions RANAP -PROTOCOL -EXTENSION : := 



************************************************************** 



PAGING ELEMENTARY PROCEDURE 



************************************************************** 
************************************************************** 



Paging 



************************************************************** 



Paging : : = SEQUENCE { 

protocolIEs ProtocolIE-Container 



{ {PaginglEs} }, 



protocolExtensions ProtocolExtensionContainer { { PagingExtensions } } 



} 



PaginglEs RANAP- PROTOCOL- I ES ::= { 
ID id-CN-Domainlndicator 
ID id-PermanentNAS-UE-ID 
ID id-TemporaryUE- ID 
ID id-PagingArealD 
ID id-PagingCause 



CRITICALITY ignore TYPE CN-Domainlndicator 

CRITICALITY ignore TYPE PermanentNAS-UE- ID 

CRITICALITY ignore TYPE TemporaryUE- ID 

CRITICALITY ignore TYPE PagingArealD 

CRITICALITY ignore TYPE PagingCause 



OPTIONAL, 



PRESENCE mandatory 
PRESENCE mandatory 
PRESENCE optional } 
PRESENCE optional } 
PRESENCE optional } 



} I 
} I 
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{ ID id-NonSearchinglndication CRITICALITY ignore TYPE NonSearchinglndication PRESENCE optional } 

{ ID id-DRX-CycleLengthCoef f icient CRITICALITY ignore TYPE DRX-CycleLengthCoef f icient PRESENCE optional } , 

} 

PagingExtensions RANAP- PROTOCOL -EXTENSION ::= { 
-- Extension for Release 5 to enable NNSF -- 

{ ID id-GlobalCN-ID CRITICALITY ignore EXTENSION GlobalCN-ID PRESENCE optional } | 

-- Extension for Release 8 to support CSG -- 

{ ID id-CSG-Id-List CRITICALITY ignore EXTENSION CSG-Id-List PRESENCE optional}, 

} 

__ *************************************** 

-- COMMON ID ELEMENTARY PROCEDURE 

__ ************************************************************** 

__ ************************************************************** 

- - Common ID 

************************************************************** 

CommonID : : = SEQUENCE { 

protocolIEs ProtocolIE-Container { { CommonID- IEs } }, 

protocolExtensions ProtocolExtensionContainer { { CommonlDExtensions } } OPTIONAL, 



CommonlD-IEs RANAP -PROTOCOL- IES 
{ ID id-PermanentNAS-UE-ID 



} 



CRITICALITY ignore TYPE PermanentNAS -UE- ID 



PRESENCE mandatory } , 



CommonlDExtensions RANAP -PROTOCOL -EXTENSION ::= { 

-- Extension for Release 5 to enable shared networks in connected mode -- 

{ ID id-SNA-Access-Information CRITICALITY ignore EXTENSION SNA-Access - Information 

Extension for Release 5 to enable specific behaviour by the RNC in relation with early UE handling • 

CRITICALITY ignore EXTENSION UESBI-Iu 
6 to indicate the selected plmn in GWCN configuration for network sharing non- 



{ ID id-UESBI-Iu 
Extension for Release 



ID id-SelectedPLMN-ID 



CRITICALITY ignore EXTENSION PLMNidentity 



Extension for Release 8 to indicate the Subscriber Profile ID for RAT/Frequency Selection Priority - 

{ID id-SubscriberProf ilelDf orRFP CRITICALITY ignore EXTENSION SubscriberProf ilelDf orRFP 

Extension for Release 8 for SRVCC operation -- 

{ ID id-SRVCC-Operation-Possible CRITICALITY ignore EXTENSION SRVCC-Operation- Possible 

Extension for Release 9 to allow for UE prioritisation during access to hybrid cells -- 

{ ID id-CSG-Membership-Status CRITICALITY ignore EXTENSION CSG-Membership-Status 

Extension for Release 10 to indicate Management Based MDT Allowed -- 

{ ID id-Management-Based-MDT-Allowed CRITICALITY ignore EXTENSION Management -Based-MDT-Allowed 



PRESENCE optional } 

PRESENCE optional } 
supporting UEs -- 

PRESENCE optional } 

PRESENCE optional } 

PRESENCE optional } 

PRESENCE optional } 

PRESENCE optional}. 
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************************************************************** 



CN INVOKE TRACE ELEMENTARY PROCEDURE 



************************************************************** 
************************************************************** 



CN Invoke Trace 



************************************************************** 



CN- 
} 

CN- 



-InvokeTrace :: = SEQUENCE { 
protocolIEs ProtocolIE-Container 



{ {CN-InvokeTraceIEs} }, 



protocolExtensions ProtocolExtensionContainer { { CN- InvokeTraceExtensions } } 



InvokeTracelEs RANAP- PROTOCOL- 1 ES ::= { 

{ ID id-TraceType CRITICALITY ignore TYPE TraceType 

-- This information is mandatory for GERAN Iu Mode, not applicable to UTRAN 

{ ID id-TraceRef erence CRITICALITY ignore TYPE TraceRef erence 

{ ID id-TriggerlD CRITICALITY ignore TYPE TriggerlD 

-- This information is mandatory for GERAN Iu Mode, not applicable to UTRAN 

{ ID id-UE-ID CRITICALITY ignore TYPE UE-ID 

-- This information is mandatory for UTRAN, optional for GERAN Iu mode -- 

{ ID id-OMC-ID CRITICALITY ignore TYPE OMC-ID 

-- This information is mandatory for GERAN Iu Mode, not applicable to UTRAN 



} 

CN- 



OPTIONAL, 



PRESENCE optional } | 

PRESENCE mandatory 
PRESENCE optional } | 

PRESENCE optional } | 

PRESENCE optional } , 



InvokeTraceExtensions RANAP -PROTOCOL -EXTENSION ::= { 

Extension for Release 6 to enable signalling based activation for Subscriber and Equipment Trace over Iu interface -- 
{ ID id-TracePropagationParameters CRITICALITY ignore EXTENSION TracePropagationParameters PRESENCE optional} | 

Extension for Release 10 to support MDT-- 
{ ID id-MDT-Conf iguration CRITICALITY ignore EXTENSION MDT-Conf iguration PRESENCE optional} , 



************************************************************** 



CN DEACTIVATE TRACE ELEMENTARY PROCEDURE 

************************************************************** 



************************************************************** 



CN Deactivate Trace 



******************************************* 



CN-DeactivateTrace ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { CN-DeactivateTracelEs } }, 

protocolExtensions ProtocolExtensionContainer { { CN-DeactivateTraceExtensions } } 



OPTIONAL, 
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} 

CN-DeactivateTraceIEs RANAP - PROTOCOL - IES ::= { 

{ ID id-TraceRef erence CRITICALITY ignore TYPE TraceRef erence PRESENCE mandatory } | 

{ ID id-TriggerlD CRITICALITY ignore TYPE TriggerlD PRESENCE optional }, 

-- This information is optional for GERAN Iu Mode, not applicable to UTRAN -- 

} 

CN-DeactivateTraceExtensions RANAP-PROTOCOL-EXTENSION ::= { 
} 

__ ************************************************************** 
-- LOCATION REPORTING CONTROL ELEMENTARY PROCEDURE 

__ ************************************************************** 
__ ************************************************************** 
-- Location Reporting Control 

__ ************************************************************** 



LocationReportingControl 
protocolIEs 
protocolExt ens ions 



} 



= SEQUENCE { 
Protocol IE -Container 
ProtocolExt ens ionContainer 



{ {LocationReportingControlIEs } }, 

{ {LocationReportingControlExtensions} } 



OPTIONAL, 



LocationReportingControlIEs RANAP-PROTOCOL-IES ::= { 

{ ID id-RequestType CRITICALITY ignore 

} 



TYPE RequestType 



PRESENCE mandatory 



LocationReportingControlExtensions RANAP-PROTOCOL-EXTENSION ::= { 
-- Extension for Release 4 to enhance the location request over Iu - 

{ ID id-VerticalAccuracyCode CRITICALITY ignore 

-- Extension for Release 4 to enhance the location request over Iu - 

{ ID id-ResponseTime CRITICALITY ignore 

-- Extension for Release 4 to enhance the location request over Iu - 

{ ID id-PositioningPriority CRITICALITY ignore 

-- Extension for Release 4 to enhance the location request over Iu - 

{ ID id-ClientType CRITICALITY ignore 

-- Extension for Release 7 to allow the request of velocity over Iu 

{ ID id-IncludeVelocity CRITICALITY ignore 

-- Extension for Release 7 to allow periodic reporting over Iu -- 

{ ID id-PeriodicLocationlnf o CRITICALITY ignore 



EXTENSION VerticalAccuracyCode 
EXTENSION ResponseTime 
EXTENSION PositioningPriority 
EXTENSION ClientType 
EXTENSION IncludeVelocity 
EXTENSION PeriodicLocationlnf o 



PRESENCE optional } | 
PRESENCE optional } | 
PRESENCE optional } | 
PRESENCE optional } | 
PRESENCE optional } | 
PRESENCE optional } , 



} 



****************************************** 
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-- LOCATION REPORT ELEMENTARY PROCEDURE 

__ ************************************************************** 

__ ************************************************************** 

-- Location Report 

__ ************************************************************** 

LocationReport ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { LocationReport IEs } }, 

protocolExtensions ProtocolExtensionContainer { { LocationReportExtensions } } OPTIONAL, 

} 

Locat ionReport IEs RANAP - PROTOCOL -IES 
{ ID id-Arealdentity 
{ ID id-Cause 
{ ID id-RequestType 

} 

LocationReportExtensions RANAP-PROTOCOL-EXTENSION ::= { 

-- Extension for Release 4 to enable report of Last Known Service Area with its Age over Iu -- 

{ ID id-LastKnownServiceArea CRITICALITY ignore EXTENSION LastKnownServiceArea PRESENCE optional} | 
-- Extension for Release 5 to pass the positioning methods that have been used -- 

{ ID id-PositionData CRITICALITY ignore EXTENSION PositionData PRESENCE optional} | 

-- Extension for Release 5 to pass the positioning methods that have been used for GERAN Iu mode -- 

{ ID id-PositionDataSpecif icToGERANIuMode CRITICALITY ignore EXTENSION PositionDataSpecif icToGERANIuMode PRESENCE optional } 

-- This extension is optional for GERAN Iu mode only, not applicable for UTRAN -- 
-- Extension for Release 6 to indicate whether the returned position estimate satisfies the requested accuracy or not -- 

{ ID id-AccuracyFulf ilmentlndicator CRITICALITY ignore EXTENSION AccuracyFulf ilmentlndicator PRESENCE optional} | 
-- Extension for Release 7 to provide a velocity estimate -- 

{ ID id-VelocityEstimate CRITICALITY ignore EXTENSION VelocityEstimate PRESENCE optional}, 

} 

************************************************* 

-- INITIAL UE MESSAGE ELEMENTARY PROCEDURE 

************************************************************** 

************************************************************** 

-- Initial UE Message 

************************************************************** 

InitialUE-Message ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { InitialUE-MessagelEs } }, 

protocolExtensions ProtocolExtensionContainer { { InitialUE-MessageExtensions } } OPTIONAL, 



CRITICALITY ignore TYPE Arealdentity PRESENCE optional } | 

CRITICALITY ignore TYPE Cause PRESENCE optional } j 

CRITICALITY ignore TYPE RequestType PRESENCE optional } 
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InitialUE-MessagelEs RANAP- PROTOCOL- IES 



ID 


id- 


CN-Domainlndicator 


CRITICALITY 


ignore 


TYPE 


ID 


id- 


LAI 


CRITICALITY 


ignore 


TYPE 


ID 


id- 


RAC 


CRITICALITY 


ignore 


TYPE 


This 


IE shall be present 


if the CN Domain Indicator 


IE is 


ID 


id- 


SAI 


CRITICALITY 


ignore 


TYPE 


ID 


id- 


NAS - PDU 


CRITICALITY 


ignore 


TYPE 


ID 


id- 


IuSigConld 


CRITICALITY 


ignore 


TYPE 


ID 


id- 


GlobalRNC-ID 


CRITICALITY 


ignore 


TYPE 



PRESENCE mandatory 
PRESENCE mandatory 
PRESENCE conditional 



} I 
} I 



CN-Domainlndicator 
LAI 
RAC 

set to "PS domain" 

SAI PRESENCE mandatory } | 

NAS -PDU PRESENCE mandatory } j 

IuSignallingConnectionldentif ier PRESENCE mandatory } | 
GlobalRNC-ID PRESENCE mandatory }, 



} 

InitialUE 
-- Extens 

{ ID 
-- Extens 

{ ID 
-- Extens 

{ ID 
-- Extens 

{ ID 
-- Extens 

{ ID 
-- Extens 

{ ID 
-- Extens 

{ ID 
-- Extens 

{ ID 
-- Extens 

{ ID 

} 



MessageExtensions RANAP -PROTOCOL -EXTENS I ON ::= { 
ion for Release 5 to enable GERAN support over Iu-cs - 

CRITICALITY ignore 



id-GERAN-Classmark 
ion for Release 
id-SelectedPLMN 
ion for Release 
id-PermanentNAS 
ion for Release 



EXTENSION GERAN-Classmark 



6 to convey the selected PLMN id in shared networks -- 
ID CRITICALITY ignore EXTENSION PLMNidentity 

6 to enable rerouting in MOCN configuration for network sharing non- supporting UEs 



PRESENCE opt 



PRESENCE opt 



UE-ID CRITICALITY ignore EXTENSION PermanentNAS-UE- ID 

6 to enable rerouting in MOCN configuration for network sharing non 
id-NAS-SequenceNumber CRITICALITY ignore EXTENSION NAS-SequenceNumber 

ion for Release 6 to indicate rerouting in MOCN configuration for network sharing non-supporting UEs 
id-RedirectAttemptFlag CRITICALITY ignore 



PRESENCE opt 
supporting UEs 

PRESENCE opt 



ion for Release 7 
id-ExtendedRNC- ID 
ion for Release 8 to support CSG 
id-CSG-Id 
ion for Release 



to indicate extended RNC-ID -- 

CRITICALITY reject 



EXTENSION RedirectAttemptFlag 
EXTENSION ExtendedRNC-ID 



CRITICALITY reject EXTENSION CSG- Id 
to allow communication of the cell access mode -- 
id-Cell-Access-Mode CRITICALITY reject EXTENSION Cell -Access -Mode 

ion for Release 10 to support LIPA -- 

id-LGW-TransportLayerAddress CRITICALITY reject EXTENSION TransportLayerAddress 



PRESENCE opt 
PRESENCE opt 
PRESENCE opt 
PRESENCE opt 
PRESENCE opt 



ional } 
ional ) 
ional ) 
ional } 
ional } 
ional } 
ional ) 
ional ) 
ional } 



************************************************************** 



-- DIRECT TRANSFER ELEMENTARY PROCEDURE 



***************************************** 

************************************************************** 



Direct Transfer 



************************************************************** 



DirectTransf er ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {DirectTransf erIEs } }, 

protocolExtensions ProtocolExtensionContainer { {DirectTransf erExtensions } } 

} 



OPTIONAL, 
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DirectTransf erIEs RANAP - PROTOCOL - IES 



} 



ID 


id- 


NAS - PDU 


CRITICALITY 


ignore 


TYPE 


NAS - PDU 


ID 


id- 


LAI 


CRITICALITY 


ignore 


TYPE 


LAI 


ID 


id- 


RAC 


CRITICALITY 


ignore 


TYPE 


RAC 


ID 


id- 


SAI 


CRITICALITY 


ignore 


TYPE 


SAI 


ID 


id- 


SAPI 


CRITICALITY 


ignore 


TYPE 


SAPI 



PRESENCE mandatory} | 
PRESENCE optional} | 
PRESENCE optional} j 
PRESENCE optional} j 
PRESENCE optional}. 



DirectTransf erExtensions RANAP -PROTOCOL -EXTENSION ::= { 

-- Extension for Release 6 to enable rerouting in MOCN configuration for network sharing non- supporting UEs 

{ ID id-Redirectionlndication CRITICALITY ignore EXTENSION Redirectionlndication 

-- Extension for Release 6 to indicate the MOCN rerouting is completed -- 

{ ID id-RedirectionCompleted CRITICALITY ignore EXTENSION RedirectionCompleted 

-- Extension for Release 8 to indicate the Subscriber Profile ID for RAT/Frequency Selection Priority - 

{ ID id-SubscriberProf ilelDf orRFP CRITICALITY ignore EXTENSION SubscriberProf ilelDf orRFP 

-- Extension for Release 10 to support LIPA -- 

{ ID id-LGW-TransportLayerAddress CRITICALITY reject EXTENSION TransportLayerAddress 

} 

Redirectionlndication ::= ProtocolIE-Container { {Redirectionlndication-IEs } } 



PRESENCE optional} | 
PRESENCE optional} | 
PRESENCE optional} | 
PRESENCE optional}, 



Redirectionlndication- IEs RANAP- PROTOCOL- IES 



{ ID id-NAS-PDU 

{ ID id-Re j ectCauseValue 

{ ID id-NAS-SequenceNumber 

{ ID id-PermanentNAS-UE-ID 



CRITICALITY ignore TYPE NAS-PDU PRESENCE mandatory } | 

CRITICALITY ignore TYPE Re j ectCauseValue PRESENCE mandatory} | 

CRITICALITY ignore TYPE NAS-SequenceNumber PRESENCE optional} | 

CRITICALITY ignore TYPE PermanentNAS-UE- ID PRESENCE optional}. 



************************************************************** 



OVERLOAD CONTROL ELEMENTARY PROCEDURE 



************************************************************** 



__ ************************************************************** 
- - Overload 

__ ************************************************************** 



Overload : : = SEQUENCE { 

protocolIEs ProtocolIE-Container { {OverloadlEs } }, 

protocolExtensions ProtocolExtensionContainer { {OverloadExtensions } } OPTIONAL, 

} 

OverloadlEs RANAP -PROTOCOL -IES ::= { 

{ ID id-NumberOf Steps CRITICALITY ignore TYPE NumberOf Steps PRESENCE optional } | 

{ ID id-GlobalRNC-ID CRITICALITY ignore TYPE GlobalRNC-ID PRESENCE optional}. 
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} 

OverloadExtensions RANAP -PROTOCOL -EXTENSION ::= { 

-- Extension for Release 99 to enable the indication to the RNC which CN domain is suffering the signalling traffic overload 

{ ID id-CN-Domainlndicator CRITICALITY ignore EXTENSION CN-Domainlndicator PRESENCE optional} | 

-- Extension for Release 5 to enable NNSF -- 

{ ID id-GlobalCN-ID CRITICALITY ignore EXTENSION GlobalCN-ID PRESENCE optional} | 

-- Extension for Release 7 to indicate extended RNC- ID -- 

{ ID id-ExtendedRNC-ID CRITICALITY reject EXTENSION ExtendedRNC- ID PRESENCE optional} | 

-- Extension for Release 10 to support Low Priority overload -- 

{ ID id-Priority-Class-Indicator CRITICALITY ignore EXTENSION Priority-Class - Indicator PRESENCE optional}, 

} 

__ ************************************************************** 
-- ERROR INDICATION ELEMENTARY PROCEDURE 

__ ************************************************************** 
__ ************************************************************** 



Error Indication 



************************************************************** 



Errorlndication ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { ErrorlndicationlEs } }, 

protocolExtensions ProtocolExtensionContainer { { ErrorlndicationExtensions } } 



OPTIONAL, 



} 



ErrorlndicationlEs RANAP- PROTOCOL -IES 
{ ID id-Cause 

{ ID id-CriticalityDiagnostics 
{ ID id-CN-Domainlndicator 
{ ID id-GlobalRNC-ID 



CRITICALITY ignore TYPE Cause 

CRITICALITY ignore TYPE CriticalityDiagnostics 

CRITICALITY ignore TYPE CN-Domainlndicator 

CRITICALITY ignore TYPE GlobalRNC-ID 



PRESENCE optional } | 
PRESENCE optional } j 
PRESENCE optional } j 
PRESENCE optional } , 



} 



ErrorlndicationExtensions RANAP -PROTOCOL -EXTENSION ::= { 
-- Extension for Release 4 -- 

{ ID id-GlobalCN-ID CRITICALITY ignore 

-- Extension for Release 7 to indicate extended RNC- ID -- 

{ ID id-ExtendedRNC-ID CRITICALITY reject 



EXTENSION GlobalCN-ID 
EXTENSION ExtendedRNC- ID 



PRESENCE optional} | 
PRESENCE optional } , 



} 



******************************************* 



SRNS DATA FORWARD ELEMENTARY PROCEDURE 



************************************************************** 
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__ ************************************************************** 

- - SRNS Data Forward Command 

__ ************************************************************** 

SRNS-DataForwardCommand ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { SRNS -DataForwardCommandlEs } }, 

protocolExtensions ProtocolExtensionContainer { { SRNS -DataForwardCommandExtensions } } OPTIONAL, 

} 

SRNS -DataForwardCommandlEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-RAB-DataForwardingList CRITICALITY ignore TYPE RAB-DataForwardingList PRESENCE optional }, 

} 

SRNS-DataForwardCommandExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

****************************************** 

-- FORWARD SRNS CONTEXT ELEMENTARY PROCEDURE 

************************************************************** 

************************************************************** 

- - Forward SRNS Context 

************************************************************** 

ForwardSRNS- Context ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { ForwardSRNS -Context IEs } }, 

protocolExtensions ProtocolExtensionContainer { { ForwardSRNS -ContextExtensions } } OPTIONAL, 

} 

ForwardSRNS -Context IEs RANAP- PROTOCOL- IES ::= { 

{ ID id-RAB-ContextList CRITICALITY ignore TYPE RAB-ContextList PRESENCE mandatory }, 

} 

ForwardSRNS-ContextExtensions RANAP -PROTOCOL -EXTENSION ::= { 

-- Extension for Release 5 to enable relocation of Source RNC PDCP context info -- 

{ ID id-SourceRNC-PDCP-context-inf o CRITICALITY ignore EXTENSION RRC-Container PRESENCE optional}, 

} 

__ ************************************************************** 
-- RAB ASSIGNMENT ELEMENTARY PROCEDURE 
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__ ************************************************************** 



************************************************************** 



RAB Assignment Request 



************************************************************** 



RAB-AssignmentRequest : 
protocolIEs 
protocolExt ens ions 



} 



:= SEQUENCE { 
Protocol IE -Container 

ProtocolExt ens ionContainer 



{ {RAB-AssignmentRequestlEs } }, 

{ {RAB-AssignmentRequestExtensions } } 



RAB-AssignmentRequestlEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-RAB-SetupOrModifyList CRITICALITY ignore TYPE RAB-SetupOrModif yList 

{ ID id-RAB-ReleaseList CRITICALITY ignore TYPE RAB-ReleaseList 



OPTIONAL, 



PRESENCE optional } 
PRESENCE optional } , 



} 



RAB -SetupOrModif yList 



::= RAB- IE-ContainerPairList { {RAB -SetupOrModif yltem-IEs } } 



RAB-SetupOrModifyltem-IEs RANAP-PROTOCOL-IES-PAIR ::= { 

{ ID id-RAB-SetupOrModifyltem FIRST CRITICALITY reject FIRST TYPE RAB -SetupOrModif yltemFirst 

SECOND CRITICALITY ignore SECOND TYPE RAB -SetupOrModif yltemSecond 

PRESENCE mandatory } , 

} 

RAB-SetupOrModifyltemFirst ::= SEQUENCE { 
rAB-ID RAB -ID, 

nAS-Synchronisationlndicator 
rAB- Parameters 
user Plane Information 
transport Layer Information 
service -Handover 
iE- Ext ens ions 



OPTIONAL, 



OPTIONAL, 



NAS-Synchronisationlndicator 
RAB -Parameters OPTIONAL, 
User Plane Information 

Transport Layer Information OPTIONAL, 
Service-Handover OPTIONAL, 
ProtocolExtensionContainer { {RAB -SetupOrModif yltemFirst -Ext IEs } } 



OPTIONAL, 



} 



TransportLayerlnf ormation : 
transport LayerAddress 
iuTransportAssociation 
iE- Ext ens ions 



SEQUENCE { 

TransportLayerAddress , 

IuTransportAssociation, 

ProtocolExtensionContainer 



{ TransportLayerlnf ormation -Ext IEs } } 



OPTIONAL, 



} 



TransportLayerlnf ormation -Ext IEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

RAB-SetupOrModifyltemFirst-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 

-- Extension for Release 8 to enable handover restriction to E-UTRAN -- 

{ ID id-E-UTRAN-Service-Handover CRITICALITY ignore EXTENSION E-UTRAN-Service-Handover 



PRESENCE optional} 
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Extension for Release 10 to support LIPA 
{ ID id-Correlation- ID 



CRITICALITY ignore EXTENSION Correlation-ID 



PRESENCE optional) 



RAB-SetupOrModif yltemSecond 



SEQUENCE 



pDP- Type Information 

dataVolumeReportinglndication 

dl-GTP-PDU-SequenceNumber 

ul - GTP - PDU- SequenceNumber 

dl -N- PDU- SequenceNumber 

ul -N- PDU- SequenceNumber 

iE- Ext ens ions 



PDP-Typelnf ormation OPTIONAL, 

DataVolumeReportinglndication OPTIONAL, 

DL - GTP - PDU- SequenceNumber OPTIONAL , 

UL - GTP - PDU- SequenceNumber OPTIONAL , 

DL-N- PDU- SequenceNumber OPTIONAL, 

UL-N- PDU- SequenceNumber OPTIONAL, 
ProtocolExtensionContainer { {RAB-SetupOrModif yltemSecond-ExtlEs } } 



OPTIONAL, 



3-SetupOrModifyItemSecond-ExtIEs RANAP- PROTOCOL -EXTENSION ::= { 
Extension for Release 4 to enable RAB Quality of Service negotiation over Iu -- 

{ ID id-Alt-RAB-Parameters CRITICALITY ignore EXTENSION Alt-RAB-Parameters 

Extension for Release 5 to enable GERAN support over Iu-cs -- 

{ ID id-GERAN-BSC-Container CRITICALITY ignore EXTENSION GERAN-BSC-Container 

Extension for Release Release 9 to enable a new value -- 

{ ID id- PDP-Typelnf ormation-extension CRITICALITY ignore EXTENSION PDP-Typelnf ormation-extension PRESENCE optional} 

Extension for Release 10 to enable Offload at Iu-ps for UTRAN -- 

{ ID id-Of f load-RAB-Parameters CRITICALITY ignore EXTENSION Of f load-RAB-Parameters PRESENCE optional}. 



PRESENCE optional} | 
PRESENCE optional}| 



} 



RAB-AssignmentRequestExtensions RANAP -PROTOCOL -EXTENSION ::= { 

{ ID id-UE-AggregateMaximumBitRate CRITICALITY ignore EXTENSION UE-AggregateMaximumBitRate PRESENCE optional} 

-- Extension for Release 10 to enable Offload at Iu-ps for UTRAN -- 

{ ID id-MSISDN CRITICALITY ignore EXTENSION MSISDN PRESENCE optional}, 

} 

__ ************************************************************** 
-- RAB Assignment Response 

************************************************************** 



RAB-AssignmentResponse ::= SEQUENCE { 

protocolIEs ProtocolIE-Container 
protocolExt ens ions ProtocolExtensionContainer 

} 



{RAB-AssignmentResponselEs } }, 
{RAB-AssignmentResponseExtensions } } 



OPTIONAL, 



RAB-AssignmentResponselEs RANAP- PROTOCOL- IES ::= { 

{ ID id-RAB-SetupOrModif iedList CRITICALITY ignore TYPE RAB-SetupOrModif iedList 

{ ID id-RAB-ReleasedList CRITICALITY ignore TYPE RAB-ReleasedList 



{ ID id-RAB-QueuedList 
{ ID id-RAB-FailedList 
{ ID id-RAB-ReleaseFailedList 



CRITICALITY ignore TYPE RAB-QueuedList 
CRITICALITY ignore TYPE RAB-FailedList 

CRITICALITY ignore TYPE RAB-ReleaseFailedList 



PRESENCE optional 
PRESENCE optional } 

PRESENCE optional } | 
PRESENCE optional } j 

PRESENCE optional } 
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{ ID id-CriticalityDiagnostics 



CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional } , 



RAB-SetupOrModif iedList 



::= RAB-IE-ContainerList { {RAB-SetupOrModif iedltemlEs } } 



RAB-SetupOrModif iedltemlEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-RAB-SetupOrModif iedltem CRITICALITY ignore TYPE RAB-SetupOrModif iedltem 



PRESENCE mandatory } , 



RAB-SetupOrModif iedltem ::= 
rAB-ID 

transport LayerAddress 
iuTransportAssociation 
dl-dataVolumes 
iE- Ext ens ions 



} 



SEQUENCE 



RAB-ID, 

TransportLayerAddress OPTIONAL, 
IuTransportAssociation OPTIONAL, 
DataVolumeList OPTIONAL, 

ProtocolExtensionContainer { {RAB-SetupOrModif iedltem-ExtlEs } } 



OPTIONAL, 



RAB-SetupOrModif iedltem-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 

-- Extension for Release 4 to enable RAB Quality of Service negotiation over Iu -- 

{ ID id-Ass-RAB-Parameters CRITICALITY ignore EXTENSION Ass-RAB-Parameters 



} 



RAB-ReleasedList 



::= RAB-IE-ContainerList { {RAB-ReleasedltemlEs } } 



PRESENCE optional } , 



RAB-ReleasedltemlEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-RAB-Releasedltem CRITICALITY ignore TYPE RAB-Releasedltem 



} 



SEQUENCE 



RAB-Releasedltem 
rAB-ID 

dl-dataVolumes 
dL-GTP-PDU-SequenceNumber 
uL-GTP-PDU-SequenceNumber 
iE- Ext ens ions 



PRESENCE mandatory 



} 



RAB-ID, 

DataVolumeList OPTIONAL, 

DL-GTP-PDU-SequenceNumber OPTIONAL, 
UL-GTP-PDU-SequenceNumber OPTIONAL, 
ProtocolExtensionContainer { {RAB-Releasedltem-ExtlEs } } 



OPTIONAL, 



RAB-Releasedltem-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 



} 



DataVolumeList :: = SEQUENCE (SIZE ( 1 . . maxNrOf Vol ) ) OF 
SEQUENCE { 

dl -Unsuccessf ullyTransmittedDataVolume Unsuccessf ullyTransmittedDataVolume , 

dataVolumeRef erence DataVolumeRef erence OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { {DataVolumeList -Ext IEs } } OPTIONAL, 

} 
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DataVolumeList-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

RAB-QueuedList ::= RAB- IE-ContainerList { {RAB-QueuedltemlEs } } 

RAB-QueuedltemlEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-RAB-Queuedltem CRITICAL ITY ignore TYPE RAB-Queuedltem PRESENCE mandatory }, 

} 

RAB-Queuedltem ::= SEQUENCE { 

rAB-ID RAB- ID, 

iE-Extensions ProtocolExtensionContainer { {RAB-Queuedltem-ExtlEs } } OPTIONAL, 

} 

RAB-Queuedltem-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

RAB-ReleaseFailedList ::= RAB-FailedList 

RAB-AssignmentResponseExtensions RANAP -PROTOCOL -EXTENSION ::= { 
-- Extension for Release 5 to enable GERAN support over Iu-cs -- 

{ ID id-GERAN-Iumode-RAB-FailedList-RABAssgntResponse CRITICALITY ignore EXTENSION GERAN- Iumode-RAB-FailedList -RABAssgntResponse 

PRESENCE optional} , 

} 

GERAN-Iumode-RAB-FailedList-RABAssgntResponse ::= RAB- IE-ContainerList { {GERAN- Iumode-RAB- Failed -RABAssgntResponse- ItemlEs } } 

GERAN-Iumode-RAB-Failed-RABAssgntResponse-ItemlEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-GERAN- Iumode-RAB-Failed-RABAssgntResponse- Item CRITICALITY ignore TYPE GERAN-Iumode-RAB-Failed-RABAssgntResponse-Item 

PRESENCE mandatory } , 

} 

GERAN- Iumode-RAB-Failed-RABAssgntResponse- Item ::= SEQUENCE { 
rAB-ID RAB-ID, 
cause Cause, 

gERAN-Classmark GERAN-Classmark OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { {GERAN- Iumode-RAB-Failed-RABAssgntResponse- Item-ExtlEs } } OPTIONAL, 

} 

GERAN- Iumode-RAB -Failed -RABAssgntResponse- I tern- Ext I Es RANAP -PROTOCOL -EXTENSION ::= { 
} 

__ ************************************************************** 
-- PRIVATE MESSAGE 
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__ ************************************************************** 

PrivateMessage ::= SEQUENCE { 

privatelEs PrivatelE-Container { { PrivateMessage- IEs } }, 

} 

PrivateMessage- IEs RANAP- PRIVATE- IES ::= { 
} 

************************************************************** 

-- RANAP RELOCATION INFORMATION ELEMENTARY PROCEDURE 

__ ************************************************************** 

RANAP-Relocationlnf ormation ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {RANAP-Relocationlnf ormationlEs } }, 

protocolExtensions ProtocolExtensionContainer { {RANAP-Relocationlnf ormationExtensions } } OPTIONAL, 

} 

RANAP-RelocationlnformationlEs RANAP- PROTOCOL- IES ::= { 
{ ID id-DirectTransf erlnf ormationList-RANAP-RelocInf 

CRITICALITY ignore TYPE DirectTransf erlnf ormationList -RANAP-Reloclnf 

PRESENCE optional } | 

{ ID id-RAB-ContextList-RANAP-RelocInf CRITICALITY ignore TYPE RAB-ContextList-RANAP-RelocInf PRESENCE optional }, 

} 

DirectTransf erlnf ormationList -RANAP-Reloclnf ::= DirectTransf er- IE-ContainerList { {DirectTransf erlnf ormationltemlEs-RANAP-RelocInf } } 

DirectTransf erlnf ormationltemlEs-RANAP-RelocInf RANAP- PROTOCOL- IES ::= { 
{ ID id-DirectTransf erlnf ormationltem-RANAP-RelocInf 

CRITICALITY ignore TYPE DirectTransf erlnf ormationltem-RANAP-RelocInf 

PRESENCE mandatory } , 

} 

DirectTransf erlnf ormationltem-RANAP-RelocInf ::= SEQUENCE { 
nAS-PDU NAS-PDU, 
SAP I SAP I, 

cN-Domainlndicator CN-Domainlndicator , 

iE-Extensions ProtocolExtensionContainer { {RANAP-DirectTransf erlnf ormationltem-Ext IEs -RANAP-Reloclnf } } OPTIONAL, 

} 

RANAP-DirectTransf erlnf ormationltem-ExtlEs-RANAP-RelocInf RANAP -PROTOCOL -EXTENSION ::= { 
} 

RAB-ContextList-RANAP-RelocInf ::= RAB- IE-ContainerList { {RAB-ContextltemlEs-RANAP-RelocInf } } 
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RAB-ContextltemlEs-RANAP-RelocInf RANAP- PROTOCOL- I ES ::= { 

{ ID id-RAB-Contextltem-RANAP-RelocInf CRITICALITY ignore TYPE RAB-Contextltem-RANAP-Reloclnf 

} 



PRESENCE mandatory 



RAB- Context I tern- RANAP -Reloclnf 
rAB-ID RAB- ID, 

dl - GTP - PDU- SequenceNumber 
ul - GTP - PDU- SequenceNumber 
dl -N- PDU- SequenceNumber 
ul -N- PDU- SequenceNumber 
iE- Ext ens ions 



SEQUENCE 



DL-GTP- PDU- SequenceNumber 
UL-GTP- PDU- SequenceNumber 
DL-N- PDU- SequenceNumber 
UL-N- PDU- SequenceNumber 
ProtocolExtensionContainer 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
OPTIONAL, 

{ RAB -Context Item- Ext IEs -RANAP-Reloclnf ] 



OPTIONAL, 



} 

RAB-Contextltem-ExtlEs-RANAP-RelocInf RANAP -PROTOCOL -EXTENSION ::= { 
} 

RANAP-Relocationlnf ormationExtensions RANAP -PROTOCOL -EXTENSION ::= { 
-- Extension for Release 5 to enable relocation of Source RNC PDCP context info -- 

{ ID id-SourceRNC-PDCP-context-inf o CRITICALITY ignore EXTENSION RRC-Container 

-- Extension for Release 10 to enable RNSAP Relocation -- 

{ ID id-RNSAPRelocationParameters CRITICALITY reject EXTENSION RNSAPRelocationParameters PRESENCE optional} 

} 



PRESENCE optional} 



****************************************** 

-- RANAP ENHANCED RELOCATION INFORMATION ELEMENTARY PROCEDURE 
._ ************************************************************** 
._ ************************************************************** 
-- RANAP Enhanced Relocation Information Request 

._ ************************************************************** 



RANAP-EnhancedRelocationlnf ormationRequest ::= SEQUENCE 
protocolIEs ProtocolIE-Container 
protocolExt ens ions ProtocolExtensionContainer 

} 



{RANAP-EnhancedRelocationlnf ormationRequestlEs } } , 
{RANAP-EnhancedRelocationlnf ormationRequest Ext ens ions } } 



OPTIONAL, 



RANAP-EnhancedRelocationlnf ormationRequestlEs RANAP- PROTOCOL- IES 



ID 


id 


ID 


id 


ID 


id 


ID 


id 


ID 


id 


ID 


id 


ID 


id 



CRITICALITY reject TYPE SourceRNC-ToTargetRNC-TransparentContainer PRESENCE mandatory } 
CRITICALITY ignore TYPE IuSignallingConnectionldentif ier PRESENCE optional } | 

CRITICALITY reject TYPE GlobalCN-ID PRESENCE optional} | 

CRITICALITY ignore TYPE IuSignallingConnectionldentif ier PRESENCE optional } | 

CRITICALITY reject TYPE GlobalCN-ID PRESENCE optional} | 

ihRelocInf oReq CRITICALITY reject TYPE RAB-SetupList-EnhRelocInf oReq PRESENCE optional } 

rmation CRITICALITY ignore TYPE SNA-Access - Information PRESENCE optional} | 
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{ ID id-UESBI-Iu CRITICALITY ignore TYPE UESBI-Iu PRESENCE optional} | 

{ ID id-SelectedPLMN-ID CRITICALITY ignore TYPE PLMNidentity PRESENCE optional 

{ ID id-CNMBMSLinkinglnf ormation CRITICALITY ignore TYPE CNMBMSLinkinglnf ormation 



}l 

PRESENCE optional}, 



RAB-SetupList-EnhRelocInf oReq 



::= RAB- IE-ContainerList { { RAB-SetupItem-EnhRelocInf oReq- IEs } } 



RAB-SetupItem-EnhRelocInf oReq-IEs RANAP- PROTOCOL- IES 
{ ID id-RAB-SetupItem-EnhRelocInf oReq 



CRITICALITY reject TYPE RAB-SetupItem-EnhRelocInf oReq 



PRESENCE mandatory 



RAB-SetupItem-EnhRelocInf oReq 



SEQUENCE 



rAB-ID 

cN-Domainlndicator 
rAB- Parameters 

dataVolumeReportinglndication 

-- This IE shall be present if the 

pDP- Type Information 

-- This IE shall be present if the 

user Plane Information 

dataForwardinglnf ormation 

sources ideluULTNLInfo 



RAB-ID, 

CN-Domainlndicator , 

RAB- Parameters , 

DataVolumeReportinglndication OPTIONAL 
CN domain indicator IE is set to "PS domain" - 

PDP-Typelnf ormation OPTIONAL 
CN domain indicator IE is set to "PS domain" - 

User Plane Information, 

TNLInf ormationEnhRellnf oReq OPTIONAL, 
TNLInf ormationEnhRellnf oReq OPTIONAL, 



} 



service -Handover 
alt - RAB - Parameters 
iE- Ext ens ions 



Service-Handover OPTIONAL, 
Alt-RAB-Parameters OPTIONAL, 

ProtocolExtensionContainer { { RAB-SetupItem-EnhRelocInf oReq-ExtlEs } } 



OPTIONAL, 



RAB-SetupItem-EnhRelocInf oReq-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
-- Extension for Release 8 to enable handover restriction to E-UTRAN -- 

{ ID id-E-UTRAN-Service-Handover CRITICALITY ignore EXTENSION E-UTRAN-Service-Handover 

-- Extension for Release Release 9 to enable a new value -- 

{ ID id-PDP-Typelnf ormation-extension CRITICALITY ignore EXTENSION PDP-Typelnf ormation-extension PRESENCE optional }, 



PRESENCE optional } | 



} 



TNLInf ormationEnhRellnf oReq 
transport LayerAddress 
iuTransportAssociation 
iE- Ext ens ions 



=SEQUENCE{ 

TransportLayerAddress , 
IuTransportAssociation, 
ProtocolExtensionContainer { { TNLInf ormationEnhRellnf oReq-ExtlEs } } 



OPTIONAL, 



} 



TNLInformationEnhRellnfoReq-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 



} 



RANAP-EnhancedRelocationlnf ormationRequestExtensions RANAP -PROTOCOL -EXTENSION ::= { 

{ ID id- IntegrityProtectionlnf ormation CRITICALITY ignore EXTENSION IntegrityProtectionlnf ormation PRESENCE optional} | 
{ ID id-Encryptionlnf ormation CRITICALITY ignore EXTENSION Encryptionlnf ormation PRESENCE optional} j 
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{ ID id-UE-AggregateMaximumBitRate CRITICALITY ignore EXTENSION UE-AggregateMaximumBitRate 

Extension for Release 10 to enable RNSAP Relocation -- 

{ ID id-RABParametersList CRITICALITY reject EXTENSION RABParametersList 

{ ID id-CSG-Id CRITICALITY reject EXTENSION CSG-Id 

{ ID id-CSG-Membership-Status CRITICALITY reject EXTENSION CSG-Membership-Status 



PRESENCE optional} | 

PRESENCE optional} | 
PRESENCE optional} j 
PRESENCE optional}. 



************************************************************** 
RANAP Enhanced Relocation Information Response 

************************************************************** 



RANAP-EnhancedRelocationlnf ormationResponse ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {RANAP-EnhancedRelocationlnf ormationResponselEs } }, 

protocolExtensions ProtocolExtensionContainer { {RANAP-EnhancedRelocationlnf ormationResponseExtensions } } OPTIONAL, 

} 

RANAP-EnhancedRelocationlnf ormationResponselEs RANAP-PROTOCOL-IES ::= { 
{ ID id- Target -ToSource- Transparent Container 

CRITICALITY ignore TYPE TargetRNC-ToSourceRNC-TransparentContainer PRESENCE optional } 
{ ID id-RAB-SetupList-EnhRelocInf oRes CRITICALITY ignore TYPE RAB-SetupList-EnhRelocInf oRes PRESENCE optional} | 

{ ID id-RAB-FailedList-EnhRelocInf oRes CRITICALITY ignore TYPE RAB-FailedList-EnhRelocInf oRes PRESENCE optional } j 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 



} 



RAB-SetupList-EnhRelocInf oRes 



RAB-IE-ContainerList { { RAB-SetupItem-EnhRelocInf oRes - IEs } } 



-SetupItem-EnhRelocInfoRes-IEs RANAP-PROTOCOL-IES ::= { 
{ ID id-RAB-SetupItem-EnhRelocInf oRes CRITICALITY reject TYPE RAB-SetupItem-EnhRelocInf oRes 



RAB 
} 

RAB-SetupItem-EnhRelocInf oRes ::= SEQUENCE { 

cN-Domainlndicator CN-Domainlndicator , 

rAB-ID RAB- ID, 

dataForwardinglnf ormation TNLInf ormationEnhRellnf oRes OPTIONAL, 

ass-RAB-Parameters Ass-RAB-Parameters OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { RAB-SetupItem-EnhRelocInf oRes -Ext IEs } } 

} 

RAB-SetupItem-EnhRelocInf oRes-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

RAB-FailedList-EnhRelocInf oRes 
RAB 



PRESENCE mandatory } , 



OPTIONAL, 



::= RAB-IE-ContainerList { { RAB-Failedltem-EnhRelocInf oRes - IEs } } 



Failedltem-EnhRelocInf oRes-IEs RANAP-PROTOCOL-IES ::= { 
{ ID id-RAB-Failedltem-EnhRelocInf oRes CRITICALITY reject TYPE RAB-Failedltem-EnhRelocInf oRes 



PRESENCE mandatory } , 
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RAB-Failedltem-EnhRelocInf oRes ::= SEQUENCE { 

cN-Domainlndicator CN-Domainlndicator , 

rAB-ID RAB-ID, 

cause Cause, 

iE-Extensions ProtocolExtensionContainer { { RAB-Failedltem-EnhRelocInf oRes -Ext IEs } } 



OPTIONAL, 



} 

RAB-Failedltem-EnhRelocInfoRes-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

TNLInf ormationEnhRellnf oRes : :=SEQUENCE{ 

dl - f orwardingTransportLayerAddress TransportLayerAddress , 

dl-f orwardingTransport Association IuTransportAssociation, 

iE-Extensions ProtocolExtensionContainer { { TNLInf ormationEnhRellnf oRes -Ext IEs } } 

} 

TNLInformationEnhRellnfoRes-ExtlEs RANAP-PROTOCOL-EXTENSION ::= { 
} 

RANAP-EnhancedRelocationlnf ormationResponseExtensions RANAP-PROTOCOL-EXTENSION ::= { 
} 

****************************************** 

-- RAB MODIFICATION REQUEST ELEMENTARY PROCEDURE 

************************************************************** 

************************************************************** 



OPTIONAL, 



RAB Modify Request 



************************************************************** 



RAB-ModifyRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {RAB-Modif yRequestlEs } }, 

protocolExtensions ProtocolExtensionContainer { {RAB-Modif yRequestExtensions } } 

} 



OPTIONAL, 



RAB-ModifyRequestlEs RANAP -PROTOCOL- IES ::= { 

{ ID id-RAB-ModifyList CRITICALITY ignore TYPE RAB-Modif yList 



PRESENCE mandatory} , 



RAB-Modif yList 



::= RAB-IE-ContainerList { {RAB-Modif yltemlEs } } 



RAB-ModifyltemlEs RANAP- PROTOCOL- IES ::= { 

{ ID id-RAB-Modifyltem CRITICALITY ignore TYPE RAB-Modif yltem PRESENCE mandatory }, 
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} 

RAB-Modifyltem ::= SEQUENCE { 

rAB-ID RAB -ID, 

requested- RAB -Parameter -Values Requested- RAB -Parameter -Values , 

iE-Extensions ProtocolExtensionContainer { {RAB-Modif yltem-ExtlEs } } OPTIONAL, 

} 

RAB-Modifyltem-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

RAB-ModifyRequestExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

__ ************************************************************** 
-- LOCATION RELATED DATA ELEMENTARY PROCEDURE 

__ ************************************************************** 
__ ************************************************************** 
-- Location Related Data Request 

__ ************************************************************** 

LocationRelatedDataRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { LocationRelatedDataRequest IEs } }, 

protocolExtensions ProtocolExtensionContainer { { LocationRelatedDataRequestExtensions } } OPTIONAL, 

} 

LocationRelatedDataRequestlEs RANAP- PROTOCOL- IES ::= { 

{ ID id-LocationRelatedDataRequestType CRITICALITY reject TYPE LocationRelatedDataRequestType PRESENCE optional }, 

-- This IE is mandatory for UTRAN, optional for GERAN Iu Mode -- 

} 

LocationRelatedDataRequestExtensions RANAP -PROTOCOL -EXTENSION ::= { 
-- Extension for Release 5 to enable LCS support for GERAN Iu mode -- 

{ ID id-LocationRelatedDataRequestTypeSpecif icToGERANIuMode CRITICALITY reject EXTENSION 

LocationRelatedDataRequestTypeSpecif icToGERANIuMode PRESENCE optional } | 

-- The previous extension is optional for GERAN Iu Mode only, not applicable for UTRAN -- 

-- Extension for Release 7 to request GANSS Assistance Data. This IE shall be present if the Requested Location Related Data Type IE is set to 

-- "Dedicated Assistance Data for Assisted GANSS" or ^Dedicated Assistance Data for Assisted GPS and GANSS" -- 

{ ID id-RequestedGANSSAssistanceData CRITICALITY reject EXTENSION RequestedGANSSAssistanceData 

PRESENCE conditional } , 

} 
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__ ************************************************************** 

-- Location Related Data Response 

__ ************************************************************** 

LocationRelatedDataResponse ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { LocationRelatedDataResponselEs } }, 

protocolExtensions ProtocolExtensionContainer { { LocationRelatedDataResponseExtensions } } OPTIONAL, 

} 

LocationRelatedDataResponselEs RANAP -PROTOCOL- I ES ::= { 

{ ID id-BroadcastAssistanceDataDecipheringKeys CRITICALITY ignore TYPE BroadcastAssistanceDataDecipheringKeys PRESENCE optional } , 

} 

LocationRelatedDataResponseExtensions RANAP -PROTOCOL -EXTENSION ::= { 
-- Extension for error handling 

{ ID id-CriticalityDiagnostics CRITICALITY ignore EXTENSION CriticalityDiagnostics PRESENCE optional } | 

{ ID id-BroadcastGANSSAssistanceDataDecipheringKeys CRITICALITY ignore EXTENSION BroadcastAssistanceDataDecipheringKeys PRESENCE optional}, 

} 

__ ************************************************************** 
-- Location Related Data Failure 

__ ************************************************************** 

LocationRelatedDataFailure ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { LocationRelatedDataFailurelEs } }, 

protocolExtensions ProtocolExtensionContainer { { LocationRelatedDataFailureExtensions } } OPTIONAL, 

} 

LocationRelatedDataFailurelEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE mandatory }, 

} 

LocationRelatedDataFailureExtensions RANAP-PROTOCOL-EXTENSION ::= { 
-- Extension for error handling 

{ ID id-CriticalityDiagnostics CRITICALITY ignore EXTENSION CriticalityDiagnostics PRESENCE optional }, 

} 

****************************************** 

-- INFORMATION TRANSFER ELEMENTARY PROCEDURE 

************************************************************** 

************************************************************** 
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Information Transfer Indication 



************************************************************** 



Inf ormationTransf erlndication ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { 

protocolExtensions ProtocolExtensionContainer { { 

} 

Inf ormationTransf erlndicationlEs RANAP- PROTOCOL- I ES ::= { 
{ ID id-Inf ormationTransf erID CRITICALITY reject 

{ ID id-ProvidedData CRITICALITY reject 

{ ID id-CN-Domainlndicator CRITICALITY reject 

{ ID id-GlobalCN-ID CRITICALITY ignore 



Inf ormationTransf erlndicationlEs } } , 
Inf ormationTransf erlndicationExt ens ions } 



OPTIONAL, 



TYPE Inf ormationTransf erID 
TYPE ProvidedData 
TYPE CN-Domainlndicator 
TYPE GlobalCN-ID 



PRESENCE mandatory } 

PRESENCE mandatory } 

PRESENCE mandatory } 
PRESENCE optional}. 



} 



Inf ormationTransf erlndicationExtensions RANAP -PROTOCOL -EXTENSION 



******************************************* 



Information Transfer Confirmation 



************************************************************** 



Inf ormationTransf erConf irmation ::= SEQUENCE { 
protocolIEs ProtocolIE-Container 
protocolExtensions ProtocolExtensionContainer 

} 



Inf ormationTransf erConf irmationlEs } } , 

Inf ormationTransf erConf irmationExtensions } } 



OPTIONAL, 



Inf ormationTransf erConf irmationlEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-Inf ormationTransf erID CRITICALITY ignore TYPE Inf ormationTransf erID 

{ ID id-CN-Domainlndicator CRITICALITY ignore TYPE CN-Domainlndicator 

{ ID id-CriticalityDiagnostics CRITICALITY ignore 

{ ID id-GlobalRNC-ID CRITICALITY ignore 

} 



TYPE CriticalityDiagnostics 
TYPE GlobalRNC-ID 



PRESENCE mandatory } 

PRESENCE mandatory } 

PRESENCE optional } 

PRESENCE mandatory } , 



Inf ormationTransf erConf irmationExtensions RANAP -PROTOCOL -EXTENSION ::= { 
-- Extension for Release 7 to indicate extended RNC-ID -- 

{ ID id-ExtendedRNC-ID CRITICALITY reject EXTENSION ExtendedRNC- ID 



PRESENCE optional } , 



************************************************************** 



Information Transfer Failure 



************************************************************** 
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Inf ormationTransf erFailure ::= SEQUENCE { 

protocolIEs ProtocolIE-Container 
protocolExt ens ions ProtocolExtensionContainer 

} 

Inf ormationTransf erFailurelEs RANAP - PROTOCOL - IES ::= { 



Inf ormationTransf erFailurelEs } } , 
Inf ormationTransf erFailureExt ens ions ] 



OPTIONAL, 



ID 


id- 


Inf ormationTransf er ID 


CRITICALITY 


ignore 


TYPE 


Inf ormationTransf er ID 


PRESENCE 


mandatory } 


ID 


id- 


CN-Domainlndicator 


CRITICALITY 


ignore 


TYPE 


CN-Domainlndicator 


PRESENCE 


mandatory } 


ID 


id- 


Cause 


CRITICALITY 


ignore 


TYPE 


Cause 


PRESENCE 


mandatory } 


ID 


id- 


CriticalityDiagnostics 


CRITICALITY 


ignore 


TYPE 


CriticalityDiagnostics 


PRESENCE 


optional } 


ID 


id- 


GlobalRNC-ID 


CRITICALITY 


ignore 


TYPE 


GlobalRNC-ID 


PRESENCE mandatory } , 



} 

Inf ormationTransf erFailureExtensions RANAP -PROTOCOL -EXTENSION ::= { 
-- Extension for Release 7 to indicate extended RNC-ID -- 

{ ID id-ExtendedRNC-ID CRITICALITY reject EXTENSION ExtendedRNC- ID 

} 

__ ************************************************************** 



PRESENCE optional } , 



UE SPECIFIC INFORMATION ELEMENTARY PROCEDURE 



************************************************************** 
************************************************************** 



UE Specific Information Indication 



************************************************************** 



UESpecif iclnf ormationlndication ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {UESpecif iclnf ormationlndicationlEs } }, 

protocolExtensions ProtocolExtensionContainer { {UESpecif iclnf ormationlndicationExtensions } } 



} 

UESpecif iclnf ormationlndicationlEs RANAP- PROTOCOL- IES ::= { 

{ ID id-UESBI-Iu CRITICALITY ignore TYPE UESBI-Iu 



PRESENCE optional } , 



OPTIONAL, 



UESpecif iclnf ormationlndicationExtensions RANAP -PROTOCOL -EXTENSION 



************************************************************** 



DIRECT INFORMATION TRANSFER ELEMENTARY PROCEDURE 



******************************************* 
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._ ************************************************************** 



Direct Information Transfer 



************************************************************** 



Directlnf ormationTransf er ::= SEQUENCE { 

protocolIEs ProtocolIE-Container 



Directlnf ormationTransf erIEs ) 



protocolExt ens ions 



ProtocolExtensionContainer { { Directlnf ormationTransf erExtensions } } 



OPTIONAL, 



} 



Directlnf ormationTransf erIEs RANAP - PROTOCOL - IES ::= { 

{ ID id- InterSystemlnf ormationTransf erType CRITICALITY ignore TYPE InterSystemlnf ormationTransf erType PRESENCE optional } | 

CRITICALITY ignore TYPE CN-Domainlndicator PRESENCE mandatory } | 

CRITICALITY ignore TYPE GlobalRNC-ID PRESENCE optional } | 

CRITICALITY ignore TYPE GlobalCN-ID PRESENCE optional }, 

} 



{ ID id-CN-Domainlndicator 
{ ID id-GlobalRNC-ID 
{ ID id-GlobalCN-ID 



Directlnf ormationTransf erExtensions RANAP -PROTOCOL -EXTENSION ::= { 
-- Extension for Release 7 to indicate extended RNC-ID -- 

{ ID id-ExtendedRNC-ID CRITICALITY reject EXTENSION ExtendedRNC- ID 

} 

******************************************* 



PRESENCE optional } , 



UPLINK INFORMATION EXCHANGE ELEMENTARY PROCEDURE 

************************************************************** 



************************************************************** 



Uplink Information Exchange Request 



************************************************************** 



Uplinklnf ormationExchangeRequest ::= SEQUENCE { 
protocolIEs ProtocolIE-Container 
protocolExt ens ions ProtocolExtensionContainer 

} 



Uplinklnf ormationExchangeRequestlEs } } , 
Uplinklnf ormationExchangeRequestExtensions } } 



OPTIONAL, 



Uplinklnf ormationExchangeRequest I Es 



{ ID id- Inf ormationExchangelD 
{ ID id- Inf ormationExchangeType 
{ ID id- Inf ormationTransf erType 
-- This IE shall be present if 
{ ID id- Inf ormationRequestType 
-- This IE shall be present if 
{ ID id-CN-Domainlndicator 
{ ID id-GlobalRNC-ID 



RANAP -PROTOCOL -IES ::= < 
CRITICALITY reject 
CRITICALITY reject 
CRITICALITY reject 

the Information Exchange 
CRITICALITY reject 

the Information Exchange 
CRITICALITY reject 
CRITICALITY reject 



TYPE Inf ormationExchangelD PRESENCE mandatory } 

TYPE Inf ormationExchangeType PRESENCE mandatory } 

TYPE Inf ormationTransf erType PRESENCE conditional 
Type IE is set to "transfer" 

TYPE Inf ormationRequestType PRESENCE conditional 
Type IE is set to "request" 

TYPE CN-Domainlndicator PRESENCE mandatory } 

TYPE GlobalRNC-ID PRESENCE mandatory }, 
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} 

Uplinklnf ormationExchangeRequestExtensions RANAP- PROTOCOL -EXTENSION ::= { 
-- Extension for Release 7 to indicate extended RNC-ID -- 

{ ID id-ExtendedRNC-ID CRITICALITY reject EXTENSION ExtendedRNC- ID PRESENCE optional}, 

} 

__ ************************************************************** 
-- Uplink Information Exchange Response 

__ ************************************************************** 

Uplinklnf ormationExchangeResponse ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { Uplinklnf ormationExchangeResponselEs } }, 

protocolExtensions ProtocolExtensionContainer { { Uplinklnf ormationExchangeResponseExtensions } } OPTIONAL, 

} 



Uplinklnf ormationExchangeResponselEs 


RANAP - PROTOCOL - 


IES : : = 


{ 








{ ID 


id-Inf ormationExchangelD 


CRITICALITY 


ignore 


TYPE 


Inf ormationExchangelD 


PRESENCE 


mandatory } 


{ ID 


id-Inf ormationRequested 


CRITICALITY 


ignore 


TYPE 


Inf ormationRequested 


PRESENCE 


optional } 


{ ID 


id-CN-Domainlndicator 


CRITICALITY 


ignore 


TYPE 


CN-Domainlndicator 


PRESENCE 


mandatory } 


{ ID 


id-GlobalCN-ID 


CRITICALITY 


ignore 


TYPE 


GlobalCN-ID 


PRESENCE 


optional } 


{ ID 


id-CriticalityDiagnostics 


CRITICALITY 


ignore 


TYPE 


CriticalityDiagnostics 


PRESENCE 


optional } , 



} 



Uplinklnf ormationExchangeResponseExtensions RANAP- PROTOCOL -EXTENSION ::= { 
} 

__ ************************************************************** 
-- Uplink Information Exchange Failure 

__ ************************************************************** 

Uplinklnf ormationExchangeFailure ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { Uplinklnf ormationExchangeFailurelEs } }, 

protocolExtensions ProtocolExtensionContainer { { Uplinklnf ormationExchangeFailureExtensions } } OPTIONAL, 

} 



Uplinklnf ormationExchangeFailurelEs 


RANAP - PROTOCOL - I 


ES : : = 


{ 








{ ID 


id-Inf ormationExchangelD 


CRITICALITY 


ignore 


TYPE 


Inf ormationExchangelD 


PRESENCE 


mandatory } 


{ ID 


id-CN-Domainlndicator 


CRITICALITY 


ignore 


TYPE 


CN-Domainlndicator 


PRESENCE 


mandatory } 


{ ID 


id-GlobalCN-ID 


CRITICALITY 


ignore 


TYPE 


GlobalCN-ID 


PRESENCE 


optional } 


{ ID 


id-Cause 


CRITICALITY 


ignore 


TYPE 


Cause 


PRESENCE 


mandatory } 


{ ID 


id-CriticalityDiagnostics 


CRITICALITY 


ignore 


TYPE 


CriticalityDiagnostics 


PRESENCE 


optional } 



} 
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Uplinklnf ormationExchangeFailureExtensions RANAP- PROTOCOL -EXTENSION ::= { 
} 

__ ************************************************************** 
-- MBMS SESSION START PROCEDURE 

__ ************************************************************** 
__ ************************************************************** 
-- MBMS Session Start 

__ ************************************************************** 

MBMSSessionStart ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { MBMSSessionStartlEs } }, 

protocolExtensions ProtocolExtensionContainer { { MBMSSessionStartExtensions } } OPTIONAL, 



MBMSSessionStartlEs RANAP-PROTOCOL-IES ::= { 

CRITICALITY reject TYPE TMGI 
CRITICALITY ignore TYPE MBMSSessionldentity 

CRITICALITY reject TYPE MBMSBearerServiceType 

TYPE IuSignallingConnectionldentif ier 
TYPE RAB- Parameters 
TYPE PDP-Typelnf ormation 
TYPE MBMSSessionDuration 
TYPE MBMSServiceArea 



ID 


id 


ID 


id 


ID 


id 


ID 


id 


ID 


id 


ID 


id 


ID 


id 


ID 


id 


ID 


id 


ID 


id 


ID 


id 


ID 


id 


ID 


id 



■IuSigConld 

■RAB -Parameters 

■ PDP-Typelnf ormation 



■MBMSServiceArea 



CRITICALITY reject 
CRITICALITY reject 
CRITICALITY ignore 
CRITICALITY reject 
CRITICALITY reject 



■ FrequenceLayerConvergenceFlag CRITICALITY ignore TYPE FrequenceLayerConvergenceFlag 



CRITICALITY ignore 
CRITICALITY reject 
CRITICALITY ignore 
CRITICALITY reject 



TYPE RAListof IdleModeUEs 
TYPE GlobalCN-ID 

TYPE MBMSSessionRepetitionNumber 
TYPE TimeToMBMSDataTransf er 



PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 



mandatory 

optional } 

mandatory 

mandatory 

mandatory 

optional 

mandatory 

mandatory 

optional 

optional 

optional 

optional 

mandatory 



} I 



} 

MBMSSessionStartExtensions RANAP -PROTOCOL -EXTENSION ::= { 
-- Extension for Release 6 to enable MBMS counting in broadcast mode 
{ ID id-MBMSCountinglnf ormation CRITICALITY ignore 

{ ID id-MBMSSynchronisationlnf ormation CRITICALITY ignore 
-- Extension for Release Release 9 to enable a new value -- 

{ ID id- PDP-Typelnf ormation-extension CRITICALITY ignore 



EXTENSION MBMSCountinglnf ormation 
EXTENSION MBMSSynchronisationlnf ormation 

EXTENSION PDP-Typelnf ormation-extension 



PRESENCE optional } 
PRESENCE optional } 

PRESENCE optional } , 



} 



MBMSSynchronisationlnf ormation : : 
mBMSHCIndicator 
iPMulticast Address 
gTPDLTEID 
iE- Ext ens ions 



SEQUENCE { 
MBMSHCIndicator , 
IPMulticastAddress , 
GTP-TEI , 

ProtocolExtensionContainer { {MBMSSynchronisationlnf ormation- Ext IEs } } 



OPTIONAL, 
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MBMSSynchronisationlnf ormation-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 

{ ID id- IP-Source-Address CRITICALITY reject EXTENSION IPMulticastAddress PRESENCE optional } 

} 

__ ************************************************************** 
-- MBMS Session Start Response 

__ ************************************************************** 

MBMSSessionStartResponse : : = SEQUENCE { 

protocolIEs ProtocolIE-Container { {MBMSSessionStartResponselEs } }, 

protocolExtensions ProtocolExtensionContainer { {MBMSSessionStartResponseExtensions } } OPTIONAL, 



} 

MBMSSessionStartResponselEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-TransportLayerlnf ormation CRITICALITY ignore 

{ ID id-Cause CRITICALITY ignore 

{ ID id-CriticalityDiagnostics CRITICALITY ignore 

} 



TYPE TransportLayerlnf ormation PRESENCE optional } 
TYPE Cause PRESENCE optional } 

TYPE CriticalityDiagnostics PRESENCE optional } , 



MBMSSessionStartResponseExtensions RANAP -PROTOCOL -EXTENSION ::= { 



****************************************** 

-- MBMS Session Start Failure 

************************************************************** 

MBMSSessionStartFailure ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { MBMSSessionStartFailurelEs } }, 

protocolExtensions ProtocolExtensionContainer { { MBMSSessionStartFailureExtensions } } OPTIONAL, 



MBMSSessionStartFailurelEs RANAP -PROTOCOL- IES ::= { 

{ ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE mandatory } 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional } , 

} 

MBMSSessionStartFailureExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

************************************************************** 
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-- MBMS SESSION UPDATE PROCEDURE 

__ ************************************************************** 



************************************************************** 



MBMS Session Update 



__ ************************************************************** 



MBMSSessionUpdate ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { MBMSSessionUpdatelEs } }, 

protocolExtensions ProtocolExtensionContainer { { MBMSSessionUpdateExtensions } } OPTIONAL, 

} 

MBMSSessionUpdatelEs RANAP- PROTOCOL- IES ::= { 

{ ID id-SessionUpdatelD CRITICALITY reject TYPE SessionUpdatelD PRESENCE mandatory } | 

{ ID id-DeltaRAListof IdleModeUEs CRITICALITY reject TYPE DeltaRAListof IdleModeUEs PRESENCE mandatory }, 



MBMSSessionUpdateExtensions RANAP -PROTOCOL -EXTENSION ::= 



******************************************* 



MBMS Session Update Response 



************************************************************** 



MBMSSessionUpdateResponse ::= SEQUENCE { 

protocolIEs ProtocolIE-Container 

protocolExtensions ProtocolExtensionContainer 

} 



MBMSSessionUpdateResponselEs } }, 
MBMSSessionUpdateResponseExtensions } } 



OPTIONAL, 



MBMSSessionUpdateResponselEs RANAP- PROTOCOL- IES 



{ ID id-SessionUpdatelD 

{ ID id-TransportLayerlnf ormation 

{ ID id-Cause 

{ ID id-CriticalityDiagnostics 



CRITICALITY ignore TYPE SessionUpdatelD 

CRITICALITY ignore TYPE TransportLayerlnf ormation 

CRITICALITY ignore TYPE Cause 

CRITICALITY ignore TYPE CriticalityDiagnostics 



PRESENCE mandatory 
PRESENCE optional 
PRESENCE optional 
PRESENCE optional 



MBMSSessionUpdateResponseExt ens ions RANAP -PROTOCOL -EXTENSION 



************************************************************** 



MBMS Session Update Failure 
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************************************************************** 



MBMSSessionUpdateFailure 
protocolIEs 
protocolExt ens ions 



= SEQUENCE { 
Protocol IE -Container 
ProtocolExt ens ionContainer 



MBMSSessionUpdateFailurelEs } }, 
MBMSSessionUpdateFailureExt ens ions } 



OPTIONAL, 



} 



MBMSSessionUpdateFailurelEs RANAP- PROTOCOL- IES ::= { 

{ ID id-SessionUpdatelD CRITICALITY ignore TYPE SessionUpdatelD 

{ ID id-Cause CRITICALITY ignore TYPE Cause 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics 

} 

MBMSSessionUpdateFailureExtensions RANAP -PROTOCOL -EXTENSION ::= { 



PRESENCE mandatory } 
PRESENCE mandatory } 
PRESENCE optional } 



} 



************************************************************** 



MBMS SESSION STOP PROCEDURE 



************************************************************** 
************************************************************** 



MBMS Session Stop 



************************************************************** 



MBMSSessionStop ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { MBMSSessionStopIEs } }, 

protocolExtensions ProtocolExtensionContainer { { MBMSSessionStopExtensions } } 

} 

MBMSSessionStopIEs RANAP- PROTOCOL- IES ::= { 

{ ID id-MBMSCNDe-Registration CRITICALITY reject TYPE MBMSCNDe-Registration 



OPTIONAL, 



PRESENCE mandatory 



} 

MBMSSessionStopExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

****************************************** 

-- MBMS Session Stop Response 

************************************************************** 



MBMSSessionStopResponse ::= SEQUENCE { 
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protocolIEs ProtocolIE-Container { { MBMSSessionStopResponselEs } }, 

protocolExtensions ProtocolExtensionContainer { { MBMSSessionStopResponseExtensions } } OPTIONAL, 



} 



MBMSSessionStopResponselEs RANAP- PROTOCOL- IES ::= { 

{ ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE optional } 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional } 

} 

MBMSSessionStopResponseExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

__ *************************************** 

-- MBMS UE LINKING PROCEDURE 

__ ************************************************************** 

************************************************************** 

- - MBMS UE Linking Request 

************************************************************** 

MBMSUELinkingRequest : : = SEQUENCE { 

protocolIEs ProtocolIE-Container { { MBMSUELinkingRequestlEs } }, 

protocolExtensions ProtocolExtensionContainer { { MBMSUELinkingRequestExtensions } } OPTIONAL, 

} 

MBMSUELinkingRequestlEs RANAP- PROTOCOL- IES ::= { 

{ ID id- JoinedMBMSBearerServicesList CRITICALITY reject TYPE JoinedMBMSBearerService- IEs PRESENCE optional } 

{ ID id-Lef tMBMSBearerServicesList CRITICALITY reject TYPE Lef tMBMSBearerService- IEs PRESENCE optional }, 

} 

Lef tMBMSBearerService- IEs :: = SEQUENCE (SIZE (1.. maxnoof MulticastServicesPerUE) ) OF 
SEQUENCE { 

tMGI TMGI , 

iE-Extensions ProtocolExtensionContainer { { Lef tMBMSBearerService-ExtlEs } } OPTIONAL, 

} 

LeftMBMSBearerService-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

MBMSUELinkingRequestExtensions RANAP-PROTOCOL-EXTENSION ::= { 
} 
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__ ************************************************************** 

- - MBMS UE Linking Response 

__ ************************************************************** 

MBMSUELinkingResponse : : = SEQUENCE { 

protocolIEs ProtocolIE-Container { { MBMSUELinkingResponselEs } }, 

protocolExtensions ProtocolExtensionContainer { { MBMSUELinkingResponseExtensions } } OPTIONAL, 

} 

MBMSUELinkingResponselEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-Unsuccessf ulLinkingList CRITICALITY ignore TYPE Unsuccessf ulLinking-IEs PRESENCE optional } 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional } , 

} 

Unsuccessf ulLinking- IEs ::= SEQUENCE (SIZE (1.. maxnoof MulticastServicesPerUE) ) OF 
SEQUENCE { 

tMGI TMGI, 
cause Cause, 

iE-Extensions ProtocolExtensionContainer { {Unsuccessf ulLinking-ExtlEs } } OPTIONAL, 

} 

Unsuccessf ulLinking-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

MBMSUELinkingResponseExtensions RANAP- PROTOCOL -EXTENSION ::= { 
} 

__ ************************************************************** 
-- MBMS REGISTRATION PROCEDURE 

__ ************************************************************** 
__ ************************************************************** 
-- MBMS Registration Request 

__ ************************************************************** 

MBMSRegistrationRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { MBMSRegistrationRequestlEs } }, 

protocolExtensions ProtocolExtensionContainer { { MBMSRegistrationRequestExtensions } } OPTIONAL, 

} 

MBMSRegistrationRequestlEs RANAP- PROTOCOL- IES ::= { 

{ ID id-MBMSRegistrationRequestType CRITICALITY reject TYPE MBMSRegistrationRequestType PRESENCE mandatory } | 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 



320 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



{ 


ID id- 


-TMGI 


{ 


ID id- 


-IPMulticastAddress 




- This 


IE shall be present 


{ 


ID id- 


-APN 




- This 


IE shall be present 


{ 


ID id- 


-GlobalRNC-ID 



CRITICALITY reject TYPE TMGI 

CRITICALITY reject TYPE IPMulticastAddress 
the MBMS Registration Request Type IE is set to "r 

CRITICALITY reject TYPE APN 
the MBMS Registration Request Type IE is set to "r 
CRITICALITY reject TYPE GlobalRNC-ID 

} 

MBMSRegistrationRequestExtensions RANAP- PROTOCOL -EXTENSION ::= { 
-- Extension for Release 7 to indicate extended RNC-ID -- 

{ ID id-ExtendedRNC-ID CRITICALITY reject EXTENSION ExtendedRNC- ID 

} 

__ ************************************************************** 



MBMS Registration Response 



************************************************************** 



MBMSRegistrationResponse 
protocolIEs 
protocolExt ens ions 



} 



= SEQUENCE { 
Protocol IE -Container 
ProtocolExt ens ionContainer 



PRESENCE mandatory } | 
PRESENCE conditional 

} I 

PRESENCE conditional 

} I 

PRESENCE optional } , 



PRESENCE optional 



MBMSRegistrationResponselEs } }, 
MBMSRegistrationResponseExtensions } } 



OPTIONAL, 



MBMSRegistrationResponselEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-TMGI CRITICALITY ignore TYPE TMGI 

{ ID id-GlobalCN-ID CRITICALITY ignore TYPE GlobalCN-ID 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics 

} 

MBMSRegistrationResponseExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

__ ************************************************************** 



PRESENCE optional 
PRESENCE optional 
PRESENCE optional 



MBMS Registration Failure 



************************************************************** 



MBMSRegistrationFailure 
protocolIEs 
protocolExt ens ions 



} 



:= SEQUENCE { 

Protocol IE -Container 



{ { MBMSRegistrationFailurelEs } }, 



ProtocolExtensionContainer { { MBMSRegistrationFailureExtensions } } OPTIONAL, 



MBMSRegistrationFailurelEs RANAP- PROTOCOL- IES 
{ ID id-TMGI 
{ ID id-GlobalCN-ID 
{ ID id-Cause 



CRITICALITY ignore TYPE TMGI 
CRITICALITY ignore TYPE GlobalCN-ID 
CRITICALITY ignore TYPE Cause 



PRESENCE optional 
PRESENCE optional 
PRESENCE mandatory 
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PRESENCE optional } , 



MBMSRegistrationFailureExtensions RANAP- PROTOCOL -EXTENSION ::= { 
} 

__ ************************************************************** 



MBMS CN DE- REG I STRATI ON PROCEDURE 



************************************************************** 
************************************************************** 



MBMS CN De-Registration Request 



************************************************************** 



MBMSCNDe-RegistrationRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { MBMSCNDe-RegistrationRequestlEs } }, 

protocolExtensions ProtocolExtensionContainer { { MBMSCNDe-RegistrationRequestExtensions} } 

} 



OPTIONAL, 



MBMSCNDe-RegistrationRequestlEs RANAP- PROTOCOL- IES ::= { 

{ ID id-TMGI CRITICALITY reject TYPE TMGI 

{ ID id-GlobalCN-ID CRITICALITY reject TYPE GlobalCN-ID 

} 

MBMSCNDe-RegistrationRequestExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

__ ************************************************************** 



PRESENCE mandatory } | 
PRESENCE optional } , 



MBMS CN De-Registration Response 



************************************************************** 



MBMSCNDe-RegistrationResponse ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { MBMSCNDe-RegistrationResponselEs } }, 

protocolExtensions ProtocolExtensionContainer { { MBMSCNDe-RegistrationResponseExtensions } } OPTIONAL, 

} 



MBMSCNDe-RegistrationResponselEs RANAP- PROTOCOL- IES ::= { 

{ ID id-TMGI CRITICALITY ignore TYPE TMGI 

{ ID id-GlobalRNC-ID CRITICALITY ignore TYPE GlobalRNC-ID 

{ ID id-Cause CRITICALITY ignore TYPE Cause 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics 



PRESENCE mandatory } 

PRESENCE mandatory } 

PRESENCE optional } 

PRESENCE optional } 
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} 

MBMSCNDe-RegistrationResponseExtensions RANAP -PROTOCOL -EXTENSION ::= { 
-- Extension for Release 7 to indicate extended RNC-ID -- 

{ ID id-ExtendedRNC-ID CRITICAL I TY reject EXTENSION ExtendedRNC- ID PRESENCE optional}, 

} 

__ ************************************************************** 
-- MBMS RAB ESTABLISHMENT INDICATION PROCEDURE 

__ ************************************************************** 
__ ************************************************************** 
-- MBMS RAB Establishment Indication 

__ ************************************************************** 

MBMSRABEstablishmentlndication ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { MBMSRABEstablishmentlndicationlEs } }, 

protocolExtensions ProtocolExtensionContainer { { MBMSRABEstablishmentlndicationExtensions } } OPTIONAL, 

} 

MBMSRABEstablishmentlndicationlEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-TransportLayerlnf ormation CRITICALITY ignore TYPE TransportLayerlnf ormation PRESENCE mandatory } , 

} 

MBMSRABEstablishmentlndicationExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

****************************************** 

-- MBMS RAB RELEASE PROCEDURE 

************************************************************** 

************************************************************** 

-- MBMS RAB Release Request 

************************************************************** 

MBMSRABReleaseRequest : : = SEQUENCE { 

protocolIEs ProtocolIE-Container { {MBMSRABReleaseRequestlEs } }, 

protocolExtensions ProtocolExtensionContainer { {MBMSRABReleaseRequestExtensions } } OPTIONAL, 

} 

MBMSRABReleaseRequestlEs RANAP- PROTOCOL- I ES ::= { 
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{ ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE mandatory }, 

} 

MBMSRABReleaseRequestExtensions RANAP- PROTOCOL -EXTENSION ::= { 
} 

__ ************************************************************** 
-- MBMS RAB Release 

__ ************************************************************** 

MBMSRABRe lease : : = SEQUENCE { 

protocolIEs ProtocolIE-Container { {MBMSRABReleaselEs } }, 

protocolExtensions ProtocolExtensionContainer { {MBMSRABReleaseExtensions } } OPTIONAL, 

} 

MBMSRABReleaselEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE mandatory } | 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

MBMSRABReleaseExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

****************************************** 

-- MBMS RAB Release Failure 

************************************************************** 

MBMSRABReleaseFailure ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { {MBMSRABReleaseFailurelEs } }, 

protocolExtensions ProtocolExtensionContainer { {MBMSRABReleaseFailureExtensions } } OPTIONAL, 

} 

MBMSRABReleaseFailurelEs RANAP -PROTOCOL- IES ::= { 

{ ID id-Cause CRITICALITY ignore TYPE Cause PRESENCE mandatory } | 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional }, 

} 

MBMSRABReleaseFailureExtensions RANAP -PROTOCOL -EXTENSION ::= { 
} 

************************************************************** 
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■- SRVCC PREPARATION ELEMENTARY PROCEDURE 

._ ************************************************************** 
._ ************************************************************** 
-- SRVCC CS Keys Request 



__ ************************************************************** 

SRVCC-CSKeysRequest ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { SRVCC-CSKeysRequest IEs } }, 

protocolExtensions ProtocolExtensionContainer { { SRVCC-CSKeysRequestExtensions } } OPTIONAL, 

} 

SRVCC-CSKeysRequestlEs RANAP- PROTOCOL- IES ::= { 
} 

SRVCC-CSKeysRequestExtensions RANAP- PROTOCOL -EXTENSION ::= { 
} 

****************************************** 

-- SRVCC CS Keys Response 

************************************************************** 

SRVCC-CSKeysResponse ::= SEQUENCE { 

protocolIEs ProtocolIE-Container { { SRVCC-CSKeysResponselEs } }, 

protocolExtensions ProtocolExtensionContainer { { SRVCC-CSKeysResponseExtensions } } OPTIONAL, 

} 

SRVCC-CSKeysResponselEs RANAP- PROTOCOL- IES ::= { 

{ ID id- IntegrityProtectionKey CRITICALITY reject TYPE IntegrityProtectionKey PRESENCE mandatory 

{ ID id-EncryptionKey CRITICALITY reject TYPE EncryptionKey PRESENCE mandatory 

{ ID id-SRVCC- Information CRITICALITY reject TYPE SRVCC- Information PRESENCE mandatory 

{ ID id-CriticalityDiagnostics CRITICALITY ignore TYPE CriticalityDiagnostics PRESENCE optional 



SRVCC -CSKeysResponseExt ens ions RANAP -PROTOCOL -EXTENSION 



END 
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9.3.4 



Information Element Definitions 



__ ************************************************************** 



-- Information Element Definitions 

__ ************************************************************** 
RANAP-IEs { 

itu-t (0) identif ied-organization (4) etsi (0) mobileDomain (0) 
umts-Access (20) modules (3) ranap (0) versionl (1) ranap-IEs (2) } 

DEFINITIONS AUTOMATIC TAGS :: = 

BEGIN 

IMPORTS 

maxNrOf CSGs , 
maxNrOf Errors , 
maxNrOf PDPDirections , 
maxNrOf Points , 
maxNrOf RABs , 
maxNrOf SRBs, 

maxNrOf SeparateTraf f icDirections , 

maxRAB-Subf lows , 

maxRAB - Subf lowCombinat ion , 

maxNrOf Levels , 

maxNrOf Alt Values , 

maxNrOfSNAs, 

maxNrOf LAs , 

maxNrOf PLMNsSN, 

maxSet , 

maxNrOf HSDSCHMACdFlows - 1 , 

maxNrOf UEsToBeTraced, 

maxNrOf Interfaces , 

maxnoof Multicast Services PerRNC, 

maxMBMSSA, 

maxMBMSRA, 

maxnoof MulticastServicesPerUE , 
maxNrOf EDCHMACdFlows - 1 , 
maxGANSSSet , 
maxNrOf EUTRAFreqs , 
maxNrOfCelllds, 
maxNrOf RACs , 
maxNrOf LAIs , 
maxNrOf Vol , 

id-CN-Domainlndicator , 
id-MessageStructure , 
id- SRB-TrCH -Mapping, 
id-TypeOf Error , 
id-hS-DSCH-MAC-d-Flow-ID, 
id- Signal linglndicat ion. 
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id-CellLoadlnf ormationGroup, 
id-TraceRecordingSessionlnf ormation, 
id-MBMSLinkinglnf ormation, 
id-AlternativeRABConf iguration, 
id-AlternativeRABConf igurationRequest , 
id-E-DCH-MAC-d-Flow-ID, 
id-RAC, 

id- Alt -RAB- Parameter -Ext endedGuaranteedBit rate Inf , 

id- Alt-RAB- Parameter- Ext endedMaxBit rat elnf , 

id- Ass -RAB- Parameter -Ext endedGuaranteedBit rat eLi st , 

id- As s -RAB -Parameter -Ext endedMaxBit rat eLi st , 

id- RAB- Parameter -Ext endedGuaranteedBit rat eLi st , 

id-RAB- Parameter- Ext endedMaxBit rat eLi st , 

id- Requested- RAB- Parameter -Ext endedMaxBit rat eLi st , 

id-Reques ted- RAB- Parameter -Ext endedGuaranteedBit rat eLi st , 

id-LAof IdleModeUEs, 

id-newLAListof IdleModeUEs , 

id-LAListwithNoIdleModeUEsAnyMore, 

i d - Ext endedRNC -ID, 

id-GANSS - Posit ioningDataSet, 

id-d-RNTI-f or-NoIuCSUP, 

id-UE -Hi story- Information, 

id- Subscriber Prof ilelDf orRFP, 

id- Alt -RAB- Parameter -Support edGuaranteedBit rat elnf , 

id-Al t -RAB -Parameter- Support edMaxBit rat elnf , 

id- Ass -RAB- Parameter -Support edGuaranteedBit rat eLi st , 

id- Ass -RAB- Parameter -Support edMaxBit rat eLi st , 

id-RAB- Parameter -Support edGuaranteedBit rat eLi st , 

id-RAB- Parameter -Support edMaxBit rat eLi st , 

id- Requested- RAB- Parameter -Support edMaxBit rat eLi st , 

id- Requested- RAB- Parameter -Support edGuaranteedBit rat eLi st , 

id-PSRABtobeReplaced, 

id-SRVCC- Inf ormation, 

id-CSG-Id, 

id- CSFB- Inf ormation, 

id- IRAT- Measurement -Configuration, 

id-Management -Based-MDT-Allowed 



FROM RANAP-Constants 

Criticality , 
ProcedureCode , 
ProtocolIE- ID, 
TriggeringMessage 
FROM RANAP-CommonDataTypes 

ProtocolExtensionContainer { } , 
RANAP - PROTOCOL - EXTENS ION 
FROM RANAP - Containers ; 

-- A 

AccuracyFulf ilmentlndicator ::= ENUMERATED { 
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requested- Accuracy-Fulfilled, 
request ed-Accuracy-Not -Fulfilled, 

} 

AllocationOrRetentionPriority ::= SEQUENCE { 
priorityLevel PriorityLevel , 

pre - empt ionCapabi 1 i ty Pre - empt ionCapabi 1 i ty , 

pre-emptionVulnerability Pre - empt ionVulnerability, 
queuingAllowed QueuingAllowed, 

iE-Extensions ProtocolExtensionContainer { {AllocationOrRetentionPriority-ExtlEs } } OPTIONAL, 

} 

AllocationOrRetentionPriority-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

Alt-RAB-Parameters ::= SEQUENCE { 

altMaxBitratelnf Alt-RAB-Parameter-MaxBitratelnf 
altGuaranteedBitRatelnf Alt -RAB- Parameter -GuaranteedBit rate Inf 

iE-Extensions ProtocolExtensionContainer { {Alt -RAB- Parameters -Ext IEs } } 

} 

Alt-RAB-Parameters-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 

-- Extension for Release 6 to indicate an alternative RAB configuration -- 

{ ID id-AlternativeRABConf iguration CRITICALITY ignore EXTENSION RAB -Parameters PRESENCE optional } | 

-- Extension for Release 7 to indicate an alternative list of Extended Guaranteed Bitrates -- 

{ ID id-Alt-RAB-Parameter-ExtendedGuaranteedBitratelnf CRITICALITY ignore EXTENSION Alt-RAB-Parameter-ExtendedGuaranteedBitratelnf PRESENCE 

optional } | 

-- Extension for Release 7 to indicate an alternative list of Extended Maximum Bitrates -- 

{ ID id-Alt-RAB-Parameter-ExtendedMaxBitratelnf CRITICALITY ignore EXTENSION Alt-RAB-Parameter-ExtendedMaxBitratelnf PRESENCE optional } | 

-- Extension for Release 8 to indicate an alternative list of Supported Maximum Bitrates -- 

{ ID id-Alt-RAB-Parameter-SupportedMaxBitratelnf CRITICALITY reject EXTENSION Alt -RAB -Parameter- Support edMaxBit rate Inf PRESENCE optional }| 

-- Extension for Release 8 to indicate an alternative list of Supported Guaranteed Bitrates -- 

{ ID id-Alt-RAB-Parameter-SupportedGuaranteedBitratelnf CRITICALITY reject EXTENSION Alt-RAB-Parameter-SupportedGuaranteedBitratelnf PRESENCE 

optional } , 

} 

Alt-RAB-Parameter-ExtendedGuaranteedBitratelnf ::= SEQUENCE { 

altExtendedGuaranteedBitrateType Al t -RAB- Parameter -GuaranteedBit rat eType , 

alt Ext endedGuaranteedBit rates Al t- RAB -Parameter- Ext endedGuaranteedBit rates OPTIONAL 

-- This IE shall be present if the Type of Extended Guaranteed Bit Rates Information IE is set to "Value range" or "Discrete values" --, 

} 

Alt-RAB-Parameter-ExtendedGuaranteedBitrates ::= SEQUENCE (SIZE ( 1 . . maxNrOf AltValues ) ) OF 
Al t -RAB -Parameter -Ext endedGuaranteedBit rat eLi st 

Alt-RAB-Parameter-ExtendedGuaranteedBitrateList ::= SEQUENCE (SIZE ( 1 . . maxNrOf SeparateTraf f icDirections ) ) OF ExtendedGuaranteedBitrate 

Alt-RAB-Parameter-GuaranteedBitratelnf ::= SEQUENCE { 



OPTIONAL, 
OPTIONAL, 
OPTIONAL, 
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altGuaranteedBitrateType Alt-RAB- Parameter -GuaranteedBit rat eType , 

altGuaranteedBitrates Alt-RAB-Parameter-GuaranteedBitrates OPTIONAL 

-- This IE shall be present if the Type of Guaranteed Bit Rates Information IE is set to "Value range" or "Discrete values" --, 

} 

Alt-RAB-Parameter-GuaranteedBitrateType ::= ENUMERATED{ 
unspecified, 
value -range , 
discrete-values , 

} 

Alt-RAB-Parameter-GuaranteedBitrates ::= SEQUENCE (SIZE ( 1 . . maxNrOf AltValues ) ) OF 
Alt -RAB- Parameter -GuaranteedBit rat eLi st 



Alt-RAB-Parameter-GuaranteedBitrateList ::= SEQUENCE (SIZE ( 1 . . maxNrOf SeparateTraf f icDirections ) ) OF GuaranteedBitrate 

Alt-RAB-Parameter-SupportedGuaranteedBitratelnf ::= SEQUENCE { 

alt Support edGuaranteedBit rat eType Alt-RAB- Parameter -GuaranteedBit rat eType , 

alt Support edGuaranteedBit rates Alt -RAB -Parameter -Support edGuaranteedBit rates OPTIONAL 

-- This IE shall be present if the Type of Supported Guaranteed Bit Rates Information IE is set to "Value range" or "Discrete values" --, 
iE-Extensions ProtocolExtensionContainer { { Alt -RAB- Parameter-SupportedGuaranteedBitratelnf -Ext IEs } } OPTIONAL, 

} 

Alt-RAB-Parameter-SupportedGuaranteedBitratelnf -ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
}" 

Alt-RAB-Parameter-SupportedGuaranteedBitrates ::= SEQUENCE (SIZE ( 1 .. maxNrOf AltValues ) ) OF 
Support edRAB-ParameterBit rat eLi st 



Alt-RAB-Parameter-ExtendedMaxBitratelnf ::= SEQUENCE { 

alt Ext endedMaxBit rat eType Al t - RAB - Parameter -MaxBit rat eType, 

alt Ext endedMaxBit rates Alt -RAB -Parameter -Ext endedMaxBit rates OPTIONAL 

-- This IE shall be present if the Type of Extended Alternative Maximum Bit Rates Information IE is set to "Value range" or "Discrete values" - 



} 

Alt-RAB-Parameter-ExtendedMaxBitrates :: = SEQUENCE (SIZE ( 1 .. maxNrOf AltValues ) ) OF 
Alt-RAB- Parameter -Ext endedMaxBit rat eLi st 

Alt-RAB-Parameter-ExtendedMaxBitrateList ::= SEQUENCE (SIZE ( 1 .. maxNrOf SeparateTraf f icDirections ) ) OF ExtendedMaxBitrate 

Alt-RAB-Parameter-MaxBitratelnf ::= SEQUENCE { 

altMaxBit rat eType Alt -RAB -Parameter -MaxBit rat eType, 

altMaxBitrates Alt-RAB-Parameter-MaxBitrates OPTIONAL 

-- This IE shall be present if the Type of Alternative Maximun Bit Rates Information IE is set to "Value range" or "Discrete values" --, 

} 
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Alt-RAB-Parameter-MaxBitrateType ::= ENUMERATED{ 
unspecified, 
value -range, 
discrete-values , 

} 

Alt-RAB-Parameter-MaxBitrates ::= SEQUENCE (SIZE ( 1 . . maxNrOf AltValues ) ) OF 
Alt-RAB-Parameter-MaxBitrateList 



Alt-RAB-Parameter-MaxBitrateList ::= SEQUENCE (SIZE ( 1 . . maxNrOf SeparateTraf f icDirections ) ) OF MaxBitrate 

Alt-RAB-Parameter-SupportedMaxBitratelnf ::= SEQUENCE { 

alt Support edMaxBit rat eType Alt-RAB-Parameter-MaxBitrateType, 

altSupportedMaxBitrates Alt -RAB- Parameter- SupportedMaxBitrates OPTIONAL 

-- This IE shall be present if the Type of Supported Alternative Maximun Bit Rates Information IE is set to "Value range" or "Discrete values" 
iE-Extensions ProtocolExtensionContainer { { Alt -RAB- Parameter-SupportedMaxBitratelnf -Ext IEs } } OPTIONAL, 

}" 

Alt-RAB-Parameter-SupportedMaxBitratelnf -ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
}" 



Alt-RAB-Parameter-SupportedMaxBitrates ::= SEQUENCE (SIZE ( 1 .. maxNrOf AltValues ) ) OF 
Support edRAB - ParameterBit rat eLi st 

AlternativeRABConf igurationRequest ::= ENUMERATED{ 
alternative -RAB -configuration-Requested, 

} 

APN ::= OCTET STRING (SIZE (1..255)) 
-- Reference: 23.003 

Arealdentity ::= CHOICE { 
sAI SAI, 

geographicalArea GeographicalArea , 



Ass-RAB-Parameters ::= SEQUENCE { 

assMaxBitratelnf Ass-RAB-Parameter-MaxBitrateList OPTIONAL, 

assGuaranteedBitRatelnf Ass-RAB-Parameter-GuaranteedBitrateList OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { {Ass -RAB- Parameters -ExtlEs } } OPTIONAL, 



Ass-RAB-Parameters-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
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-- Extension for Release 7 to indicate an extended assigned Guaranteed Bitrate -- 

{ ID id-Ass-RAB-Parameter-ExtendedGuaranteedBitrateList CRITICALITY reject EXTENSION Ass-RAB-Parameter-ExtendedGuaranteedBitrateList 

PRESENCE optional } | 
-- Extension for Release 7 to indicate an extended assigned Maximum Bitrate -- 

{ ID id-Ass-RAB-Parameter-ExtendedMaxBitrateList CRITICALITY reject EXTENSION Ass-RAB-Parameter-ExtendedMaxBitrateList PRESENCE 

optional } | 

-- Extension for Release 8 to indicate an supported assigned Maximum Bitrate -- 

{ ID id-Ass-RAB-Parameter-SupportedMaxBitrateList CRITICALITY ignore EXTENSION SupportedRAB-ParameterBitrateList PRESENCE optional } | 

-- Extension for Release 8 to indicate an supported assigned Guaranteed Bitrate -- 

{ ID id-Ass-RAB-Parameter-SupportedGuaranteedBitrateList CRITICALITY ignore EXTENSION SupportedRAB-ParameterBitrateList PRESENCE 

optional } , 

} 

Ass-RAB-Parameter-ExtendedGuaranteedBitrateList ::= SEQUENCE (SIZE ( 1 . . maxNrOf SeparateTraf f icDirections ) ) OF ExtendedGuaranteedBitrate 
Ass-RAB-Parameter-ExtendedMaxBitrateList ::= SEQUENCE (SIZE ( 1 .. maxNrOf SeparateTraf f icDirections ) ) OF ExtendedMaxBitrate 

Ass-RAB-Parameter-GuaranteedBitrateList SEQUENCE (SIZE ( 1 .. maxNrOf SeparateTraf f icDirections ) ) OF GuaranteedBitrate 

Ass-RAB-Parameter-MaxBitrateList ::= SEQUENCE (SIZE ( 1 .. maxNrOf SeparateTraf f icDirections ) ) OF MaxBitrate 

AuthorisedPLMNs ::= SEQUENCE (SIZE ( 1 . . maxNrOf PLMNsSN) ) OF 
SEQUENCE { 

pLMNidentity PLMNidentity , 

authorisedSNAsList AuthorisedSNAs OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { {AuthorisedPLMNs -Ext IEs } } OPTIONAL, 

} 

AuthorisedPLMNs-ExtlEs RANAP-PROTOCOL-EXTENSION ::= { 
} 

AuthorisedSNAs ::= SEQUENCE (SIZE ( 1 . . maxNrOf SNAs ) ) OF SNAC 



BindingID ::= OCTET STRING (SIZE (4)) 

BroadcastAssistanceDataDecipheringKeys ::= SEQUENCE 

cipheringKeyFlag BIT STRING (SIZE (1)), 

currentDecipheringKey BIT STRING (SIZE (56)), 

nextDecipheringKey BIT STRING (SIZE (56)), 



} 



Cause : := CHOICE { 
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radioNetwork CauseRadioNetwork, 

t ransmi s s ionNetwork CauseTransmi s s ionNetwork , 

nAS CauseNAS, 

protocol CauseProtocol , 

misc CauseMisc, 

non-Standard CauseNon-Standard, 

radioNetworkExtension CauseRadioNetworkExtension 

} 

CauseMisc ::= INTEGER { 

om- intervention (113), 

no-resource-available (114), 

unspecified-failure (115) , 

network-optimisation (116) 
} (113 . . 128) 

CauseNAS : : = INTEGER { 

user-restriction-start-indication (81) , 

user-restriction-end-indication (82) , 

normal-release (83), 

csg- subscript ion- expiry (84) 
} (81. .96) 

CauseProtocol ::= INTEGER { 

transfer-syntax-error (97), 
semantic-error (98), 

message-not-compatible-with-receiver-state (99) , 
abstract - syntax-error-re j ect (100) , 
abstract-syntax-error-ignore-and-notify (101) , 
abs t ract - synt ax -error -falsely- const ructed-mes sage (102 ) 
} (97 . . 112) 

CauseRadioNetwork : : = INTEGER { 
rab-pre-empted (1) , 
trelocoverall -expiry (2), 
trelocprep-expiry (3), 
treloccomplete-expiry (4), 
tqueing-expiry (5) , 
relocation-triggered (6), 
trellocalloc-expiry ( 7 ) , 

unable-to-establish-during-relocation (8) , 
unknown-target-rnc (9), 
relocation-cancelled (10) , 
successful-relocation (11) , 

requested- ciphering -and- or -integrity-protect ion- algorithms -not -supported (12 ) , 

conf lict -with- already- exist ing- integri ty- protect ion- and- or -ciphering -information ( 13 ) , 

failure-in-the-radio-interf ace-procedure (14) , 

release-due-to-utran-generated-reason (15) , 

user-inactivity (16), 

time-critical-relocation (17) , 

requested-traf f ic-class-not-available (18) , 

invalid-rab-parameters -value (19) , 

requested-maximum-bit-rate-not-available (20) , 
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requested-guaranteed-bit-rate-not-available (21) , 
requested-transf er-delay-not-achievable (22) , 
invalid-rab-parameters-combination (23) , 
condition-violation- for- sdu-parameters (24) , 
condition-violation- f or-traf f ic-handling-priority (25) , 
condition-violation-f or-guaranteed-bit-rate (26) , 
user-plane-versions-not-supported (27) , 
iu-up-f ailure (28), 

relocation-f ai lure- in- target -CN-RNC -or -target - system (29 ) , 
invalid-RAB-ID (30), 
no- remaining -rab (31) , 

interaction-with-other-procedure (32) , 

requested-maximum-bit-rate-f or-dl-not-available (33) , 
requested-maximum-bit-rate-f or-ul-not-available (34) , 
requested-guaranteed-bit-rate-f or-dl-not-available (35) , 
requested-guaranteed-bit-rate-for-ul-not-available (36) , 
repeated-integrity-checking-failure (37) , 
requested-request-type-not-supported (38) , 
request -superseded (39) , 

release- due -to-UE -generated- signal ling- connect ion- release (40) , 
resource-optimisation-relocation (41) , 
requested- inf ormation-not-available (42) , 
relocation-desirable-f or-radio-reasons (43) , 

relocation-not-supported-in-target-RNC-or-target-system (44) , 
directed-retry (45) , 
radio-connection-with-UE-Lost (46) , 
rNC-unable-to-establish-all-RFCs (47) , 
deciphering -keys - not -available_[4 8 ) , 
dedicated-assistance-data-not-available (49) , 
relocation-target-not-allowed (50) , 
location-reporting-congestion (51) , 
reduce-load-in-serving-cell (52) , 

no-radio-resources-available-in-target-cell (53) , 
gERAN-Iumode-f ailure (54) , 

access-restricted-due-to-shared-networks (55) , 

incoming -relocation -not - supported- due- to- PUESBINE- feature ( 56 ) , 
traffic -load- in -the -target -cell -higher -than -in -the -source -cell (57) , 
mBMS-no-multicast-service-f or-this-UE (58) , 
mBMS - unknown -UE- ID (59) , 

successful -MBMS- session- start -no- data -bearer -necessary (60), 
mBMS-superseded-due-to-NNSF (61) , 
mBMS-UE-linking-already-done (62) , 

mBMS -UE -de- linking- failure -no- exist ing-UE- linking ( 63 ) , 
tMGI -unknown (64) 
} (1..64) 

CauseRadioNetworkExtension ::= INTEGER { 

iP-multicast-address-and-APN-not-valid (257) , 

mBMS -de -regis t rat ion -re j ected-due- to- implicit -registration (2 58 ) , 
mBMS -request -superseded (259) , 

mBMS -de -registration- during- session -not -allowed (260) , 
mBMS-no-data-bearer-necessary (261) , 
periodicLocationlnf ormationNotAvailable (262 ) , 
gTP-Resources -Unavailable (263) , 
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tMGI-inUse-overlapping-MBMS-service-area (264 ) , 
mBMS-no-cell-in-MBMS-service-area (265) , 
no-Iu-CS-UP-relocation (266) , 

successf ul-MBMS- Session- Start- IP -Multicast -Bearer -established (267) , 
cS-f allback-triggered (268 ) , 
invalid-CSG-Id(269) 
} (257 . . 512) 

CauseNon-Standard ::= INTEGER (129.. 256) 
-- Cause value 256 shall not be used -- 

CauseTransmissionNetwork ::= INTEGER { 

signalling-transport-resource-failure (65) , 

iu- transport -connect ion- failed- to- establish (66 ) 
} (65 . .80) 

Cell-Access-Mode :: = ENUMERATED { 
hybrid. 



CellBased::= SEQUENCE { 

cellldList CellldList, 

iE- Ext ens ions ProtocolExtensionContainer 



CellBased-ExtlEs 



OPTIONAL, 



CellBased-ExtlEs RANAP- PROTOCOL -EXTENSION ::= 



CellldList : 
Cell-Id 



SEQUENCE (SIZE ( 1 .. maxNrOf Cell Ids ) ) OF 



Cell-Id ::= INTEGER ( .. 268435455 ) 

Cell-Capacity-Class-Value ::= INTEGER (1..100,...) 



CellLoadlnf ormation :: = SEQUENCE { 

cell -Capacity- Class -Value Cell -Capacity- Class -Value , 

loadValue LoadValue, 

rTLoadValue RTLoadValue 

nRTLoadlnf ormationValue NRTLoadlnf ormationValue 



OPTIONAL, 
OPTIONAL, 



iE- Ext ens ions 



ProtocolExtensionContainer { { CellLoadlnf ormation - 



CellLoadlnf ormation- Ext IEs RANAP -PROTOCOL -EXTENSION 



} 



CellLoadlnf ormationGroup ::= SEQUENCE 
sourceCelllD 

uplinkCellLoadlnf ormation 



SourceCelllD, 
CellLoadlnf ormation 



OPTIONAL, 



ETSI 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



} } OPTIONAL, 



3GPP TS 25.413 version 10.2.0 Release 10 



334 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



downlinkCellLoadlnf ormation CellLoadlnf ormation OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { CellLoadlnf ormationGroup-ExtlEs } } OPTIONAL, 

} 

CellLoadlnf ormationGroup-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

CellType ::= ENUMERATED{ 
macro, 
micro, 
pico, 
f emto, 

} 

ClientType ::= ENUMERATED { 
emergency-Services , 
value-Added-Services , 
pLMN-Operator-Services , 
lawful - Intercept -Services , 
pLMN- Operator -Broadcast -Services , 
pLMN-Operator-O-et-M, 
pLMN- Operator- Anonymous -Statistics , 
pLMN-Operat or -Target -MS - Service - Support , 

} 

CriticalityDiagnostics ::= SEQUENCE { 

procedureCode ProcedureCode OPTIONAL, 

triggeringMessage TriggeringMessage OPTIONAL, 

procedureCriticality Criticality OPTIONAL, 

iEsCriticalityDiagnostics CriticalityDiagnostics - IE -List OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { CriticalityDiagnostics -Ext IEs } } OPTIONAL, 



CriticalityDiagnostics-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 



CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE ( 1 .. maxNrOf Errors ) ) OF 
SEQUENCE { 

Criticality, 
Protocol IE- ID, 

RepetitionNumberO OPTIONAL, 

ProtocolExtensionContainer { { CriticalityDiagnostics - IE-List -Ext IEs } } OPTIONAL, 



iECriticality 
iE-ID 

repetitionNumber 
iE-Extensions 



} 



CriticalityDiagnostics-IE-List-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 

-- Extension for Release 99 to enable reporting the message structure down to the erroneous IE -- 

{ ID id-MessageStructure CRITICALITY ignore EXTENSION MessageStructure PRESENCE optional } | 
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-- Extension for Release 99 to enable reporting if a reported error is due to a not understood or a missing IE -- 
{ ID id- TypeOf Error CRITICALITY ignore EXTENSION TypeOf Error PRESENCE mandatory }, 

} 

MessageStructure ::= SEQUENCE 
SEQUENCE { 
iE-ID 

repetitionNumber 
iE- Ext ens ions 

} 

MessageStructure-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

CGI : : = SEQUENCE { 

pLMNidentity PLMNidentity , 

1AC LAC, 
cl CI, 

iE-Extensions ProtocolExtensionContainer { {CGI-ExtlEs} } OPTIONAL 

} 

CGI -Ext I Es RANAP -PROTOCOL -EXTENSION ::= { 

-- Extension for Release 6 to enable Inter-RAT PS Handover between UTRAN and GERAN A/Gb -- 
{ ID id-RAC CRITICALITY ignore EXTENSION RAC PRESENCE optional }, 

} 

ChosenEncryptionAlgorithm ::= EncryptionAlgorithm 

ChosenlntegrityProtectionAlgorithm : := IntegrityProtectionAlgorithm 

CI ::= OCTET STRING (SIZE (2)) 

Classmarklnf ormation2 ::= OCTET STRING 

Classmarklnf ormation3 ::= OCTET STRING 

CN-Domainlndicator : : = ENUMERATED { 
cs- domain, 
ps- domain 

} 

CN-ID ::= INTEGER (0..4095) 

Correlation- ID ::= OCTET STRING (SIZE (4)) 

CSFB-Inf ormation ::= ENUMERATED { 
csf b, 

csfb -high-priority, 

} 



(SIZE (1 . .maxNrOf Levels) ) OF 
Protocol IE- ID, 

RepetitionNumberl OPTIONAL, 

ProtocolExtensionContainer { {MessageStructure-ExtlEs } } OPTIONAL, 
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CSG-Id ::= BIT STRING (SIZE (27)) 

CSG-Id-List ::= SEQUENCE (SIZE ( 1 . . maxNrOf CSGs ) ) OF 
CSG-Id 

CSG-Membership- Status ::= ENUMERATED { 
member, 
non-member, 

} 

-- D 

DataPDUType : : = ENUMERATED { 

pDUtypeO, 
pDUtypel, 

}" 

DataVolumeRef erence ::= INTEGER (0..255) 

DataVolumeReportinglndication ::= ENUMERATED { 
do -report , 
do-not -report 

} 

DCH-ID ::= INTEGER (0..255) 

DeliveryOf ErroneousSDU ::= ENUMERATED { 
yes , 
no, 

no -error-detect ion- consideration 

} 

DeliveryOrder: := ENUMERATED { 
delivery- order -requested, 
delivery- order -not -requested 

} 

DeltaRAListof IdleModeUEs ::= SEQUENCE { 

newRAListof IdleModeUEs NewRAListof IdleModeUEs OPTIONAL, 

rAListwithNoIdleModeUEsAnyMore RAListwithNoIdleModeUEsAnyMore OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { {DeltaRAListof IdleModeUEs -Ext I 

} 

NewRAListof IdleModeUEs ::= SEQUENCE (SIZE ( 1 . . maxMBMSRA) ) OF 
RAC 

RAListwithNoIdleModeUEsAnyMore ::= SEQUENCE (SIZE ( 1 .. maxMBMSRA) ) OF 
RAC 

DeltaRAListof IdleModeUEs-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 

{ ID id-newLAListof IdleModeUEs CRITICALITY reject EXTENSION LAListof IdleModeUEs 
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-- This IE shall be present if the New RA List of Idle Mode UEs IE is included. -- 
{ ID id-LAListwithNoIdleModeUEsAnyMore CRITICALITY reject EXTENSION LAListof IdleModeUEs PRESENCE conditional }, 

-- This IE shall be presentif the RA List with No Idle Mode UEs Any More IE is included. -- 

} 

Forwardinglndication : : =ENUMERATED{ 
forwarding -admit ted, 

} 

DL-GTP-PDU-SequenceNumber ::= INTEGER (0.. 65535) 

DL-N-PDU-SequenceNumber ::= INTEGER (0.. 65535) 

D-RNTI ::= INTEGER (0.. 1048575) 

DRX-CycleLengthCoef f icient ::= INTEGER (6.. 9) 

DSCH-ID ::= INTEGER (0..255) 



E-DCH-MAC-d-Flow-ID 



::= INTEGER (0.. maxNrOf EDCHMACdFlows - 1 ) 



ENB-ID : : = CHOICE { 
macroENB- ID 
homeENB- ID 



BIT STRING (SIZE (20)), 
BIT STRING (SIZE (28) ) , 



Encrypt ionAlgorithm 
UEA2 (2) } (0 . . 15) 



::= INTEGER { no-encryption (0), standard-UMTS-encryption-algorith-UEAl (1), standard-UMTS-encryption-algorithm- 



Encryptionlnf ormation ::= SEQUENCE { 

permittedAlgorithms PermittedEncryptionAlgorithms , 

key EncryptionKey , 

iE-Extensions ProtocolExtensionContainer { { Encryptionlnf ormation-Ext IEs } } OPTIONAL 

} 

Encryptionlnf ormation- Ext IEs RANAP- PROTOCOL -EXTENSION ::= { 



EncryptionKey 

-- Reference: 33.102 



::= BIT STRING (SIZE (128)) 



Equipment sToBeTraced 
iMEIlist 
iMEISVlist 
iMEIgroup 
iMEISVgroup 



CHOICE { 

IMEIList, 
IMEISVList, 
I ME I Group, 
IMEISVGroup, 
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E-UTRAN-Service-Handover ::= ENUMERATED { 

handover - to - E - UTRAN- shal 1 - not - be -per formed , 

} 

Event : : = ENUMERATED { 

stop -change -of -service -area, 
direct , 

change - of -servicearea, 

stop-direct , 
periodic, 
stop-periodic 



} 



EventlF- Parameters 

measurementQuantity 
threshold 

} 

Event II - Parameters 
threshold 



:= SEQUENCE { 

MeasurementQuantity, 
INTEGER ( -120 . . 165) , 



: : = SEQUENCE { 

INTEGER(-120. . -25) , 



Ext endedGuaranteedBit rate 
-- Unit is bits per sec 

Ext endedMaxBit rate 

-- Unit is bits per sec 



ExtendedRNC-ID 
-- F 

FrameSequenceNumber 



::= INTEGER ( 16 01 . . 2 56 ) 



INTEGER (16000001. .256000000) 



::= INTEGER ( 4 96 . . 6 553 5 ) 



: := INTEGER (0. .15) 



FrequenceLayerConvergenceFlag : : = ENUMERATED { 
no-FLC-f lag, 



GANSS-PositioningDataSet ::= SEQUENCE (SIZE (1 . . maxGANSSSet ) ) OF GANSS-PositioningMethodAndUsage 

GANSS-PositioningMethodAndUsage ::= OCTET STRING (SIZE(l)) 

GeographicalArea ::= CHOICE { 

point GA- Point, 

pointWithUnCertainty GA- PointWithUnCertainty , 
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polygon 



GA- Polygon, 



} 



pointWithUncertaintyEllipse GA- PointWithUnCertaintyEllipse , 

pointWithAltitude GA- PointWithAltitude , 

pointWithAltitudeAndUncertaintyEllipsoid GA- PointWithAltitudeAndUncertaintyEllipsoid, 

ellipsoidArc GA-EllipsoidArc 



GeographicalCoordinates : : = SEQUENCE { 

latitudeSign ENUMERATED { north, south } , 

latitude INTEGER ( . . 83 8 86 07 ) , 

longitude INTEGER ( - 83 8 86 08 . . 83 8 86 07 ) , 

iE-Extensions ProtocolExtensionContainer { {GeographicalCoordinates -Ext IEs } } OPTIONAL, 

} 

GeographicalCoordinates-ExtlEs RANAP-PROTOCOL-EXTENSION ::= { 
} 

GA-AltitudeAndDirection ::= SEQUENCE { 

directionOf Altitude ENUMERATED {height, depth}, 

altitude INTEGER (0.. 32767), 

} 



GA-EllipsoidArc ::= SEQUENCE 
geographicalCoordinates 
innerRadius 
uncertaintyRadius 
of f setAngle 
includedAngle 
confidence 
iE-Extensions 



} 



GeographicalCoordinates , 



INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 



. 65535) , 
. 127) , 
. 179) , 
. 179) , 
. 127) , 



ProtocolExtensionContainer 



GA-EllipsoidArc -Ext IEs } 



OPTIONAL, 



GA-EllipsoidArc -Ext IEs RANAP-PROTOCOL-EXTENSION 
} 



GA- Point ::= SEQUENCE { 

geographicalCoordinates GeographicalCoordinates , 

iE-Extensions ProtocolExtensionContainer { {GA-Point-ExtIEs} } OPTIONAL, 

} 



GA- Point - Ext IEs RANAP - PROTOCOL - EXTENS ION 



GA-PointWithAltitude ::= SEQUENCE { 

geographicalCoordinates GeographicalCoordinates , 

altitudeAndDirection GA-AltitudeAndDirection, 
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iE-Extensions ProtocolExtensionContainer { { GA-PointWithAltitude-ExtlEs } } OPTIONAL, 

} 

GA-PointWithAltitude-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

GA-PointWithAltitudeAndUncertaintyEllipsoid ::= SEQUENCE { 
geographicalCoordinates GeographicalCoordinates , 

altitudeAndDirection GA-AltitudeAndDirection, 
uncertaintyEllipse GA-UncertaintyEllipse , 

uncertaintyAltitude INTEGER (0..127), 

confidence INTEGER (0..127), 

iE-Extensions ProtocolExtensionContainer { { GA- PointWithAltitudeAndUncertaintyEllipsoid-Ext IEs } } OPTIONAL, 

} 

GA-PointWithAltitudeAndUncertaintyEllipsoid-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

GA-PointWithUnCertainty ::=SEQUENCE { 

geographicalCoordinates GeographicalCoordinates , 

iE-Extensions ProtocolExtensionContainer { {GA-PointWithUnCertainty-ExtIEs} } OPTIONAL, 

uncertaintyCode INTEGER (0..12 7) 

} 

GA-PointWithUnCertainty-ExtIEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

GA-PointWithUnCertaintyEllipse ::= SEQUENCE { 

geographicalCoordinates GeographicalCoordinates , 

uncertaintyEllipse GA-UncertaintyEllipse , 

confidence INTEGER (0..127), 

iE-Extensions ProtocolExtensionContainer { { GA-PointWithUnCertaintyEllipse-ExtlEs } } OPTIONAL, 

} 

GA-PointWithUnCertaintyEllipse-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

GA-Polygon ::= SEQUENCE (SIZE ( 1 .. maxNrOf Points ) ) OF 
SEQUENCE { 

geographicalCoordinates GeographicalCoordinates , 

iE-Extensions ProtocolExtensionContainer { {GA- Polygon-Ext IEs } } OPTIONAL, 

} 

GA-Polygon-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 
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GA-UncertaintyEllipse ::= SEQUENCE 
uncertaintySemi -ma j or 
uncertaintySemi -minor 
orientationOf Maj orAxis 



INTEGER (0. .12 7) , 
INTEGER (0 . .12 7) , 
INTEGER (0 . . 179) 



The values 90.. 179 shall not be used. 



GERAN-BSC-Container ::= OCTET STRING 

-- GERAN BSC Container as defined in TS 48.008 



[11] 



GERAN- Cell - ID ::= SEQUENCE { 
1AI LAI , 

r AC RAC , 

cl CI, 

iE-Extensions ProtocolExtensionContainer { {GERAN- Cell - ID-ExtlEs } } OPTIONAL 

} 

GERAN-Cell-ID-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 



GERAN-Classmark ::= OCTET STRING 

-- GERAN Classmark as defined in TS 48.008 [11] -- 

GlobalCN-ID ::= SEQUENCE { 

pLMNidentity PLMNidentity , 

cN-ID CN-ID 

} 



GlobalRNC-ID ::= SEQUENCE { 

pLMNidentity PLMNidentity, 
rNC-ID RNC-ID 

} 

GTP-TEI ::= OCTET STRING (SIZE (4)) 

GuaranteedBitrate ::= INTEGER ( .. 16 000000 ) 

-- Unit is bits per sec 

-- H 

HS-DSCH-MAC-d-Flow-ID ::= INTEGER (0.. maxNrOf HSDSCHMACdFlows - 1 ) 

-- I 



IMEI ::= OCTET STRING (SIZE (8)) 

-- Reference: 23.003 

IMEIGroup : : = SEQUENCE { 

iMEI IMEI, 
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iMEIMask BIT STRING (SIZE (7)), 

iE-Extensions ProtocolExtensionContainer { { IMEIGroup-ExtlEs } } OPTIONAL 

} 

IMEIGroup-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

IMEIList ::= SEQUENCE (SIZE ( 1 . . maxNrOf UEsToBeTraced) ) OF IMEI 

IMEISV ::= OCTET STRING (SIZE (8)) 

-- Reference: 23.003 

IMEISVGroup ::= SEQUENCE { 

iMEISV IMEISV, 

iMEISVMask BIT STRING (SIZE (7)), 

iE-Extensions ProtocolExtensionContainer { { IMEISVGroup-ExtlEs } } OPTIONAL 

} 

IMEISVGroup-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

IMEISVList ::= SEQUENCE (SIZE ( 1 .. maxNrOf UEsToBeTraced) ) OF IMEISV 

ImmediateMDT : : = SEQUENCE { 

measurementsToActivate MeasurementsToActivate , 

mlreport MIReport OPTIONAL, 

-- Included in case of event -triggered reporting for measurement Ml 

m2report M2Report OPTIONAL, 

-- Included in case of event -triggered reporting for measurement M2 

} 

IMSI ::= TB CD-STRING (SIZE (3.. 8)) 

-- Reference: 23.003 

IncludeVelocity : : = ENUMERATED { 

requested 

} 

InformationExchangelD ::= INTEGER (0.. 1048575) 

Inf ormationExchangeType ::= ENUMERATED { 
transfer, 
request , 

} 

Inf ormationRequested ::= CHOICE { 

requestedMBMSIPMulticastAddressandAPNRequest RequestedMBMSIPMulticastAddressandAPNRequest , 

requestedMulticastServiceList RequestedMulticastServiceList , 

} 
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Inf ormationRequestType ::= CHOICE { 

mBMSIPMulticastAddressandAPNRequest MBMSIPMulticastAddressandAPNRequest , 

permanentNAS-UE- ID PermanentNAS-UE- ID, 

} 

Inf ormationTransf erID ::= INTEGER (0.. 1048575) 

Inf ormationTransf erType ::= CHOICE { 

rNCTracelnf ormation RNCTracelnf ormation, 

} 

IntegrityProtectionAlgorithm ::= INTEGER { 

standard-UMTS-integrity-algorithm-UIAl (0) , standard-UMTS-integrity-algorithm-UIA2 (1) , 

no-value (15) 
} (0..15) 

IntegrityProtectionlnf ormation ::= SEQUENCE { 

permittedAlgorithms PermittedlntegrityProtectionAlgorithms , 

key IntegrityProtectionKey , 

iE-Extensions ProtocolExtensionContainer { { IntegrityProtectionlnf ormation -Ext I Es } } OPTIONAL 

} 

IntegrityProtectionlnf ormation-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

IntegrityProtectionKey ::= BIT STRING (SIZE (128)) 

InterSystemlnf ormationTransf erType ::= CHOICE { 
rIM-Transfer RIM-Transf er , 

} 

InterSystemlnf ormation-TransparentContainer ::= SEQUENCE { 

downlinkCellLoadlnf ormation CellLoadlnf ormation OPTIONAL, 

uplinkCellLoadlnf ormation CellLoadlnf ormation OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { InterSystemlnf ormation-TransparentContainer-ExtlEs } } OPTIONAL, 

} 

InterSystemlnf ormation-TransparentContainer-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
}" 

IPMulticastAddress ::= OCTET STRING (SIZE (4.. 16)) 
-- Reference: 23.003 

IuSignallingConnectionldentif ier ::= BIT STRING (SIZE (24)) 
IuTransportAssociation ::= CHOICE { 
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gTP-TEI 
bindingID 



GTP-TEI, 
BindingID, 



J 
K 



KeyStatus : : = ENUMERATED { 
old, 
new. 



LA-LIST ::= SEQUENCE (SIZE ( 1 . . maxNrOf LAs ) ) OF 
SEQUENCE { 

1AC LAC, 
listOF-SNAs ListOF-SNAs, 

iE-Extensions ProtocolExtensionContainer { { LA-LIST-ExtlEs } } OPTIONAL, 

} 

LA-LIST-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

LAC ::= OCTET STRING (SIZE (2)) 

LAI : : = SEQUENCE { 

pLMNidentity PLMNidentity , 

1AC LAC, 

iE-Extensions ProtocolExtensionContainer { {LAI-ExtlEs} } OPTIONAL 

} 

LAI-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 



} 



LastKnownServiceArea : : = SEQUENCE { 

sAI SAI, 

ageOfSAI INTEGER (0.. 32767), 

iE-Extensions ProtocolExtensionContainer { { LastKnownServiceArea-Ext IEs } } OPTIONAL, 

} 

LastKnownServiceArea-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

LastVisitedUTRANCell-Item ::= SEQUENCE { 

uTRAN-CelllD UTRAN-CelllD, 
cellType CellType, 
time-UE-StayedlnCell Time-UE-StayedlnCell , 
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iE- Ext ens ions 



ProtocolExtensionContainer { { LastVisitedUTRANCell - Item-ExtlEs } } OPTIONAL, 



} 

LastVisitedUTRANCell-Item-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

ListOF-SNAs ::= SEQUENCE (SIZE ( 1 . . maxNrOf SNAs ) ) OF SNAC 

ListOf Interf acesToTrace ::= SEQUENCE (SIZE (1 . .maxNrOf Interfaces) ) OF Interf acesToTraceltem 



Interf acesToTraceltem 
interface 
iE- Ext ens ions 



:= SEQUENCE { 

ENUMERATED {iu-cs, iu-ps, iur, iub, uu, ...}, 

ProtocolExtensionContainer { { Interf acesToTraceltem-ExtlEs } } 



OPTIONAL, 



} 

InterfacesToTraceltem-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 



LoadValue 



: := INTEGER (0. .100) 



LocationRelatedDataRequestType ::= SEQUENCE { 

request edLocationRelatedDataType Request edLocationRelatedDataType , 

requestedGPSAssistanceData RequestedGPSAssistanceData OPTIONAL, 

-- This IE shall be present if the .Requested Location Related Data Type IE is set to "Dedicated Assistance Data for Assisted GPS' 1 
-- "Dedicated Assistance Data for Assisted GPS and GANSS " 



} 

LocationRelatedDataRequestTypeSpecif icToGERANIuMode ::= ENUMERATED { 
decipheringKeysEOTD, 

dedicatedMobileAssistedEOTDAssistanceData, 
dedicatedMobileBasedEOTDAssistanceData, 

} 



LocationReportingTransfer Information 
report ChangeOf SAI 
periodicReportinglndicator 
directReportinglndicator 
verticalAccuracyCode 
positioningPriorityChangeSAI 
positioningPriorityDirect 
clientTypePer iodic 
clientTypeDirect 
responseTime 
include Velocity 
periodicLocationlnf o 



; : = SEQUENCE { 

Report ChangeOf SAI OPTIONAL, 

PeriodicReportinglndicator OPTIONAL, 

DirectReportinglndicator OPTIONAL, 

VerticalAccuracyCode OPTIONAL, 

PositioningPriority OPTIONAL, 

PositioningPriority OPTIONAL, 

ClientType OPTIONAL, 

ClientType OPTIONAL, 

ResponseTime OPTIONAL, 

Include Velocity OPTIONAL, 

PeriodicLocationlnf o OPTIONAL, 



iE- Ext ens ions 



ProtocolExtensionContainer { { LocationReportingTransf erlnf ormation-ExtlEs } } 



OPTIONAL, 
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LocationReportingTransf er Information -Ext I Es RANAP- 
} 

ReportChangeOf SAI : : = ENUMERATED { 

requested, 

} 

PeriodicReportinglndicator : : = ENUMERATED { 

periodicSAI , 
periodicGeo, 

} 

DirectReportinglndicator : : = ENUMERATED { 

directSAI , 
directGeo, 

} 

L3- Information ::= OCTET STRING 

-- M 

MIReport ::= CHOICE { 

periodic MDT-Report -Parameters , 

eventlF EventlF-Parameters , 

} 

M2Report ::= CHOICE { 

periodic MDT-Report -Parameters , 

eventll Eventll - Parameters , 

} 

Management -Based-MDT-Allowed ::= ENUMERATED { 
allowed, ... } 

MaxBitrate ::= INTEGER (1 .. 16000000) 

-- Unit is bits per sec 

MaxSDU-Size ::= INTEGER (0.. 32768) 

-- MaxSDU-Size 
-- Unit is bit 

MBMS - PTP-RAB- ID ::= BIT STRING (SIZE (8)) 



MBMSBearerServiceType 
multicast , 
broadcast , 



= ENUMERATED { 
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= { 
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} 

MBMSCNDe-Registration ::= ENUMERATED { 
normalsessionstop, 
deregister , 

} 

MBMSCountinglnformation ::= ENUMERATED { 
counting, 
notcounting, 

} 

MBMSHCIndicator : : = ENUMERATED { 
uncompressed-header, 
compres sed- header , 

} 

MBMSIPMulticastAddressandAPNRequest ::= SEQUENCE (SIZE ( 1 . . maxnoof MulticastServicesPerRNC) ) OF 
TMGI 

MBMSLinkinglnformation ::= ENUMERATED { 
uE-has- joined-multicast- services, 

} 

MBMSRegistrationRequestType ::= ENUMERATED { 
register, 
deregister, 

} 

MBMSServiceArea : : = OCTET STRING 

MBMSSessionDuration ::= OCTET STRING (SIZE (3)) 



MBMSSessionldentity ::= OCTET STRING (SIZE (1)) 

MBMSSessionRepetitionNumber :: = OCTET STRING (SIZE (1)) 

MDT-Activation ::= ENUMERATED { immediateMDTonly , 

loggedMDTonly, 
immediateMDTandTrace , 
... } 

MDTAreaScope ::= CHOICE { 

cellbased CellBased, 
labased LABased, 
rabased RABased, 
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plmn-area-based PLMNAreaBased, 

} 

MDT-Conf iguration ::= SEQUENCE { 

mdtRecordingSessionRef erence 

mdtActivation 

mdtAreaScope 

mdtMode 
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TraceRecordingSessionRef erence , 
MDT- Activation, 
MDTAreaScope, 
MDTMode , 



lE- Ext ens ions 



ProtocolExtensionContainer 



MDT-Conf iguration-ExtlEs } 



OPTIONAL, 



MDT-Configuration-ExtlEs RANAP - PROTOCOL - EXTENS I ON 



MDTMode : : 

immediateMDT 
loggedMDT 

} 

MDT -Report - Parameters 
report Interval 
reportAmount 



} 



CHOICE { 

ImmediateMDT, 

LoggedMDT, 



SEQUENCE { 
Report Interval , 
ReportAmount , 



ENUMERATED 



MeasurementQuantity 
cpichEcNo, 
cpichRSCP, 
pathloss , 

} 

MeasurementsToActivate : : = BIT STRING (SIZE (8)) 
MSISDN ::= OCTET STRING (SIZE (1..9)) 
-- N 



NAS - PDU 

NAS - SequenceNumber 
-- Reference: 24.008 



: : = OCTET STRING 

::= BIT STRING (SIZE (2)) 



NAS-Synchronisationlndicator ::= BIT STRING (SIZE (4) 

NewBSS-To-OldBSS-Information ::= OCTET STRING 

NonSearchinglndication ::= ENUMERATED { 
non- searching. 
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searching 



NRTLoadlnf ormationValue 



INTEGER ( . . 3 ) 



NumberOf Iulnstances 



INTEGER (1. .2) 



NumberOf Steps ::= INTEGER (1..16) 

-- O 

Of f load-RAB-Parameters ::= SEQUENCE { 

access PointName Of f load- RAB- Parameter s-APN, 

chargingCharacteristics Of f load- RAB- Parameters -ChargingCharacteristics , 

iE-Extensions ProtocolExtensionContainer { { Of fload-RAB- Parameters -Ext IEs } } OPTIONAL, 

} 

Of f load-RAB-Parameters-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

Of f load-RAB-Parameters-APN ::= OCTET STRING (SIZE (1..255)) 

Of f load-RAB-Parameters-ChargingCharacteristics ::= OCTET STRING (SIZE (2)) 

OldBSS-ToNewBSS-Information ::= OCTET STRING 



OMC-ID 



OCTET STRING (SIZE (3.. 22)) 



-- Reference: GSM TS 12.20 [25] 
-- P 

PagingArealD ::= CHOICE { 
1AI LAI , 

rAI RAI , 

} 

PagingCause : : = ENUMERATED { 

t erminating- conversational -call , 
terminating- streaming- call , 
terminating- interact ive- call , 
terminating-background-call , 
terminating -low-priority- signalling, 

terminating -high-priority- signalling 



PDP-Typelnf ormation ::= SEQUENCE (SIZE ( 1 . . maxNrOf PDPDirections ) ) OF 
PDP-Type 

PDP-Type ::= ENUMERATED { 
empty. 
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ppp, 

osp-ihoss -- this value shall not be used -- , 
ipv4 , 
ipv6 , 

} 

PDP-Typelnf ormation-extension ::= SEQUENCE (SIZE ( 1 . . maxNrOf PDPDirections ) ) OF 
PDP-Type- extension 

PDP-Type-extension ::= ENUMERATED { 
ipv4 - and- ipv6 , 

} 

PDUTypel4FrameSequenceNumber ::= INTEGER ( .. 3 ) 

PeriodicLocationlnf o ::= SEQUENCE { 

report ingAmount INTEGER (1. .8639999, ...), 

reportinglnterval INTEGER (1.. 8639999, ...), 

iE-Extensions ProtocolExtensionContainer { { PeriodicLocationlnf o-ExtlEs } } OPTIONAL, 

} 

PeriodicLocationlnf o-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 



PermanentNAS-UE-ID ::= CHOICE { 
iMSI IMS I, 

} 

PermittedEncryptionAlgorithms ::= SEQUENCE (SIZE (1..16)) OF 
Encrypt ionAlgorithm 

PermittedlntegrityProtectionAlgorithms ::= SEQUENCE (SIZE (1..16)) OF 
IntegrityProtect ionAlgorithm 

LABased : : = SEQUENCE { 

laiList LAI -List , 

iE-Extensions ProtocolExtensionContainer { { LABased-ExtlEs } } OPTIONAL, 

} 

LABased- Ext IEs RANAP -PROTOCOL -EXTENSION ::= { 
} 



LAI -List ::= SEQUENCE (SIZE ( 1 . . maxNrOf LAI s ) ) OF 

LAI 
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LoggedMDT : : = SEQUENCE { 

logginglnterval Logginglnterval , 

loggingDuration LoggingDuration, 

iE-Extensions ProtocolExtensionContainer { { LoggedMDT-ExtlEs } } OPTIONAL, 

} 

LoggedMDT - Ext I E s RANAP- PROTOCOL -EXTENSION ::= { 
} 

Logginglnterval : : = ENUMERATED { 
sld28, 
s2d56, 
s5dl2, 
Sl0d24 , 
S20d48, 
s30d72, 
s40d96, 
s61d44, 

}" 

LoggingDuration ::= ENUMERATED { 
minlO , 
min2 0, 
min4 0, 
minG , 
min90 , 
minl2 0, 

...} 



PLMNAreaBased : : = SEQUENCE { 

plmnlD PLMNidentity, 

iE-Extensions ProtocolExtensionContainer { { PLMNAreaBased-ExtlEs } } OPTIONAL, 

} 

PLMNAreaBased-ExtlEs RANAP-PROTOCOL-EXTENSION ::= { 
} 

PLMNidentity ::= TB CD-STRING (SIZE (3)) 

PLMNs- in- shared-network ::= SEQUENCE (SIZE ( 1 . . maxNrOf PLMNsSN) ) OF 
SEQUENCE { 

PLMNidentity PLMNidentity, 
1A-LIST LA-LIST, 

iE-Extensions ProtocolExtensionContainer { { PLMNs - in- shared-network-Ext IEs } 

} 
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PLMNs-in-shared-network-ExtIEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

PositioningDataDiscriminator ::= BIT STRING (SIZE(4)) 

PositioningDataSet ::= SEQUENCE (SIZE (1 . .maxSet) ) OF PositioningMethodAndUsage 

PositioningMethodAndUsage ::= OCTET STRING (SIZE(l)) 

PositioningPriority ::= ENUMERATED { 
high- Priority, 
normal -Priority , 

}" 

PositionData ::= SEQUENCE { 

PositioningDataDiscriminator PositioningDataDiscriminator, 

positioningDataSet PositioningDataSet OPTIONAL, 

-- This IE shall be present if the PositioningDataDiscriminator IE is set to the value "0000" -- 

iE-Extensions ProtocolExtensionContainer { { PositionData-ExtlEs } } OPTIONAL, 

} 

PositionData-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 

{ ID id-GANSS- PositioningDataSet CRITICALITY ignore EXTENSION GANSS - PositioningDataSet PRESENCE optional }, 

} 

PositionDataSpecif icToGERANIuMode ::= OCTET STRING 

Pre-emptionCapability ::= ENUMERATED { 
shall -not -trigger-pre-empt ion, 
may- trigger -pre-empt ion 

} 

Pre-emptionVulnerability ::= ENUMERATED { 
not -pre - emptable , 
pre-emptable 

} 

PriorityLevel ::= INTEGER { spare (0), highest (1), lowest (14), no-priority (15) } (0..15) 

Priority-Class-Indicator ::= BIT STRING (SIZE (8)) 

ProvidedData ::= CHOICE { 

shared-network -information Shared-Network- Information, 

} 

P-TMSI ::= OCTET STRING (SIZE (4)) 

-- Q 
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QueuingAllowed ::= ENUMERATED { 
queueing- not -allowed, 
queueing- allowed 

} 

-- R 

RAB-Asymmetrylndicator : : = ENUMERATED { 
symmetric-bidirectional , 
asymmetric -unidirectional -downlink, 
asymmetric -unidirectional -uplink, 
asymmetric-bidirectional , 

} 

RABased : : = SEQUENCE { 

racList RAC-List, 

iE-Extensions ProtocolExtensionContainer { {RABased-ExtlEs } } OPTIONAL, 

} 

RABased- Ext I Es RANAP-PROTOCOL-EXTENSION ::= { 
} 

RAC-List ::= SEQUENCE (SIZE ( 1 . . maxNrOf RACs ) ) OF 

RAC 

RABDataVolumeReport ::= SEQUENCE (SIZE ( 1 . . maxNrOf Vol ) ) OF 
SEQUENCE { 

dl-Unsuccessf ullyTransmittedDataVolume Unsuccessf ullyTransmittedDataVolume , 
dataVolumeRef erence DataVolumeRef erence OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { {RABDataVolumeReport -Ext IEs } } OPTIONAL, 

} 

RABDataVolumeReport -Ext IEs RANAP-PROTOCOL-EXTENSION ::= { 
} 

RAB-ID ::= BIT STRING (SIZE (8)) 

RAB-Parameter-ExtendedGuaranteedBitrateList ::= SEQUENCE (SIZE ( 1 . . maxNrOf SeparateTraf f icDirections ) ) OF ExtendedGuaranteedBitrate 
RAB-Parameter-ExtendedMaxBitrateList ::= SEQUENCE (SIZE ( 1 .. maxNrOf SeparateTraf f icDirections ) ) OF ExtendedMaxBitrate 



RAB-Parameter-GuaranteedBitrateList ::= SEQUENCE (SIZE ( 1 .. maxNrOf SeparateTraf f icDirections ) ) OF GuaranteedBitrate 
--This IE shall be ignored if Supported Guaranteed Bit rate is present- - 

RAB-Parameter-MaxBitrateList ::= SEQUENCE (SIZE (1 . .maxNrOf SeparateTraf f icDirections) ) OF MaxBitrate 

--This IE shall be ignored if Supported Maximum Bit rate is present- - 

RAB-Parameters ::= SEQUENCE { 

trafficClass Traf f icClass , 
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rAB-Asymmetrylndicator 



RAB-Asymmetrylndicator, 



maxBitrate 
guaranteedBitRate 



RAB-Parameter-MaxBitrateList , 

RAB-Parameter-GuaranteedBitrateList OPTIONAL 



This IE shall be present the traffic class IE is set to "Conversational" or "Streaming" 



deliveryOrder 
maxSDU-Size 
sDU- Parameters 
trans f erDelay 



DeliveryOrder, 
MaxSDU-Size, 

SDU- Parameters , 
Transf erDelay OPTIONAL 
-- This IE shall be present the traffic class IE is set to 
traf f icHandlingPriority Traf f icHandlingPriority OPTIONAL 

-- This IE shall be present the traffic class IE is set to "Interactive" -- 
allocationOrRetentionPriority AllocationOrRetentionPriority OPTIONAL, 
sourceStatisticsDescriptor SourceStatisticsDescriptor OPTIONAL 
-- This IE shall be present the traffic class IE is set to "Conversational" 
relocationRequirement RelocationRequirement OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { {RAB- Parameters-Ext IEs } } OPTIONAL, 



"Conversational" or "Streaming" 



or "Streaming" 



} 



RAB-Parameters-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 

-- Extension for Release 5 to enable indication that Interactive User Plane data is of a signalling nature -- 

{ ID id-Signallinglndication CRITICALITY ignore EXTENSION Signallinglndication PRESENCE optional } | 

-- Extension for Release 7 to indicate an Extended Guaranteed Bitrate -- 



{ ID id-RAB-Parameter-ExtendedGuaranteedBitrateList CRITICALITY reject 
optional } | 

-- Extension for Release 7 to indicate an Extended Maximum Bitrate -- 
{ ID id-RAB-Parameter-ExtendedMaxBitrateList CRITICALITY reject 
-- Extension for Release 8 to indicate an Supported Maximum Bitrate -- 
{ ID id-RAB-Parameter-SupportedMaxBitrateList CRITICALITY reject 
-- Extension for Release 8 to indicate an Supported Guaranteed Bitrate -- 
{ ID id-RAB-Parameter-SupportedGuaranteedBitrateList CRITICALITY reject 

} 



EXTENSION RAB -Parameter- Ext endedGuaranteedBit rat eLi st 



EXTENSION RAB - Parameter- Ext endedMaxBit rat eLi st 



PRESENCE 



PRESENCE optional } | 
EXTENSION SupportedRAB-ParameterBitrateList PRESENCE optional } 

EXTENSION SupportedRAB-ParameterBitrateList PRESENCE optional }, 



RABParametersList ::= SEQUENCE (SIZE (1.. maxNrOf RABs ) ) OF SEQUENCE { 
rab-Id RAB-ID, 
cn-domain CN-Domainlndicator , 

rabDataVolumeReport RABDataVolumeReport OPTIONAL, 

uplnf ormation UPInf ormation OPTIONAL, 

iE-Extensions ProtocolExtensionContainer 



RABParametersList-ExtlEs } } 



OPTIONAL, 



} 



RABParametersList -Ext IEs RANAP -PROTOCOL -EXTENSION 



RAB-Subf lowCombinationBitRate ::= INTEGER ( .. 16 000000 ) 

RAB-TrCH-Mapping ::= SEQUENCE ( SIZE ( 1 . . maxNrOf RABs ) ) OF 
RAB - Tr CH - Mapp ing 1 1 em 

RAB-TrCH-Mappingltem ::= SEQUENCE { 
rAB-ID RAB-ID, 
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trCH-ID-List TrCH-ID-List, 

iE-Extensions ProtocolExtensionContainer { { RAB-TrCH-Mappingltem-ExtlEs } } OPTIONAL, 



} 



RAB-TrCH-Mappingltem-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 

-- Extension for Release 99 to enable transfer of RAB Subflow mapping onto Iur transport channel Ids for a given indicated domain 
{ ID id-CN-Domainlndicator CRITICALITY ignore EXTENSION CN-Domainlndicator PRESENCE optional}, 

} 

RAC ::= OCTET STRING (SIZE (1)) 

RAI : : = SEQUENCE { 

1AI LAI , 

rAC RAC, 

iE-Extensions ProtocolExtensionContainer { {RAI-ExtlEs} } OPTIONAL, 

} 

RAI-ExtlEs RANAP-PROTOCOL-EXTENSION ::= { 
} 

RAListof IdleModeUEs ::= CHOICE { 

notEmptyRAListof IdleModeUEs NotEmptyRAListof IdleModeUEs , 

emptyFullRAListof IdleModeUEs ENUMERATED { emptylist , f ulllist , . . . }, 

} 

NotEmptyRAListof IdleModeUEs ::= SEQUENCE { 

rAof IdleModeUEs RAof IdleModeUEs , 

iE-Extensions ProtocolExtensionContainer { {NotEmptyRAListof IdleModeUEs -ExtlEs } } OPTIONAL 

} 

RAof IdleModeUEs ::= SEQUENCE (SIZE (1 . .maxMBMSRA) ) OF 
RAC 

NotEmptyRAListof IdleModeUEs-ExtlEs RANAP-PROTOCOL-EXTENSION ::= { 

{ ID id-LAof IdleModeUEs CRITICALITY reject EXTENSION LAListof IdleModeUEs PRESENCE conditional }, 

-- This IE shall be present if the RA of Idle Mode UEs IE is included. -- 

} 

LAListof IdleModeUEs ::= SEQUENCE (SIZE ( 1 .. maxMBMSRA) ) OF 
LAI 

RAT -Type ::= ENUMERATED { 
utran, 
geran, 

} 

RateControlAllowed ::= ENUMERATED { 
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not-allowed, 
allowed 

} 

RedirectAttemptFlag : : = NULL 

RedirectionCompleted ::= ENUMERATED { 
redirect ion -completed, 

} 

RejectCauseValue ::= ENUMERATED { 
pLMN-Not -Allowed, 
location -Area -Not -Allowed, 

roaming -Not -Allowed- In -This -Location -Area, 
no -Suit able -Cell - In -Location -Area, 
gPRS- Services -Not -Allowed- In-This-PLMN, 
cS- PS -coordination -required, 

} 

RelocationRequirement ::= ENUMERATED { 
lossless , 
none , 

realtime 

} 

RelocationType ::= ENUMERATED { 
ue -not -involved, 
ue- involved, 

} 

RepetitionNumberO ::= INTEGER (0..255) 
RepetitionNumberl ::= INTEGER (1..256) 

ReportArea : : = ENUMERATED { 
service-area, 
geographical - area , 

} 

Report Interval ::= ENUMERATED { 

ms250, 
ms500, 
mslOOO, 
ms2000, 
ms3000, 
ms4000, 
ms6000. 
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msl2000, 
mslGOOO, 
ms20000, 
ms24000, 
ms32000, 
ms64000, 
... } 

ReportAmount ::= ENUMERATED { nl , n2 , n4 , n8, nl6, n32, n64, infinity, ... } 

RequestedGPSAssistanceData ::= OCTET STRING (SIZE (1 .. 38 )) 
-- gpsAssistanceData as defined in 24.080 -- 

RequestedGANSSAssistanceData ::= OCTET STRING (SIZE (1 .. 201 )) 

-- ganssAssistanceData as defined in 24.080 -- 

RequestedLocationRelatedDataType ::= ENUMERATED { 
decipher ingKeysUEBasedOTDOA, 
decipheringKeysAssistedGPS , 
dedicatedAssistanceDataUEBasedOTDOA, 
dedicatedAssistanceDataAssistedGPS, 

-- Release 7 extension elements -- 
decipheringKeysAssistedGANSS , 
dedicatedAssistanceDataAssistedGANSS , 
decipheringKeysAssistedGPSandGANSS, 
dedicatedAssistanceDataAssistedGPSandGANSS 

} 

RequestedMBMSIPMulticastAddressandAPNRequest ::= SEQUENCE (SIZE ( 1 . . maxnoof MulticastServicesPerRNC) ) OF 
MBMSIPMulticastAddressandAPNlist 

MBMSIPMulticastAddressandAPNlist ::= SEQUENCE { 
tMGI TMGI , 

iPMulticastAddress IPMulticastAddress , 

aPN APN, 

iE-Extensions ProtocolExtensionContainer { {MBMSIPMulticastAddressandAPNlist -Ext IEs } } OPTIONAL, 

} 

MBMSIPMulticastAddressandAPNlist-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

RequestedMulticastServiceList ::= SEQUENCE (SIZE (1.. maxnoof MulticastServicesPerUE) ) OF 
TMGI 

Requested-RAB-Parameter-Values ::= SEQUENCE { 

request edMaxBit rates Requested-RAB-Parameter-MaxBitrateList OPTIONAL, 

request edGuaranteedBit rates Requested-RAB-Parameter-GuaranteedBitrateList OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { Requested-RAB- Parameter-Values -Ext IEs } } OPTIONAL, 

} 
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Requested-RAB-Parameter-Values-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 

-- Extension for Release 6 to enable RNC to request the execution of an alternative RAB configuration -- 

{ ID id-AlternativeRABConf igurationRequest CRITICALITY ignore EXTENSION AlternativeRABConf igurationRequest PRESENCE optional } 

-- Extension for Release 7 to request an Extended Maximum Bitrate -- 

{ ID id-Requested-RAB-Parameter-ExtendedMaxBitrateList CRITICALITY reject EXTENSION Requested-RAB-Parameter-ExtendedMaxBitrateList 

PRESENCE optional } | 
-- Extension for Release 7 to request an Extended Guaranteed Bitrate -- 

{ ID id-Requested-RAB-Parameter-ExtendedGuaranteedBitrateList CRITICALITY reject EXTENSION Requested-RAB-Parameter- 

ExtendedGuaranteedBitrateList PRESENCE optional } | 

-- Extension for Release 8 to request an Supported Maximum Bitrate -- 

{ ID id-Requested-RAB-Parameter-SupportedMaxBitrateList CRITICALITY reject EXTENSION SupportedRAB-ParameterBitrateList PRESENCE optional 

}l 

-- Extension for Release 8 to request an Supported Guaranteed Bitrate -- 

{ ID id-Requested-RAB-Parameter-SupportedGuaranteedBitrateList CRITICALITY reject EXTENSION SupportedRAB-ParameterBitrateList PRESENCE 

optional } , 

} 

Requested-RAB-Parameter-ExtendedMaxBitrateList ::= SEQUENCE (SIZE ( 1 . . maxNrOf SeparateTraf f icDirections ) ) OF ExtendedMaxBitrate 

Requested-RAB-Parameter-ExtendedGuaranteedBitrateList ::= SEQUENCE (SIZE ( 1 .. maxNrOf SeparateTraf f icDirections ) ) OF ExtendedGuaranteedBitrate 
Requested-RAB-Parameter-MaxBitrateList ::= SEQUENCE (SIZE ( 1 .. maxNrOf SeparateTraf f icDirections ) ) OF MaxBitrate 

Requested-RAB-Parameter-GuaranteedBitrateList ::= SEQUENCE (SIZE ( 1 .. maxNrOf SeparateTraf f icDirections ) ) OF GuaranteedBitrate 



RequestType 
event 

reportArea 
accuracyCode 



SEQUENCE 



Event , 
ReportArea, 
INTEGER (0 . .12 7) 



OPTIONAL, 



ResidualBitErrorRatio 
mantissa 
exponent 
iE- Ext ens ions 

} 



:= SEQUENCE { 
INTEGER ( 1 . . 9 ) , 
INTEGER ( 1 . . 8 ) , 

ProtocolExtensionContainer { {ResidualBitErrorRatio-ExtlEs } } OPTIONAL 



-- ResidualBitErrorRatio = mantissa * 10 -exponent 
ResidualBitErrorRatio-ExtlEs RANAP -PROTOCOL -EXTENSION 



} 

ResponseTime : : 

lowdelay , 
delaytolerant , 

}" 

RIMInf ormation 
RIM-Transf er 



ENUMERATED { 



OCTET STRING 



SEQUENCE 
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rIMInf ormation 
r I MRout ingAddr e s s 
iE- Ext ens ions 



RIMInf ormation, 
RIMRoutingAddress OPTIONAL, 
ProtocolExtensionContainer { {RIM-Transf er-ExtlEs } } OPTIONAL 



RIM- Transfer- Ext IEs RANAP- PROTOCOL -EXTENSION 



} 



R I MRout ingAddr e s s 
targetRNC-ID 
gERAN-Cell - ID 



CHOICE 



TargetRNC-ID, 
GERAN-Cell - ID, 



targeteNB- ID 



TargetENB- ID 



RNC-ID ::= INTEGER (0..4095) 

-- RNC-ID ::= BIT STRING (SIZE (12)) 

-- Harmonized with RNSAP and NBAP definitions 



RNCTracelnf ormation = SEQUENCE { 

traceRef erence TraceRef erence , 

traceActivationlndicator ENUMERATED { activated, deactivated} , 

equipment sToBeTraced Equipment sToBeTraced 

-- This IE shall be present if the Trace Activation Indicator IE is set to "Activated". 
iE-Extensions ProtocolExtensionContainer { { RNCTracelnf ormation -Ext IEs } } 

} 

RNCTracelnf ormation -Ext IEs RANAP -PROTOCOL -EXTENSION ::= { 



OPTIONAL, 
OPTIONAL 



} 



RNSAPRelocationParameters 
rabParmetersList 
locationReporting 
trace Information 
sourceSAI 
iE-Extensions 



: : = SEQUENCE { 

RABParametersList OPTIONAL, 

LocationReportingTransfer Information OPTIONAL, 

Tracelnf ormation OPTIONAL, 

SAI OPTIONAL, 



ProtocolExtensionContainer 



RNSAPRelocationParameters-ExtlEs } } 



OPTIONAL, 



} 



RNSAPRelocationParameters -Ext IEs RANAP -PROTOCOL -EXTENSION 



RRC-Container 



OCTET STRING 



RTLoadValue ::= INTEGER (0..100) 
-- S 

SAC ::= OCTET STRING (SIZE (2)) 
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SAI : : = SEQUENCE { 

pLMNidentity PLMNidentity , 

1AC LAC, 
SAC SAC, 

iE-Extensions ProtocolExtensionContainer { {SAI-ExtlEs} } OPTIONAL 

} 

SAI-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

SAP I ::= ENUMERATED { 
sapi-0, 
sapi-3 , 

} 



SessionUpdatelD ::= INTEGER (0.. 1048575) 

Shared-Network- Information ::= SEQUENCE { 

pLMNs - in- shared-network PLMNs - in- shared-network , 

iE-Extensions ProtocolExtensionContainer { { Shared-Network- Inf ormation-Ext IEs } } OPTIONAL, 

} 

Shared-Network-Information-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

Signallinglndication ::= ENUMERATED { 
signalling, 

} 

SDU-ErrorRatio ::= SEQUENCE { 

mantissa INTEGER (1..9), 

exponent INTEGER (1..6), 

iE-Extensions ProtocolExtensionContainer { { SDU-ErrorRatio- Ext IEs } } OPTIONAL 

} 

-- SDU-ErrorRatio = mantissa * 10^-exponent 
SDU-ErrorRatio-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

SDU-Formatlnf ormationParameters ::= SEQUENCE (SIZE (1 . .maxRAB-Subf lowCombination) ) OF 
SEQUENCE { 

subf lowSDU-Size Subf lowSDU-Size OPTIONAL, 

rAB-Subf lowCombinationBitRate RAB-Subf lowCombinationBitRate OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { SDU- Format Inf ormationParameters -Ext IEs } } OPTIONAL, 

} 

SDU-Formatlnf ormationParameters-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
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} 

SDU- Parameters ::= SEQUENCE (SIZE (1 . .maxRAB-Subf lows) ) OF 
SEQUENCE { 

sDU-ErrorRatio SDU-ErrorRatio OPTIONAL 

-- This IE shall be present if the Delivery Of Erroneous SDU IE is set to "Yes" or "No" --, 
residualBitErrorRatio ResidualBitErrorRatio, 
deliveryOf ErroneousSDU DeliveryOf ErroneousSDU, 

sDU- Format Inf ormationParameters SDU- Format Inf ormationParameters OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { SDU- Parameters- Ext IEs } } OPTIONAL, 

} 

SDU-Parameters-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

SNA-Access -Information ::= SEQUENCE { 

authorisedPLMNs AuthorisedPLMNs , 

iE-Extensions ProtocolExtensionContainer { { SNA-Access - Inf ormation-Ext IEs } } OPTIONAL, 

} 

SNA-Access-Information-ExtlEs RANAP-PROTOCOL-EXTENSION ::= { 
} 

SNAC ::= INTEGER (0.. 65535) 

Service-Handover ::= ENUMERATED { 

handover - to - GSM - should- be - per formed , 
handover- to-GSM- should-not -be -performed, 
handover- to-GSM- shall -not -be -performed, 

} 

Source -ToTarget- Transparent Container ::= OCTET STRING 

-- This IE is a transparent container, the IE shall be encoded not as an OCTET STRING but according to the type specifications of the target 
system . 

-- Note: In the current version of this specification, this IE may either carry the Source RNC to 
-- Target RNC Transparent Container or the Source eNB to Target eNB Transparent Container IE as 
-- defined in TS 36.413 [49] 

SourceeNodeB-ToTargeteNodeB -Transparent Container ::= OCTET STRING 



SourceCelllD ::= CHOICE { 

sourceUTRANCelllD SourceUTRANCelllD, 
sourceGERANCelllD CGI, 

} 

SourceBSS-ToTargetBSS- Transparent Container ::= OCTET STRING 
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SourcelD ::= CHOICE { 

sourceRNC-ID SourceRNC- ID, 

sAI SAI , 



SourceRNC-ID ::= SEQUENCE { 

pLMNidentity PLMNidentity , 

rNC-ID RNC-ID, 

iE- Ext ens ions ProtocolExtensionContainer 

} 



SourceRNC- ID-ExtlEs 



OPTIONAL 



SourceRNC- ID-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
-- Extension for Release 7 to indicate extended RNC-ID -- 
{ ID id-ExtendedRNC-ID CRITICALITY reject 

} 



EXTENSION ExtendedRNC-ID 



PRESENCE optional } , 



SourceRNC-ToTargetRNC-TransparentContainer ::= SEQUENCE { 
rRC-Container RRC-Container , 

numberOf Iulnstances NumberOf Iulnstances , 

relocationType RelocationType , 

chosenlntegrityProtectionAlgorithm ChosenlntegrityProtectionAlgorithm 
integrityProtectionKey IntegrityProtectionKey OPTIONAL, 



} 



OPTIONAL, 



chosenEncryptionAlgorithForSignalling ChosenEncryptionAlgorithm 
cipheringKey EncryptionKey OPTIONAL, 

chosenEncryptionAlgorithForCS ChosenEncryptionAlgorithm 
chosenEncryptionAlgorithForPS ChosenEncryptionAlgorithm 
d-RNTI 



OPTIONAL, 



OPTIONAL, 
OPTIONAL, 



D-RNTI 



OPTIONAL 



This IE shall be present if the Relocation type IE is set to "UE not involved in relocation of SRNS" 



targetCellld 



TargetCellld 



OPTIONAL 



This IE shall be present if the Relocation type IE is set to "UE involved in relocation of SRNS" --, 

OPTIONAL, 

SourceRNC-ToTargetRNC-TransparentContainer-ExtlEs } } OPTIONAL, 



r AB - Tr CH - Mapp ing 
iE- Ext ens ions 



RAB - TrCH - Mapp ing 
ProtocolExtensionContainer 



SourceRNC-ToTargetRNC-TransparentContainer-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 

-- Extension for Release 99 to enable transfer of SRB mapping onto Iur transport channel Ids -- 

{ID id-SRB-TrCH-Mapping CRITICALITY reject EXTENSION SRB-TrCH-Mapping 

-- Extension for Release 5 to enable Inter RAN Load Information Exchange over Iu -- 

{ID id-CellLoadlnf ormationGroup CRITICALITY ignore EXTENSION CellLoadlnf ormationGroup 

-- Extension for Release 6 to provide Trace Recording Session Information to the Target RNC -- 



{ ID id-TraceRecordingSessionlnf ormation 



CRITICALITY ignore EXTENSION TraceRecordingSessionlnf ormation 



Extension for Release 6 to indicate to the Target RNC that the UE has activated Multicast Service 



{ID id-MBMSLinkinglnf ormation 

{ID id-d-RNTI-for-NoIuCSUP 

{ID id-UE-History-Inf ormation 

{ID id-SubscriberProf ilelDf orRFP 



CRITICALITY ignore 
CRITICALITY reject 
CRITICALITY ignore 
CRITICALITY ignore 



EXTENSION MBMSLinkinglnf ormation 
EXTENSION D-RNTI 

EXTENSION UE-History- Information 
EXTENSION SubscriberProf ilelDf orRFP 



Extension for Release 8 to transfer to the Target RNC parameters required for SRVCC operation 



{ID id-SRVCC- Information 
{ID id-PSRABtobeReplaced 



CRITICALITY reject 
CRITICALITY reject 



EXTENSION SRVCC- Information 
EXTENSION RAB- ID 



PRESENCE 

PRESENCE 

PRESENCE 

PRESENCE 
PRESENCE 
PRESENCE 
PRESENCE 

PRESENCE 
PRESENCE 



optional } 

optional } 

optional } 

optional } 
optional } 
optional } 
optional } 

optional } 
optional } 
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Extension for Release 9 to transfer to the Target RNC parameters required for CSFB operation -- 
{ID id-CSFB- Information CRITICALITY ignore EXTENSION CSFB- Information 

Extension for Release 10 to indicate to the Target RNC the need of continued IRAT measurement -- 
{ID id-IRAT-Measurement-Conf iguration CRITICALITY ignore EXTENSION IRAT-Measurement-Conf iguration 

Extension for Release 10 to indicate Management Based MDT Allowed -- 
{ID id-Management -Based-MDT-Allowed CRITICALITY ignore EXTENSION Management -Based-MDT-Allowed 



PRESENCE optional] 
PRESENCE optional) 
PRESENCE optional) 



IRAT-Measurement-Conf iguration ::= SEQUENCE 



rSRP 
rSRQ 

iRATmeasurement Parameters 
iE- Ext ens ions 



INTEGER (0..97) OPTIONAL, 
INTEGER (0..34) OPTIONAL, 
IRATmeasurementParameters , 

ProtocolExtensionContainer { { IRAT - Measurement - Configuration -Ext I Es } 



OPTIONAL) 



IRAT-Measurement-Conf iguration-ExtlEs RANAP- PROTOCOL -EXTENSION ::= 
} 



IRATmeasurementParameters :: = SEQUENCE { 

measurementDuration INTEGER (1..100), 

eUTRANFrequencies EUTRANFrequencies OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { IRATmeasurementParameters -Ext IEs } } OPTIONAL) 

IRATmeasurementParameters-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

EUTRANFrequencies ::= SEQUENCE (SIZE ( 1 . . maxNrOf EUTRAFreqs ) ) OF SEQUENCE { 



earf cn 

measBand 

iE-Extensions 



INTEGER (0 . . 65535) , 

MeasBand OPTIONAL, 

ProtocolExtensionContainer { 



^EUTRANFrequencies-ExtlEs) } OPTIONAL) 



MeasBand 
v6, 
vl5, 
v25, 
v50, 
v75, 
V100 

} 



ENUMERATED 



EUTRANFrequencies-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 



SubscriberProf ilelDforRFP ::= INTEGER (1..256) 

SourceStatisticsDescriptor ::= ENUMERATED { 
speech, 
unknown , 

} 
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SupportedRAB-ParameterBitrateList ::= SEQUENCE (SIZE ( 1 . . maxNrOf SeparateTraf f icDirections ) ) OF SupportedBitrate 

SupportedBitrate ::= INTEGER (1.. 1000000000, ...) 
-- Unit is bits per sec 

SourceUTRANCelllD ::= SEQUENCE { 

pLMNidentity PLMNidentity , 

uTRANcelllD TargetCellld, 

iE-Extensions ProtocolExtensionContainer { { SourceUTRANCelllD-Ext IEs } } OPTIONAL 

} 

SourceUTRANCelllD-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

SRB-ID ::= INTEGER (1..32) 

SRB-TrCH-Mapping ::= SEQUENCE ( SIZE ( 1 . . maxNrOf SRBs ) ) OF 
SRB-TrCH-Mappingltem 

SRB-TrCH-Mappingltem ::= SEQUENCE { 
SRB-ID SRB-ID, 
trCH-ID TrCH-ID, 

iE-Extensions ProtocolExtensionContainer { { SRB-TrCH-Mappingltem-ExtlEs } } OPTIONAL, 

} 



SRB-TrCH-Mappingltem-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

SRVCC-HO- Indication ::= ENUMERATED { 
ps-and-cs, 
cs-only, 

} 

SRVCC-Inf ormation ::= SEQUENCE { 

nonce BIT STRING (SIZE (128)), 

iE-Extensions ProtocolExtensionContainer { { SRVCC- Inf ormation- Ext IEs } } OPTIONAL, 

} 

SRVCC- Inf ormation -Ext IEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

SRVCC-Operation- Possible ::= ENUMERATED { 
srvcc -possible, 

} 

Subf lowSDU-Size ::= INTEGER (0..4095) 
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TAC ::= OCTET STRING (SIZE (2)) 



TAI : : = SEQUENCE { 
pLMNidentity 
tAC 

iE- Ext ens ions 

} 



PLMNidentity, 
TAC, 

ProtocolExtensionContainer { {TAI-ExtlEs} } OPTIONAL 



TAI-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 



Target-ToSource-TransparentContainer ::= OCTET STRING 

-- This IE is a transparent container, the IE shall be encoded not as an OCTET STRING but according to the type specifications of the target 
system. 

-- Note: In the current version of this specification, this IE may either carry the Target RNC to 
-- Source RNC Transparent Container or the Target eNB to Source eNB Transparent Container IE as 
-- defined in TS 36.413 [49] 

TargeteNodeB-ToSourceeNodeB-TransparentContainer ::= OCTET STRING 
TargetBSS-ToSourceBSS- Transparent Container ::= OCTET STRING 

TargetCellld ::= INTEGER ( .. 268435455 ) 



TargetID ::= CHOICE { 
targetRNC-ID 
cGI CGI, 



TargetRNC-ID, 



} 



targeteNB- ID 



TargetENB- ID 



TargetENB-ID ::= SEQUENCE { 

pLMNidentity PLMNidentity, 
eNB- ID ENB- ID, 

iE-Extensions ProtocolExtensionContainer { { TargetENB- ID-ExtlEs } } OPTIONAL, 

selectedTAI TAI, 

} 



TargetENB- ID-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 



TargetRNC-ID ::= SEQUENCE { 
1AI LAI , 

rAC RAC OPTIONAL, 
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} 



rNC-ID RNC-ID, 

iE-Extensions ProtocolExtensionContainer { { TargetRNC- ID-Ext IEs } 



OPTIONAL 



TargetRNC- ID-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 

-- Extension for Release 7 to indicate extended RNC-ID -- 

{ ID id-ExtendedRNC-ID CRITICALITY reject EXTENSION ExtendedRNC- ID 



PRESENCE optional } , 



} 



SEQUENCE { 



TargetRNC -ToSourceRNC- Transparent Container 
rRC-Container RRC-Container , 

d-RNTI D-RNTI OPTIONAL 

-- May be included to allow the triggering of the Relocation Detect procedure from the Iur Interface --, 
iE-Extensions ProtocolExtensionContainer { { TargetRNC-ToSourceRNC-TransparentContainer-Ext IEs } } OPTIONAL, 

} 

TargetRNC-ToSourceRNC-TransparentContainer-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 



TB CD-STRING 



: : = OCTET STRING 



TemporaryUE-ID ::= CHOICE { 



tMSI 
p-TMSI 



} 



TMSI, 
P-TMSI, 



Time-UE-StayedlnCell : : 
TimeToMBMSDataTransf er 



INTEGER (0. .4095) 

::= OCTET STRING ( SIZE ( 1 ) 



TMGI : : = SEQUENCE 
pLMNidentity 
servicelD 
iE-Extensions 

} 



PLMNidentity, 

OCTET STRING (SIZE (3)), 

ProtocolExtensionContainer { {TMGI -Ext IEs } } OPTIONAL 



TMGI -Ext IEs RANAP -PROTOCOL -EXTENSION ::= 



TMSI ::= OCTET STRING (SIZE (4)) 

TraceDepth : : = ENUMERATED { 
minimum, 
medium, 
maximum, 

} 
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Tracelnf ormation ::= SEQUENCE { 

traceRef erence TraceRef erence , 

ue-identity UE-ID, 

tracePropagationParameters TracePropagationParameters OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { Tracelnf ormation -Ext I Es } } OPTIONAL, 

} 

Tracelnformation-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
}" 

TracePropagationParameters ::= SEQUENCE { 

traceRecordingSessionRef erence TraceRecordingSessionRef erence , 

traceDepth TraceDepth, 

listOf Interf acesToTrace ListOf Interf acesToTrace OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { { TracePropagationParameters -Ext IEs } } OPTIONAL, 

} 

TracePropagationParameters-ExtlEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

TraceRecordingSessionlnf ormation 
traceRef erence 

traceRecordingSessionRef erence 
iE-Extensions 

} 

TraceRecordingSessionlnf ormation- Ext IEs RANAP -PROTOCOL -EXTENSION ::= { 
} 

TraceRecordingSessionRef erence ::= INTEGER (0.. 65535) 

TraceRef erence ::= OCTET STRING (SIZE (2.. 3)) 

TraceType ::= OCTET STRING (SIZE (1)) 

-- Reference: GSM TS 12.08 

TrafficClass ::= ENUMERATED { 
conversational , 
streaming, 
interactive, 
background, 

} 

Traf f icHandlingPriority ::= INTEGER { spare (0), highest (1), lowest (14), no-priority-used (15) } (0..15) 

TransferDelay ::= INTEGER (0.. 65535) 

-- Unit is millisecond 



: : = SEQUENCE { 

TraceRef erence , 

TraceRecordingSessionRef erence , 

ProtocolExtensionContainer { { TraceRecordingSessionlnf ormation-ExtlEs } } OPTIONAL, 
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UnsuccessfullyTransmittedDataVolume ::= INTEGER ( . . 42 94 9672 95 ) 
TransportLayerAddress ::= BIT STRING (SIZE (1..160, ...)) 



TrCH-ID ::= SEQUENCE 
dCH-ID 
dSCH-ID 
uSCH-ID 
iE- Ext ens ions 



DCH-ID OPTIONAL, 
DSCH-ID OPTIONAL, 
USCH-ID OPTIONAL, 

ProtocolExtensionContainer 



TrCH-ID-ExtlEs 



OPTIONAL, 



} 



TrCH-ID-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 

-- Extension for Release 5 to enable transfer of HS-DSCH-MAC-d- Flow- ID onto Iur transport channel ID -- 

{ID id-hS-DSCH-MAC-d-Flow-ID CRITICALITY ignore EXTENSION HS-DSCH-MAC-d- Flow- ID PRESENCE optional} | 

-- Extension for Release 6 to enable transfer of E-DCH-MAC-d- Flow- ID onto Iur transport channel ID -- 

{ID id-E-DCH-MAC-d-Flow-ID CRITICALITY ignore EXTENSION E-DCH-MAC-d- Flow- ID PRESENCE optional}, 



} 

TrCH- ID-List 
TrCH-ID 

TriggerlD 



SEQUENCE (SIZE ( 1 . . maxRAB - Subf lows ) ) OF 



::= OCTET STRING (SIZE (3.. 22)) 



TypeOf Error : : = ENUMERATED { 
not -understood, 
missing. 



} 



U 



UE-AggregateMaximumBitRate ::= SEQUENCE 
uE-AggregateMaximumBitRateDownlink 
uE - Aggr egat eMaximumB i t Rat eUp 1 ink 



} 



UE-AggregateMaximumBitRateDownlink OPTIONAL, 
UE-AggregateMaximumBitRateUplink OPTIONAL, 



UE-AggregateMaximumBitRateDownlink 
-- Unit is bits per sec 



::= INTEGER ( 1 . . 1 ) 



UE-AggregateMaximumBitRateUplink 
-- Unit is bits per sec 



::= INTEGER ( 1 . . 1 ) 



UE-History- Information ::= OCTET STRING 

UE-ID : := CHOICE { 

imsi IMSI, 

imei IMEI, 
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imeisv IMEISV 

} 

UESBI-Iu ::= SEQUENCE { 

UESBI-IuA UESBI-IuA OPTIONAL, 

uESBI-IuB UESBI-IuB OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { {UESBI-Iu-ExtIEs } } OPTIONAL, 

} 

UESBI-Iu-ExtIEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

UESBI-IuA : 
-- Reference: TR25.994 -- 
UESBI-IuB : 
-- Reference: TR25.995 -- 

UL-GTP-PDU-SequenceNumber 

UL-N- PDU-SequenceNumber 

UPInf ormation ::= 
f rameSeqNoUL 
f rameSeqNoDL 
pdul4FrameSeqNoUL 
pdul4FrameSeqNoDL 
dataPDUType 
upinitialisationFrame 
iE-Extensions 

} 

UPInf ormation -Ext I Es RANAP -PROTOCOL -EXTENSION ::= { 
} 

UPInitialisationFrame ::= OCTET STRING 

UP-ModeVersions ::= BIT STRING (SIZE (16)) 

USCH-ID ::= INTEGER (0..255) 

UserPlaneMode : : = ENUMERATED { 
transparent -mode , 

support -mode -f or-predef ined-SDU- sizes , 

} 

UTRAN-CelllD ::= SEQUENCE { 

pLMNidentity PLMNidentity , 

celllD TargetCellld, 



:= BIT STRING ( SIZE ( 1 . . 12 8 ) ) 
:= BIT STRING ( S I ZE ( 1 . . 12 8 ) ) 



: := INTEGER (0. .65535) 
: := INTEGER (0. .65535) 
SEQUENCE { 

FrameSequenceNumber , 
FrameSequenceNumber , 
PDUTypel4 FrameSequenceNumber , 
PDUTypel4 FrameSequenceNumber , 
DataPDUType, 
UPInitialisationFrame , 

ProtocolExtensionContainer { { UPInf ormation -Ext I Es } } OPTIONAL, 
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iE-Extensions ProtocolExtensionContainer { { UTRAN-CelllD-ExtlEs } } OPTIONAL 

} 

UTRAN-CelllD-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

-- V 

VelocityEstimate ::= CHOICE { 
horizontalVelocity 
horizontalWithVerticalVelocity 
horizontalVelocityWithUncertainty 
horizontalWithVeritcalVelocityAndUncertainty 

} 

HorizontalVelocity ::= SEQUENCE { 

horizontalSpeedAndBearing HorizontalSpeedAndBearing, 

iE-Extensions ProtocolExtensionContainer { { HorizontalVelocity-ExtlEs } } OPTIONAL, 

} 

HorizontalVelocity-ExtlEs RANAP-PROTOCOL-EXTENSION ::= { 
} 

HorizontalWithVerticalVelocity ::= SEQUENCE { 
horizontalSpeedAndBearing 
veritcalVelocity 

iE-Extensions ProtocolExtensionContainer 

} 

HorizontalWithVerticalVelocity-ExtlEs RANAP-PROTOCOL-EXTENSION ::= { 
} 



HorizontalVelocity, 
HorizontalWithVerticalVelocity, 
HorizontalVelocityWithUncertainty , 
HorizontalWithVerticalVelocityAndUncertainty , 



HorizontalSpeedAndBearing , 
VerticalVelocity , 
{ { HorizontalWithVerticalVelocity-ExtlEs} } OPTIONAL, 



HorizontalVelocityWithUncertainty ::= SEQUENCE { 

horizontalSpeedAndBearing HorizontalSpeedAndBearing, 
uncertaintySpeed INTEGER (0..255), 

iE-Extensions ProtocolExtensionContainer { { HorizontalVelocityWithUncertainty-ExtlEs } } OPTIONAL, 

} 

HorizontalVelocityWithUncertainty-ExtlEs RANAP-PROTOCOL-EXTENSION ::= { 
} 

HorizontalWithVerticalVelocityAndUncertainty ::= SEQUENCE { 

horizontalSpeedAndBearing HorizontalSpeedAndBearing, 
veritcalVelocity VerticalVelocity, 
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horizontalUncertaintySpeed INTEGER (0..255), 

verticalUncertaintySpeed INTEGER (0..255), 

iE-Extensions ProtocolExtensionContainer { { HorizontalWithVerticalVelocityAndUncertainty-ExtlEs } } OPTIONAL, 

} 

HorizontalWithVerticalVelocityAndUncertainty-ExtlEs RANAP- PROTOCOL -EXTENSION ::= { 
} 

HorizontalSpeedAndBearing ::= SEQUENCE { 
bearing 

horizontalSpeed 

} 

VerticalVelocity ::= SEQUENCE { 
veritcalSpeed 
veritcalSpeedDirection 

} 

VerticalSpeedDirection ::= ENUMERATED { 
upward, 
downward 

} 

VerticalAccuracyCode ::= INTEGER (0..127) 

END 



9.3.5 Common Definitions 

__ ************************************************************** 

-- Common definitions 

__ ************************************************************** 
RANAP -CommonDataTypes { 

itu-t (0) identif ied-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) ranap (0) versionl (1) ranap- CommonDataTypes (3) } 

DEFINITIONS AUTOMATIC TAGS :: = 

BEGIN 

Criticality ::= ENUMERATED { reject, ignore, notify } 

Presence ::= ENUMERATED { optional, conditional, mandatory } 

PrivatelE-ID ::= CHOICE { 

local INTEGER (0.. 65535), 

global OBJECT IDENTIFIER 

} 



INTEGER (0 . . 359) , 
INTEGER (0 . .2047) 



INTEGER (0. .255) , 
VerticalSpeedDirection 
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ProcedureCode 



: := INTEGER (0. .255) 



ProtocolExtensionID ::= INTEGER (0.. 65535) 



Protocol IE- ID 



: := INTEGER (0. .65535) 



TriggeringMessage ::= ENUMERATED { initiating-message , successful-outcome, unsuccessfull-outcome, outcome } 
END 



__ ************************************************************** 
-- Constant definitions 

__ ************************************************************** 
RANAP-Constants { 

itu-t (0) identif ied-organization (4) etsi (0) mobileDomain (0) 
umts-Access (20) modules (3) ranap (0) versionl (1) ranap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 



9.3.6 



Constant Definitions 



BEGIN 



****************************************************** 



******** 



- - Elementary Procedures 



****************************************************** 



******** 



id- RAB - As s ignment 

id- Iu-Release 

id-RelocationPreparation 

id- RelocationResourceAl location 

id-RelocationCancel 

id-SRNS-ContextTransf er 

id-SecurityModeControl 

id-DataVolumeReport 

id-Reset 

id-RAB-ReleaseRequest 

id-Iu-ReleaseRequest 

id-RelocationDetect 

id-RelocationComplete 

id- Paging 

id-CommonID 

id-CN- InvokeTrace 

id-LocationReportingControl 

id-LocationReport 

id- InitialUE-Message 

id- Direct Transfer 



INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 



= 
= 1 
= 2 
= 3 
= 4 
= 5 
= 6 
= 7 
= 9 
= 10 
= 11 
= 12 
= 13 
= 14 
= 15 
= 16 
= 17 
= 18 
= 19 
= 20 
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id-OverloadControl 

id- Error Indication 

id-SRNS-DataForward 

id- ForwardSRNS - Context 

id-privateMessage 

id-CN-DeactivateTrace 

id-ResetResource 

id- RANAP -Relocation 

id-RAB-Modif yRequest 

id-LocationRelatedData 

id-Inf ormationTransf er 

id- UESpecific Information 

id-Uplinklnf ormationExchange 

id-Direct Inf ormationTransf er 

id-MBMSSessionStart 

id-MBMSSessionUpdate 

id-MBMSSessionStop 

id-MBMSUELinking 

id-MBMSRegistration 

id- MBMSCNDe- Registration -Procedure 

id- MBMSRABEstablishment Indication 

id-MBMSRABRelease 

id-enhancedRelocationComplete 

id-enhancedRelocationCompleteConf irm 

id-RANAPenhancedRelocation 

id- SRVCCPreparat ion 



INTEGER 




= 21 


INTEGER 




= 22 


INTEGER 




= 23 


INTEGER 




= 24 


INTEGER 




= 25 


INTEGER 




= 26 


INTEGER 




= 27 


INTEGER 




= 28 


INTEGER 




= 29 


INTEGER 




= 30 


INTEGER 




= 31 


INTEGER 




= 32 


INTEGER 




= 33 


INTEGER 




= 34 


INTEGER 




= 35 


INTEGER 




= 36 


INTEGER 




= 37 


INTEGER 




= 38 


INTEGER 




= 39 


INTEGER 




= 40 


INTEGER 




= 41 


INTEGER 




= 42 


INTEGER 




= 43 


INTEGER 




= 44 


INTEGER 




= 45 


INTEGER 




= 46 



************************************************************** 



Extension constants 



************************************************************** 



maxPrivatelEs 
maxProtocolExt ens ions 
maxProtocolIEs 



INTEGER 
INTEGER 
INTEGER 



65535 
65535 
65535 



************************************************************** 



************************************************************** 



maxNrOfDTs INTEGER 

maxNrOf Errors INTEGER 

maxNrOf IuSigConlds INTEGER 

maxNrOf PDPDirections INTEGER 

maxNrOf Points INTEGER 

maxNrOfRABs INTEGER 
maxNrOf SeparateTraf f icDirections INTEGER 

maxNrOfSRBs INTEGER 

maxNrOfVol INTEGER 



15 
256 
250 
2 

15 

256 
2 
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maxNrOf Levels INTEGER 

maxNrOf AltValues INTEGER 

maxNrOf PLMNsSN INTEGER 

maxNrOfLAs INTEGER 

maxNrOfSNAs INTEGER 

maxNrOfUEsToBeTraced INTEGER 

maxNrOf Interfaces INTEGER 

maxRAB-Subf lows INTEGER 

maxRAB-Subf lowCombination INTEGER 

maxSet INTEGER 

maxNrOfHSDSCHMACdFlows-1 INTEGER 

maxnoof Multicast Services PerUE INTEGER 

maxnoof Multicast Services PerRNC INTEGER 

maxMBMSSA INTEGER 

maxMBMSRA INTEGER 

maxNrOf EDCHMACdFlows - 1 INTEGER 

maxGANSSSet INTEGER 

maxNrOfCSGs INTEGER 

maxNrOf EUTRAFreqs INTEGER 

maxNrOf Celllds INTEGER 

maxNrOfRACs INTEGER 

maxNrOfLAIs INTEGER 



256 

16 

32 

65536 

65536 

64 

16 

7 

64 

9 

7 

128 

512 

256 

65536 

7 

9 

256 
8 

32 



************************************************************** 



************************************************************** 



id-Arealdentity 

id-CN-Domainlndicator 

id-Cause 

id-ChosenEncryptionAlgorithm 

id-ChosenlntegrityProtectionAlgorithm 

id-Classmarklnf ormation2 

id-Classmarklnf ormation3 

id-CriticalityDiagnostics 

id-DL-GTP-PDU-SequenceNumber 

id- Encrypt ionlnf ormat ion 

id-IntegrityProtectionlnf ormation 

id-IuTransportAssociation 

id-L3 -Information 

id-LAI 

id-NAS-PDU 

id-NonSearchinglndication 
id-NumberOf Steps 
id-OMC-ID 

id-OldBSS-ToNewBSS- Information 

id-PagingArealD 

id- PagingCause 

id-PermanentNAS-UE-ID 

id-RAB- Context It em 

id- RAB- Context Li st 

id-RAB-DataForwardingltem 



INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 



10 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 
21 
22 
23 
24 
25 
26 
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id-RAB-DataForwardingltem-SRNS-CtxReq 

id-RAB-DataForwardingList 

id-RAB -DataForwardingList - SRNS - CtxReq 

id-RAB-DataVolumeReportltem 

id-RAB -DataVolumeReport Li st 

id-RAB -DataVolumeReportRequest Item 

id-RAB-DataVolumeReportRequestList 

id-RAB-Failedltem 

id-RAB-FailedList 

id-RAB- ID 

id-RAB-Queuedltem 

id-RAB-QueuedList 

id-RAB-ReleaseFailedList 

id-RAB -Release I tern 

id-RAB-ReleaseList 

id-RAB-Releasedltem 

id-RAB -ReleasedLi st 

id-RAB -ReleasedList - IuRelComp 

id-RAB-RelocationReleaseltem 

id-RAB-RelocationReleaseList 

id-RAB -Setup I tem-RelocReq 

id-RAB-SetupItem-RelocReqAck 

id-RAB-SetupList-RelocReq 

id-RAB - SetupList -RelocReqAck 

id-RAB -SetupOrModif iedlt em 

id-RAB-SetupOrModif iedList 

id-RAB - SetupOrModif yltem 

id-RAB -SetupOrModif yList 

id-RAC 

id-RelocationType 

id- Request Type 

id-SAI 

id-SAPI 

id-SourcelD 

id- Source -ToTarget -Transparent Container 
id-TargetID 

id-Target -ToSource- Transparent Container 
id-TemporaryUE- ID 
id-TraceRef erence 
id-TraceType 

id-Transport LayerAddress 

id-TriggerlD 

id-UE-ID 

id-UL-GTP-PDU-SequenceNumber 
id-RAB-FailedtoReportltem 
id-RAB-FailedtoReportList 
id-KeyStatus 

id-DRX-CycleLengthCoef f icient 
id-IuSigConldList 
id-IuSigConldltem 
id-IuSigConld 

id-DirectTransf erlnf ormationltem-RANAP-RelocInf 
id-DirectTransf erlnf ormationList -RANAP-Reloclnf 
id-RAB -Context It em- RANAP-Reloclnf 



INTEGER 




= 27 


INTEGER 




= 28 


INTEGER 




= 29 


INTEGER 




= 30 


INTEGER 




= 31 


INTEGER 




= 32 


INTEGER 




= 33 


INTEGER 




= 34 


INTEGER 




= 35 


INTEGER 




= 36 


INTEGER 




= 37 


INTEGER 




= 38 


INTEGER 




= 39 


INTEGER 




= 40 


INTEGER 




= 41 


INTEGER 




= 42 


INTEGER 




= 43 


INTEGER 




= 44 


INTEGER 




= 45 


INTEGER 




= 46 


INTEGER 




= 47 


INTEGER 




= 48 


INTEGER 




= 49 


INTEGER 




= 50 


INTEGER 




= 51 


INTEGER 




= 52 


INTEGER 




= 53 


INTEGER 




= 54 


INTEGER 




= 55 


INTEGER 




= 56 


INTEGER 




= 57 


INTEGER 




= 58 


INTEGER 




= 59 


INTEGER 




= 60 


INTEGER 




= 61 


INTEGER 




= 62 


INTEGER 




= 63 


INTEGER 




= 64 


INTEGER 




= 65 


INTEGER 




= 66 


INTEGER 




= 67 


INTEGER 




= 68 


INTEGER 




= 69 


INTEGER 




= 70 


INTEGER 




= 71 


INTEGER 




= 72 


INTEGER 




= 75 


INTEGER 




= 76 


INTEGER 




= 77 


INTEGER 




= 78 


INTEGER 




= 79 


INTEGER 




= 80 


INTEGER 




= 81 


INTEGER 




= 82 
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id-RAB-ContextList-RANAP-RelocInf 
id-RAB-ContextFailedtoTransf erltem 
id-RAB-ContextFailedtoTransf erList 
id-GlobalRNC-ID 
id-RAB-Releasedltem- IuRelComp 
id-MessageStructure 
id- Alt-RAB- Parameters 
id- Ass -RAB- Parameters 
id-RAB-Modif yList 
id- RAB- Modi f yltem 
id-TypeOf Error 

id-BroadcastAssistanceDataDecipheringKeys 
id-LocationRelatedDataRequestType 
id-GlobalCN-ID 
id-LastKnownServiceArea 
id-SRB-TrCH-Mapping 

id- InterSystemlnf ormat ion-Transparent Container 
id-NewBSS-To-OldBSS- Information 
id- SourceRNC-PDCP- context -info 
id-Inf ormat ionTransf erID 
id- SNA- Access - Information 
id-ProvidedData 
id-GERAN-BSC- Container 
id-GERAN-Classmark 

id-GERAN-Iumode-RAB-Failed-RABAssgntResponse-Item 

id-GERAN-Iumode-RAB-FailedList-RABAssgntResponse 

id-VerticalAccuracyCode 

id-ResponseTime 

id-PositioningPriority 

id-ClientType 

id-LocationRelatedDataRequestTypeSpecif icToGERANIuMode 

id- Signal linglndicat ion 

id-hS-DSCH-MAC-d-Flow-ID 

id-UESBI-Iu 

id-PositionData 

id-PositionDataSpecif icToGERANIuMode 

id- CellLoadlnf ormat ionGroup 

id-AccuracyFulf ilment Indicator 

id-Inf ormat ionTransf erType 

id-TraceRecordingSessionlnf ormat ion 

id-TracePropagationParameters 

id- InterSystemlnf ormat ionTransf erType 

id-SelectedPLMN-ID 

id- Redirect ionCompleted 

id- Redirect ionlndicat ion 

id-NAS-SequenceNumber 

id-Re j ectCauseValue 

id-APN 

id- CNMBMSLinkinglnf ormat ion 
id-DeltaRAListof IdleModeUEs 
id-FrequenceLayerConvergenceFlag 
id-Inf ormat ionExchangelD 
id-Inf ormat ionExchangeType 
id-Inf ormat ionReques ted 



INTEGER 




= 83 


INTEGER 




= 84 


INTEGER 




= 85 


INTEGER 




= 86 


INTEGER 




= 87 


INTEGER 




= 88 


INTEGER 




= 89 


INTEGER 




= 90 


INTEGER 




= 91 


INTEGER 




= 92 


INTEGER 




= 93 


INTEGER 




= 94 


INTEGER 




= 95 


INTEGER 




= 96 


INTEGER 




= 97 


INTEGER 




= 98 


INTEGER 




= 99 



INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
INTEGER 
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100 
103 
104 
105 
106 
107 
108 
109 
110 
111 
112 
113 
114 
115 
116 
117 
118 
119 
120 
121 
122 
123 
124 
125 
126 
127 
128 
129 
130 
131 
132 
133 
134 
135 
136 
137 
138 
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id-Inf ormationRequestType 

id- I PMulticast Address 

id- JoinedMBMSBearerServicesList 

id-Lef tMBMSBearerServicesList 

id-MBMSBearerServiceType 

id- MBMSCNDe- Registration 

id-MBMSServiceArea 

id-MBMSSessionDuration 

id-MBMSSessionldentity 

id- PDP -Type Information 

id- RAB- Parameters 

id-RAListof IdleModeUEs 

id-MBMSRegistrationRequestType 

id-SessionUpdatelD 

id-TMGI 

id-Transport Layer Information 
id-Unsuccessf ulLinkingList 
id-MBMSLinkinglnf ormation 
id-MBMSSessionRepetitionNumber 
id-AlternativeRABConf iguration 
id-AlternativeRABConf igurationRequest 
id-E-DCH-MAC-d-Flow-ID 

id- SourceBSS-ToTargetBSS- Transparent Container 

id-TargetBSS-ToSourceBSS -Transparent Container 

id-TimeToMBMSDataTransf er 

id- IncludeVelocity 

id-VelocityEstimate 

id- Redirect At tempt Flag 

id-RAT-Type 

id- PeriodicLocationlnf o 
id-MBMSCountinglnf ormation 
id- 17 -not -to-be -used- for- IE -ids 
id-ExtendedRNC- ID 

id- Alt -RAB- Parameter -Ext endedGuaranteedBit rat elnf 

id- Alt -RAB -Parameter- Ext endedMaxBit rat elnf 

id- Ass -RAB- Parameter -Ext endedGuaranteedBit rat eLi st 

id- As s -RAB- Parameter -Ext endedMaxBit rat eLi st 

id- RAB- Parameter -Ext endedGuaranteedBit rat eLi st 

id- RAB- Parameter -Ext endedMaxBit rat eLi st 

id- Requested- RAB- Parameter -Ext endedMaxBit rat eLi st 

id- Requested- RAB- Parameter -Ext endedGuaranteedBit rat eLi st 

id- LAof I dl eModeUE s 

id-newLAListof IdleModeUEs 

id-LAListwithNoIdleModeUEsAnyMore 

id- 183 -not -to-be -used- for- IE -ids 

id-GANSS- Posit ioningDataSet 

id-RequestedGANSSAssistanceData 

id-BroadcastGANSSAssistanceDataDecipheringKeys 

id-d-RNTI-f or-NoIuCSUP 

id-RAB-SetupList -EnhancedRelocCompleteReq 
id-RAB-SetupItem-EnhancedRelocCompleteReq 
id-RAB-SetupList -EnhancedRelocCompleteRes 
id-RAB-SetupItem-EnhancedRelocCompleteRes 
id-RAB-SetupList-EnhRelocInf oReq 
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139 
140 
141 
142 
143 
144 
145 
146 
147 
148 
149 
150 
151 
152 
153 
154 
155 
156 
157 
158 
159 
160 
161 
162 
163 
164 
165 
166 
167 
168 
169 
170 
171 
172 
173 
174 
175 
176 
177 
178 

: := 179 

180 

181 

182 

183 

184 

185 

186 

187 

188 

189 

190 

191 

192 
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id- 


RAB-SetupItem-EnhRelocInf oReq 


INTEGER 








id- 


RAB-SetupList-EnhRelocInf oRes 


INTEGER 






. 


id- 


RAB-SetupItem-EnhRelocInf oRes 


INTEGER 






195 


id- 


OldluSigConld 


INTEGER 




_ 


196 


id- 


RAB-FailedList-EnhRelocInf oRes 


INTEGER 






197 


id- 


RAB- Failedltem-EnhRelocInf oRes 


INTEGER 






198 


id- 


Global -ENB- ID 


INTEGER 






199 


id- 


UE-History- Information 


INTEGER 






200 


id- 


MBMSSynchronisat ion Information 


INTEGER 






201 


id- 


Subscriber Prof ilelDf orRFP 


INTEGER 






202 


id- 


CSG-Id 


INTEGER 






203 


id- 


OldluSigConldCS 


INTEGER 




_ 


204 


id- 


OldluSigConldPS 


INTEGER 






205 


id- 


GlobalCN-IDCS 


INTEGER 




= 


206 


id- 


GlobalCN- IDPS 


INTEGER 






207 


id- 


SourceExtendedRNC- ID 


INTEGER 




_ 


208 


id- 


RAB-ToBeReleasedltem-EnhancedRelocCompleteRes 


INTEGER 




_ 


209 


id- 


RAB-ToBeReleasedList -EnhancedRelocCompleteRes 


INTEGER 




_ 


210 


id- 


SourceRNC- ID 


INTEGER 






211 


id- 


Relocation-TargetRNC- ID 


INTEGER 




_ 


212 


id- 


Relocation-TargetExtendedRNC- ID 


INTEGER 




_ 


213 


id- 


Alt -RAB -Parameter- Support edGuaranteedBit rat elnf 


INTEGER 






214 


id- 


Alt -RAB -Parameter- Support edMaxBit rat elnf 


INTEGER 






215 


id- 


Ass -RAB- Parameter -Support edGuaranteedBit rat eLi st 


INTEGER 






216 


id- 


Ass -RAB- Parameter -Support edMaxBit rat eLi st 


INTEGER 






217 


id- 


RAB- Parameter -Support edGuaranteedBit rat eLi st 


INTEGER 






218 


id- 


RAB -Parameter- Support edMaxBit rat eLi st 


INTEGER 






219 


id- 


Reques ted- RAB- Parameter -Support edMaxBit rat eLi st 


INTEGER 






220 


id- 


Requested- RAB -Parameter -Support edGuaranteedBit rat eLi st INTEGER 


: : = 221 


id- 


Relocation-SourceRNC- ID 


INTEGER 






222 


id- 


Relocation-SourceExtendedRNC- ID 


INTEGER 






223 


id- 


Encrypt ionKey 


INTEGER 






224 


id- 


IntegrityProtectionKey 


INTEGER 






225 


id- 


SRVCC-HO- Indication 


INTEGER 






226 


id- 


SRVCC- Information 


INTEGER 






227 


id- 


SRVCC-Operation- Possible 


INTEGER 






228 


id- 


CSG-Id-List 


INTEGER 






229 


id- 


PSRABtobeReplaced 


INTEGER 






230 


id- 


E-UTRAN- Service -Handover 


INTEGER 






231 


id- 


UE-AggregateMaximumBitRate 


INTEGER 






233 


id- 


CSG-Membership- Status 


INTEGER 






234 


id- 


Cell -Access -Mode 


INTEGER 






235 


id- 


IP- Source -Address 


INTEGER 






236 


id- 


CSFB- Information 


INTEGER 






237 


id- 


PDP- Type Information -extension 


INTEGER 






238 


id- 


MS I SDN 


INTEGER 






239 


id- 


Of f load-RAB- Parameters 


INTEGER 






240 


id- 


LGW - Transport LayerAddres s 


INTEGER 






241 


id- 


Correlation- ID 


INTEGER 






242 


id- 


IRAT - Measurement - Conf igurat ion 


INTEGER 






243 


id- 


MDT - Conf igurat ion 


INTEGER 






244 


id- 


Priority- Class -Indicator 


INTEGER 






245 


id- 


RNSAPRelocationParameters 


INTEGER 






247 


id- 


RABParametersList 


INTEGER 






248 
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id-Management -Based-MDT-Allowed 
END 



INTEGER : := 24 9 



379 



9.3.7 Container Definitions 

************************************************************** 

-- Container definitions 

__ ************************************************************** 
RANAP-Containers { 

itu-t (0) identif ied-organization (4) etsi (0) mobileDomain (0) 
umts-Access (20) modules (3) ranap (0) versionl (1) ranap- Containers (5) } 

DEFINITIONS AUTOMATIC TAGS :: = 

BEGIN 

__ ************************************************************** 
-- IE parameter types from other modules. 

__ ************************************************************** 

IMPORTS 

Criticality, 

Presence, 

Private IE- ID, 

ProtocolExtensionID, 

ProtocolIE-ID 
FROM RANAP - CommonDataTypes 

maxPrivatelEs , 
maxProtocolExtensions , 
maxProtocolIEs 
FROM RANAP-Constants ; 

__ ************************************************************** 
-- Class Definition for Protocol IEs 

__ ************************************************************** 

RANAP-PROTOCOL-IES ::= CLASS { 

&id ProtocolIE-ID UNIQUE, 

kcriticality Criticality, 

&Value, 

^presence Presence 

} 

WITH SYNTAX { 

ID &id 
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CRITICALITY kcriticality 
TYPE SValue 
PRESENCE ^presence 

} 

__ ************************************************************** 
-- Class Definition for Protocol IEs 

__ ************************************************************** 

RANAP-PROTOCOL-IES-PAIR ::= CLASS { 

&id ProtocolIE-ID UNIQUE, 

&f irstCriticality Criticality, 

StFirstValue, 

SsecondCriticality Criticality, 
&SecondValue , 

^presence Presence 

} 

WITH SYNTAX { 

ID &id 

FIRST CRITICALITY &f irstCriticality 

FIRST TYPE SFirstValue 
SECOND CRITICALITY ksecondCriticality 
SECOND TYPE &SecondValue 
PRESENCE ^presence 

} 

__ ************************************************************** 
-- Class Definition for Protocol Extensions 

__ ************************************************************** 

RANAP- PROTOCOL -EXTENSION ::= CLASS { 

&id ProtocolExtensionID UNIQUE, 

kcriticality Criticality, 

^Extension, 

^presence Presence 

} 

WITH SYNTAX { 

ID &id 
CRITICALITY Scriticality 
EXTENSION ^Extension 
PRESENCE ^presence 

} 

__ ************************************************************** 
-- Class Definition for Private IEs 

************************************************************** 

RANAP- PRIVATE- IES ::= CLASS { 
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&id 

&criticality 

&Value, 

^presence 



PrivatelE- ID, 

Criticality, 

Presence 



WITH SYNTAX { 
ID 

CRITICALITY 
TYPE 

PRESENCE 



&id 

&criticality 
&Value 
^presence 



__ ************************************************************** 
-- Container for Protocol IEs 



__ ************************************************************** 



ProtocolIE-Container {RANAP- PROTOCOL- IES : IEsSetParam} ::= 
SEQUENCE (SIZE ( . . maxProtocol IEs ) ) OF 
ProtocolIE-Field {{ IEsSetParam} } 

ProtocolIE-Field { RANAP- PROTOCOL- IES : IEsSetParam} ::= SEQUENCE { 

id RANAP -PROTOCOL -IES . &id ({IEsSetParam}), 

criticality RANAP- PROTOCOL- IES . kcriticality ({ IEsSetParam} {@id} ) , 

value RANAP- PROTOCOL- IES . &Value ({ IEsSetParam} {@id} ) 

} 

__ ************************************************************** 
-- Container for Protocol IE Pairs 

__ ************************************************************** 



Protocol IE- Container Pair { RANAP - PROTOCOL -IES- PAIR 
SEQUENCE (SIZE ( .. maxProtocol IEs ) ) OF 
ProtocolIE-FieldPair { { IEsSetParam} } 



IEsSetParam} 



ProtocolIE-FieldPair {RANAP-PROTOCOL-IES-PAIR : IEsSetParam} ::= SEQUENCE { 



id 


RANAP - 


■ PROTOCOL - 


IES- 


■PAIR. 


&id 


fir st Criticality 


RANAP - 


PROTOCOL - 


IES- 


■PAIR. 


&f ir st Criticality 


f irstValue 


RANAP - 


PROTOCOL - 


IES- 


PAIR. 


&FirstValue 


seconder iticality 


RANAP - 


PROTOCOL - 


IES- 


■PAIR. 


&secondCr iticality 


secondValue 


RANAP - 


PROTOCOL- 


IES- 


PAIR. 


&SecondValue 



( {IEsSetParam} ) , 
( { IEsSetParam} {aid} ) 
( { IEsSetParam} {aid} ) 
( { IEsSetParam} {oid} ) 
( {IEsSetParam} {@id} ) 



************************************************************** 
Container Lists for Protocol IE Containers 



************************************************************** 



ProtocolIE-ContainerList {INTEGER : lowerBound, INTEGER : upperBound, RANAP- PROTOCOL- IES : IEsSetParam} 
SEQUENCE (SIZE ( lowerBound .. upperBound) ) OF 
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ProtocolIE-Container { { IEsSetParam} } 

ProtocolIE-ContainerPairList {INTEGER : lowerBound, INTEGER : upperBound, RANAP - PROTOCOL - IES- PAIR : IEsSetParam} :: = 
SEQUENCE (SIZE ( lowerBound .. upperBound) ) OF 
ProtocolIE-ContainerPair { {IEsSetParam} } 

__ ************************************************************** 
-- Container for Protocol Extensions 

__ ************************************************************** 

ProtocolExtensionContainer { RANAP -PROTOCOL -EXTENSION : ExtensionSetParam} ::= 
SEQUENCE (SIZE ( 1 . . maxProtocolExtensions ) ) OF 
ProtocolExtensionField { {ExtensionSetParam} } 

ProtocolExtensionField {RANAP -PROTOCOL -EXTENSION : ExtensionSetParam} ::= SEQUENCE { 
id RANAP -PROTOCOL -EXTENSION. &id ({ExtensionSetParam}), 

criticality RANAP -PROTOCOL -EXTENSION. &criticality ( {ExtensionSetParam} {@id} ) , 

extensionValue RANAP -PROTOCOL -EXTENSION. ^Extension ( {ExtensionSetParam} {@id} ) 

} 

__ ************************************************************** 
-- Container for Private IEs 

__ ************************************************************** 

PrivatelE-Container {RANAP- PRIVATE- IES : IEsSetParam } ::= 
SEQUENCE (SIZE (1.. maxPrivatelEs ) ) OF 
PrivatelE-Field {{IEsSetParam}} 

PrivatelE-Field {RANAP- PRIVATE- IES : IEsSetParam} ::= SEQUENCE { 

id RANAP- PRIVATE- IES . &id ({IEsSetParam}), 

criticality RANAP - PRIVATE - IES . ^criticality ({ IEsSetParam} {@id} ) , 

value RANAP-PRIVATE-IES . SValue ({ IEsSetParam} {@id} ) 

} 

END 
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9.4 Message Transfer Syntax 

RANAP shall use the ASN.l Basic Packed Encoding Rules (BASIC-PER) Aligned Variant as transfer syntax as 
specified in ref. ITU-T Rec. X.69 1 [ 1 3] . 

9.5 Timers 

TRELOCprep 

- Specifies the maximum time for Relocation Preparation procedure in the source RNC. 

TRELOCoverall 

- Specifies the maximum time for the protection of overall Relocation procedure in the source RNC. 

TRELOCalloc 

- Specifies the maximum time for Relocation Resource Allocation procedure in the CN. 

TRELOCcomplete 

- Specifies the maximum time for waiting the relocation completion in the CN. 

T RABAssgt 

- Specifies the maximum time in the CN for the whole RAB Assignment procedure. 

Tqueuing 

- Specifies the maximum time in the RNC for queuing of the request of RAB establishment or modification. 

ToATAfwd 

- Specifies the maximum time for GTP-PDU forwarding at the source RNC during relocation of SRNS. 

T ig oc 

- While this timer is running, all OVERLOAD messages or signalling point congested information received at the 
CN are ignored. 

TjgOR 

- While this timer is running, all OVERLOAD messages or signalling point congested information received at the 
RNC are ignored. 

TjnTC 

- While this timer is running, the CN is not allowed to increase traffic. 

TjnTR 

- While this timer is running, the RNC is not allowed to increase traffic. 

TRafC 

- Specifies the maximum time for Reset procedure in the RNC. 

TRatC 

- Specifies a guard period in the RNC before sending a RESET ACKNOWLEDGE message. 

TRafR 

- Specifies the maximum time for Reset procedure in the CN. 

TRatR 
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Specifies a guard period in the CN before sending a RESET ACKNOWLEDGE message. 



I-NNSF 



Specifies the maximum time the RNC may store Permanent NAS UE Identity IE (and the related Global CN-ID 
IE) when NNSF is active. 



10 Handling of Unknown, Unforeseen and Erroneous 
Protocol Data 

10.1 General 

Protocol Error cases can be divided into three classes: 

- Transfer Syntax Error. 

- Abstract Syntax Error. 

Logical Error. 

Protocol errors can occur in the following functions within a receiving node: 



RANAP 
functional 
entity 



A 



ASN.l Decoding 



> 



Logical Errors 
Abstract Syntax Errors 



Transfer Syntax Errors 



A 



Figure 10.1: Protocol Errors in RANAP. 

The information stated in subclauses 10.2, 10.3 and 10.4, to be included in the message used when reporting an error, is 
what at minimum shall be included. Other optional information elements within the message may also be included, if 
available. This is also valid for the case when the reporting is done with a response message. The latter is an exception 
to what is stated in subclause 4. 1 . 



10.2 Transfer Syntax Error 



A Transfer Syntax Error occurs when the receiver is not able to decode the received physical message. Transfer syntax 
errors are always detected in the process of ASN.l decoding. If a Transfer Syntax Error occurs, the receiver should 
initiate Error Indication procedure with appropriate cause value for the Transfer Syntax protocol error. 

Examples for Transfer Syntax Errors are: 

- Violation of value ranges in ASN. 1 definition of messages, e.g.: If an IE has a defined value range of to 10 
(ASN.l: INTEGER (0..10)), and 12 will be received, then this will be treated as a transfer syntax error. 

- Violation in list element constraints, e.g.: If a list is defined as containing 1 to 10 elements, and 12 elements will 
be received, than this case will be handled as a transfer syntax error. 

- Missing mandatory elements in ASN. 1 SEQUENCE definitions (as sent by the originator of the message). 

- Wrong order of elements in ASN.l SEQUENCE definitions (as sent by the originator of the message). 
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10.3 Abstract Syntax Error 

10.3.1 General 

An Abstract Syntax Error occurs when the receiving functional RANAP entity: 

1. receives IEs or IE groups that cannot be understood (unknown IE ID); 

2. receives IEs for which the logical range is violated (e.g.: ASN.l definition: to 15, the logical range is to 10 
(values 1 1 to 15 are undefined), and 12 will be received; this case will be handled as an abstract syntax error 
using criticality information sent by the originator of the message); 

3. does not receive IEs or IE groups but according to the specified presence of the concerning object, the IEs or IE 
groups should have been present in the received message. 

4. receives IEs or IE groups that are defined to be part of that message in wrong order or with too many 
occurrences of the same IE or IE group; 

5. receives IEs or IE groups but according to the conditional presence of the concerning object and the specified 
condition, the IEs or IE groups should not have been present in the received message. 

Cases 1 and 2 (not comprehended IE/IE group) are handled based on received Criticality information. Case 3 (missing 
IE/IE group) is handled based on Criticality information and Presence information for the missing IE/IE group specified 
in the version of the specification used by the receiver. Case 4 (IEs or IE groups in wrong order or with too many 
occurrences) and Case 5 (erroneously present conditional IEs or IE groups) result in rejecting the procedure. 

If an Abstract Syntax Error occurs, the receiver shall read the remaining message and shall then for each detected 
Abstract Syntax Error that belong to cases 1-3 act according to the Criticality Information and Presence Information for 
the IE/IE group due to which Abstract Syntax Error occurred in accordance with subclauses 10.3.4 and 10.3.5. The 
handling of cases 4 and 5 is specified in subclause 10.3.6. 

10.3.2 Criticality Information 

In the RANAP messages there is criticality information set for individual IEs and/or IE groups. This criticality 
information instructs the receiver how to act when receiving an IE or an IE group that is not comprehended, i.e. the 
entire item (IE or IE group) which is not (fully or partially) comprehended shall be treated in accordance with its own 
criticality information as specified in subclause 10.3.4. 

In addition, the criticality information is used in case of the missing IE/IE group abstract syntax error (see subclause 
10.3.5). 

The receiving node shall take different actions depending on the value of the Criticality Information. The three possible 
values of the Criticality Information for an IE/IE group are: 

Reject IE. 

- Ignore IE and Notify Sender. 

Ignore IE. 

The following rules restrict when a receiving entity may consider an IE, an IE group, or an EP not comprehended (not 
implemented), and when action based on criticality information is applicable: 

1. IE or IE group: When one new or modified IE or IE group is implemented for one EP from a standard version, 
then other new or modified IEs or IE groups specified for that EP in that standard version shall be considered 
comprehended by a receiving entity (some may still remain unsupported). 

2. EP: The comprehension of different EPs within a standard version or between different standard versions is not 
mandated. Any EP that is not supported may be considered not comprehended, even if another EP from that 
standard version is comprehended, and action based on criticality shall be applied. 
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10.3.3 Presence Information 

For many IEs/IE groups which are optional according to the ASN.l transfer syntax, RANAP specifies separately if the 
presence of these IEs/IE groups is optional or mandatory with respect to RNS application by means of the presence field 
of the concerning object of class RANAP-PROTOCOL-IES, RANAP-PROTOCOL-IES-PAIR, RANAP-PROTOCOL- 
EXTENSION or R AN AP-PRI V ATE-IES . 

The presence field of the indicated classes supports three values: 

1 . Optional; 

2. Conditional; 

3. Mandatory. 

If an IE/IE group is not included in a received message and the presence of the IE/IE group is mandatory or the 
presence is conditional and the condition is true according to the version of the specification used by the receiver, an 
abstract syntax error occurs due to a missing IE/IE group. 

If an IE/IE group is included in a received message and the presence of the IE/IE group is conditional and the condition 
is false according to the version of the specification used by the receiver, an abstract syntax error occurs due to this 
erroneously present conditional IE/IE group. 

1 0.3.4 Not comprehended IE/IE group 
10.3.4.1 Procedure Code 

The receiving node shall treat the different types of received criticality information of the Procedure Code IE according 
to the following: 

Reject IE: 

If a message is received with a Procedure Code IE marked with "Reject IE" which the receiving node does not 
comprehend, the receiving node shall reject the procedure using the Error Indication procedure. 

Ignore IE and Notify Sender: 

If a message is received with a Procedure Code IE marked with "Ignore IE and Notify Sender" which the 
receiving node does not comprehend, the receiving node shall ignore the procedure and initiate the Error 
Indication procedure. 

Ignore IE: 

- If a message is received with a Procedure Code IE marked with "Ignore IE" which the receiving node does not 
comprehend, the receiving node shall ignore the procedure. 

When using the Error Indication procedure to reject a procedure or to report an ignored procedure it shall include the 
Procedure Code IE, the Triggering Message IE, and the Procedure Criticality IE in the Criticality Diagnostics IE. 

1 0.3.4.1 A Type of Message 

When the receiving node cannot decode the Type of Message IE, the Error Indication procedure shall be initiated with 
an appropriate cause value. 

1 0.3.4.2 lEs other than the Procedure Code and Type of Message 

The receiving node shall treat the different types of received criticality information of an IE/IE group other than the 
Procedure Code IE and Type of Message IE according to the following: 

Reject IE: 

If a message initiating a procedure is received containing one or more IEs/IE group marked with "Reject IE" 
which the receiving node does not comprehend; none of the functional requests of the message shall be executed. 
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The receiving node shall reject the procedure and report the rejection of one or more IEs/IE group using the 
message normally used to report unsuccessful outcome of the procedure. In case the information received in the 
initiating message was insufficient to determine a value for all IEs that are required to be present in the message 
used to report the unsuccessful outcome of the procedure, the receiving node shall instead terminate the 
procedure and initiate the Error Indication procedure. 

- If a message initiating a procedure that does not have a message to report unsuccessful outcome is received 
containing one or more IEs/IE groups marked with "Reject IE" which the receiving node does not comprehend, 
the receiving node shall terminate the procedure and initiate the Error Indication procedure. 

If a response message is received containing one or more IEs marked with "Reject IE", that the receiving node 
does not comprehend, the receiving node shall consider the procedure as unsuccessfully terminated and initiate 
local error handling. 

Ignore IE and Notify Sender: 

- If a message initiating a procedure is received containing one or more IEs/IE groups marked with "Ignore IE and 
Notify Sender" which the receiving node does not comprehend, the receiving node shall ignore the content of the 
not comprehended IEs/IE groups, continue with the procedure as if the not comprehended IEs/IE groups were 
not received (except for the reporting) using the understood IEs/IE groups, and report in the response message of 
the procedure that one or more IEs/IE groups have been ignored. In case the information received in the 
initiating message was insufficient to determine a value for all IEs that are required to be present in the response 
message, the receiving node shall instead terminate the procedure and initiate the Error Indication procedure. 

if a message initiating a procedure that does not have a message to report the outcome of the procedure is 
received containing one or more IEs/IE groups marked with "Ignore IE and Notify Sender" which the receiving 
node does not comprehend, the receiving node shall ignore the content of the not comprehended IEs/IE groups, 
continue with the procedure as if the not comprehended IEs/IE groups were not received (except for the 
reporting) using the understood IEs/IE groups, and initiate the Error Indication procedure to report that one or 
more IEs/IE groups have been ignored. 

If a response message is received containing one or more IEs/IE groups marked with "Ignore IE and Notify 
Sender" which the receiving node does not comprehend, the receiving node shall ignore the content of the not 
comprehended IEs/IE groups, continue with the procedure as if the not comprehended IEs/IE groups were not 
received (except for the reporting) using the understood IEs/IE groups and initiate the Error Indication 
procedure. 

Ignore IE: 

- If a message initiating a procedure is received containing one or more IEs/IE groups marked with "Ignore IE" 
which the receiving node does not comprehend, the receiving node shall ignore the content of the not 
comprehended IEs/IE groups and continue with the procedure as if the not comprehended IEs/IE groups were 
not received using the understood IEs/IE groups. 

- If a response message is received containing one or more IEs/IE groups marked with "Ignore IE" which the 
receiving node does not comprehend, the receiving node shall ignore the content of the not comprehended IEs/IE 
groups and continue with the procedure as if the not comprehended IEs/IE groups were not received using the 
understood IEs/IE groups. 

When reporting not comprehended IEs/IE groups marked with "Reject IE" or "Ignore IE and Notify Sender" using a 
response message defined for the procedure, the Information Element Criticality Diagnostics IE shall be included in the 
Criticality Diagnostics IE for each reported IE/IE group. In the Information Element Criticality Diagnostics IE the 
Repetition Number IE shall be included and in addition, if the not comprehended IE/IE group is not at message 
hierarchy level 1 (top level; see annex A2) also the Message Structure IE shall be included. 

When reporting not comprehended IEs/IE groups marked with "Reject IE" or "Ignore IE and Notify Sender" using the 
Error Indication procedure, the Procedure Code IE, the Triggering Message IE, Procedure Criticality IE, and the 
Information Element Criticality Diagnostics IE shall be included in the Criticality Diagnostics IE for each reported 
IE/IE group. In the Information Element Criticality Diagnostics IE the Repetition Number IE shall be included and in 
addition, if the not comprehended IE/IE group is not at message hierarchy level 1 (top level; see annex A2) also the 
Message Structure IE shall be included. 
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1 0.3.5 Missing IE or IE group 

The receiving node shall treat the missing IE/IE group according to the criticality information for the missing IE/IE 
group in the received message specified in the version of this specification used by the receiver: 

Reject IE: 

- if a received message initiating a procedure is missing one or more IEs/IE groups with specified criticality 
"Reject IE"; none of the functional requests of the message shall be executed. The receiving node shall reject the 
procedure and report the missing IEs/IE groups using the message normally used to report unsuccessful outcome 
of the procedure. In case the information received in the initiating message was insufficient to determine a value 
for all IEs that are required to be present in the message used to report the unsuccessful outcome of the 
procedure, the receiving node shall instead terminate the procedure and initiate the Error Indication procedure. 

if a received message initiating a procedure that does not have a message to report unsuccessful outcome is 
missing one or more IEs/IE groups with specified criticality "Reject IE", the receiving node shall terminate the 
procedure and initiate the Error Indication procedure. 

if a received response message is missing one or more IEs/IE groups with specified criticality "Reject IE, the 
receiving node shall consider the procedure as unsuccessfully terminated and initiate local error handling. 

Ignore IE and Notify Sender: 

if a received message initiating a procedure is missing one or more IEs/IE groups with specified criticality 
"Ignore IE and Notify Sender", the receiving node shall ignore that those IEs are missing and continue with the 
procedure based on the other IEs/IE groups present in the message and report in the response message of the 
procedure that one or more IEs/IE groups were missing. In case the information received in the initiating 
message was insufficient to determine a value for all IEs that are required to be present in the response message, 
the receiving node shall instead terminate the procedure and initiate the Error Indication procedure. 

- if a received message initiating a procedure that does not have a message to report the outcome of the procedure 
is missing one or more IEs/IE groups with specified criticality "Ignore IE and Notify Sender", the receiving node 
shall ignore that those IEs are missing and continue with the procedure based on the other IEs/IE groups present 
in the message and initiate the Error Indication procedure to report that one or more IEs/IE groups were missing. 

- if a received response message is missing one or more IEs/IE groups with specified criticality "Ignore IE and 
Notify Sender", the receiving node shall ignore that those IEs are missing and continue with the procedure based 
on the other IEs/IE groups present in the message and initiate the Error Indication procedure to report that one or 
more IEs/IE groups were missing. 

Ignore IE: 

- if a received message initiating a procedure is missing one or more IEs/IE groups with specified criticality 
"Ignore IE", the receiving node shall ignore that those IEs are missing and continue with the procedure based on 
the other IEs/IE groups present in the message. 

if a received response message is missing one or more IEs/IE groups with specified criticality "Ignore IE", the 
receiving node shall ignore that those IEs/IE groups are missing and continue with the procedure based on the 
other IEs/IE groups present in the message. 

When reporting missing IEs/IE groups with specified criticality "Reject IE" or "Ignore IE and Notify Sender" using a 
response message defined for the procedure, the Information Element Criticality Diagnostics IE shall be included in the 
Criticality Diagnostics IE for each reported IE/IE group. In the Information Element Criticality Diagnostics IE the 
Repetition Number IE shall be included and in addition, if the missing IE/IE group is not at message hierarchy level 1 
(top level; see annex A2) also the Message Structure IE shall be included. 

When reporting missing IEs/IE groups with specified criticality "Reject IE" or "Ignore IE and Notify Sender" using the 
Error Indication procedure, the Procedure Code IE, the Triggering Message IE, Procedure Criticality IE, and the 
Information Element Criticality Diagnostics IE shall be included in the Criticality Diagnostics IE for each reported 
IE/IE group. In the Information Element Criticality Diagnostics IE the Repetition Number IE shall be included and in 
addition, if the missing IE/IE group is not at message hierarchy level 1 (top level; see annex A2) also the Message 
Structure IE shall be included. 
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1 0.3.6 lEs or IE groups received in wrong order or with too many 
occurrences or erroneously present 

If a message with IEs or IE groups in wrong order or with too many occurrences is received or if IEs or IE groups with 
a conditional presence are present when the condition is not met (i.e. erroneously present), the receiving node shall 
behave according to the following: 

- If a message initiating a procedure is received containing IEs or IE groups in wrong order or with too many 
occurrences or erroneously present, none of the functional requests of the message shall be executed. The 
receiving node shall reject the procedure and report the cause value "Abstract Syntax Error (Falsely Constructed 
Message)" using the message normally used to report unsuccessful outcome of the procedure. In case the 
information received in the initiating message was insufficient to determine a value for all IEs that are required 
to be present in the message used to report the unsuccessful outcome of the procedure, the receiving node shall 
instead terminate the procedure and initiate the Error Indication procedure. 

- If a message initiating a procedure that does not have a message to report unsuccessful outcome is received 
containing IEs or IE groups in wrong order or with too many occurrences or erroneously present, the receiving 
node shall terminate the procedure and initiate the Error Indication procedure, and use cause value "Abstract 
Syntax Error (Falsely Constructed Message)". 

- If a response message is received containing IEs or IE groups in wrong order or with too many occurrences or 
erroneously present, the receiving node shall consider the procedure as unsuccessfully terminated and initiate 
local error handling. 

When determining the correct order only the IEs specified in the specification version used by the receiver shall be 
considered. 

10.4 Logical Error 

Logical error situations occur when a message is comprehended correctly, but the information contained within the 
message is not valid (i.e. semantic error), or describes a procedure which is not compatible with the state of the receiver. 
In these conditions, the following behaviour shall be performed (unless otherwise specified) as defined by the class of 
the elementary procedure, irrespective of the criticality information of the IEs/IE groups containing the erroneous 
values. 

Class 1: 

Where the logical error occurs in a request message of a class 1 procedure, and the procedure has a message to report 
this unsuccessful outcome, this message shall be sent with an appropriate cause value. Typical cause values are: 

- Semantic Error. 

Message not compatible with receiver state. 

Where the logical error is contained in a request message of a class 1 procedure, and the procedure does not have a 
message to report this unsuccessful outcome, the procedure shall be terminated and the Error Indication procedure shall 
be initiated with an appropriate cause value. The Procedure Code IE and the Triggering Message IE within the 
Criticality Diagnostics IE shall then be included in order to identify the message containing the logical error. 

Where the logical error exists in a response message of a class 1 procedure, the procedure shall be considered as 
unsuccessfully terminated and local error handling shall be initiated. 

Class 2: 

Where the logical error occurs in a message of a class 2 procedure, the procedure shall be terminated and the Error 
Indication procedure shall be initiated with an appropriate cause value. The Procedure Code IE and the Triggering 
Message IE within the Criticality Diagnostics IE shall then be included in order to identify the message containing the 
logical error. 

Class 3: 

Where the logical error occurs in a request message of a class 3 procedure, and the procedure has a message to report 
this unsuccessful outcome, this message shall be sent with an appropriate cause value. Typical cause values are: 
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- Semantic Error. 

- Message not compatible with receiver state. 

Where the logical error is contained in a request message of a class 3 procedure, and the procedure does not have a 
message to report this unsuccessful outcome, the procedure shall be terminated and the Error Indication procedure shall 
be initiated with an appropriate cause value. The Procedure Code IE and the Triggering Message IE within the 
Criticality Diagnostics IE shall then be included in order to identify the message containing the logical error. 

Where the logical error exists in a response message of a class 3 procedure, the procedure shall be considered as 
unsuccessfully terminated and local error handling shall be initiated. 

10.5 Exceptions 

The error handling for all the cases described hereafter shall take precedence over any other error handling described in 
the other subclauses of clause 10. 

- If any type of error (Transfer Syntax Error, Abstract Syntax Error or Logical Error) is detected in the ERROR 
INDICATION message, it shall not trigger the Error Indication procedure in the receiving Node but local error 
handling. 

- In case a response message or Error Indication message needs to be returned, but the information necessary to 
determine the receiver of that message is missing, the procedure shall be considered as unsuccessfully terminated 
and local error handling shall be initiated. 

- If an error that terminates a procedure occurs, the returned cause value shall reflect the error that caused the 
termination of the procedure even if one or more abstract syntax errors with criticality "ignore and notify" have 
earlier occurred within the same procedure. 



1 1 Special Procedures for RNC to RNC Communication 

11.1 General 

This subclause specifies special procedures that are used for RNC to RNC communication, and that use other transport 
means than the RANAP procedures specified in clause 8. 

1 1 .2 RANAP Relocation Information 

11.2.1 General 

The purpose of the RANAP Relocation Information procedure is to handle the RANAP -related information that is 
carried transparently during relocation from a source RNC to a target RNC by RNSAP via the Iur Interface. 

1 1 .2.2 Operation 

When during relocation it becomes necessary in the source RNC to generate RANAP information for transfer to the 
relocation target, the RNC shall form a RANAP RELOCATION INFORMATION message. The message shall be 
encoded according to the encoding rules specified for RANAP in the similar manner as for the normal RANAP 
messages. The outcome of the encoding will be an octet string, which shall not be sent to the CN via the Iu Interface, 
but shall be given to the appropriate local process for transparent transfer to the target RNC. 

When the RANAP process in the target RNC receives an octet string containing a RANAP RELOCATION 
INFORMATION message that had been transparently transferred from the source RNC, it shall decode it according to 
the encoding rules specified for RANAP. This process is similar to receiving any normal RANAP message. The 
decoded information shall be passed to the appropriate processes in the RNC. 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 



391 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



The RANAP RELOCATION INFORMATION message may contain the Direct Transfer Information List IE, the RAB 
Contexts List IE and the Source RNC PDCP context info IE. If present, the Direct Transfer Information List IE shall 
contain the NAS-PDU IE, the SAPI IE and the CN Domain Indicator IE. If present, the RAB Contexts List IE shall 
contain for each addressed RAB: 

- the RAB ID IE; 

- if available, the DL GTP-PDU Sequence Number IE; 

- if available, the UL GTP-PDU Sequence Number IE; 

- if available, the DL N-PDU Sequence Number IE; 
if available, the UL N-PDU Sequence Number IE. 

Handling in case of RNSAP Relocation: 

In case of RNSAP Relocation for each CS RAB operated in support mode (see TS 25.415 [6] for the definition of 
'support mode') the source RNC shall include within the RANAP RELOCATION INFORMATION message the 
RNSAP Relocation Parameters IE containing the RAB Parameters List IE which shall include the UP Information IE. 
For each CS RAB operated in support mode for which the user data frame numbering is based on time the source RNC 
shall include the Timing Difference UL-DL IE within the UP Information IE. 

In case of RNSAP Relocation for each PS RAB for which data volume reporting was configured, the source RNC shall 
include the RAB Data Volume Reports IE within the RAB Parameters List IE included in the RANAP RELOCATION 
INFORMATION message. 

In case Location Reporting was configure at the source RNC for periodic reporting and/or report upon change of 
Service area and/or direct reporting, the source RNC shall include the Location Reporting Transfer Information IE 
within the RANAP RELOCATION INFORMATION message. 

The Periodic Reporting Indicator IE within the Location Reporting Transfer Information IE shall be set to 'periodic 
SAT if periodic reporting is requested and the location information is requested to be a Service Area Identifier, to 
'periodic Geo' if periodic reporting is requested and the location information is requested to be a geographical area. 

The Direct Reporting Indicator IE within the Location Reporting Transfer Information IE shall be set to 'direct S AT if 
periodic reporting is requested and the location information is requested to be a Service Area Identifier, to 'direct Geo' if 
periodic reporting is requested and the location information is requested to be a geographical area. 

The conditions for the presence of further IEs within the Location Reporting Transfer Information are specified in 
subclause 8.19.2. 

If signalling based trace activation was triggered at the source RNC, the RANAP RELOCATION INFORMATION 
shall contain the UE Trace Identity IE and the Trace Propagation Parameters IE in order to continue tracing at the 
target RNC accordingly. 



1 1 .3 RANAP Enhanced Relocation Information 
11.3.1 General 

The purpose of the RANAP Enhanced Relocation Information procedure is to handle the RANAP-related information 
that is carried transparently during enhanced relocation from a source RNC to a target RNC by RNSAP via the Iur 
Interface. 



1 1 .3.2 Operation 

When during enhanced relocation it becomes necessary in the source RNC to generate RANAP information for transfer 
to the relocation target, the source RNC shall form a RANAP ENHANCED RELOCATION INFORMATION 
REQUEST message. The message shall be encoded according to the encoding rules specified for RANAP in the similar 
manner as for the normal RANAP messages. The outcome of the encoding will be an octet string, which shall be given 
to the appropriate local process for transparent transfer to the target RNC. 
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When the RANAP process in the target RNC receives an octet string containing a RANAP ENHANCED 
RELOCATION INFORMATION REQUEST message that had been transparently transferred from the source RNC, it 
shall decode it according to the encoding rules specified for RANAP. This process is similar to receiving any normal 
RANAP message. The decoded information shall be passed to the appropriate processes in the RNC. 

Upon reception of the RANAP ENHANCED RELOCATION INFORMATION REQUEST message, the target RNC 
shall initiate allocation of requested resources. 

The RANAP ENHANCED RELOCATION INFORMATION REQUEST message shall contain the following IE: 

- Source RNC To Target RNC Transparent Container IE; 

The RANAP ENHANCED RELOCATION INFORMATION REQUEST message may contain the following IEs: 
Old Iu Signalling Connection Identifier CS domain IE; if a connection to the CS domain exist; 
Old Iu Signalling Connection Identifier PS domain IE; if a connection to the PS domain exist; 

- Global CN-ID for CS, if a connection to the CS domain exist; 
Global CN-ID for PS, if a connection to the PS domain exist; 

- RABs to be Setup List; 

- SNA Access Information IE (if available); 

- UESBI-Iu IE (if available); 

- Selected PLMN identity IE if in MOCN or GWCN configuration; 
CNMBMS Linking Information IE (if available); 

UE Aggregate Maximum Bit Rate IE. 

For each RAB requested to relocate in the RABs to be Setup List, the RANAP ENHANCED RELOCATION 
INFORMATION REQUEST message shall contain the following IEs in the RABs To Be Setup List IE: 

- RAB ID IE; 

CN domain indicator IE; 

RAB parameters IE; 

User Plane Information IE; 

- Source Side Iu UL TNL Information IE; 

- Data Volume Reporting Indication IE (only for PS); 
PDP Type Information IE (only for PS). 

For each RAB requested to relocate the message may include the following IEs: 

- Data Forwarding TNL Information IE; 
Service Handover IE; 

- Alternative RAB Parameter Values IE; 

- E- UTRAN Service Handover YE; 

- PDP Type Information extension IE (may be included if PDP Type Information IE is included). 

If the Data Forwarding TNL Information IE is included in the RANAP ENHANCED RELOCATION INFORMATION 
REQUEST message, it indicates Iur UP resources, made available by the source RNC for forwarding of UL user data. 
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Note: The Source Side Iu UL TNL Information IE (in contrary to the Data Forwarding TNL Information IE) 

contains information to enable the target RNC to start transmission of user data towards the CN once the 
relocations has been successfully executed. 

If the UE Aggregate Maximum Bit Rate IE is included in the RANAP ENHANCED RELOCATION INFORMATION 
REQUEST message, the target side shall, if supported, store the received UE Aggregate Maximum Bit Rate parameters 
to control the aggregate data rate of non-GBR traffic for this UE. 

The RANAP ENHANCED RELOCATION INFORMATION REQUEST message shall contain the information (if 
any) required by the target RNC to build at least the same set of RABs as existing for the UE before the relocation and 
therefore the RANAP ENHANCED RELOCATION INFORMATION REQUEST may contain the RABs to be SETUP 
List IE. 

The resource allocation actions executed by the target RNC are: 

If the Relocation Type IE is set to "UE involved in relocation of SRNS": 

- The target RNC should not accept a requested RAB if the RAB did not exist in the source RNC before the 
relocation; 

- The target RNC may accept a requested RAB only if the RAB can be supported by the target RNC; 

- Other RABs shall be rejected by the target RNC in the RANAP ENHANCED RELOCATION INFORMATION 
RESPONSE message with an appropriate value in the Cause IE, e.g. "Unable to Establish During Relocation"; 

- The target RNC shall include information adapted to the resulting RAB configuration in the target to source 
RNC transparent container to be included in the RANAP ENHANCED RELOCATION INFORMATION 
RESPONSE message sent to the source RNC; 

If any alternative RAB parameter values have been used when allocating the resources, these RAB parameter 
values shall be included in the RANAP ENHANCED RELOCATION INFORMATION RESPONSE message 
within the Assigned RAB Parameter Values IE; 

- If d-RNTIfor No luCS UP IE is contained in the RANAP ENHANCED RELOCATION INFORMATION 
REQUEST message, the target RNC shall use this information to configure the resource for the UE over Iur 
during the relocation. 

If the Relocation Type IE is set to "UE not involved in relocation of SRNS": 

- The target RNC shall not accept a requested RAB if the RAB did not exist in the source RNC before the 
relocation; 

The target RNC may accept a RAB only if the radio bearer(s) for the RAB either exist(s) already and can be used 
for the RAB by the target RNC, or do(es) not exist before the relocation but can be established in order to 
support the RAB in the target RNC; 

- If existing radio bearers are not related to any RAB that is accepted by the target RNC, the radio bearers shall be 
ignored during the relocation of SRNS and the radio bearers shall be released by the radio interface protocols 
after completion of relocation of SRNS; 

- Usage of alternative RAB parameter values is not applicable for any relocation of type "UE not involved in 
relocation of SRNS". 

If the UE History Information IE is included in the RANAP ENHANCED RELOCATION INFORMATION 
REQUEST message and the target RNC is configured to collect the information, the target RNC shall collect the same 
type of information as that included in the UE History Information IE. 

The Global CN ID IE and Old Iu Signalling Identifier IE (for PS and/or for CS) are used by the target RNC to establish 
new Iu Signalling connection(s) between the target RNC towards the CS and/or PS domain. 

The RANAP ENHANCED RELOCATION INFORMATION REQUEST message may also include an alternative 
RAB configuration for a RAB specified in the Alternative RAB configuration IE in the Alternative RAB Parameter 
Values IE. If Alternative RAB configuration IE for a RAB is included in the RANAP ENHANCED RELOCATION 
INFORMATION REQUEST message, the target RNC is allowed to use the alternative configuration. 
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The RNC shall, if supported, use the UESBI-Iu IE when included in the RANAP ENHANCED RELOCATION 
INFORMATION REQUEST message. 

If the CNMBMS Linking Information IE is included in the RANAP ENHANCED RELOCATION INFORMATION 
REQUEST message, the RNC shall, if supported, use the CNMBMS Linking Information IE to perform suitable UE 
linking as described in TS 25.346 [42]. 

If the SNA Access Information IE is contained in the RANAP ENHANCED RELOCATION INFORMATION 
REQUEST message, the target RNC shall store this information and use it to determine whether the UE has access to 
radio resources in the UTRAN. The target RNC shall consider that the UE is authorised to access only the PLMNs 
identified by the PLMN identity IE in the SNA Access Information IE. If the Authorised SNAs IE is included for a given 
PLMN (identified by the PLMN identity IE), then the target RNC shall consider that the access to radio resources for the 
concerned UE is restricted to the LAs contained in the SNAs identified by the SNAC IEs. 

If the SNA Access Information IE is not contained in the RANAP ENHANCED RELOCATION INFORMATION 
REQUEST message, the target RNC shall consider that no access restriction applies to the UE in the UTRAN. 

If the Trace Recording Session Information IE is provided within the Source RNC to Target RNC Transparent 
Container IE, the Target RNC should store that information to include it in a potential future Trace Record for that UE. 

After all necessary resources for accepted RABs including the initialised Iu user plane, are successfully allocated, the 
target RNC shall send a RANAP ENHANCED RELOCATION INFORMATION RESPONSE message to the source 
RNC. 

For each RAB successfully setup the RNC shall include the following IEs in the RABs Setup List IE: 

- RAB ID. 

For each RAB the target RNC has admitted to execute data forwarding, the target RNC shall include the Data 
Forwarding Information IE in the RANAP ENHANCED RELOCATION INFORMATION RESPONSE message. If no 
ALCAP is used, the RNC shall include the DL Forwarding Transport Layer Address IE and the DL Forwarding 
Transport Association IE within the Data Forwarding Information IE in the RANAP ENHANCED RELOCATION 
INFORMATION RESPONSE message. 

If applicable, the target RNC shall have executed the initialisation of the user plane mode between the source and the 
target RNC as requested by the source RNC in the User Plane Mode IE. If the target RNC can not initialise the 
requested user plane mode for any of the user plane mode versions in the UP Mode Versions IE according to the rules 
for initialisation of the respective user plane mode versions, as described in TS 25.415 [6], the target RNC may either 
decide to not relocate the respective RAB or to omit data forwarding for that RAB. 

For each RAB the RNC is not able to setup during the Enhanced Relocation Information procedure, the RNC shall 
include the CN Domain Indicator IE RAB ID IE and the Cause IE within the RABs Failed To Setup IE. The resources 
associated with the RABs indicated as failed to set up shall not be released in the source RNC until the relocation is 
completed. This is in order to make a return to the old configuration possible in case of a failed or cancelled relocation. 

The RANAP ENHANCED RELOCATION INFORMATION RESPONSE message sent to the source RNC shall, if 
applicable, include the Target RNC To Source RNC Transparent Container IE. 

Handling in case of RNSAP Relocation: 

In case of RNSAP Relocation for each CS RAB operated in support mode (see TS 25.415 [6] for the definition of 
'support mode') the source RNC shall include within the RANAP ENHANCED RELOCATION INFORMATION 
REQUEST message the RAB Parameters List IE which shall include the UP Information IE. For each CS RAB 
operated in support mode for which the user data frame numbering is based on time the source RNC shall include the 
Timing Difference UL-DL IE within the UP Information IE. 

The source RNC shall also include within the RANAP ENHANCED RELOCATION INFORMATION REQUEST 

message 

- the CSG ID IE (if available) 

- the CSG Membership Status IE (if available). 
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Annex A (informative): 
RANAP guidelines 

A.1 Rules for building RANAP messages 

A.1 .1 Rules for RANAP messages that shall contain the CN Domain 
Indicator IE 

Based on the principles described in TS 25.401 [3], the following rules can be deduced: 

1) The following RANAP messages initiating a connection oriented signalling connection shall contain the CN 
Domain Indicator IE: INITIAL UE MESSAGE message and RELOCATION REQUEST message. 

2) Any RANAP message belonging to class 1 procedures and which uses connectionless signalling shall contain the 
CN Domain Indicator IE. 

3) The following RANAP messages belonging to class 2 procedures and using connectionless signalling shall 
contain the CN Domain Indicator IE: PAGING message and ERROR INDICATION message, the OVERLOAD 
message in DL direction (see chapter 8.25.3.1) may contain the CN Domain Indicator IE. 

A.2 Guidelines for Usage of the Criticality Diagnostics IE 
A.2.1 EXAMPLE MESSAGE Layout 



Assume the following message format: 



IE/Group Name 


Presence 


Range 


IE type 

and 
referenc 
e 


Semantics 
description 


Criticality 


Assigned 
Criticality 


Message Type 


M 








YES 


reject 


A 


M 








YES 


reject 


B 


M 








YES 


reject 


>E 




1..<maxE> 






EACH 


ignore 


»F 




1..<maxF> 










»>G 




0..3, ... 






EACH 


ignore 


»H 




1..<maxH> 






EACH 


ignore 


»>G 




0..3, ... 






EACH 


ignore and 
notify 


»G 


M 








YES 


reject 


»J 




1..<maxJ> 










»>G 




0..3, ... 






EACH 


reject 


C 


M 








YES 


reject 


>K 




1..<maxK> 






EACH 


ignore and 
notify 


»L 




1..<maxL> 










»>M 















D 


M 








YES 


reject 

















NOTE 1: The IEs F, J, and L do not have assigned criticality. The IEs F, J, and L are consequently realised as the 

ASN.l type SEQUENCE OF of "ordinary" ASN.l type, e.g. INTEGER. On the other hand, the repeatable 
IEs with assigned criticality are realised as the ASN.l type SEQUENCE OF of an IE object, e.g. 
ProtocolIE-Container. 

For the corresponding ASN.l layout, see subclause A.2.4. 
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A.2.2 Example on a Received EXAMPLE MESSAGE 

Assume further more that a received message based on the above tabular format is according to the figure below. 



Level 1 
(top level) 



Level 2 



Level 3 



Level 4 



G 



H 



G 



B 



G 



G 



K 



: j 



G 



D 



G 



G 



Legend: 




1 st repetition 
2 nd repetition 



N th repetition 



IE based on a protocol container 
; IE being an "ordinary" ASN.l type 



Figure A.1 : Example of content of a received RANAP message based on the EXAMPLE MESSAGE 
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A.2.3 Content of Criticality Diagnostics 
A.2.3.1 Example 1 



Level 1 
(top level) 



Level 2 




D 



Included in the 

Message Structure IE. 



Level 3 ! „ ;_, 


H 






G 


' 1 ! 








5 



Level 4 



G 



G 



G 



T 



G 



T 



Included in the Information Element Criticality Diagnostics IE: 

a) IE ID IE 

b) Repetition Number IE 




Figure A.2: Example of a received RANAP message containing a not comprehended IE 



If there is an error within the instance marked as grey in the IE G in the IE J shown in the figure A.2 above, this will be 
reported within the Information Element Criticality Diagnostics IE within the Criticality Diagnostics IE as follows: 



IE name 


Value 


Comment 


IE Criticality 


reject 


Criticality for IE on the reported level, i.e. level 4. 


IE ID 


id-G 


IE ID from the reported level, i.e. level 4. 


Repetition 
Number 


11 


Repetition number on the reported level, i.e. level 4. 

(Since the IE E (level 2) is the lowest level included in the Message Structure IE this is 
the eleventh occurrence of IE G within the IE E (level 2). 


Type of Error 


not 

underst 
ood 




Message Structure, first repetition 


>IE ID 


id-B 


IE ID from level 1. 


Message Structure, second repetition 


>IE ID 


id-E 


IE ID from the lowest level above the reported level, i.e. level 2. 


>Repetition 
Number 


3 


Repetition number from the lowest level above the reported level, i.e. level 2. 



NOTE 2: The IE J on level 3 cannot be included in the Message Structure IE since they have no criticality of their 
own. 

NOTE 3: The repetition number of the reported IE indicates the number of repetitions of IE G received up to the 
detected erroneous repetition, counting all occurrences of the IE G below the same instance of the 
previous level with assigned criticality (instance 3 of IE E on level 2). 
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A.2.3.2 Example 2 



Level 1 
(top level) 



Level 2 



Level 3 



Included in the 

Message Structure IE. 




Level 4 



Included in the Information Element Criticality Diagnostics IE: 

a) IE ID IE 

b) Repetition Number IE 



Figure A.3: Example of a received RANAP message containing a not comprehended IE 



If there is an error within the second instance (marked as grey) in the sequence (IE L in the tabular format) on level 3 
below IE K in the structure shown in the figure A.3 above, this will be reported within the Information Element 
Criticality Diagnostics IE within the Criticality Diagnostics IE as follows: 



IE name 


Value 


Comment 


IE Criticality 


ignore 

and 

notify 


Criticality for IE on the reported level, i.e. level 2. 


IE ID 


id-K 


IE ID from the reported level, i.e. level 2. 


Repetition 
Number 


3 


Repetition number on the reported level, i.e. level 2. 


Type of Error 


not 

underst 
ood 




Message Structure, first repetition 


>IE ID 


id-C 


IE ID from the lowest level above the reported level, i.e. level 1 . 



NOTE 4: The IE L on level 3 cannot be reported individually included in the Message Structure IE since it has no 
criticality of its own. 
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A.2.3.3 



Example 3 



Level 1 
(top level) 



Level 2 



Level 3 




D 



Included in the 

Message Structure IE. 



: f 



H 






G 


1 









Level 4 



G 



T 




G 



G 



G 



Included in the Information Element Criticality Diagnostics IE: 

a) IE ID IE 

b) Repetition Number IE 



Figure A.4: Example of a received RANAP message containing a not comprehended IE 



If there is an error within the instance marked as grey in the IE G in the IE H shown in the figure A.4 above, this will be 
reported within the Information Element Criticality Diagnostics IE within the Criticality Diagnostics IE as follows: 



IE name 


Value 


Comment 


IE Criticality 


ignore and notify 


Criticality for IE on the reported level, i.e. level 4. 


IE ID 


id-G 


IE ID from the reported level, i.e. level 4. 


Repetition 
Number 


2 


Repetition number on the reported level, i.e. level 4. 


Type of Error 


not understood 




Message Structure, first repetition 


>IE ID 


id-B 


IE ID from level 1. 


Message Structure, second repetition 


>IE ID 


id-E 


IE ID from level 2. 


>Repetition 
Number 


3 


Repetition number from level 2. 


Message Structure, third repetition 


>IE ID 


id-H 


IE ID from the lowest level above the reported level, i.e. level 3. 


>Repetition 
Number 


1 


Repetition number from the lowest level above the reported level, i.e. level 3. 



NOTE 5: The repetition number of level 4 indicates the number of repetitions of IE G received up to the detected 
erroneous repetition, counted below the same instance of the previous level with assigned criticality 
(instance 1 of IE H on level 3). 
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A.2.3.4 Example 4 



Level 1 
(top level) 



Level 2 



Level 4 




G 



G 



D 

Included in the 

Message Structure IE. 



Level 3 ! „ ;_, 


H 






G 


' 1 ! 








5 




Included in the Information Element Criticality Diagnostics IE: 

a) IE ID IE 

b) Repetition Number IE 



Figure A.5: Example of a received RANAP message containing a not comprehended IE 



If there is an error within the instance marked as grey in the IE G in the IE E shown in the figure A.5 above, this will be 
reported within the Information Element Criticality Diagnostics IE within the Criticality Diagnostics IE as follows: 



IE name 


Value 


Comment 


IE Criticality 


reject 


Criticality for IE on the reported level, i.e. level 3. 


IE ID 


id-G 


IE ID from the reported level, i.e. level 3. 


Repetition 
Number 


5 


Repetition number on the reported level, i.e. level 3. 

(Since the IE E (level 2) is the lowest level included in the Message Structure 

IE this is the fifth occurrence of IE G within the IE E (level 2). 


Type of Error 


not understood 




Message Structure, first repetition 


>IE ID 


id-B 


IE ID from level 1. 


Message Structure, second repetition 


>IE ID 


id-E 


IE ID from the lowest level above the reported level, i.e. level 2. 


>Repetition 
Number 


3 


Repetition number from the lowest level above the reported level, i.e. level 2. 



NOTE 6: The repetition number of the reported IE indicates the number of repetitions of IE G received up to the 
detected erroneous repetition, counting all occurrences of the IE G below the same instance of the 
previous level with assigned criticality (instance 3 of IE E on level 2). 
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A.2.3.5 Example 5 




Level 4 



G 



G 



7 



G 



T 



G 



T 



G 



G 



G 



12 



Included in the Information Element Criticality Diagnostics IE: 

a) IE ID IE 

b) Repetition Number IE 



Figure A.6: Example of a received RANAP message with a missing IE 



If the instance marked as grey in the IE G in the IE E shown in the figure A.6 above, is missing this will be reported 
within the Information Element Criticality Diagnostics IE within the Criticality Diagnostics IE as follows: 



IE name 


Value 


Comment 


IE Criticality 


reject 


Criticality for IE on the reported level, i.e. level 3. 


IE ID 


id-G 


IE ID from the reported level, i.e. level 3. 


Repetition 
Number 


4 


Repetition number up to the missing IE on the reported level, i.e. level 3. 
(Since the IE E (level 2) is the lowest level included in the Message Structure 
IE there have been four occurrences of IE G within the IE E (level 2) up to the 
missing occurrence. 


Type of Error 


missing 




Message Structure, first repetition 


>IE ID 


id-B 


IE ID from level 1. 


Message Structure, second repetition 


>IE ID 


id-E 


IE ID from the lowest level above the reported level, i.e. level 2. 


>Repetition 
Number 


3 


Repetition number from the lowest level above the reported level, i.e. level 2. 



NOTE 7: The repetition number of the reported IE indicates the number of repetitions of IE G received up to but 

not including the missing occurrence, counting all occurrences of the IE G below the same instance of the 
previous level with assigned criticality (instance 3 of IE E on level 2). 
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A.2.4 ASN.1 of EXAMPLE MESSAGE 

ExampleMessage ::= SEQUENCE { 

ProtocolIEs ProtocolIE-Container { {ExampleMessage- IEs }} , 

ProtocolExtensions ProtocolExtensionContainer { { ExampleMessage-Extensions } } OPTIONAL, 



ExampleMessage- IEs RANAP- PROTOCOL -IES ::= { 

{ ID id-A CRITICAL I TY reject TYPE A PRESENCE mandatory} | 

{ ID id-B CRITICALITY reject TYPE B PRESENCE mandatory} j 

{ ID id-C CRITICALITY reject TYPE C PRESENCE mandatory} j 

{ ID id-D CRITICALITY reject TYPE D PRESENCE mandatory} , 



B : : = SEQUENCE { 

e E-List, 

iE-Extensions ProtocolExtensionContainer { {B-ExtIEs} } OPTIONAL, 



B- Ext IEs RANAP -PROTOCOL -EXTENSION ::= 



E-List ::= SEQUENCE {SIZE (L.maxE)) OF ProtocolIE-Container { {E-IEs} 

E-IEs RANAP- PROTOCOL- IES ::= { 

{ ID id-E CRITICALITY ignore TYPE E PRESENCE mandatory }, 



E : : = SEQUENCE { 

f F-List, 

h H-List, 

g G-Listl, 

j J-List, 

iE-Extensions ProtocolExtensionContainer { {E-ExtIEs} } OPTIONAL, 



E-ExtlEs RANAP-PROTOCOL-EXTENSION ::= 



F-List ::= SEQUENCE (SIZE (L.maxF)) OF F 

F : : = SEQUENCE { 

g G-List2 OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { {F-ExtIEs} } OPTIONAL, 



F-ExtlEs RANAP-PROTOCOL-EXTENSION 



G-List2 ::= SEQUENCE (SIZE (1..3, ...)) OF ProtocolIE-Container { {G2-IEs} 

G2-IES RANAP- PROTOCOL- IES ::= { 

{ ID id-G CRITICALITY ignore TYPE G PRESENCE mandatory } , 



H-List ::= SEQUENCE (SIZE (L.maxH)) OF ProtocolIE-Container { {H-IEs} 

H-IEs RANAP- PROTOCOL- IES ::= { 

{ ID id-H CRITICALITY ignore TYPE H PRESENCE mandatory } , 



H : : = SEQUENCE { 

g G-List3 OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { {H-ExtIEs} } OPTIONAL, 
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H-ExtIEs RANAP-PROTOCOL-EXTENSION ::= { 
} 

G-List3 ::= SEQUENCE (SIZE (1..3, ...)) OF ProtocolIE-Container { {G3-IEs} } 

G3-IES RANAP- PROTOCOL- I ES ::= { 

{ ID id-G CRITICALITY notify TYPE G PRESENCE mandatory } , 

} 

G-Listl ::= ProtocolIE-Container { {Gl-IEs} } 

Gl-IEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-G CRITICALITY reject TYPE G PRESENCE mandatory }, 

} 

J-List ::= SEQUENCE (SIZE (L.maxJ)) OF J 

J : : = SEQUENCE { 

g G-List4 OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { {j-ExtIEs} } OPTIONAL, 

} 

J-ExtIEs RANAP-PROTOCOL-EXTENSION ::= { 

} 

G-List4 ::= SEQUENCE (SIZE (1..3, ...)) OF ProtocolIE-Container { {G4-IEs} } 

G4-IES RANAP- PROTOCOL- I ES ::= { 

{ ID id-G CRITICALITY reject TYPE G PRESENCE mandatory }, 

} 

C : : = SEQUENCE { 

k K-List, 

iE-Extensions ProtocolExtensionContainer { {C-ExtIEs} } OPTIONAL, 

} 

C-ExtlEsA -PROTOCOL -EXTENSION ::= { 
} 

K-List ::= SEQUENCE (SIZE (L.maxK)) OF ProtocolIE-Container { {K-IEs} } 

K-IEs RANAP- PROTOCOL- I ES ::= { 

{ ID id-K CRITICALITY notify TYPE K PRESENCE mandatory }, 

} 

K : : = SEQUENCE { 

1 L-List, 

iE-Extensions ProtocolExtensionContainer { {K-ExtIEs} } OPTIONAL, 

} 

K-ExtIEs RANAP-PROTOCOL-EXTENSION ::= { 
} 

L-List ::= SEQUENCE (SIZE (L.maxL)) OF L 

L : : = SEQUENCE { 

m M OPTIONAL, 

iE-Extensions ProtocolExtensionContainer { {L-ExtIEs} } OPTIONAL, 

} 

L-ExtIEs RANAP-PROTOCOL-EXTENSION ::= { 
} 

ExampleMessage-Extensions RANAP-PROTOCOL-EXTENSION ::= { 
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} 
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Annex B (informative): 

RANAP Transparent containers content 

Transparent containers are used in order to transfer information from one RAN node to another RAN node. Depending 
on the particular scenario the behaviour of both involved RAN nodes may be either specified according to the same 
radio system or according to different radio systems. During an inter-system handover the source RAN node has to 
adopt to the target RAN node and its requirements. 

In RANAP, for intra-system relocation and inter-system handover to and from E-UTRAN, there is a single transparent 
container defined for transporting information from the source to the target RAN node and a single transparent 
container for transporting information from the target to the source RAN node during relocation/handover preparation: 
the Source to Target Transparent Container IE and the Target to Source Transparent Container IE, which may carry 
either UTRAN or E-UTRAN specific information. 

Note: The definition of generic transparent containers for relocation/handover purposes allows to transport them 
through the core network in a RAT-agnostic way. Inter-system handover to GERAN is not affected by 
this scheme. 

Therefore the container content is encoded according to the rules which are specified for in the target radio system. In 
subclause 8.6.2, it is described how the transparent container shall be encoded with respect to the scenario in which it is 
used. 

The table below is showing all possible scenarios and definitions according to which the content of the transparent 
container shall be encoded. Additionally the reference to the specification defining particular IE is given. 



Table B.1 : Specification of Transparent Containers referenced in RANAP. 



Scenario 


Source to Target Transparent Container IE in 
RANAP: RELOCATION REQUIRED message 


Target to Source Transparent Container IE in 
RANAP: RELOCATION COMMAND message 


Name of the IE 


Definition in 
specification 


Name of the IE 


Definition in 
specification 


Intra UTRAN 
relocation 


Source RNC to Target RNC 
Transparent Container 


25.413 


Target RNC to Source RNC 
Transparent Container 


25.413 


Inter-system 
handover to E- 
UTRAN 


Source eNB to Target eNB 
Transparent Container 


36.413 


Target eNB to Source eNB 
Transparent Container 


36.413 
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Annex C (informative): 
Change History 



TSG# 


TSG Doc. 


CR 


Rev 




New 


06 


RP-99746 






Approved at TSG RAN #6 and placed under Change Control 


3.0.0 


07 








Approved at TSG RAN #7 


3.1.0 


08 








Approved at TSG RAN #8 


3.2.0 


09 


RP-000373 


124- 
136, 
138, 
168- 
171, 
173, 
174 




Approved at TSG RAN #9 


3.3.0 


09 


RP-000374 


175, 
177- 
179, 
181- 
184 




Approved at TSG RAN #9 


3.3.0 


10 


RP-000613 
RP-000695 


185- 
191, 
194- 
199, 
201, 
203- 
207, 
210- 
214, 
219, 
221- 
232, 
234, 
235 




Approved at TSG RAN #1 


3.4.0 


11 


RP-010110 


236, 
238, 
240- 
243, 
245- 
246, 
248, 
249, 
253- 
258, 
260, 
261, 
263, 
266 




Approved at TSG RAN #1 1 


3.5.0 


11 


RP-010111 


268, 
275 




Approved at TSG RAN #1 1 


3.5.0 


11 


RP-010158 


271 




Approved at TSG RAN #1 1 and placed under Change Control 


4.0.0 


11 


RP-010189 


265 




Approved at TSG RAN #1 1 and placed under Change Control 


4.0.0 


11 


RP-010156 


272, 
273, 
274 




Approved at TSG RAN #1 1 and placed under Change Control 


4.0.0 


11 


RP-010155 


252 




Approved at TSG RAN #1 1 and placed under Change Control 


4.0.0 


11 


RP-010163 


250 




Approved at TSG RAN #1 1 and placed under Change Control 


4.0.0 


12 


RP-010454 


277, 
279, 
281, 
285, 
287, 
289, 
291, 
294, 




Approved at TSG RAN #1 2 


4.1.0 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 407 ETSI TS 125 413 V10.2.0 (2011-07) 







296, 
299 









ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 



408 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



12 


RP-010375 


301, 
315, 
317, 
oi y, 
ror 




Approved at TSG RAN #1 2 


4.1.0 


1 
I c. 


nr u I uo3l 


ouo, 
320 




Annrnvpri at TC;fi RAM if 1 9 


4 1 n 

H. I .U 


1 3 


RP-01 0578 

III \J \ \J\J 1 \J 


324 


-| 


Cnrrprtinn tn thp Frrnr hanrilinn of thp FRROR INDICATION mp^qanp 

WUI 1 CVjLIUI 1 IU L 1 IC 1 1 1 U 1 1 ICll IU 1 1 1 IU U 1 LI 1 C 1 1 11 lv_/ 11 1 1 M \-J 1 \ 1 1 \J\ M 1 1 ICOOuUv 


4.2.0 


13 


RP-01 0578 

ill u 1 U U « \j 


326 


-| 


Alinnmpnt nf Conditional Prp^pnrp with RAN3 Snprifiration Prinrinlp^ 

1 \ 1 IU 1 II 1 1 \j ML Ul \-J IUI 11 \J 1 1 Cl 1 1 1 vuw 1 1 \u Willi 1 1 1 V 1 M \J Uk/vUI 1 1 LI Ul 1 1 1 1 1 1 \J 1 t-J 1 w O 


4.2.0 


13 


RP-01 0578 


328 




NAS Synchronisation Indicator also at RAB Establishment 


4.2.0 


1 R 

I o 


nr u i uj / o 


ROQ 



c. 


OIH RQCi tn Mo\ai RQQ IP nntinnal in 1 ^/ITQ tn hanrlnwor 
\J\\J POO LU IMcW POO IP UULIUIldl III Ulvl 1 O LU O 1 VI 1 Ictl IUU vcl 


4 o n 


1 R 


RP.m n^7R 

nr u i uj/ o 


oou 




UlUcI Ul UlUIIIUIIlo III UlLbLMMLJo 


4 o n 


1 "3 
I o 


RP.m n^7R 

nr u I UJ/ o 


oo / 




Rata Pnr\A/arHinn rolatorl IPc in RPI OPATIOM PO^/l^/IAM^ moccanp 
UcLia. rul Well UN ly IcICtluU ICo III nCLUUn 1 IUIN V_/V_/IVI IVIrAI n Yj llluoociyc 


4 o n 


1 R 


RP-01 DR7R 
nr u i uj / o 


OOU 


1 
I 


PIIUI l ldl IUIII ILJ Ul LI Ic PI 1 Ul ItfUUoly rlccjclU uUI IUILIUI Icll lUo 


4 o n 


I o 


RP.m DR7R 
nr u i uj / o 


040 


1 
I 


rici|J|JUI ItJU 1 o UUIIUUUUIIo III nMINMr 


4 ° n 


I o 


RP.m n^7R 

nr u i u J / o 


04 / 


o 


I npnncictQn^/ i n Hof i n if in n nf nara moto rc 1 1 corl i n 1 M\/r~M^ P TR APF 
II IUUI IbloLUI lUy III UclllllLIUIl Ul Uctl Cil 1 IULUI o UbfcJU III UN VUrXC 1 nnuC 

I I icooayc 


4 ° n 


1 3 


RP-01 0579 

III U 1 UU / U 


359 


"I 


Olarifirptinn nf phpntpr 10 
v^iai 1 1 iL/Ci ii kj \ i \j\ Kj\ \a\j ici i \j 


4.2.0 


1 3 


RP-01 0579 

III U 1 U \J 1 \J 


364 


"I 


C^onditinn of SDl 1 form.pt information IF 

WUI UJ 1 LI W 1 1 Ul w 1— / V_/ 1 UN 1 ICll IIIIUIIIIGLLIUII II 


4.2.0 


1 3 


RP-01 0579 

III \J \ \J\J 1 \J 


368 


"I 


Rplnoption Rpnnirpmpnt not to hp iic;pd 

1 ICI \J\jCX L 1 vJ 1 1 1 ICLjUM CI 1 ICI IL 1 IUI l\J kJ C UOCU 


4.2.0 


1 3 


RP-01 0594 

III U 1 U U i 


297 


2 


Olarifirption on I l^pr Plpnp Vprcion InHioation 

V_/l ul IIIvjCILIWI 1 Ul 1 UOC 1 1 1 CM IC V CI OIUI 1 II IU 1 KjCH L 1 KJI 1 


4.2.0 


1 3 


RP-01 0594 

III U 1 U U i 


302 


7 


Rplppcp A additions in In to cjinnort npw oo^itionino mpthodc; 

1 ICICClOC " CIVJ VJ 1 11 Ul IO 1 1 1 1 U LU OUUUU IL IICVV LJUoILIUIIIIILJ iiicli I uuo 


4.2.0 


1 3 


RP-01 0698 

III \J 1 \J\J\J\J 


244 


7 


N-to-M rplation hptwppn HN and 1 ITRAM 

1 M LU Ivl 1 U 1 CL 11 U 1 1 UC IVVCC 1 1 V_/ 1 >l Cl 1 1 U W 1 1 1 1 \ 1 M 


4.2.0 


14 


RP-01 0895 

III \J 1 \J\J\J\J 


361 


3 


OR on Prioritv nnnp 

w ii u 1 1 i 1 1 u 1 1 iy iciiiyc 


4.3.0 


14 


RP-01 0848 

III U 1 U U i u 


365 




RitQtrino^ ordprino 
\—> i Lo li 1 1 iy o ui uci ii iy 


4.3.0 


14 


RP-01 0848 

III U 1 


369 


2 


IIP Vpr^ion^ not ^unnortpd 

\J 1 V Ul OIUI IO 1 IUI OU UUUI IUU 


4.3.0 


14 


RP-01 0848 

III U 1 \J U i u 


371 


-| 


1 oration Rpoort Arpp 

1 UUQ.ll U 1 1 1 1CUUI L ill CQ 


4.3.0 


14 


RP-01 0848 

III U 1 \J U i u 


378 


-| 


Rpacnn for 1 OOATION RFPORT mp^pnp ic. not olppr 

i icaoui i iui i \*s v_/n i i v_/ in i i i i v_/ 1 i i 1 1 icooayc i o i iu l ui c a i 


4.3.0 


14 


RP-01 0848 

III U 1 U U i u 


380 


-| 


("^orrpotionc. to RRO information oontpinprQ 

WUI 1 CU LIU 1 IO LU 1 1 1 1 W II IIUI 1 1 1 CL L IU 1 1 UUI 1 Ldl 1 ICI O 


4.3.0 


14 


RP-01 0848 

III U 1 \_/ U i^V_J 


383 




Prorpdurp Codp Critiralitv in Frror lndir?ition 

1 1 UUUUU 1 C UUU U \— 1 1 1 LI UCLI 1 L y III 1 — IIUI II IU 1 Uu L 1 U 1 1 


4.3.0 


14 


RP-01 0848 

III U 1 U U i u 


386 


2 


Addition of p.mpndmpnt to olprifv thp PFR pnoodino of hit^trinn^ 

/\UU ILIUM Ul CLIIICIIUIIICIIL LU Uldllly LI 1 C 1 1 llCIIUUUIIiyUI UILOLIIIIUO 


4.3.0 


14 


RP-01 0848 


388 


2 


Chosen Integrity Protection Algorithm IE over MAP/E interface 


4.3.0 


I 


RP-01 084R 
nr u i uoh-o 






Rannnrtai ire nnrronfinnc in RAMAP ^^/l^^ l i / ~ l /^^MO^ 
iict[J[JUI IcU 1 o UUIIcULIUIIo III iiMINMr \ Ivl 1 N \jj 


/on 


I 


RP-01 084Q 
nr u i uotu 


RQA 


1 
i 


C*" 1 q rif inoti n n nn 1 nnatinn Rom locf nnt fi ilfilloH 
Oldl 1 IIUclUUI I Ull LUuculUM r\cL]UcoL IIUL lUlllllcU 


ARC) 


14 


RP-01 0849 


396 


1 


Subflow SDU Size clarification 


4.3.0 


1 4 


nr-Ul Uo4y 


4UU 




uor recnon me oiause i u trror nanonng 


A Q O 

4. o.U 


1 4 


pp ni no"7i 
nr-Ul Uo / 1 


ODO 


-j 
1 


Cause value for not accepted relocation request 


o n 
4. o.U 


14 


RP-01 0871 


367 


1 


Correction to Release 4 additions in lu to support new positioning 
methods 


4.3.0 


1 4 


nr-Ul Uo / 1 


Old. 




onapier a.^i. i (tAAivirLt ivitooAot Layouij missing in version 4.^i.u 


A O O 

4. o.U 


14 


RP-01 0871 


373 


1 


N-to-M relation between CN and UTRAN impacts on CN initiated Reset 
Resource procedure 


4.3.0 


1 yl 


pp ni oqvi 
rir-Ul Uo / 1 


o/4 




Stop Direct Report 


/ion 
4. o.U 


1 yl 


pp n-j OQ71 
nr-Ul Uo / 1 


oo4 


1 


muo impiGmGniaiion ori ror corrocTions 10 nGieasG 4 aaomons in iu to 

ciinnnrt now/ nncitinninn mothnHc 
oUUUUIl llcW UUolllUi III iy IllcUIUUb. 


^ Q fl 

4. o.U 


I 


nr u i uo / i 


"3Q7 
oy / 


1 
I 


i^nrrontinn tn 1 PQ X/ortinQl Anni iranr , \y 
OUllcUllUll IU LOO VciLIUcll MuuUlculuy 


/on 

4. O.U 


I 3 


r\r \jc.\j i ot 


409 




Oi loctinn roncirrlinn QRMQ fnntovl 1 Trancfor anH CRMQ riatQ PnrvA/QrHinn 

Vj/Ucouuii icydiuniy oniNo ouiucal i icuioici ctiiu oniNo uctLct ruiwdiuiiiy 
Initiation 

11 1 1 LICllI Ul 1 


4 4 n 


1 5 


RP-0P01 fi4 

ill ulu 1 u*~r 


407 




Intpr^v^tpm Ohanop and intpr-9VQtpm Handovpr oorrpotionc; 

1 1 1 lci o y o lc 1 1 1 ui iciiiyc ciiiu hi ici oyoiciii i icii iuuvci uuiiculiuiio 


4.4.0 


1 5 


RP-0201 64 

ill v/LU 1 u*~r 


418 




RAR Modif ioation Paramptpr^ 

1 \ i \ 1 > IV IUU IIIUClllUII 1 CIICIIIIC LCI o 


4.4.0 


1 5 


RP-0201 64 

ill ulu 1 u*~r 


422 


-| 


Dplivprv of prronpoiiQ RDI Iq 

uci ivciy u i ci i ui icuu o v_> i_/ \j o 


4.4.0 


1 5 


RP-0201 64 

ill ulu 1 u*~r 


424 


2 


Handlino of f^lohal RNf^-ID in Rpcipt and Rp^pt rp^oiirop 

1 1 CL 1 IU 1 1 1 1 y Ul \-a IUUQI 1 11 M \J 1 1— / III 1 ICOCL Ql IU 1 1COC L 1 COULI 1 UC 


4.4.0 


1 5 


RP-0201 64 

III ULU 1 Ut 


426 


2 


RARq oonoprnpd hv oontpyt^ tran^fpr 

1 1 1 \ 1 ) O UUI IUCI 1 ICU U y UUI ILCALO LI cl i ioici 


4.4.0 


1 5 


RP-0201 64 

III ULU 1 UT^ 


432 




Alionmpnt of dpfinition of \ larantppd Ritratp with ?^ 41 ^ 

(II I y I 1 1 I I C I 1 L Ul UCIIIIILIUII Ul U U Cl 1 Cl 1 1 LCCU 1 1 1 L 1 Cl LC VV 1 LI 1 £_ U . i 1 U 


4.4.0 


15 


RP-020262 


435 


4 


Inclusion of "Age of Location IE into LOCATION REPORT" 


4.4.0 


I 3 


RP-0901 7Q 
nr u^u i / v7 


408 
4UO 




Rom liromontc nn I icor nlano initialioatinn mn\/orl tn 0^ 41 ^ 
nt?L|UI[clllclllb Ull UotJI piclllc II llUdllodUUI I IMUVtJU LU ^lO.^f IO 


4 4 


15 


RP-0201 79 


429 


1 


Correction to LCS Vertical Accuracy Code IE 


4.4.0 


1 O 


pp noni qq 
nr-U<iUl yy 


41 y 


Q 

o 


Introduction of IP Transport option in UTRAN 


£ o o 

o.u.u 


1 ^ 
I O 




40 I 


H 
I 


MMQf Pimntinnal Ploonrintinn 
ININor rUMCUUridl UcoUlipLIUl 1 


o.u.u 


15 


RP-0201 88 


409 


2 


Transport Layer Address at RAB modification 


5.0.0 


15 


RP-0201 88 


428 


3 


Implementation of Handover/Relocation Solution for Inter-RAN Load 
Information Exchange between RAN and GERAN for Rel'5 


5.0.0 


16 


RP-020423 


404 


6 


Release 5 additions of ROHC context relocation support during SRNS 
relocation 


5.1.0 


16 


RP-020401 


437 




Criticality Information Decoding Failure Handling 


5.1.0 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 



409 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



1 6 


RP-020401 


440 


2 


Frrnnpnn^ Rpfiiritv Mnrlp ("Inntrnl nrnnprlurp 

1 — 1 1 Ul ICUUC3 uCOU 1 1 Ly 1 V IUU C W U 1 1 ll Ul 1 UIjCUUI c 


5.1 .0 


1 6 


RP-020401 


443 




Cnrrprtinn nf Tarnpt RNC-ID 

WUI 1 CULIUI 1 Ul 1 ul LjCl III N v_/ 1 1— ' 


5.1 .0 


1 6 


RP-020401 


444 


-| 


SDl 1 Format Infnrmptinn Prp^pnnp 

V ' Ly W 1 Ul II IQl IIIIUIIIIdLIUII 1 1 COCI 1 \-i C 


5.1 .0 


1 6 


RP-020417 

1 1 1 ULU" 1 / 


448 




Fytpn^inn nnnt^inPi for 1 p^t Known Rprvifp Arpp IF 

1 AICI 1 JIUI 1 L*u 1 1 Lul 1 1 C 1 IUI LCIO L 1 \l IU VV 1 1 UC 1 V 1 UC i V 1 C Q II 


5.1 .0 


16 


RP-020401 


451 




'EXTENSION INDICATION' PROPOSAL 


5.1.0 


1 fi 

I D 


nr uluh i / 


ART 




f~*r\rror , tinn r\f \Anrr\t~tn imr^lomontotinn f r\ f f*RA9Q 
wUllcUllUII Ul WlUliy II 1 lUICl 1 Itfl 1 LcLLIUI 1 IUI UnH-i-C/ 


r 1 n 


1 K 
I O 


nr UlU4U i 


AP.0 


i 


RMI -TMI r^nnrrlina+inn in RAMAP 
rilNI_ I ini_ UUUI Ul 1 IculUI 1 III rirtlNrtn 


r 1 n 


1 K 
I o 


nr UlU4U i 


HOD 


o 


OUliclsllUM Ul rilNV^ IU OUUIUII IdLtJU ItJIUUdLIUII 


r 1 n 

O. I .u 




nr UtU4t I 


ARK 


I 


irvf ir vo ii iici wui i\ii ly iui udid iui vvdi uii ly 


r 1 n 


1 K 






I 


1 Ol rif ir*Qti c\ n \r\ r tho i icano tho frj i icq \/qIi io 
v_/ 1 d 1 1 1 1 Ud Ll U 1 1 IUI Ulc Ubdyc Ul Ultf UdUbc VdlUc 


r 1 n 


1 fi 1 
1 o 


nr uluh I / 


A7Q 


I 


wUlltJULIUII UUc LU Lilt; WlUliy 1 1 1 1 Ulcl 1 Icl 1 LdLIU I 1 Ul wliO^LOcxdH-H- dl IU UIIUI III 

thp CR424 


r 1 n 

O. I -U 


-| 7 


RP-020606 


481 




Frrnnpniiq rritiralitv in DATA VOI I IMF RFPORT RFONFRT a n 

1 1 1 Wl ICUUO V^IILIOCHILy III 1— ' i V 1 / \ V v_/ 1 w 1 VI 1 1 1 1 1 v_/ III 1 1 1 V_k KJ 1 v ' 1 CX.KJ . 


5.2.0 


-| 7 


RP-020600 


484 


2 


Hpnrllinn nf ^ppuritv pt rplnr*ptinn 

i iui iuiii iy \j\ oCTjUI iiy ai i civJLrdLivJi i 


5.2.0 


17 


RP-020629 


488 


1 


CRRM Onrrprtinnq 

Vw/ 1 1 1 1 1 V 1 vU 1 1 vVyll vl IO 


5.2.0 


-| 7 


RP-020R00 

1 ll \JC\J\J\J\J 


495 


-| 


Onrlpr rhpnnp Hiirinn RRNR rplnpptinn 

\j i i ai i L) c u u i 1 1 i y oiiiNO i c; i ULiCi iiu 1 1 


5.2.0 


-| 7 


RP-020606 

1 ll \JC\J\J\J\J 


503 


-| 


Npw tpii^p vpIiip for RAR tpIpp^p rpnup^t 

imcvv Uuuoc vaiuc iui i inu i cicaoc iu m uuoi 


5.2.0 


-| 7 


RP-020625 

1 ll U L— \J U C- \J 


504 


2 


Sharprl Nptwnrk^ in mnnprtprl mnrlp — Infnrmatinn Trpn^fpr 

1 lul UU IMC L VV \J\ l\0 1 1 1 UUI II ICwLCU 1 1 l M UU IIIIWIIIIC1LIWII 1 1 Ul IOIUI 


5.2.0 


17 


RP-020624 


506 


2 


GERAN specific impacts on the lu-cs interface 


5.2.0 


-1 7 
I / 


rp. nonsnn 


ouy 


i 


OUilUULIUII IU rlMINMi UdUbc VdlUt; Idllyt; 


con 


17 


RP-020606 


513 




LCS alignment with stage 2 


5.2.0 


17 


RP-020643 


515 




Signalling enhancements for GERAN lu Mode LCS 


5.2.0 


1 8 


Hr-0^051 7 


IT ^ "7 

51 7 




correction to KANAH Ktbt 1 procedure 


IT O A 

5.3.0 


1 8 


RP-020522 


522 


1 


Rel4 Common CR after RANAP review 


5.3.0 


H O 

1 


nr-O^Oo^o 


con 

5^6 


4 


Correction to enable Rel4 extensions in Location Reporting Control 
proceaure. 


con 

5.3.0 


18 


RP-020529 


529 


2 


Correction of RAB Subflows and SRBs mapping onto the transport 

CndnnGI lOGnTITIGrS OT lUr lit tnG oOUrCG nNL/ 10 1 argGt nNO TidnSpdrGnt 
UUI ILdll Itrl 


5.3.0 


I o 


RP-non^:? 




i 
i 


uUI 1 cULIUI I Ul UUUIIiy Ul OOlvl ICo 


o.o.u 


1 P. 
I o 


nr UlUOOO 


ooo 


i 


INcW LdUoc UUUcb IUI INtJLVVUIrX olldllliy III t>UI II IUOLUU IIIUUc 


o.o.u 


I o 


nr ulUjjj 


ooo 


i 


Pnrr^Hinn r\i infnrmQtinn olomontc 
LZIIUUUIIiy Ul II IIUI 1 1 IdLIUI 1 UlUIIIUIIto. 


O.O.U 




RP.mnnfin 


RA.fi 

O'fD 


i 
i 


AHHitirin nf RAR Qi ihfln\A/c manninn r»ntn tho tranonnrt ph^nnol iHontifiorc 
rtUUI IIUI 1 Ul nnD OUUI lUWo 1 1 IdUfJII iy Ul 1 LU U IU Ll dl loUUI L UlldllllUI lUUIILIIIUlo 

nf Inr in thp Sniirrp RNH tn Tarnpt RNH trpn^narpnt rnntpinpr fnr HRDPA 

Ul IUI III ll IC vJ w Ll 1 L/tJ 1 UN V_/ IU 1 Ql LJCL 1 1 1 M \J Ll dl 1 OkJCll tJ 1 IL L/UI 1 lul lid IUI 1 Ivj \-J 1 i V 


r a n 


1 9 


RP-030067 

III UJUUU/ 


550 




Alinnmpnt nf '1 Innprtaintv Fllincip 1 with RRO 

(II 1 y 1 1 1 1 1 CI 1 L Ul KJ 1 IUCI Lul 1 1 LV 1 III kJOtJ VV 1 Ll 1 III WJ 


5.4.0 


1 9 


RP-moo'SB 

1 ll UUUUUU 


552 


-| 


Di mlirptpd III rnnnpntinn irlpntifipr^ 

\-J U LJ 1 1 UCl LCU 1 U bU 1 1 1 1 d_i Ll \j 1 1 IUCI ILIIICI o 


5.4.0 


1 9 


RP-030060 

1 ll UUUUUU 


557 


-| 


Inrln^inn nf IMR fiinnallinn Indinptinn intn R^ RANAP 

II IUIUOIUI 1 Ul 1 1 V \ \J w 1 LJ 1 1 dl 1 1 1 1 U IIIUIUCILIUII IIILU 1 IU 1 1 1 V 1 Mni 


5.4.0 


1 9 


RP-030060 

i ir ujuuuu 


558 




Onrrprtinn tn RANAP Hup tn fiFRAN In mndp 

WUI 1 UULIUI 1 LU 1 l/\l "J l\ 1 UUC LU V^l 1 1 1 1 \ 1 >l IU 1 1 IUUC 


5.4.0 


1 9 


RP-mOO'iB 

1 ll uuuuuu 


562 




FQQpntipl nnrrpptinn nf IMSI nnrlinn 

1 OOd 1 Ll Cll uU 1 1 CUIIUI 1 Ul 1 IVIvJ 1 LiUU 1 1 i y 


5.4.0 


20 


RP-030314 

III UUUU 1 


570 


2 


FQcpntjal Onrrpntinn nf In RpIpp^p Iq^iip 

1 — OOd 1 ll Cll V-/UI 1 IIUI 1 Ul IU 1 ICICQOC IOOU c 


5.5.0 


20 


RP-030326 

1 ll \J\J\J\JC\J 


572 


-| 


Hnrrprtinn nf Fpilurp mp^^pnp ii^pH fnr Inninal prrnr^ 

wui i culiui i ui i aiiu i c 1 1 icooayc uocu iui luyiucli diuio 


5.5.0 


20 


RP-030339 

1 ll U JU J J J 


573 


2 


IntrnHi mtinn nf FpHv 1 IF HpnHlinn — Ritmpn Ontinn 

Hill uuuuliui i ui i — di i y ui — i i d i iu, 1 1 1 iy i_j i Li 1 1 d|_i W|j Li u 1 1 


5.5.0 


20 


RP-030316 

III UJUJ 1 u 


576 


2 


III IIP Initiali^atinn Hiirinn RAR mnHifir'Ptinn 

1 U \J 1 IIIILIdllOdLIUII UUI II IvJ 1 1 1 V 1 ) 1 1 IUUI 1 lUallUI 1 


5.5.0 


21 


RP-030445 

1 ll \J U \_/ i i U 


578 




Alinnmpnt nf titlp and ^nh-nlpu^p tpvt nf nhpntpr 10^4? 

/VI I y I 1 1 I I d I L Ul Ll LIC d I IU OUU IjlaUOC LCAL Ul Ul I d|J Ld 1 U . U . i . C— 


5.6.0 


21 


RP-030437 

1 ll WUW i u / 


584 


-| 


FQcpntjal Onr rpntinn nf In RpIpp^p RpniiPQt 

1 — OOd ILIdl WUI 1 uULIUI 1 Ul IU 1 idudOC 1 lCv|UCOL 


5.6.0 


21 


RP-030439 

i ir ujutjj 


586 


2 


Intrnrli mtinn nf nn^itinninn mpthnrlc; nvpr In 

1 1 1 ll UU UULIUII Ul UUOILIUIIIIiy 1 1 ICLI IUUO U V CI IU 


5.6.0 


21 


RP-030439 

1 ll UJUtJJ 


590 


-| 


Alinnmpnt nf RANAP and RNSAP CRRM qnhitinnq 

i\\ i y i 1 1 1 1 ci 1 1 ui i 1 1\ i *j r \ i cii iu i iiMuni \j\ 11 iivi ouiuliuiio 


5.6.0 


21 


RP-030439 

1 ll UJUtuJ 


594 




RNO M9P nf IMRI within Rplnnatinn Rp^nnrnp Allnnptinn 

1 ll M \J U OC U 1 1 1 VI W 1 VV 1 Ll 1 1 1 1 1 ICIUUCILIUI 1 1 IC OUUI UC 1 \ 1 IUUQIIUI 1 


5.6.0 


21 


RP-030446 

1 ll \J U U I I U 


595 




Rpmnv/pl nf thp nntp in nhantpr 1 

I ICI II U V dl Ul Ll IC 1 IULC III Ul ICL[JICI 1 \J 


5.6.0 


22 


RP-030671 


597 




Backwards Compatibility for LCS- Limited Solution 


5.7.0 


99 

C.C. 


RP.mnK7R 
nr ujUo / o 


fifii 


o 


Ocl lUUo wUMtJULIUII IUI ncoUUC 1 Idl lUUVcl 


r 7 n 


00 


RP_mnfi7R 

nr ujUd / o 


fiDA 




Ocl IUUo wUlltJULIUII IUI OfcJOUIILy III IvIUI Ll UUI 1 Ictll 1 Udllo 


r 7 n 


00 


RP.mn.7i r 

nr uoui i j 


fiflfi 
DUD 



c. 


wuiiculiuii ui nnD ncicdoc nt;t-]ut;oi unci wuii\niy 


r 7 n 


00 


rp mnfi7K 


fif!7 
DU / 


o 



nMNMr ncvicvv ibbuy d.. v_*urrt?oiiun ui ruoiiiun udid 


o. / .u 


00 


RP_mnR7fi 
nr ujuo / o 


fiflfi 
DUO 




RAMAP Ro\/io\A/ icci ip ^' 1 \rcxn\i 
nrtiNrtr ncvicw looUc o. L_wO MOUUidUy 


r 7 n 


00 


RP_mnR7i 


fi1 T 
D I O 


I 


AHH IF 'Pritiralitu Diannnctinc' fnr 1 OPATIDM RFI ATFD nATA FAN 1 IRF 
nUU IC wl 1 LIUdll ly UldLJI IUoLIUo IUI LUL*A 1 IUI<I n LZLM 1 EU Un In rnlLUnC 

1 1 Cooayc 


r 7 n 
o. / .u 


22 


RP-030686 


614 


1 


RT Load Value Clarification 


5.7.0 


22 


RP-030671 


618 


1 


Correction of Reference section 


5.7.0 


22 


RP-030676 


620 


1 


Corrections to the data volume reporting function 


5.7.0 


22 


RP-030676 


622 


2 


Big clarification CR based on RANAP Rel-5 review 


5.7.0 


22 


RP-030676 


623 


2 


Correction to CRRM lu solution 


5.7.0 


22 








Introduction of Release 6 specification 


6.0.0 


23 


RP-040053 


641 




Alignment with 23.032 correction of Included Angle for Ellipsoid Arc 


6.1.0 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 



410 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



23 


RP-040062 


634 




Correction of GERAN related Release 5 lEs 


6.1.0 


OT 


nr U4uuu<i 


fi^R 
DOD 


i 
i 


Pai icdc i icorl in DAMAP 
udllotlo UbcU III nnlNnr 


D. I .u 


OT 


RP-DAnDRO 
nr U4UUDt 


DOO 




InQpr 1 ! ircir'ioc in tho cnor , ifir , Q'H/^n r\i tho Ov/Drlnarl nrnrorli itd 
II IduuUI dulco III Lilt; opcull ludllUI 1 Ul Lllc WVcllUdU piUucUUlc 


c 1 n 
u. I .u 


0"3 


RP-DAnDRO 
nr utuuDt 


OHO 


i 


O 1 q rif ir'dti n n nn hi ro cot nrnroHi iro 
uldl 1 MudllUI I UN IU luocl UlUucUUIc 


u. I .u 


OT 


RP-DAnDRO 
nr U4UUDt 


RRO 




llllcyllLy uldLUo uUIIcullUM 


c 1 n 
u. I .u 


23 


RP-040062 


654 




Coding of Discontinuous Transmission/No_Data mode 


6.1.0 




nn r\/\ r\0-\ C 


DOO 




Introduction of an indication of achieved accuracy in Location Report 

UlUucUUIc UVci IU llllcllduc. 


con 


OA 


n i utu i / *t 


DD-. 


o 
o 


L/did vuiufiit; nupuiuiiy ouiicoliuii 


con 

D.£-.u 


24 


RP-040174 


667 


1 


SNA Coding correction 


6.2.0 


OA 


DD C\A m QO 

nr -U4U1 0*1 


OOO 


o 


Introduction of RIM mechanisms for NACC over the lu interface 


con 


OA 


DD H/1 f"H "7/1 


C70 
Ol £. 




Correction of Transport Layer Address and lu Transport Association 

hanHlinn in PAR Accinnmont 
lldllUllliy III nnD MbolLJI II 1 ItM IL 


con 


OA 


RP-nJ.ni 
n i utu i oo 


O I O 


I 


MonoriD m ci n+ RacoH _ir , ti\/Qtinn in tho 1 ITR AM r\\/a v tho Ii i 
Ivldl Idy cl 1 Itfl 1 L DaocU MOLIVdLIUII III Lilt; \J 1 riMIN UVul Lllc IU 


Ron 


OA 


RP_nj.ni 

n i utu i oo 


R7A 

O 1 H 


I 


FnhonpQmont r\f Tkopq honHlinn Hiirinn Roln^otinn 
L_l II Idl IL-cl Mel 1 L U 1 II aLc lldllUllliy U U 1 1 1 iy ritJIUL-all Ul 1 


Ron 


OA 


RP-n_ini 

n i utu i oo 


R7R 


I 


l\/lriHif ir'Q+irin r\f f*W ln\/nLfo Trafo fnr Qi iKorriKor anrl Pni linmant Traro 
IVIUU 1 1 lUaLIUI 1 Ul wlN IllVUrXfc: 1 laOc IUI OUUbLI lUci dl IU L_L] U 1 UM 1 t;l 1 L 1 1 dUtf 

Qiinnnrt n\/pr In 


Ron 


25 


RP-040298 


681 


4 


Addition nf Rplnratinn Fpilurp rpn^p mdp tn mptrh fnFRAN rpii^p mHp 

rAUU 1 \.i\J 1 1 Ul 1 IdUUClLI Ull 1 d 1 1 Ll 1 C OCIUOC LiUUC l\J II IdLUI 1 VJ 1 — 1 N LaUoC wUC 


6.3.0 


25 


RP-040299 


692 


3 


D?ita Vnlump Rpnnrtinn Onrrprtinn 

uaia v uiui I ic I icpu i ill I y V-/U I i CO LiUi I 


6.3.0 


25 


RP-040?99 


696 


2 


fiprvipp Hpndnvpr Timinn pnH Prinritv 

ijui v i(jC i iai iuu v ci i iiiiiiiy diiu i i i w i 1 1 y 


6.3.0 


25 


RP-040299 


700 


-| 


nrpqpnfp nf pinhprinn kpv in thp RANAP pnntpinpr 

ui coci il.c ui i kji i c i 1 1 i y r\cy 1 1 i li ic i ini ini oui i icii i ici 


6.3.0 


26 


RP-040439 


701 




Indipptinn nf Qplppfpd PI MN in ^hprpd nptwnrkc; 

IIIUIV^ClllWII \J 1 OCICULCU 1 l_lvllM III Ol lul uU 1 ICLVvUI l\0 


6.4.0 


26 


RP-040439 

1 11 U U U \J 


702 


-| 


Rprnntinn in MOON 

1 1GI UU [II I y III 1 V l\_/V_*l N 


6.4.0 


26 


RP-040437 


706 


2 


MRMR Qtpnp ^ c;imnnrt nvpr In 

IVILJIVIO OLCiyC v_J OU[J)JUI L UVCI IU 


6.4.0 


26 


RP-040439 

1 11 V_/ i \J i U 


715 


2 


Sunnnrt nf full Mnhilitv/Rpr'kwprHc; Onmnatihilitv in Nptwnrk Shprinn 

uuppui i ui iuu iviuuiniy / uciurwvcii uo v-*ui iiuciLiuiiiLy hi i>icLvvuii\oiiciiiiiy 


6.4.0 


26 


RP-040441 


719 




Onrrpntinn nf rpfprpnnp tn nutdptpd ITI l-T rpnnmmpnd?)tinn9 

UUI ICULIUII Ul ICICICI IUC LU UU LUCllCU 1 1 \J 1 ICUUIIIIIICIIUClllUllO 


6.4.0 










^nprp rpmnv/pd in ARN 1frnm "MRM£fip99innfit?irtRp9nnncip" 

OL/CIUC 1 CI 1 IU V CU 1 1 1 nvjl M . 1 1 1 Ul 1 1 1 VIU IvIwUCOOlUI 1 vJ Idl ll ICO UUI IOC 


6.4.1 


27 


RP-050057 

1 1 1 \J\J\J\J\J I 


721 


3 


MRMR 5^P99inn Rpnptitinn Nnmhpr nn Rp^^inn Start 

1 VI l—f 1 V 1 v ' vJCOO IUI 1 1 ICUC Ll LIUI 1 IMUIIIUCI Ul 1 uCjjIUI 1 v ' LQI L 


6.5.0 


27 


RP-050057 


724 


3 


MRIV/m RAR Mananpmpnt 

1 V 1 1—) 1 v 1 w 1 1/ \ I— J 1 VICLI iciy CI 1 1 C 1 1 L 


6.5.0 


27 


RP-050052 

1 ll UUUUUt. 


730 


2 


FQcpntjal Onrrpntinn nn Dirpnt Trpn^fpr MpQppnp^ 

1 — OOCI 1 Ll dl UUI 1 CULIUI 1 Ull L/IICUL lldllOICI 1 vicoody CO 


6.5.0 


27 


RP-050057 

1 1 1 \J\J\J\J\J 1 


734 




MRMS Onntpxt*? 

IVII_flvlv_7 UUI IIC/VIO 


6.5.0 


27 


RP-050057 

1 1 1 UUUUU 1 


737 


3 


MRMfi IF rnriinnq 

i v i i—j i v i w ii uuuniyo 


6.5.0 


27 


RP-050057 

III UUUUU / 


738 




MRMR Sp^Qinn Fpihirp 

1 VI l—f 1 VIU UCOOIUI 1 1 dl 1 U 1 c 


6.5.0 


27 


RP-050059 

1 ll UUUUU U 


739 


2 


Sunnnrt nf Nptwnrk-initi^tpd Snudif i'rp\/i < ^inn nf R'Vn^.l 7*34^ 

OUUUUIIUI IMCLVVUlix lllllldLCU vJUUUI 1 MCVIOIUIIUI llU Ut 1 / Jt| 


6.5.0 


27 


RP-050052 

1 ll UUUUUt. 


740 


-| 


Onrrprtinn nf RANAP Onntainpr^ and ORRM 

WUI ICULIUII U 1 1 I /VI N 1 \ 1 UUI ILdlllCIO dl IU V_/ 1 1 1 1 1 VI 


6.5.0 


28 


RP-050227 

1 ll \J\J\JC-L- 1 


741 




MRMfi fip^^inn Duratinn IF 

1 VI l—f 1 VIU UCOO IUII 1 ' U 1 dLIUI 1 II 


6.6.0 


28 


RP-050229 

1 ll U U U L— £_ U 


742 


-| 


Additinn nf F-DOH MAO-H Flnw ID in tran^nprpnt Onntpinpr 

/\UU ILIUM U 1 1 1— ' V_* 1 1 IvinU U 1 IU VV 1 \—J III Ll dl lOUdl C 1 1 L UUI 1 Ldl 1 1 C 1 


6.6.0 


28 


RP-05023 r ? 

i ir ujulju 


743 


-| 


Onrrpntinn tn thp RANAP in Iii-FIpy Paninn withnnt TM5-1I 

UUI 1 CULIUI 1 LU ll IC 1 Itll Mril III IU 1 IC A 1 QU 1 1 iy VV 1 Ll IUU L 1 1 VIU 1 ■ 


6.6.0 


28 


RP-050227 

1 ll U JULL / 


745 


2 


Fnhanrpmpnt for MRMR SFSfilON START mpqqanp 

1 lllldllUCIIICIIL IUI 1 VIU 1 VIU U 1 UU 1 U 1 N U 1 r\\ I 1 II ICOOdy C 


6.6.0 


28 


RP-0502T 1 ? 

1 ll U Jul. JvJ 


747 


-| 


Prpcpnpp infnrmatinn fnr RAO in Tprnpt ID tnwprd9 PS dnmain 

1 ICOCIIUC IIIIUIIIIdLIUII IUI 1 1/ \\y III 1 dl y C L 1 \—t LU Wdl uo I u UUI 1 1 CI 1 I 


6.6.0 


28 


RP-050217 

III u Jul. 1 / 


749 




Cnrrprtinn nf OR7P9 

UUI ICULIUII U 1 \J 1 W 


6.6.0 


28 


RP-050227 

1 ll \J\J\JC-C- 1 


750 


-| 


Onrrpntinn nf MRMS finnrp titlp 

uui iculiuii ui j v 1 1 ' j viu i iy u i c 11 lie 


6.6.0 


28 


RP-050236 

1 ll 


752 




Rplppcp aftpr rprnntinn pttpmnt 

i ici cdoc di lci i ci u u l 1 1 iy dLici 1 1 ui 


6.6.0 


28 


RP-050236 

1 ll UOUl-UU 


753 




Nn Rplnnatinn durinn MOON Rprnntinn 

imu i ic luudiiui i uu 1 1 1 iy i vi v_/\_*i n i iciuuiniy 


6.6.0 


28 


RP-050217 

III vOvl. 1 / 


763 




Onrrpntinn nf OpII 1 npd Infnrmptinn Ornnn 
uui iculiuii ui uc 1 1 i_udu ii uui 1 1 idiiui i m i uu u 


6.6.0 


28 


RP-05023 r ? 

i ir u julj j 


768 




Onrrpntinn nf niipninn pt rplnnatinn 
uui i culiui i ui UfUcuniy di iciuudLiuii 


6.6.0 


29 


RP-05044 r ? 

1 ll U J U i i U 


773 




MRMR annlipc; fnr thp PR dnmain 

1 VIUI VIU dUUIICO IUI Ll 1 C 1 U UUI 1 Idl 1 1 


6.7.0 


29 


RP-05047'3 

1 ll U\JU I / U 


782 




Inrlnqinn nf Intpr-RAT PS Handnvpr hpfwppn IJTRAN and GFRAN A/fih 

IIIUIUOIUII Ul III IC 1 1 1 1 \ 1 1 U 1 Idl IUUVCI UCLVVCCI 1 U 1 1 1 1 \ 1 M dl IU 1 1 1 1 1 \ 1 M r\l \^*VJ 


6.7.0 


29 


RP-050444 

1 ll UUU III 


784 


-| 


Olarifinatinn nf thp Rplnnatinn Oannpl and Rplnnatinn Prpnaratinn 

ui di inudLiuii ui l i ic i ic luudii u 1 1 udi iuci di iu i ic luudiiui i i icudidiiuii 


6.7.0 


30 


RP-050692 

1 ll UUUUUt. 


791 


-| 


Intrndi intinn nf thp Timp tn MRMR Data Trpcifpr 

1 1 1 ll UU UU LIU 1 1 Ul ll IC 1 II 1 IC LU IVIUIVIU 1— /did 1 IdOICI 


6.8.0 


30 


RP-05069' 1 ? 

1 ll UUUUUU 


796 




Cnrrprtinn nf SOIIDIF Rplnratinn 

UUI ICULIUII Ul UUU \—t II IIC lUUdllU 1 1 


6.8.0 


30 


RP-05069S 

1 ll UUUUUU 


797 


-| 


Frrnr HanHlinn nf iinn^pd IF^; 

i 1 1 ui i idiiuniiy ui uiiuocu ii o 


6.8.0 


30 


RP-05069' 1 ? 

i ir uuuuuu 


801 


-| 


Rpwnrdinn nf intprpntinn tPYt frnm OR7R4 

1 IC VV U lUlliy Ul IIILCI dUllUI 1 ICAl 1 1 Ul 1 1 \J 1 I / U i 


6.8.0 


30 


RP-050R9' : i 

1 ll UUUUUU 


803 


-| 


Rpnnnrtpi ir'Q Rpuipw nf ?^ 41 *\ 

1 idUUUI ICUI O 1 ICVICVV Ul C-\J.'-t 1 U 


6.8.0 


30 


RP-050692 

1 ll UUUUUt. 


804 


-| 


MRMR Rprvinp Arpp 1 i^t IF Fnnndinn Onrrpntinn 

iviui viu uc i v iuc i\\ cd i— ioi ii i iiuuuniy uui i cuiiui i 


6.8.0 


03/POOfi 

UvJ/ LUl/U 








Rplppcp 7 upr^inn nrpptpd ha^pd nn ft Ci 

1 ICICdOC / VCIOIUII Ul CdLCU UdOCU Ull vu.u.w 


7.0.0 


31 


RP-06007? 

1 ll \J\J\J\J 1 C— 


0770 


1 


Fnphlinn thp Prnvidinn nf Vplnnitv 

i iiduiniy li ic i luviuniy ui v ciuui l y 


7.1 .0 


31 


RP-060061 


0806 




Correction of IE name in procedure text for MBMS Session Update 


7.1 .0 


31 


RP-060061 


0810 


2 


Correction of signaling bearer mode for MBMS Registration Failure 


7.1.0 


31 


RP-060061 


0825 


2 


PS/CS coordination in shared RAN for MOCN 


7.1.0 


31 


RP-060061 


0827 


2 


Inclusion of redirect attempt flag in Initial UE Message 


7.1.0 


31 


RP-060061 


0829 




SRB mapping toward HS-DSCH and E-DCH MAC-d flows 


7.1.0 


31 


RP-060062 


0831 


1 


lu Release when detecting double lu 


7.1.0 


32 


RP-060288 


0834 


4 


Correction of performance measurement point IRATHO.SuccOutPSUE 


7.2.0 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 



411 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



Oc. 




DRI 1 ^ 
uooo 


i 


f*l q rif inatinn nn cottinn tho Anmircmx/ Fulfilment InHincatnr IF h\/ tho RMP 
wldl 1 1 ludllUI 1 Ull oclllliy Ll ltf MuuUlduy r Ul 1 II 1 1 1 cl 1 L IIIUIudLUI IE Uy Lilt; PilNw 


70f| 
/ .c..\J 


Oc. 


RP-0.fiO.97R 


DR41 
UO'fO 


r> 
o 


OI/PQI infr\r"mQtir»n trancfor fr»r PQ hanrlnv/or 
Ol/rOI III IUI 1 1 IcUIUI 1 Ll Cll lo 1 tJi IUI i O llclllUUVci 


70f| 

/ .C..\J 


Oc. 


nr UDUjoO 


U04t 



c. 


wUllcULIUII Ul UUolllUI III ly t«UI 1 1 lUtJI IOC ItJUUILIIIL) II IL.UI IbloLtJI lUIco 


70f| 
/ .C..XJ 


Oc. 


RP-0R097R 


DR4Q 

U04j 




LJIIUIcdl pi cbcl IL-tJ Ul OtMtJULcU iLIVIIN lUtJIILILy 1 LZ III Ldoc Ul IIULWUIIx 
ol lal II iy 1 IUI 1 OU|>y|^UI III iy Ul — 


7 o 


32 


RP-0R0278 

1 11 UUU£- 1 u 


0851 


-| 


Hpnrllinn nf nrpc;pr\/pH nrt RAR9 

1 1 ex. 1 iu 1 1 1 1 y ui yj\ coc 1 vcu 1 1 1 1 1 1 / v 1 / 


7.2.0 


32 


RP-060278 


0853 


1 


Target RNC ID in RIM Routing Information towards an RNC 


7.2.0 


oo 


RP-0R04QQ 


UOOO 


I 


f""Vitir , alit\/ niannnctirc IF fr\r IVVIRMQ DAR Roloaco 
wllLIUdllLy Uldy 1 IU0LIU0 1 l_ IUI IVIDIvIO nnD nclcdbc 


/ .o.u 


oo 


RP-OROM 4 


UOO / 



c. 


OldLUo Ul OtJivlUt; ndllUUvt;! IC 


/ .o.u 


11 
oo 


RP-OROM 4 


UOOO 




Ml iy 1 II 1 IUI 1 L Ul 1 1 1 VI 1 N lUUIILILy 


7in 


33 


RP-060499 


0860 




Correction of the Meaning of cause value 


7.3.0 


OO 


nr-UbUol U 




l 


Addition of Periodic Location Procedures 


7 q n 


OO 


dp ncn^vo 
nr-UoUo / y 


Uo/ 1 


O 
C. 


inclusion or tne ivibivio oounTing inTormanon it 10 me ividivio oession 

Q+ort R on 1 1 oct 
Oldll nuLjuybL 


7 q n 
/ .o.U 


33 


RP-060590 


0873 




Removal of MBMS SAI Semantic Description in RANAP 


7.3.0 


o4 


dp ncn70/i 


uoo4 


o 

c\ 


Introduction of inter-RAT DTM Handover 


7 a n 
/.4.U 


04 


dd ncn7i Q 


Uooo 


4 


Introduction of new ciphering algorithm UEA2 and integrity protection 

plnnrithm 1 MAC? 
diyui l Ll ll 1 1 U \r\c- 


7 a n 
/ .4.U 


14 
O^f 


nr _ uDUoyo 


uo / y 



c. 


PnnHitinnc fnr IMRIMQ RAR cot i in 
wUIIUILIUIIo IUI IVIDIVIO nnD oUL U|J 


7 a n 


14 
O^f 


nr uou / uo 


UOOO 


o 


I ntrnrl i irinn i ror*t Ti innol in RAM AD 

I I III UUUUII iy L/llcLl IUIIIIUI III nnlNnr 


7 a n 

/ .H-.U 


14 
O^f 




UOOO 


o 


DMP Roiontinn nf h/IRh/IQ Qaccinn Qoti in \A/ifh q TK/I(^I alroaHw iicorl fnr 
nlNw riUJUUllUI 1 Ul IVIDIVIO OUoolUII OULUU VVILII d 1 IVIOI dlltrduy UocU IUI 

pnnthpr nnnninn MRMR ^PQ^inn 


7 A Ci 


34 




0889 


"I 


MRMR 9pc;c;inn Rpnptitinn Nnmhpr Onrrpptinnc; 

1 VI l—f 1 VIU OCOO 1 KJ 1 1 1 ICfJCUUUI 1 1 \ UI 1 lUUI V^UI 1 CVjll W 1 IO 


7.4.0 


35 


RP-070063 


0891 


2 


Direct Tunnel Correction 


7.5.0 


I 1 ! 


RP-n7DDR1 
r\r u / uuoo 


uoyo 



c. 


Qinnallinn RARc 
Oiyildlllliy nnDo 


7 ^ n 

/ .O.u 


1R 
oo 


RP-n7DDR1 
nr u / uuoo 


uoyo 


I 


IV A q nrl otnr\/ i icq nf tranennrt Iq\/ot infnrmQtinn 
IVIdllUdLUiy Ubc Ul LidllopUiL IdyUl II IIUi 1 1 IdLIUI 1 


7^0 


1R 
oo 


RP-D7nnRi 
nr u / uuoo 


npnn 
uyuu 




K/lnHif inatinn nf Riiloc fnr RiiilHinn RAMAD Moccanoc 
IVIUUI 1 lUdLIUI 1 Ul riUltfo IUI DUIIUIIiy nMlNMn IVIcoodytJo 


7 ^ n 

/ .O.u 


35 


RP-070054 


0902 


2 


Correction on MBMS SESSION START and MBMS SESSION UPDATE 


7.5.0 


oo 


dd n7nnci 
nr -U / UUb I 


none 

uyuo 


o 


inirOQUCTIOn OT IVIIMU in nAINAr 


/ .O.U 


oo 


nr-U / UUOO 


nonQ 

uyuo 


o 


MBMS Session setup of a parallel session of the same service in a 
distinct MBMS service area 


/ .O.U 


oo 


nr -U / UU04 


uy i u 




Update of MBMS Session Duration 


7 c /l 
/ .O.U 


oc 
OO 


DD r\ir\A~7A 
nr-U/U4/ 4 


none; 

uyuo 





inirooucTion or txienoea rtNL»-iu 


7 c n 


ob 


dd nvnooo 


uyi 4 


o 

o 


Clarification on distinguishing MBMS Service Areas of Multiple parallel 

|\/1R|\/|Q Qoocinnc nf tho CQmo cor\/ino 
IVIDIVIO OtfoolUI lo Ul Ll IU odlllt? oUIVIUU 


i c n 


IK 
oo 


RP_n7nQQQ 

nr u / uooy 


DQ94 

\J&C.H 


o 
c. 


From lonrw 1 a\/or r^innv/Qmon^o 

n tJU,ut;i iuy Ldyui ouiivtJiyuiiut; 


7 k n 


IK 
oo 


n i u / uoo / 


uyiio 


o 
c. 


I ntrnrl i mt inn nf riAMQQ ^r^alilon anrl AHHitinnal Mav/inotinn Q\/ctomc\ in 

II III UUUULIUI 1 Ul VjlMINOO ^OdllltJU dl IU MUUIUUIIdl INdViydllUN OyoLUIIIb^ III 

RANAP 


7 k n 
/ .o.u 


37 


rp-070 c s67 


0928 


"I 


nnrrprtinn tn fnANfifi 1 nrptinn Rplatprl Datp RpmiPQt 


7.7.0 


37 


RP-07056^ 


0930 




MRMS hrnadraqt RAR Rpt I In 

IVILJIVIO Ul UaUOaol 1 l/V LJ UCl *—J \J 


7.7.0 


37 


RP-070578 

III U 1 UU 1 U 


0932 




Cnrrprtinn fnr RNC ID 

wUI 1 CUIIUI 1 l\Jl 1 1 1 M V_/ 1 Ly 


7.7.0 


37 


RP-070578 

III U 1 UU 1 U 


0934 


"I 


MaYimnm nnmhpr nf In Sinnallinn Cnnnpftinn Irlpntifipr^ 

IVIdAIIIIUIII IILJIIIL/d Ul IUI vJ iy 1 1 Cll 1 1 1 iy vU 1 1 1 lUUllUI 1 IUCI 1 Ll MCI o 


7.7.0 


37 


RP-070581 

III W / UUU I 


0935 




I IF Invnlvpri Rplnr*3tinn for 9nurpp RNC not hpvinn ln-P9 1 ID 

w 1 II IVUIVCU 1 IC IUUuLIUI 1 1 \J 1 OUUIbC 1 ll M \— f 1 IUI 1 1 CI VIII y ID uO ' 1 


7.7.0 


38 


RP-070818 

III U t UUJU 


0939 


"I 


ARN1 -Tabular alinnment fnr fiANRR featurp in TR25 41 T 

i \ v ' imi i auu i cii ciiiyiiiii^iiLiwi uni n >ju icaiui c 1 1 1 i io 


7.8.0 


38 


RP-070817 

III v f UUiJ ' 


0941 




Fxnlirit rpfprpnrpc; tn TR^ Q n 4 and 2^ QQ'S 

1 — A|_J 1 1 \_, I L 1 CI CI CI IUCj IKJ 1 llO i— v_) . J ClIIU l—\J.ZJZJ\J 


7.8.0 


38 


RP-070842 

III U 1 \J U T L_ 


0942 




Rpnnnrtpi i re; Rpvipw 

1 lajJLJUl LCU 1 O 1 ic view 


7.8.0 


38 


RP-070844 

III U 1 \J U I T 


0943 


2 


Intrnrli mtinn nf ppii^p vpIiip fnr CS-trinnprprl rplnnptinn 

iiiliuuucliuii ui IjuU ac value iui 11 iy y ci cu i ciuuclliui i 


7.8.0 


40 


RP-080297 


0950 




Cnrrpntinn nf thp RpIppqp nf MRMft Sinnallinn Cnnnpntinn 

U/UI 1 UULIUI 1 Ul ll IC 1 1CICCLOC Ul 1 V 1 LJ 1 V 1 >_J vJIUI IClllll Iy VJUI II ICULIUI 1 


7.9.0 


09/2008 








Rpl.fi v/pr^inn nrpptprl hp^pri nn \/7 Q fl 

1 1CI \J VUI OIUI 1 Ul Ca LCU UaoCU Ull V / . J . U 


8.0.0 


41 


RP-080589 

1 ll UUUOUJ 


0952 


2 


Intrnrli mtinn nf Fnhanr*pri Rplnnptinn 

1 1 1 ll UU UUIIUI 1 Ul 1 1 1 1 1 Ql IUCU 1 ICIUUullUI 1 


8.0.0 


41 








ARN 1 prrnr nnrrpntprl 

i \ v ' 1 M. 1 CI 1 Ul UU 1 1 CU LCU 


8.0.1 


42 


RP-080852 

1 il UuUUJl 


0953 




Sunnnrt fnr pririitinnpl navinatinn ^atpllitp ^v^tpm^ in RANAP 

uupuui l iui auu i li u 1 1 a i iiaviyauuii oaici 1 1 lc oy o ici 1 10 1 1 1 i i/v i \ir\i 


8.1 .0 


42 


RP-080849 

1 ll UUUU^J 


0959 


3 


Intrnrii mtinn nf NF Hi^tnrv Infnrmptinn 

ii ui uuuuliui i ui \j i i iioiuiy iiiiuiiiiciiiuii 


8.1 .0 


42 


RP-080849 

1 ll UUUUtJ 


0960 


-| 


IntrnHi mtinn nf MRMS Imnrnvpri finltiiinn 

1 1 1 ll UU LIU LIU 1 1 Ul IvILJIvlvJ Illlk/IUVCU UUILUIUI 1 


8.1 .0 


42 


RP-080848 

1 ll UUUUTO 


0961 


3 


Intpr-RAT Mnhilitv tn/frnm F-IITRAN 

1 1 1 ici i iti i i v iuui 1 1 iy iu/ 1 1 ui 1 1 i . \J i i ini n 


8.1 .0 


42 


RP-080855 

1 ll UUUUJJ 


0962 




IntrnHi mtinn nf thp Suh^nrihpr Prnfilp ID fnr RAT/Frpnnpnr'v nrinritv 

1 1 1 ii uu uu li u i i ui l i ic uu uou i iuci i iuiiic i t—i iui i iti i / 1 i uuu ciiuy uiiuiiiy 


8.1 .0 


42 


RP-080840 

1 ll uuuuw 


0963 




ASN 1 nhannpc; fnr pnhpnnpH rplnnptinn 

nu in. i ui i cll iy uo iui c i 1 1 i a i iucu i ciuuaiiui i 


8.1 .0 


42 


RP-080854 

1 II \_/ U \-f U U 1^ 


0965 


2 


RANAP channp^ to *$unnort thp li^p nf OSG Idpntifipr*? 

i i(ii « (i i uii a i iu u o iu ou uuu i i li i u uou \j i \w/ Vw/ \ v a i w i iliiiui o 


8.1 .0 


42 


RP-080856 


0966 




Removal of Recovery and Restoration from 23.060 


8.1.0 


43 


RP-090083 


0971 




Cause value mapping for CSFB 


8.2.0 


43 


RP-090079 


0974 


2 


Clarification of usage of MBMS RAB release for MBMS broadcast 


8.2.0 


43 


RP-090075 


0977 


2 


Clarification of usage of Extended MBR and GBR 


8.2.0 


43 


RP-090076 


0978 




Clarification on Source ID 


8.2.0 


43 


RP-090078 


0979 


1 


Editorial Updates TS 25.413 


8.2.0 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 



412 



ETSI TS 125 413 V1 0.2.0 (2011-07) 







oqro 




I 1 dl lo(Jd.i cl IL OUI Ud.ll Itfi UUIUfcfllL — II IIUi 1 1 IctLI VfcJ dlllltJA 


8 9 


43 


RP-090093 


0981 




Introduction of HSPA SRVCC 


8.2.0 


A O 

4o 


do aoaa"70 

nr-uyuu/y 






Furthor Corrections for Enhanced Relocation 


Q O A 


43 


RP-090081 


0983 




Inclusion of CSG ID in initial UE message 


8.2.0 




n n /-\nAA"70 

Kr-09007o 


aao A 

0984 




Clarification on ASN.1 for Generic Container 


O O A 

o.ZO 




Hr-090^63 


0985 




D»n nmn Omi* nn DMP 1 1-\ \ n r M LI A M O P\ Dn APATIAM Z" 1 f~\ l\ /I n> 1 rTrr 

Kename ot source KNO ID in tNHANOU KtLUOA 1 lUN OOMrLt 1 1 

pcni icct 
ntlJUto 1 


O O A 

8.3.0 


— — 

March 

2009 








AoiN.i aeDUyging Derore Treezmg 


o.o. 1 


A A 
44 


dp naricoQ 
rir-uyUooo 


uyt5o 




MQQiiion ot iniGgniy rrotGCiion inTorrnaTion it and tncrypiion inTorrnaiion 

IF intr» Frihanrorl CRMC Dolncci+inn 
1 rz niiu rziiiidiiotJU oniNo riciuodtiuii 


Q Q A 


44 


RP.000R41 
nr uy uoh- i 


OQftQ 


A 


riMINMr UlldliytJo IU bUppUil pdylliy UpilIIMbdUUil 


S T 
O.O.U 


AA 


rp-ooort3 

nr uyUDoO 


oqq4 
uyy^f 




OUIIcOLIUll Ul caLuMUuU dlLuIIIdLIVc UIL idle 


S T 
O.O.U 


AA 


RP.OQORT} 






OLiUOLUlt; Ul piUUcUltJ IcaI IUi r\UIUUdLIUII r I cUdl dllUI 1 


O.O.U 




RP.nqnK'^'i 


OQQft 


1 


1 ntorap+inn hot\A/oon PrihonpoH Rolr^r'd+inn cinrl PAR Aocinnmont 
lllltildULIUII UclWccll tZIIIIallUcU ntflUUdLIUI 1 dl IU nnD Mooiy l II 1 Itfl 1 L 

PrnrpHi irp 


ft T 
O.O.U 


44 


RP-090642 


0999 


-| 


Cnrrprtinn nf intrndurtinn nf HSPA SRVOC 

WUI 1 11 \J \ \ Ul II III UVJUbLIUI 1 l_J 1 1 IU 1 1 \ V ' 1 I V WW 


8.3.0 


44 


RP-090642 


1000 




Cnrrprtinn nf thp filnhal ON-ID fnr thp PS domain 

WUI 1 (JLiLIUI 1 Ul L 1 IC Wl 1 UUQI W 1 M 1 \—J \\J\ \.\ \\j 1 V ' UUI 1 1 dl 1 1 


8.3.0 


44 


RP-090636 


1002 




Introduction of E-UTRAN Service Handover IE 


8.3.0 


4R 
H-O 


RP.0Q0770 
nr uy u / / u 


1 m r 




wU I I cULIUI I Ul MO IN . I I dlLjcL well IU II I loo 1 1 iy 


ft 4 
O.^f .u 


uy/*iuuy 








r\t?l-y VtJiolUll UlfcJdLfcJU UdoUU Ull V0.4.U 


q n o 


45 


RP-090777 


1009 


2 


Introduction of UE-AMBR Concept in UMTS 


9.0.0 


4b 


DD nCH H Q1 

nr -uy \ \ y 1 


1 UUo 


/I 

4 


Support for paging optimization with CSG mGmbGrship changes 


o 1 n 


A Ci 

4b 


nr -uy \ \ y 1 


1 Ul o 


-j 


Tomot r\\\ \Y\ ir\r NMD in l-i/-»iir»H |__| /' V 

i argGT ogii iu Tor mind m-DOuno. mu 


o. -\ n 


4b 


DD HQ1 iQI 

nr-uy \ \ y 1 


1 Uo/ 


-I 


Inclusion of CSG information for accoss control in 3G handover 

fJIUOcUUico dMU UL pi IUI 1 LIZ.dLIUi 1 III 0\J HyUilU UtJIIo. 


q -\ n 


A7 


RP-1 nn°i q 

III I UUt I 


I uoO 




Pnrro^+inn nf PQf^ Poll anrl WuhriH Poll Rofini+inn 
wUMcUllUII Ul wuu well dl IU nyUIIU wUII L/UIII IILIUI 1 


qon 
y .£_.u 




RP-1 nn°°9 

III I uu^^ 




i 
i 


PI q rif ir , a+inn rin tho Arr^Dcc Pnntml r\f Mnn.PQ^ 1 IR riiirinn Inhniinrl 
wldl 1 1 lUdllUI I Ull LI IU nuucob wUIILIUI Ul INUI 1 wOwl KJC L/Ullliy IIIUUUIIU 

i i di iuuvci 


qon 
y .£_.u 


47 


RP-1 00222 


1041 


1 


Handling of CSG ID check failure in hybrid cells 


9.2.0 


A7 


RP-1 0091 r 

III I UU£ I o 


1 04^ 




wUi 1 UUI I Idl 1 IU Ul IdiyUL UIND \U LU dliyil WILM OD.*+IO 


ci o o 


A7 


RP-1 nnpps 


1 044 




Intor RAT IVyinhilit\/ 1 naH RQlcinr , inr , i fin li i 
IIIIUI n/i 1 IVIUUIIILy LUdU Ddldl IUI 1 iy Ul 1 IU 


Q 


A7 


rp-1 00999 

nr I \j\jc-c-c- 


1 047 

1 U4 / 




wUIIUUL WlUliy uOu 1 YJ IUIUIUIIUU 


Q o 


A7 


RP-1 nnpcq 

111 I \j\JC-C-3 


1 04ft 


i 


nocrrintin n nf TrancnQront Pnntainor Fnrrirlinri 
L-»UoUi ipilUi 1 Ul 1 IdilopdlUIIL wUilldlilUl LlilUUUIIiy 


Q 


A7 


RP-1 nncpq 

III I UUll9 


1 04Q 
i u^fy 




R a nnnrtoi i r"c 1 1 nrldto f n r R A M A D n rntnrn 1 
ridppUilUUI o UpUdLU IUi r\/AI\J/-\r piULUUUI 


Q o 


A7 


rp-1 0091 Q 

III I UUl I y 


1 0R1 


o 


Arlrlitinn nf ID Qni irr-o AHHrocc in hyiRh/IQ Q\/nnhrnnicatinn Infnrmatinn in 
MUUIIIUII Ul li OUUIUU MUUIUoo III IVIDIVIO Oy 1 IUI 1 1 Ul llodUUI 1 1 1 1 1 Ul 1 1 IdLIUI 1 III 

MRMS Sp99inn Start 

IVII—flvlW UCOOIUI 1 W LCI 1 L 


ci o o 


47 


RP-1 00348 

1 11 1 \J\J\J^\J 


1053 


4 


PSPi pynirv Hanrllinn 

w w s-J caljii y i idi hjiii iy 


9.2.0 


47 


RP-100214 


1056 


1 


Correction of CSFB 


9.2.0 


4R 


RP-1 nn^q? 

nr i uuoyii 


1 ORR 
I UOO 


i 
i 


1 ITRAM Trano in Ahnnrmal Pnnrlitinnc 
U 1 nnl N 1 1 dUU 1 U nUI IUI 1 1 Idl UUI IUI UUI lo 


Q O A 

y .o.u 


AP. 


RP-1 oo^qe; 
nil i uuoyo 


1 ORQ 
i uoy 




Qnmo Pnrrontinno tn tho InhniinH MnHilitw RrnnoHiiro 
OUIIIU wUIIUUUUIIo LU LI IU IIIUUUIIU IVIUUIIILy r IUucUUIc 


Q O A 

y .o.u 


48 


RP-1 00599 


1061 


4 


Introduction of IPv4 and Ipv6 Dual Stack option 


9.3.0 


A Q 

4o 


rir-1 UUoyo 


1 Ubo 


H 

! 


Correct the description on the Relocation Failure handling 


Q O A 

y.o.U 


48 


RP-1 00599 


1064 


3 


Release 7 QoS subscription data for Pre-Release 7 UE 


9.3.0 


48 


Hr-1 00599 


1 067 


1 


Enhancement of Location Reporting functionality interaction with 
Enhanced Relocation 


9.3.0 


4y 


dd 1 nnor\~7 
nr-1 UUyU/ 


1 (Y7A 
1 U/4 




Correction of Forwarding TNL IE for Enhanced Relocation 


Q yl A 


4y 


DDI nnoMT 
nr-1 UUyU/ 


1 A7^ 
1 U/o 




Correction of the interaction between CN Invoke Trace and Enhanced 

riciUUdllUI 1 


Q A A 
y.4.U 


49 


RP-1 00907 


1076 


- 


Correction of inconsistencies between tabular, procedural text and ASN.1 

nnHo fnr Fnh^nporl RolnnQtinn 
UUUU IUI OllldllUUU riUIUUdLIUil 


9.4.0 


OU 


RP-1 m 9KQ 

III I U I £-KJ<J 


1 0ft1 
I UO I 




Pnrrontin n nf I nto r.c\/cto m QR\/PP 
wUIIUULIUII Ul II UUI oyoLUI 1 1 On v ww 


ci ii o 
y.o.u 


1 9/901 n 








Rol-10 \/orcinn nroQtoH hocorl nn \/Q ^ 
riUI - I U VUlolUI I UlUdlUU UdoUU Ull vy.O.U 


10 
I u.u.u 


OU 


RP-1 m 
nr i u i ooy 


1 084 
I UOM- 




IntrnHi mtinn nf tho QIPTP^ at In-PQ Pnnntinn 
II III UUUU LIU 1 1 Ul II IU 1 1 \ \J dL IU TO TUIIULIUII 


1 o n o 

I u.u.u 


50 


RP-1 01 389 


1086 


2 


LIPA Impact In RAN3 


10.0.0 


ou 


nr-1 Ul oU4 


1 nQ7 
1 Uo/ 


O 
£L 


inier-nA i ivirtu tor uetecnon ot too eany inter-nA i nanaover witn no 

Rl F 


1 n n n 
1 U.U.U 


U 1 1 csJ 1 1 








RH itn rial phonno 1 hinhlinhtinn CDmn\/oH 

LzuiLuiiai uiidiiyu. i nyi niyi tin iy iuiiiuvuu 


1 n n 1 

I U.U. I 


O 1 H-C 


on i uuu£.C7 






PJarifiratinn nn thp iiqp nf RpfprpnrpQ (T^ ?1 ft01 P.RtfOmO^ 
widiiiiudLiuii uii nit; uoc \j\ ricicici ioco ^ i o c i .ou i unftuuouj 


10 1 

1 U. 1 .u 


51 


RP-1 10226 


1090 




Correction to Integrity Protection Information and Encryption Information 


10.1.0 


51 


RP-1 10239 


1091 


1 


Addition of MeasurementBandwidth and ASN.1 clean-up for IRAT 
measurement configuration 


10.1.0 


51 


RP-1 10230 


1094 


1 


Introduction of MDT 


10.1.0 


51 


RP-1 10231 


1095 


1 


Additional lEs needed to support optimized HNB-HNB mobility 


10.1.0 


51 


RP-1 10233 


1096 


3 


Introduction of Low Priority Traffic Overload support 


10.1.0 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 



413 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



51 


RP-1 1 0226 

III II ULLU 


1099 


2 


Olarifirptinn nn TFID vpImp rpnnp for RANAP 

v_/l dllllL/CillWII \J 1 1 1 1 1 1— ' V QIUC lul IUu IUI 1 In 1 N 1 \ \ 


10.1 .0 


51 


RP-1 10225 


1 100 


1 


the description usage of NONCE in RNC 


10.1.0 


52 


RP-1 10695 


1104 


3 


User consent indication for MDT in RANAP 


10.2.0 


52 


RP-110713 


1111 


1 


Clarification to detection of unnecessary IRAT handover 


10.2.0 


52 


RP-1 10681 


1114 


2 


Correction of SRVCC from LTE to UMTS 


10.2.0 


52 


RP-1 10684 


1115 




Correction of References 


10.2.0 


52 


RP-1 10686 


1116 


2 


General clean-up before Rel-10 ASN.1 closure 


10.2.0 


52 


RP-1 10695 


1118 


2 


MDT UTRAN amendments 


10.2.0 



ETSI 



3GPP TS 25.413 version 10.2.0 Release 10 



414 



ETSI TS 125 413 V1 0.2.0 (2011-07) 



History 



Document history 


V10.1.0 


April 2011 


Publication 


V10.2.0 


July 2011 


Publication 





















ETSI 



